1987 ford f150 manual

Ford's evolution of the eighth-generation F-Series took a key turn in with yet another refresh on
the F redesign. This time, however, Ford took the equivalent of a giant leap in the styling
department, and it helped make an already successful model sell even better. Interestingly
enough, the basic design of the F-Series remained the same - it's a testament both to how good
the remodel was, and just how big a difference a stylish front end can make. Either way, the
pickup trucks from the Blue Oval were light years away from any other manufacturer in terms of
style, and by the end of the eighth-generation tenure in , the F-Series would go from being the
best selling truck in America, to the best selling overall vehicle in America. Take two minutes
right now to check out this beautiful black restored 87 F Wow that truck looks absolutely
amazing in black! A flattened, rounded, and otherwise sculptured front end evicted the angular
lines and large egg carton grille from Flush headlights and wraparound amber turn signals
combined with a simpler grille to give the F-Series a thoroughly modern look that no other
manufacturer could touch. The new, aerodynamic headlights are also easier to service i. The
changes went further than just the front end, however. Wheel arches became rounder and
bumpers became smaller, all of which contributed to the new streamlined look. Inside, a
completely redesigned dash board with new gauges brought the F-Series closer and closer to
passenger car ergonomics and comfort. The new looks went hand in hand with technological
upgrades such as standard rear anti-lock brakes-an industry first for a pickup truck. The
standard 4. Styleside beds were the norm, with Flaresides still available in the F, though would
mark the end of Flaresides until All models could be had with four-wheel drive, save for dual
rear wheel versions of the F Familiar engines populate the F-Series line, though fuel injection on
the 4. The high output 5. As for transmissions, the old-school three-speed manual "three on the
tree" was finally replaced with a traditional four-speed manual as the standard transmission
across the line F models used a four-speed with overdrive , with three or four-speed automatics
all optional. Only one significant recall affects the F-Series. Listed as ID , this recall addresses a
problem with the spring lock fuel line coupling, which could work loose over time, causing a
fuel leak. Despite Ford's use of galvanized metals, rust in cab corners, doors, and fenders are a
significant problem for the entire eighth-generation F-Series. Many owners also complain about
worn bushings in the front suspension, leading to clunks and a general looseness in the front
end. Available exterior paint color choices for include:. The new style of the instrument panel
has a curved, driver-biased shape that positions the speedometer in the center, where you get
an unobstructed view through the steering wheel. A full complement of gauges for oil pressure,
engine coolant temperature, ammeter and fuel are also standard. They are all backlit with lit
pointers for excellent night readability. You'll notice a new indicator light in the F-Series
instrument panel, too. It's one that you won't find on any other pickup manufactured in America.
It's for the standard rear antilock brake system. The system contributes to smooth, sure stops
by inhibiting rear wheel lock-up under most operating conditions. Anytime rear wheel lock-up is
detected, the computer processes signals and directs the pressure control valve to modulate
rear brake line hydraulic pressure. The result is more controlled rear brake performance. Each
time the ignition is turned on, a warning light check and a complete computer self-check are
made. The computer continuously checks for any possible electrical malfunction. Should the
system ever fail to operate, the warning light on the instrument panel will alert the driver that the
computer has automatically shut down the system and converted the rear brakes to
conventional non-antilock operation. Notable advancements incorporated into the F-Series
suspensions for n are the use of gas-pressurized shock absorbers for a smooth ride and
adjustable caster and camber for accurate alignment. Scheduled maintenance intervals for the
F-Series included a 7, mile or 6 month oil change interval. Spark plugs, air filter, and coolant are
due to be changed every 30, miles or 3 years for the coolant. Quick Links. See also: Workshop
Manual , Owner's Manual. Table of Contents. Table of Contents Introduction. Instrument Cluster.
Warning And Control Lights. Entertainment Systems. Climate Controls. Electronic Automatic
Temperature Control. Rear Window Defroster. Turn Signal Control. Bulb Replacement. Driver
Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Message Center. Owners
Guide postfmt. USA English fus. Automobile Ford F Owner's Manual pages. Ford motor
company ford f owner's guide pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction State of California to cause cancer and birth defects
or other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, Page 7
Driving chapter. Ford makes no representation as to the suitability of your vehicle for
snowplowing, in particular regarding the potential for exceeding vehicle weight limits, airbag

SRS deployment sensitivity, vehicle crash integrity, or powertrain durability. Report the fault to
a dealer at the earliest opportunity. A chime will also sound to remind you to fasten your safety
belt. High beams: Illuminates when the high beam headlamps are turned on. Odometer:
Registers the total miles kilometers of the vehicle. If the needle falls below the normal range,
stop the vehicle, turn F f12 Owners Guide postfmt USA English fus Page 17 For more
information, refer to Filling the tank under the Fuel Information section in the Maintenance and
Specifications chapter. Also use in menu mode to select various settings. Audio: Press to
access select various settings. Treble: Press to adjust the treble setting. Press again to return
to the playing media. Page 21 CD. Repeat: Press to repeat the current CD track. CD eject: Press
to eject a CD. Seek: Press to access the next strong station or track. Page 24 8. Scan: Press for
a brief sampling of radio stations or CD tracks. Press again to stop. Press and hold to autoload
up to six CDs. Press and hold to auto eject all CDs present in the system. Irregular shaped CDs,
CDs with a scratch protection film attached, and CDs with homemade paper adhesive labels
should not be inserted into the CD player. Select 2. Adjust the temperature control to maintain
comfort. Set the fan speed to the highest setting. Rear defrost if equipped : Press to defrost the
rear window. Refer to Rear Window Defrost for more information. If your vehicle is equipped
with a mini message center, refer to Mini message center electronic compass temperature
display in the Driver Controls Chapter. Deselect the autolamps after the desired autolamp delay
time maximum of 3 minutes At this point, the headlamps and park lamps will turn off. High
beams Push the lever toward the instrument panel to activate. Pull the lever towards you to
deactivate. Park the vehicle directly in front of a wall or screen on a level surface, approximately
25 feet 7. Repeat step 3â€”5 for the other headlamp. Close the hood and turn off the lamps. To
replace all instrument panel lights - see your dealer F f12 Owners Guide postfmt USA English
fus Page 49 Grasp the bulb only by its plastic base and do not touch the glass. The oil from
your hand could cause the bulb to break the next time the headlamps are operated. Install the
new bulb in reverse order. Make sure the headlamp control is in the OFF position. Open the
tailgate to expose the lamp assembly screws and remove the two screws from the tail lamp
assembly. Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect
the electrical connector from the foglamp bulb. Pull out the old bulb from the socket and push
in the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. Attach the new
wiper to the wiper arm and press it into place until a click is heard. Replace wiper blades every 6
months for optimum performance. If your vehicle is equipped with a overhead console rail
system, there are several features that can operated. Push upwards with palms. While pushing
upwards with palms, grip the side latches with fingers and squeeze. Exceeding these limits will
result in a blown fuse. Always keep the power point caps closed when not being used. Press
completely down on the bottom part of the rocker switch and release quickly. Press the top part
of the rocker switch to stop. To activate the heated mirrors, press the rear defrost button
located on the climate control panel. Press and release this control to decrease the vehicle set
speed in small amounts by 1 mph 1. Press and hold the desired HomeLink button. Do NOT
release the button. This value is not the same as the average fuel economy display. The running
average fuel economy is reinitialized to a factory default value if the battery is disconnected.
Autolocks This feature automatically locks all vehicle doors when the vehicle is shifted into any
gear, putting the vehicle in motion. Displayed when the engine is overheating. Stop the vehicle
as soon as safely possible, turn off the engine. If the warning stays on or continues to come on,
contact your dealer as soon as possible. These messages indicate improper operation of the
vehicle network communication between electronic modules. A correct zone setting will
eliminate this error. Refer to Compass zone adjustment. As many as 5 complete circles may be
required. The compass is now calibrated. Lift tailgate to a 80 degree angle from horizontal.
Remove tailgate from left side hinge by sliding tailgate to the right. To install, follow the removal
procedures in reverse order. When driving the vehicle off road, the bed extender should be
removed and the tailgate closed. To install the bed extender, follow the removal procedure in
reverse order. Repeat this procedure for another remote transmitter if desired. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. Turn the ignition to the 3 ON position, and within five seconds, press the control two
times. Note: After turning the ignition to the 3 ON position, two horn chirps should be heard,
indicating that the F f12 Owners Guide postfmt USA English fus Page 92 Before following the
activation or deactivation procedures, make sure the ignition is off, and all vehicle doors are
closed. The user should receive a horn chirp to indicate the system has been disabled or a chirp
followed by a honk to indicate the system has been enabled. Enter the factory set 5â€”digit
code. This must be done within five seconds of completing Step 1. Refer to Programming spare
keys for instructions on how to program the coded key. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,

electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 97 5. If failure repeats, bring
your vehicle to your dealership to have the new spare key s programmed. The head restraints
can be moved up and down. Push control to lower head restraint. Press the front or rear portion
to tilt the seat. The indicator light on the control will illuminate when activated. The system
automatically shuts off after 10 minutes. Each seat cushion can be flipped up into the seatback
position. See Front passenger sensing system in the airbags section of this chapter. To
unfasten, push the release button and remove the tongue from the buckle. How to use the
automatic locking mode 1. Buckle the combination lap and shoulder belt. Do NOT place objects
between the seats, this could interfere with the functioning of the pretensioner. The system
monitors and tailors the air bag deployment based upon safety belt usage. Failure to properly
wear your safety belt will increase your risk of injury. To ensure that you have used the correct
buckle you should hear a snap and feel it latch. Shorten and fasten the belt when not in use. The
following are reasons most often given for not wearing safety belts: All statistics based on U.
Safety belt maintenance Inspect the safety belt systems periodically to make sure they work
properly and are not damaged. Inspect the safety belts to make sure F f12 Owners Guide
postfmt USA English fus Page Air Bags if equipped , shoulder belt guide on seatback if
equipped , child safety seat LATCH and tether anchors, and attaching hardware, should be
inspected after a collision. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. This is because the back of the infant seat is
too close to the inflating air bag and the risk of a fatal injury to the infant when the air bag
inflates is substantial. See your Ford or Lincoln Mercury dealer. The front passenger air bag is
not designed to offer protection to an occupant in the center front seating position. Several air
bag system components get hot after inflation. Do not touch them after inflation. An out of
position front center occupant could affect the decision of the front passenger sensing system.
Medical condition. Important child restraint precautions You are required by law to use safety
restraints for children in the U. If small children generally children who are four years old F f12
Owners Guide postfmt USA English fus Page To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. They can slide around and increase the likelihood of injury or
death in a collision. For more information on top tether straps and anchors, refer to Attaching
safety seats with tether straps in this chapter. Page Make sure the tongue is latched securely by
pulling on it. If the retractor is not locked, unbuckle the belt and repeat steps two through nine.
Check to make sure the child seat is properly secured before each use. Position the child safety
seat on the seat cushion. Page 6. If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. Check to see if the anchors hold the seat in place.
If the safety seat is not anchored properly, the risk of a child being injured in a crash greatly
increases. The emission system heats up the engine compartment and exhaust system, which
can start a fire. Make sure the headlamps and vehicle accessories are off. Make sure the
gearshift is in P Park. Make sure the parking brake is set. BRAKE 5. If a light fails to illuminate,
have the vehicle serviced. Even when the ABS is disabled, normal braking is still effective. Start
the vehicle and release the parking brake. Do not drive your vehicle until you verify that the
brakelamps are working. Inclement weather may also affect the function of the RSS; this may
include reduced performance or a false activation. The tone may also be heard if items in the
truck bed protrude rearward outside the bed. Illuminates when 4H is selected. Illuminates when
4L is selected. Bring the vehicle to a complete stop. Depress the brake. On vehicles equipped
with an automatic transmission, place the transmission in N Neutral ; on vehicles equipped with
a manual transmission, depress the clutch. Intended only for off-road applications such as deep
sand, steep grades or pulling heavy objects. Since sudden changes in terrain can result in
abrupt steering wheel motion, make sure you grip the steering wheel from the outside. Do not
grip the spokes. Failure to drive cautiously could result in an increased risk of loss of vehicle
control, vehicle rollover, personal injury and death. Again, avoid these abrupt inputs. Excess
mud stuck on tires and rotating driveshafts causes an imbalance that could damage drive
components. Page Never drive with chains on the front tires of 4WD vehicles without also
putting them on the rear tires. This could cause the rear to slide and swing around during
braking. If you nevertheless decide to equip your 4WD for off-road use with tires larger than
what Ford Motor Company recommends, you should not use these tires for highway driving.
Page Ford Motor Company recommends that caution be used with any vehicle equipped with a
high load or device such as ladder racks or pickup box cover. Page Vehicle Loading front and
rear â€” including vehicle curb weight and all payload. Park the unloaded vehicle on a level
surface. With the ignition on and all doors closed, allow the vehicle to stand for several minutes
so that it can level. The bumper has a 5, lbs. Reconnect the wiring to the trailer after the trailer is

removed from the water. Page Operating the vehicle with the snowplow attached Ford
recommends that the Fâ€” be limited to low speed, personal-use snow removal. Do not use your
vehicle for snow removal until it has been driven at least miles km. Page Driving Do not attempt
to service, repair, or modify the air bag supplemental restraint system SRS or its fuses. This
program is separate from the New Vehicle Limited Warranty. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Gently pull on the cover to make sure it is seated properly. If
the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page 1.
Use the ignition key to remove the lock cylinder from the access hole of the bumper to allow
access to the guide tube. Assemble the jack handle as shown in the illustration. Repeat this
tightness check procedure when servicing the spare tire pressure every six months, per
Scheduled Maintenance Guide , or at any time that the spare tire is disturbed through service of
other components. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the front disc brake hub and rotor that contacts the
wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Ensure that the cables are clear of fan blades, belts,
moving parts of both engines, or any fuel delivery system parts. Remove the jumper cable from
the ground metal surface. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealership to help you. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options, or visit the Ford ESP website at The decisions of the Board are binding
on Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. These products are available from your dealer. Keep
body and door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine
and remove the key. Block the wheels. Set the parking brake and shift to P Park. Go to the front
of the vehicle and release the auxiliary latch that is located on the front bumper under the grill.
Lift the hood until the lift cylinders hold it open. Engine oil filler cap 4. Power steering fluid
reservoir 5. Engine oil dipstick 6. Brake fluid reservoir 7. Engine coolant reservoir 8. Air filter
assembly 9. Air filter assembly 4. Engine oil filler cap 9. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmission or 1 First manual transmission.
Open the hood. Protect yourself from engine heat. Put the indicator back in and ensure it is fully
seated. Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the engine
oil in this chapter. Page Battery Maintenance and Specifications It is recommended you use the
appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery
which normally does not require additional water during its life of service. Page If the battery
has been disconnected or a new battery has been installed, the clock and the preset radio
stations must be reset once the battery is reconnected. Add the mixture to the coolant reservoir,
when the engine is cool, until the appropriate fill level is obtained. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. Arrange for the vehicle to be taken to a service facility. If this is not

possible, wait a short period for the engine to cool. Check the coolant level and replenish if low.
Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a fuel
pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. If the problems persist, see your dealer or a qualified service technician. Running
out of fuel Avoid running out of fuel because this situation may have an adverse affect on
powertrain components. Fill the fuel tank completely and record the initial odometer reading in
kilometers or miles. Each time you fill the tank, record the amount of fuel added in liters or
gallons. Contact your dealer if the window sticker is not supplied with your vehicle. The EPA
window sticker should be your guide for the fuel economy comparisons with other vehicles. If
other than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or
for service of components affecting emission control, such non-Ford parts should be equivalent
to genuine Ford Motor Company parts in performance and durability. Page Service engine soon
light on. If the fluid is low, add fluid in small amounts, continuously checking the level until it
reaches the range between the MIN and MAX lines. Be sure to put the cap back on the reservoir.
Install the dipstick making sure it is fully seated in the filler tube. Remove the dipstick and
inspect the fluid level. The fluid should be in the designated area for normal operating
temperature or ambient temperature. Clean the filler plug. Remove the filler plug and inspect the
fluid level. Refer to Lubricant specifications in this chapter. Page Air Filter S This could cause
filter damage and allow unmetered air to enter the engine if not properly seated. Install a new air
filter element into the tray assembly. Return air filter tray to original position by pressing firmly
on the handle until all rearward movement stops and secure the two clamps. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. In
general, the larger the number, the wider the tire. Maximum Load Single lbs. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be F f12
Owners Guide postfmt USA English fus Page Maintenance and Specifications inaccurate. Ford
recommends the use of a digital or dial type tire pressure gauge rather than a stick type tire
pressure gauge. Use the recommended cold inflation pressure for optimum tire performance
and wear. Under-inflation or over-inflation may cause uneven treadwear patterns. Page Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Do not
use tire chains on dry roads. Do not remove these components from your vehicle when using
snow tires and chains. The correct oil filter must be used as previously described. Page Refill
Capacities Engine oil Motorcraft 4. Use of synthetic or synthetic blend motor oil is not
mandatory. Refer to your Scheduled Maintenance Guide to determine the correct service
interval. Model year 7. Assembly plant 8. Production sequence number Engine number The
engine number the last eight numbers of the vehicle identification number is stamped on the
engine block and transmission. Ford Motor Company will repair or Page This manual is also
suitable for: f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Close Ratio:. This
photo shows the difference between the T and T The above picture shows the difference
between the T and T manual transmissions. The T has a PTO port on the passenger side of the
case. The T has two PTO covers â€” one on each side. Tremec T 4-Speed. Ford Truck Manual
Transmissions. Case casting number is Synchronized in 2nd,3rd, and 4th, with 1st and reverse
non-synchronized. Available in 2 and 4wd drive versions. Care should be used when ordering
parts to make positive ID of unit. Found in Dodge trucks, Ford pickup trucks and stripped
chassis, to 72 GM trucks, and International Harvester and Navistar trucks from Easily confused
with T18, but the T19 is synchronized in all forward speeds. The T19 has a single step reverse
idler gear while the T18 has a 2 step reverse idler. Available in 2 and 4 WD models.
Synchronized in all forward gears, with top loaded cast iron case. Used in Ford light duty
pickups and vans. Similar in appearance to the Ford top loader transmission but has overdrive
4th gear. Three shift rails mounted to the left side of case. This unit was produced for cars also
but with lighter duty bearings and gear train. Produced in 2 and 4 wheel drive versions. Has an
aluminum case with shifter turret mounted on extension housing. Synchronized in all forward
speeds with 4th being overdrive. Used in Ford light duty pickup trucks There is also a
passenger car version of this unit with lighter duty bearings and gear ratios. Aluminum case
and shift tower. Found in Ford F light duty trucks from , also known as a TOD top shift overdrive
Produced in 2 and 4 wheel drive versions. F Up M5R2 Mazda built 5 speed fully synchronized

transmission found in to present Ford F series trucks and full size Broncos. Aluminum case,
extension housing, and shift cover, with integral bell housing. Very similar in design to M5R1,
but larger with shift lever located in center of shift cover. Available in 2 and 4WD versions. In
case is changed to accommodate modular motor 4. In the case was changed for 4. The case is
very similar to earlier style units with case length shorter on 4. The bell housing is integral to
the case. Shifter is mounted to small shift cover on top of unit. Built in 2 and 4WD versions. The
Super duty model has a mechanical park brake assembly mounted to the extension housing.
The S is found behind , , , , and diesel power plants. Great care should be taken to properly
identify the unit you are working on as both the S and S appear to be the same and with the
great variety of ratios available, it is easy to order the wrong parts. Both units have PTO covers
on each side of case. On the left side of the case is mounted and ID tag, which gives the Ford
Part number, the ZF part number and the unit serial number. All gears are synchronized. This
unit has an aluminum case with integral bell housing, a center support, and rear case. This unit
is built in both 2 and 4WD versions. The S is found behind diesel engines of and up Ford Super
duty and stripped chassis up to a gross combined weight of 26, lbs. The unit weighs in at lbs. A
unique feature of this unit is an internal oil pump driven off the front of the countershaft that
circul
fuse diode
vespa parts diagram
jeep 40 cam sensor
ates the lube to a trans cooler. An easy way to identify this unit is by the cooling lines mounted
to the case as found in automatic transmissions. Id tags are mounted on the left side of the
main case. Top loaded heavy-duty 4-speed transmission with cast iron case and shift cover.
Used in Ford trucks Top loaded heavy-duty 4-speed transmission with cast iron case and
extension housing and aluminum shift tower. Top loaded 4 speed with 4th being overdrive.
Mazda built 5 speed fully synchronized transmission found in to present Ford F series trucks
and full size Broncos. F, F30, F, and Super Duty. The S Heavy duty 5 speed fully synchronized
transmission with aluminum case and extension housing. The S unit is used behind the same
engines from to present. An extremely heavy-duty unit with 6 forward speed. NP Ratio: 1st.
Close Ratio: 1st. ZF S Close Ratio â€” 7. New Process 4-Speed. New Process Mazda M5R2
5-Speed. M5R2 5-Speed. Borg Warner T Borg Warner T 4-Speed. ZF S 5-Speed. ZF S 6-Speed.

