1999 chevy silverado heater core removal

Replacing the heater core in a Chevy Silverado is challenging and potentially quite frustrating
for a beginner, but still relatively simpler than performing the same procedure in other vehicles.
Make sure you have a wrench, screwdriver, a clean covered container for coolant and a full
afternoon to follow these steps. Open the drain at the bottom of the radiator on your Chevy
Silverado, and drain the coolant into a clean container that can be tightly covered and set aside
for reuse. Then disconnect the negative battery cable and, if your Silverado has air bags, wait at
least 2 minutes before performing further work to prevent accidental air bag deployment.
Disconnect the heater hoses from the heater core. Also disconnect the temperature control
cable and the mode control cable from the heater case assembly. You'll also need to remove the
instrument panel carrier, and be prepared to disconnect any electrical connectors that may get
in your way. If you do disconnect electrical connectors, tag each end of the connector to ensure
you don't get the wires mixed up later. Remove the screws and nuts holding the heater case
assembly in place, then remove the assembly and place it on a work bench. Remove the screws
from the cover, open it, and extract the heater core, which looks a little bit like a waffle made out
of graph paper with a couple tubes sticking out of it. Return the heater core to the case and
screw the cover into place. Return the heater case assembly to the vehicle and mount it in
place, tightening the mounting screws to 35 inch pounds of torque and the nuts to 80 inch
pounds. Reconnect any electrical connectors you may have disconnected as well as the mode
control cable and temperature control cable and the heater hoses. Replace the instrument panel
carrier, then reconnect the negative battery cable. Refill the engine cooling system and bleed air
from it as necessary. Run your vehicle up to normal operating temperature and check for
coolant leaks and normal climate control operation; remember that the heater may not actually
produce heat until your vehicle is at normal operating temperature. This article was written by a
professional writer, copy edited and fact checked through a multi-point auditing system, in
efforts to ensure our readers only receive the best information. To submit your questions or
ideas, or to simply learn more, see our about us page: link below. Items you will need Wrench
Screwdriver Clean, covered container. Writer Bio This article was written by a professional
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the bottom of the radiator on your Chevy Silverado, and drain the coolant into a clean container
that can be tightly covered and set aside for reuse. Then disconnect the negative battery cable
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Was this answer helpful? Was this answer. Where can I look at a diagram Was this answer.
What is envoled in replaceing the heater core in a 99 chevy silverado. Drain the engine coolant.
Disconnect the heater hoses. Refer to Heater Hoses Replacement 4. Refer to Temperature
Control Cable Replacement. Refer to Mode Control Cable Replacement. Remove the instrument
panel IP carrier. Disconnect the electrical harnesses and the ground connections as necessary.

Set the module assembly on a bench. Remove the heater core cover screws. Remove the heater
core cover. Remove the heater core. Installation Procedure Fig. Install the heater core. Install
the heater core cover. Install heater core cover screws. Tighten: Tighten the screws to 1. M 14 lb
in. Tighten: Tighten the screws to 4 N. M 35 lb in. Tighten the nuts to 9 N. M 80 lb in. Connect the
electrical harnesses and the ground connections as necessary. Install the instrument panel
carrier. Connect the heater hoses. Refill the engine coolant. Connect the negative battery cable.
The Haynes manual provides decent step by step but wondering if it's accurate, especially
discharging the AC. No its not necessary to discharge the AC Was this answer. Thanks
rasmataz. Does removing the mount bolts from the firewall provide enough wiggle room to
remove the heater core since the ac doesn't need discharged, and apparently ac tank doesn't
need removed? Thanks Was this answer. All of a sudden I began to smell anti freeze from the
dash vents and vapor on the windshield that the defroster will not blow off. You need a heater
core and the dash has to come out to fix it. Heater problem Chevy Silverado 6 cyl Two Wheel
Drive Automatic miles I replaced the heater core because no warm airs was blowing and still
after I replaced it still nothing, just cold air. What could it be now? Remove and test thermostat,
it may be stuck open Was this answer. Pinch clamps, just use pliers How do I replace a heater
core in a Chevrolet Silverado? Here is what I could find. Disconnect the negative battery cable.
Drain the engine cooling system into a clean container for reuse. Disconnect the heater hoses
from the heater core. Remove the instrument panel storage compartment. Disconnect the
electrical connectors, as necessary, that may be in the way. Remove the center floor air
distribution duct. Remove the hinge pillar trim kick panels. Remove the blower motor cover
screws and the cover. Remove the blower motor screws and the blower motor. Remove the
instrument panel fasteners and pull the instrument panel back far enough to gain access to the
heater assembly. While holding the heater assembly against the firewall, remove the screw
located on the interior side near the evaporator pipe, if equipped. In the engine compartment,
remove the 4 heater assembly-to-chassis screws and the 2 heater assembly-to-chassis nuts.
NOTE Removal of the heater assembly may require the help of an assistant. Remove the 7
heater cover-to-heater assembly screws and the cover. Remove the heater core from the heater
assembly. To install: Install the heater core to the heater assembly. Install the heater cover and
the 7 heater cover-to-heater assembly screws. NOTE Installation of the heater assembly may
require the help of an assistant. In the engine compartment, install the 4 heater
assembly-to-chassis screws and the 2 heater assembly-to-chassis nuts. Torque the screws to
17 inch lbs. While holding the heater assembly against the firewall, install the screw located on
the interior side near the evaporator pipe, if equipped. Torque the screw to 97 inch lbs. Install
the instrument panel and the instrument panel fasteners. Install the blower motor and the
blower motor screws. Install the blower motor the cover and the cover screws. Install the hinge
pillar trim kick panels. Install the center floor air distribution duct. Connect the electrical
connectors that were disconnected. Install the instrument panel storage compartment.
Disconnect the heater hoses to the heater core. Refill the engine cooling system. Run the
engine to normal operating temperatures; then, check the climate control operation and check
for leaks. Images Click to enlarge. Please login or register to post a reply. Related Heater Heater
Core Content. Step by step guide on how to replace an automotive heater core, though each car
is different in complexity, these steps outline the basic procedure. Is It Possible The Sponsored
links. Ask a Car Question. It's Free! Step by step with photos if available Our truck is a C
Silverado 4 x 4 with the 5. The 8th diget of the vin is a "T" as in Tom. It has , miles on it and I
don't know if it is original but assumed it is. The reasons I believe it needs changed is. I have no
heat so I checked the following. I have inspected the modulator motor and shaft that controls
the baffle for movement and the do move. I turn full hot and it moves, fully cold and it moves
and medium heat and it moves half way back. And stays there. I checked the heater hoses to the
heater core and one side is hot and the other hose is not. It is just a bit above room
temperature. I plan to get some hoses and try to back flush it to see if I can get anything out of it
and if that helps but, I plan to keep this truck for a long time and do not want to be in a situation
where I need heat and it goes out again. So I plan to replace the core and would like to know the
proper sequance with any pics or diagrams that may help me. Only reason I ask is if you were
running the Dex-Cool Do you. Hi Allen, You will need to discharge and recharge the air
conditioner first here is a guide to help you do that. Disconnect the heater hoses. Remove the
instrument panel IP carrier 2. Disconnect the electrical harnesses and the ground connections
as necessary. Set the module assembly on a bench. Remove the heater core cover screws.
Remove the heater core cover. Remove the heater core. Install the heater core cover. Install
heater core cover screws. Tighten Tighten the screws to 1. Tighten Tighten the screws to 4 N.
Tighten the nuts to 9 N. Connect the electrical harnesses and the ground connections as
necessary. Install the instrument panel carrier 2. Connect the heater hoses. Refill the engine

coolant. Check out the heater core diagrams below Please let us know if you need anything else
to get the problem fixed. Cheers Images Click to enlarge. Was this answer. My fluid is the
orange type. Once done I will let you know the results. I do have a couple of additional
questions on the data you sent me. I see the drawing is showing these but nothing to reference
them to. If so, this information is very vauge and if possible is there a manual I can get that
gives much more details? Is there a manual with pictures of the objects being removed? If so
where may I purchase it at? I guess I am looking for a specific book on my truck and not a range
of years that show general information. Thanks again, Allen Was this answer. Allen We see tons
of problems with the orange, Dex-cool.. That you can purchase a manual You might see if that is
what you want If not detailed enough what you may be wanting is the actual service manual I
have a Impala SS and purchased the entire service manuals for this price. If equipped remove
the auxiliary battery. Remove the accumulator. Remove the instrument panel carrier. Remove
the HVAC module drain hose. Disconnect the electrical harnesses and the ground connections
as needed. Remove the mounting nuts and the screws from the HVAC module. Remove the
HVAC module assembly from the vehicle. Install the HVAC module assembly to the vehicle.
Install the mounting nuts and the screws to the HVAC module. Tighten Tighten the mounting
screws to 4 N. Tighten the mounting nuts to 9 N. Install the HVAC module drain hose. Install the
instrument panel carrier. Install the accumulator. Install the auxiliary battery. Fill the cooling
system. Refer to Draining and Filling Cooling System. Would like to replace the heater core in
this truck Was this answer. Here are some pictures of the core. The instrument cluster must be
removed to gain acess to the case assembly. It pays 6. Roy Image Click to enlarge. Ok remove
dash and instrument panel as suggested. Drain the engine coolant. Recover the refrigerant.
Refer to Refrigerant Recovery and Recharging. Object Number: Click here for detailed picture of
above image. Installation Procedure Object Number: Click here for detailed picture of above
image. Install the heater core. Refer to Battery Replacement in Engine Electrical. Refer to Heater
Hoses Replacement. Refer to Air Conditioning Accumulator Replacement. Tighten Tighten the
mounting screws to 4? Tighten the mounting nuts to 9? Connect the electrical harnesses and
the ground connections. Refer to Cooling System Draining and Filling hope that helped and yes
im a gm mechanic: Was this answer. I need to get my heater core changed Was this answer. We
charge labor from flat rate manual. How ever hours it say's the job is. Then we add parts and
sales tax. Heater problem Chevy Silverado V8 Four Wheel Drive Manual miles yes I was neding
to find out how to go about removing and replacing the heater core in my chevrolet truck. I
wasn't sure if I nedded to start by removing the dash or where. Appreciate your help tracy
belcher Was this answer. I have a Chevy Silverado with a 5. Last summer I think I may have
added some green antifreeze to the Dexcool that was in it. I had to change out the water pump,
thermostat, and radiator. I flushed out the whole system several times and also the heater core.
I didn t change the heater core because when I hooked the water hose to it there was lots of
water came out and it seemed clean. I didn t go back with the Dexcool simply because of the
hype you see on the internet about it and I ve been using green for nearly 40 years without any
problems. I used the Wal-Mart brand that says it compatible with either one but it is green. I
mixed half with water like I should and the temp did fine all summer. Now that the outside temp
had cooled down for winter it won t get above deg and it takes forever for it to get to that. I
change out the thermostat and didn t change anything. Checked to temp of the motor with a
thermometer and it read the same as the gauge. The heater core is working fine cause when it
finely get up to the it heats pretty good. The hose going into the top of the radiator from the
motor is hot and the bottom hose going to the water pump is cold. I cut two pieces of cardboard
an put them in front of the radiator and it worm up to normal
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temp but it still took forever. The thermostat must be working because when the gauge got to
the right temp it didn t get any hotter. Do you have any idea?? Nelson Was this answer. What
temp is the thermostat? It shold be a degree stat. You probably have aone taht is or so Was this
answer. Is not an easy operation you will need to purchase yourself a manual and follow the
instructions, and if you run into any trouble during the operation let me know I will answer your
question Was this answer. Also if you have any pictures or diagrams on this I would really
appreciate you sending them along with your answer. So to answer your question is yes good
luck let me know if need more help Was this answer. Please login or register to post a reply.
Related Heater Heater Core Content. Step by step guide on how to replace an automotive heater
core, though each car is different in complexity, these steps outline the basic procedure. Is It
Possible The Sponsored links. Ask a Car Question. It's Free!

