2000 nissan maxima radio removal

Nissan Maxima Radio Removal '02, ' This information is posted for informational purposes only.
Don't try this without proper training. Any repair attempts are at your own risk. It may not be the
same problem that mine had. Don't hold me financially liable to any damage or expenses you
may incur. This may void any type of warranty on your radio. If you have a Nissan Maxima
approximate years , , that looks like Figure 1, then you are likely to be suffering from the left
channel of your CD player not working. This is a common issue where you lose the sound on
the left side speakers just when playing the CD. Figure 2 - Remove the Vent Panel. See figure 4
below on how to use a screw driver with a piece of cloth to help get the vent out Figure 3 - Vents
with Locking Tabs. Figure 3 shows the clips that retain the vent assembly in the dash knowing
where these are located is sometimes helpful when you are trying to pry this assembly out of
the dash. Note, I did not get a complete set of pictures when I first did this tear down on a
Maxima, so I have supplemented some of my Maxima pictures with those from a '96 Maxima tear
down Removing the air vent assembly can be tricky You must use a cloth covered big screw
driver as shown in Figure 4 this is a '96 Maxima, but the same patience and technique is used.
Use the screw driver covered by cloth to insert into the crack where the vents met the dash. You
will have to work the screw driver around to push down on the clip area holding the vent
assembly in place. While pushing down on the screw driver, you will also be trying to pry the
vent assembly out with the screw driver. As shown in Figure 5, you want to pull the vent
assembly straight out of the dash, maybe even with a slight downward pull pulling upward is
not suggested since there are some tabs that are pushed into loops on the bottom of the
assembly. Position the gear shifter in Neutral by inserting the key and turning the keys to the
Accessory position If you have a magnetic tipped philips screw driver, that is the best because
unless you are very careful, you're likely to drop one of them in the shifter area Figure 6 Remove the Ashtray Insert. Open the ashtray and take out the insert. There is a screw behind
the insert, as shown in Figure 7 below, that must be removed. Next, you will need to remove the
wood panel around the gear shift. You should be able to use a screw driver with a piece of cloth
around the tip to work around where the plastic wood piece clips into the console area. Figure 8
- Remove Gear Shift Cover. The Wood trim panel will pull away from the gear shifter. It may be
useful to insert the screw driver wrapped by a thin cloth to prevent scratches between black
grommet and the silver portion of the gear shifter assembly. You will want to pull or pry in the
location like where the fingers are in Figure 9 above for the ' It takes patience but if can be
worked loose. Figure 11 shows the location of the clips that hold the wood panel in place.
Figure 1 also shows how to pull up and the path to pivot yellow arrow to remove the wood
panel. Figure 12 - Removing the Wood Panel. The cigarette lighter will have a wire connector on
it. To remove it you may not have to disconnect the lighter , you must push in the tab on the
connector it's where the thumb or pointing finger is in Figure 13 that keeps the connector
locked in place. With the tab properly pushed in, the connector will slide off. Remove the wood
trim panel and set it aside you should be able to flip it over and lay along side the console on by
the drivers seat Figure 14 shows the location of the 4 screws that hold the environmental
controls unit and radio unit in place. Remove those screws and the assembly holding them
together should slide out, though, there will be wire harnesses connected to the back of the
units. You'll find connections that connect to the environmental control unit. These connections
can be undone by pushing on the locking tab of each connector shown in Figure 15 - pushing
the locking tab in with a small screwdriver and pulling the connector out of the unit. There is a
stubborn locking tab on the inside area of the connector as shown in Figure 1 5. It is helpful to
use a small screw driver to release the locking tab to be able to pull the plug out of the
connection. This same method of using the small screwdriver to push in on the white tab is
useful to remove the connectors on the back of the radio. The radio will typically have two
connectors with the tab that needs screwdriver, and then there is the antennae plug which just
has a locking tab that is released easily by pushing in on the black tab and then removing the
antennae connector. The only way I can usually get them out is by using a T-handled
screwdriver as shown in Figure 19 below Figure 19 - T-handle Screwdriver. If you have found
these instructions useful, then please consider a donation. It helps keep this web site up and
running and supports more development of this type material. Thanks for your kind
consideration. Please contact me if you have any questions dharrison ab-tech-inc. If you are
looking to send your radio in for repair of the left audio channel going out on the while playing a
CD, you may send your radio to:. Absolute Technologies, Inc. Please include a detailed
description of the problem that you are experiencing. These repairs are typically completed with
48 hours of receiving the unit unless the unit comes in on the weekend. I will send an email
when the radio is ready for return. Here's how to get your radio out of the dash: Figure 2 Remove the Vent Panel See figure 4 below on how to use a screw driver with a piece of cloth to
help get the vent out Figure 3 - Vents with Locking Tabs Figure 3 shows the clips that retain the

vent assembly in the dash knowing where these are located is sometimes helpful when you are
trying to pry this assembly out of the dash. Figure 6 - Remove the Ashtray Insert Open the
ashtray and take out the insert. Nissan Maxima Radio Removal '95, '96, This information is
posted for informational purposes only. Don't try this without proper training. Any repair
attempts are at your own risk. It may not be the same problem that mine had. Don't hold me
financially liable to any damage or expenses you may incur. This may void any type of warranty
on your radio. If you have a Nissan Maxima approximate years that looks like Figure 1, then you
are likely to be suffering from one or more of a number of problems that haunt these radios CD
Err, blank display, erratic operations, shuts off or won't turn on at all, etc. The Wood trim panel
will pull away from the gear shifter. It may be useful to insert a screw driver wrapped by a thin
cloth to prevent scatches between the wood panel trim and the black plastic of the shift
indicator. You will want to pull or pry in the location where the fingers are in Figure 2 above. It
takes patience but if can be worked loose. Figure 4 shows the location of the clips that hold the
wood panel in place. Figure 4 also shows how to pull up and the path to pivot yellow arrow to
remove the wood panel. The cigarette lighter will have a wire connector on it. To remove it, you
must push in the tab on the connector it's where the thumb or pointing finger is in Figure 5 that
keeps the connector locked in place. With the tab properly pushed in, the connector will slide
off. Remove the wood trim panel and set it aside back seat is a nice place Position the gear
shifter in Neutral by inserting the key and turning the keys to the Accessory position Figure 6
shows the location of two screws to be removed they are to the left of the ashtray. If you have a
magnetic tipped philips screw driver, that is the best because unless you are very careful,
you're likely to drop one of them in the shifter area again, learn from my mistakes. The ashtray
will pop from the dash once the screw next to it in Figure 6 is removed. The ashtray is held in
place by the screw which you should have removed and by two compression clips on the
righthand side. You should be able to pull the ashtray out it may help to open the ashtray and
pull on it. Figure 8 shows the location of the two compression clips yellow arrow that holds the
ashtray in place. Note on the ashtray in Figure 8, one of metallic clips is missing off the tab With
the ashtray removed, there is another screw that needs to be removed pointed to by the yellow
arrow in Figure 9 above. Again, a magnetic tipped philips head is ideal. Removing the air vent
assembly can be tricky You must use a cloth covered big screw driver as shown in Figure Use
the screw driver covered by cloth to insert into the crack where the vents met the dash. You will
have to work the screw driver around to push down on the clip area holding the vent assembly
in place. While pushing down on the screw driver, you will also be trying to pry the vent
assembly out with the screw driver. As shown in Figure 11, you want to pull the vent assembly
straight out of the dash, maybe even with a slight downward pull pulling upward is not
suggested since there are some tabs that are pushed into loops on the bottom of the assembly
Figure 12 shows the clips that retain the vent assembly in the dash knowing where these are
located is sometimes helpful when you are trying to pry this out of the dash. With the top two
screws removed, you should be able to pull the radio assembly out a bit not all the way yet.
You'll find three connections that connect to the environmental control unit The vent hose will
simply pull off the assembly. The other two electrical connections can be undone by pushing on
the locking tab of each connector and pulling apart. There is a stubborn locking tab on the
inside area of the connector as shown in Figure It is helpful to use a small screw driver to
release the locking tab to be able to pull the plug out of the connection. This same method of
using the small screwdriver to push in on the white tab is useful to remove two of the
connectors on the back of the radio. The radio will typically have two connectors with the tab
that needs screwdriver, and then there is the antennae plug which just has a locking tab that is
released easily by pushing in on the black tab and then removing the antennae connector.
Figure 19 shows the location of the screws that need to be removed the yellow ones need only
be loosened on one side, while they are removed on the other side. The ones pointed to by
purple arrows are sometimes difficult to loosen and need to be removed on both sides With the
screws removed, you should be able to slide the radio out of the assembly. If you have found
these instructions useful, then please consider a donation. It helps keep this web site up and
running and supports more development of this type material. Now with your radio out, if you
are looking for the do-it-yourself instructions for repairs on this radio for CD issues, you may
gain access by purchasing via PayPal here:. NOTE: Your login and password will be
immediately sent to the email address that is registered with your PayPal account. If this is not
the proper email address you want the login and password sent to, please send a note with the
proper email address, however, there will be a delay as the email will have to be manually
processed. If you want to avoid any delay, make sure your PayPal email address is correct. If
you realize that it was not current when you confirmed your PayPal contribution, please send
me an email dharrison ab-tech-inc. You may re-enable this once you have the chance to get

your login and password from the email attachment that is sent. Rubbing Alcohol - for cleaning
the residue flux left by the solder. Rag - For cleaning th
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e residue flux left by the solder. Small Screw Driver - used more for prying than for the
screwdriving. Phillips Screwdriver magnetic tipped one is handy. Eraser like any found on a
pencil. Silver- Bearing Solder 0. Old Toothbrush - helps in scrubbing the residue off the board
left by the solder. For the do-it-yourself instructions for repairs on this radio for Erratic
Operation or no operations, or blank display , you may gain access by purchasing via PayPal
here:. Needle Nose Pliers 4. Please contact me if you have any questions dharrison ab-tech-inc.
If you are looking to send your radio in for the repairs, you may send your radio to:. Absolute
Technologies, Inc. Please include a detailed description of the problem that you are
experiencing. These repairs are typically completed with 48 hours of receiving the unit unless
the unit comes in on the weekend. I will send an email when the radio is ready for return.
Thanks for your kind consideration. Again, thanks for your consideration.

