2001 f150 power steering pump

There once was a time when steering a car required a great deal of muscle. It was no small feat
to get the wheels headed in the right direction: the process took plenty of power and oomph.
Today, however, most cars sport a power steering mechanism that takes most of the brute force
out of the steering process. When you turn the steering wheel, you are assisted by a system
that takes over the actual grunt work of moving the wheels in the right direction. This gives you
better handling, more nimble steering, and a faster response time. The downside of a power
steering system, however, is that it can break down. From the power steering fluid to the rubber
hoses to the power steering pump, there is any number of things that can go wrong in your
system. The best thing you can do, then, is be aware of your power steering system and take
care that you watch for signs of distress. One early warning sign that can point to trouble is
leaking power steering fluid. Watch for puddles on the driveway or garage floor. If something
has gone awry in your power steering system and maintenance is needed, visit PartsGeek. The
right parts for the job, like an A1 Cardone power steering pump, are just a few clicks away when
you order from PartsGeek. To raise the horses of your vehicle's engine, think about a few of
these optional devices that are custom engineered to expand performance. No matter if you
race your car or just appreciate driving a high-performance vehicle, the highest quality auto
parts are vital. Car or truck enthusiasts who love performance vehicles recognize that there's
nothing more vital than putting in the best replacement parts for your vehicle. A leaking power
steering pump will make turning the wheel more difficult and will present a substantial safety
problem. Your vehicle's power steering pump comes from a pump designed for steam engines
in , in reply to a desire for greater responsiveness in steering. A vehicle not fitted out with a
power steering pump is harder to drive because it demands more force when not moving than is
easy for most people to provide. Your car or truck's power steering pump operates by creating
hydraulic power that helps to steer the car. Your car's power steering pump can be found at the
front of the vehicle and is driven by a belt and pulley. When you order an A1 Cardone power
steering pump from the specialists here at PartsGeek, you know that you are getting the most
premium parts and the lowest price. The right parts, like an AC Delco power steering pump, are
just a click away when you order from PartsGeek. Top-notch power and high performance come
from top-notch components and accessories. To raise the horsepower of your automobile's
motor, install a selection of these optional add-ons that are especially designed to raise
performance. Superior handling is a snap with high-performance devices made to improve the
fuel system and steering components. The power steering pump is situated at the front of the
vehicle and is powered by a belt. Your car or truck's power steering pump operates by
producing hydraulic force that assists in steering your car. A car or truck not outfitted with a
power steering pump is hard to handle because it demands more force when still than is easy
for most people. A failing power steering pump will probably make turning the steering wheel
more difficult and will be a big safety risk. A power steering pump has its origin in a pump made
for steam engines a century and a half ago, in reply to the need for superior facility in
maneuverability. When you want a Beck Arnley power steering pump, caring for your vehicle
with the best parts always pays off in the long run. To increase the horses of your automobile's
motor, think about a selection of these optional add-ons that are specifically engineered to
improve performance. Whether you race your car or just take joy in driving a performance
vehicle, the highest quality auto parts are vital. By allowing your injectors to consume gasoline
better, performance equipment options raise power ratings while lowering excess fuel
consumption. Your power steering pump has its origin in a pump created for steam-powered
craft in , in answer to a desire for greater responsiveness in maneuverability. Any car or truck
not fitted out with a power steering pump is tough to drive because it needs more rotating force
when still than is easy for most people. Your power steering pump operates by manufacturing
hydraulic force that helps to turn your vehicle. Your vehicle's power steering pump is situated
at the front of the car and is driven by a belt and pulley. A broken power steering pump might
make turning the steering wheel difficult and can definitely be a huge safety risk. Any
automobile will require parts every so often, so when you need a Beck Arnley power steering
pump, PartsGeek is the place to go to find what you need. When you order a LUK power
steering pump from the team here at PartsGeek, you can be positive that you are finding the
most premium parts at the lowest possible price. People who want the most out of their vehicle
realize that only the highest quality replacement parts should be installed. By allowing your
injectors to consume gasoline more efficiently, performance equipment options make for higher
power while cutting excess fuel usage. To increase the horsepower of your vehicle's power
plant, install a selection of these optional parts that are specially built to expand performance.
Your power steering pump works by manufacturing hydraulic force that helps to steer the
vehicle. An auto not equipped with a power steering pump is hard to handle because it
demands more torque when holding still than is convenient for most people. Your vehicle's

power steering pump can be located at the front of the car and is powered by a turning belt. A
leaking power steering pump will likely make turning the wheel more difficult and can be a
significant safety concern. The power steering pump comes from a pump made for steamships
in , in response to a need for superior responsiveness in maneuverability. Any automobile will
need replacement components once in a while, so when you need a ZF power steering pump,
PartsGeek. Outstanding car manufacturers know the inherent importance of satisfying
performance. When you drive a high-performance automobile it needs the highest quality
aftermarket and OEM parts. If you picked a high-performance car to enjoy its excellent engine
power and performance, keep up that decision and buy high quality replacement parts. Your
power steering pump can be found in front of the engine and is driven by a belt. A leaking
power steering pump may make steering difficult and will be a significant safety issue. Any car
or truck not equipped with a power steering pump is difficult to maneuver because it involves
more rotating force when holding still than is easy to exert. Your car or truck's power steering
pump operates by producing hydraulic force which assists in steering the vehicle. Your
vehicle's power steering pump has its origin in a pump created for steam-powered craft a
century and a half ago, in answer to the need for greater ease in maneuverability. Shop at
Watery looking leakage beneath your vehicle and noisy or difficult steering are good signs that
there may be something wrong with your vehicle's power steering system. This critical
assembly of parts is essential for allowing you to handle your car easily and efficiently. At
PartsGeek. We take pride in our huge selection of quality parts, quick delivery times and
excellent customer service. Additionally, our day return policy helps us to guarantee that you
get the part you need to get your rig back on the road. Look up a specific vehicle using our
website's search function, or browse our offerings by make, manufacturer or year. The power
steering system in an automobile is the set of parts that make it easier to maneuver even very
large vehicles without using much actual muscle. This enables safer handling, more nimble
navigation and faster responses to potential road obstacles. The pieces of the power steering
assembly include a belt, hoses, steering fluid and of course the power steering pump itself,
which is responsible for circulating the hydraulic liquid within the system. The price of a new
steering pump varies widely between manufacturers, and largely depends on the make and
model of your current vehicle. Remanufactured pumps are one good option for those looking
for a more economical replacement. Squealing sounds when turning or a stiff or unresponsive
steering wheel are good signs that something may be wrong with the power steering assembly.
It's a good idea to check the power steering belt for damage or wear, since this part is
especially prone to deterioration after extended use. It is important to make sure to keep an eye
on steering fluid levels and regularly change out contaminated hydraulic liquid. A continuous
leak can not only make the entire system sluggish and unreliable, it can lead to more severe
damage to the pump and steering gear over time, potentially requiring the complete
replacement of the steering pump itself. Whenever you do have to replace a pump, it's also a
good idea to examine the belt, hoses and gaskets for damage, poor fit or misalignment as well.
Partsgeek has always had the part I need at the price I'm looking for. The remanufactured power
steering pump that I bought from them was exactly what I needed to get back on the road. I was
very satisfied and will continue to buy all my parts from partsgeek. Your service could not have
been better. My wife thanks you for putting her back on the road two days after the order. My
only advice to future customers is buy from PartsGeek. Skip to main content Menu. Close X.
Call To Order: To return a part, simply submit a support ticket within 30 days of ordering and we
will issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Alfa Romeo. Land Rover. AM General. American Motors. A1 Cardone. AC
Delco. Atlantic Automotive Eng. BBB Industries. DIY Solutions. Original Equipment. Atlantic
Automotive. Atlantic Enterprises. DNJ Rock. JP Group Dansk. OE Supplier. Pro Parts.
Professional Parts Sweden. Air Bag Clockspring. Ignition Lock Assembly. Ignition Lock
Cylinder. Ignition Switch. Power Steering Hose. Steering Gearbox. Steering Rack. Tie Rod. Click
to Enlarge. Replacement Power Steering Pump. Shipping Options: Free Ground Shipping. A1
Cardone Power Steering Pump. Core Price [? Features: All critical components cam packs,
spool valves, etc. HNBR does not break down at high temperatures like conventional seal
material. As a remanufactured Original Equipment part, this unit guarantees a perfect vehicle fit.
FInal pump assembly is computer-tested to measure pressure, bypass, fluid flow, valve
operation, steering effort and noise to ensure reliable performance. Shafts are surfaced to
precise specifications to eliminate premature seal wear and extend pump life. New or
Remanufactured Remanufactured. Features: Premium-quality new power steering pump
designed for dependability and reliability throughout the service life of the vehicle. Maval W
Power Steering Pump. Product SKU: W Shaft and internal surfaces are inspected, reconditioned

and polished. Seals and O-rings are replaced with new, OE-equivalent parts. Shipping Options:
Ground, Overnight, 2 Day. Shipping Options: Ground Shipping. Bosch W Power Steering Pump.
Product Note: Remanufactured - This new version has been improved for the purpose of noise
reduction. Dorman Power Steering Pump. Package Contents Power Steering Pump.
Manufactured with premium grade, high-temperature seals for added durability under all driving
conditions. Precise bushing alignment prevents premature shaft and seal wear, significantly
reducing noise and vibration. Units are supplied with reservoir and cap when applicable to
reduce installation time and prevent contamination from trapped debris. Contents Pump,
Reservoir, Instruction Sheet. Features: OE Style for easy replacement and fitment Built with
high-quality materials to ensure durability Stringent quality control ensures part meets product
standards. Power Steering Pump Watery looking leakage beneath your vehicle and noisy or
difficult steering are good signs that there may be something wrong with your vehicle's power
steering system. What is a power steering pump? How much do steering pumps cost? What are
symptoms of a failing steering pump? How can I keep the steering system well maintained?
Read more reviews. Catalog: E. Vehicle Sub Model Honda Civic. Catalog: B. Vehicle Land Rover
Discovery. Catalog: A. Vehicle Acura RL. Vehicle Mercedes SL Vehicle Mini Cooper. Vehicle
Honda Odyssey. Catalog: F. Catalog: G. Catalog: H. Vehicle Engine Subaru Outback. Catalog: C.
Vehicle Dodge Dakota. Catalog: T. Catalog: P. Catalog: Q. Vehicle Engine Honda Accord.
Catalog: S. Catalog: N. Vehicle Engine Chevrolet K As trucks go, the Ford F is at the top of the
list for most people. They are very popular and you see them all over the place. That's
wonderful, but you also might want to do something different with yours so that it stands out
from the pack. If you plan to do that, or if you just need to do some repair or maintenance on
your truck, make sure you go with high-quality parts. It's the best choice, and even though it
might not be the cheapest it's the most inexpensive in the long run because high-quality parts
last longer and look better than their less expensive counterparts in most cases. Do yourself
and your F a favor and get the best parts that you can for the best truck on the road. In , the
Ford F-Series debuted as Ford's first all-new postwar vehicle line. Each year brought changes
and improvements to the vehicle's style, design, and capabilities, placing it at the forefront of
the pickup truck market, where it remains today. One would be hard pressed to find a vehicle
passing it in popularity. In recent years, the F has taken giant steps in design and efficiency.
Together, both the regular Ford F and the SVT Raptor continued to lead the market throughout
the twelfth generation's entire production run. New engines, based on the Mustang's V6 and V8,
but featuring the powerful and fuel-efficient 3. For this reason, you might want to customize
your vehicle to give it an individual flavor that best expresses your own unique personality.
There are so many styles and parts in Ford's F series that your options on reconfiguration are
almost limitless. If you want to give your vehicle a new look, you will want to seek out the
highest quality parts available. You won't have to worry about having to modify parts, or
discover that an order was placed that did not fit your year or model, and can always find
reliable Ford F OEM parts. A complete list of F parts can be found at PartsGeek. Exactly what I
ordered. Delivered quickly, and at the best price I could find. I'll be back. In fact, I just received
the front shackles. Makes weekend projects run smooth. Great product. Prompt mailing. Ease of
use website to find what I needed. Will definitely use Partsgeek. I had a busted turn signal and
was searching online to get the part I searched on google and parts geek popped up. Very
happy with everything from the online catalog through the quality and workmanship of the part
ordered. Thanks, Dan. Skip to main content Menu. Close X. Call To Order: To return a part,
simply submit a support ticket within 30 days of ordering and we will issue you an RMA number
to return your product. See customer service page for refund and return details. We scour the
web to make sure PartsGeek always has low prices. You can buy with confidence! Fuel Tank.
Grille Assembly. Headlight Assembly. Intake Manifold. Shock Mount. Steering Shaft. Strut and
Coil Spring Assembly. Tail Light Assembly. Tailgate Molding. Third Brake Light. Window
Regulator. ABS Control Unit. ABS Hydraulic Unit. ABS Relay. ABS Speed Sensor. Accessory
Belt Idler Pulley. Accessory Belt Tension Pulley. Accessory Belt Tensioner. Accessory Belt
Tensioner Assembly. Accessory Delay Relay. Accessory Drive Belt. Accessory Power Relay.
Adjustable Torsion Bar Key. Air Bag Clockspring. Air Charge Temperature Sensor Connector.
Air Cleaner Bracket. Air Cleaner Mounting Gasket. Air Control Valve Relay. Air Filter. Air Flap
Actuator. Air Fuel Ratio Sensor. Air Lift Leveling Kit. Air Management Valve. Air Mass Sensor.
Air Pump Check Valve. Air Pump Pulley. Air Temperature Sensor. Alignment Camber Adjusting
Eccentrics. Alignment Camber Bushing. Alignment Camber Kit. Alignment Caster Camber
Bushing. Alignment Caster Camber Bushing Kit. Alignment Caster Camber Kit. Alignment
Caster Kit. Alternator Adapter Plug. Alternator Bracket. Alternator Brush Assembly. Alternator
Brush Set. Alternator Diode. Alternator Pulley. Alternator Rectifier Set. Ambient Air Temperature
Sensor Connector. Auto Trans Bushing. Auto Trans Manual Shaft Seal. Auto Trans Master

Repair Kit. Auto Trans Oil Cooler Hose. Auto Trans Oil Pump Seal. Auto Trans Overdrive Button
Kit. Auto Trans Shift Kit. Auto Trans Shift Lever Collar. Auto Trans Shift Lever Kit. Auto Trans
Shift Shaft Seal. Auto Trans Shift Tube. Auto Trans Shift Tube Bushing. Auto Trans Shift Tube
Clamp. Automatic Transmission Brake Band. Automatic Transmission Control Shaft Seal.
Automatic Transmission Extension Housing Gasket. Automatic Transmission Filter. Automatic
Transmission Filter Kit. Automatic Transmission Modulator Valve. Automatic Transmission Oil
Cooler. Automatic Transmission Oil Cooler Thermostat. Automatic Transmission Overhaul Kit.
Automatic Transmission Pan. Automatic Transmission Pan Gasket. Automatic Transmission
Rear Seal. Automatic Transmission Seal. Automatic Transmission Selector Cable. Automatic
Transmission Shift Linkage Bushing. Automatic Transmission Solenoid. Auxiliary Battery Relay.
Auxiliary Fan Control Unit. Axle Differential Bearing. Axle Differential Bearing and Seal Kit. Axle
Differential Race. Axle Housing Cover Gasket. Axle Nut. Axle Output Shaft Seal. Axle Pivot
Bushing. Axle Shaft. Axle Shaft Bearing. Axle Shaft Bearing Set. Axle Shaft Flange Gasket. Axle
Shaft Seal. Axle Spindle Bearing. Axle Spindle Seal. Back Up Lamp Connector. Back Up Lamp
Socket. Back Up Light Switch. Balance Shaft Bearing Set. Ball Joint. Ballast Resistor.
Barometric Pressure Sensor Connector. Battery Cable. Battery Charge Relay. Battery Ground
Strap. Battery Hold Down. Battery Saver Relay. Bed Mat. Bed Side Rail. Belt Tensioner Bolt.
Blower Control Switch. Blower Motor. Blower Motor Pigtail. Blower Motor Relay. Blower Motor
Resistor. Body Lowering Kit. Body Mount Set. Brake Backing Plate. Brake Booster. Brake
Caliper. Brake Drum. Brake Dust Shield. Brake Fluid Level Sensor. Brake Fluid Level Sensor
Connector. Brake Hardware Kit. Brake Hose. Brake Hose Lock. Brake Hydraulic Hose to Caliper
Bolt. Brake Light Connector. Brake Light Switch. Brake Master Cylinder. Brake Master Cylinder
Bleeding Tool. Brake Master Cylinder Cap. Brake Master Cylinder Cap Gasket. Brake Master
Cylinder Reservoir. Brake Pad Set. Brake Pedal Pad. Brake Pressure Switch Connector. Brake
Rotor. Brake Shoe Set. Brake Shoes Hold Down Kit. Brake Switch Harness. Breaker Plate. Bug
Shield. Bulb Socket. Bumper Air Deflector. Bumper Bracket. Bumper Cover. Bumper End.
Bumper Face Bar. Bumper Filler. Bumper Grille. Bumper Guard. Bumper Impact Strip. Bumper
Insert. Bumper Spoiler. Bumper Step Pad. Bypass Hose. CV Boot Kit. Cabin Air Filter. Caliper
Bolt. Caliper Bushing. Caliper Piston. Caliper Repair Kit. Cam Follower. Cam Plug. Camshaft
Bearing Set. Camshaft Position Sensor. Camshaft Position Sensor Interrupter. Camshaft
Synchronizer. Camshaft Synchronizer Alignment Tool Kit. Camshaft Thrust Button. Camshaft
and Lifter Kit. Canister Vent Solenoid Connector. Car Cover. Carbon Canister. Carburetor Base
Gasket. Carburetor Choke Pull Off. Carburetor Choke Thermostat. Carburetor Choke Tube
Gasket. Carburetor Flange Gasket. Carburetor Float. Carburetor Mounting Gasket Set.
Carburetor Power Valve. Carburetor Repair Kit. Cargo Area Light Connector. Catalytic
Converter. Central Lock Switch. Cigarette Lighter Socket Connector. Circuit Breaker. Clutch
Alignment Tool. Clutch Friction Disc. Clutch Hydraulic Line. Clutch Kit. Clutch Lever. Clutch
Master Cylinder. Clutch Pedal Bushing. Clutch Pedal Pad. Clutch Slave Cylinder. Clutch Starter
Safety Switch. Coil Boot. Coil Spring Insulator. Coil Spring Set. Cold Air Intake. Cold Start Relay.
Connecting Rod Bearing Set. Connecting Rod Nut. Console Cup Holder. Control Arm. Control
Arm Bushing. Control Arm Bushing Kit. Control Arm and Ball Joint Assembly. Control Unit.
Conversion Gasket Set. Cornering Light. Courtesy Lamp Socket. Courtesy Lamp Switch
Connector. Courtesy Light Switch. Crank Position Sensor. Crankcase Breather Cap. Crankshaft
Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Cruise Control Relay. Cruise Control
Release Switch. Cruise Control Switch. Cruise Vacuum Pump. Cup Holder. Cylinder Head Bolt.
Cylinder Head Plug. Cylinder Head Spacer Shim. Cylinder Head Stud Insert. Cylinder Head
Temperature Sensor. Damper Cylinder. Daytime Light Relay. Daytime Running Lamp Module
Connector. Daytime Running Lamp Relay Connector. Daytime Running Light Relay. Daytime
Running Light Resistor Connector. Decorative Pillar Posts. Diesel Injector Driver Module. Diesel
Vacuum Pump. Differential Bearing. Differential Bearing Kit. Differential Bearing Set. Differential
Carrier Gasket. Differential Cover. Differential Cover Gasket. Differential Crush Sleeve.
Differential Gasket. Differential Gear Install Kit. Differential Pinion Pilot Bearing. Differential
Pinion Race. Differential Pinion Repair Sleeve. Differential Pinion Shaft Lock Bolt. Differential
Pinion Shim. Differential Race. Differential Rebuild Kit. Differential Ring and Pinion. Differential
Seal. Differential Spool. Direct Ignition Coil. Direct Ignition Coil Boot. Direct Ignition Coil Kit.
Disc Brake Hub. Distributor Cap. Distributor Cap Adapter. Distributor Cap and Rotor Kit.
Distributor Check Valve. Distributor Drive Gear. Distributor Gasket. Distributor Ground Lead
Wire. Distributor O-Ring. Distributor Primary Lead Wire. Distributor Rotor. Distributor Spacer.
Dome Lamp Connector. Dome Light Lens. Door Contact Switch. Door Handle. Door Handle
Cover. Door Hinge Roller. Door Hinge Spring. Door Jamb Switch Connector. Door Latch Cable.
Door Latch Cable Repair Kit. Door Lock Actuator. Door Lock Actuator Connector. Door Lock
Actuator Motor. Door Lock Kit. Door Lock Knob. Door Lock Relay Connector. Door Lock Rod

Clip. Door Lock Striker. Door Lock Switch Connector. Door Mirror Cover. Door Mirror Glass.
Door Mirror Relay. Door Mirror Turn Signal Light. Door Remote Mirror Switch. Door Shell. Door
Sill Plate. Door Sill Plate Set. Door Skin. Door Weatherstrip. Drier Desiccant Element. Drive Belt
Idler Assembly. Drive Shaft Center Support Bearing. Driveshaft Support. Drum Brake Adjusting
Spring Kit. Drum Brake Hardware Kit. Dual Battery Solenoid Relay. EGR Line. EGR Pressure
Sensor. EGR Sensor Connector. EGR Tube Connector. EGR Vacuum Solenoid. EGR Valve. EGR
Valve Gasket. Electric Fuel Pump. Electronic Control Unit. Electronic Engine Control Relay
Connector. Engine Camshaft Position Sensor Connector. Engine Control Module Harness
Connector. Engine Coolant Pipe O-Ring. Engine Coolant Temperature Sensor Connector.
Engine Coolant Temperature Switch. Engine Cooling Fan. Engine Cooling Fan Spacer Kit.
Engine Crankcase Breather Element. Engine Crankshaft Position Sensor Connector. Engine
Crankshaft Pulley Spacer. Engine Gasket Set. Engine Harmonic Balancer. Engine Mount. Engine
Mount Set. Engine Oil Filter Adapter. Engine Rocker Arm Spacer. Engine Valve Cover Set.
Engine Variable Valve Timing Sprocket. Engine Water Pump Relay. Engine Water Pump Stud
Kit. Exhaust Bracket. Exhaust Clamp. Exhaust Flange. Exhaust Flange Stud and Nut. Exhaust
Gasket. Exhaust Hanger. Exhaust Header Kit. Exhaust Manifold. Exhaust Manifold Gasket.
Exhaust Manifold Gasket Set. Exhaust Manifold Hardware Kit. Exhaust Pipe. Exhaust Spring.
Exhaust Stud. Exhaust System. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Expansion
Tank. Expansion Tank Cap. Extension Housing Bushing. Fan Blade. Fan Clutch. Fan Shroud.
Flex Plate. Floor Mat Set. Flywheel Bolt. Flywheel Shim. Fog Light. Fog Light Bracket. Fog Light
Bulb. Fog Light Connector. Frame Rail Repair Kit. Friction Modifier. Fuel Cap Tester Adapter.
Fuel Door Cover. Fuel Door Housing. Fuel Filler Neck. Fuel Filter. Fuel Heater Connector. Fuel
Injection Nozzle O-Ring. Fuel Injection Plenum Gasket Set. Fuel Injection Pump. Fuel Injection
Pump Installation Kit. Fuel Injector. Fuel Injector Connector. Fuel Injector O-Ring. Fuel Injector
O-Ring Kit. Fuel Injector Seal Kit. Fuel Level Sending Unit. Fuel Line Bracket. Fuel Line Clip.
Fuel Line Connector. Fuel Lock Ring. Fuel Pressure Regulator. Fuel Pressure Relief Valve Cap.
Fuel Pressure Sensor. Fuel Pump. Fuel Pump Assembly. Fuel Pump Connector. Fuel Pump
Control Module. Fuel Pump Cutoff Switch. Fuel Pump Driver Module. Fuel Pump Flange Gasket.
Fuel Pump Hanger Assembly. Fuel Pump Lock Ring. Fuel Pump Mounting Gasket. Fuel Pump
Relay Connector. Fuel Pump Tank Seal. Fuel Pump and Sender Assembly. Fuel Pump and
Strainer Set. Fuel Rail Pressure Relief Valve. Fuel Screen. Fuel Sender Gasket. Fuel Tank Cap.
Fuel Tank Pressure Sensor. Fuel Tank Selector Valve. Fuel Tank Strap. Fuel Transfer Switch.
Gauge Pod. Gear Selector Lever. Glove Box Lamp Connector. Glow Plug. Glow Plug Relay.
Grille Insert. Harmonic Balancer Repair Sleeve. Hazard Flasher Switch. Hazard Warning Flasher.
Hazard Warning Flasher Connector. Head Bolt Set. Head Gasket. Head Gasket Set. Header
Gasket. Headlamp Socket. Headlight Assembly Set. Headlight Bezel. Headlight Bulb. Headlight
Bulb Retainer. Headlight Connector. Headlight Dimmer Switch. Headlight Dimmer Switch
Connector. Headlight Set. Headlight Switch. Headlight Switch Connector. Headlight Switch
Knob. Heated Mirror Relay. Heated Seat Module Connector. Heater Control Knob. Heater Core.
Heater Hose. Heater Hose Connector. Heater Hose Set. Heater Valve. Hood Hinge. Hood Latch
Support. Hood Release Cable. Hood Strut. Horn Relay Connector. Hose - Fuel. I-Beam Axle Pivot
Bushing. Idle Air Control Valve. Idle Air Control Valve Connector. Idle Control Valve. Idle Valve
Gasket. Idler Arm. Ignition Coil. Ignition Coil Connector Kit. Ignition Condenser. Ignition Control
Module Connector. Ignition Control Relay. Ignition Control Unit. Ignition Conversion Kit. Ignition
Crank Trigger Kit. Ignition Distributor. Ignition Lock Cylinder. Ignition Performance Module.
Ignition Pulsator Ring. Ignition Relay. Ignition Relay Connector. Ignition Reluctor. Ignition
Switch. Ignition Switch Connector. Ignition Warning Relay. Ignition Wire Boot Set. Inner Fender.
Inner Fender Well. Input Shaft Seal. Instrument Panel Cluster Relay. Intake Manifold Gasket.
Intake Manifold Gasket Set. Intake Manifold Isolator Bolt. Intake Manifold Isolator Grommet Set.
Intake Manifold Runner Valve. Intake Manifold Vacuum Retainer Bushing. Intake Plenum Gasket.
Intake Valve. Interior Door Handle. Keyless Entry Module Connector. Keyless Remote Case.
Knock Sensor. Knock Sensor Connector. Leaf Helper Spring. Leaf Spring. Leaf Spring Bushing.
Leaf Spring Hanger. Leaf Spring Hanger Kit Rear. Leaf Spring Shackle. License Lamp
Connector. License Lamp Lense. License Lamp Socket. License Plate Bracket. License Plate
Light. Link Pin Repair Kit. Locking Hub. Lug Nut. MAP Sensor. Main Bearing Gasket Set. Main
Bearing Set. Manual Trans Bearing. Manual Trans Countershaft Bearing. Manual Trans
Countershaft Race. Manual Trans Input Shaft Race. Manual Trans Output Shaft Race. Manual
Trans Repair Sleeve. Manual Trans Seal. Manual Trans Seal Kit. Manual Trans Shift Lever Collar.
Manual Trans Shifter Repair Kit. Manual Transmission Gasket Set. Mass Air Flow Sensor. Mass
Air Flow Sensor Connector. Mirror Glass. Mirror Switch. Mixture Control Solenoid. Mud Flaps.
Muffler Heatshield. Muffler Strap. Multi Purpose Relay Connector. Multi Rib Belt. Nerf Bars.
Neutral Safety Switch. Neutral Safety Switch Connector. Nitrous Oxide Injection System Kit. Oil

Cooler. Oil Cooler Hose. Oil Dipstick. Oil Drain Plug. Oil Drain Plug Gasket. Oil Filler Cap. Oil
Filter. Oil Filter O-Ring. Oil Filter Stand Gasket. Oil Pan. Oil Pan Gasket. Oil Pan Gasket Set. Oil
Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Gasket. Oil Pump
Intermediate Shaft. Oil Pump Pickup Tube Gasket. Oil Pump Screen. Oil Pump Shaft. Output
Shaft Bearing. Output Shaft Seal. Oxygen Sensor. Oxygen Sensor Connector. PCV Hose. PCV T
Fitting. PCV Valve. PCV Valve Grommet. Paper Repair Manual. Parking Aid Module Connector.
Parking Brake Cable. Parking Brake Hardware Kit. Parking Brake Pedal Pad. Parking Brake
Switch Connector. Parking Lamp Socket. Parking Light Assembly. Parking Light Connector.
Parking Light Relay. Pickup Coil. Pilot Bearing. Pinion Seal. Piston Ring. Piston Ring Set.
Pitman Arm. Ported Vacuum Switch. Power Brake Booster Vacuum Pump. Power Mirror Switch
Connector. Power Steering Cooler. Power Steering Filter. Power Steering Fluid. Power Steering
Hose Fitting. Power Steering Pressure Hose. Power Steering Pressure Sensor Connector. Power
Steering Pressure Switch Connector. Power Steering Pump. Power Steering Pump Pulley.
Power Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power Steering Pump Washer.
Power Steering Reservoir. Power Steering Reservoir Cap. Power Steering Return Hose. Power
Steering Seal. Power Window Motor Connector. Power Window Motor Gear. Power Window
Motor Gear Kit. Power Window Motor Gear Plug. Power Window Regulator and Motor Assembly.
Power Window Relay. Power Window Relay Connector. Pre Heat Hose. Purge Valve. Push Rod.
Push Rod Guide Plate. RA Refrigerant Oil. Radiator Cap. Radiator Cap Tester Adapter. Radiator
Drain Petcock. Radiator Fan Assembly. Radiator Hose. Radiator Support. Radiator Support
Cover. Radius Arm Bracket. Radius Arm Bushing Kit Chassis. Radius Arm Hardware Kit. Radius
Arm Heat Shield. Radius Arm Insulator. Radius Rod Bushing. Rear Window Deflector. Reference
Sensor. Release Bearing. Release Bearing and Slave Cylinder Assembly. Ring Gear. Rocker
Arm. Rocker Arm Kit. Rocker Arm Nut. Rod Bearing. Roll Pan. Running Board Lamp Connector.
Running Board Mount Kit. Running Boards. Seat Back Recliner Adjustment Handle. Seat Cover.
Seat Lumbar Switch Connector. Shift Interlock Actuator. Shift Interlock Solenoid. Shift Interlock
Solenoid Connector. Shift Rod Seal. Shock Absorber. Shock Absorber Air Hose Kit. Shock
Absorber Set. Shock Bellows. Shock Mount Insulator. Side Marker Assembly. Side Marker Lamp
Connector. Sliding Window Latch. Spare Tire Hoist. Spare Tire Jack Handle. Spark Plug. Spark
Plug Boot. Spark Plug Non-Fouler. Spark Plug Set. Spark Plug Thread Repair Kit. Spark Plug
Wire. Spark Plug Wire Set. Speaker Connector. Speedometer Cable. Speedometer Cable Make
Up Kit. Speedometer Transmitter. Spindle Lock Nut Kit. Spindle Nut. Spindle Nut Washer.
Stabilizer Bar Link. Stainless Steel Fender Trim. Starter Brush Set. Starter Bushing. Starter
Cable. Starter Clutch Internal Switch. Starter Cutoff Relay. Starter Drive. Starter Motor Relay
Connector. Starter Solenoid. Starter Solenoid Switch. Steering Column Lock Actuator. Steering
Coupling Assembly. Steering Cover Seal. Steering Damper. Steering Damper Kit. Steering Gear
Pitman Shaft Seal. Steering Gear Rebuild Kit. Steering Gear Seal Kit. Steering Gearbox. Steering
Knuckle. Steering Knuckle Seal. Steering Rack. Steering Stabilizer Bracket. Step Bumper. Step
Bumper Pad. Stop Light Switch. Strut Assembly. Strut Assembly Kit. Strut Bellows. Strut Mount.
Strut Rod Bushing. Sun Load Temperature Sensor Connector. Sunroof Wind Deflector.
Suspension Bushing Kit. Suspension Kit. Suspension Rubber Helper Spring Kit. Sway Bar
Bushing. Sway Bar Bushing Kit. Sway Bar Link. Sway Bar Link Bushing. TPMS Sensor. Tail
Lamp Socket. Tail Light Assembly Set. Tail Light Bulb Holder. Tail Light Covers. Tail Pipe.
Tailgate Cable. Tailgate Handle. Tailgate Handle Cover. Tailgate Hinge Kit. Tailgate Hinge Set.
Tailgate Latch. Tailgate Latch Bracket. Tailgate Latch Rod. Tailgate Latch Set. Tailgate Latch
and Handle Kit. Tailgate Net. Tailgate Striker Bolt. Tailgate Strut. Tailgate Support Cable.
Thermostat Gasket. Thermostat Housing. Thermostat O-Ring. Third Brake Light Cover. Throttle
Body. Throttle Body Gasket. Throttle Body Motor. Throttle Body Spacer. Throttle Cable. Throttle
Position Sensor. Throttle Position Sensor Connector. Tie Rod Assembly. Tie Rod End. Tie Rod
End Adjuster Sleeve. Tie Rod End Boot. Timing Belt Tensioner Bolt. Timing Camshaft Sprocket.
Timing Chain. Timing Chain Kit. Timing Chain Tensioner. Timing Chain Tensioner Guide. Timing
Cover. Timing Cover Gasket. Timing Cover Gasket Set. Timing Cover Harmonic Balancer
Sleeve. Timing Cover Repair Sleeve. Timing Cover Repair Sleeve Tool. Timing Crankshaft
Sprocket. Timing Gear Kit. Timing Guide Rail. Timing Set. Tonneau Cover. Torque Converter
Seal. Towing Mirror. Towing Mirror Cover. Track Bar Bushing. Trailer Brake System Connector.
Trailer Connector Kit. Trailer Hitch Plug. Trailer Tow Relay. Trailer Tow Relay Connector.
Transfer Case Control Lever. Transfer Case Extension Housing Seal. Transfer Case Gasket Set.
Transfer Case Idler Shaft Race. Transfer Case Motor. Transfer Case Oil Drain Plug. Transfer
Case Output Shaft Race. Transfer Case Shift Motor Connector. Transfer Case Shift Shaft Seal.
Transmission Case Shaft Seal. Transmission Gasket. Transmission Mount. Transmission Oil
Cooler. Transmission Range Sensor. Truck Bed Mounting Hardware. Turn Signal Assembly.
Turn Signal Cam. Turn Signal Flasher. Turn Signal Light Connector. Turn Signal Relay. Turn

Signal Repair Kit. Turn Signal Switch. Turn Signal Switch Connector. U Joint. U Joint U-Bolt Kit.
Universal Joint. Vacuum Control Valve. Vacuum Pump. Vacuum Pump Pulley. Vacuum
Switching Valve. Valley Pan Gasket Set. Valve Cover. Valve Cover Gasket. Valve Cover Gasket
Set. Valve Cover Grommet Set. Valve Guide. Valve Lifter. Valve Lifter Kit. Valve Stem Seal. Valve
Stem Seal Kit. Vanity Mirror Connector. Vapor Canister Purge Solenoid. Vapor Canister Vent
Solenoid. Variable Timing Solenoid. Vehicle Speed Sensor Connector. Voltage Regulator.
Voltage Regulator Connector. Washer Pump. Washer Reservoir. Water Crossover Mounting Set.
Water Distribution Pipe. Water Pump. Water Pump Backing Plate Gasket. Water Pump Gasket.
Water Temperature Sender. Water Temperature Sensor. Wheel Bearing. Wheel Bearing
Assembly. Wheel Bearing Dust Cap. Wheel Cap. Wheel Cylinder. Wheel Hub Assembly. Wheel
Hub Screw. Wheel Seal. Wheel Stud. Window Crank Handle. Window Motor. Window Regulator
Hardware Kit. Window Switch. Window Switch Bezel. Window Trim. Window Vent Visors.
Windshield Washer Pump Connector. Windshield Washer Relay. Windshield Wiper Arm.
Windshield Wiper Linkage Bushing. Windshield Wiper Motor. Windshield Wiper Motor
Connector. Windshield Wiper Switch Connector. Wiper Blade. Wiper Blade Insert. Wiper Relay.
Wiper Switch. Air Intake. Body Electrical. Climate Control. Engine Electrical. Engine Mechanical.
Fuel Delivery. Fuel Injection. Body Sheet Metal. Chemicals and Fluids. Cooling System. Diesel
Injection. Drive Belts. Tools and Hardware. A1 Cardone. Action Crash. Spectra Premium.
Standard Motor Products. AC Delco. AMP Research. AP Exhaust. ATE Premium One. AUS
Injection. Air Lift. All Sales. Anchor Doan. Atlantic Automotive. Atlantic Automotive Eng. Auburn
Gear. Austin Baker. Auto Meter. Auto Ventshade. BAK Industries. BBB Industries. BD Diesel.
BWD Automotive. BWD CQ. Banks Power. Beck Arnley. Blue Ox. Body Armor. Borg Warner.
Brute Power. Competition Cams. DIY Solutions. DNJ Rock. Dee Zee. Dynamic Friction. E3 Spark
Plugs. Eagle Eyes. Eastern Catalytic. Edge Products. Eibach Springs. Energy Suspension. FCS
Automotive. Fab Fours. Factory Air. Firestone Ride-Rite. First Equipment Quality. Ford Racing.
Four Seasons. Fox Shox. GB Remanufacturing. GT Styling. Global Parts Distributors. Go
Industries. Go Rhino. Green Filters. Ground Force. Hedman Hedders. Heri Automotive. Hooker
Headers. Husky Liner. JBA Exhaust. Jet Chips. KYB old box. Koyo Cooling. Melling Select
Performance. Mile Marker. Mobil 1. Motive Gear. Motorad UltraStats. Mr Gasket. N Fab. Nitrous
Express. OSC Automotive. Original Equipment. Pace Edwards. Performance Accessories.
Performance Friction. Pioneer Cables. Power Stop. Premium Guard. Pro Comp Suspension.
Pure Energy. Quick Steer. RAM Clutches. Rain X. Ranch Hand. Rhino Pac. Richmond Gear.
Rigid Industries. Got car issues? Well, we've got the answers! Easily search thousands of
entries to find exactly what you're looking for. Need advice on a dealing with a blown head
gasket? Oil Leak? Cracked block or leaking radiator? Be sure to leave a comment or question
on anything that may interest you. You can also send an email to our pro for direct assistance!
Power steering problems can be surprisingly frustrating. Like many luxuries in life, once you
get used to them being there, they start to feel more like requirements than luxuries. Power
steering used to be a luxury available on many cars, but far from a standard option. Today it is
hard to imagine even the most economical of cars not having power steering standard. Power
steering systems have also evolved a lot since the option that was available on the Mustang.
Many cars still use a simple hydraulic system but some have advanced to electric systems. A
traditional hydraulic power steering system is always sapping power from the engine because
the hydraulic pump is running whether you need help steering or not. Some electric power
steering systems use an electric pump to pressurize hydraulic fluid while others skip the
hydraulics altogether and just use a large electric motor to assist in turning the front wheels. If
you are having problems with an electric power steering system you will most likely need to
take a trip to the mechanic as they will have the right computer diagnostic tools to figure out
what is wrong with the system. Some cars will have just 1 belt that snakes its way through all
the pulleys on your engine, called a serpentine belt while other vehicles will have individual
belts for each accessory. In either case, if this belt gets frayed, glazed or breaks altogether, it
will definitely cause your power steering system to malfunction. If you have a sudden loss in
power steering in your vehicle, a broken belt is a likely cause. If you simply have a squeaking
belt , the problem may be an easy fix. For a great explanation of your power steering pump, visit
this How Stuff Works page for a detailed explanation! Since your power steering pump is a
simple machine, the most common cause of failure for a power steering pump is the bearing
going bad. The bearing supports the shaft that connects the pulley outside the pump to the
impeller inside the pump. After miles of use, it is not unusual for these bearings to wear out. In
most cases, worn bearings will start to hum or whine and will change pitch with your engine
RPM. When they get very worn, they can cause leakage around the pump shaft behind the
pulley and even allow the pulley to wobble. In this case, simply replacing the pump will get
things back to normal. The high pressure this fluid is at is used as a motive force for helping

turn your front tires either through a power steering gear or rack. The actual mechanism for
turning high fluid pressure into motion in your tires is relatively complicated and accomplished
through a variety of small passages. If these passages become clogged it can cause your power
steering system to malfunction. If a clog is causing your power steering problems the first thing
to do is to try flushing the system. The last and most common of the power steering problems
you may encounter is a leak. First, your system may actually have a leak where it is drawing air
into the system causing your pump to whine. This leak would be due to a cracked or loose hose
in between the fluid reservoir and the pump. If you have a leak like this you will notice your
power steering fluid getting foamy and your pump whining due to the air in the system. In this
case, you can replace those hoses or tighten the clamps to stop the leak. You may also have a
leak on the pressure side. This leak could be where a rubber hose meets a hard line or at a seal
on your power steering rack where it connects to your tie rods or where the steering column
connects. These seals are usually not serviceable so to get new seals you would need to
replace the whole steering rack or gear which can get expensive. An alternative would be to
repair the seals in your power steering system to stop the leak using BlueDevil Power Steering
Stop Leak. Simply pour a bottle into your power steering fluid reservoir and BlueDevil Power
Steering Stop Leak will seal your power steering leaks as your drive fixing your power steering
problems. First of all we are very happy to hear of your success with the BlueDevil Head Gasket
Sealer in the past. Unfortunately, we do not manufacture any products that will help with the
whine you are experiencing. Our Power Steering product is specifically designed to stop power
steering leaks. What is the difference between this stop leak and the others on the market? I
have tried several but still leaks. Some oil additives are made specifically to increase the oil
viscosity make it thicker and will often slow the leak but often times will not completely stop the
leak. Once the leak is stopped it is a permanent repair; the product only needs to be added 1
time. Our BlueDevil Product also carries a money back guarantee. I have the problem with the
steering wheel change everything but no change,now I have to take it back to the shop,Will
asked mechanic to try blue devil. My car leaks about 2 teaspoons of power steering fluid every 3
days. Would Blue Devil work for me? You should expect to see results after about miles of
driving. Unfortunately, we do not manufacture a power steering flush additive. However, you
can simply flush the power steering system by pumping out the old fluid and refilling the
system with fresh, clean power steering fluid. I own a Toyota Corolla electric steering. I recently
got in an accident. I was driving on the freeway about 75mph when my car had vibration and felt
wobbly and would not stay straight. When I tried to correct, the car seemed to over correct and
sent my car out of control. Thanks for your question about your Corolla. The problem you
experienced sounds more like a failed steering linkage. If your steering to heavy or hard to turn
it could have been due to a failure in your power steering system, but the vibration and
wobbling at high speeds sounds like you had a tie rod end or ball joint fail while you were
driving which would allow one or both of your front wheels to wonder significantly off track
making your car unstable and very hard to control. I replaced my power steering fluid I flushed
it I put I put some new power steering fluid in Connected everything back together now when I
try to drive my car it would not pull I will put it in drive but it would not pull or reverse. Thanks
for your question. If that is the case, our recommendation would be to check and make sure the
lines you flushed were power steering lines not transmission fluid lines. Try checking your
transmission fluid level and condition and going from there. You should start to see results
after about miles of driving. Hi every time I was turning my car my steering wheel would make a
strange noise it was doing it for months then all of sudden my steering wheel just got hard to
turn put power steering fluid in it and it loosened up a lil bit but still is hard to turn can you tell
me what that problem may be. Thanks for your question about your power steering. After you
top things off you may have to drive for a few days and turn your wheels all the way to one side,
then the other a few times to get all the air out and quiet things down. My ps was stiff and
whined. Just replaced the pump bled it and everything seemed fine. Went to back out, no
steering and no whining. A little squeak from the belt possibly from fluid getting on it. Any
ideas? Your pump may have been whining due to an excessively high pressure due to damage
or a clog in your steering rack. If this is the case it could cause your power steering to stop
working altogether even with a good pump. Thank you for asking about your Dodge Ram Does
the power steering fluid appear to be low or did you notice any fluid on the ground? Are you
hearing any noises when turning the steering wheel like a grinding or whining? Hi my 00 Chevy
Silverado still runs never had a squeaking noise, still have steering wheel fluid in the reservoir
but hard to turn, can you please help me out. Thanks for your question about your Silverado.
Old fluid can lead to small clogs in the system, poor lubrication or other problems that can lead
to stiff turning in your vehicle. Try having your system properly flushed to remove all the old
fluid and any clogs or debris. It is a remanufactured pump but now the steering is super hard

and I can hardly steer the car. PS I drive a Ford Focus. Thank you for asking about your Ford
Focus. Being that you have just replaced the power steering pump, it sounds like you may be
losing fluid from another area of the power steering unit, ie the rack and pinion. Had power
steering pump and belt both replaced and steering wheel still a little stiff to turn at all speeds.
You can expect to start seeing results after about miles of driving. Hi, I have a power steering
leak from my ML , miles , very soft steering and no noise. Can I keep this problem and just add
the normal red power steering fluid or this may worsen? Once added you can expect to start
seeing results after about miles of driving. Once the product seals, it would create a permanent
seal. Typically, you should expect to see results after about miles of driving. My vauxallmariva
power steering went about 8 weeks ago came back when I stopped the car took it to garage had
it checked. As long as you are not losing fluid too quickly, you would be a good candidate for
the product. There is a known fault with vauxhall meriva steering columns. Power steering is
electric not hydraulic. It is highly likely that if you contact Vauxhall customer services and the
fault can be proven to be attributed to this known issue that Vauxhall will voluntarily replace
your steering column at their cost or at least assist in cost. Check out vauxhall owners group
forums. I have replaced the power steering pump, rack and pinion. Clean stop-leak fluid. No
leaks are visible, more then enough pressure coming from the pump. Still has a whining noise.
Need help. Thanks for your question about your power steering system. Whining noises are
usually caused by clogs in the system, air entrained in the fluid or a bad pump. Try checking the
high pressure line for clogs and tightening the fittings or clamps on the low pressure line to
eliminate those problems. It might also be worth checking to see if the pump you installed is an
OEM pump or remanufactured. Fuild is topped up, any advise will be greatly appreciated. Many
thanks Darren. Thanks for your question about your MR2. The difficult steering could be an
indication that your pump is failing, you have a clog in your system or you power steering fluid
is simply very old. My nissan altima has a power steering leak i changed the pump but still
leaking from the bottom its small drops will bluedevil work on 06 nissan altima 2. Thank you for
asking about your Nissan Altima. Thanks for your question about your Toyota. Usually, an
intermittent loss of power steering is due to a very low fluid level. If your fluid is up to the full
line in your reservoir then that would rule out that possibility and would probably indicate an
internal problem with your power steering rack. If the rack had an internal failure it would allow
the high pressure fluid to leak by causing intermittent problems and maybe the clank that you
heard. While driving a Hyundai Elantra on a 3 lane highway at k, without warning the car jerked
into the left lane, then into the right lane, back to the left lane and then to the right lane, at which
time the driver was able to get control of the steering and exit the highway. Any idea of what
caused the car to take over the steering would be greatly appreciated. The dealer has not found
the problem. This happened early in the morning on a Saturday or it would most certainly have
caused a serious accident. Thanks for your question about your Hyundai Elantra. I believe your
car has an electronic power steering system, meaning there is an electric motor mounted to the
steering column that assists you in turning the steering wheel. It may be worth having the
dealership check the condition of that motor and its wiring to see if that could have caused the
issue. Thank you for asking about your Mazda Etude. I have a grand caravan with approximately
kms. They change my reservoir, they flush the steering oil and put a new one. So please I really
need your advise to solve this problem of my van. Thanks for your question about your Grand
Caravan. The first thing to do would be to check your power steering fluid level. A friend of mine
said part house gave me wrong belt , belt was not long enough.. Thanks for your question about
your Pontiac Grand Am. You may be able to have your system scanned at a dealership or
mechanic with an advanced scan tool to detect a bad sensor or you may have to manually
measure the sensor values. A power steering fluid flush or new rack and pinion may solve this
problem. I have honda airwave ,just noted ps stiff and some noise from the engine.. Thank you
for asking about your Honda Airwave. The best place to start would be to check the power
steering fluid level to see if the fluid is low. I have a Ford Fiesta and has a slight power steering
leak I still have power steering and no noise or no burning smell. Thank you for asking about
your Ford Fiesta. You can expect results after about miles of driving. Also, sometimes when i
put the pedal down hard you can kind of hear a squeaking sound over the engine and im not
sure if that has to do with the belt or thats just how the car is made. Thanks for your question
about your Mustang. The loss of power combined with the squeaking sound could also indicate
that your engine belt is worn or glazed and needs to be replaced and is simply slipping on your
power steering pump. I have a Nissan Maxima. Ive just replaced the power steering pump about
a month or so ago. The fluid is still full in the reservoir, but its extremely hard to turn my
steering wheel again. What could possibly be wrong?? When you replace your power steering
pump you should raise your front tires off the ground and turn them from lock to lock while
adding fluid to the reservoir to ensure your system is full of fluid before starting the engine to

avoid damaging your new pump. If you suspect this is the case, you may consider performing a
power steering flush to try and remove the clog. This could also simply be an indication that the
power steer rack is worn out and is failing to provide power assist and you need to replace the
rack. I have a Honda and my power steering actually cuts in and out. Thanks for your question
about your Honda. Usually when power steering is in and out like this its an indication of a low
fluid level, or really old fluid. Try checking your power steering fluid level first. Also if you find
old dark fluid, you may consider having your system flushed and fresh fluid added. Most
vehicles have a system to raise the idle when turning the steering wheel at idle to keep this from
happening. You can check that system for proper operation by inspecting the vacuum hoses
running to and from your power steering pump for cracks or brakes. I have a Chevy Silverado
When you first start the truck and start to drive the steering wheel is hard to turn. After driving
the truck for a few miles it gets easier to turn the steering wheel. Thanks for your question
about your Chevy Silverado. The first thing we would recommend doing is seeing if your truck
and steering system would still be under a factory warranty. Since your truck is so new, you
may be able to have it inspected and fixed under a factory warranty. If your truck is out of
warranty, then you can start by checking your power steering fluid level. I have a 99pontiac
grand prix gt. Thanks for your question about your Pontiac Grand Prix. The first thing we would
recommend doing is replacing the engine belt on your car. If that belt breaks it will leave you
stranded and should be a relatively inexpensive fix. That may also get your power steering
working properly again. My vehicle is a Olds Bravada. I had low power steering fluid and when I
filled it up it seemed fine. However, it usually works when I initially start the vehicle but seems
to have issues after it has been driven for a bit. It is especially bad when reversing. I can usually
get it to work again when the vehicle is cooled down and restarted. Regular driving is usually ok
but I pull a trailer often and reversing is awful with a trailer and no power steering. Thanks for
your question about your Oldsmobile Bravada. It is probably most difficult in reverse simply
because of the low speed and the direction of force on your steering knuckly. The only thing
you can try doing is flushing the power steering fluid to see if that could remove a clog or allow
the pump to be more efficient. I have a F and have a leak in the metal pipe that comes out of the
bottom of the reservior Will this stop the leak until I can get it fixed? Thank you for asking about
your Ford F Unfortunately, BlueDevil does not manufacture a product for the type of leak you
have described. A hard part repair may be your best option. Cold start my car will come with
whining noise when I turn my wheels, lots air bubbles in the reservoir, but noise and air bubbles
will gone after 5 mins when the engine warm up. Already replace steering rack, some hoses and
also some oring on the pump. And also used different brand no leak fluid. I can not see any fluid
leak outside of the ps system. What I am thinking is somewhere is leaking air in when the car
cold,and after I start my engine, bubbles went out and noise gone. You may consider checking
out some Subaru forums to see if you can find someone else who has discovered the source of
the problem. Replacing your power steering pump may help, just make sure if you do you bleed
the system of air by raising the front tires off the ground and turning the wheel side to side
multiple times before starting the car. I had a new power steering pump put on my Chevy
Impala, it is leaking power steering fluid and once again whining and steering hard, what could
be the problem? Thank you for asking about your Chevy Impala. My vios had a electronic power
steering problem heavy turning. Thanks for your question about your Vios. Yes, a mechanic
should be able to use diagnostic equipment to find out why the power steering indication is on
in your car. That should help you figure out why the steering is heavy and get things back to
normal. My car is toyota sienna When l turn the steering wheel to left sides is easy but when l
turn to right side is very hard. Please help me out, thanks. Thanks for your question about your
Sienna. We would recommend having your front end checked first for alignment and bad
components as that is a relatively inexpensive check. If everything checks out fine there you
may consider getting a power steering fluid flush to see if that can clear up any clogs. I am
driving a vios , my EPS feels heavy when my car is in stand still. Electronic power steering may
become heavy due to a worn out motor so you may consider having your power steering motor
tested to see how much current it is drawing. The heaviness of your steering could also indicate
worn out steering linkage or even an underinflated tire. Thanks for your question about your
Dodge Dakota! It sounds like the remanufactured steering rack you purchased may have been
slightly defective allow the leak to start so soon. Most remanufactured components like the one
you purchased are covered by short-term warranties to guard against problems like this so our
first recommendation would be to talk with the manufacturer of the part and see if they will
replace it under a warranty. Will Blue Devil seal the leak in the cracked plastic housing? Thank
you. Unfortunately, a hard part repair may be your best option. Stirring wheel very hard to turn
on both sides. Reservoir is full. No noises coming from pump. When I then wheel to either side I
hear hissing. Thanks for your question about your Buck Lacrosse. You may consider having a

power steering fluid flush performed on your vehicle to see if it can clear up the clog and get
your steering feel back to normal. You may also consider having those components inspected
and possibly an alignment performed. Will be driving along and the steering tends to move to
the right and then corrects itself. No leaks, pump sounds ok and fluid level is ok. Would adding
this product help, possible a sticking valve in the rack and pinion system. Your response would
be appreciated. Thank you for asking about your Volvo v Based on your description, the
symptoms you are having lead more towards an alignment issue than a power steering
problem. We recommend bringing the vehicle for an inspection and possible alignment job. If it
turns out that a sticking valve in the rack and pinion is causing the issue, the product may be
used to revitalize and recondition the rubbers in the system. Feel free to contact our technical
support line at with any other questions. Any suggestions? You should expect to start seeing
results after about miles of driving. I appreciate this article about how to fix power steering
problems. It is good to know that a good engine belt will help the system to work properly. It
would be best to seek professional help when it comes to installing this belt to ensure that the
job is done correctly. I have a good one. I replaced the power steering pump and bled the
system while front lifted. The wheels will turn all the way to the right on their own. New tie rods
etc. Also put a remanufactured gear. Thanks for your question about your F The natural ability
of your wheels to fall to center rather than one lock or the other is created by the caster. Caster
is number of degrees that your steering knuckled axis is tilted backward or forwards. It is a
normal value to have measured during an alignment, so it may be worth having an alignment
performed on your truck to see if your caster is off and having it adjusted back to factory spec.
What kind of strange noise are you hearing? I changed my PS pump because it waqasleaking
like a sive. What do you think could be causing this?. I am a pretty big manand quite strong and
I couldn;t turn the wheel with all my might. Are you still noticing a loss of power steering fluid? I
have a shimmy from front end. My power steering comes and goes. I turn the car off and on a
few times and its fine. What could this be. Based on your description, we recommend checking
your power steering fluid to make sure it is at the proper level. Thank you for asking about your
Kia Sedona. Based on your description, it is quite possible you have some kind of a restriction
in the power steering system. We recommend having the power steering flushed and filling it
with clean power steering fluid. This should get you back to proper functionality. I got polo had
my power steering pump changed in then last month I started seeing the power steering
warning light goes on and off but the steering is working normal for few minutes then
sometimes it becomes stiff for few minutes then goes back to normal while the light is still
on,what might be the problem? Are you noticing a loss of power steering fluid? If not, it may be
that fluid has become dirty or that there is an air pocket trapped in the system. For this, we
recommend draining the fluid and refilling the system with fresh, clean fluid. Thank you for
asking about your Mini Cooper. In most cases, these clogs will cause abnormally high
pressures in the system which will cause your pump to whine and possibly fail prematurely.
Clogs in your power steering system can be hard to identify but if you have a whining power
steering pump or a difficult to run steering wheel this may be the cause. In some cases, a
system flush and new fluid can clear the clog, but in some cases you may simply have to
replace the power steering rack or gear. I have a Volvo S70 with a very little leak in my rack and
pinion. It calls for ATF fluid in this model. Thank you for asking about your Volvo S Tried the
bleeding thing and it works for a day and then it gets hard to steer again. The belt is new. Fluids
are up and a nice colour with no burnt smell. Thanks for your question about your Ford F If
bleeding the system helped, but things went back to being stiff or loose quickly you probably
have a clog somewhere in your system. You may also have a worn steering rack or gear as well,
but since things changed with the flush, a clog or debris seems more likely. You may try
bleeding the system again to see if it helps again and can final dislodge and remove the clog. I
have infinity G35, coupe with sports tuned suspension. I feel my power steering is stiffer than
usual, and I got it check with Mr. The guy says, nothing visible on the outside the ends of rack
were little moist , but inside the rack there might be a leak causing this issue. He says, I might
need to replace rack in future. Can this product fix this issue? If yes, how to use it? Thank you
for asking about your Infinity G As long as you are not losing fluid too quickly, you would be a
great candidate for the product. Is it possible that my battery may be low an may need replacing
its 4yrs old has been in since i bought it new from the dealer Dec , even though it still working
fine still turning the headlights and interior lights on i dont get a battery warning light. Do you
think battery is worn out and there is not enough voltage getting to the EPS motor hence I going
back to the dealer but im abit obtimistic about them telling me cant find faults in there EPS
scanning tool due to no EPS light no illuminating at the dash. No EPS Light at the dash possible
issues i think?? Battery being old 4yrs now may not be putting out enough voltage to EPS
motor Did leave the interior light on overnight for about? EPS motor malfunction. Thank you for

asking about your Mitsubishi Outlander. Based on your description, it is possible that the
vehicle has developed a slight power steering fluid leak. If the problem persists, you may want
to bring the vehicle to the dealer for a proper diagnosis. I bought a Chrysler Pacifica about two
months ago. I had to add a small amount of power steering fluid. The fluid level has been full. I
still have had this happen a couple of times. The steering would respond on its own or if I
turned off the ignition. Today, we had a severe thunderstorm and I had to go out in it. The
steering became several times, especially on a road with a lot of water runoff. Do you have any
idea what the problem is and does driving in the rain puddles have anything to do with it?
Thank you for asking about your Chrysler Pacifica. Based on your description, a slow power
steering fluid leak could be the culprit to your issues. I have a Chevy c10 I replaced the steer
gear bled out the air of the ground. I shut off the truck and I can move it left and right again. I
checked the fluids everything is fine and bled out what is your idea? Thanks for your question
about your Chevy C Based on the wheels turning hard right after you started it, it sounds like
there is an internal failure in your steering gear causing the high-pressure fluid to turn the gear
without the input of the steering wheel. Our recommendation would be to see if you can get a
warranty exchange on the steering gear you installed and to install a new unit. Hi thers noise
when turn left or right on my kia grand carnival and also very hard to turn when 30km or less so
I change power steering fluid completely it improves a little but ok when just start the engine
but when the engine heats up same thing happen again, whats your advice. Thank you for
asking about your Kia Grand Carnival. From the sounds of it, you may be experiencing a slight
power steering fluid leak. Hello, plz help I have a power steering problem on my Honda accord
baby boy, I have changed the pump but the steering is still very hard to turn, please what else
will I do? Thank you for asking about your Honda Accord. You should first check to see that
your power steering fluid is showing at the proper level. I have a Lexas rx a little whining from
power steering pump then without warning the steering became very hard to steer even after
car is warmed up still hard to steer belts ok no leak to me sounds like power steering pump
failure this happened without any erratic steering or fluid lose just whining noise please advise.
Thank you for asking about your Lexus RX Other than a faulty power steering pump, without
noticing a loss of power steering fluid, an air pocket stuck in the system could be creating the
whining noise you are experiencing. You can try draining the system and re-filling it with fresh,
clean power steering fluid and see if that corrects the issue. If not, replacing the power steering
pump would likely be your next step. Thank you for asking about your Toyota Tacoma. You may
want to try bleeding the system or simply drain and re-fill the power steering fluid to get rid of
the air pocket. If the problem persists, you may want to bring the vehicle in for a proper
diagnosis. I have a 99 Ford Ranger. Had to slam on the brakes the other day and the truck shut
off. It started right back up, but the power steering did not come back. What would you suggest
for this? Why would slamming on the brakes make my truck have no power steering? Thanks
for your question about your Ford Ranger. First, if you have a leak in your brake booster a hard
brake could allow that leak to be bad enough to stall your engine with all the air it was allowed
in. The other possibility is that the jolt of the stop simply caused a problem. Im driving a VW
Jetta 5. The steering is stiff and it turns hard. Thank you for asking about your Volkswagen
Jetta. Depending on which model you own, the vehicle may use electric speed-proportional
power steering, meaning it does not have a power steering pump or power steering reservoir.
Please contact our technical support line at so that we can get a little better understanding of
the vehicle and be able to make any appropriate recommendations. Hi I have an 09 Mazda 3, It
was driving fine when I got home, then the next day I went to drive somewhere and the Steering
wheel was very hard to turn and the icon for power steering was turned on the dash. Thank you
for asking about your Mazda 3. If the power steering fluid appears to be at the proper level, it is
possible there is an issue with the power steering pump, not pumping the fluid properly. Are
you noticing any kind of noise when turning the steering wheel, such as a whine or belts
squealing? Do I check to see if the filter screen is clogged and empty the fluid first from the
Reservoir? Thank you for asking about your Dodge Stratus. Based on your description, we
recommend draining the power steering system and flushing it out to get rid of any debris or
potentially clogging substances. Then refill the system with clean power steering fluid and that
should correct the issue. If not, you may want to bring the vehicle in to a certified ASE mechanic
for a proper diagnosis. I have a 95 Ford Mustang I replace the rack and pinion along with the
rest of the front end components recently. I started having problems with being able to turn the
wheel so I replace the power steering pump. Still having problems so I flush the power steering
fluid that was just recently put in when I get the rack and pinion. It was good for a little bit now
having problems with it being hard to turn. What is causing my problems. Thank you for asking
about your Ford Mustang. It sounds like you have already replaced most of the components of
the power steering system. If not, we recommend taking it to an ASE certified mechanic for a

proper diagnosis. I have a Ford Expedition. My truck recently had the fuel pump replaced and
had been sitting for a couple of months. After getting that replaced and test driving my truck
had absolutely no power steering. The belts are turning, the reservoir is full of fluid and there is
no noise. Should I try Blue Devil leak stop? Thank you for asking about your Ford Expedition. If
you are not noticing a loss of power steering fluid, it would not be necessary to use the
BlueDevil Power Steering Stop Leak. The power steering pump may not be circulating the fluid
properly, as it seems everything else is as it should be. We recommend bringing the vehicle to a
certified ASE mechanic for a proper diagnosis. I have just fixed my power steering leak on my
Ford Escape but the steering wheel is still hard to turn! Thank you for asking about your Ford
Escape. If you are no longer losing power steering fluid, the best place to start would be to drain
the power steering fluid and refill it with clean fluid and ensure it is topped off to the proper
level. Having air or lack of fluid would give you difficulty when trying to turn the steering wheel.
If the issue persists, you may want take it to a shop for a possible power steering pump
replacement. Hi I am sumon my car is Toyota Corolla Thank you for asking about your Toyota
Corolla. Is it possible that the alignment is off? The vehicle should still be under warranty, so
you may want to bring it back to the dealer for a possible diagnosis and fix. Hi having trouble
with audi a4 b5 whilst going round a sweeping corner power steering pressure seems to change
for a split second causing steering wheel to move about an inch then back again. Thanks for
your question about your Audi A4. Based on your description our best guess would be that
your power steering system is losing pressure for a split second. It sounds like you just
installed a new pump so the problem may be in your steering rack. Unfortunately, it would be
very difficult to test the system to prove this is what is happening. Yes, replacing the power
steering pump would be an appropriate form of action at this point. You should expect to see
results after approximately miles of driving. Does the system appear low on power steering
fluid? I have a Ford expedition I bought new now I have a problem with my steering while
driving it will jerk to the left and feels like I am driving on air then you will fill it click back to
normal has done this for a while but getting worse, what could be my problem? Does the
steering wheel feel hard to turn? Based on your description, it more sounds like an issue with
alignment rather than an issue with the power steering. If you have not done so already, you
may want to bring the vehicle in for wheel alignment service. Problem with Psteering occurs
mostly when making left turns beyond, say, 20 degrees of road bend, and most often when
making a left turn on or soon after an uphill incline. Forcing the wheel works, but a bit of initial
resistance is felt, force is high before power comes back. Backing the steering wheel off, and
reapplying the steering pressure sometimes works too. Symptom also seen occasionally
making a right turn, but very much more seldom than to the left, even though right turns
obviously sharper at intersections. Problem with demonstrating to mechanic is cannot make
happen on demand. Thank you for asking about your Honda Civic. Based on your description, it
more sounds like an issue with the power steering pump, not circulating the power steering
fluid properly. Are you having any issues with power steering if not coming off an incline? Hi,
honda civic, my steering has gotten tight, harder to turn. When turning it sometimes has poor
steer return and stays turning after i left go. Also feels like a boat now. Its like a delayed
steering response. Also no leak. New upper and lower ball joints. The driver side lower ball joint
hasnt been replaced yet. Just got an alignment about a month ago. Newer inner and outer tie
rods. New suspension. Should i try adjusting the preload on the rack? Im kinda stumped. And
hoping its not the rack and pinion itself. Maybe the bushings? Based on your description, if the
rack and pinion had gone bad, you would be noticing a leak. You can try checking your rubber
bushing in the steering column and you can tighten your steering rack to see if that fixes the
issue. Being that you have the power steering warning indicator on, you can bring the vehicle in
to have the code checked and have the issue resolved. Thank you for asking about your
Mitsubishi Chariot. Are you saying your gearbox is leaking or that ATF is leaking into your
gearbox? Hello, I Have a Toyota Corolla. But the pulley also stopped turning so I had to take off
the belt as to not damage it more. Or maybe I just have to get a new one? Based on the fluid
being low when you checked it, it sounds as though you are experiencing a power steering fluid
leak. Thank you for asking about your Toyota Land Cruiser Prado. What kind of noises are you
hearing? Is it like whining sound? If so, that may indicate that you have air trapped in the
system that needs to be evacuated. If it is more of a grinding noise, that may indicate a different
issue altogether, possibly bad wheel bearings. Any solution, please? Does the power steering
fluid appear to be low? Unfortunately, we do not recommend using the BlueDevil Power
Steering Stop Leak if your power steering system is electrically driven. Electrically driven
system use a very specific type of fluid that has dielectric properties. Nothing should be mixed
with these types of fluids. Any solution please? My Toyota Avensis car get stiff when trying to
turn and it have an electric type system. Even when on traffic the steering gets stiff is a very big

struggle and a cause for concern. Thanks for your question about your Toyota Avensis. Usually,
stiff steering is caused by a bad steering assist motor in electric type power steering systems.
You should be able to check these sensors with an advanced scan tool at a dealership or
mechanic. Today while cleaning my car, once i was done i went to start my car so i could pull it
back in the driveway. It would not start, so i jumped my car. I get in after it starts back up and
was about to leave just to drive around. My wheel felt as if it was locked and i couldnt drive so i
had my step dad get a new battery just to see if that would fix it and it did!! Light hasnt come on
since. I crankshaft changed because it was making some craking sounds when am about
making a turn. I had my crankshaft changed because it was making some craking sounds when
am about making a turn. Thanks for your question about your vehicle. Misfires can be due to
bad spark plugs, bad ignition coils or a dirty combustion chamber or intake valves. Steering is
fine on my 07 dodge ram when the front end is jacked up. But has no air or leaks. The squealing
noise you are describing would typically indicate either air being trapped in the system or a lack
of power steering fluid. I am about to buy a Toyota Corolla. My mechanic, however, noticed the
steering wheel got stiff occasionally. Car dealer says it was a battery problem and promised to
give a new battery. I fear the problem might recur after I buy it. Do you recommend I buy that
particular car or go for another one? It never hurts to keep looking. The product should not be
used in brake systems. Unfortunately, we do not manufacture any products that are designed to
help the type of leak you are experiencing. Your email address will not be published. BlueDevil
Products Auto Blog! Thank You! Naomi- Some oil additives are made specifically to increase
the oil viscosity make it thicker and will often slow the leak but often times will not completely
stop the leak. Thank you! Does blue devil make or sale a product that flushes the entire power
system? Anthonyl- Unfortunately, we do not manufacture a power steering flush additive.
Cristina, Thanks for your question about your Corolla. Thanks again for your question! Alonzo,
Thanks for your question. Can I use bluedevil power steering stop leak in a lexus es? Dejena,
Thanks for your question about your power steering. Ashley, Thanks for your question about
your power steering. Hunter- Thank you for asking about your Dodge Ram Edna, Thanks for
your question about your Silverado. Ahleeyah- Thank you for asking about your Ford Focus. Hi,
is your product compatible with a Mercedes Benz C Kompressor? The One- Once the product
seals, it would create a permanent seal. Jeff, Thanks for your question about your power
steering system. Darren, Thanks for your question about your MR2. Hi, is your product
compatible with a toyota vios model ? Miguel- Thank you for asking about your Nissan Altima.
Alan, Thanks for your question about your Toyota. Rita, Thanks for your question about your
Hyundai Elantra. Loyiso- Thank you for asking about your Mazda Etude. Also, is your product
available in Canada? London, Ontario to be specific. Rolando, Thanks for your question about
your Grand Caravan. Bobbie, Thanks for your question about your Pontiac Grand Am. PeterThank you for asking about your Honda Airwave. Sarah- Thank you for asking about your Ford
Fiesta. Bobby, Thanks for your question about your Mustang. Tina, When you replace your
power steering pump you should raise your front tires off the ground and turn them from lock to
lock while adding fluid to the reservoir to ensure your system is full of fluid before starting the
engine to avoid damaging your new pump. Matt, Thanks for your question about your Honda.
Basil, Thanks for your question about your Chevy Silverado. Annie, Thanks for your question
about your Pontiac Grand Prix. Brenda, Thanks for your question about your Oldsmobile
Bravada. Jerry- Thank you for asking about your Ford F Thanks Sam. Maria- Thank you for
asking about your Chevy Impala. Ike, Thanks for your question about your Vios. Tien, Thanks
for your question about your Sienna. Hi, I am driving a vios , my EPS feels heavy when my car is
in stand still. What would be the causes? Andy, Thanks for your question about your Vios.
Cynthia, Thanks for your question about your Dodge Dakota! Tim- Thank you for asking about
your Nissan Altima. Irma, Thanks for your question about your Buck Lacrosse. Charles- Thank
you for asking about your Volvo v Ace, Thanks for your question about your F Willy- What kind
of strange noise are you hearing? Dennis- Are you still noticing a loss of power steering fluid?
Brandy- Based on your description, we recommend checking your power steering fluid to make
sure it is at the proper level. Hermione- Thank you for asking about your Kia Sedona. SiyandaAre you noticing a loss of power steering fluid? Eric- Thank you for asking about your Mini
Cooper. Hope this helps! Mark- Thank you for asking about your Volvo S Darrin, Thanks for
your question about your Ford F Dhruv- Thank you for asking about your Infinity G Jon- Thank
you for asking about your Mitsubishi Outlander. Richard- Thank you for asking about your
Chrysler Pacifica. John, Thanks for your question about your Chevy C Letitaia- Thank you for
asking about your Kia Grand Carnival. Don- Thank you for asking about your Honda Accord.
Randy- Thank you for asking about your Lexus RX Wendell- Thank you for asking about your
Toyota Tacoma. Brandie, Thanks for your question about your Ford Ranger. Hi Im driving a VW
Jetta 5. Regards E Tshabalala. Ernest- Thank you for asking about your Volkswagen Jetta. Alan-

Thank you for asking about your Mazda 3. Theresa- Thank you for asking about your Dodge
Stratus. April- Thank you for asking about your Ford Mustang. Brittni- Thank you for asking
about your Ford Expedition. Terry- Thank you for asking about your Ford Escape. SumonThank you for asking about your Toyota Corolla. Gordon, Thanks for your question about your
Audi A4. Gordon- Yes, replacing the power steering pump would be an appropriate form of
action at this point. Jony- Does the system appear low on power steering fluid? Lanny- Thank
you for asking about your Ford Expedition. Craig- Thank you for asking about your Honda Civic.
Alex- Thank you for asking about your Honda Civic. Drinkermate- Thank you for asking about
your Ford Focus. My Mitsubishi chariot is putting atf fluid into the gearbox What could be the
problem. Samuel- Thank you for asking about your Mitsubishi Chariot. Giovanni- Thank you for
asking about your Toyota Corolla. Will this product stop a power steering gearbox leak from a
Jeep Cherokee? Larry- Does the power steering fluid appear to be low? JoshA- Thank you for
asking about your Toyota Corolla. Kingsley, Thanks for your question about your Toyota
Avensis. Henry, Thanks for your question about your vehicle. Adrian- Thank you for asking
about your Dodge Ram Will the power steering sealer seal a leaking brake booster as well?
Nate- The product should not be used in brake systems. Leave a Reply Cancel reply Your email
address will not be published. Quick Links. See also: Workshop Manual. Table of Contents.
Before driving. Controls And Features. Seating And Safety Restraints. Starting and driving.
Roadside Emergencies. Maintenance And Care. Capacities And Specifications. Customer
Assistance. Reporting Safety Defects. All rights reserved. Reproduction by any means,
electronic or mechanical including. Ford may change the contents without notice and without
incurring obligation. Summary of Contents for Ford f Page 1 All rights reserved. Reproduction
by any means, electronic or mechanical including photocopying, recording or by any
information storage and retrieval system or translation in whole or part is not permitted without
written authorization from Ford Motor Company. Page 4 F SuperCrew, F 5. Ford makes no
representation as to the suitability of your vehicle for snowplowing, in particular regarding the
potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity, vehicle crash
integrity, or powertrain durability. Page 5 Introduction Using your vehicle as an ambulance Do
not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Notice to owners of pickup trucks and utility type vehicles Utility vehicles
have a significantly higher rollover rate than other types of vehicles. Page 6 Introduction These
are some of the symbols you may see on your vehicle. The OBD II system protects the
environment by ensuring that your vehicle continues to meet government emission standards.
Page 12 Instrumentation Light is blinking: Engine misfire is occurring which could damage your
catalytic converter. You should drive in a moderate fashion avoid heavy acceleration and
deceleration and have your vehicle serviced at the first available opportunity. Under engine
misfire conditions, excessive exhaust temperatures could damage the catalytic converter, the
fuel system, interior floor coverings or other vehicle components, possibly causing a fire. If the
light remains on, continues to flash or fails to illuminate, have the system serviced immediately.
With the ABS light on, the anti-lock brake system is disabled and normal braking is still effective
unless the brake warning light also remains illuminated with the parking brake released. It may
also momentarily AJAR illuminate after the engine is started and all doors are closed. Page 17
Instrumentation Fuel gauge Displays approximately how much fuel is in the fuel tank when the
key is in the ON position. The fuel gauge may vary slightly when the vehicle is in motion. The
ignition should be in the OFF position while the vehicle is being refueled. Page 18
Instrumentation Engine coolant temperature gauge Indicates the temperature of the engine
coolant. If it enters the red section, the engine is overheating. Stop the vehicle as soon as safely
possible, switch off the engine immediately and let the engine cool. Page 19 Instrumentation
Tachometer Indicates the engine speed in revolutions per minute. Driving with your tachometer
RPMX pointer continuously at the top of the scale may damage the engine. Battery voltage
gauge This shows the battery voltage when the ignition is in the ON position. If the pointer
moves and stays outside the normal operating range as indicated by arrows , have the Rotate to
the second position to also turn on the headlamps. High beams Push forward to activate. Pull
toward you to deactivate. Flash to pass Pull toward you to activate and release to deactivate.
Always remember to turn on your headlamps at dusk or during inclement weather. The
autolamp system also keeps the lights on for approximately 20 seconds after the ignition switch
is turned to OFF. Refer to the Driving chapter for more information. Do not hang any type of
accessory or accessory bracket from the plug. Improper use of the power outlet can cause
damage not covered by your warranty. Page 24 Controls and features Auxiliary power point
SuperCrew only Power outlets are designed for accessory plugs only. Turn the control to raise
or lower volume. Page 26 Controls and features Tune adjust The tune control works in radio
mode. Hold the control to move through the frequencies quickly. Page 27 Controls and features

Setting memory preset stations 1. Select the frequency band with the AM or the FM select
control. Select a station. Refer to Tune adjust or Seek function for more information on
selecting a station. Press and hold a memory preset control until the sound returns, indicating
the station is held in memory on the control you selected. Page 28 Controls and features
Speaker balance adjust Speaker sound distribution can be adjusted between the right and left
speakers. Speaker fade adjust Speaker sound can be adjusted between the front and rear
speakers. Page 29 Controls and features Automatic Music Search The Automatic Music Search
feature allows you to quickly locate the beginning of the tape selection being played or to skip
to the next selection. Then, press either REW for the beginning of the current selection or FF to
advance to the next selection. Page 30 Controls and features Dolby noise reduction Dolby noise
reduction operates only in tape mode. Dolby noise reduction reduces the amount of hiss and
static during tape playback. Press the control to activate and deactivate Dolby noise reduction.
Dolby noise reduction is manufactured under license from Dolby Laboratories Licensing
Corporation. When in clock mode, the media information will display for 10 seconds, when the
radio is turned on, and then revert to clock information. The first track of the disc will begin
playing. After that, CD play will begin where it stopped last. Play will begin on the first track of
the disc unless the CD changer is in shuffle mode. Refer to Shuffle feature for more information.
To stop on a particular selection, press the control again. Pressing the control for more than
three seconds results in fast rewind. Fast forward The fast forward control works in CD mode.
Use the SEL control to manually set the time. Page 44 Controls and features Scan function The
scan function works in radio, tape or CD mode if equipped. Press the SCAN control again to
stop the scan mode. Page 45 Controls and features Autoset memory preset Autoset allows you
to set strong radio stations without losing your original manually set preset stations. This
feature is helpful on trips when you travel between cities with different radio stations. Starting
autoset memory preset 1. Page 46 Controls and features Speaker balance adjust Speaker sound
distribution can be adjusted between the right and left speakers. Press the BAL control. Page 48
Controls and features Dolby noise reduction Dolby noise reduction operates only in tape mode.
The Dolby noise reduction system is manufactured under license from Dolby Laboratories
Licensing Corporation. Page 52 Controls and features 2. Press to eject the magazine. Turn the
magazine A over. Using the disc holder release knob C , pull the disc holder B out of the
magazine. If you pull too hard on the disc holder, the disc holder may come completely out of
the magazine. Page 53 Controls and features 5. Line up the CD with the groove of the disc
holder. Ensure that the label on the CD faces downwards. Press in on the disc holder until it
locks securely into the magazine. If the disc holders are not fully locked into the magazine, the
unit will not operate. Page 54 Controls and features Radio power must be turned on to play the
CDs in the changer. The magazine may be stored in the glove box when not being used. The CD
magazine may be inserted or ejected with the radio power off. Never touch the playing surface.
The further an FM signal travels, the weaker it is. The listenable range of the average FM station
is approximately 40 km 24 miles. Page 57 Controls and features Temperature control knob
Controls the temperature of the airflow inside the vehicle. Temperature control knob Controls
the temperature of the airflow inside the vehicle. Airflow will be from the instrument panel
registers. However, the air will not be cooled below the outside temperature because the air
conditioning does not operate in this mode. Dirty glass is significantly more difficult to defrost,
demist, etc. Page 62 Controls and features 3. Set the fan speed to HI 4. Direct the outer panel
vents towards to side windows To increase airflow to the outer panel vents, close the central
panel vents. Do not place objects on top of the instrument panel, as these objects may become
projectiles in a collision or sudden stop. If you drive up or down a steep hill, your vehicle speed
may vary momentarily slower or faster than the set speed. Page 65 Controls and features You
can accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. Disengaging
the speed control will not erase the previously programmed set speed. Pressing OFF will erase
the previously programmed set speed. It turns off when the speed control OFF control is
pressed, the brake or clutch is applied, or the ignition is turned to the OFF position. The bars of
varying length are for intermittent wipers. When in this position rotate the control upward for
fast intervals and downward for slow intervals. Page 69 Controls and features The transmission
will operate in all gears except overdrive. When you shut off and re-start your vehicle, the
transmission will automatically return to normal Overdrive mode. Page 72 Controls and features
Compass zone adjustment 1. Determine which magnetic zone you are in by referring to the zone
map. Turn the ignition to the ON position. Page 74 Controls and features If equipped with a
moon roof, the map lamps are located on the moon roof control panel. Press the control next to
the map lamp to illuminate AUTO the lamp. This feature will learn the radio frequency codes of
most current transmitters to operate garage doors, entry gates, security systems, entry door

locks, and home or office lighting. Page 77 Controls and features 3. Do not release the buttons
until step 4 has been completed. Locate the training button on the garage door motor head unit.
Refer to the garage door opener manual or call 1â€”â€”â€” or on the Internet at HomeLink. Page
79 Controls and features 3. Press and hold the hand-held transmitter button. The HomeLink
indicator light will flash, first slowly and then rapidly. When the indicator light begins to flash
rapidly, release both buttons. The previous device has now been erased and the new device can
be activated by pushing the HomeLink button that has just been programmed. Page 80 Controls
and features To record a message: 1. Press and release the REC button one time to start
recording. PLAY An audible tone will sound, confirming the onset of recording. Press and
release the REC button a second time to end recording. Page 81 Controls and features To delete
a message: 1. The indicator light will flash green twice. Hard objects can injure you in a
collision. Depress again to stop window operation. One touch down can be deactivated during
operation by pushing down AUTO on the top part of the driver power window control. The rear
doors can be opened from the outside when the doors are unlocked. The childproof locks are
located on rear edge of each rear door and must be set separately for each door. Page 85
Controls and features 2. Move the control in the direction you wish to tilt the mirror. Return to
the center position to lock mirrors in place. Adjust spotter mirrors if equipped manually. Signal
mirrors if equipped When the turn signal is activated, the outer portion of the appropriate mirror
housing will blink red. Make sure that the mat does not interfere with the operation of the
accelerator or the brake pedal. Lower the tailgate. Use a screwdriver to pry the spring clip on
each connector past the head of the support screw. Disconnect cable. Page 88 Controls and
features 4. Evenly push down on the extender and push the round knobs in on each side
locking it in place. Green markings on the shaft indicate the locked position. The locking clip
screws below the middle bar can be tightened counterclockwise for extra security. The cover
can be rolled up and stowed behind the cab, or removed completely from the vehicle. Page 90
Controls and features 4. Starting from the opposite side of the vehicle, pull cover away from the
side rail and roll the cover from rear to front. Secure the cover behind the cab with two straps.
The cover may be removed from the vehicle by sliding it sideways out of the front rail. Stow the
cross bars in the notches behind the rolled cover in the pickup box. Page 94 The SecuriLock
passive anti-theft system is not compatible with non-Ford aftermarket remote start systems.
Use of these systems may result in vehicle starting problems and a loss of security protection.
Automatic arming Page 95 Check to make sure the coded key is an approved Ford coded key.
The key codes will need to be erased from your vehicle and new key codes will need to be
re-coded. Page 97 Controls and features 1. Insert the first previously programmed coded key
into the ignition and turn the ignition from 3 OFF to 4 ON maintain ignition in 4 ON for at least
one second. The remote entry features only operate with the ignition in the LOCK position. Page
99 Controls and features Sounding a panic alarm Press this control to activate the alarm.
Replacing the battery The remote transmitter is powered by one coin type three-volt lithium
battery CR or equivalent. The battery save feature will turn off the interior lights 45 minutes after
the last door is closed, even if the dimmer control is on. Page Controls and features Unlocking
the doors with the keyless entry system To unlock the driver door, enter either the factory set
code or the personal code each digit must be pressed within five seconds of the prior digit. The
interior lamps will also illuminate. The purpose of these head restraints is to help limit head
motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Lift handle to move seat forward or backward. Pull lever up to adjust seatback. Ensure that the
seat is relatched into place. Do not pile cargo higher than the seatbacks to avoid injuring people
in a collision or sudden stop. Always drive and ride with your seatback upright and the lap belt
snug and low across the hips. Page Seating and safety restraints Press to raise or lower the
rear portion of the seat cushion. The indicator light on the control will illuminate when activated.
Using the manual lumbar support Turn the lumbar support control toward the front of vehicle to
move Page Seating and safety restraints 1. Pull control to release seat cushion. Rotate seat
cushion up until it locks into vertical storage position. Returning the seat to seating position
Always be sure that the seat is in a latched position, whether the seat is occupied or empty. Pull
control to release seat. Pull seatback toward front seat and down into load floor position. Page
Seating and safety restraints 3. Make sure seat is pushed all the way down and locks into
position. If not latched, the seat may cause injury during a sudden stop. Page Seating and
safety restraints 2. Lift seatback up until it locks into vertical position. Using the armrest if
equipped Push the release control to move the armrest up or down. Page Seating and safety
restraints Never let a passenger hold a child on his or her lap while the vehicle is moving. The
passenger cannot protect the child from injury in a collision. All occupants of the vehicle,
including the driver, should always properly wear their safety belts, even when an air bag SRS

is provided. To unfasten, push the release button and remove the tongue from the buckle. The
front passenger and rear seat outboard safety belts have two types of locking modes described
below: Vehicle sensitive mode The vehicle sensitive mode is the normal retractor mode,
allowing free shoulder belt length adjustment to your movements and locking in Page Seating
and safety restraints How to use the automatic locking mode 1. Buckle the combination lap and
shoulder belt. Grasp the shoulder portion and pull downward until the entire belt is extracted.
Page This indicates the safety belt is now in the automatic locking mode. How to disengage the
automatic locking mode Ford recommends that all safety belt assemblies and attaching
hardware should be inspected by a qualified technician after any collision. Safety belt
assemblies not in use during a collision should also be inspected and replaced if either damage
or improper operation is noted. Page Seating and safety restraints The safety belt pretensioners
are designed to activate only during certain frontal or near-frontal collisions with sufficient
longitudinal deceleration. A safety belt pretensioner is a device which tightens the webbing of
the lap and shoulder belts in such a way that they fit more snugly against the body. Page
Seating and safety restraints To lower the shoulder belt height, push the button and slide the
height adjuster down. To raise the height of the shoulder belt, slide the height adjuster up. Pull
down on the height adjuster to make sure it is locked in place. Page Seating and safety
restraints Shorten and fasten the belt when not in use. To fasten, grasp the tongue, and with a
continuous motion, pull out enough webbing to buckle the tongue into the correct buckle the
buckle closest to the direction the tongue is coming from. Page Seating and safety restraints
Conditions of operation If Page Seating and safety restraints Do not sit on top of a buckled
safety belt to avoid the Belt Minder chime. Sitting on the safety belt will increase the risk of
injury in an accident. To disable one-time or deactivate the Belt Minder feature please follow the
directions stated below. Page if equipped , LATCH child seat tether anchors and lower anchors
if equipped , and attaching hardware, should be inspected after a collision. Ford recommends
that all safety belt assemblies used in vehicles involved in a collision be replaced. Page This
information will assist Ford in the servicing of your vehicle and may help Ford better
understand real world collisions and further improve the safety of future vehicles. Page Seating
and safety restraints Important supplemental restraint system SRS precautions The
supplemental restraint system is designed to work with the safety belt to help protect the driver
and right front passenger from certain upper body injuries. Air bags DO NOT inflate slowly or
gently and the risk of injury from a deploying air bag is greatest close to the trim covering the
air bag See your Ford or Lincoln Mercury dealer. Modifications to the front end of the vehicle,
including frame, bumper, front end body structure and tow hooks may effect the performance of
the air bag sensors increasing the risk of injury. Page Seating and safety restraints How does
the air bag supplemental restraint system work? The air bag SRS is designed to activate when
the vehicle sustains sufficient longitudinal deceleration. The fact that the air bags did not inflate
in a collision does not mean that something is wrong with the system. Page Seating and safety
restraints Several air bag system components get hot after inflation. Do not touch them after
inflation. If the air bag has deployed, the air bag will not function again and must be replaced
immediately. If the air bag is not replaced, the unrepaired area will increase the risk of injury in a
collision. Page Seating and safety restraints If any of these things happen, even intermittently,
have the SRS serviced at your dealership or by a qualified technician immediately. Unless
serviced, the system may not function properly in the event of a collision. Disposal of air bags
and air bag equipped vehicles including pretensioners For disposal of air bags or air bag
equipped vehicles, see your local dealership or qualified technician. Page If the light fails to
illuminate when the passenger air bag switch is in the OFF position and the ignition switch is in
ON, have the passenger air bag switch serviced at your Ford or Lincoln-Mercury dealer
immediately. Page If the light is illuminated when the passenger air bag switch is in the ON
position and the ignition switch is in ON, have the passenger air bag switch serviced at your
Ford or Lincoln-Mercury dealer immediately. Page Seating and safety restraints Always
transport children who are 12 and younger in the rear seat. Always use safety belts and child
restraints properly. If a child in a rear facing infant seat must be transported in front, the
passenger air bag must be turned OFF. This is because the back of the infant seat is too close
to the inflating air bag and the risk of a fatal injury to the infant when the air bag inflates is
substantial. Child age 1 to Page To improve the fit of lap and shoulder belts on children who
have outgrown child safety seats, Ford recommends use of a belt-positioning booster seat that
is labelled as conforming to all applicable Federal motor vehicle safety standards.
Belt-positioning booster seats raise the child and provide a shorter, firmer seating cushion that
encourages safer seating posture and better fit of lap and shoulder belts on the child. Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. For more information on

top tether straps, refer to Attaching safety seats with tether straps. Page Seating and safety
restraints Installing child safety seats in combination lap and shoulder belt seating positions Air
bags can kill or injure a child in a child seat. NEVER place a rear-facing child seat in front of an
active air bag. If you must use a forward-facing child seat in the front seat, move the seat all the
way back. Be sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from for that seating position until Page
Seating and safety restraints 7. Pull the lap belt portion across the child seat toward the buckle
and pull up on the shoulder belt while pushing down with your knee on the child seat. Allow the
safety belt to retract to remove any slack in the belt. Page Seating and safety restraints 5. Push
down on the child seat while pulling on the loose end of the lap belt webbing to tighten the belt.
Before placing the child into the child seat, forcibly tilt the child seat from side to side and in
forward direction to make sure that the seat is held securely in place. Page Seating and safety
restraints The tether anchors in your vehicle may be straps on the seatback or an anchor
bracket on the rear edge of the seat cushion. The rear seat of the SuperCab has three straps
behind the top of the seatback that function as both routing loops for the tether straps and
anchor loops. Position the child safety seat on the seat cushion. Route the child safety seat
tether strap over the back of the seat. Locate the correct anchor for the selected seating
position. Refer to the Installing child safety seats in combination lap and shoulder belt seating
positions section of this chapter for further instructions to secure the Page Seating and safety
restraints Many tether straps cannot be tightened if the tether strap is hooked to the loop
directly behind the child seat. To provide a tight tether strap: 1. Route the tether strap through
the loop directly behind the child seat. This system meets all Canadian Interference-Causing
Equipment standard requirements regulating the impulse electrical field strength of radio noise.
When starting a fuel-injected engine, avoid pressing the accelerator before or during starting.
Page Starting 2. Make sure the headlamps and vehicle accessories are off. Page Starting 3. If
there is difficulty in turning the key, firmly rotate the steering wheel left and right until the key
turns freely. Excessive cranking could damage the starter. Turn the key to 5 START without
pressing the accelerator pedal and release as soon as the engine starts. Page Starting Guarding
against exhaust fumes Although odorless and colorless, carbon monoxide is present in exhaust
fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any
kind inside your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive
if you smell exhaust fumes. Refer to the scheduled maintenance guide for scheduled
maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page Driving With the ABS
light on, the anti-lock brake system is disabled and normal BRAKE braking is still effective
unless the brake warning light also remains illuminated with parking brake released. If your
brake warning lamp illuminates, have your vehicle serviced immediately. Always set the parking
brake fully and make sure that the gearshift is securely latched in P Park automatic
transmission or in 1 First manual transmission. Page Driving To avoid injury, never run the
engine with one wheel off the ground, such as when changing a tire. Power steering uses
energy from the engine to help steer the vehicle. Page Driving Vehicles with a higher center of
gravity such as utility and four-wheel drive vehicles handle differently than vehicles with a lower
center of gravity. Utility and four-wheel drive vehicles are not designed for cornering at speeds
as high as passenger cars any more than low-slung sports cars are designed to perform
satisfactorily under off-road conditions. Page Driving Do not drive your vehicle until you verify
that the brakelamps are working. If your vehicle gets stuck in mud or snow it may be rocked out
by shifting from forward and reverse gears, stopping between shifts, in a steady pattern. Make
sure the gearshift lever is securely latched in P Park. This position locks the transmission and
prevents the rear wheels from turning. Always set the parking brake fully and make sure the
gearshift lever is latched in P Park. Page Driving Drive â€” Not shown on the display. Activate
by pressing the transmission control switch TCS on the end of the gearshift lever with the
gearshift in the position. Transmission operates in gears one through three. Drive provides
more engine braking than Overdrive and is useful when Page Driving Shift strategy 4R
automatic transmission To account for customer driving habits and conditions, your 4R
automatic transmission electronically controls the shift quality by using an adaptive learning
strategy. The adaptive learning strategy is maintained by power from the battery. When the
battery is disconnected or a new battery is installed, the transmission must relearn its adaptive
strategy. Page Driving 4. Depress the brake pedal. Release the parking brake. Move the
gearshift lever to the desired gear. Disengage the clutch, apply brake and shift into Neutral. Set
parking brake. Shift into 1 First. Turn the ignition key to position 3 OFF. Page Driving Do not
park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear
and set the parking brake fully. Reverse Make sure that your vehicle is at a complete stop before

you shift into R Reverse. Page 4WD system indicator lights The 4WD system indicator lights
illuminate only under the following conditions. If these lights illuminate when driving in 2WD,
contact your Ford dealer as soon as possible. Illuminates when 4H 4WD High is engaged. Bring
the vehicle to a complete stop. Depress the brake. Place the gearshift lever in N Neutral
automatic transmission or depress the clutch manual transmission. Page Driving Driving
off-road with 4WD Your vehicle is specially equipped for driving on sand, snow, mud and rough
terrain and has operating characteristics that are somewhat different from conventional
vehicles, both on and off the road. Maintain steering wheel control at all times, especially in
rough terrain. Since sudden changes in terrain can result in abrupt steering wheel motion, make
sure you grip the steering wheel from the outside. Page Driving When driving through water,
determine the depth; avoid water higher than the bottom of the hubs if possible and proceed
slowly. If the ignition system gets wet, the vehicle may stall. Once through water, always try the
brakes. Wet brakes do not stop the vehicle as effectively as dry brakes. Page Driving Automatic
transmissions may shift frequently while driving up steep grades. Eliminate frequent shifting by
shifting out of Overdrive into a lower gear. Driving on snow and ice A 4WD vehicle has
advantages over 2WD vehicles in snow and ice but can skid like any other vehicle. The GCWR
indicates the maximum loaded weight that the vehicle is designed to tow. Page Driving Special
loading instructions for owners of pickup trucks and utility-type vehicles For important
information regarding safe operation of this type of vehicle, see the Preparing to drive your
vehicle section inthe Driving chapter of this owner guide. Loaded vehicles, with a higher center
of gravity, may handle differently than unloaded vehicles. Page Driving Driving through deep
water where the transmission vent tube is submerged may allow water into the transmission
and cause internal transmission damage. Page Driving If you use a rental trailer, follow the
instructions that the rental agency gives to you. Do not attach safety chains to the bumper. The
trailer brakes must meet local and Federal regulations. Servicing after towing If you tow a trailer
for long distances, your vehicle will require more frequent service intervals. Refer to your
scheduled maintenance guide for more information. Page Driving Do not install a snowplow and
plow with your vehicle until it has been driven at least km miles. Installing the snowplow
Removing the blocker beam without installing snowplow attachment hardware may affect air
bag deployment in a crash. Do not operate the truck unless either the blocker beam or
snowplow attachment hardware is installed on the vehicle. Page Driving Engine temperature
while plowing When driving with a plow, your engine may run at a higher temperature than
normal because the attached snowplow blade will restrict airflow to the radiator. If you are
driving more than 24 km 15 miles at temperatures above freezing, angle the plow blade either
full left or full right to provide maximum airflow to the radiator. This program is separate from
the New Vehicle Limited Warranty. Page Roadside coverage beyond basic warranty In the
United States, you may purchase additional roadside assistance coverage beyond this period
through the Ford Auto Club by contacting your Ford or Lincoln Mercury dealer. Similarly in
Canada, you may purchase additional coverage beyond the basic coverage period by
consulting the Ford Roadside Assistance Club brochure or by calling 1â€”â€”â€”CLUB
1â€”â€”â€” Use the following procedure to reset the fuel pump shut-off switch. Turn the ignition
to the OFF position. Check the fuel system for leaks. Blown fuses are identified by a broken wire
within the fuse. Check the appropriate fuses before replacing any electrical components. NOTE:
Always replace a fuse with one that has the specified amperage rating. Page Roadside
emergencies Passenger compartment fuse panel The fuse panel is located below and to the left
of the steering wheel by the brake pedal. Remove the panel cover to access the fuses. To
remove a fuse use the fuse puller tool provided on the fuse panel cover. The fuses are coded as
follows. Page Roadside emergencies Always replace the cover to the Power Distribution Box
before reconnecting the battery or refilling fluid reservoirs. If the battery has been disconnected
and reconnected, refer to the Battery section of the Maintenance and care chapter. The
high-current fuses are coded as follows. Instead, gradually decrease your speed. Page
Roadside emergencies Removing the spare tire 1. If equipped with a two piece lug wrench,
assemble the lug wrench as shown in the illustration. To disassemble, unscrew. Insert the jack
handle into the rear bumper opening. Page Roadside emergencies If the vehicle slips off the
jack, you or someone else could be seriously injured. Refer to the instruction sheet located with
the jack for detailed tire change instructions. Park on a level surface, activate hazard flashers
and set the parking brake. Page Roadside emergencies 7. Position the jack according to the
following guides and turn the jack handle clockwise until the wheel is completely off the
ground. When one of the rear wheels is off the ground, the transmission alone will not prevent
the vehicle from moving or slipping off the jack, even if the transmission is in P Park or in the
reverse gear manual transmission. Do not start the engine when your vehicle is on the jack. The
jack is only meant for changing the tire. An explosion could result in injury or vehicle damage.

Do not push start your vehicle. You could damage the catalytic converter. Page Roadside
emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Page Roadside emergencies 3. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside emergencies
Jump starting 1. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Start the engine of the disabled vehicle. Once the disabled vehicle has been
started, run both engines for an additional three minutes before disconnecting the jumper
cables. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Page It is
recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Page If the
vehicle is towed by other means or incorrectly, vehicle damage may occur. Ford Motor
Company provides a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. If your
vehicle requires professional service, your dealership can provide the necessary parts and
service. Set the parking brake and ensure the gearshift is securely latched in P Park. Block the
wheels to prevent the vehicle from moving unexpectedly. Do not start your engine with the air
cleaner removed and do not remove it while the engine is running. Battery 2. Engine oil filler cap
3. Engine oil dipstick 4. Clutch fluid reservoir manual transmission 5. Brake fluid reservoir 6.
Power distribution box 7. Engine coolant reservoir 8. Page Maintenance and care 4. Power
steering fluid reservoir 2. Clutch fluid reservoir manual transmission 3. Brake fluid reservoir 5.
Power distribution box 6. Air filter assembly 7. Make sure the vehicle is on level ground. Turn
the engine off and wait a few minutes for the oil to drain into the oil pan. Locate and carefully
remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the indicator fully,
then remove it again. Some oil must be removed from the engine by a service technician. Page
Change your engine oil and filter according to the appropriate schedule listed in the scheduled
maintenance guide. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
MAX. Do not fill above this line. Use only a DOT 3 brake fluid certified to meet Ford
specifications. Refer to Lubricant specifications in the Capacities and specifications chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page If the fluid level drops, refill the fluid level to the step in the reservoir. Use only a
DOT 3 brake fluid designed to meet Ford specifications. Refer to Capacities and specifications.
Page Only use a washer fluid that meets Ford specification. State or local regulations on volatile
organic compounds may restrict the use of methanol, a common windshield washer antifreeze
additive. For vehicles with overflow coolant systems with a non-pressurized cap on the coolant
recovery system, add coolant to the coolant recovery reservoir when the engine is cool. Page
Operating an engine with a low level of coolant can result in engine overheating and possible
engine damage. Recycled engine coolant Ford Motor Company recommends the use of a
recycled engine coolant produced by Ford-approved processes in vehicles originally equipped
with Motorcraft Premium Engine Coolant green-colored. If the engine reaches a preset
over-temperature condition, the engine will automatically switch to alternating cylinder
operation. Page Maintenance and care 5. Restart the engine and take your vehicle to a service
facility. Driving the vehicle without repairing the engine problem increases the chance of engine
damage. Take your vehicle to a service facility as soon as possible. If the fluid is low, add fluid
in small amounts, continuously checking the level until it reaches the range between the MIN
and MAX lines. Be sure to put the cap back on the reservoir. Page Maintenance and care High
fluid level Fluid levels above the safe range may result in transmission failure. Page 5. Install
and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to the
Capacities and specifications chapter. Page Use only fluid that meets Ford specifications.
However, for severe usage or in high temperature climates, check the battery electrolyte level.
Refer to the scheduled maintenance guide for the service interval schedules. Lift the battery
with a battery carrier or with your hands on opposite corners. Page Maintenance and care If the
battery has been disconnected or a new battery has been installed, the clock and the preset
radio stations must be reset once the battery is reconnected. Follow your local authorized
standards for disposal. Page Maintenance and care 2. Carefully separate the two halves of the
air filter housing. Remove the air filter element from the open end of the air filter housing. Install
a new air filter element, ensuring the notch on the top half of the air filter housing lines up with
the notch on the bottom half of air filter housing. Department of Transportation-Tire quality
grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Page Maintenance and

care Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire
when tested under controlled conditions on a specified government test course. Page Make
sure that all replacement tires are of the same size, type, load-carrying capacity and tread
design e. Page Maintenance and care Failure to follow these precautions may adversely affect
the handling of the vehicle and make it easier for the driver to lose control and roll over. Page
Maintenance and care The fuel system may be under pressure. If the fuel filler cap is venting
vapor or if you hear a hissing sound, wait until it stops before completely removing the fuel filler
cap. Otherwise, fuel may spray out and injure you or others. If you do not use the proper fuel
filler cap, excessive pressure or vacuum in the fuel tank may damage the fuel system or cause
the fuel cap to disengage in a collision, which may result in possible Repeated or prolonged
skin contact with fuel liquid or vapor causes skin irritation. Page Maintenance and care Repairs
to correct the effects of using a fuel for which your vehicle was not designed may not be
covered by your warranty. Page Ford or Motorcraft fuel filler cap is not used. Page Maintenance
and care The amount of usable fuel in the empty reserve varies and should not be relied upon to
increase driving range. When refueling your vehicle after the fuel gauge indicates empty, you
might not be able to refuel the full amount of the advertised capacity of the fuel tank due to the
empty reserve still present in the tank. Page Maintenance and care during summer and winter
will show how temperature impacts fuel economy. In general, lower temperatures give lower
fuel economy. Driving style â€” good driving and fuel economy habits Give consideration to the
lists that follow and you may be able to change a number of variables and improve your fuel
economy. Follow the recommended maintenance schedule and owner maintenance checks
found in your vehicle scheduled maintenance guide. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and care engine. This decal
identifies engine displacement and gives some tune up specifications. Please consult your
Warranty Guide for complete emission warranty information. Page Maintenance and care Do not
remove lamp bulbs unless they can be replaced immediately with new ones. If a bulb is
removed for an extended period of time, contaminants may enter the lamp housings and affect
lamp performance. Replacing headlamp bulbs 1. Page Maintenance and care Page Maintenance
and care 6. Align top and bottom ribs of parking lamp assembly with corresponding slots on
front of vehicle. Push gently until parking lamp assembly seats you will hear a snap. Install
screw on lamp assembly. Page Maintenance and care Replacing high-mount brake and cargo
lamp bulbs To remove the lamp assembly: 1. Remove the two screws and move the lamp
assembly away from the vehicle to expose the bulb sockets. Remove the bulb socket by
rotating counterclockwise and pulling it out of the lamp assembly. Page Maintenance and care
Replacing license plate lamp bulbs The license plate bulbs are located behind the rear bumper.
To change the license plate lamp bulbs: 1. Reach behind the rear bumper to locate the bulb.
Twist the bulb socket counterclockwise and carefully pull to remove it from the lamp assembly.
Page If your vehicle has been in an accident the alignment of your headlamps should be
checked by a qualified service technician. Washing your vehicle Wash your vehicle regularly
with cold or lukewarm water. Observe the application instructions on the products. Page
Cleaning the exterior lamps Wash with the same detergent as the exterior of your vehicle. To
avoid scratching the lamps, do not use a dry paper towel, chemical solvents or abrasive
cleaners. This mild cleaner and special pad, cleans the leather and maintains its natural beauty.
Follow the instructions on the cleaner label. Page Maintenance and care Tonneau cover care if
equipped To avoid damage to the vinyl tonneau cover, do not use any silicone based cleaner or
conditioner. Do not use stiff bristle brushes or abrasive materials or cleaners. Hot waxes
applied by commercial car washes can affect the cleanability of vinyl material. Service refill
capacity is determined by filling the transfer case to the bottom of the filler hole with the vehicle
on a level surface. Page Capacities and specifications Add ml 4 oz. Service refill capacity is
determined by filling the axle to the bottom of the filler hole with the vehicle on a level surface.
Add ml 8 oz. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Please contact your dealer for further
information. Page Ford Customer Relationship Center. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page P. The
decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to
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them under state or federal law. Page Operations. These quality products have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. These quality accessories have been
specifically engineered to fulfill your automotive needs; Box Detroit, Michigan Or call: For a free
publication catalog, order toll free: Monday-Friday a. EST Items in this catalog may be
purchased by credit card holders only. Page Index Index Accessory delay Page Index in front
seat Page Index Engine Page Index definition Page Index replacing bulbs Page Index manual
operation Refer to Adding engine coolant, in the Maintenance and Care chapter. Ensure the
correct automatic transmission fluid is used. Transmission fluid requirements are indicated on
the dipstick or on the dipstick handle. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

