2001 ford mustang thermostat

Designed for seamless fit and enduring functionality, Stant OE replacement thermostats provide
accurate control of coolant for steady working temperature of your vehicle's engine. Founded in
, Stant manufactures world-c We've Made a Site Update. Refresh to the latest version. Retrieve
quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts.
Select your vehicle. Refine by:. Thermostat part. Product Fit. Opening Temperature Rating.
Quantity Sold. Shop Ford Mustang Thermostat. Showing 1 - 15 of 32 results. Display item:. Sort
by:. Guaranteed to Fit. Core Charge. Add to cart. Part Number: GAT Product Details Notes : 1.
Product Details Notes : 0. Part Number: ST Product Details Quantity Sold : Sold individually.
Product Details Notes : Reverse poppet design; Economy thermostat type; 0. Page 1 of 3
Showing 1 - 15 of 32 results. Featured Brands. Stant Thermostat Manufacturer Reviews
Questions, Answers. Gates Thermostat Manufacturer S. Motorcraft Thermostat Manufacturer RT
Painless Thermostat Manufacturer Established in , ACDelco manufactures original Jun 14,
Temperature rating is accurate and it fit properly. Purchased on Aug 04, Jun 10, The part was
good quality and the delivery was prompt Thanks. Purchased on Jul 11, So far so good. I own a
small business for 42 years for which we own numerous not counting the little stuff like chain
saws and whackers pieces of equipment 24 engines from a lowly 6 cyl. Nissan to a behemoth B
Cat. We live miles from 'civilzation', meaning we don't just hop in a rig and go buy a bolt. I've
decided to try purchasing parts here, online, to see if they hold up any better. This thermostat
goes in an old Ford F and it is the 4th. I spent about double for the part, but hope it holds up for
years. Only time will tell. Purchased on Feb 11, Helpful Automotive Resources. When the
coolant temperature in your radiator and your engine is outside the normal range, your PCM
may trigger code P What are the Possible Causes of the P Code? Defective or malfunctioning
engine coolant temperature sensorLow engine coolant. Main Components of Your Cooling
System 4. Prevents oil, anti-freeze and cylinder pressure from mixing together. A Short Course
on Fuel Systems The most common fuels in use today are gasoline and diesel, however, a
number of new fuels are hitting the market or show promise for the future. More on those
alternative fuels at the end of this article. If the engine temperature is too low, fuel economy will
suffer and emissions will rise. If the temperature is allowed to get too hot for too. This can be
caused by a faulty thermostat. When a defective thermostat no longer opens, the engine will
overheat and cause a breakdown. P Code: Insufficient Coolant Temperature for Closed Loop
Fuel Control The engine not getting up to the temperature needed for closed-loop operation
might affect fuel economy. Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement. If you drive one of Ford's most popular and recognizable models, the Mustang, and
notice heater or engine temperature problems, chances are good you'll need to replace the
thermostat. Luckily, changing the thermostat in a Ford Mustang doesn't require a lot of time; in
less than an hour, you can be back on the road. Lift up the front end of your Ford Mustang with
a jack and lower it onto jack stands, or use wheel ramps. Unscrew the radiator cap and open the
drain plug at the bottom of the radiator. Drain the coolant into a suitable container. Reuse this
coolant if relatively new and clean. Follow the upper radiator hose to the thermostat housing
located at the top of the engine next to the alternator. Use vise-grip pliers to loosen the hose
clamp at the end of the radiator hose and pull the hose off the thermostat housing. Use a 10mm
socket or wrench to remove the two bolts on either side of the thermostat housing to remove
the thermostat housing cover. Pull off the cover to expose the thermostat. Clean any old gasket
residue from inside the thermostat housing cover. Remove the old thermostat by prying up with
a screwdriver or pulling it out with a pair of pliers. Insert the new thermostat with the
spring-side facing into the engine. Install the new o-ring gasket. Make sure the gasket is seated
correctly for proper sealing. Reattach the thermostat housing cover and the radiator hose. Fill
the radiator with reserve or new coolant. Start your Mustang and allow it to run with the radiator
cap off for several minutes. Replace the cap and run the Mustang until it reaches normal
operating temperature. Drive a short distance, then park and allow the engine to cool. Check the
level of the coolant. Add more coolant if necessary. This article was written by a professional
writer, copy edited and fact checked through a multi-point auditing system, in efforts to ensure
our readers only receive the best information. To submit your questions or ideas, or to simply
learn more, see our about us page: link below. Step 1 Lift up the front end of your Ford Mustang
with a jack and lower it onto jack stands, or use wheel ramps. Step 2 Follow the upper radiator
hose to the thermostat housing located at the top of the engine next to the alternator. Step 3
Use a 10mm socket or wrench to remove the two bolts on either side of the thermostat housing
to remove the thermostat housing cover. Step 4 Remove the old thermostat by prying up with a
screwdriver or pulling it out with a pair of pliers. Step 5 Reattach the thermostat housing cover
and the radiator hose. Tips Save a step and simply remove the bolts from the thermostat
housing cover and pull off the cover with the radiator hose still attached, if desired. Jack and

jack stands or wheel ramps Container Vise-grip pliers Screwdriver 10mm socket or wrench
Thermostat and gasket. Don't drain the coolant from your Ford Mustang while the engine is hot.
My car overheats soon after I start it and there is cold water in the reservoir. I think it could be
the thermostat. I looked on the internet and seen most of the thermostats on a Ford mustang
cobra are located on top. I think my thermostat is at the the bottom where three hoses come
together Can someone tell me for sure where it is? Ok, if Truck is a ford tech, never take your
car to him. He should know that a mustang cobra is not supercharged. He should also know
that the thermostat housing on Ford 4. I doubt they would have changed the location in 1 year,
as that's the location of my 98 cobra's thermostat, and the 98 was kind of a research year to
develop the cobras. Follow the hose from the top of the radiator to the top of the motor. It
should be where the hose connects to a spout on the top of the motor. Find a drainage pan for
when you remove the hose from the spout, because it's going to be a mess. Remove the bolts
out of the spout, then remove it and the thermostat should be sitting inside. I am speaking from
experience on older 80's and early 90's Mustangs. But I don't think the thermostat location
changed. Oh and a little side note, make sure you clean off the crud around the thermostat
housing with a wire brush or a razor. Good Luck. The plugs are mounted down into the block on
the intake manifold. There aren't any coil wires anymore, each spark plug has it's own little coil
sitting on top of it. Trending News. For Tiger Woods, golf is secondary at this point. FOMO trend
is fueling a homebuying surge. Poll: Partisan divide over vaccine acceptance grows. Official on
Woods: He's 'very fortunate' to be alive. State tax changes could mean bigger refunds for some.
Mars rover's giant parachute carried secret message. Samsung's Galaxy Watch 3 down to
all-time-low price. Chris Harrison's 'Bachelor' future up in the air. Jerry d. Answer Save.
AnonymousGearhead Lv 7. Source s : Own a mustang cobra, rebuilt the engine myself Hope
this helps. How do you think about the answers? You can sign in to vote the answer. Still have
questions? Get your answers by asking now. When the thermostat fails, one of two things will
happen. Either the engine overheats or stays so cool that the heater will not work. Thankfully,
there is a way to test the thermostat to find out if it has failed or not, without having to replace it
first. In this article I'll show how to do it in a few easy steps. If your vehicle is overheating, I have
also included a brief test of the fan motor, to see if it's coming on at the correct temperature if
your specific Ford is equipped with a fan motor and not a fan clutch. TIP 1: The easiest way to
test the thermostat is with a scan tool that can read Live Data and this is how I'm gonna' show
you how to do it in this article. You don't need the Ford factory scan tool or an expensive
professional technician level scan tool. A generic scan tool will do great and I've written this
article with this tool in mind Don't have a scan tool? Need a scan tool? TIP 2: I'm gonna' ask you
to start and run the engine till it warms up, to test the thermostat. Therefore you should not
open the radiator cap under any circumstances. Opening the radiator cap with a warmed up or
hot engine can cause you severe burns. Your safety is your responsibility. Be careful and think
safety all of the time. TIP 3: To successfully test the thermostat, it's very important that you start
your troubleshooting with a completely cold engine. Thermostats fail in one of two ways, they
will either stay stuck open and let coolant circulate between the engine and radiator all of the
time or they'll stay stuck closed. CASE 1: If the thermostat is stuck open , you'll see the
following symptoms:. A lot of folks are usually surprised to find out that a stuck open or
missing thermostat has such a negative impact on gas mileage but it does. CASE 2: If the
thermostat is stuck closed , you'll see the following symptoms:. Do not open the radiator cap
for any reason once the engine starts to warm up. With engine comple
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tely cold by cold I mean at ambient temperature. Remove the radiator cap and make sure the
radiator is completely topped off. Once you've verified that the radiator is indeed full of coolant,
re-install the radiator cap. Now, check the temperature of the upper radiator hose with your
hand. The hose should be cold ambient temperature. If the upper radiator hose is hot, then you
need to let the engine cool down completely and start the test then. Don't skip this step since
you need to make sure that the upper radiator hose is cold ambient temperature before cranking
and starting the engine. As an Amazon Associate, I may earn a small commission from
qualifying purchases from the Amazon product links from this website. Your purchase helps
support my work in bringing you real diagnostic testing information to help you solve the
problem! Page 1 Page 2 Page 3. Contents of this tutorial:. All Articles: 3. Applies To:. Ford
Vehicles:. Do NOT follow this link or you will be banned from the site!

