2001 grizzly 660

The recent millennia saw the rise of V-belt transmission, four-stroke, fuel injection, and the
Yamaha Grizzly It had a sporty look, a powerful engine, and a utilitarian build that promised tons
of fun on the ranch as it did on the trails. The Yamaha Grizzly was a spin-off of the Raptor ,
produced from to Fondly called the Bear or Grizzly, this four-wheeler boasted a sportier look, an
Ultramatic transmission, and an improved suspension. These standout features made the quad
a top choice for trail riding and chores. Execution is everything, and Yamaha did right in this
aspect with the Yamaha Grizzly Along with its toughest competitors such as the Ranger,
Sportsman, and Rincon, the machine unfalteringly delivered the ultimate riding adventure to
both trail and aggressive riders. Continue reading, and relive the glory days of the Grizzly.
Hence, the Yamaha Grizzly was born. Unlike its predecessor, the Grizzly did not have dual
carburetors. But it did utilize a robust mm Keihin carburetor and five-valve cylinder head,
independent double-wishbone suspension, and hydraulic disc brakes â€” instantly making it
one of the go-to four-wheelers in its category. Produced from to for to models , this rec-utility
vehicle stayed in the market for six consecutive years. It launched with a newly construed
chassis, designed to address the biggest shortcoming of its stablemate, the Raptor.
Double-A-arm, independent suspension on all fours with sway bars replaced the former front
MacPherson better struts and rear swingarm suspension. It also had a push-button front
differential lock and improved instrumentation. Yamaha fed the Grizzly so well that it remained
among the quads with top popularity and sales, despite the emergence of multi-cylinder beasts
from the competition. It was not until the advancing tide of technology in that Yamaha had to
update the Grizzly to include a bit ECU for power steering, a mm throttle body for fuel injection,
and a larger displacement of cm3. Additionally, cost-effectiveness and the aim for weight
savings resulted in the Grizzly shifting to a four-valve cylinder head and a redesigned frame and
suspension and losing its auxiliary mechanical pull-starter. Some units open for bidding come
with free shipping. The top speed of a stock Yamaha Grizzly is 70 mph. This figure may change,
depending on altitude, temperature, humidity, rider weight, terrain, modifications, and overall
vehicle condition. Here are a few things to consider:. In addition to the above setbacks, here are
a few more known issues with the Grizzly worth noting:. Most of these drawbacks are
self-inflicted, if not circumstantial. Like the rear axle popping out, some have been addressed
through factory changes as in Yamaha Grizzly onwards. But for enthusiasts who want more,
they have to bear in mind that upkeep and a few appropriate mods are needed to draw the most
out of this behemoth. This Japanese firm started as a piano and reed organ manufacturer in It
was not until after World War II that the company ventured into the production of motorcycles.
Eventually, it separated from its parent company in to become Yamaha Motor Co. Today, the
product offerings of this industry leader span from motorsports, off-road vehicles, personal
watercraft, and speed boats to outboard motors. The Yamaha Grizzly can conveniently get lost
in the superlatives of its competitors such as the Prairie, Rincon, and Vinson. Despite this, it is
still a capable machine that has remained at the forefront of the ATV scene. Maneuvering the
vehicle boosts confidence and almost feels like riding an extension of yourself. But its
responsive engine, braking system, and CVT transmission never fail. It has given many riders
joyous moments and challenging situations, and it will continue to do so for the years to come.
Synonymous with hard work, the Kawasaki Mule has come a long way from its 1,class
predecessor. This multi-functional quad is no longer just for agricultural applications. Through
the years, This wheeler was Polaris' Skip to content. The forward-inclined powerplant has a
bore-stroke ratio of by 84 mm 3. It has an engine displacement of cm3, a compression ratio of 9.
At disassembly, it is 2. Recommended tire pressure for front tires is kPa 0. Do not go beyond 3.
The minimum ground clearance is The seat height is Radiator capacity is 1. The final gear case
oil capacity is 0. The four-wheeler comes standard with hand grips, front and rear fenders,
footrests, and front and rear bumpers. Dual watt headlights mounted on the front fenders, a
5-watt taillight, and a watt brake light provide superior light distribution. The rest of the warning
indicators found on the center console are LED lights. Continue Reading. It has a cc four-stroke
engine from the XT Yamaha replaced the Grizzly with the new Grizzly using a larger engine that
is cc derived from the Raptor with a five-valve cylinder head. Beyond the engine, the biggest
differences between the Grizzly offered in the US from to and the Grizzly introduced in , is the
rear suspension. The older Grizzly has a rigid rear axle with a single shock. The newer Grizzly
has independent rear suspension with dual shocks. This is reported to have significantly
improved the handling characteristics of the newer model. The Grizzly includes push button 4
wheel drive and diff lock. In Yamaha came out with the Grizzly that provides fuel injection and
optional EPS electric power steering , that has been getting great reviews. Also, the uses "gull
wing" bent axle on the rear, allowing for a shorter frame, and reduced weight. From Wikipedia,
the free encyclopedia. This article includes a list of references , related reading or external links
, but its sources remain unclear because it lacks inline citations. Please help to improve this

article by introducing more precise citations. September Learn how and when to remove this
template message. Hidden categories: Articles lacking in-text citations from September All
articles lacking in-text citations All stub articles. Namespaces Article Talk. Views Read Edit View
history. Help Learn to edit Community portal Recent changes Upload file. Download as PDF
Printable version. This all terrain vehicle -related article is a stub. You can help Wikipedia by
expanding it. Make Yamaha. Model Grizzly Take a number. As in the biggest, baddest engine
ever spooned into a utility ATV. It also happens to be the most technically advanced, featuring
liquid-cooling and the same patented 5-valve cylinder head technology found on the ultra-sport
R Raptor. It has only been used for pushing off Sprint Car. Has been kept inside at all times.
Please feel free to call for more information. This unit is for wholesale. It runs and drives great,
comes with a winch and has about miles on it. Make an offer! All our bikes are fully serviced and
inspected. Viper winch, HMF exhaust and hard case storage on rear rack with snatch block, tow
straps and camping shovel to pull your buddies out when they get stuck in the mud. Ready to
ride!!! Bought a boat a couple years back and just don't have the time to enjoy both. Call or text
for more info, please leave a message if no answer and I will call back. It has a brand new 54
inch American Eagle snow plow. Presenting the top of the utility ATV food chain. No
four-wheeler packs as much advanced technology, all-terrain performance and flawless fit and
finish as this incredible beast. Add to the roster of features front and rear hydraulic disc brakes,
multi-function digital instrument panel with LCD display and fuel gauge, sturdy, powdercoated,
wrinkle-finish steel front and rear racks, electric start with backup recoil starter, standard trailer
hitch and winch mounting tabs, just to name a few. First full service was completed at 35 hours
with synthetic oil. Like new condition, has never been abused. Never in mud, just used for
hunting. Call with any interest or questions. There will be more pictures available upon request.
We also offer great financing terms for qualifying credit. Call us for buying or trading your
motorcycle, atv, or snowmobile. Was my girls ride. We are switching to water sports. Minor
scratches on plastic and other normal wear marks. Have title. Grants Pass, OR. Gresham, OR.
Carthagena, OH. Coconut Creek, FL. Fort Rice, ND. Eaton, NH. Alpharetta, GA. Alert
Successfully Created. Save search. Motorcycles for Sale Yamaha Grizzly Year Make Yamaha
Model Grizzly Category - Engine - Posted Over 1 Month. Prev 1 2 3 Next. Make Yamaha 35
Polaris 1. ZIP Code. Year minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit
Cancel. Quick Links. It contains important safety information. This ATV should not be ridden by
anyone under 16 years of age. Troubleshooting Troubleshooting Troubleshooting charts LIT
5KM Page 2 EBU Page 3 Yamaha experience in the production of fine sporting, touring, and
pace-setting racing machines. With the purchase of this Yamaha, you can now appreciate the
high degree of crafts- manship and reliability that have made Yamaha a leader in these fields.
Page 5 Please check your local riding laws and regulations before operating this ATV.
Speedometer unit Page 9 Troubleshooting charts If a label becomes difficult to read or comes
off, a replacement label is available from your Yamaha dealer. Operate at a slow speed and
allow extra time and distance for maneuvers to avoid loss of control. An ATV handles differently
from other vehicles including motorcycles and cars. A collision or rollover can occur quickly,
even during routine maneuvers such as turning and riding on hills or over obstacles, if you fail
to take proper precautions. Page 15 Never operate an ATV without wearing an approved
motorcycle helmet that fits properly. You should also wear eye protection goggles or face shield
, gloves, boots, long-sleeved shirt or jacket, and long pants. Never consume alcohol or drugs
before or while operating this ATV. Never operate at speeds too fast for your skills or the
conditions. Page 16 Always follow proper procedures for climbing hills as described in this
manual. Check the ter- rain carefully before you start up any hill. Never climb hills with
excessively slippery or loose surfaces. Shift your weight forward. Never open the throttle
suddenly. Never go over the top of a hill at high speed. Page 17 Always check for obstacles
before operating in a new area. Never attempt to operate over large obstacles, such as large
rocks or fallen trees. Always follow proper procedures when op- erating over obstacles as
described in this manual. Always be careful when skidding or sliding. Learn to safely control
skidding or sliding by prac- ticing at low speeds and on level, smooth terrain. Rear shock
absorber spring Engine oil dipstick preload adjusting ring Recoil starter 2. Storage
compartment and tool kit Coolant reservoir 3. Air filter case Drive select lever box check hose 4.
Page Identification Number Records This number can be used for ordering a new when ordering
spare parts from a Yamaha key. Page Vehicle Identification Number Record the information on
this la- bel in the space provided. This information will be needed to order spare parts from your
Yamaha dealer. EBU Main switch Functions of the respective switch positions are as follows: 1.
Main switch The engine can be started only at this position and the headlights and taillight
come on when the light switch is on. Page 25 If the indicator light flashes or the speedomedifferential gear case, the four-wheel drive in- ter does not show the speed while riding, dicator

may not come on until the ATV starts have a Yamaha dealer check the speed sen- moving. If the
light comes on during operation, stop the en- gine as soon as it is safe to do so and allow the
engine to cool down for about 10 minutes. The engine turned off for more than thirty minutes.
See page for a detailed explanation about the differential gear lock switch and its function. The
amount of effort is more the faster you go. You 1. Page 33 1. Lever 1. Page Throttle Lever Check
the operation of the throttle lever before you start the engine. If it does not work smoothly,
check for the cause. Correct the problem before riding the ATV. Consult a Yamaha dealer if you
1. Turning in the ad- er and throttle. Pull it toward the handlebar to ap- ply the front brake. Brake
pedal 1. Front brake lever EBU Brake pedal and rear brake lever The brake pedal is located on
the right side of the ATV and the rear brake lever is located on the left handlebar. Page Drive
Select Lever EBU EBU Drive select lever Recoil starter The drive select lever is used to shift
your ma- Firmly grasp the handle and pull slightly until chine into the low, high, neutral, reverse
and engagement can be felt. Then pull forcefully, park positions. The fuel cock has three
positions. OFF: With the lever in this position fuel will not flow. Always turn the lever to this
position when the engine is not running. A separate starter circuit supplies this mixture. Move
in direction a to turn on the starter choke. Move in direction b to turn off the starter choke. Page
Seat EBU Seat To install the seat, insert the projections on To remove the seat, pull the seat
lock lever the front of the seat into the seat holders and upward and pull up the seat at the rear.
NOTE: Make sure that the seat is securely fitted. See page for seat removal and installation
procedures. A special wrench can be obtained at a To decrease the spring preload, turn the adYamaha dealer to make this adjustment. Special wrench the left and right side to the same setting. The auxiliary DC jack can be used for suitable work lights, radios, etc. The auxiliary DC
jack should only be used when the engine is running. Page 47 4. When the auxiliary DC jack is
not being used, cover it with the cap. This may overload the circuit and cause the fuse to blow.
If accessories are used without the engine running or with the headlights turned on, the battery
will lose its charge and engine starting may be Failure to properly maintain the ATV. Page 51
Always check the brakes at the start of every ride. Do not ride the ATV if you find any problem
with the brakes. If a problem cannot be corrected by the ad- justment procedures provided in
this manual, have a Yamaha dealer check for the cause. Page Fuel Yamaha because it may
cause fuel system and piston rings, as well as to the exhaust damage or vehicle performance
problems. Fuel expands when it heats up. If the fuel tank is overfilled, fuel could spill out due to
heat from the engine or the sun. Add oil as necessary. See pages â€” level. See pages â€” See
pages â€” for details. The coolant lev- Removing the radiator cap when the en- el will vary with
engine temperature. The gine and radiator are still hot. Take the machine to a Yamaha dealer or
refer to the Service Manual for correct tightening torque. The tires listed below have been apThe following are minimums: proved by Yamaha Motor Co. Front 32 kPa 0. Other tire combinaRear 27 kPa 0. Use no more than the following pressures when seating the tire beads. Front kPa
2. Inflate the tires very slowly and carefully. NOTE: The low-pressure tire gauge is included as
standard equipment. Make two measure- ments of the tire pressure and use the second reading.
Dust or dirt in the gauge could cause the first reading to be incorrect. Tire wear limit Page
Operation 3. Shift the drive select lever into the neutral or park position. The engine can be
started in any gear if the rear brake lever or brake pedal is ap- plied. Pause a few seconds
before the next attempt. Each cranking should be as short as possible to preserve battery enEBU ergy. Shifting: Neutral to High and High to Low 1. Bring the ATV to a complete stop and re1. Page 66 If the light does not the drive select lever along the shift come on, ask a Yamaha
dealer to inspect guide. Due to the synchronizing mechanism in the engine, the light may not
come on un- til the ATV starts moving. Page 67 5. Open the throttle lever gradually and continue to watch to the rear while backing. Page Engine Break-In If any abnormality is noticed the
following material. Because the engine is during this period, consult a Yamaha dealer. When
parking, stop the engine and shift the Rev the machine freely but do not use full drive select
lever into the park position, then throttle at any time. After break-in: Avoid prolonged full throttle
operation. Bring the machine to a stop by applying the brakes. Stop the engine. With the brake
pedal applied, shift the Parking on a hill or other incline. Your Yamaha dealer has a variety of an
accessory that limits your ability to move genuine Yamaha accessories. Other ac You can
measure tongue weight handling of an ATV. You must use common with a bathroom scale. Put
the tongue of sense and good judgment when carrying car- the loaded trailer on the scale with
the go or towing a trailer. Although conditions vary, Overloading this ATV or carrying or tow- it
is good practice not to exceed low range ing cargo improperly. They should Beginners should
get training from a certified then regularly practice the skills learned instructor. Page 78 Not
recommended for children under 16 years of age. Page 79 This ATV is designed to carry
operator and cargo only - passengers prohibited. Could cause you to react more slowly. Page
83 Speed limiter WARNING For riders less experienced with this model, Indicates a potential

hazard that could this model is equipped with a speed limiter in result in serious injury or death.
The speed limiter keeps the throttle from fully opening, even Do not operate at speeds too fast
for your when the throttle lever is pushed to the maxi- skills or the conditions. Otherwise your
feet may con- Removing hands from handlebars or tact the rear wheels. Page 86 Avoid wheelies
and jumping. You may lose control of the ATV or overturn. Page 87 Never modify this ATV
through improp- er installation or use of accessories. All parts and accessories added to this
ve- hicle should be genuine Yamaha or equivalent components designed for use on this ATV
and should be installed and used according to instructions. If you have questions, consult an
autho- rized ATV dealer. Page 88 Exhaust system Do not touch the hot exhaust system. To
prevent others might be likely to touch it. Riding on paved surfaces can cause loss of control.
Paved surfaces may seriously affect handling and control of the ATV, and may cause the
vehicle to go out of con Page 90 Do not ride on any public road, street, or high- way. Riding on
public roads can result in collisions with other vehicles. Page 91 Know the terrain where you
ride. Ride cau- tiously in unfamiliar areas. Stay alert for holes, rocks, or roots in the terrain, and
oth- er hidden hazards which may cause the ATV to upset. You could a caution flag on the ATV.
DO NOT use the be injured. Page 94 Select a large, flat area off-road to become fa- With the
engine idling, shift the drive select le- miliar with your ATV. Page 96 Once you have learned this
technique you should be able to perform it at higher speeds or in tighter curves. Improper riding
procedures such as abrupt throttle changes, excessive braking, incorrect body movements, or
too much speed for the sharpness of the turn may cause the ATV to tip. Be sure that you can
ma- for the ATV or for your abilities. Practice neuver your ATV well on flat ground before at- on
smaller hills before attempting large tempting any incline and then practice riding hills.
Climbing hills improperly. Avoid hills with excessively slippery or loose surfaces. Shift your
weight to the uphill side of the ATV. Page If your ATV has stalled or stopped and you the front
and rear brakes gradually, or dis- believe you can continue up the hill, restart mount the ATV
immediately on the uphill side. Page If you begin rolling backwards: Keep weight uphill. Apply
the front brake. Dismount on uphill side or to a side if pointed straight uphill. This means that
applying either ATV as possible. Note: a special technique is required when braking as you go
down a hill. Be sure that you hills. Page Test your brakes shallow water of up to a maximum of
35 cm after leaving water. If necessary, apply 14 inches in depth. Page Test your brakes after
leaving the water. Page 1. V-belt cooling duct check hose Left side 1. Drive select lever box
check hose 1. V-belt case drain plug Look out for obstacles which could Improperly operating
over obstacles. Be sure to keep your feet Could cause loss of control or a colli- firmly mounted
on the footboards at all times. If there is room to do so by steering in the direc- unexpected and
uncorrected, sliding could tion of the slide. Bear in mind that You may lose control of this ATV.
If your ATV starts to slide sideways: This section is designed to be a reference Steer in the
direction of the slide if you have guide only. Be sure to read each section on the room. Applying
the brakes or accelerat- riding techniques completely. Page If your ATV is traversing a sloping
surface: Be sure to ride with your weight positioned towards the uphill side of the ATV to maintain proper balance. If the ATV starts to tip, steer down the hill if there are no obstacles in your
way to regain balance. Periodic inspection, adjustment and lubrica- tion will keep your machine
in the safest and EBU most efficient condition possible. All the torque settings and adjust them
as neces- parts and accessories added to this ve- sary. For ATVs equipped with an odometer or
an hour meter, follow the km mi or hours maintenance intervals. Page Panel Removal And
Installation EBU Panel removal and installation The panels illustrated need to be removed to
perform some of the maintenance described in this chapter. Refer to this section each time a
panel has to be removed or reinstalled. Panel D 2. Panel E 3. Remove the seat. See page for seat
removal and installation proce- dures. Pull outward on the area shown, and then pull upward as
shown. Panel D 1. Panel A Page To install 1. Insert the panel projections in the numer- ical order
shown in the illustration, and then push inward on the area shown. Install the seat. To install
Place the panel in the original position and in- stall the bolts. Panel B 2. Remove the front carrier
by removing the stay covers at the rear, then by removing the bolts. Place the panel in the
original position and install the quick fasteners. Install the front carrier by installing the bolts
and tightening them to the specified torques. Tightening torques: Carrier bolt top : 26 Nm 2. To
install Place the panel in the original position, and then install the bolts. Panel E 2. Pull outward
on the areas shown. Panel F Remove the rear carrier by removing the bolts. Remove the seat
under bracket and the panel by pulling them off. Place the panel and the seat under The engine
oil level should be checked before bracket in the original position. In addition, the oil must be
changed 2. Install the rear carrier by installing the and the oil filter cartridge replaced at the
inter- bolts and tightening them to the specified vals specified in the periodic maintenance Page
5. Remove the engine oil filler cap and wipe 6. Insert the dipstick in the oil filler hole off the
dipstick with a clean rag. NOTE: The engine oil should be between the mini- mum and maximum

level marks. Page 7. If the engine oil is at or below the mini- To change the engine oil with or
without oil filter cartridge replacement mum level mark, add sufficient oil of the recommended
type to raise it to the cor- 1. Remove panel F. See page for rect level. Page â€” and for panel
remov- al and installation procedures. Remove the oil filter cartridge with an oil filter wrench.
O-ring 1. Engine oil filter cartridge 2. Page 8. Install the new oil filter cartridge with an 9. Install
panels D and E. Install the engine oil drain bolt, and then specified torque with a torque wrench.
Tightening torque: Engine oil drain bolt: 30 Nm 3. Page Final Gear Oil Final gear oil The final
gear case must be checked for oil leakage before each ride. If any leakage is found, have a
Yamaha dealer check and re- pair the ATV. Replacing the final gear oil 1. Place the ATV on a
level surface. Install the filler bolt and tighten it to the specified torque. Remove the differential
gear oil filler bolt and check the oil level. It should be up to 3. Page Differential gear oil
replacement 4. Install the differential gear oil drain bolt 1. Place a container under the
differential Tightening torque: gear case to collect the used oil. Differential gear oil drain bolt: 3.
Differential gear oil filler bolt: 2. Check the coolant level in the coolant 23 Nm 2. Page NOTE: 3. If
the coolant is at or below the minimum If water is added, have a Yamaha dealer level mark,
remove panel D See check the antifreeze content of the cool- pages â€” for panel removal and
in- ant as soon as possible. Page EBU Changing the coolant 1. Removing the radiator cap when
the en- 3. Place a container under the engine, and gine and radiator are still hot. Trough 1.
Radiator cap 4. Remove the front carrier and panel C. Remove the radiator cap. See pages and
for removal 6. Remove panel D. See pages â€” for and installation procedures. Install the
coolant reservoir hose. Pour the recommended coolant into the reservoir to the maximum level
mark, and then install the reservoir cap and panel D. Pour the recommended coolant into the
radiator until it is full, and then install the radiator cap. Check for coolant leakage. Install the
panels and the front carrier. If any damage is found, have them replaced by a Yamaha dealer.
Remove panel A. See pages â€” for panel removal and installation proce- dures. Remove the
spark plug cap. Spark plug wrench 1. Spark plug cap 3. Use the spark plug wrench in the tool kit
to remove the spark plug as shown. Page ATV that is being ridden normally. Do not attempt to
diagnose such problems yourself. Instead, take the ATV to a Yamaha dealer. You should
periodically re- move and inspect the spark plug because heat and deposits will cause the spark
plug to slowly break down and erode. If dust or water collects in this hose, empty the hose and
clean the air filter NOTE: If a torque wrench is not available when you element and air filter case.
Air filter case cover 3. Remove the air filter element. Frame 2. Air filter element 1. Air filter
element Inspect the air filter element and replace frame. Wash the air filter element gently but 8.
Apply Yamaha foam air filter oil or other thoroughly in solvent. Never operate the engine with
the air filter This will allow unfiltered NOTE: air to enter, causing rapid engine wear and The air
filter element should be cleaned every possible engine damage. Remove the bolts. Remove the
tailpipe by pulling it out of the muffler. Tap the tailpipe lightly, and then use a wire brush to
remove any carbon depos- its from the spark arrester portion of the tailpipe. Could cause burns.
Most drain the water from the case. However, the idling speed Page Idle Speed Adjustment To
prevent this, the valve clear- increase the engine speed, and in direc- ance must be adjusted
regularly. This adjust- tion b to decrease the engine speed. Page Throttle Lever Adjustment This
adjustment, however, should be left 1. Loosen the locknut. Turn the adjusting bolt until the
throttle le- ver free play is 3â€”5 mm 0. If a brake pad thickness is less than 1 mm If the
thickness is less than 1. Before riding, check that the brake fluid is above the minimum level
and replenish when necessary. Page Always clean up spilled the top of the master cylinder
reservoirs are fluid immediately. Have a Yamaha dealer check the cause if Use only the
designated quality brake fluid, the brake fluid level goes down. Page Brake Fluid Replacement
Brake fluid replacement Complete fluid replacement should be done only by trained Yamaha
service personnel. Have a Yamaha dealer replace the following components during periodic
maintenance or when they are damaged or leaking. Replace the oil seals every two years. If not,
Operating with improperly serviced or have a Yamaha dealer check the brake sys- adjusted
brakes. If correct free play cannot be obtained, ask a 1. Yamaha dealer to make that adjustment.
If not, ask a Yamaha dealer to adjust adjusted brakes. Page Adjusting The Rear Brake Light
Switch EBU Adjusting the rear brake light switch The rear brake light switch, which is activated
by the brake pedal and rear brake lever, is properly adjusted when the brake light comes on just
before braking takes effect. If neces- sary, adjust the brake light switch as follows. Replace
dam- aged cables. Lubricate the inner cables and the cable ends. If the cables do not operate
smoothly, ask a Yamaha dealer to replace them. Upper knuckle 2. Lower knuckle Recommended
lubricant: Lithium-soap-based grease Loosen the wheel nuts. Install the wheel and the nuts.
Tapered nuts are used for both the front 3. Remove the nuts from the wheel. Tapered nut 2.
Lower the ATV so that the wheel is on the ground. Tighten the wheel nuts to the specified
torque. Wheel nut torque: Front: 55 Nm 5. Page Battery Keep out of reach of chil- tery. If the

battery seems to have discharged, dren. Turn on the main switch. Using a conventional battery
charger may shorten the battery life. Main fuse 2. Remove the cover at the rear of the headlight
by pulling it off. Headlight bulb holder cover 3. Remove the headlight bulb holder by push- ing it
in and turning it counterclockwise. Page 4. To raise the beam, turn the adjusting screw in
direction a. To lower the beam, turn the adjusting screw in direction b. Do not touch the glass
part of the bulb. Install the bulb holder together with the 1. Remove panel G. See pages â€”
bulb. Install the panel. Remove the bulb holder together with the bulb by turning it
counterclockwise. Any prob- ing or near an open flame. Page Troubleshooting Charts No fuel.
Compression There is compression. Compression normal. Use the electric starter to see if there
is compression. Ask a Yamaha dealer to No compression. Ignition Wipe clean with dry cloth.
Ignition system is Spark is good. Page Engine Overheating Restart the engine. If the engine
overheats again, ask a Level is OK. NOTE: If it is difficult to get the recommended coolant, tap
water can be temporarily used, provided that it is changed to the recommended coolant as soon
as possible. CLEANING ter seepage and deterioration of wheel Frequent, thorough cleaning of
your machine bearings, brakes, transmission seals and will not only enhance its appearance
but will electrical devices. Many expensive repair improve its general performance and extend
bills have resulted from improper high the useful life of many components. Page 6. Operation
with wet brakes after wash- 7. Automotive type wax may be applied to ing. Page Storage Do not
apply oil to fuel any rubber parts or the seat cover. NOTE: Use of fuel stabilizer and conditioner
elimi- nates the need to drain the fuel system. Con- sult a Yamaha dealer if the fuel system
needs to be drained instead. Remove the battery and charge it. Store it in a dry place and
recharge it once a month. NOTE: Make any necessary repairs before storing the machine. The
chart below is printed only as a re- minder to you that the maintenance work is required. It is not
acceptable proof of maintenance work. Page Yamaha Extended Service Y. Page EBU This
manual is also suitable for: Yfmfat. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Quick Links. See also: Owner's Manual. First edition, May All rights reserved. Any reproduction
or unauthorized use without the written permission of Yamaha Motor Corporation, U. Printed in
U. It is not possible to include all the knowledge of a mechanic in one manual, so it is assumed
that anyone who uses this book to perform maintenance and repairs on Yamaha machine has a
basic understanding of the mechanical ideas and the procedures of machine repair. Page
Chapter 1. This information will be needed to order spare parts. In the 2WD mode, the left
differential side gear 3 and the drive clutch 2 are not engaged, therefore, the left side gear runs
idle and does not transmit power to the left front constant velocity joint. As a result, power is
transmit- ted directly from the ring gear 5 to the drive clutch 2, then to the left front constant
velocity joint via the adapter 1. Even if an attempt is made to select this mode when the ATV is
traveling, it will only result in a standby condi- tion i. Shift cam 2. Shift fork guide bar 3. Drive
axle 4. Stopper lever shaft 1 - Then, the stopper lever tab is sepa- rated from the drive axle
stopper to free the drive axle. Page Important Information 5. Keep all parts away from any
source of fire. Use only genuine Yamaha parts for all replacements. Use oil and grease recommended by Yamaha for all lubrication jobs. Other brands may be similar in function and
appearance, but inferior in quality. Bend lock tabs along the bolt or nut flats after the bolt or nut
has been tightened to specification. Use only the appropriate special tools; this will help
prevent damage caused by the use of inappropriate tools or improvised techniques. Special
tools may differ by shape and part number from country to country. Tappet adjusting tool 3 mm
YU This tool is necessary for adjusting the valve clearance. Fuel level gauge YMA Gear lash
measurement tool YM This tool is used to measure the gear lash. Universal joint holder YM This
tool is needed when removing or installing the universal joint yoke nut. Yamaha bond No. Page
Chapter 2. Be sure not to inlet. Be careful not to pinch the breather hose. Page Chapter 3. These
preventive maintenance procedures, if followed, will ensure more reliable vehicle operation and
a longer service life. The need for costly overhaul work will be greatly reduced. This information
applies to vehicles already in service as well as to new vehicles that are being prepared for sale.
It is recommended that these items be serviced by a Yamaha dealer. Front brake light switch
coupler Disconnect. Rear brake light switch coupler Disconnect. Main switch coupler
Disconnect. Auxiliary DC jack coupler Disconnect. Fan motor breather hose Differential gear
case breather hose Coolant reservoir breather hose Taillight connector Disconnect. Crankcase
breather hose Clamp screw Loosen. Air filter case Rear fender For installation, reverse the
removal procedure. Valve clearance cold : Intake: 0. Start the engine and let it warm up for several minutes. Idling speed becomes Turning in higher. Turning in Free play is increased. Speed
limiter length is Turning in decreased. NOTE: Do not remove the starter plunger 2 from the
starter cable. Normal color is a medium-to-light tan color. Below the minimum pressure: Squirt a
few drops of oil into the affected cyl- inder and measure again. Refer to the table below. Place

the machine on a level surface. Stop the engine and place an oil pan under the engine. Oil
quantity: Periodic oil change: 1. Oil gallery bolt: 7 Nm 0. Install: Engine side cover This could
damage the foam material. If water is used instead of coolant, check, and if necessary, correct
the antifreeze concentration of the coolant. Use only distilled water. NOTE: Tightening the bolts
1 will push the secondary sliding sheave away, causing the gap between the secondary fixed
and sliding sheaves to widen. Rear brake lever free play: 0. Check: Rear brake pedal height a
Rear brake pedal height: 45 mm 1. NOTE: When adjusting the brake pedal height make sure the
locknut-to-adjusting bolt clearance b does not exceed 2 mm 0. WARNING After this adjustment
is performed, lift the front and rear wheels off the ground by placing a block under the engine,
and spin the rear wheels to ensure there is no brake NOTE: Hold the machine in an upright
position and apply the front or rear brake. Add the proper brake fluid to the reservoir. Install the
diaphragm. Be careful not to spill any fluid or allow the reservoir to overflow. Place the machine
on a level place. Place a receptacle under the differential gear case. Install: Drain plug 10 Nm 1.
This reference point will be needed during adjustment. The tires listed below have been
approved by Yamaha Motor Co. Recommended lubricant: Yamaha chain and cable lube or
Engine oil NOTE: Hold the cable end up and apply several drops of lubricant to the cable.
Therefore the charge of the battery has to be checked by measuring the voltage at the battery
terminals. Always follow these preventive measures: Charge batteries in a well-ventilated area.
Connect a charger and ammeter to the battery and start charging. NOTE: After cleaning the
terminals, apply a light coat of grease. Turning in Headlight beam raised. Turning out Headlight
beam lowered. Page Chapter 4. Shift arm Select lever shift rod Select lever unit Coolant
reservoir breather hose Spark plug lead Crankcase breather hose Thermo switch lead Dowel pin
For installation, reverse the removal procedure. ACC Yamaha bond No. Rocker arm shaft
outside diameter: Measure: Cam lobes length a and b. Camshaft lobe limit: Intake: a Lightly
press the timing chain tensioner rod into the timing chain tensioner housing by hand. Cylinder
head warpage: Less than 0. Camshaft sprocket bolt: 20 Nm 2. Clearance stem to guide : Intake:
0. Margin thickness: Intake: 0. Valve seat width: Intake: 0. NOTE: For best lapping results, lightly
tap the valve seat while rotating the valve back and forth between your hands. To secure the
valve cotters onto the valve stem, lightly tap the valve tip with a piece of wood. Then, find the
average of the measurements. Standard Wear limit NOTE: Clean carbon from the piston ring
grooves and rings before measuring the side clearance. Side clearance Standard Limit Outside
diameter piston pin : Engine oil Drain. Coolant Drain. Starter wheel gear Washer Starter idle
gear shaft Spring Sheave drum Rope Coil spring For assembly, reverse the disassembly YU, 2.
If not, reinstall the key and rotor. Straighten the lock washer tabs. Guide pin Secondary sliding
sheave O-ring Secondary fixed sheave Oil seal Weight outside diameter: 30 mm 1. One-way
clutch bearing Clutch carrier assembly For installation, reverse the removal Remove them after
all of them are loosened. Straighten: Punched portion of the nut 1. Clutch shoe thickness: 1. Fit
the left crankcase onto the right case. Tap lightly on the case with a soft hammer. Rotor cover
Shaft Inner rotor Outer rotor Oil pump housing For assembly, reverse the disassembly
procedure. Crank width: Low wheel gear Shift cam Shift fork assembly Short spring White
painting. YM 3. In the example above, the calculated shim thickness is 0. The chart instructs
you, however, to round off 4 to 5. Hundredths Round value 0, 1, 2 3, 4, 5, 6, 7 8, 9 Shims are
supplied in the following thickness. The needles can eas- ily fall out of their races. Page Chapter
5. Radiator outlet hose Disconnect. Radiator Radiator fan Thermo switch For installation,
reverse the removal procedure. Apply compressed air to the rear of the radia- tor. NOTE:
Straighten any flattened fins with a thin, flat- head screwdriver. Page Chapter 6. Pilot jet Starter
jet For assembly, reverse the disassembly procedure. Insert the piston valve into the carburetor
body, and check for free movement. Page Chapter 7. Bearing damage. Improper gear lash. This
must not be confused with engine surging or transmission characteris- C. Gear tooth damage. If
a test ride following reas- sembly indicates this condition, stop riding immediately to minimize
gear damage. This noise must be distinguished from normal machine operation. Feel for
Replace the wheel bearing. Check the wheel nuts and hub nuts for Torque to specification. Do
not disassem- ble the differential gear. Move the spring up and down. Molybdenum disulfide
grease: 40 g 1. Insert the double off-set joint into the differ- ential gear, and turn the gear back
and forth. Secure the gear case in a vise or another supporting device. Block the rear wheels,
and elevate the front wheels by placing a suitable stand under the frame. Remove the wheel cap
and cotter pin from the axle nut right or left. Measure the starting torque of the front wheel i.
Boss Ring gear stopper shim Ring gear stopper Bearing retainer Bearing Pinion gear bearing
housing Final drive gear case In the example above, the calculated number is 0. The chart
instructs you to round off 7 to 5 at the hundredth place. Do not reuse the oil seal. Page Chapter
8. Wheel runout limit: Radial 2: 2. Check: Wheel balance If wheel runout is within the limits,
replace the brake disc. Brake disc maximum deflection: 0. Install each nut with its tapered side

towards the wheel. Wheel runout limit: Radial: 2. Install: Wheel Put the other end of this hose
into an open container. Brake fluid reservoir cap Brake fluid reservoir diaphragm Brake lever
Union bolt Brake master cylinder kit For assembly, reverse the disassembly procedure. For
assembly, reverse the disassembly procedure. Water will significantly lower the boiling point of
the brake fluid and may result in vapor lock. Always clean up spilled brake fluid immediately.
Brake fluid Drain. Union bolt Copper washer Brake hose Disconnect. Bend the lock washer tab
along a flat side of the bolt. NOTE: Pass the cables and hoses through the cable guide. NOTE:
Install the outside bearing first. Contact should be made only with the outer race. If side play is
noticeable, check the bushings. Nut 6: 45 Nm 4. Nut 7: 45 Nm 4. Page Chapter 9. If the continuity
is faulty at any point, replace the switch. The coupler locations are circled. Fuse main, ignition
7. Engine stop switch 2. Battery 8. Main switch 3. Spark plug 9. Pickup coil resistance 4. Ignition
spark gap Spark plug cap resistance coil resistance 6. Ignition coil resistance Properly connect
the ignition system. If the main switch is on and the engine stop switch is in the RUN position,
the starter motor can be operated only if: The transmission is in neutral the neutral Rear brake
switch 1. Fuse main, ignition 9. Start switch 2. Battery Diode 3. Starter motor Wiring connection
the entire starting sys- 4. Starter relay tem 5. Main switch 6. Engine stop switch 7. Diode
Remove the diode from the coupler. Check the diode for continuity as follows. Bracket 1 Washer
kit Bracket Outside diameter: 28 mm 1. Measure: Mica undercut b Brush length: Fuse main 4.
Charging coil resistance 2. Battery 5. Wiring connections 3. YUA shooting: Engine tachometer:
1 Seat The charging circuit is not faulty. Light switch 1. Fuse main, headlight 5. Wiring
connections 2. Battery the entire lighting system 3. EB 5. Fuse main, ignition, signaling system
2. Battery 3. Main switch 4. Properly connect the signal system. If the brake light fails to come
on: 1. If the neutral indicator light fails to come on: 1. If the park indicator light fails to come on:
1. If the high-range indicator light fails to come 1. Replace the meter assembly. If the low-range
indicator light fails to come 1. If the reverse indicator light fails to come on: 1. If the differential
gear lock indicator light LED fails to come on: 1. Four-wheel drive switch Horn does not sound.
Fuse main 6. Thermo switch 2 2. Battery 7. Wiring connection 3. Main switch the entire cooling
system 4. Fan motor 5. Fan motor Disconnect the fan motor coupler. Check the operation of the
fan motor. Immerse the thermo switch 2 in coolant 2. Properly connect the cooling system. Fuse
main, four-wheel drive 7. On-command four-wheel drive switch and 2. Battery differential gear
lock switch 3. Main switch 8. Gear motor 4. Four-wheel drive relay 1 9. Wiring connections 5.
Gear motor Disconnect the gear motor coupler. It should be helpful, however, as a guide to
troubleshooting. Refer to the relative procedure in this manual for inspection, adjustment and
replacement of parts. This must not be confused with B. Print page 1 Print document pages.
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