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Page 1 Reproduction by any means, electronic or mechanical including photocopying,
recording or by any information storage and retrieval system or translation in whole or part is
not permitted without written authorization from Ford Motor Company. During the first 1 km 1
miles of driving, vary speeds frequently. This is recommended to give the moving parts a
chance to break in. Page 5 Introduction These are some of the symbols you may see on your
vehicle. Page 7: Instrumentation Instrumentation Instrument cluster Instrument panel pg. Page 8
Instrumentation Electronic sound system pg. Page 10 Instrumentation Safety belt Momentarily
illuminates when the ignition is turned to the ON position to remind you to fasten your safety
belts. For more information, refer to the Seating and safety restraints chapter. Door ajar
Illuminates when the ignition is in the ON position and any door is open. Page 11
Instrumentation indicator light illuminates when the ignition is first turned to the ON position to
check the bulb. The light may illuminate without a driveability concern being noted. Page
Controls And Features Instrumentation Low fuel Illuminates as an early reminder of a low fuel
condition indicated on the fuel gauge refer to Fuel gauge in this chapter for more information.
When refueling, after the light comes on, the amount of fuel that is added will be less than the
advertised capacity since there is fuel still in the tank. Page 13 Instrumentation Check transaxle
Momentarily illuminates when the ignition is turned to the ON position. Illumination of this light
indicates that a problem has been detected and shifting may be restricted. If this lamp remains
on, have your vehicle serviced immediately. The light also illuminates when the battery is not
charging properly, requiring electrical system service. Air bag readiness Momentarily
illuminates when the ignition is turned ON. Page 16 Instrumentation Engine coolant temperature
gauge Indicates the temperature of the engine coolant. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine immediately and
let the engine cool. Page 17 Instrumentation Fuel gauge Displays approximately how much fuel
is in the fuel tank when the key is in the ON position. The fuel gauge may vary slightly when the
vehicle is in motion or after refueling. The ignition should be in the OFF position while the
vehicle is being refueled. Rotate to the second position to also turn on the headlamps. Daytime
running lamps DRL if equipped Turns the headlamps on with a reduced output. Page 19
Controls and features Foglamp control if equipped The headlamp control also operates the
foglamps. The foglamps can be turned on only when the headlamp control is in the position and
the high beams are not turned on. Pull headlamp control towards you to turn foglamps on.
Press the rear defroster control to clear the rear window of thin ice and fog. The ignition must
be in the ON position to operate the rear window defroster. Page 21 Controls and features
Temperature control knob Controls the temperature of the airflow inside the vehicle. Mode
selector control Controls the direction of the airflow to the inside of the vehicle. Heating and air
conditioning capabilities are provided in this mode. For added customer comfort, when the
temperature control knob is anywhere in between the full hot and full cold positions, the air
distributed through the floor ducts will be slightly warmer than the air sent to the instrument
panel registers. This allows the climate control system to be free from contamination of outside
pollutants. You can override automatic operation with any of the override controls or the fan
speed control. The selected temperature and the word AUTO will appear in the display window.
The EATC system will either heat or cool to achieve the selected temperature. The system will
automatically determine fan speed, airflow location and if outside air or recirculated air is
required. The EATC will continue maximum heating disregarding the displayed temperature
until a cooler temperature is selected by pressing the temperature control. To return to full
automatic control, press AUTO. The air conditioning compressor can operate in all modes
except. However, the air cannot be cooled below the outside temperature because the air
conditioning does not operate in this mode. This will reduce fogging on your windshield. Once
the windshield has been cleared, operate the climate control system as desired. Page 30
Controls and features Avoid placing small objects on top of the instrument panel. These objects
may fall down into the defroster outlets and block airflow, in addition to damaging the climate
control system. Do not place objects on top of the instrument panel, as these objects may
become projectiles in a collision or sudden stop. Turn control to raise or lower volume. Page 32
Controls and features You can switch from CD play to tape play by simply inserting a tape into
the cassette deck. Tune disc adjust The tune control works in radio or CD mode. If a selection
has been playing for three seconds or more and you press , the CD changer will replay that
selection from the beginning. Page 34 Controls and features 3. Press and hold a memory preset
control until the sound returns, indicating the station is held in memory on the control you
selected. Press the control during rewind or fast forward to stop the rewind or fast forward
function. Page 36 Controls and features Dolby noise reduction Dolby noise reduction operates
only in tape mode. Dolby noise reduction reduces the amount of hiss and static during tape

playback. Press the control to activate and deactivate Dolby noise reduction. Dolby noise
reduction system is manufactured under license from Dolby Laboratories Licensing
Corporation. Press the AM or FM control to enter into radio mode. Page 40 Controls and
features Setting memory preset stations 1. Select a station. Refer to Tune adjust or Seek
function for more information on selecting a station. Pressing the control for more than three
seconds results in fast forward action. Page 43 Controls and features CD changer if equipped
Your CD changer is either located in the trunk, the console or the right side cargo area storage
compartment. Slide the door to access the CD changer magazine. Press to eject the magazine.
Page 44 Controls and features If you pull too hard on the disc holder, the disc holder may come
completely out of the magazine. If this happens, reinsert the disc holder back into the magazine
while pressing on the lever A. Line up the CD with the groove of the disc holder. Keep the CD
changer door closed. Coins and foreign objects will damage the CD player and void your audio
system warranty. Do not insert any promotional odd shaped or sized discs, or discs with
removable labels into the CD player as jamming may occur. Page 46 Controls and features Do
not insert any promotional odd shaped or sized discs, or discs with removable labels into the
CD player as jamming may occur. Cleaning cassette player if equipped Clean the tape player
head with a cassette cleaning cartridge after 10 to 12 hours of play in order to maintain the best
sound and operation. Weak signals are sometimes captured by stronger signals when you pass
a broadcast tower. A stronger signal may temporarily overtake a weaker signal and play while
the weak station frequency is displayed. The audio system automatically switches to single
channel reception if it will improve the reception of a station normally received in stereo. LOCK,
locks the steering wheel, automatic transmission gearshift lever and allows key removal. OFF,
shuts off the engine without locking the steering wheel. Once speed control is switched off, the
previously programmed set speed will be erased. Page 50 Controls and features You can
accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. It turns off
when the speed control OFF control is pressed, the brake is applied or the ignition is turned to
the OFF position. Page Roadside Emergencies Controls and features Mist Function To operate
the Mist function of the windshield wipers, push and release the windshield washer control
quickly. The wipers will cycle one or two times. Rear window wiper and washer wagon only The
rear wiper control is located under the headlamp controls Press the wiper control to activate the
rear wiper. Hold the control while adjusting the wheel to the desired position, then release the
control. Never adjust the steering wheel when the vehicle is moving. Page 54 Controls and
features With the control in the middle position, the dome lamp will illuminate whenever a front
door is opened. If either front door has been opened from the outside, the lamp will remain on
for 25 seconds after the door is shut. Adjust the amount of light by sliding the control. Page 56
Controls and features You will need a Phone Adapter System PAS that is compatible with your
cell phone that you install into the center console. Page 58 Controls and features Window lock
The window lock feature allows only the driver to operate the power windows. Press the right
side to restore the window controls. Accessory delay if equipped With accessory delay, the
window switches may be used for up to ten minutes after the ignition switch is turned to the
OFF position or until Select to adjust the left mirror or to adjust the right mirror. Move the
control in the direction you wish to tilt the mirror. Return to the center position to disable adjust
function. Heated outside mirrors if equipped Both mirrors are heated automatically to remove
ice, mist Hard objects can injure you in a collision. It cannot be opened from inside the cargo
area. An additional compartment is in the rear trim panel on the right. Always put the load you
are carrying as far forward as possible. Page 63 Controls and features To prevent the possibility
of injuries, the fasteners for the cargo area cover must be properly attached to the mounting
clips on the rear trim panels. Do not place any objects on the cargo area cover. They may
obstruct your vision or strike occupants of the vehicle in the case of a sudden stop or collision.
Page 64 Controls and features 4. Let go of the right end cap. The clutch will now engage and
stop the shade from losing its spring tension. The interior lamps will illuminate with the ignition
OFF. Press the control a second time within three seconds to unlock all doors and liftgate
wagons. Page 66 Controls and features Sounding a panic alarm Press this control to activate
the alarm. Illuminated entry The interior lamps illuminate when the remote entry system is used
to unlock the door s. Page 68 Controls and features To replace the battery: 1. Twist a thin coin
between the two halves of the transmitter near the key ring. Turn the key full travel toward the
front of the vehicle to make sure the alarm disarms. If more than five seconds pass between
pressing numbers, enter the code again. The system has shut down if the keypad light is out. If
the keyless entry system does not work, use the key or remote entry transmitter s. One through
your dealer and the second with a door lock sequence using the following instructions: 1. This
system prevents the engine from being started unless a coded key programmed to your vehicle

is used. The SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket
remote start systems. Page 75 Controls and features The SecuriLock passive anti-theft system
is not compatible with non-Ford aftermarket remote start systems. Use of these systems may
result in vehicle starting problems and a loss of security protection. Large metallic objects,
electronic devices on the key chain that can be used to purchase gasoline or similar items, or a
second key on the same key ring as the coded key ignition Page 76 Controls and features
Programming spare keys A maximum of eight keys can be coded to your vehicle. Only
SecuriLock keys can be used. Adults are advised to familiarize themselves with the operation
and location of the release handle. The purpose of these head restraints is to help limit head
motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Page 79 Seating and safety restraints Always drive and ride with your seatback upright and the
lap belt snug and low across the hips. Lift handle to move seat forward or backward. The
control is located on the outboard side of the seat cushion. Press front to raise or lower the
front portion of the seat cushion. To lower the seatback s from inside the vehicle, pull tab to
release seat back and then fold seatback down. Page 82 Seating and safety restraints 3. Lift the
remote latch release on the left side of the compartment and fold the remaining floor panel until
it latches. Make sure the seatback is locked in the upright position. To close the seat, make sure
the safety belts are properly stowed, then lift the remote latch release and push the seat down
until it latches. Page 83 Seating and safety restraints How does the personal safety system
work? Then, dual-stage inflating air bags are combined with safety belt pretensioners and
energy management retractors to help provide enhanced occupant protection in frontal
crashes. The tone pattern will repeat periodically until the problem and indicator light are
repaired. If any of these things happen, even intermittently, have the Personal Safety System
serviced at your dealership or by a qualified technician immediately. Page 85 Seating and safety
restraints It is extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle that is not equipped with seats and safety belts.
Page 86 Seating and safety restraints 2. To unfasten, push the release button and remove the
tongue from the buckle. The front and rear outboard safety restraints in the vehicle are
combination lap and shoulder belts. The front passenger and rear seat outboard safety belts
have two types of locking modes described below: Energy management retractors Your vehicle
has a seat belt system equipped with energy management Failure to replace the Belt and
Retractor assembly could increase the risk of injury in collisions. As the belt retracts, you will
hear a clicking sound. In addition, all seat belts should be checked for proper function. Page 90
Seating and safety restraints The Personal Safety System provides the most benefit to belted
occupants. The system monitors and tailors the air bag deployment based upon safety belt
usage. Failure to properly wear your safety belt will increase your risk of injury. Front safety belt
height adjustment Your vehicle has safety belt height adjustments for the driver and front Page
91 Seating and safety restraints Insert the tongue into the correct buckle the buckle closest to
the direction the tongue is coming from. To lengthen the belt, turn the tongue at a right angle to
the belt and pull across your lap until it reaches the buckle. Page 92 Seating and safety
restraints To fasten the belt, pull the combination lap and shoulder belt from the retractor so
that the shoulder belt portion of the safety belt crosses your shoulder and chest. Be sure the
belt is not twisted. If the belt is twisted, remove the twist. Page 93 Seating and safety restraints
the label. Also, use the safety belt extension only if the safety belt is too short for you when fully
extended. Do not use extensions to change the fit of the shoulder belt across the torso. Safety
belt warning light and indicator chime The seat belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Page 94
Seating and safety restraints If Page 95 Seating and safety restraints Reasons given Page 97
Seating and safety restraints there are no nicks, wears or cuts. Replace if necessary. All safety
belt assemblies, including retractors, buckles, front seat belt buckle assemblies, buckle support
assemblies slide bar-if equipped , shoulder belt height adjusters if equipped , shoulder belt
guide on seatback if equipped , child safety seat tether bracket assemblies if equipped , LATCH
child seat tether anchors and lower anchors if equipped , and attaching hardware, should be
inspected after a collision. Page 98 Seating and safety restraints The air bag supplemental
restraint system is designed to work in conjunction with the safety belts to help protect the
driver and front outboard passenger from certain upper body injuries. See your Ford or Lincoln
Mercury dealer. Modifications to the front end of the vehicle, including frame, bumper, front end
body structure and tow hooks may effect the performance of the air bag sensors increasing the
risk of injury. Page Seating and safety restraints Children and air bags For additional important
safety information, read all information on safety restraints in this guide. Children must always

be properly restrained. Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in the front seating position. Page Seating and
safety restraints How do the air bag supplemental restraints work? The air bags inflate and
deflate rapidly upon activation. After air bag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
to lubricate the bag or sodium compounds e. Page Do not attempt to service, repair, or modify
the air bag Supplemental Restraint System, its fuses or the seat cover on a seat containing an
air bag. All occupants of the vehicle including the driver should always Page Seating and safety
restraints How does the side air bag system work? Page Seating and safety restraints Several
air bag system components get hot after inflation. Do not touch them after inflation. If the side
air bag has deployed, the air bag will not function again. The side air bag system including the
seat must be inspected and serviced by a qualified technician in accordance with Page Seating
and safety restraints Never let a passenger hold a child on his or her lap while the vehicle is
moving. The passenger cannot protect the child from injury in a collision. Always follow the
instructions and warnings that come with any infant or child restraint you might use. If you do
not install and use the safety seat properly, the child may be injured in a sudden stop or
collision. Page Seating and safety restraints Ford recommends the use of a child safety seat
having a top tether strap. Install the child safety seat in a seating position which is capable of
providing a tether anchorage. For more information on top tether straps, refer to Attaching
safety seats with tether straps. Page Seating and safety restraints 2. Pull down on the shoulder
belt and then grasp the shoulder belt and lap belt together. Page Seating and safety restraints 5.
To put the retractor in the automatic locking mode, grasp the shoulder portion of the belt and
pull downward until all of the belt is extracted and a click is heard. Allow the belt to retract. The
belt will click as it retracts to indicate it is in the automatic locking mode. Page Seating and
safety restraints Installing child safety seats in the lap belt seating positions 1. Lengthen the lap
belt. To lengthen the belt, hold the tongue so that its bottom is perpendicular to the direction of
webbing while sliding the tongue up the webbing. Page Seating and safety restraints Attach the
tether strap only to the appropriate tether anchor as shown. The tether strap may not work
properly if attached somewhere other than the correct tether anchor. Position the child safety
seat on the seat cushion. Page Seating and safety restraints If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. Page Seating and
safety restraints The lower anchors for child seat installation are located at the rear section of
the rear seat between the cushion and seat back. Your vehicle may have symbols near the
bottom of the rear seat back. Each lower anchor for child seat installation is located 2â€”3
inches below the locator symbols. This system meets all Canadian Interference-Causing
Equipment standard requirements regulating the impulse electrical field strength of radio noise.
When starting a fuel-injected engine, avoid pressing the accelerator before or during starting.
Page Starting 2. Make sure the headlamps and vehicle accessories are off. Make sure the
parking brake is set. If there is difficulty in turning the key, firmly rotate the steering wheel left
and right until the key turns If a light fails to illuminate, have the vehicle serviced. Page Starting
Using the engine block heater if equipped An engine block heater warms the engine coolant,
which improves starting, warms up the engine faster and allows the heater-defroster system to
respond quickly. Page Starting Important ventilating information If the engine is idling while the
vehicle is stopped in an open area for long periods of time, open the windows at least 2. Adjust
the heating or air conditioning if equipped to bring in fresh air. Improve vehicle ventilation by
keeping all air inlet vents clear of snow, leaves and other debris. Refer to the scheduled
maintenance guide for scheduled maintenance. In normal operation, automotive brake systems
may emit occasional or intermittent squeal or groan noises when the brakes are applied. Page
Driving ABS warning lamp warning lamp in the instrument cluster momentarily illuminates when
the ignition is turned to the ON position. If the light does not illuminate momentarily at start up,
remains on or continues to flash, the ABS needs to be serviced. With the ABS light on, the
anti-lock brake system is disabled and normal braking is still effective unless the Page Driving
Parking brake Apply the parking brake whenever the vehicle is parked. To set the parking brake,
press the parking brake pedal down until the pedal stops. Page Driving Pull the release lever to
release the brake. Driving with the parking brake on will cause the brakes to wear out quickly
and reduce fuel economy. This is normal system behavior. If you cannot move the gearshift
lever out of P Park with ignition in the ON position and the brake pedal depressed: 1. Page
Driving If the parking brake is fully released, but the brake warning lamp remains illuminated,
the brakes may not be working properly. See your dealer or a qualified service technician.
Driving with an automatic overdrive transaxle Your automatic transaxle electronically controls
the shift feel by using an adaptive learning strategy. Make sure the gearshift lever is securely
latched in P Park. This locks the transaxle and prevent the front wheels from rotating. Always

set the parking brake fully and make sure the gearshift is latched in P Hold the brake pedal
down while in this position. Overdrive Overdrive position is the P R N normal driving position
for an automatic overdrive transaxle. Page Driving When to use D Drive The D Drive position
eliminates P R N the needless shifting back and forth between third and fourth gears that your
vehicle may do when driving on hilly terrain. It also gives more engine braking than overdrive to
slow your vehicle on downgrades. Page Driving When parking, do not use the gearshift in place
of the parking brake. Always set the parking brake fully and make sure that the gearshift is
securely latched in Park P. Turn off the ignition whenever you leave your vehicle. Never leave
your vehicle unattended while it is running. It is determined by subtracting the weight of the
loaded trailer towing vehicle from the GCWR for the towing vehicle. Page Your vehicle does not
come from the factory fully equipped to tow. Do not tow a trailer until your vehicle has been
driven at least km miles. If towing with a station wagon, inflate the rear tires to 35 psi. Page
Driving 3. The trailer brakes must meet local and Federal regulations. The front crossbar does
not move. Do not load more than 44 kg lbs. To adjust cross-bar position: 1. Page Roadside
Emergencies In the United States, this card is found in the Owner Guide portfolio in the glove
compartment in Ford vehicles and is mailed to you if you own a Mercury or Lincoln. In Canada,
the card is found in the Roadside Assistance book in the glove compartment. Page In the United
States, you may purchase additional roadside assistance coverage beyond this period through
the Ford Auto Club by contacting your Ford or Lincoln Mercury dealer. Similarly in Canada, you
may purchase additional coverage beyond the basic coverage period by consulting the Ford
Roadside Assistance Club brochure or by calling 1â€”â€”â€”CLUB 1â€”â€”â€” Page Roadside
emergencies If your vehicle is a sedan, the fuel pump shut-off switch is located on the right side
of the trunk behind the trunk liner. If your vehicle is a wagon, the fuel pump shut-off switch is
located behind the service panel on the right side of the cargo area. Blown fuses are identified
by a broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. NOTE: Always replace a fuse with one that has the specified amperage rating.
Page Roadside emergencies Passenger compartment fuse panel The fuse panel is located
below and to the left of the steering wheel by the brake pedal. Remove the panel cover to
access the fuses. To remove a fuse use the fuse puller tool provided on the fuse panel cover.
Page Roadside emergencies The high-current fuses are coded as follows. Page Roadside
emergencies 5. Loosen each wheel lug nut one-half turn counterclockwise but do not remove
them until the wheel is raised off the ground. Put the jack in the jack notch next to the door of
the tire you are changing. Page Roadside emergencies Return the flat tire, jack and lug wrench
to their proper storage locations. Make sure the jack is fastened so it does not rattle when you
drive. Unblock the wheels. Page Roadside emergencies 2. Park the booster vehicle close to the
hood of the disabled vehicle making sure the two vehicles do not touch. Set the parking brake
on both vehicles and stay clear of the engine cooling fan and other moving parts. Page
Roadside emergencies 3. Connect the negative - cable to the negative - terminal of the assisting
battery. Make the final connection of the negative - cable. Page Roadside emergencies Jump
starting 1. Start the engine of the booster vehicle and run the engine at moderately increased
speed. Start the engine of the disabled vehicle. Once the disabled vehicle has been started, run
both engines for an additional three minutes before disconnecting the jumper cables. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. If your vehicle requires professional
service, your dealership can provide the necessary parts and service. Page Maintenance and
care Do not start your engine with the air cleaner removed and do not remove it while the
engine is running. Inside the vehicle, pull the hood release handle located under the bottom of
the instrument panel. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter
assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power steering fluid reservoir
8. Page Maintenance and care 3. Engine coolant reservoir 8. Windshield washer fluid reservoir
9. Make sure the vehicle is on level ground. Turn the engine off and wait a few minutes for the
oil to drain into the oil pan. Page Maintenance and care Engine oil and filter recommendations
Look for this certification trademark. SAE 5W engine oil is recommended. Refer to the
scheduled maintenance guide for the service interval schedules. Clean the reservoir cap before
removal to prevent dirt or water from entering the reservoir. The reservoir is highlighted with a
symbol. If the level is low, add enough fluid to fill the reservoir. In very cold weather, do not fill
the reservoir all the way. Page Maintenance and care Checking and adding washer fluid for the
liftgate if equipped The opening for the reservoir is located on the passenger side under the tail
lamp. Refill this reservoir with the same fluid you use for your windshield. Page Maintenance
and care When the engine is cold, check the level of the engine coolant in the reservoir. Page
Maintenance and care Check the coolant level in the reservoir before you drive your vehicle the

next few times with the engine cool. Page Maintenance and care Fill your engine coolant
reservoir as outlined in Adding engine coolant in this chapter. Start the engine and let it run
until it reaches normal operating temperature the engine coolant temperature gauge indicator
will be near the center of the normal area between H and C. Page Maintenance and care 5. Be
sure to put the dipstick back in the reservoir. With the parking brake engaged and your foot on
the brake pedal, start the engine and move the gearshift lever through all of the gear ranges.
Allow sufficient time for each gear to engage. Latch the gearshift lever in P Park and leave the
engine running. Page Maintenance and care Use of a non-approved automatic transmission
fluid may cause internal transaxle component damage. If an overfill occurs, excess fluid should
be removed by a qualified technician. Page Maintenance and care The filter is located just in
front of the windshield under the cowl grille on the passenger side of the vehicle. Release and
open the hood. Remove the four clips located on the cowl vent screen. Remove the cowl vent
screen. Remove the two screws retaining the cowl top inner panel shield. Remove the inner
panel shield. Page Maintenance and care 6. Remove the filter from the cabin air filter housing.
Install the new cabin air filter into the cabin air filter housing. Page Maintenance and care 8.
Replace the inner panel shield. Replace the two screws retaining the cowl top inner panel
shield. Replace the cowl vent screen. Page Maintenance and care Replace the four clips located
on the cowl vent screen. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free
battery which normally does not require additional water during its life of service. However, for
severe usage or in high temperature climates, check the battery electrolyte level. For longer,
trouble-free operation, keep the top of the battery clean and dry. Also, make certain the battery
cables are always tightly fastened to the battery terminals. Page Maintenance and care 2. Put
the gearshift in P Park , turn off all accessories and start the engine. Run the engine until it
reaches normal operating temperature. Allow the engine to idle for at least one minute. Page
Maintenance and care Changing the wiper blades To replace the wiper blades: 1. Pull the wiper
arm away from the windshield and lock into the service position. Turn the blade at an angle
from the wiper arm. Push the lock pin manually to release the blade and pull the wiper blade
down toward the windshield to remove it from the Page Maintenance and care U. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Page Maintenance
and care The temperature grade for this tire is established for a tire that is properly inflated and
not overloaded. Excessive speed, underinflation, or excessive loading, either separately or in
combination, can cause heat buildup and possible tire failure. Page Maintenance and care
Replacing the tires Replace the tires when the wear band is visible through the tire treads. When
replacing full size tires, never mix radial bias-belted, or bias-type tires. Use only the tire sizes
that are listed on the Certification or Tire Label. Page Maintenance and care Gasoline may
contain benzene, which is a cancer-causing agent. Page Maintenance and care When refueling
always shut the engine off and never allow sparks or open flames near the filler neck. Never
smoke while refueling. Fuel vapor is extremely hazardous under certain conditions. Care should
be taken to avoid inhaling excess fumes. The flow of fuel through a fuel pump nozzle can
produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel
container. Page Maintenance and care The fuel system may be under pressure. If the fuel filler
cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. Otherwise, fuel may spray out and injure you or others. If you do not
use the proper fuel filler cap, excessive pressure or vacuum in the fuel tank may damage the
fuel system or cause the fuel cap to disengage in a collision, which may result in possible Page
Maintenance and care more pronounced. If the problems persist, see your dealer or a qualified
service technician. It should not be necessary to add any aftermarket products to your fuel tank
if you continue to use high quality fuel of the recommended octane rating. Page Maintenance
and care Replace the fuel filter with an authorized Motorcraft part. The customer warranty may
be void for any damage to the fuel system if an authorized Motorcraft fuel filter is not used. Your
results will be most accurate if your filling method is consistent. Calculating fuel economy 1.
Page Maintenance and care Do not park, idle, or drive your vehicle in dry grass or other dry
ground cover. The emission system heats up the engine compartment and exhaust system,
which can start a fire. Illumination of the indicator, charging system warning light or the
temperature warning light, fluid leaks, strange odors, smoke or loss of engine power, could
indicate that the emission control system is not working properly. Page Maintenance and care
Allow the vehicle to sit for at least eight hours without starting the engine. Then, start the
engine and complete the above driving cycle. The engine must warm up to its normal operating
temperature. Once started, do not turn off the engine until the above driving cycle is complete.

Page Maintenance and care Replacing headlamp bulbs To remove the headlamp bulb: 1. Make
sure headlamp switch is in OFF position. Remove the bolt from the headlamp housing. At the
back of the headlamp, pry up and remove the two retainer pins to release the headlamp
assembly from the vehicle and pull headlamp forward. Disconnect the electrical connector from
the bulb by pulling rearward. Remove the bulb retaining ring by rotating it counterclockwise.
Remove the old bulb from the lamp assembly by pulling it straight out of the lamp assembly.
Install the bulb retaining ring over the plastic base and lock the ring by rotating clockwise until
it snaps into place. Connect the electrical connector to the bulb. Install the protective dust
shield and lock the shield by rotating it clockwise until it locks into position. Carefully pull bulb
straight out of the socket and push in the new bulb. Install the bulb socket into the lamp
assembly by rotating it clockwise. Carefully position the headlamp assembly onto the vehicle.
Page Maintenance and care Note the number of the push pins before removal. Remove the
insulator by carefully prying out the push pins to gain access to the bulb sockets. Remove the
bulb socket by rotating it counterclockwise and pulling it down from the lamp assembly.
Remove the rubber plug from the lower access hole in the upper portion of the liftgate. Remove
four nuts from the lamp assembly. Carefully lift the lamp assembly away from the liftgate.
Remove the bulb socket by rotating it counterclockwise and pulling it out from the lamp
assembly. Page Maintenance and care Replacing license plate lamp bulbs Wagon 1. Remove
screw and the license plate lamp assembly from liftgate. Remove bulb socket by turning
counterclockwise. Carefully pull the bulb out from the socket and push in the new bulb. Follow
the same steps to replace either bulb. Follow the same steps to replace either bulb: 1. Open the
liftgate to expose the lamp assemblies. Page Maintenance and care Vertical aim adjustment 1.
Park the vehicle on a level surface approximately 7. Page Customer Assistance Maintenance
and care To see a clearer light pattern for adjusting, you may want to block the light from one
headlamp while adjusting the other. Locate the vertical adjuster on each headlamp. Using a 4
mm wrench, turn the adjuster either clockwise to adjust down or counterclockwise to adjust up.
Page Maintenance and care Any gasoline spilled on the vehicle or deposits such as bird
droppings should be washed and sponged off as soon as possible. Remove any exterior
accessories, such as antennas, before entering a car wash. Page Maintenance and care
Cleaning the wheels Wash with the same detergent as the body of your vehicle. Do not use
acid-based or alcohol-based wheel cleaners, steel wool, fuel or strong detergents. Never use
abrasives that will damage the finish of special wheel surfaces. Page Maintenance and care
blades should be cleaned on a regular basis, and blades or rubber elements replaced when
worn. Cleaning the instrument panel Clean with a damp cloth, then dry with a dry cloth. Avoid
cleaner or polish that increases the gloss of the upper portion of the instrument panel. Page
Maintenance and care Do not use chemical solvents or strong detergents when cleaning the
seat mounted side air bag. Such products could contaminate the side air bag system and affect
performance of the side air bag in a collision. Woodtone trim Wipe stains with a soft cloth and a
multi-purpose cleaning solution. Refer to Adding engine coolant, in the Maintenance and Care
chapter. Page Capacities and specifications Please note that in the graphic XXXX is
representative of your vehicle identification number. Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block, frame and
transaxle. There are several plans available in various time, distance and deductible
combinations which can be tailored to fit your own driving needs. Ford ESP also offers
reimbursement benefits for towing and rental coverage. Page Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page P. The dealership Board member is chosen from Ford and Lincoln Mercury dealership
management, recognized for their business leadership qualities. What the Board needs These
officials can inform you of local vehicle registration regulations and where to find unleaded fuel.
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. Page Customer
assistance Travel equipment Electrochromic inside mirror with compass Electrochromic inside
mirror with compass and temperature Emergency kit Factory luggage rack adaptors First aid kit
Framed luggage carrier HomeLink Removable luggage rack Removable luggage rack adapters
Soft luggage cover Speed control Track rider bars Protection and appearance equipment Air
bag anti-theft locks Page Index Index Accessory delay Page Index Child safety seats Page Index
idle speed control Page Index high beam Page Index child safety seats Fuel tank capacity
Ensure the correct automatic transmission fluid is used. Transmission fluid requirements are

indicated on the dipstick or on the dipstick handle. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. WARNING: Engine exhaust, some of its constituents, and certain vehicle
components contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. In addition, certain Warning: Engine exhaust, some of
its constituents, and certain vehicle components contain or emit chemicals known to the State
of California to cause cancer and birth defects or other reproductive harm. In addition, certain
fluids contained in vehicles and certain products of component Nov 27, Sunday, November 27,
PM. Page 3. Manual insert sent to owners. Recall 00V Ford Navigator, MY: Owner's manuals do
not provide instruction on use to tether anchors or identify their locations. Ford Taurus, MY:.
Mar 29, Ford Ranger Supercab pickup 2WD , 3. Ford Fusion, 3. Many of Ford's manual air
conditioning systems use an electronic blend door actuator motor to control the temperature of
the air entering the passenger compartment. This signal Jun 21, If you are looking for Repair
Manual Mercury Sable, our library is free for you. We provide copy of Repair Manual Mercury
Sable in digital format, so the resources that you find are reliable. There are also many Ebooks
of related with this subject. Step-By-Step Instructions. Make these three checks to. Jul 24, This
TSB article is being republished in its entirety. NOTE to update the model year vehicles and the.
NOTE: Check your owners manual to confirm fluid specification recommended. With so many
Prior to Ford Type F. Type F. Establish the base value of the vehicle, using the provided base
value guide. Determine the beginning month of taxation, based on the date of first registration.
The header at the top of the page will Exceptional Auto. George MacAfee. Weight Limit of the
CR. Follow CR Figure 1 a Ford Taurus vs. In response to criticism that the U. Identification
Number located on the dash panel. For and newer cars, refer to the 8th digit of VIN for the
correct engine code. V-6 3. Return - Gear To Cooler. The information, specifications and
illustrations in this manual are based on the latest information available at the time of printing.
Read, understand and follow all safety messages and instructions in this manual, the Look for.
Feb 2, Welcome to the This all new digital PDF format will allow us to keep you up to date on
changes , new models covered, and new capabilities in future updated versions Mark 7. Town
Car. Pick up. RX-7 Turbo. Grand Marquis. Sable LS. Listed below are the vehicles with the
highest fuel economy for the most popular classes, including both automatic and manual
transmissions and gasoline, diesel, and alternative fuel vehicles. Please be aware that many of
these All Rights Reserved. Designed by Templatic. Home Copyright Privacy Contact.
Diagnosing Ford's Electronic Blend Door Actuator For Manual Air Many of Ford's manual air
conditioning systems use an electronic blend door actuator motor to control the temperature of
the air entering the passenger compartment. MODIS Scanner Plug-in User Manual The
information, specifications and illustrations in this manual are based on the latest information
available at the time of printing. Recent Documents repair manual for a ford tractor amada lc
manual range rover owners manual download karen timberlake chemistry lab manual steinke
basic materials in music theory instructors manual polaris sportsman efi service manual
download information literacy instruction theory and practice second edition information
literacy sourcebooks seth on death and the afterlife free download ford transit owners manual
the great chief justice john marshall and the rule of law american political thought university
press of kansas owners manual homelite gas hedge perennial garden plants or the modern
florilegium manual general de organizacin del inah fiat 88 94 manual kohler command pro
service manual broverman guide to mlc delica fuel pump manual meeting legal challenges
educational leadership for the 21st century quick answers for busy teachers solutions to 60
common challenges. All Rights Reserved Designed by Templatic. This listing is for part or
sub-assembly number given below only. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Picture
Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast shipping, and easy
returns. Learn more - Top Rated Plus - opens in new window or tab. Get the item you ordered or
get your money back. Learn more - eBay Money Back Guarantee - opens in new window or tab.
Seller information gotgoodmerchandise Contact seller. Visit store. See other items More See all.
Item Information Condition:. Sign in to check out Check out as guest. Make Offer. Resume
making your offer , if the page does not update immediately. Add to Watchlist Remove from
watch list. Watch list is full. Longtime Member. Fast and safe Shipping. This amount is subject
to change until you make payment. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Item location:. Pearland, Texas, United
States. Ships to:. United States and many other countries See details. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or

tab This amount includes applicable customs duties, taxes, brokerage and other fees. Estimated
between Wed. Delivery times may vary, especially during peak periods. Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More opens in a new window or tab Any international shipping and import charges are paid in part to
Pitney Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid
in part to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored
items. Showing Slide 1 of 2 - Carousel. Add to cart to save with this special offer. If you Buy It
Now, you'll only be purchasing this item. If you'd like to get the additional items you've selected
to qualify for this offer, close this window and add these items to your cart. Buy only this item
Close this window. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We were
unable to complete your request. Please try again later. This part is not compatible with this.
Compatibility information is not available for this item. Oops, something went wrong. This part
is compatible with below vehicle s. This part is compatible with below vehicle s matching this. A
quantity of 2 is recommended. Portions of the information contained in this table have been
provided by gotgoodmerchandise. Shipping and handling. This item will ship to Ukraine , but
the seller has not specified shipping options. Contact the seller - opens in a new window or tab
and request a shipping method to your location. Shipping cost cannot be calculated. Please
enter a valid ZIP Code. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but
item is covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. GS Sedan 4-Door. GS
Wagon 4-Door. LS Premium Sedan 4-Door. LS Premium Wagon 4-Door. LS Sedan 4-Door. LS
Wagon 4-Door. International Priority Shipping. You are in the best place where you can find the
proper manual for your exact car! Since manufacturers, on a regular basis, change or modify
car models to enhance performance and looks, no one manual can completely serve a vehicle
that has been modified from its earlier original manufacture. Or do you agree that a single
Mercury Sable service manual can fit the requirements of another car models? For anyone of
you, who think the answer may be yes, are terribly wrong! Even though many car models of two
consecutive years or of two very different years may seem exactly same at the first glance,
however the difference they are carrying within is immense. However signifying the difference
between two models will be quite a task for us, however skilled electricians are quite capable of
identifying the wiring diagram differences between models of two different years. The answer it
will be always: yes! Information is specific to your year make, model, engine and transmission
type. Accurate OE factory wiring diagrams with wire splice and ground locations. You can have
with you anytime, PDF has a small size. You do not have to pay ever online subscription.
Websites can disappear overnight. Can be easily printed, in whole or in part. Does not require
any software installation. Works on any computer, laptop, smartphone, iPad, iPhone, or tablet.
My Cart 0 Shopping Cart. Your cart is empty. Please do not close this page. Will be redirected
after we register your order! Thank you! This manual is specific to a Mercury Sable.
RepairSurge is compatible with any internet-enabled computer, laptop, smartphone or tablet
device. It is very easy to use and support is always free. We wish we could just show you the
entire manual before you buy, but our publishing agreement with the auto manufacturers
prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but they authorize
our manuals and that's what their lawyers require. Here are some of the comments we have
received from users of RepairSurge. These customers have agreed to allow us to publicly
display their testimonials. We know buying anything online is a risk. Once again, we wish we
could just show you the entire manual before you buy, but our publishing agreement with the
auto manufacturers prevents this. We'll get you the repair information you need, every time, or
your money back. Manufacturer: Mercury. Model: Sable. Production Year: Step by Step
Instructio
1998 honda crv fuse box diagram
kia rio parts catalog

2011 e350 fuse box diagram

ns. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is what you'll get.
Step-by-step factory recommended repair instructions. Unlimited access to personal support
reps who are always available to assist you. We can answer your questions about using the
software or help you find the specific information you need for your Mercury Sable. Free
real-time updates! Your manual is updated with revised information as soon as it is released.
Access on your terms. Unlimited access to your Mercury Sable manual on a yearly basis. We'll
get you the repair information you need, every time, or we'll refund your purchase in full. Can I
see what the manual looks like? See our guarantee below. You are protected in case the manual
turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised,
quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online
transaction is protected by safe and secure SSL encryption technology.

