2002 ford f150 fuse panel

Diamond Jim helped make these videos. The video above shows how to replace blown fuses in
the interior fuse box of your Ford F in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your F is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Fords have multiple interior fuse
boxes including in the trunk - the video above will show you where the interior fuse box of your
F is located. If your F has many options like a sunroof, navigation, heated seats, etc, the more
fuses it has. Some components may have multiple fuses, so make sure you check all of the
fuses that are linked to the component in question. If you need to replace a blown fuse in your
F, make sure you replace it with one that has the same amperage as the blown fuse. If checking
and replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your F Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. He has
broad expertise on basic repair procedures covering the majority of cars on the road. If your
brake fluid is a little low, learn how to add some here. Ignoring a low level leads to big problems.
Car companies often use the same engines in different cars. They also slightly alter the styling
and sell the same car by two different names amongst other tricks to help offset development
costs. Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Proper jumpstart procedure. Learning how to jump your
car before you need to is an excellent idea. Seal minor power steering fluid leaks. See how to
seal up minor power steering fluid leaks. Replace brake lights. Burnt out brake lights increase
your chance of getting rear ended - check and change yours today. Add brake fluid. See all
videos for the Ford F We have a massive and growing video library, but we don't have
everything Honda City helped make these videos. The video above shows how to replace blown
fuses in the interior fuse box of your Ford F in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your F is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Fords have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your F is located. If your F has many options like a sunroof, navigation, heated seats, etc,
the more fuses it has. Some components may have multiple fuses, so make sure you check all
of the fuses that are linked to the component in question. If you need to replace a blown fuse in
your F, make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your F
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. If you
are leaking oil and parking on your oil spots each night, the oil is breaking down your tires'
rubber. Carmakers are hiding interior fuse boxes all over the place these days - see how to
check your interior fuses here! Car companies often use the same engines in different cars.
They also slightly alter the styling and sell the same car by two different names amongst other
tricks to help offset development costs. Our system selects the most applicable video for your
car based, in part, on these characteristics. The video displayed may not look exactly like your
car, but may be relevant enough for you to get a good idea how to do it. Getting Started Prepare for the repair. Share on. Full list of part and tools. Author Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. Replace your car
battery. Did you know that heat is worse for your battery than cold? Replace it every 4 years.
Plug the oil leak. Check for a blown interior fuse. Replace fog lights. Don't be caught in the fog
with burnt out fog light bulbs. See all videos for the Ford F We have a massive and growing
video library, but we don't have everything Power distribution box location Passenger
compartment fuse panel Relay box 4. Relay box 5. Primary battery fuses megafuses. Power
distribution box Power distribution box is located in driver's side of engine compartment. Fuse
box diagram , model year. Fuse box diagram model year. Door lock switch, driver side , Door
lock switch, passenger side , Central Security Module Running board lamp, left front, Running
board lamp, left rear, Running board lamp, right front, Running board lamp, right rear. Running

board lamp, left front, Running board lamp, left rear, Running board lamp, right front, Running
board Samp, right rear. The fuse panel is located below and to the left of the steering wheel by
the brake pedal. Remove the panel cover to access the fuses. To remove a fuse use the fuse
puller tool provided on the fuse panel cover. Fuse box diagram Ford F Fuse box layout Mirror
turn signal relay, left, Mirror turn signal relay, right, Exterior rear view mirror switch 17B In-line
luse 2, Radio Clutch pedal position switch, Clutch triple function switch jumper, Centra! Relay
box 1 Ford F Relay box 2 Ford F Relay box 3 Ford F Relay box 4 Ford F Auxiliary relay box 4 is
located behind left side of instrument panel. Relay box 5 Ford F Auxiliary relay box 5 is located
behind right side of instrument panel. Bi-fuel relay module. Primary battery fuses megafuses F
Ford recommends that megafuses only be serviced by a qualified service technician. Skip to
content. Heated seat module, passenger side front. Heated seat module, driver side front 14C
Ad vertisements. In this article, we consider the tenth-generation Ford F, produced from to Here
you will find fuse box diagrams of Ford F , , , , , and , get information about the location of the
fuse panels inside the car, and learn about the assignment of each fuse fuse layout and relay.
The fuse panel is located below and to the left of the steering wheel by the brake pedal behind
the cover. The power distribution box is located in the engine compartment left-side. The
minifuse panel is located behind the power distribution box. How to check the fuses? How to
replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Ford F Table of
Contents. Fuse box location. Engine minifuse panel The minifuse panel is located behind the
power distribution box. Fuse box diagrams. Learn more: How to check the fuses? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. Ok Privacy policy. Autolamp module,
Transmission overdrive control switch, Central security module, Beltminder. Bi-fuel injector
module, fuel selector switch and alternative fuel injectors Bi-fuel vehicles only. Quick Links. See
also: Workshop Manual. Table of Contents. Warning And Control Lights. Entertainment
Systems. Climate Controls. Electronic automatic temperature control. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Speed Control Cruise Control. Ford
motor company ford f owner's guide pages. Automobile Ford Crown Victoria Manual pages.
Ford motor company ford crown victoria owner's guide 16 pages. Ford motor company ford
escort owner's guide pages. Ford motor company ford windstar owner's guide 25 pages. Ford
motor company ford thunderbird owner's guide pages. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle
the greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. Ford makes
no representation as to the suitability of your vehicle for snowplowing, in particular regarding
the potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity, vehicle
crash integrity, or powertrain durability. Page 7 Using your vehicle as an ambulance Do not use
this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Notice to owners of pickup trucks and utility type vehicles Utility vehicles
have a significantly higher rollover rate than other types of vehicles. Page 8 Introduction These
are some of the symbols you may see on your vehicle. Page 11 Many lights will illuminate when
you start your vehicle to make sure the bulb works. If any light remains on after starting the
vehicle, have the respective system inspected immediately. Service engine soon Illuminates
briefly to ensure the system is functional. Page 12 Instrument Cluster Check fuel cap Illuminates
when the fuel cap is not installed correctly. Check the fuel cap for proper installation. When the
fuel filler cap is properly re-installed, the light s will turn off after a period of normal driving.
Page 13 Instrument Cluster malfunctioned and is disabled, however, the normal brake system
will still function unless the brake warning light also remains illuminated and parking brake is
off. Refer to Brakes in the Driving chapter for more information. Safety belt Illuminates to
remind you to fasten your safety belts. Page 14 Instrument Cluster Low washer fluid if equipped
Illuminates when the windshield washer fluid is low. Four wheel drive low if equipped
Illuminates when four-wheel drive low is is engaged. Page 17 Engine coolant temperature gauge
Indicates the temperature of the engine coolant. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine immediately and
let the engine cool. Page 18 Instrument Cluster Battery voltage gauge Indicates battery voltage.
Fuel gauge Displays approximately how much fuel is in the fuel tank. The fuel gauge may vary
slightly when the vehicle is in motion or on a grade. Page 19 Instrument Cluster Trip odometer
Registers the kilometers miles of individual journeys. Press and hold the button for three
seconds to reset. Tachometer if equipped Indicates the engine speed in revolutions per minute.
Turn the control to raise or lower volume. TREB Speaker balance adjust Speaker sound

distribution can be adjusted between the right and left speakers Page 22 Entertainment Systems
Seek function The seek function control works in radio mode. Scan function The scan function
works in radio mode. Page 23 Setting memory preset stations 1. Select the frequency band with
the AM or the FM select control. Select a station. Refer to Tune adjust or Seek function for more
information on selecting a station. Press and hold a memory preset control until the sound
returns, indicating the station is held in memory on the control you selected. Page 24
Entertainment Systems When in clock mode, the media information will display for 10 seconds,
when the radio is turned on, and then revert to clock information. Any time that the media is
changed, new radio station, etc. Rewind The rewind control works in tape mode. To rewind in
tape mode, press the REW control. This lighting feature is operable when the headlamps are
illuminated. During the operation of any selected mode, lighting for the individual function
controls will either illuminate or turn off. Page 27 Turn the control to raise or lower volume.
Speed sensitive volume if equipped With this feature, radio volume changes automatically and
slightly with vehicle speed to compensate for road and wind noise. Speaker balance adjust
Speaker sound distribution can be adjusted between the right and left speakers. Speaker fade
adjust Speaker sound can be adjusted between the front and rear speakers. Page 29 three
seconds or more and you press that selection from the beginning. After the last track has been
completed, the first track of the current disc will automatically replay. Page 30 Entertainment
Systems 2. Autoset memory preset Autoset allows you to set strong radio stations without
losing your original manually set preset stations. Page 31 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs
with homemade paper adhesive labels should not be inserted into the CD player. Pressing the
control for more than three seconds results in fast rewind. Fast forward The fast forward control
works in CD mode. Page 33 Mute mode Press the control to mute the playing media. Press the
control again to return to the playing media. Speed sensitive volume if equipped With this
feature, radio volume automatically changes slightly with vehicle speed to compensate for road
and wind noise. Press the TREB control. Use the SEL control to increase or decrease the
amount of treble. Page 40 Entertainment Systems Starting autoset memory preset 1. Press the
AUTO control. When the first six strong stations are filled, the station stored in memory preset
control 1 will start playing. If there are less than six strong stations available on the frequency
band, the remaining memory preset controls will all store the last strong station available. Play
will begin on the first track of the disc unless the CD changer is in shuffle mode. Refer to
Shuffle feature for more information. Hold the control to continue reversing through the discs.
Pressing the control for more than three seconds results in fast forward action. Page 43 Shuffle
feature The shuffle feature operates in CD mode and plays all tracks on the current disc in
random order. If equipped with the CD changer, the shuffle feature continues to the next disc
after all tracks are played. Traffic information is not available in most U. Press the - control to
decrease volume. From the rear seat controls, volume control can be set no higher than the
current radio setting unless the speakers are turned off. Refer to Turning speakers on and off.
Page 49 Entertainment Systems If you pull too hard on the disc holder, the disc holder may
come completely out of the magazine. If this happens, reinsert the disc holder back into the
magazine while pressing on the lever A. Line up the CD with the groove of the disc holder. Page
50 Due to technical incompatibility, certain recordable and re-recordable compact discs may not
function correctly when used in Ford CD players. Page 51 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Weak signals are sometimes captured by stronger signals when you pass a
broadcast tower. A stronger signal may temporarily overtake a weaker signal and play while the
weak station frequency is displayed. The audio system automatically switches to single channel
reception if it will improve the reception of a station normally received in stereo. Temperature
control knob Controls the temperature of the airflow inside the vehicle. On heater-only systems,
the air cannot be cooled below the outside temperature. Mode selector control Controls the
direction of the airflow to the inside of the vehicle. Page 56 Climate Controls Temperature
control knob Controls the temperature of the airflow inside the vehicle. Mode Selector Control
Controls the direction of the airflow to the inside of the vehicle. However, the air will not be
cooled below the outside temperature because the air conditioning does not operate in this
mode. The outside temperature function will continue to operate until the ignition is turned off.
The selected temperature and the word AUTO will appear in the display window. The EATC
system will either heat or cool to achieve the selected temperature. The EATC will continue
maximum cooling disregarding the displayed temperature until a warmer temperature is
selected by pressing the red control. Page 61 The display will show indicate manual fan
operation. Manual override controls The manual override controls allow you to determine where

airflow is directed. Page 62 Climate Controls in this mode. The air will be heated or cooled
based on the temperature selection. For added customer comfort, the air distributed through
the floor ducts will be slightly warmer than the air sent to the windshield defroster ducts. Rotate
to the second position to turn on the headlamps. Autolamp control if equipped The autolamp
system provides light sensitive automatic on-off control of the exterior lights normally
controlled by the headlamp control. Always remember to turn on your headlamps at dusk or
during inclement weather. Move the control to the full upright position, past detent, to turn on
the interior lamps. Move the control to the full down position, past detent, to prevent the interior
lights from illuminating when the doors are opened. If equipped with a moon roof, the map
lamps are located on the moon roof control panel. Press the control next to the map lamp to
illuminate the lamp. The reading lamps can be turned on by pressing the rocker controls next to
each lamp. Page Bulb Replacement Using the right bulbs Replacement bulbs are specified in
the chart below. The correct bulbs will not damage the lamp assembly or void the lamp
assembly warranty and will provide quality bulb burn time. Page 70 Lights 6. Disconnect the
electrical connector from the bulb by pulling rearward. Remove bulb retainer ring by turning it
counterclockwise, then slide the ring off the plastic base. Without turning, carefully pull bulb
assembly out of headlamp assembly and replace. Remove screw from the lamp assembly.
Disengage lamp assembly it has a snap fit by pulling straight forward. Remove bulb socket from
the parking lamp assembly by turning it counterclockwise. Follow the same steps to replace
either bulb: 1. If equipped, remove tail lamp covers. Page 73 Lights Replacing foglamp bulbs if
equipped 1. Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect
the electrical connector from the foglamp bulb. Connect the new foglamp bulb to the electrical
connector. Install the bulb socket in the foglamp by turning clockwise. Replacing signal mirror
lamp bulbs if equipped For bulb replacement, see a dealer or qualified technician. The bars of
varying length are for intermittent wipers. When in this position rotate the control upward for
fast intervals and downward for slow intervals. Page 75 Driver Controls 1. Pull the wiper arm
away from the windshield and lock into the service position. Turn the blade at an angle from the
wiper arm. Push the lock pin manually to release the blade and pull the wiper blade down
toward the windshield to remove it from the arm. Page 77 Driver Controls 1. Remove the storage
clip from the door. Place Velcro hook onto side of aftermarket transmitter opposite of actuator
control. Place the transmitter into storage compartment, control down. Refer to Electric
automatic temperature control in the Climate controls chapter. Page 79 Compass zone
adjustment 1. Determine which magnetic zone you are in by referring to the zone map. Turn the
ignition to the ON position. The display should show the current zone number. Do not hang any
type of accessory or accessory bracket from the plug. Improper use of the power outlet can
cause damage not covered by your warranty. The auxiliary power point is located on the
instrument panel. Hard objects can injure you in a collision. The overdrive function allows
automatic upshifts and downshifts through all available gears. Page 84 Driver Controls 2. Move
the control in the direction you wish to tilt the mirror. Return to the center position to lock
mirrors in place. Adjust spotter mirrors if equipped manually. Signal mirrors if equipped When
the turn signal is activated, the outer portion of the appropriate mirror housing will blink red.
Page 85 The adjustment allows for approximately 76 mm 3 inches of maximum travel. Never
adjust the accelerator and brake pedal with feet on pedals or while the vehicle is moving. If you
drive up or down a steep hill, your vehicle speed may vary momentarily slower or faster than the
set speed. Each press will decrease the set speed by 1. Disengaging the speed control will not
erase the previously programmed set speed. Pressing OFF will erase the previously
programmed set speed. Page 90 Driver Controls Retain the original transmitter for use in other
vehicles as well as for future programming procedures i. It is also suggested that upon the sale
of the vehicle, the programmed Homelink Universal Transceiver buttons be erased for security
purposes, refer to Programming in this section. Page 91 Driver Controls device should activate
when the HomeLink button is pressed and released. If the red light blinks rapidly for two
seconds and then turns to a continuous red, proceed with steps 6 through 8 to complete
programming of a rolling code equipped device. Release both buttons. Do not hold for longer
that 30 seconds. The red indicator light will flash slowly and then rapidly after HomeLink
accepts the radio frequency signal. Operating TravelNote TravelNote records and stores
messages for up to three minutes in total length with simple controls. Page 94 Driver Controls
To delete a message: 1. Press and release the DEL button while listening to a message or
shortly after. The indicator light will flash green twice. Lower the tailgate. Use a screwdriver to
pry the spring clip on each connector past the head of the support screw. Disconnect cable.
Disconnect the other cable. Page 96 Driver Controls 4. Evenly push down on the extender and
push the round knobs in on each side locking it in place. Green markings on the shaft indicate
the locked position. The locking clip screws below the middle bar can be tightened

counterclockwise for extra security. The cover can be rolled up and stowed behind the cab, or
removed completely from the vehicle. Page 98 Driver Controls 4. Starting from the opposite side
of the vehicle, pull cover away from the side rail and roll the cover from rear to front. Secure the
cover behind the cab with two straps. The cover may be removed from the vehicle by sliding it
sideways out of the front rail. In case of loss, replacement keys are available from your dealer.
You should always carry a second key with you in a safe place in case you require it in an
emergency. Adults are advised to familiarize themselves with the operation and location of the
release handle. Page Locks and Security Locking the doors Press this control to lock all doors.
To confirm doors are closed and locked, press this control a second time within three seconds.
The door s will lock again, the horn will chirp once and the lamps will flash. If any of the doors
are open or ajar, the horn will make two quick chirps, reminding you to properly close the Page
be up to 10 meters 33 feet away from your vehicle. Page Locks and Security When pressing the
controls on the keyless entry keypad, press the middle of the controls to ensure a good
activation. This system will disable the power door lock controls. These will not work until the
vehicle is disarmed. Programming your own personal entry code To program your own code: 1.
Page The SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket
remote start systems. Use of these systems may result in vehicle starting problems and a loss
of security protection. Page OFF and restart the engine with all other objects on the key ring
held away from the ignition key. Check to make sure the coded key is an approved Ford coded
key. Page Locks and Security 1. Insert the first previously programmed coded key into the
ignition and turn the ignition from 1 OFF to 3 ON maintain ignition in 3 ON for at least one
second, but no more than ten seconds. The purpose of these head restraints is to help limit
head motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Ensure that the seat is relatched into place. Make sure that the seat is relatched into place. Page
Seating and Safety Restraints Lift handle to move seat forward or backward. Pull lever up to
adjust seatback. Using the manual lumbar support Turn the lumbar support control toward the
front of vehicle to move the lumbar support forward for more direct support. Page Seating and
Safety Restraints Always drive and ride with your seatback upright and the lap belt snug and
low across the hips. Page Seating and Safety Restraints 1. Pull control to release seat cushion.
Rotate seat cushion up until it locks into vertical storage position. Returning the seat to seating
position Always be sure that the seat is in a latched position, whether the seat is occupied or
empty. Page Seating and Safety Restraints 2. Pull control to release seat. Pull seatback toward
front seat and down into load floor position. Make sure seat is pushed all the way down and
locks into position. Pull control on the side of the seat to release seat cushion from the load
floor position. Lift seatback up until it locks into vertical position. Return the head restraint to
its original position. If the head restraint is inserted backwards, it may lock and not be
removable by using the release Page Safety Restraints Seating and Safety Restraints Using the
armrest if equipped Push the release control to move the armrest up or down. To reduce the
risk of injury, make sure children sit where they can be properly restrained. Page Seating and
Safety Restraints In a rollover crash, an unbelted person is significantly more likely to die than a
person wearing a safety belt. Each seating position in your vehicle has a specific safety belt
assembly which is made up of one buckle and one tongue that are designed to be used as a
pair. To unfasten, push the release button and remove the tongue from the buckle. Page Seating
and Safety Restraints response to vehicle movement. The front seat belt system can also be
made to lock manually by quickly pulling on the shoulder belt. Page emergency locking mode.
Ford recommends that all safety belt assemblies and attaching hardware should be inspected
by a qualified technician after any collision. Safety belt assemblies not in use during a collision
should also be inspected and replaced if either damage or improper operation is noted. Failure
to replace the Belt and Retractor assembly could increase the risk of injury in collisions. To
raise the height of the shoulder belt, slide the height adjuster up. Pull down on the height
adjuster to make sure it is locked in place. Page Seating and Safety Restraints Shorten and
fasten the belt when not in use. To fasten, grasp the tongue, and with a continuous motion, pull
out enough webbing to buckle the tongue into the correct buckle the buckle closest to the
direction the tongue is coming from. Page Seating and Safety Restraints Reasons given Sitting
on the safety belt will increase the risk of injury in an accident. Wait until the safety belt warning
light turns off. Approximately 1â€”2 minutes. Page Air Bags if equipped , LATCH child seat
tether anchors and lower anchors if equipped , and attaching hardware, should be inspected
after a collision. Ford Motor Company recommends that all safety belt assemblies used in
vehicles involved in a collision be replaced. Page Seating and Safety Restraints collision
including information about the air bag system and impact severity. This information will assist
Ford Motor Company in servicing the vehicle and in helping to better understand real world

collisions and further improve the safety of future vehicles. Page Do not attempt to service,
repair, or modify the air bag supplemental restraint systems or its fuses. See your Ford or
Lincoln Mercury dealer. The front passenger air bag is not designed to offer protection to an
occupant in the center front seating position. Page Seating and Safety Restraints How does the
air bag supplemental restraint system work? The air bag SRS is designed to activate when the
vehicle sustains sufficient longitudinal deceleration. The fact that the air bags did not inflate in a
collision does not mean that something is wrong with the system. Page Seating and Safety
Restraints If the air bag has deployed, the air bag will not function again and must be replaced
immediately. If the air bag is not replaced, the unrepaired area will increase the risk of injury in a
collision. Page Seating and Safety Restraints Disposal of air bags and air bag equipped vehicles
including pretensioners For disposal of air bags or air bag equipped vehicles, see your local
dealership or qualified technician. Page Seating and Safety Restraints The safety belts for the
driver and right front passenger seating positions have been specifically designed to function
together with the air bags in certain types of crashes. When you turn OFF your air bag, you not
only lose the protection of the air bag, you also may reduce the effectiveness of your safety belt
system, which was designed to work with the air bag. Child age 1 to Page To improve the fit of
both the lap and shoulder belt on children who have outgrown child safety seats, Ford Motor
Company recommends use of a belt-positioning booster. Booster seats position a child so that
safety belts fit better. They lift the child up so that the lap belt rests low across the hips and the
knees bend comfortably. Page Seating and Safety Restraints Follow all instructions provided by
the manufacturer of the booster seat. Never use pillows, books, or towels to boost a child. Ford
recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. For more information on
top tether straps, refer to Attaching safety seats with tether straps. Page Seating and Safety
Restraints Children 12 and under should be properly restrained in the rear seat whenever
possible. Position the child safety seat in a seat with a combination lap and shoulder belt. Pull
down on the shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating
and Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until you hear a snap and feel the
latch engage. Make sure the tongue is latched securely by pulling on it. Page Seating and Safety
Restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before placing the
child in the seat, forcibly tilt the seat forward and back to make sure the seat is securely held in
place. To check this, grab the seat at the belt path and attempt to move it side to side and
forward and back. Page Seating and Safety Restraints 3. Be sure the belt webbing is not twisted.
Insert the tongue into the correct buckle for that seating position until you hear and feel the
buckle engage. Position the child safety seat on the seat cushion. Route the child safety seat
tether strap over the back of the seat. Page Seating and Safety Restraints before installing the
child seat. Refer to the Folding Down The Rear Seats section in this chapter for information on
how to operate the rear seats. Clip the tether strap to the anchor as shown. Refer to the
Installing child safety seats in combination lap and shoulder belt seating positions section of
this chapter for further instructions to secure the Route the tether strap through the loop
directly behind the child seat. Attach the strap hook onto the loop behind an adjacent seating
position. Install the child safety seat tightly using the safety belts. Follow the instructions in this
chapter. Page Seating and Safety Restraints seat. If you install a child seat at the center rear
position, use the vehicle lap belt and the top tether anchor. Your vehicle seat may have plain
buttons, instead of this symbol, to indicate the location of the LATCH lower anchors. LOCK,
locks the steering wheel, automatic transmission gearshift lever and allows key removal. OFF,
shuts off the engine and all accessories without locking the steering wheel. Page Driving Do not
park, idle, or drive your vehicle in dry grass or other dry ground cover. The emission system
heats up the engine compartment and exhaust system, which can start a fire. Do not start your
vehicle in a closed garage or in other enclosed areas. Page Driving Make sure the
corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle
serviced. Starting the engine Note: Whenever you start your vehicle, release the key as soon as
the engine starts. Page 1. Turn the key to 5 START without pressing the accelerator pedal and
release as soon as the engine starts. The key will return to 4 ON. Page Brakes Driving If you
ever smell exhaust fumes of any kind inside your vehicle, have your dealer inspect and fix your
vehicle immediately. Do not drive if you smell exhaust fumes. These fumes are harmful and
could kill you. Page If you are driving down a long or steep hill, shift to a lower gear. Do not
apply your brakes continuously, as they may overheat and become less effective. A noise from
the hydraulic pump motor and pulsation in the pedal may be observed during ABS braking
events. Page Driving With the ABS light on, the anti-lock brake system is disabled and normal
braking is still effective unless the brake warning light also remains illuminated with parking

brake released. If your brake warning lamp illuminates, have your vehicle serviced immediately.
Parking brake Apply the parking brake whenever the vehicle is parked. Page Pull the release
lever to release the brake. Driving with the parking brake on will cause the brakes to wear out
quickly and reduce fuel economy. This loss of effectiveness does not affect normal driving and
should not be noticeable to the driver. To reduce the risk of injury, never run the engine with
one wheel off the ground, such as when changing a tire. If you cannot move the gearshift lever
out of P Park with ignition in the ON position and the brake pedal depressed: 1. Page Driving If
the parking brake is fully released, but the brake warning lamp remains illuminated, the brakes
may not be working properly. See your dealer or a qualified service technician. Driving with a
4â€”speed automatic transmission Understanding gearshift positions To put your vehicle in
gear, start the engine, depress the brake pedal, then move gearshift lever out of P Park. Page
Overdrive The normal driving position for the best fuel economy. Transmission operates in
gears one through four. Overdrive can be deactivated by pressing the transmission control
switch TCS on the end of the gearshift lever. Page Driving 1 First Use 1 Low to provide
maximum engine braking on steep downgrades. Upshifts can be made by shifting to 2 Second
or to Overdrive. Selecting 1 Low at higher speeds causes the transmission to shift to a lower
gear, and will shift to 1 Low after vehicle decelerates to the proper speed. Make sure the parking
brake is fully set. Depress the clutch pedal fully. Put the gearshift lever in neutral. Start the
engine and let it idle for a few seconds. Depress the brake pedal. Release the parking brake.
Page 4. Turn the ignition key to position 3 OFF. Do not park your vehicle in Neutral, it may move
unexpectedly and injure someone. Use 1 First gear and set the parking brake fully. Reverse
Make sure that your vehicle is at a complete stop before you shift into R Reverse. Page 4WD
system indicator lights The 4WD system indicator lights illuminate only under the following
conditions. If these lights illuminate when driving in 2WD, contact your Ford dealer as soon as
possible. Illuminates when 4H 4WD High is engaged. Illuminates when 4L 4WD Low is engaged.
Page Driving 3. Place the gearshift lever in N Neutral automatic transmission or depress the
clutch manual transmission. Page Do not leave the vehicle unattended with the transfer case in
the N Neutral position. Always set the parking brake fully and turn off the ignition when leaving
the vehicle. Place the gearshift in N Neutral automatic transmission or depress the clutch
manual transmission. Move the 4WD control to the 4H or 4L position. Driving off-road with truck
and utility vehicles 4WD vehicles are specially equipped for driving on sand, snow, mud and
rough terrain and have operating characteristics that are somewhat different from conventional
vehicles, both on and off the road. Page Driving Always set the parking brake fully and make
sure the gearshift is latched in P Park. Turn the ignition to the LOCK position and remove the
key whenever you leave your vehicle. If the parking brake is fully released, but the brake
warning lamp remains illuminated, the brakes may not be working properly. Page Driving
Parking On some 4WD vehicles, when the transfer case is in the N Neutral position, the engine
and transmission are disconnected from the rest of the driveline. Therefore, the vehicle is free
to roll even if the automatic transmission is in P Park or the manual transmission is in gear. Do
not leave the vehicle unattended with the transfer case in the N Neutral position. Page Ford
Motor Company joins the U. Page Driving slopes or hills. A danger lies in losing traction,
slipping sideways and possibly rolling over. Whenever driving on a hill, determine beforehand
the route you will use. Do not drive over the crest of a hill without seeing what conditions are on
the other side. Do not drive in reverse over a hill without the aid of an observer. Page If you
nevertheless decide to equip your 4WD for off-road use with tires larger than what Ford Motor
Company recommends, you should not use these tires for highway driving. Page Failure to
follow tire pressure recommendations can adversely affect the way your vehicle handles. Do not
exceed the Ford Motor Company recommended pressure even if it is less than the maximum
pressure allowed for the tire. Page Vehicle Loading Ford Motor Company recommends that
caution be used with any vehicle equipped with a high load or device such as ladder racks or
pickup box cover. Page Trailer Towing Driving Always ensure that the weight of occupants,
cargo and equipment being carried is within the weight limitations that have been established
for your vehicle including both gross vehicle weight and front and rear gross axle weight rating
limits. Under no circumstance should these limitations be exceeded. Inspect these components
carefully periodically during, and after any towing operation. Page Driving Engine Rear axle
ratio Maximum 4. If you use a rental trailer, follow the instructions that the rental agency gives
to you. This will also assist in transmission cooling. For additional information, refer to the
Driving with a 4â€”speed automatic transmission section in this chapter. Servicing after towing
If you tow a trailer for long distances, your vehicle will require more frequent service intervals.
Page If a distance of 80 km 50 miles or a speed of 56 km 35 mph must be exceeded, the drive
shaft will have to be removed before the vehicle is towed. Do not install a snowplow and plow
with your vehicle until it has been driven at least km miles. Additional equipment such as

snowplow equipment may effect the performance of the air bag sensors increasing the risk of
injury. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Use the following procedure to reset the fuel pump shut-off switch.
Turn the ignition to the OFF position. Check the fuel system for leaks. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. Standard fuse amperage
rating and color Fuse Mini Standard rating Page The fuses are coded as follows. Page Roadside
Emergencies Always replace the cover to the power distribution box before reconnecting the
battery or refilling fluid reservoirs If the battery has been disconnected and reconnected, refer
to the Battery section of the Maintenance and specifications chapter. The high-current fuses are
coded as follows. Instead, gradually decrease your speed. Hold the steering wheel firmly and
slowly move to a safe place on the side of the road. Page Roadside Emergencies If your vehicle
is equipped with 4WD, a spare tire of a different size than the road tires should not be used. Use
of such a tire could result in damage to driveline components and an increased risk of loss of
vehicle control, vehicle rollover, personal injury or death. Page 2. Attach the spare tire lock key
A to the jack handle B. Fully insert the jack handle through the bumper hole and into the guide
tube. The key and lock will engage with a slight push and counterclockwise turn. Some
resistance will be felt when turning the jack handle assembly. Page Roadside Emergencies If
the vehicle slips off the jack, you or someone else could be seriously injured. Refer to the
instruction sheet located with the jack for detailed tire change instructions. Park on a level
surface, activate hazard flashers and set the parking brake. Page When one of the rear wheels is
off the ground, the transmission alone will not prevent the vehicle from moving or slipping off
the jack, even if the transmission is in P Park or in the reverse gear manual transmission. To
prevent the vehicle from moving when you change the tire, be sure that the parking brake is set
and the diagonally opposite wheel is blocked. Do not start the engine when your vehicle is on
the jack. The jack is only meant for changing the tire. Page Jump Starting seven lug nut wheel :
M12 x 1. Use only Ford recommended replacement fasteners. Page Roadside Emergencies
Preparing your vehicle When the battery is disconnected or a new battery is installed, the
transmission must relearn its shift strategy. This operation is considered normal and will not
affect function or durability of the transmission. Page Roadside Emergencies 2. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside Emergencies
4. Do not use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not
connect the end of the second cable to the negative - terminal of the battery to be jumped. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. Page
Roadside Emergencies 3. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a wheel lift
or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Page Roadside Emergencies damage may occur. Ford Motor
Company produces a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the dealership could provide, after following the
steps described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page P. If you did not take advantage of the Ford Extended Service Plan
at the time of purchasing your vehicle, you may still be eligible. Please contact your dealer for
further information. Since this information is subject to The Dispute Settlement Board may not
be available in all states. The decisions of the Board are binding on Ford and, in some cases, on
the dealer but not on consumers who are free to pursue other remedies available to them under
state or federal law. Page If your vehicle must be serviced while you are traveling or living in
Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Customer Assistance If you are in another foreign country, contact the nearest
Ford dealership. If the dealership employees cannot help you, they can direct you to the nearest
Ford affiliate office. If you buy your vehicle in North America and then relocate outside of the U.
Page Reporting Safety Defects U. ENGINE Engines are more efficient when they are clean
because grease and dirt buildup keep the engine warmer than normal. Page Use only approved
products to clean plastic parts. These products are available from your dealer. Dry the area with
a soft cloth. Visit the Web site at If you are unable to obtain King Ranch F Leather Conditioner,
use another premium leather conditioner. These quality products have been specifically

engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. If your vehicle requires professional service, your dealership
can provide the necessary parts and service. Page Maintenance and Specifications 4. Block the
wheels to prevent the vehicle from moving unexpectedly. Set the parking brake and ensure the
gearshift is securely latched in P Park. Note: Do not start your engine with the air cleaner
removed and do not remove it while the engine is running. Battery 2. Engine oil filler cap 3.
Engine oil dipstick 4. Clutch fluid reservoir manual transmission 5. Brake fluid reservoir 6.
Power distribution box 7. Engine coolant reservoir 8. Power steering fluid reservoir 2. Clutch
fluid reservoir manual transmission 3. Brake fluid reservoir 5. Power distribution box 6. Air filter
assembly 7. Windshield washer fluid reservoir 9. Page Maintenance and Specifications 5.
Engine oil dipstick 2. Power steering fluid reservoir 3. Brake fluid reservoir 4. Power distribution
box 5. Engine coolant reservoir 6. Intercooler coolant reservoir 8. Page Engine Oil In very cold
weather, do not fill the reservoir completely. Refer to Lubricant specifications in this chapter.
State or local regulations on volatile organic compounds may restrict the use of methanol, a
common windshield washer antifreeze additive. Locate and carefully remove the engine oil level
indicator dipstick. Wipe the indicator clean. Insert the indicator fully, then remove it again. Page
Change your engine oil and filter according to the appropriate schedule listed in the scheduled
maintenance guide. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced.
However, for severe usage or in high temperature climates, check the battery electrolyte level.
Refer to the scheduled maintenance guide for the service interval schedules. Lift the battery
with a battery carrier or with your hands on opposite corners. Follow your local authorized
standards for disposal. Call your local authorized recycling center to find out more about
recycling automotive batteries. Page Maintenance and Specifications When the engine is cold,
check the level of the engine coolant in the reservoir. These can be harmful and compromise
the corrosion protection of the engine coolant. Page Maintenance and Specifications For
vehicles with overflow coolant systems with a non-pressurized cap on the coolant recovery
system, add coolant to the coolant recovery reservoir when the engine is cool. For all other
vehicles, which have a coolant degas system with a pressurized cap, or if it is necessary to
remove the coolant pressure relief cap on the radiator of a vehicle with an overflow system,
follow these steps to add engine coolant. Page Maintenance and Specifications Recycled
engine coolant Ford Motor Company recommends the use of a recycled engine coolant
produced by Ford-approved processes in vehicles originally equipped with Motorcraft Premium
Engine Coolant green-colored. Page Maintenance and Specifications Once the engine
temperature cools, the engine can be re-started. Take your vehicle to a service facility as soon
as possible to minimize engine damage. When fail-safe mode is activated You have limited
engine power when in the fail-safe mode, so drive the vehicle with caution. Page Maintenance
and Specifications Automotive fuels can cause serious injury or death if misused or
mishandled. Gasoline may contain benzene, which is a cancer-causing agent. Page
Maintenance and Specifications When refueling always shut the engine off and never allow
sparks or open flames near the filler neck. Never smoke while refueling. Fuel vapor is extremely
hazardous under certain conditions. Care should be taken to avoid inhaling excess fumes. The
flow of fuel through a fuel pump nozzle can produce static electricity, which can cause a fire if
fuel is pumped into an ungrounded fuel container. Page Maintenance and Specifications be void
for any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler
cap is not used. The fuel system may be under pressure. If the fuel filler cap is venting vapor or
if you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Page Fuel Charter should be used when available. Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Page Maintenance and Specifications Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and Specifications vehicle after the fuel gauge indicates empty,
you might not be able to refuel the full amount of the advertised capacity of the fuel tank due to
the empty reserve still present in the tank. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Allow the vehicle to sit for at least eight hours
without starting the engine. Page 3. If necessary, add brake fluid from a clean un-opened
container until the level reaches MAX. Do not fill above this line. Page If the fluid level drops,
refill the fluid level to the step in the reservoir. Refer to Lubricant Specifications in this chapter.
Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with running water for 15
minutes. Page Maintenance and Specifications 1. Clean the reservoir cap before removal to

prevent dirt and water from entering the reservoir. Remove cap and rubber diaphragm from
reservoir. Add fluid until the level reaches the step in the reservoir. Reinstall rubber diaphragm
and cap onto reservoir. Latch the gearshift lever in P Park and leave the engine running.
Remove the dipstick, wiping it clean with a clean, dry lint free rag. If necessary, refer to
Identifying components in the engine compartment in this chapter for the location of the
dipstick. High fluid level Fluid levels above the safe range may result in transmission failure.
Add enough fluid through the filler opening so that the fluid level is at the bottom of the
opening. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications.
Page Use only fluid that meets Ford specifications. When changing the air filter element, use
only the Motorcraft air filter element listed. Refer to Motorcraft Part Numbers. Page 10 to 12
inches or limited production tires as defined in Title 49 Code of Federal Regulations Part
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. Page Maintenance and Specifications The traction grade assigned to this tire is based
on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Maintenance and Specifications them as
indicated in the scheduled maintenance guide. If you notice that the tires wear unevenly, have
them checked. The following procedure applies to vehicles equipped with single rear wheels, if
your vehicle is equipped with dual rear wheels it is recommended that only the front wheels be
rotated side to side. Page Make sure that all replacement tires are of the same size, type, speed
rating, load-carrying capacity and tread design e. Page Part Numbers Maintenance and
Specifications tires and chains. If you need to use chains, it is recommended that steel wheels
of the same size and specifications be used, as chains may chip aluminum wheels. Page Refill
Capacities If a spark plug needs to be replaced, use only spark plugs with the service number
suffix letter as shown above. Page Add ml 4 oz. Service refill capacity is determined by filling
the axle to the bottom of the filler hole with the vehicle on a level surface. Page Maintenance
and Specifications of Traction-Lok axles. Add ml 8 oz. Ensure the correct automatic
transmission fluid is used. Transmission fluid requireme
toyota alternator wire colors
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nts are indicated on the dipstick or on the dipstick handle. Page Maintenance and
Specifications Please note that in the graphic XXXX is representative of your vehicle
identification number. These quality accessories have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Accessories Manual sliding rear window Power sliding rear
window Remote start system Tire step Travel equipment Cargo cage SuperCrew only Bed
mount bike carrier Bed tent Fog lights Hitch mount bike carrier Inside mirror with compass
display Inside mirror with compass and temperature display Off road lights Outside signal
mirror available only with power mirrors Pickup box rails Page Page Index cleaning Page Index
brake Page Index fluid, checking and adding automatic Print page 1 Print document pages.
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