2003 dodge neon crankshaft position sensor

For more information go to This crankshaft position sensor is strongly engineered to reach the
OE parts specifications, ensuring precise fit and function. We've Made a Site Update. Refresh to
the latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Crankshaft Position Sensor part.
Quantity Sold. Showing 1 - 8 of 8 results. Sort by:. Part Number: WKP Guaranteed to Fit. Core
Charge. Add to cart. Part Number: RB Page 1 of 1 Showing 1 - 8 of 8 results. Featured Brands.
Reviews Questions, Answers. Crown Automotive is renowned for manufacturing the highest
quality OEM replacement parts for Jeeps from to the present model year Dorman Crankshaft
Position Sensor Manufacturer Since , Dorman Products has supplied t Jul 03, Very Good refund.
Good interesting. Purchased on Dec 04, Helpful Automotive Resources. The CKP monitors the
speed and position of the crankshaft, while the CMP monitors the speed and position of the
camshaft s. These two sensors each read an individual reluctor or. The PCM uses a closed-loop
air-fuel metering system and monitors the heated oxygen sensor signal voltage. It utilizes
various data from the sensors in the car, such as the oxygen sensors, manifold absolute
pressure. Despite the varying names given by respective manufacturers, P code simply means
that the PCM believes the difference between the crankshaft position and the camshaft position
exceeds specification. Contact Us. Phone Number Shop with Confidence. All Rights Reserved.
Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement. The
Dodge Ram is a full-size pickup truck. The crankshaft sensor is a small unit near the crankshaft
that records the rate of the crankshaft's spins per minute. The sensor sends the information to
the vehicle's computer, where it is sent to the tachometer on the dashboard. The information
received by the sensor is used to control the flow of gas, and a damaged sensor can cause the
Ram to idle or accelerate improperly. Park the Dodge Ram on a flat, level surface and set the
parking brake. Pull the hood release lever located under the dashboard. Open the hood, and
secure it in place with the hood prop. Disconnect the negative battery cable on both batteries.
Crawl under the vehicle on the driver's side, and disconnect the red cable from the starter motor
with a socket wrench. Remove the three bolts holding the starter motor to the engine with a
socket wrench. Hold the starter engine in place when the third bolt is removed. Remove the
starter engine. Unplug the wiring from the crankshaft sensor. Remove the mounting bolt, and
take the crankshaft sensor off the engine. Install the new crankshaft sensor, and secure the bolt
in place with a socket wrench. Plug in the crankshaft sensor wiring harness. Hold the starter
motor in place, and replace the three mounting bolts. Step 1 Park the Dodge Ram on a flat, level
surface and set the parking brake. Step 2 Crawl under the vehicle on the driver's side, and
disconnect the red cable from the starter motor with a socket wrench. Step 3 Remove the three
bolts holding the starter motor to the engine with a socket wrench. Step 4 Unplug the wiring
from the crankshaft sensor. Step 5 Install the new crankshaft sensor, and secure the bolt in
place with a socket wrench. Replace the negative battery cables. Close the hood. Wegmann;
Play Now. What does this mean? Check the "Possible Causes" listed above. Visually inspect the
related wiring harness and connectors. Check for damaged components and look for broken,
bent, pushed out, or corroded connector's pins. How much do you know about cars? Take the
AutoCodes. Tech Notes What does this mean? The auto repair labor rates vary by location, your
vehicle's make and model, and even your engine type. When is the code detected? P DODGE
Description The Crankshaft position sensor also known as the crank position sensor is an
electronic device used in an engine to record the rate at which the crankshaft is spinning. The
sensor system consists of a rotating part, typically a disc, as well as a static part, the actual
sensor. When the engine is running, the high and low parts of the teeth cause the gap with the
sensor to change. The changing gap causes the magnetic field near the sensor to change. The
change in the magnetic field cause the voltage from the sensor to change. Get Access to
Factory Service Manuals. Need more help? Get the P Dodge code diagnosed by a professional:
Find a repair shop in your area. Why is the Engine Light ON? Comments Help us improve
AutoCodes. Leave a comment below or tell us if the information above help you fix the code.
What are the symptoms on your vehicle for the P Dodge code? Have you replaced any parts?
Any information is appreciated. Repair Importance Level: 3. Home - About AutoCodes. Posted
and Edit by AutoCodes. P is know to occur in the Dodge Neon when the Crankshaft Position
Sensor and the Camshaft Position Sensor are out of alignment by a certain number of degrees,
or if there is a sensor issue. P should be considered an important trouble code to diagnose and
repair. When this timing is off, the engine will typically not run or barely run. Here are the most
common causes of P in the Neon, as well as diagnostic advice, and resources to further
explore. One of the most common causes of P in any vehicle is going to be wiring issues. This
is a great place to start diagnosing P in your Dodge Neon. After examining the wiring harness, it
would be time to check the sensors themselves. We linked to a great video showing you how to
do so directly below. How to test a crankshaft or camshaft sensor YouTube. The timing chain or

belt will throw cause P to throw. This will happen when it has stretched or jumped a tooth or
two. If it jumps more than a few teeth, the odds are that the engine itself will not run at all. Many
manufacturers particularly Japanese Auto Makers have very strict timing chain service
intervals. Even the slightest misalignment can cause P Timing Chain Jumped Symptoms and
Diagnosis. Camshaft Position Sensor Amazon. The Crankshaft Sensor is going to use a tone or
reluctor ring to determine the position of the Crank. This ring uses notches that are scanned by
the Crank Sensor in order to get an accurate position. If this ring fails, the vehicle will not be
able to get an exact crank position. The camshaft typically will have a ring that provides the
same function. That is a very good indication that there is an issue with it. Good luck
diagnosing P in the Dodge Neon. If there is anything you would like to add, please leave a
comment below. P refers to which camshaft position sensor is out of time with the Crankshaft.
P Symptoms P should be considered an important trouble code to diagnose and repair. Wiring
Issues One of the most common causes of P in any vehicle is going to be wiring issues. Make
sure to check the harness where it plugs into both sensors as well. Quick links. Ad blocker
detected: Our website is made possible by displaying online advertisements to our visitors.
Please consider supporting us by disabling your ad blocker on our website. The 2nd Gen Board
is for general questions regarding the second generation of Neons - current. Rumors, hints,
tips-and- tricks, and all general maintenance and repair questions belong in this forum , as well
as beginning modification queries. I heard from one person that it is "between the first and the
second bolt down on the bell housing" on the transmission. If anyone has ever changed the
CKP sensor on a dodge neon please let me know where the sensor is. If you told me how you
got to it I'd greatly appreciate that as well. I've been searching for hours and been through as
many different resources as i could get my hands on. I just wanna get that check engine light to
stay off so my mom will quit freaking out :P Please help me! Ill post some pictures. The first one
will show where i took the "structural plate" off as told in the book for models exceeding and
the 2nd photo will show where the sensor is supposed to be on models preceding I dont want
anyone with the same problem to think theyre crazy and cant find it cuz its not where it should
be, cuz its not really there! Re: crankshaft position sensor. It is the same as the sensors on the
and earlier engines. This is what I am looking for on my engine. Am i not finding it because the
sensor design was changed along with the location? They moved it in It's on the front drivers
side near tranny. Check my project thread toward the last few pages for a pic of it. LenAyala
wrote: I'm wishing you good luck, only because this is the worst idea ever. Theres a red piece
on the side i can see and i assume theres an identical piece on the opposite side that i cant see.
Are any of these right, and im just doing them wrong? Im sure that something else has the same
sort of clip. You slide the red "grenade pin" to the side and then press down on the tab and then
pull out. There should be some more plugs like this on the top of the engine if you want to look
at those and figure them out. I should just be able to grab the red "wings" on either side and
slide it over right? I can see this one from the top and it leads me to believe that the red part
should slide down. I'm trying to find a way to grab that tab and just pull it with all my might till
its free. Im just gonna use some needle nose plyers and grab it and yank. If this is a bad idea
please stop me. I cant get plyers on it cuz theres no room to get the tip of the plyer on the block
side of the tab. I just need a direction to make this red piece move and then ill do whatever it
takes to make it go that direction :P hopefully then this will all go quickly and my mom will be
happy and i can go to boston without worry. Its just a locking pin. Where you showed where you
tried to pry on it. From your pic, the red pin should slide one way or the other cant remember
and then you press down on the black part from your picture. Ive found that sometimes once
you push the pin to the side it still doesnt want to come off. The trick is to press on the black
part and push the connector before you pull it out. So press the black then push in then pull out
while holding the black part down and it should come right out. Also dont use WD40 on the
connector. Its stuck because its on the bottom of an engine and sees a bit of crud. You should
still be able to pull it out without liquid aid. Sometimes you need a flat head or something to
persuade it. Ill keep trying that till it works lol. The only thing I could think of is that its seeping
oil out from somewhere. Nothing to really worry about at this point looking at those pics
though. Anyone can wrench on a Honda though lol. Who is online Users browsing this forum:
No registered users and 1 guest. This listing is for part or sub-assembly number given below
only. A Good Choice For You. Built to strict quality control standards. Direct replacement.
Surface Finish; New. A direct replacement part for the old one. Easy to install,perfect match to
your original car. Professional manufacturing,high accuracy and durable. We strongly suggest
comparing the posted picture to your faulty unit! Specification :. Chrysler Sebring L4 2. Chrysler
Voyager L4 2. Dodge Caravan L4 2. Dodge Neon All Engine. Dodge Stratus L4 2. Dodge SX 2.
Jeep Liberty L4 2. Jeep TJ L4 2. Saab All Engine. We only accept PayPal. Please do not use the
PayPal note field to indicate us to ship to other address. The note there will NOT be read. If you

want to change the shipping address, please contact us by eBay messages. Payment must be
received within 10 days as auction ended or order might be delayed. Orders processed within
24 hours of payment verification. The images shown are not the actual item and are for your
reference only. Package Service. If you have not received your shipment within 15 days from
payment , please contact us. We will track the shipment and get back to you as soon as
possible with a reply. Our goal is customer satisfaction! You have 30 days to contact us and 10
days to return it from the date it was received. If this item is in your possession more than 7
days, it is considered used and we will not issue you a refund or replacement. All returned items
must be in the original packaging and you must provide us with the shipping tracking number,
specific reason for the return, and item custom lable. We will refund your full winning bid
amount, upon receipt of the item in its original condition and packaging with all components
and accessories included, AFTER both Buyer and Seller cancel the transaction from eBay. OR,
you may choose to have a replacement. Return shipping is to be paid by the Buyer. We request
that you contact us immediately BEFORE you give us neutral or negative feedback, so that we
can satisfactorily address your concerns. Copyright of Top-liftsupport. All rights reserved. Skip
to main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Seller information autoparts-leader Contact seller. Visit store. See other
items More See all. Item Information Condition:. Make Offer. Resume making your offer , if the
page does not update immediately. Add to Watchlist Remove from watch list. Watch list is full.
Longtime Member. Does not ship to Ukraine See details. Item location:. Ontario, California,
United States. Ships to:. This amount is subject to change until you make payment. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab This amount includes applicable customs duties, taxes, brokerage and other
fees. For additional information, see the Global Shipping Program terms and conditions - opens
in a new window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn
More - opens in a new window or tab International shipping and import charges paid to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping and import
charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Portions of
the information contained in this table have been provided by autoparts-leader. Package Service
5. USD Starter For Chevy 2. Starter for Ford F 4. Store Home. Oxygen Sensor. Wheel Spacers.
Towing Mirrors. Wheel hub bearing. Exhaust System Parts. Wheel lug nut. AC Compressor.
Mass-Air-Flow Sensor. CV axle. Fuel injectors. Cylinder Head Gasket Sets. Cylinder Piston
Gasket Sets. Complete Strut. Aotomotive Tools. Windshield Wiper Motor. Timing Chain Kits.
Timing Belt Kits. Water Pumps. Door Lock Actuator. Oil Pump. Regulator Rectifier. Oil Cooler.
Starter Relay. Purge Valve. Parking sensor. Crankshaft Position Sensor. Camshaft Position
Sensor. MAP Sensor. Oil Pressure Sensor. Throttle Position Sensor. Catalytic Converter.
Secondary Air Injection Pump. Gas can spout. Tire Pressure Gauge. Steering Rack. Vacuum
Pump. Spark Plug Ignition Wire. Engine Mount. Pressure Tester Gauge. Wheel Lug. Car
Carburetor. Height Level Sensor. Temperature Sensor. Door handle. Electric Motor. Oil Filter
Wrench. Oil Fuel Hose Line. Throttle Body. Thermostat Housing. Fuel Injector Wiring Harness.
Oil Transter Pump. Brake pad sensor. Fuel Pumps. LED Instrument Light. Hydraulic Hand Brake.
ATV Brake Caliper. Sun Visor. Tonneau Cover. Fender flares. Cylinder Piston Kit. Coolant Tank.
Heater Control Valve. Tire Inflator Air Pump. Fender Flares. Roof Rack. Window Visor. Bug
Shield. ATV Tires. Switch Panel. ABS speed sensor. Knock sensor. Car Cover. Car Floor Mats.
Motorcycle Exhaust Pipe. Pillar Posts. Motorcycle Exhaust Manifold. Shipping and handling.
The seller has not specified a shipping method to Ukraine. Contact the seller - opens in a new
window or tab and request shipping to your location. Shipping cost cannot be calculated.
Please enter a valid ZIP Code. Shipping to: United States. No additional import charges at
delivery! This item will be shipped through the Global Shipping Program and includes

international tracking. Learn more - opens in a new window or tab. There are 5 items available.
Please enter a number less than or equal to 5. Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. This item does not ship to Ukraine. Domestic handling time. Taxes
may be applicable at checkout. Learn more. Return policy. Payment details. Payment methods.
Back to home page Return to top. Back to home page. Listed in category:. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available
Photos not available for this variation. New List Item. This tutorial will help you to test the
crankshaft position sensor on the Chrysler, Dodge, Eagle, Plymouth, 2. Now, since the
crankshaft position CKP sensor can not be tested by a simple resistance test multimeter in
Ohms mode off of the car, I'm gonna' show you how to test it dynamically in action and on the
car. This is a simple multimeter test done in Volts DC mode and I'll walk you thru' the whole
thing step by step. When the crankshaft position sensor CKP sensor goes bad on your Chrysler
2. It will crank but not start. The two most important symptoms to look for are no spark from all
of the spark plug wires and no fuel injector pulses from all of the fuel injector connectors as
tested by a Noid light. If you have spark, even if it's just from one spark plug wire or fuel injector
pulses, the crankshaft position sensor is not bad. You don't need any expensive tools to test
the crankshaft position sensor on your 2. As a matter of fact, you don't even need a scan tool to
test it. Tools you'll need to test the crankshaft position sensor on your car or mini-van :. As you
see, the tools you'll need won't break the bank and more than likely you already own most of
them. The crankshaft position sensor, on your Chrysler 2. This also means that there is no
crankshaft position sensor resistance test to see if the crankshaft position sensor is bad or not.
Only the 2 wire reluctor type crankshaft position sensor can be resistance tested. As you turn
the key and crank the engine, each one of the three wires that connect to the crankshaft
position sensor have a specific job to do:. The most important thing to know, is that if the
crankshaft position sensor goes bad, your Chrysler or Dodge or Plymouth or Eagle vehicle will
crank but not start due to a lack of spark and fuel injection. As an Amazon Associate, I may earn
a small commission from qualifying purchases from the Amazon product links from this
website. Your purchase helps support my work in bringing you real diagnostic testing
information to help you solve the problem! Page 1 Page 2 Page 3. Contents of this tutorial:. All
Articles: 2. Applies To:. Chrysler Vehicles:. Do NOT follow this link or you will be banned from
the site! The crankshaft position sensor is an engine management component found on virtually
all modern vehicles with internal combustion engines. It monitors the position and rotational
speed of the crankshaft and sends the information to the engine control unit so it can make
appropriate adjustments based on operating conditions. The crankshaft speed and position are
some of the most important parameters used in engine management calculations, and many
engines cannot run if the crankshaft position sensor is not providing an accurate signal.
Problems with the crankshaft position sensor can be linked to several issues. Overheating
Engine. The excessive build-up of heat in the engine can lead to crankshaft sensor damage by
melting the plastic covering. Circuitry Problems. Faulty voltage or loose, worn-out, or damaged
wiring can disrupt the signals sent to and from the crankshaft sensor, causing it to have issues.
Driving with a failing crankshaft position sensor can be difficult and potentially dangerous. It
could lead to long-term vehicle damage and expensive repairs, or even stop the car from
working at all. Usually, a problematic crankshaft position sensor will produce any of the
following 7 symptoms that alert the driver of a potential problem that should be serviced. The
most common symptom associated with a bad or failing crankshaft position sensor is difficulty
starting the vehicle. The crankshaft position sensor monitors the position and speed of the
crankshaft and other parameters that play an important role when starting the engine. If the
crankshaft position sensor is having a problem, the vehicle may have intermittent starting
issues or not start at all. Another symptom commonly associated with a problematic crankshaft
position sensor is intermittent stalling. If the crankshaft position sensor or its wiring have any
issues, it can cause the crankshaft signal to be cut off while the engine is running, which can
cause the engine to stall. This is usually a sign of a wiring problem. However, a bad crankshaft
position sensor can also produce this symptom. Another issue of a potential problem with the
crankshaft position sensor is an illuminated Check Engine Light. A Check Engine Light can also
be set off by a wide variety of other issues. Having the computer scanned for trouble codes is
highly recommended. Slow or uneven acceleration can result from a lack of accuracy and make
it difficult to maintain a constant speed. Should you feel or hear a brief stutter in the engine, it
may be a sign of misfiring cylinders from a bad crankshaft position sensor. A failing crankshaft
position sensor cannot provide the right information about piston positioning in the engine,
causing a cylinder to misfire. This could also occur from faulty spark plug timing, but if the
spark plug checks out, then the crankshaft sensor is likely the source. Another sign of a

crankshaft position sensor problem is rough idling. While idling at a red light or otherwise
stopped, you may notice the engine grinding or vibrating. Any out-of-the-ordinary vibrations
should be inspected by a mechanic as soon as possible. Lacking accurate timing information
from the crankshaft position sensor, fuel injectors won't pump gas into the engine efficiently.
The engine will use more gas than it needs on short and long drives, reducing overall fuel
economy. Have a mechanic inspect the sensor â€” as insufficient fuel economy can occur from
other issues as well. The crankshaft position sensor is critical to proper engine functionality
and performance due to the vital signal it provides for engine calculations. Issues with the
crankshaft sensor can quickly lead to problems that affect the drivability of the vehicle. For this
reason, if you suspect your crankshaft position sensor has an issue, have the vehicle inspected
by a professional technician right away. They will be able to diagnose your car and replace your
crankshaft position sensor if necessary. The most popular service booked by readers of this
article is Vehicle Engine Electrical Inspection. Our certified mobile mechanics perform over
services, including diagnostics, brakes, oil changes, scheduled mileage maintenances, and will
come to you with all necessary parts and tools. Our certified mobile mechanics make house
calls in over 2, U. Fast, free online quotes for your car repair. Vehicle Engine Electrical
Inspection Cost. Service Location. Issues Starting the Vehicle The most common symptom
associated with a bad or failing crankshaft position sensor is difficulty starting the vehicle.
Intermittent Stalling Another symptom commonly associated with a problematic crankshaft
position sensor is intermittent stalling. Engine Misfires or Vibrates Should you feel or hear a
brief stutter in the engine, it may be a sign of misfiring cylinders from a bad crankshaft position
sensor. Reduced Gas Mileage Lacking accurate timing information from the crankshaft position
sensor, fuel injectors won't pump gas into the engine efficiently. Check Engine Light. Home
Articles. The statements expressed above are only for informational purposes and should be
independently verified. Please see our terms of service for more details. Excellent Auto Repair
Ratings. YourMechanic Auto Repair. Related Articles. Recent Vehicle Engine Electrical
Inspection reviews. Excellent Rating. Rating Summary. Kenneth 20 years of experience.
Request Kenneth. Kenneth performed excellent, conscientious service. On time and efficient.
Chris 22 years of experience. Request Chris. Chris arrived early and had our problem solved in
a short time. Great service!! Chris is always on time and very professional. It was able to quickly
assess the issues and give us a recommendation on what we should do for a repair. Diego 21
years of experience. Request Diego. Diego is very professional Incompetent Mechanic. Very
cordial And goes the extra mile to Explain His findings. Diego did a wonderful job repairing my
Jeep, It was such a pleasure working with him. I spent the entire time out in my garage while he
was here, I would give him six stars if I could. Victor 35 years of experience. Request Victor.
Need Help With Your Car? Related articles. Read more. Related que
ford falcon manual transmission
bathtub faucet parts diagram
06 infiniti fx35
stions obd trouble code p , hard up shifting The code P is for the cam sensor but since you
already replaced it, then you will have to have the camshaft end play checked per a technical
service bulletin TSB to see if it is in excess of specifications It started shaking then stalled out
and wouldn't start back up This may be related to many different possibilities, some of which
may be related to a lack of spark and some of which may be related to a fuel delivery problem or
a combination of both. For example, if the My Check Engine Light is on, and the code points to
the thermostat. Is it safe to drive my car with this issue? If you can write back in with the exact
Diagnostic Trouble Code DTC that Autozone downloaded for you, we can give you a more
precise answer. For want of that detail, if you are referring to the "engine cooling system
Browse other content. Schedule your Vehicle Engine Electrical Inspection today! Vehicle Engine
Electrical Inspection Price. How can we help? Read FAQ.

