2004 lincoln aviator fuse diagram

Lake Ford helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Lincoln Aviator in addition to the fuse panel diagram location.
Electrical components such as your map light, radio, heated seats, high beams, power windows
all have fuses and if they suddenly stop working, chances are you have a fuse that has blown
out. If your Aviator is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Lincolns have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Aviator is located. If your Aviator has many options like a sunroof, navigation,
heated seats, etc, the more fuses it has. Some components may have multiple fuses, so make
sure you check all of the fuses that are linked to the component in question. If you need to
replace a blown fuse in your Aviator, make sure you replace it with one that has the same
amperage as the blown fuse. If checking and replacing the fuse for the component in question
doesn't work, we recommend seeking assistance from a trusted professional mechanic. They
should be able to figure out if the component needs to be replaced or if there is a short or some
other problem with your Aviator. Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. If your brake fluid is a little low, learn how to add some here.
Ignoring a low level leads to big problems. Properly inflated tires is the easiest way to improve
fuel economy. The right tire pressure is NOT on the side of your tire btw. On many cars, the high
beam bulb runs at reduced power during the day - check 'em and change 'em! Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Top up power steering fluid. Help keep your car as responsive as you are
by maintaining proper power steering fluid levels. Add brake fluid. Add air to your tires. Replace
brights. See all videos for the Lincoln Aviator. We have a massive and growing video library, but
we don't have everything Ad vertisements. In this article, we consider the first-generation
Lincoln Aviator UN , produced from to Here you will find fuse box diagrams of Lincoln Aviator ,
and , get information about the location of the fuse panels inside the car, and learn about the
assignment of each fuse fuse layout and relay. Cigar lighter power outlet fuses are the fuse 16
Cigar lighter in the Instrument panel fuse box, and fuses 3 Cigar lighter , 16 Power point 3 , 25
Power point 1 and 28 Power point 2 in the Engine compartment fuse box. The fuse panel is
located under the instrument panel to the left of the steering column. The relays are located on
the reverse side of the passenger compartment fuse panel. To access the relays, you must
remove the fuse panel. The relay box is located on the rear passenger side quarter trim panel.
See your dealer or a certified technician for service of this relay box. How to check the fuses?
How to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of
Contents. Fuse box location. Fuse box diagrams. Learn more: How to check the fuses? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. Ok Privacy policy. Fuse box diagram fuse
layout , location, and assignment of fuses and relays Lincoln Aviator UN , , , If electrical
components in the vehicle are not working, a fuse may have blown. Check the appropriate fuses
before replacing any electrical components. Look carefully at the fuse â€” a broken wire within
the fuse identifies blown fuses. If you are not sure or if it is too dark to see, try replacing the
suspected fuse with one of the same value that you know is good. In case if you do not have a
spare fuse, in an emergency you can pull out fuses, which may be dispensable for normal
driving for example, audio system, cigarette lighter, OBD, seat heater, and the like , and use it if
its amperage rating is the same. The relays are located on the reverse side of the passenger
compartment fuse panel. To access the relays, you must remove the fuse panel. The power
distribution box is located in the engine compartment. The relay box is located on the front right
fender well underneath the speed control module. The relay box is located on the rear
passenger side quarter trim panel. See your dealer or a certified technician for service of this
relay box. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Notice Always switch off the ignition system and the affected electrical circuit before

replacing a fuse. Always disconnect the battery before servicing high current fuses. Never use a
fuse of a higher amperage rating than that indicated, or use any other object in place of a fuse,
even as a temporary fix. This can cause extensive damage or even fire. If the replaced fuses
blows again â€” contact a qualified and equipped service center. Main Page. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if you
wish. Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Quick Links. See also: Quick Reference Manual. Instrument
Cluster. Warning and control lights. Entertainment Systems. Navigation system. Climate
Controls. Dual electronic automatic temperature control. Rear passenger climate control. Rear
window defroster. Turn signal control. Bulb replacement. Driver Controls. Power windows.
Speed control. Message center. Locks and Security. Anti-theft system. Reproduction by any
means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Page 4: Introduction State of California to cause
cancer and birth defects or other reproductive harm. Please take the time to get well acquainted
with your vehicle by reading this handbook. The more you know and understand about your
vehicle, the greater the safety and pleasure you will derive from driving it. Page 5 kilometers of
operation, since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. Refer to Engine
coolant in the Maintenance and Specifications chapter. Door ajar warning chime: Sounds when
any door or liftgate is opened or not fully closed. Never remove the coolant reservoir cap while
the engine is running or hot. Odometer: Registers the total kilometers miles of the vehicle. Refer
to Filling the tank in the Maintenance and Specifications chapter for more information. FM radio
stations are independently operated and individually elect to use RDS technology to transmit
station ID and program type as desired. Please contact your dealer for further information. Tape
door: Insert the tape facing the right. Your Audiophile radio comes equipped with Satellite ready
capability. The kit to enable Satellite reception is available through your Lincoln dealer. Detailed
Satellite instructions are included with the dealer installed kit. Page 22 U. The kit to enable the
Satellite reception is available through your Lincoln dealer. Detailed satellite instructions are
included with the dealer installed kit. Never touch the playing surface. Clean only with an
approved CD cleaner and wipe from the center out. Your Lincoln Navigation System has a large
range of features, yet is easy to use. Guidance is shown on the display screen and is
supplemented with voice prompts. The display screen provides full information for operating
the system through use of menus, text screens and map displays. Page 27 Ensure that the
system display setting is set to DAY mode until maximum brightness is achieved refer to Menu
mode section. Once maximum brightness is achieved, revert to AUTO mode display setting.
Speaking clearly will help to ensure that the system correctly responds to your commands.
Page 32 The screen will not turn on again with a voice command. This will take you into audio
mode. Page 36 The recommended level for the speed compensated volume is from level 1
through level 3. When activated, level 1 is the minimum setting and level 7 is the maximum
setting. This feature is helpful on trips when you travel between cities with different radio
stations. The search will stop when the desired program type has been reached. If no program
type is found, a message will display. Note: Not all stations support PTY information. CD play
will begin where it stopped last. Loading a CD: 1. Once the screen closes, the system will start
playing the last CD loaded. Screen symbols Navigation symbol â€” Indicates the current vehicle
position and points to the direction in which the vehicle is currently traveling. The navigation
system will recalculate your route to get you back to an appropriate road to your destination.
Press INFO for more information about the current destination, if available. These speeds
enable the navigation system to aid in calculating timing for routes. When the button is
highlighted, calibration is in process and will turn off automatically when complete. Page 56 The
system automatically scrolls through the entire planned navigation route either forwards or
backwards. To activate, press the arrow buttons at the bottom left of the map screen. Press the
desired number to select the volume level for the voice prompts. Press MAP. Enter the required
details. Press OK to set the home position. To view home, press the home icon house on the
Destination Entry screen. To set a memory point: 1. Press the MAP hard key. You must delete
points before more can be added. To delete a memory point: 1. To access the detour option: 1.

Press the MAP hard key 2. Scroll the map as required. ALL to delete all stored areas. Page 68
Use voice guidance as much as possible, and only view the display when driving conditions
permit. Address 1. You may use the keyboard to input the desired city. Select touch the desired
item from the list of destinations previously reached. The item details will be listed. Confirm
destination details. Emergency Your navigation system is equipped with a separate Emergency
screen. Press OK. The new point will be added to the list of stored memory points. Enter the
desired name. Accessing memory point lists 1. When sorting by icon, the icons are listed in the
order they appear on the icon selection screen. Press YES to confirm. Select the desired
entrance or exit. The destination details are displayed for confirmation. Refer to Route
preferences for further information. Page 86 To use the system as effectively and safely as
possible, obtain an up-to-date map database DVD whenever they become available. Set the
volume level so that you can hear directions clearly. Page 88 Only recommended products
should be used. Press to enable dual zone mode, press again to return to single zone. Manual
override controls: Allows you to manually determine where airflow is directed. To return to fully
automatic control, press AUTO. Page Rear Passenger Climate Control The selected mode will
illuminate on the temperature control. Fan control: Determines fan speed levels. Page 96 High
beams Push the lever toward the instrument panel to activate. Pull the lever towards you to
deactivate. Page 98 6. Close the hood and turn off the lamps. The reading portion the two outer
lights can only be toggled on and off at the lamp. Page 3. Twist in a new bulb. Align and press
the map lamp lens back on and test the lamp operation. Page At the back of the headlamp, pry
up and remove the two retainer pins to release the headlamp assembly from the vehicle and pull
headlamp forward. Turn the headlamps on and make sure they work properly. Remove the two
acorn nuts from the lamp assembly. Pull the lamp off by pulling rearward on the lamp. Align the
socket and bulb with the lens assembly and rotate until seated. Re-insert the bulb and lens
assembly into the opening and install the screw. Disconnect the bulb assembly from the lens.
Remove and replace the bulb. Reverse the order to reassemble lamp and lens. While the lever is
in the down position, tilt the steering column to the desired position. The visor will slide back
and forth on the rod for increased sunlight coverage. Exceeding these limits will result in a
blown fuse. Always keep the power point caps closed when not being used. Drivers side B.
Window lock C. Front passenger side D. Page The following view is the power window switch
on the rear door trim panels. If the ignition is turned OFF without accessory delay being active
during bounce-back, the window will move down until the bounce back position is reached.
Page Mirrors R to ensure a clear view while backing up. Do not block the sensor located on
either side of the mirror since this will impair proper mirror performance i. Move the control in
the direction you wish to tilt the mirror. Return to the center position to lock mirrors in place.
Press the ON control and release 2. Accelerate to the desired speed. Page This will
automatically return the vehicle to the previously set speed. For more information, contact
HomeLink at: Page 4. The red light will flash slowly and then rapidly. Release both buttons when
the red light flashes rapidly. Press and hold the desired HomeLink button. Do NOT release the
button. This value is not the same as the average fuel economy display. The running average
fuel economy is reinitialized to a factory default value if the battery is disconnected. Page Oil
Change 1. Displays for 4 seconds Page OFF. Displayed when the AWD system automatically
locks to prevent damage from overheating. Page If the warning stays on or continues to come
on, have the system checked by your dealer. Displayed as an early reminder of a low fuel
condition. Your oil life is now reset. Safety must be paramount when using mobile
communications equipment to avoid negating these benefits. If not, possible damage may occur
to your vehicle. Page 1. Loosen the thumbwheel at both ends of the cross-bar both cross-bars
are adjustable. Slide the cross-bar to the desired location. Tighten the thumbwheel at both ends
of the cross-bar. To open, lift the release handle and the lid. To close, lower the lid, lift the
release handle and press down on the lid. Up to four remote entry transmitters can be
associated to the two memory positions. Enter factory set code. Anti-scan will be turned off
after one minute of keypad inactivity. Page This system is designed to prevent the engine from
being started unless a coded key programmed to your vehicle is used. Page When armed, this
system will help protect your vehicle from unauthorized entry. Turn the key full forward toward
the front of the vehicle to make sure the alarm disarms. Press one side of the control to adjust
firmness. Press the other side of the control to adjust softness. Press to move the front portion
of the seat cushion up or down. Press to move the rear portion of the seat cushion up or down.
Remove the key from the ignition if currently inserted. Insert the ignition key into the ignition
switch. When setting 1 is selected, the seat s will provide vent cooling only same temperature
as cabin air. Allow five minutes for the temperature level to stabilize. The air filter can be
obtained from you Ford or Lincoln-Mercury dealer. Refer to the Scheduled Maintenance Guide
for more information. Page If the head restraint becomes detached, replace the notched bar into

the holes while holding the release button. Pull the lever up and push the seatback toward the
front of the vehicle. Press down on the top outboard area of the seatback until a click is heard.
Pull the seat release lever located on top of the seatback while pushing the seatback down onto
the seat cushion. The seatback will latch into place. For information on the proper operation of
the safety restraints, refer to Safety Restraints in this chapter. Always transport children 12
years old and under in the back seat and always properly use appropriate child restraints. Allow
the belt to retract. As the belt retracts, you will hear a clicking sound. This indicates the safety
belt is now in the automatic locking mode. Refer to the Safety belt maintenance section in this
chapter. Page The driver safety belt is buckled before the ignition switch is turned to the ON
position The safety belt warning light illuminates minutes and the warning chime sounds
seconds. Page The following are reasons most often given for not wearing safety belts: All
statistics based on U. The BeltMinder feature is activated We design our safety belts to enhance
comfort. Buckle then unbuckle the safety belt three times, ending with the safety belt
unbuckled. This can be done before or during BeltMinder warning activation. Page Additional
equipment may affect the performance of the air bag sensors increasing the risk of injury.
Please refer to the Body Builders Layout Book for instructions about the appropriate installation
of additional equipment. See your Ford or Lincoln Mercury dealer. All occupants of the vehicle
including the driver should always Page Safety Canopy a certain likelihood of a rollover event is
detected by the rollover sensor. Page Refer to the Air bag readiness section in the Instrument
Cluster chapter. Routine maintenance of the air bag is not required. Page Child Restraints The
passenger cannot protect the child from injury in a collision. Always follow the instructions and
warnings that come with any infant or child restraint you might use. Position the child safety
seat in a seat with a combination lap and shoulder belt. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt is pulled out
and a click is heard. Check to make sure the child seat is properly secured before each use.
Position the child safety seat on the rear seat cushion. Route the tether strap under the head
restraint and between the head restraint posts. Locate the correct anchor for the selected rear
seating position. They snap onto the latch lower anchor in the vehicle to help attach a child seat
with rigid latch attachments. Page Also try to tug the seat forward. Check to see if the anchors
hold the seat in place. If the safety seat is not anchored properly, the risk of a child being
injured in a crash greatly increases. Exhaust fumes can be toxic. Always open the garage door
before you start the engine. See Guarding against exhaust fumes in this chapter for more
instructions. Make sure vehicle accessories are off. Page Always leave enough room between
your vehicle and the vehicle in front of you to stop. However, avoid taking any unnecessary
risks. Page Parking brake Apply the parking brake whenever the vehicle is parked. To set the
parking brake, press the parking brake pedal down until the pedal stops. Page If the vehicle is
stuck in snow or mud or when driving in deep sand, switching off the AdvanceTrac beneficial so
the wheels are allowed to spin. Move the gearshift lever back to N Neutral two places from P
[Park]. Start the vehicle and release the parking brake. After this learning process, normal shift
feel and shift scheduling will resume. Page Hold the brake pedal down while in this position. D
Drive with Overdrive The normal driving position for the best fuel economy. Transmission
operates in gears one through five. Page Certain add-on devices such as large trailer hitches,
bike or surfboard racks and any device that may block the normal detection zone of the Rear
Park Assist system may create false beeps. Turn the ignition to the LOCK position and remove
the key whenever you leave your vehicle. Again, avoid these abrupt inputs. Even AWD vehicles
can lose traction in slick mud. It is better to back down to a safe location. This could cause the
rear to slide and swing around during braking. If you have questions regarding tire replacement,
see an authorized Ford or Lincoln Mercury dealer. If you nevertheless decide to equip your AWD
for off-road use with tires larger than what Ford Motor Company recommends, you should not
use these tires for highway driving. Page Traction or brake capability may be limited and if the
ignition system gets wet, your engine may stall. The payload listed on the tire label is the
maximum payload for the vehicle as built by the assembly plant. Page Note: For trailer towing
information refer to Trailer towing found in this chapter or the RV and Trailer Towing Guide
provided by your dealership. Subtract your loaded vehicle weight from the maximum GCWR on
the following charts. This is the maximum trailer weight your vehicle can tow and must fall
below the maximum shown under maximum trailer weight on the chart. Page Trailer Towing
Certification label. For load specification terms found on the label, refer to Vehicle loading in
this chapter. Remember to figure in the tongue load of your loaded vehicle when figuring the
total weight. Towing a trailer over 5, lbs 2, kg requires a 3. This will also assist in transmission
cooling. For additional information, refer to the Driving with a 5â€”speed automatic
transmission section in this chapter. In Canada, the card is found in the Owner Information

Guide in the glove compartment. Page Hazard Flasher Switch After a collision, if the engine
cranks but does not start, the fuel pump shut-off switch may have been activated. Check the
appropriate fuses before replacing any electrical components. Page Rear relay box The relay
box is located on the rear passenger side quarter trim panel. See your dealer or a certified
technician for service of this relay box. Page When one of the rear wheels is off the ground, the
transmission alone will not prevent the vehicle from moving or slipping off the jack, even if the
transmission is in P Park. Open liftgate and remove the carpeted floor lid and jack cover. Turn
jack screw eyelet counterclockwise and remove the jack from the bracket. Page Do not use an
impact wrench on the winch drive nut. This will damage the spare tire winch. Open the cover
from the carpeting on cargo floor to expose the winch drive nut. If the vehicle slips off the jack,
you or someone else could be seriously injured. Page If equipped with a two-piece extension,
assemble the two-piece extension by sliding the two halves together. Lower the wheel by
turning the jack handle counterclockwise. Page 6. Repeat this tightness check procedure when
servicing the spare tire pressure every six months, per Scheduled Maintenance Guide , or at any
time that the spare tire is disturbed through service of other components. Automatic
transmissions do not have push-start capability; doing so may damage the catalytic converter.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
Connect the negative - cable to the negative - terminal of the assisting battery. Start the engine
of the disabled vehicle. Once the disabled vehicle has been started, run both engines for an
additional three minutes before disconnecting the jumper cables. Have your tow truck operator
refer to this manual for proper hook-up and towing procedures for your vehicle. While any Ford,
Lincoln or Mercury dealership handling your vehicle line will provide warranty service, we
recommend you return to your selling dealer who wants to ensure your continued satisfaction.
There are several plans available in various time, distance and deductible combinations which
can be tailored to fit your own driving needs. Page What kinds of cases does the Board review?
The dealership Board member is chosen from Ford and Lincoln Mercury dealership
management, recognized for their business leadership qualities. What the Board needs In the
United States, using leaded fuel may also result in difficulty importing your vehicle back into the
U. Only 1â€”â€”â€” or â€” in the Washington D. Department of Transportation Washington, D.
Be sure to replace wiper blades when they appear worn or do not function properly. Such
products could contaminate the side air bag system and affect performance of the side air bag
in a collision. Keep body and door drain holes free from packed dirt. These quality products
have been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. Page Maintenance And Specifications 1.
Set the parking brake and shift to P Park. Block the wheels. Note: Do not start your engine with
the air cleaner removed and do not remove it while the engine is running. Inside the vehicle, pull
the hood release handle. Go to the front of the vehicle and release the latch located in the grille.
Lift the hood. Power distribution box 4. Battery 5. Power steering fluid reservoir 6. Engine oil
filler cap 7. Engine coolant reservoir 8. Windshield washer fluid reservoir 9. Make sure the
vehicle is on level ground. Turn the engine off and wait a few minutes for the oil to drain into the
oil pan. Wipe the indicator clean. Insert the indicator fully, then remove it again. It is
recommended you use the appropriate Motorcraft oil filter or another brand meeting Ford
specifications for your engine application. When working near the battery, always shield your
face and protect your eyes. Always provide proper ventilation. Over time the adaptive learning
process will fully update transmission operation to its optimum shift feel. Page Adding engine
coolant in this chapter. Note: Automotive fluids are not interchangeable; do not use engine
coolant, antifreeze or windshield washer fluid outside of its specified function and vehicle
location. Steam and scalding liquids released from a hot cooling system can burn you badly.
Also, you can be burned if you spill coolant on hot engine parts. If this is not possible, wait a
short period for the engine to cool. Check the coolant level and replenish if low. Page Fuel
Information If fuel is swallowed, call a physician immediately, even if no symptoms are
immediately apparent. The toxic effects of fuel may not be visible for hours. The use of leaded
fuel is prohibited by law and could damage your vehicle. Do not use fuel containing methanol. It
can damage critical fuel system components. Ask your fuel supplier about gasolines that meet
the World-wide Fuel Charter. The advertised capacity is the amount of the indicated capacity
and the empty reserve combined. Follow one of the simple calculations in order to determine
fuel economy: Calculation 1: Multiply liters used by , then divide by total kilometers traveled.
Calculation 2: Divide total miles traveled by total gallons used. Refer to Lubricant specifications
in this chapter. This OBD-II system protects the environment by ensuring that your vehicle
continues to meet government emission standards. The engine must warm up to its normal
operating temperature. Once started, do not turn off the engine until the above driving cycle is
complete. Failure to properly maintain your tire pressure could increase the risk of tire failure,

loss of control, vehicle rollover and personal injury. Page total are put on the rear axle. Remove
the cap from the valve on one tire, then firmly press the tire gauge onto the valve and measure
the pressure. Front wheel drive FWD vehicles, and those with an independent rear suspension
require alignment of all four wheels. Page Unless otherwise specified, rotate the tires
approximately every
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5, miles 8, km. It is one of the items listed in the Scheduled Maintenance Guide and is essential
to the life and performance of your vehicle and to its emissions system. Page Ensure the
correct automatic transmission fluid is used. Refer to your Scheduled Maintenace Guide to
determine the correct service interval. Following is a list of several Lincoln Genuine Accessory
products. Not all accessories are available for all models. To find out what accessories are
available for your vehicle, please contact your dealer or visit our online store at: Page
Telecommunications Commission CRTC regulate the use of mobile communications systems
â€” such as two-way radios, telephones and theft alarms - that are equipped with radio
transmitters. Page U. Page Page Cigar lighter Page Warning lights see Lights This manual is
also suitable for: navigator ls. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

