2004 pt cruiser coolant

With the PT Cruiser, a longer code seems to be used. In addition, as with all vehicles sold in the
United States, the system is OBDC3 compatible, so that a standard diagnostic device can be
plugged into a standard jack to get computer codes. When some problems are found, the
computer lights up the "engine light;" others are ignored until a mechanic asks for them. The
"engine light" stays on when a serious emissions or engine problem is found, until the code is
erased. Chrysler vehicles have a "limp in" mode which reverts to a pre-programmed "guessing
map" for timing, fuel delivery, etc. Those who have been in other cars when their oxygen sensor
failed can feel grateful for this feature, though it can be confusing - for example, in some maybe
all models, the automatic transmission is limited to second gear! The engine light also turns
itself on for two seconds every time the car is started so you will know the bulb still works. The
"engine light" may shut itself off if there are no problems for three consecutive trips, or three
consecutives engine misfire or fuel system tests with no problems. It does not always work the
first time. The code will show up in the odometer - thank your lucky stars for this, since the
codes used to get blinked on the engine light. Another method which may in most cars just test
the instrument panel is to put the key into the ignition, push down the odometer reset button,
then turn the key to RUN with your finger on the button - and then release the button. The
odometer will go through through , then display the car's serial number and some other,
irrelevant information, then show the error codes starting with P. Note that this method may not
work. It's easier but not necessarily better. That's the best way to do it, but not everyone wants
to spend the cash on these tools. No matter which method you use, some codes will not appear
- codes specific to Chrysler such as individual transmission malfunction codes. Dealers and
some specialty shops can get these using a terribly expensive scan tool. Not all codes are
relevant to the PT Cruiser! Codes may start with a "P" in your odometer. We have lots of
Chrysler PT Cruiser car information. Site directory. PT Cruiser Forums. Read our terms of
service. All rights reserved. Forums allpar. GT Cruiser Convertible Concepts. Code What it
means. Terms of Use. Privacy Policy. Taking too long to reach proper operating temparature
and switch to energy-efficient mode. Oxygen sensor heater element not working properly this
device helps to reduce emissions more quickly. Oxygen sensor does not show either a rich or
lean condition - may need replacement. Crankshaft position sensor reference signal cannot be
found while the engine is cranking. The secondary air solenoid control circuit seems bad this is
used for the aspirator. Evaporative emissions system leak that's the gas tank fuel vapor
recovery system - usually a loose or bad gas cap. The fuel level sender is not reporting any
change over a long distance. Something seems wrong. The fuel level sender is not reporting
any change over a long time. The power steering switch may not be working. Neons: high
pressure is showing up at high speed. The automatic transmission computer has a problem ask it what's going on. I don't know. All I know is that the transmission asked me to turn on the
MIL malfunction indicator light. I did it, didn't I? So why are you bugging ME? I'd check for that.
It's patriotic and more informative. Based on the transmission temperature and its operations, it
looks like the transmission temperature sensor's gone bad. The engine's running faster than it
should for these speeds, so I think thetorque convertor clutch lock-up system is bad. Torque
converter clutch part throttle unlock solenoid circuit problem - shift solenoid C electrical fault.
Overdrive override switch has been pressed for over five minutes. Just thought you should
know. Overdrive solenoid control circuit problem transmission relay circuit in Jeep RE
transmissions. The intake manifold short runner tuning valve circuit seems to be having a
problem. Can't get to target engine speed, check for vacuum leaks and idle speed motor issues.
No Z1 or Z2 voltage seen by the computer when the auto shutdown relay is used. Try replacing
it. Control circuit of the 2 high-speed radiator fan control relay is having problems. Radiator fan
control circuit problem may be solid state relays as well as other circuits. Sensor feed is below
an acceptable limit. No messages received from the electronic transmission control module or
the Aisin transmission controller. Either the tcc solenoid or overdrive solenoid systems doesn't
seem to be making much sense. Do Not Sell My Data. Manage Consent. Vehicle engines require
coolants to keep them from overheating. In the past, there was only one kind of coolant
anti-freeze and that was the green liquid. Today, there are two: The green coolant and the
orange colored coolant, which is also known as Dexcool. The green coolant is an inorganic
additive technology IAT. With this type of coolant, phosphates along with silicates are added to
ethylene glycol. There are some IAT coolants that use propylene glycol instead of ethylene
glycol. The orange coolants are organic acid technologies OAT. These were created for newer
vehicles that had more nylon and aluminum parts in them. OAT coolants use organic acids in
order to prevent corrosion. Some people believe that they can mix the two. This is a mistake
and can lead to expensive repairs. The two coolants should never be mixed together as they do
not react well. When mixed together they can form a thick, jelly-like substance that can
completely stop all coolant flow which can lead to overheating. As the coolant stops flowing,

other problems can occur as well such as happens with radiators, water jackets, and even
heater cores. The water pump may overheat and stop working. In severe cases, head gaskets
can blow, and heads may warp. The engine itself will encounter major damage. As you can see,
mixing the two is not a good idea. If mixing happens, it is best to have the entire system flushed
before driving the vehicle. This is the only way to be sure that the system is clean and not at
risk. Failure to perform this flushing can, and often does, lead to engine failure and costly
repairs. It is better to take care of the problem before it gets much worse. What exactly happens
when these coolants are mixed? The coolants chemically react and form a gel rather than a
liquid. The coolant stops flowing through the system, clogs up coolant passageways and water
jackets, radiators, and heater cores. The water pump overheats and fails due to a lack of
lubricant in the coolant. Head gaskets blow, heads warp, and the engine suffers major damage.
Eddie michniewicz.. You can mix the two. Even the SAE says you can mix the two. The
antifreeze does not jelly. Mixing them can lead to reduced effectiveness of corrosion inhibiting
additives and thats all. Antifreeze is solely intended for keeping the water from freezing in
winter when your car sits and the additives are there to keep your aluminum parts from
corroding. I would rather be safe than sorry. Reason I ask, I have a Jeep GC Leredo horrible car,
I would only recommend to those big trucks that crush cars and the water pump was going bad,
and the coolant was leaking, and I had to wait about a two weeks to have it repaired. Prior to
this issue it had orange coolant in it, but again I began putting water in it for about two weeks
that leaked right out. I got home, my FIL who informed to get orange stated it was green and I
did not need to put green in it. I figured it had been flushed basically from the water I put in it.
Any insight? Ive seen what happens to mixing green and orange antifreeze. It makes solids gel
or whatever, pretty gross stuff inside the reservoir. I just bought a mercury cougar that
overheats. I burped it and finally have heat but its still overheating. I have the green stuff in it
and my manual says dex cool antifreeze only which is orange. Now i have to flush my system to
correct the overheating problem. What a total rip-off! How can this be legal, are there not
consumer watch-dog organizations to prevent this? Hey Dan McTeague, you need to warn
people about this as well as where and when the gas deals can be found. I once mixed dexcool
with standard green antifreeze. The car immediately heated up, fogged up the windshield and
not even a month later, then headgasket was blown. Dexcool is crap and should not be used,
but you must FIRST completely flush your system before you make the change to standard
antifreeze. If in doubt, flush it out!!!! Nice arbitrary figure. Evil morons. Anyway, I work on my
own car, which is an older Honda Civic. I have no idea if someone truly mixed these two types
13 years ago and is driving problem-free today with , on the odometer. There are people who do
crap like that for fun. Have an 04 Pontiac Grand Prix bought brand new and it had the orange
stuff in it. Within 8, miles that car overheated and the dealership had to flush and fill all fluids.
Said they had never seen antifreeze coagulate like that. I put in green coolant and without
looking put in like half a litre of red coolant with it be ok or do I have to drain it again? I have a
Chevy Impala LS. Unknowingly I kept driving the car until the engine overheated and cost three
thermostats, 2 radiators and an engine. Heat is diminished and the car does idle much hotter
than it should. Does not overheat at the moment but does go just over the halfway mark. Hope
this helps folks consider their options. Please, please, pleaseâ€¦If you are reading these
commentsâ€¦please, just put the proper coolant in your vehicle. The end result is an expense
that could have been avoided. I called Cummins and talked to a tech. I bought the stuff everyone
is hot about Zerex. Looks yellow to me. So my car was overheating, went to dg and got coolant
poured about 3 cups into my orange coolant, will my car be okay????? I just went to fill my
girlfriends car with fluids today before a long trip. Well, I noticed her coolant was low so I filled
it. Well, needless to sayâ€¦the car now overheats and is non driveable. Anyone have
suggestions on how to fix it? I just put dex cool in my buick, it had green in it but i followed
mnftr instrucctionsâ€¦now have overheating problemsâ€¦smh. No slime created by mixing those
as they have the same chemical composition. What about Prestone? Can Prestone be mixed
with Dexcool or not? Problem ruining engines was with the cooling system! Never heard of thus
til today but I did learn the hard way that you cannot mic stop leak with any antifreeze period
because it can plug your heater core. Did this thinking nothing of it, in kenworth T8, figured two
could be mixedâ€¦ Do not mix! Turns into thick black oil! Sitting here now waiting for mechanic
to come inâ€¦. I wonder how much of a mixture is a problem? I absentmindedly poured a few
glugs probably less then 8 ounces of green anti-freeze into a tank about an inch below the min
line that had orange before my brain registered what I was doing. However, two days later and it
seems to be working fine. The color of the anti-freeze in the tank is still orange, and the
viscosity is still just slightly thicker then water. I am pretty close to the 60K mile mark, so I
might just flush the system next time I take it in for maintenance just to be safe. And I plan to
dispose of the old green anti-freeze anyways since it is a 20 year old bottle that was sitting in

the garage when I bought my house it even has an advertisement to win tickets to Superbowl
XXXVI. Shop flushed it on their machine like 20 times. It runs great now luckily no damage was
done. Save my name, email, and website in this browser for the next time I comment. It seems
that today, no matter what you are looking to buy, there are hundred of different options to
choose from. Motor oil is no exception, and at times it can be extremely confusing when
deciding what brand or type of motor oil you should use in your vehicle. Owning a car can be
expensive. Maintenance and repairs are typically pretty costly. Then there is gas. If you drive a
lot, you probably spend a lot of time at the gas station. The good news is that you can save fuel
by focusing on these areas: Tire Pressure How long has it been sinceâ€¦. Use the right stuff that
is recommended by the manufacturer and stfu. I mixed added green fucked up the sustem
turned to clay pluged everything dam dont mix. Leave a Comment Cancel Reply Your email
address will not be published. Popular tags air filter replacement air filter replacement
kernersville auto repair best car wash near me brake service car care Car Service car wash car
wash near me conventional oil engine oil engine service kernersville nc express oil change fuel
economy greensboro nc havoline havoline oil change havoline xpress lube high point nc
kernersville auto center kernersville nc maintenance motor oil Oil Change oil change
kernersville oil change kernersville nc saving fuel saving gas synthetic oil synthetic oil change
tire pressure transmission service tune up vehicle maintenance vehicle maintenance
greensboro nc vehicle maintenance high point nc vehicle maintenance kernersville nc vehicle
maintenance winston salem nc vehicle service kernersville nc winston-salem nc xpress lube
xpress lube car wash xpress lube kernersville xpress lube of kernersville xpress wash. Popular
Posts. Call: A majority of all used US imports have either been in accidents, been stolen, been
flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30
years, CARFAX has been collecting data on US vehicles from thousands of sources and has
helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that has
costly hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information
from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I had the report. Vehicle
imported from California to Lithuania. For some weeks "Babs" is now with us and we have a lot
of fun with the car. Buying Used American Cars? Search by VIN. Instant Access. We offer you
unique vehicle history to help you make better purchase decisions. Trusted by millions of
users. Worldwide market leader. The most popular blog articles How to detect mileage rollback?
Mileage rollback is one of the most occurring types of fraud in the selling process of used cars.
However, there are ways to detect mileage fraud. Even though odometer fraud is difficult to
detect for the untrained eye, it is not an impossible task. Import a car from the USA. There are a
few advantages to buying a American used car. Check the Service History of a Car. How
important is the service history of a car? CARFAX takes a look at these questions and explains
the importance of the service history of a car, as well as where you can find the complete
history of service records. Make a VIN Search. Quick Links Download this manual. Table of
Contents. Automobile Chrysler Concorde Service Manual pages. It is supplemented by a
Warranty Information Booklet and various customer oriented documents. You are urged to read
these publications carefully. If you do not read this entire manual you may miss important
information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
These numbers can be used to order duplicate keys from your dealer. Ask your dealer for these
numbers and keep them in a safe place. If this occurs, rotate the key to the right slightly, then
remove the key as described. Leaving children in a vehicle unattended is danger- ous for a
number of reasons. A child or others could be injured. Children should be warned not to touch
the parking brake, brake pedal or the gear selector lever. Page 15 chip transponder embedded
into them. Only keys that have been programmed to the vehicle can be used to start and operate
the vehicle. The Sentry Key Immobilizer System does not need to be armed or activated.
Operation of the system is automatic regardless of whether or not the vehicle is locked or
unlocked. Replacement Keys NOTE: Only keys that have been programmed to the vehicle
electronics can be used to start the vehicle. Once a Sentry Key has been programmed to a
vehicle, it can not be programmed to any other vehicle. Page General Information 4. Insert a
blank Sentry Key into the ignition switch and turn the ignition switch ON within 60 seconds.

After 10 seconds a single chime will sound. The Theft Alarm Light will stop flashing, turn on for
3 seconds; then turn off. The new Sentry Key has been programmed. If you turned the wheel to
the left to engage the lock, turn the wheel slightly to the left to disengage it. When leaving the
vehicle always remove the key from the ignition lock, and lock your vehicle. Do not leave
children unattended in the vehicle, or with access to an unlocked vehicle. Unsupervised use of
vehicle equipment may cause severe personal inju- ries and death. The double unlock activation
feature requires you to turn the key in the cylinder lock two times within five seconds to
UNLOCK all vehicle doors and liftgate at once. Press the interior door lock switch to the LOCK
position. A single chime will sound to signify that you have successfully completed the
programming. You can turn the feature back on by repeating the above mentioned procedure.
Avoid trapping anyone in a vehicle in a collision. Remember that the rear doors can only be
opened from the outside when the child protection locks are engaged. NOTE: For emergency
exit with the system engaged, move the lock plunger up unlocked position , roll down window
and open the door with the outside door handle. Your new vehicle was shipped with two transmitters. See your dealer for additional transmitters Additional transmitters can be programmed
to the sys- tem by using the following procedure: 1. NOTE: Do not touch the battery terminals
that are on the back housing or the printed circuit board. With the transmitter buttons facing
down, use a thin coin to pry the two halves of the transmitter apart. If something triggers the
alarm, the system will signal for about 18 minutes. For the first 3 minutes the horn will sound
and the headlights, park lights, tail lights and the indicator light in the cluster will flash. Starting
the vehicle with a valid Sentry key will disarm the system. A valid key is one that is programmed
to that particular vehicle. A valid key will disarm the system, an invalid key will trigger the alarm.
To open the liftgate, insert the key into the lock and turn to the left. Do not allow children to
have access to the liftgate area with the rear shelf panel in position 1 Top or position 2 Middle ,
either by climbing into the liftgate from outside, or through the inside of the vehicle. If the
handle is pulled downward, entirely through the elastic loop, the handle will not return to its
original position and the seat back may not operate properly. Never leave children in a vehicle,
with the keys in the ignition switch. Occupants, particularly unat- tended children, can become
entrapped by the win- dows while operating the power window switches. Such entrapment may
result in serious injury or death. Your vehicle may exhibit wind buffeting with the windows
down, or the sunroof if equipped in certain open or partially open positions. Someone on the
road may be a poor driver and cause a collision that includes you. This can happen far away
from home or on your own street. Research has shown that seat belts save lives, and they can
reduce the seriousness of injuries in a collision. Seat belts are designed to go around the large
bones of your body. These are the strongest parts of your body and can take the forces of a
collision the best. The lap portion could ride too high on your body, possibly causing internal
inju- ries. Always buckle your belt into the buckle nearest you. Always wear the lap belt as low
as pos- sible and keep it snug. When you release the anchorage, try to move it up or down to
make sure that it is locked in position. Page Seat Belt Pretensioners Seat Belt Pretensioners
The seat belts for both front seating positions are equipped with pretensioning devices that are
designed to remove slack from the seat belt in the event of a collision. These devices improve
the performance of the seat belt by assuring that the belt is tight about the occupant early in a
collision. You may dam- age the airbags and you could be injured because the airbags are not
there to protect you. These protective covers for the airbag cushions are de- signed to open
only when the airbags are inflating. An airbag deployment can cause severe injury or death to
infants in that position. Children that are not big enough to properly wear the vehicle seat belt
see Section on Child Restraints should be secured in the rear seat in child restraints or belt The
airbags work with your seat belt to restrain you properly. Always wear your seat belts even
though you have airbags. A large quantity of nontoxic gas is generated to inflate the front
airbags. The front airbag covers sepa- rate and fold out of the way as the front airbags inflate to
their full size. This especially applies to children. If A Deployment Occurs The airbag systems
are designed to deploy when the airbag control modules detect a moderate-to-severe col- lision,
to help restrain the driver and front passenger, and then immediately deflate. If you are involved
in another collision, the airbags and seat belt pretensioners will not be in place to protect you.
Deployed airbags and seat belt pretensioners cannot protect you in another collision. While the
airbag system is designed to be maintenance free, if any of the following occurs, have an
authorized dealer service the system immediately. In a collision, an unrestrained child, even a
tiny baby, can become a missile inside the vehicle. The force required to hold even an infant on
your lap could become so great that you could not hold the child, no matter how strong you are.
The child and others could be badly injured. An airbag deployment could cause severe injury or
death to infants in this position. It could come loose in a collision. The child could be badly
injured or killed. The LATCH system provides for the installation of the child restraint without

using the vehicle seat belt. Page 57 In general, you will first loosen the adjusters on the lower
and tether straps so that you can more easily attach the hook or connector to the lower and
tether anchorages. The tether strap should be routed under the center of the head restraint and
attached to the tether anchor on the rear of the seat back. An incorrectly anchored tether strap
could lead to increased head motion and possible injury to the child. Use only the anchor
position directly behind the child seat to secure a child restraint top tether strap. Drive
moderately during the first miles km. While cruising, brief full-throttle acceleration, within the
limits of local traffic laws, contributes to a good break-in. Set the blower at high speed. Check
for stones, nails, glass, or other objects lodged in the tread. Inspect tread and sidewall for cuts
or cracks. Check wheel nuts for tightness, and tires includ- ing spare for proper pressure. A two
point pivot system allows for horizontal and vertical mirror adjustment. Annoying headlight
glare can be reduced by moving the small control under the mirror to the night position toward
rear of vehicle. Vehicles and other objects seen in the passenger side convex mirror will look
smaller and farther away than they really are. Page Illuminated Vanity Mirrors - If Equipped
Select a mirror and press one of the four arrows for the direction you want the mirror to move.
To use the mirror, rotate the sun visor down and swing the mirror cover upward. Page 71 The
rearview mirror contains the microphone for the system and the control buttons that will enable
you to access the system. The diagram below shows the mirror with the appropriate buttons.
You will be prompted for a specific command and then guided through the available options.
Each cellular phone that is paired should be given a unique phone name. Page 75 Phonebook
edit can be used to add another phone number to a name entry that already exists in the
phonebook. The first call will be on hold while the second call is in progress. This method can
also be used in instances where you are pressing a number on your keypad to navigate through
a menu structure or to enter a number for a pager. The sudden movement of the seat could
cause you to lose control. The seat belt might not be properly adjusted and you could be
injured. Adjust the seat only while the vehicle is parked. To recline, lean forward slightly before
lifting the lever, then lean back to the desired position and release the lever. Lean forward and
lift the lever to return the seatback to its normal position. Page Adjustable Head Restraints
Adjustable Head Restraints Head restraints can reduce the risk of whiplash injury in the event of
impact from the rear. Pull up or push down on the head restraints so that the upper edge is as
high as practical. To raise the head restraint, pull up on the head restraint. NOTE: Once a heat
setting is selected, heat will be felt within 2 to 3 minutes. In a collision, people riding in these
areas are more likely to be seriously injured or killed. It is important that the front seats be
pulled forward to the midpoint of the seat track to avoid contact between the rear seat and the
front seatback. Lift up the seat and tumble the seat forward. First pull the hood release lever
located under the left side of the instrument panel. Then move the safety catch located under
the front edge of the hood, near the center and slightly to the right, and raise the hood. Each
light is turned ON by pressing the lens. Press the lens a second time to turn the light OFF. The
lights also come on when a door is opened or the dimmer control is turned fully upward, past
the second detent. With the ignition key in the OFF position, the interior lights will automatically
turn off in about 8 minutes if a door is left open or the dimmer control is left in the Dome light
position. The in- terior lights will remain off when the doors are open. Parade Mode Daytime
Brightness Feature Rotate the dimmer control to the first detent white semi-circle. This feature
brightens the odometer and radio dis- play when the parking lights or head- lights are on during
daylight condi Turn to the second detent for headlight operation. To change the brightness of
the instrument panel lights, rotate the center portion of the Multi-Function Control Lever up or
down. To activate the front fog lights, turn on the parking lights or the low beam headlights and
pull out the end of the control lever. NOTE: The fog lights will only operate with the head- lights
on low beam. The lever is located on the right side of the steering column. Move the con- trol
lever up to select the desired wiper speed. Windshield Washers To use the washer, pull the
control lever toward you and hold while spray is desired. In cold weather, always turn off the
wiper switch and allow the wipers to return to the park position before turning off the engine. If
the wiper switch is left on and the wipers freeze to the windshield, damage to the wiper motor
may occur when the vehicle is restarted. Pull the lever back up to lock the column firmly in
place. The system should be turned OFF when not in use. When the pedal is released, the
vehicle will return to the set speed. Page Manual Compass Calibration Manual Compass
Calibration If the compass appears erratic, inaccurate, abnormal or the vehicle is new, you may
calibrate the compass. Prior to calibrating the compass make sure the proper zone is selected.
Find an open area away from large metal objects. With the vehicle running, press and hold the
STEP button for about 10 to 15 seconds. Press and hold the switch rearward to fully open the
sunroof. The sunroof can be stopped at any position between closed and full open. Page Wind
Buffeting The sunshade can be opened manually. It will also open as the sunroof opens. The

sunshade cannot be closed if the sunroof is open. Occupants, particularly unat- tended
children, can become entrapped by the power sunroof while operating the power sunroof
switch. If the buffeting occurs with the sunroof open, adjust the sunroof opening to minimize
the buffeting or open any window. Sunroof Maintenance Use only a non-abrasive cleaner and a
soft cloth to clean the glass panel. Page There are two optional power outlets. One is in the
Accessory Switch Bank, in the center of the instrument panel. This outlet is powered directly by
the battery, regardless of the ignition switch position. All accessories connected to this outlet
should be removed or turned off when the vehicle is not in use, to protect the battery against
discharge. To open lift up on the handle and pull the storage bin forward. Storage Pockets
There are also Storage pockets located on each door trim panel. Position 1 Top Insert the front
outboard corners of the shelf panel into the top guides and slide forward. Press down on the
back of the shelf panel to lock it into place. Do not load objects over lbs 45 kg in position 2
middle. Page Position 5 Table Position 4 Vertical Insert the front outboard corners of the shelf
panel into the vertical guides behind the rear seatbacks near the floor and slide downward.
Push the shelf panel forward to lock it into place. When in the vertical position, the rear shelf
panel should not be used as a barrier for large objects in Twist the knob on the underside of the
panel and lower the shelf leg. Install the shelf leg into the liftgate latch area as labeled on the
rear scuff plate. Do not load objects over lbs 45 kg in position 5 table. The load must not exceed
lbs 68 kg , and should be uniformly distributed over the luggage rack crossbars. Use both
adjustable crossbars assemblies to support the load and distribute the load as evenly as
possible. To avoid damage to the roof rack and vehicle, do not exceed the maximum roof rack
load capacity of lbs 68 kg. Always distribute heavy loads as evenly as possible and secure the
load appropriately. Long loads which extend over the windshield, such as wood panels or
surfboards, should be secured to both the front and rear of the vehicle. Page Tape CD Button
Fuel Gauge When the ignition switch is in the ON position, the pointer will show the level of fuel
remaining in the fuel tank. Charging System Light This light shows the status of the electrical
charg- ing system. Engine Temperature Warning Light This light warns of an overheated engine
condi- tion. If the engine is critically hot, a warning chime will sound 10 times. After the chime
turns off, the engine will still be critically hot until the light goes out. Page High Beam Indicator
This light shows that the headlights are on high beam. Pull the turn signal lever toward the
steer- ing wheel to switch the headlights from high or low beam. Tachometer The white area of
the scale shows the permissible engine revolutions-per-minute rpm x for each gear range.
Brake System Warning Light This light monitors various brake functions, including brake fluid
level and parking brake application. If the brake light comes on, it may indicate that the parking
brake is applied, or there is a low brake fluid level. Page The light will flash when the Traction
Control System is controlling traction. If the door is open for more than 8 minutes, the light will
turn off. Airbag Light The light comes on and remains on for 6 to 8 seconds as a bulb check
when the ignition switch is first turned ON. If the light does not come on during starting, stays
on, or comes on while driving, have the system checked by an authorized dealer. Page Certain
conditions such as a loose or missing gas cap, poor fuel quality, etc. The vehicle should be
serviced if the light stays on through several of your typical driving cycles. In most situations
the vehicle will drive normally and will not require towing. A digital readout shows the time in
hours and minutes whenever the ignition switch is in the ON or ACC position and the time
button is pressed. Page Electrical Disturbances Electrical Disturbances Radio waves may pick
up electrical disturbances during transmission. They mainly affect the wave amplitude, and thus
remain a part of the AM reception. They interfere very little with the frequency variations that
carry the FM signal. AM Reception AM sound is based on wave amplitude, so AM reception can
be disrupted by such things as lightning, power lines and neon signs. If no action is taken
during the 5 second time out the PTY icon will turn off. Pressing the PTY button within 5
seconds will allow the program format type to be selected. The operating mode will be
displayed next to the station frequency. The display will show ST when a stereo station is
received. Scan Button Pressing the SCAN button causes the tuner to search for the next station,
in either AM or FM, pausing for 5 seconds at each listenable station before continuing to the
next. Operating Instructions â€” Tape Player Insert the cassette with the exposed tape side
toward the right and the mechanical action of the player will gently pull the cassette into the
play position. Scan Button Press this button to play 10 seconds of each selection. Press the
scan button a second time to cancel the feature. This CD player will accept 4 only. Press the
bottom of the button to return to the beginning of the current selection, or return to the
beginning of the previous selection if the CD is within the first 10 seconds of the current
selection. The following will be displayed in this order: After three seconds, the current channel
name and number will be displayed for five seconds. Turn the volume control clockwise to
increase the volume. NOTE: Power to operate the radio is supplied through the ignition switch.

If you press and hold the button, the radio will continue to tune until you release the button. The
frequency will be displayed and continu- ously updated while the button is pressed. Balance
The Balance control adjusts the left-to-right speaker bal- ance. The use of other sized discs may
damage the CD player mechanism. You may either insert or eject a disc with the radio OFF. This
feature plays the tracks on the selected disc in random order to provide an interest- ing change
of pace. A SEEK symbol will appear on the display. Press and hold the RW button for fast
reverse. Press the FADE button in and it will pop out. Adjust the balance and push the button
back in. Tone Control The tone controls affect the Bass and Treble frequency bands. Operation
is subject to the following conditions: 1. This device may not cause harmful interference, 2. This
device must accept any interference received, including interference that may cause undesired
opera- tion. Play will begin at the start of track 1. The RW Reverse button works in a similar
manner. The radio will play 7 seconds of the selected channel before moving to the next
channel of the selected program type. Handle the disc by its edge; avoid touching the surface.
Page The air conditioning system of your vehicle contains Ra, a refrigerant that does not
deplete the ozone layer in the upper atmosphere. You can select either a primary mode, as
identified by the symbols, or a blend of two of these modes. Page Defrost Air is directed
through the windshield and side window demist outlets. Use this mode with maxi- mum fan and
temperature settings for best windshield and side window defrosting. Clean with a gentle water
spray from behind the radiator and through the condenser. Direct the panel outlets toward the
side windows. The air is directed at the area of the windows through which you view the outside
mirrors. To avoid damaging the electrical conductors, do not use scrapers, sharp instruments,
or abrasive window cleaners on the interior surface of the rear window. Labels can be peeled off
after soaking with warm water. It is located in the rear of the engine compartment on the
passenger side and should be checked for fluid level at regular intervals. Fill the reservoir with
windshield washer solvent not radia- tor antifreeze and operate the system for a few seconds to
flush out the residual water. Page Tire Rotation Recommendations Long periods of engine
idling, especially at high engine speeds can cause excessive exhaust tempera- tures which can
damage your vehicle. Do not attempt to push or tow your vehicle to get it started. To prevent
damage to the starter, do not crank the engine for more than 15 seconds at a time. Wait 10 to 15
seconds before trying again. After Starting The idle speed will automatically decrease as the
engine warms up. This system is active only while the ignition switch is in the ON positions.
Always depress the brake pedal first, before moving the gear selector out of PARK. Shift into D
and resume driving. NOTE: Even if the transaxle can be reset, it is recom- mended that you visit
a dealer at your earliest possible convenience. Your dealer has diagnostic equipment to
determine if the problem could recur. The transaxle will operate normally in first and second
while in this range. If you choose the Overdrive mode, the transmission will oper- ate
automatically; shifting between the four available gears. Fully depress the clutch pedal before
you shift gears. As you release the clutch pedal, lightly depress the accelera- tor pedal. Page 2.
This is the position the shifter lever will return to automatically when neutral is se- lected. Page
Downshifting For improved performance, your manual transaxle may be upshifted up to the
maximum speeds listed in table 2 within legal speed limits. NOTE: This light only shows that the
parking brake is on. It does not show the degree of brake application. If the parking brake is
applied while the vehicle is moving, a chime will sound to alert the driver. Page When parking
on a hill, it is important to set the parking brake before placing the gear selector in Park,
otherwise the load on the automatic transaxle locking mechanism may make it difficult to move
the selector out of Park. As an added precaution, turn the front wheels toward the curb on a
downhill grade and away from the curb on a uphill grade. In the event power assist is lost for
any reason for example, repeated brake applications with the engine off , the brakes will still
function. How- ever, the effort required to brake the vehicle will be much greater than that
required with the power system oper- ating. Page During stops where ABS is activated, a
vibration of the brake pedal may be felt and associated system noises may be heard. NOTE:
Pumping of the brake pedal will diminish the effectiveness of Anti-lock brakes and may lead to
an accident. If for some reason the hydraulic pressure is interrupted, it will still be possible to
steer your vehicle. Under these conditions you will observe a substantial increase in steering
effort. Tires designed to this standard have the tire size molded into the sidewall beginning with
the section width. The letter P is absent from this tire size designation. Tires with white
sidewalls will have the full TIN including date code located on the white sidewall side of the tire.
Tire and Loading Information Placard This placard tells you important information about the, 1
number of people that can be carried in the vehicle 2 the total weight your vehicle can carry 3
the tire size designed for your vehicle Page Loading The vehicle maximum load on the tire must
not exceed the load carrying capacity of the tire on your vehicle. The resulting figure equals the
available amount of cargo and luggage load capacity. Overloading of your tire is dangerous.

Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Page Tire
Inflation Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear
patterns to develop across the tire tread. These abnormal wear patterns will reduce tread life
resulting in a need for earlier tire replacement. Underinflation also increases tire rolling
resistance and results in higher fuel consumption. Use a good quality pocket-type gauge to
check tire pressure. Do not make a visual judgement when determining proper inflation. Page
Tire pressure may increase from 2 to 6 psi 13 to 40 kPa during operation. DO NOT reduce this
normal pressure build up or your tire pressure will be too low. Tire Pressures for High Speed
Operation The manufacturer advocates driving at safe speeds within posted speed limits.
Combining radial ply tires with other types of tires on your vehicle will cause your vehicle to
handle poorly. The instability could cause an accident. Al- ways use radial ply tires in sets of
four or 6, in case of trucks with dual rear wheels. Page Tire Spinning Do not install a wheel
cover or attempt to mount a conventional tire on the compact spare wheel, since the wheel is
designed specifically for the compact spare. Because of the reduced ground clearance, do not
take your vehicle through an automatic car wash with the Some combina- tions of unapproved
tires and wheels may change suspension dimensions and performance charac- teristics,
resulting in changes to steering, han- dling, and braking of your vehicle. Vibration may be a
result of tire and wheel out-of- balance. Proper balancing will reduce vibration and avoid tire
cupping and spotty wear. Page Tire Rotation Recommendations Tire Rotation
Recommendations Tires on the front and rear axles of vehicles operate at different loads and
perform different steering, driving and braking functions. For these reasons, they wear at
unequal rates, and tend to develop irregular wear pat- terns. These effects can be reduced by
timely rotation of tires. Page Reformulated Gasoline Over 40 automobile manufacturers around
the world have issued and endorsed consistent gasoline specifica- tions the World Wide Fuel
Charter, WWFC to define fuel properties necessary to deliver enhanced emissions, engine
performance, and durability for your vehicle. The manufacturer recommends the use of
gasolines that meet the WWFC specifications if they are available. If the Malfunction Indicator
light is flash- ing, immediate service is required. See the paragraph on the Onboard Diagnostics
Sys- tem in section 7 of this manual. Materials Added to Fuel All gasoline sold in the United
States is required to contain effective detergent additives. Most of these products contain high
concentrations of methanol. Fuel system damage or vehicle performance problems resulting
from the use of such fuels or additives is not the responsibility of the manufacturer and may not
be covered under the New Vehicle Warranty. If using a portable container, it should have a
flexible nozzle long enough to force open the restricting door. This is an indication that cap is
properly tightened. If the gas cap is not tighten properly, the Malfunction Indicator Light will
come on. Be sure the gas cap is tightened every time the vehicle is refueled. You might not have
brakes when you need them and could have an accident. Depress the switch and both cluster
indicators and all front and rear direc- tional signals will flash. Depress the switch again to turn
Hazard Warning Flashers off. Page If the pointer rises to the H red mark, the instrument cluster
will sound a chime. Pull over and stop the vehicle. Idle the vehicle with the air conditioner
turned off until the pointer drops back into the normal range. If the pointer remains on the H red
mark, turn the engine off immediately and call for service. A hot engine cooling system is
dangerous. You or others could be badly burned by steam or boiling coolant. You may want to
call a service center if your vehicle overheats. If you decide to look under the hood yourself,
refer to Section 7, Maintenance, of this manual. Page Jack Location Jack Location The jack and
jack-handle are stowed behind the right rear side trim panel in the cargo area. Do not attempt to
raise this vehicle using a bumper jack. Rotate the nut to the left until you can remove the swivel
hook from the stowage basket. Swing the basket down to remove the compact spare tire. Page
Jacking Instructions Jacking Instructions 1. Remove the scissors jack and lug wrench from the
stowage bag. NOTE: If equipped with a center cap that covers the wheel nuts, pry off the cap
using the small end of the lug wrench. To reinstall the cap, make sure it is properly lined up
before pushing it on to the wheel. Raise the vehicle by turning the jack screw to the right, using
the swivel wrench. Raise the vehicle only until the tire just clears the surface and enough
clearance is obtained to install the spare tire. If you doubt that you have tightened the nuts
correctly, have them checked with a torque wrench by your dealer or at a service station.
Remove the wheel blocks and lower the jack until it is free. Vehicles equipped with an automatic
trans- axle cannot be started this way. Unburned fuel could enter the catalytic converter and
once the engine has started, ignite and damage the converter and vehicle. Battery fluid is a
corrosive acid solution; do not allow battery fluid to contact eyes, skin or clothing. If acid
splashes in eyes or on skin, flush the contaminated area immediately with large quantities of
water. Start the engine in the vehicle that has the booster battery, let the engine idle a few

minutes, then start the engine in the vehicle with the discharged battery. When removing the
jumper cables, reverse the se- quence exactly. Page Freeing A Stuck Vehicle 2. Slow down if
road has standing water or puddles. Replace tires when tread wear indicators first become
visible. Keep tires properly inflated. Maintain enough distance between your vehicle and the
vehicle in front of you to avoid a collision in a sudden stop. Racing the engine or spinning the
wheels too fast may lead to transaxle overheating and failure. It can also damage the tires. Do
not attempt to use sling type equipment when towing. When securing vehicle to flat bed truck,
do not attach to front or rear suspension components. This system monitors the performance of
the emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Failure to pass could prevent
vehicle registration. The MIL will not flash at all and will remain fully illuminated until you turn
off the ignition key or start the engine. Page Maintenance Procedures NOTE: Intentional
tampering with emissions control systems can result in civil penalties being assessed against
you. You can be badly injured working on or around a motor vehicle. Do only that service work
for which you have the knowledge and the proper equipment. If you have any doubt about your
ability to perform a service job, take your vehicle to a competent mechanic. Checking the oil
while the vehicle is on level ground, will improve the accuracy of the oil level readings. The
manufacturer only recommends API Certified engine oils. Engine Oil Viscosity SAE Grade The
proper SAE viscosity grade of engine oil should be selected based on the following
recommendation and be within the operating temperature shown in the engine oil Page
Synthetic Engine Oils There are a number of engine oils being promoted as either synthetic or
semi-synthetic. Follow the service schedule that describes your driving type. Improper belt
tension can cause belt slippage and failure. Inspect the drive belts for evidence of cuts, cracks,
or glazing and replace them if there is any sign of damage which could result in belt failure.
Damage to the catalytic converter can result if your vehicle is not kept in proper operating
condition. In the event of engine malfunction, particularly involv- ing engine misfire or other
apparent loss of perfor- mance, have your vehicle serviced promptly. Contin- ued operation of
your vehicle with a severe malfunction could cause the converter to overheat, resulting in
possible damage to the converter and the The air cleaner can provide a measure of protection in
the case of engine backfire. Do not remove the air cleaner unless such removal is necessary for
repair or maintenance. Battery fluid is a corrosive acid solution and can burn or even blind you.
If acid splashes in eyes or on skin, flush the area immediately with large amounts of water. Page
Air Conditioner Air Conditioner Check the air conditioning system at the start of the warm
weather season. Clean with a gentle water spray from behind the radiator and through the
condenser as required. Fluid level should be checked on a level surface and with the engine off
to prevent injury from moving parts and to insure accurate fluid level reading. Do not overfill.
Use only manufacturers recommended power steering fluid. If necessary, add fluid to restore to
the proper indicated level. Page Windshield Wiper Blades Windshield Wiper Blades Clean the
rubber edges of the wiper blades and the windshield periodically with a sponge or soft cloth
and a mild non abrasive cleaner or use the washer solvent. This will remove accumulations of
salt, waxes or road film and help reduce streaking and smearing. Fill the reservoir with
windshield washer solvent not radiator antifreeze. Exhaust gases can injure or kill. They contain
carbon monoxide which is colorless and odorless. Breathing it can make you unconscious and
can eventually poison you. Follow the above precautions to keep your exhaust system as safe
as possible. If coolant is dirty or rusty in appearance, the system should be drained, flushed
and refilled with fresh coolant. Check the front of the radiator for an accumulation of bugs,
leaves, etc. Failure to use the proper antifreeze could cause radiator plugging and engine
overheating. Do not mix antifreeze brands or use plain water alone or alcohol based antifreeze
products. Never add coolant when the engine is overheated. If an examination of your engine
compartment shows no evidence of radiator or hose leaks, the vehicle may be safely driven.
The vapor will soon dissipate. Components should be replaced immediately if there is any
evidence of degradation that could cause failure. Page brittle rubber, cracking, tears, cuts,
abrasions, and exces- sive swelling suggest deterioration of the rubber. Particu- lar attention
should be made to examining those hose surfaces nearest to high heat sources, such as the
exhaust manifold. Inspect all hose clamps and couplings to make sure they are secure and no
leaks are present. Fluid level can be expected to fall as the brake pads wear. Brake fluid level
should be checked when pads are replaced. However, low fluid level may be caused by a leak
and a checkup may be needed. Use only manufacturers recommended brake fluid, refer to
Recommended Fluids, Lubricants and Genuine Parts for correct fluid type. Page Automatic
Transaxle Automatic Transaxle All front wheel drive vehicles have a transmission and
differential assembly contained within a single housing. Selection Of Lubricant It is important

that the proper lubricant is used in the transaxle to assure optimum transaxle performance. Use
only manufacturers recommended transmission fluid, refer to Recommended Fluids, Lubricants
and Genuine Parts for correct fluid type. The vehicle must be on level ground. The engine
should be running at curb idle speed for a minimum of 60 seconds. If the fluid level shows low,
add sufficient transmission fluid to bring to the proper level. Dirt and water in the transaxle can
cause serious damage. The only exception to this policy is the use of special dyes to aid in
detecting fluid leaks. The use of transmission sealers should be avoided as they may adversely
affect seals. Page which exposes your vehicle to airborne contaminants, road surfaces on
which the vehicle is operated, extreme hot or cold weather and other extreme conditions will
have an adverse effect on paint, metal trim, and under- body protection. The following
maintenance recommendations will enable you to obtain maximum benefit from the corrosion
resistance built into your vehicle. Do not use abrasive or strong cleaning materials such as
steel wool or scouring powder, which will scratch metal and painted surfaces. If your vehicle is
equipped with flame or woodgrain graphics, it is recommended that special care be taken when
using hand-held pressure washers to clean your vehicle. The pressure of these hand-held car
wash wands can vary greatly and could possibly cause damage to the surface of the graphic.
Many wheel cleaners contain acids that may harm the wheel surface. NOTE: Replacement costs
for components damaged as a result of not following the recommended cleaning practices are
considered the responsibility of the cus- tomer. Page Cleaning Headlights Your vehicle has
plastic headlights that are lighter and less susceptible to stone breakage than glass headlights.
Plastic is not as scratch resistant as glass and therefore different lens cleaning procedures
must be followed. To minimize the possibility of scratching the lenses and reducing light
output, avoid wiping with a dry cloth. Dry with a soft tissue. Seat Belt Maintenance Do not
bleach, dye or clean the belts with chemical solvents or abrasive cleaners. This will weaken the
fabric. Sun damage will also weaken the fabric. If the belts need cleaning, use a mild soap
solution or lukewarm water. Page Interior Fuses Interior Fuses The fuse access panel is on the
left side of the instrument panel next to the steering column. To remove the panel, pull it out, as
shown. A label identifying the components and circuits is located on the inside of the cover.
When replacing a blown fuse, it is important to use LED Airbag Indicator Remove the headlight
access cover splash shield, located in the front wheel well opening. Rotate the socket to the left
one quarter turn to replace and replace the bulb. Front Fog Lights â€” Remove the screws
attaching the back up light to the rear fascia and remove the housing. Remove the socket from
the housing. Pull the bulb out of the socket and replace. Center High Mounted Stop Light 1.
Manual Transmission Fluid. These, and all other maintenance services included in this manual,
should be done to provide best vehicle performance and reliability. Change the automatic
transmission fluid and filter every 60, miles 96 km if the vehicle is usually operated under one or
more of the conditions marked with an Change the manual transaxle fluid every 48, miles 77 km
if the vehicle is usually operated under one or Miles Kilometers Change engine oil and engine
oil filter. Page Miles Kilometers Change engine oil and engine oil filter. Inspect the brake linings.
Replace the engine air cleaner filter. Replace the spark plugs. Inspect the tie rod ends and boot
seals. Inspect the PCV valve and replace as neces- sary. Change the brake fluid. If vehicle is
used for trailer towing. Inspect the engine air cleaner filter. Replace as necessary. Replace the
spark plugs and ignition cables. Inspect the PCV valve and replace if neces- sary. Inspect the
engine air cleaner filter and re- place as necessary. Inspect the engine air cleaner filter and
replace as necessary. Inspect the PCV make-up air filter. Replace as nec- essary. Replace the
PCV make-up air filter. Inspect the PCV valve and replace, if necessary. Page Miles Kilometers
[Months] Change engine oil and engine oil filter. Inspect the PCV valve and replace if necessary.
Not required if previously changed. Page Schedule "A" Adjust the generator drive belt tension.
Page Miles Kilometers [Month] Change engine oil and engine oil filter. Inspect the PCV Valve
and replace if necessary. Take your warranty folder. All work to be performed may not be
covered by the warranty, discuss additional charges with the service manager. Page The
manufacturer has empowered its dealers to make warranty and repair decisions that ensure you
are not inconvenienced. There is no need for you to wait for a decision from the manufacturer.
We appreciate that you have made a major investment when you purchased your new vehicle.
Your dealer has also made a major investment in facilities, tools, and training to assure that you
are absolutely delighted with your ownership experience. They will help you keep your vehicle
operating at its best. These manuals have been prepared with the assistance of service and
engineering specialists to acquaint you with specific Chrysler group vehicles. Included are
starting, operating, emergency and maintenance pro- cedures as well as specifications,
capabilities and safety tips. The traction grade is based on braking straight- ahead traction tests
and does not include cornering turning performance. Page Autostick Page Radiator Cap Page
Filler Cap Page Latches Hood Page Odometer Page Safety Checks Inside Vehicle Page Tires

Page Windshield Wipers Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Got car
issues? Well, we've got the answers! Easily search thousands of entries to find exactly what
you're looking for. Need advice on a dealing with a blown head gasket? Oil Leak? Cracked block
or leaking radiator? Be sure to leave a comment or question on anything that may interest you.
You can also send an email to our pro for direct assistance! It could be a leak. BlueDevil
Products has all the information you need to find the source of the leak and get it fixed before it
causes further damage to your vehicle. Hopefully, your car coolant is going where it should be:
through your engine! So, hopefully your coolant is taking its job seriously. Cooling system
problems usually show up as either an overheating engine, or a leaking engine either in the
form of puddles under your car or steam pour out from under your hood. Antifreeze leaks can
be caused by a variety of things but the two most common factors are age and dirty coolant.
Dirt or oil in your coolant can accelerate wear in your system, leading to leaks in your water
pumps, at gaskets, or at o-rings. Flushing your cooling system is the best way to stop this type
of leak. The years are also rough on cooling system components, causing plastic to get brittle
and hoses to get swollen, which are the most common causes of antifreeze leaks. In this case,
there is no way to prevent a leak. It is, however, still important to watch for signs of damage to
any cooling system component. Obviously, the most obvious sign of a leak is a puddle of
coolant under your car or antifreeze leaking from the front of your engine. However, there are a
few more subtle ways that you can detect an antifreeze leak. Sometimes a leak may not be
visible. When identifying the different routes of coolant in your car, start by locating the
radiator. It will be just in front of your engine, with an electric fan attached to it. The radiator will
have two large hoses, each about 2 inches in diameter, attached to the sides or top and bottom.
One hose usually leads to the thermostat while the other will lead to the water pump. The other
path your car coolant takes is through the heater core, which is best found starting at the
firewall the wall closest to the passenger compartment at the back of the engine. Your heater
core is a small radiator inside the cabin of your vehicle in the ventilation system. They usually
are on the passenger side of the engine compartment. These hoses will be smaller than the
others one to one-and-a-half inches in diameter. One will run to the radiator. The other will run
to the engine block or cylinder head. If you discover your leak is coming from the end of one of
the hoses in your engine it may be time to replace the hose. If it is swollen and appears too big
for the end connection, has cracks, rips or tears it is time to replace that hose. Next check the
hoses, as mentioned above, for cracks or connection issues. The plugs will be on either side of
the engine block and are metal disks from 1. There will be between 2 and 4 freeze plugs, usually
in a row on each side of the engine block. But, if the heater core is leaking, you may notice
liquid on the floor of the passenger and driver floor pan or the smell of antifreeze when you turn
the blower on. Simply our the solution in with your coolant, and let it work its magic. Your leaks
will be sealed within two regular driving days! You can also pick up any of our great BlueDevil
products at your partnering local auto parts stores like:. My friend has a Chrysler Pacifica. She
has engine oil getting into her coolant system. And her water pump is leaking. Will your product
work on her car. How quickly is the vehicle overheating? Did the mechanic diagnose the vehicle
at all? To give yourself the best overall chance of BlueDevil working successfully, in addition to
the directions, you should remove the spark plug from the cylinder with the leak; this will be the
spark plug from the cylinder with the low compression reading. Leave that plug out for the 50
minute idle in order to relieve the pressure from building up and thus allowing the product to
seal properly. Be sure to follow the guidelines for the proper amount to use based on the size of
your cooling system. I have a? I have a town and country a put water in the radiator and it just
pours out when I start my van under the van and out of the agxost but it is not in my oil would
this product work. Unfortunately, it sounds like you may be losing water a little too quickly for
BlueDevil to be beneficial. A hard part repair may be your best option. Since I recently put in
new thermostat, new water pump, water terminal, and a part called an activant I was shocked
that this summer became a nightmare. I had my mechanic use the Blue Devil treatment less
than 48 hours ago. I drove it this am to a couple of necessary stops maybe going 8 miles. It was
hot outside and I did not run ac. All I noticed is a drop of liquid had come out of the front left
section. This was about the size of a nickel. Is that normal? Please advise as this is my last
resort for my former independence and I am only Please give our tech line a call at 1. I have a
nineteen minty nine Pontiac grand Prix put head gasket sealant in three months ago and had to
put antifreeze in it ever since now the oil is a light brown in color and white exhaust is coming
out of tail pipe did my sealant broke and antifreeze is going into my oil miss Linda going crazy.
Thank you for asking about your Pontiac Grand Prix. Please contact our technical support line
at so that we may assist you with the warranty on the product and be able to make any
appropriate recommendations. My Ford Taurus is losing coolant, but there are no leaks. I

cannot figure this out. AnY ideas? It is possible that you are losing coolant internally, it is being
turned to steam and exiting through your tailpipe. I do not see any leak visible water leaks so
where is the coolant operating to end my radiator and reserve tank. So what is my solution.
Where do I put the Blue Devil oil seal. It sounds like you definitely have a leak in the cooling
system, most likely from your head gasket s. We recommend using 16 ounces of the BlueDevil
Head Gasket Sealer to help stop your coolant loss and overheating. I have an 06 Malibu doing
the same thing. They have replaced hoses, head gaskets.. Would it be worth giving this a shot?
I have put to much money into this car. Thanks for your question about your Malibu. Mystery
leaks like this can be elusive. To confirm that you have a blown head gasket you can purchase a
chemical test kit from your local auto parts store to check for exhaust gases present in your
coolant. You can also have a pressure test performed on your cooling system by your mechanic
which would also help prove you have a blown head gasket. If either of these check positive we
would recommend you using BlueDevil Head Gasket Sealer to seal the leak in your cooling
system and get your car running back normally. It had at the time , something miles on it.
Beautiful condition. I needed some wheels badly. I have no leaks at all. I obviously do need to
get a standard tuneup cause my car is also misfiring too. Open to any comments or
suggestions for my Malibu LS. Thank you for taking the time to read my car problems. Thank
you for asking about your Chevrolet Malibu. Prior to adding the BlueDevil Head Gasket Sealer,
you would want to drain and thoroughly flush the cooling system. Not knowing the chemical
formulation used in your previous application, we would not recommend mixing the two. Feel
free to contact our technical support line at with any other questions. I had a malibu and had
blown a head gasket. So I replaced the engine and not even 2 years later boom another blown
head gasket. Bad cars for intake manifold and head gaskets. Vinod here, I have Toyota Camry
model, 4 cylinders, mysteriously loosing my engine coolant, I tried to see any leaking, dripping
but could not see, went to my car Mechanic; he put pressure testing instruments on radiator
inlet, keep almost one hour under pressure, there was no visible leak from cooling systems,
coolant pump, hose, engine! Can you suggest how can I stop mysteriously loosing coolant, and
getting my car overheated. Since long, I am passing this situation, l live in Chino, CA. Please
suggest me remeady. Due to the fact that it is definitely losing coolant, there has to be a breach
somewhere within the cooling system. We recommend using 16 ounces of the BlueDevil Head
Gasket Sealer to help stop the coolant loss and get your vehicle back to running properly. I
have a chrysler pacifica i used some blue devil head gasket sealer. My hose was damaged and i
lost some of the fluid. I am currently still losing water from somewhere. Do you think i should
repeat the blue devil sealant or could my heater core be blocked? We would like to get a little
more detail as to the symptoms your Chrysler is experiencing and how long ago the BlueDevil
was applied. This will allow us to give you the best recommendation for getting the vehicle
working properly again. I have a LaCrosse with a 3. I keep losing coolant as well with no leaks.
The car runs at normal operating temperature while moving but when it idles for a few minutes
after the motor has been running awhile it will start to overheat. I have replaced the elbow tubes
that connect to the tensioner and water pump from the block and replaced the thermostat with a
fail safe one. I topped the radiator off and a few days later the coolant was gone. Will your
product work for my issue? The oil is not milky nor do I smell hot coolant or notice any steam.
Thank you for asking about your Buick Lacrosse. My truck is using excessive coolant, I can see
no leaking from any of the hoses involved. The truck does not overheat yet but I do see a small
slow leak from the inner bottom corner of the radiator. What do need to do? This will help stop
any coolant loss. Thanks for your question about your Pacifica. It does sound like you have a
coolant leak coming from somewhere under the hood. Our experience is that if you have a
problem right after having maintenance done, they are often related. If you have a proper
coolant flush they would have removed the transmission lines going to your radiator so our
best guess would be that you have a leak there. My car suddenly leaked an excess amount of
coolant. There was some steam but not much. I have no idea where the leak is coming from.
This product is specifically designed to stop coolant loss. I own a 99dodge intrepid es. It is
starting to leak antifreeze. I had it check. Hoses good. Radiator good. Please help.!!!!! Antifreeze
is too expensive to buy like that. Is that OK or do I need to do straight antifreeze? Help asap. I
drive a Nissan Murano.. I havent had one bit of trouble out of it since the day i bought it , But , I
am now having to add coolant once a week.. Its not leaking. My fan runs constantly , sometimes
I have heat, sometimes I dont.. My temp gauge is doing back flips.. I have had a new radiator
and new hoses put on the car. I have had pressure test done.. I just dont understand what is
going on with it.. Do you? Thanks for your question about your Murano. Usually, mystery
coolant leaks with no evidence combined with erratic temperature gauge readings are a pretty
good indication of a blown head gasket. If your pressure test came back normal, it seems a little
less likely but it could still be a very small leak. I have an astra 1. And since my astra started

losing but iv bin ading jus water. Can you tel me what the problem may be please. Thanks for
your question about your Astra. You also may simply have a slow leak, or a leak that only opens
up when the system is warm so the coolant is evaporating before it leaves a drip or puddle on
the ground. You could try testing your compression to see if you have a blown head gasket or
adding UV dye to the coolant to help identify where the leak is. My carr blows warms air and is
about half way point while driving around town. But when i go on the highway the temperature
gauge sits at about a quarter and its cold outside. Does this mean i need a thermostat? During
the summer the temp gauge always sat at half mark. Thanks for your question about your car.
Also, before you replace your radiator, we would recommend checking your cooling system for
leaks and replacing any old hoses. Thank you for asking about your Dodge Grand Caravan
Sport. Based on your description, unfortunately, we would not recommend using BlueDevil in
this situation. It seems you may be losing coolant a little too quickly for what the product is
intended for. Hi Ronald, I have a Dodge caravan sport as well and it is doing the same thing, did
you find out what was causing your issues? Thank You for any advise you may offer. I am
loosing coolant in my Ford Taurus 3. My reservoir tank was just filled about 3 weeks ago when I
had my water pump replaced due to excessive coolant loss and smoking from by the water
pump. Everything was fine until about 3 days ago. I do not see where any coolant is leaking.
There are no spots on my garage floor but since filling my reservoir 3 weeks ago my tank has
maybe an inch of coolant in it. It also started smoking really bad again by the water pump. It is
white smoke and only does this when I turn my heat on. Any idea if your product would help or
what my problem may be? Please contact our tech support team at so that we can get more
detail about your vehicle and be better able to make the best recommendation to you.
Depending on the symptoms you have seen we may be able to recommend a BlueDevil Product
that will remedy the problem. I have an Ford explorer that keep loosing antifreeze with no leaks
on the ground but has white smoke in front when opening the hood,. This will stop any coolant
loss you are experiencing and get the vehicle running as it should again. How long does it take
for blue devil to work? I put it in 2 days ago and its still losing coolant. Please contact our
technical support line at so that we may assist you in obtaining the warranty on the product.
About a miles drive i add close to a half a gallon to a gallon per approx miles. I find also a smell
of antifreeze i perceive slightly. The car does not overheat stays from a quarter to less than half
in the gauge all through trips and all and seems to be acting normally so no overheat problems.
Oil is normal colour , normal smell, etc. No white smoke but yet i seem to be loosing a bit of
coolant like half gallon per miles. No visible leaks , where is it going??? Thanks for your
question about your Neon. If you do suspect a head gasket leak you can always check for that
using a chemical test available at most auto parts stores that checks for the presence of
exhaust gases in your coolant or by having a compression check done on each cylinder. For
small leaks, you can also add UV dye to your coolant, drive for a few days, then park your car in
a dark garage and search for traces of the UV dye in your engine bay. Since you mentioned you
smell coolant it is possible that you have a leak in your heater core. I have a Honda civic so the
water in my reservoir disapears in three days or so car does not heat up and still water in
radiator what can ithe be. We recommend that you first check to see if the reservoir is cracked
or has a leak somewhere. If so, then it should be replaced. Thank you for asking about your PT
Cruiser. Feel free to contact us at and we would be happy to assist you in diagnosing whether
or not water has leaked into the oil. We have a Suzuki forenza. Had white smoke from the
tailpipe. My husband drained the oil added new oil and the smoke went away.. Also low
compression â€” car seems to halt or shut off a lot. Thank you for asking about your Suzuki
Forenza. Based on your description, unfortunately, it does sound like the issues you are having
are head gasket related. You would want to change the oil before and after the procedure. Hello,
I had my car for 3 years. It had not given me any problems until I put some bad gas in it
unfortunately. I had gotten a coolen flush, and a couple if other things done. My problem now is
my antifreeze to Reservoir is dis appearing. And my engine light is on. It use to come on and
than go off. What is wrong with my car. Thank you for asking about your Chevy Equinox. How
quickly are you losing coolant? Thank you for asking about your Honda Civic. As long as you
are not losing water too quickly, you would be a good candidate for the product. Feel free to
contact our technical support team at with any other questions. My Malibu has a slow leak
directly under the reservoir. The temperature never gets past the half way mark and the heater
still works, but every other day the reservoir is empty. It seams like its loosing more fluid than
the amount found by the leak. Should I change the thermostat? Thanks for your question about
your 99 Malibu. You may try leaving your car running next time you get home from a longer
drive and check for steam or for more fluid to help you pinpoint where the leak is coming from.
Depending on the extent of the leak we may be able to recommend one of our BlueDevil
Products. I have a Malibu Maxx. Just had my oil changed and fluids topped off a month ago, and

when i looked under the hood my antifreeze was gone, but i could not locate where it had gone
to. Nothing dripping under the hood or under the car itself. I filled it back up with antifreeze and
was able to drive about an hour or so last night, and this morning the gauge was creeping
towards HOT after about 5 mins of driving, and my reservoir tank was almost empty already,
had to fill it with another bottle of antifreeze. Thanks for your question about your Chevy Malibu.
Coolant leaks can be difficult to find because they are steam while your car is running. Based
on how quickly you say your car is loosing coolant, it sounds like your leak is pretty large. Try
checking for some other signs of a blown head gasket like milky colored oil, smoke from your
trail pipe or bubbles in your radiator. To quickly find your leak, you can try adding UV dye to
your coolant, then checking your car over at night with a black light to see where the leak is.
You can find UV dye at most auto parts stores. The oil is clear and definitely has been
chemically tested and was told there were no chemicals of antifreeze in the oil, I have checked
to see if the overflow container leaks, and everything else. I checked all obvious places but
under the block is bone dry. New radiator as well, it has got me wondering, is it possible the
cooling system is leaking into the exhaust system and burning there? Thank you for asking
about your Toyota Land Cruiser. Although it does not seem you have any of the tell-tale signs of
a blown head gasket, that fact that you are losing coolant would make you a good candidate for
the BlueDevil Head Gasket Sealer. Hi I have hyundai elantra and i have been having cooling
system problems i changed the radiator and i was wondering when you add coolant into the
radiator does the level stay the same or as you drive does it lower flow through. The coolant
level should not drop unless you have a leak somewhere in your cooling system. If the level is
dropping over time then we recommend contact us at so that we may discuss our products and
assist you in getting the best one for stopping the leak. I keep having to put coolant in the
container which is next to my power steering container. I check the radiator and its full. I have a
toyota camry. Thank you for asking about your Toyota Camry. I mistakenly drained the radiator
coolant and drive it for around 20 kilometers. While driving, i heard a little noise when pressing
the pedal which sounds like metal to metal and the overheat warning light is on. I keep on
driving and the car stopped. I started it again and drive another 5 kilomoters and the car
stopped again. It was just the moment that i realized that i drained the radiator and when i check
it, it was smoking upon opening the cap. After that, i fill the radiator full with coolant and i
thought my problem was resolved. After 2 weeks of using my car again, the overheat sign was
back. And upon observation, i was losing around 1 liter of coolant every time i drive kilomters.
Upon checking, there is no leak in the hose or everywhere. My question is, where the coolant is
going? Thanks for d help. Thank you for asking about your Toyota Yaris. If you are experiencing
a rough idle or getting a misfire reading or code, that may be an indication as to where the
coolant is going. Thank you for asking about your Chrysler Pacifica. I have a new Chevy Cruze
1. What should I do? Since your car is so new, you may consider taking it to a dealership to see
if it is still under warranty. For very slow leaks like this, you may consider adding some UV dye
to your coolant. After a few days of driving, you can park you car in a dark place and use a black
light to look for traces of the dye around your cooling hoses, gaskets, block and radiator. I have
a Toyota Camry 4 cylinder engine. I recently started to loose coolant, however there is no visible
leaks and signs that the coolant is being burned off through the tailpipe. The car has not
overheated. There are no visible leaks. Thanks for your question about your Volvo. Based on
your question you could have quite a few different things going on. Coolant that leaks while hot
easily evaporates and can leave almost no trace of the leak. One thing we would recommend
doing is adding UV dye to your engine coolant and driving for a few days. After a few days of
driving, park your car in a dark garage and use a UV flashlight to search for evidence of your
coolant leak around your engine bay and under your engine. I noticed my coolent from my
reserve is disappearing constantly leaving me to fill it up. I just flushed my radiator added to
new hoses and changed the thermostat. The results are still the same with mulk now on my
radiator cap. I also noticed a smell of gas, could be a blown casket or engine has rust and
probably needs to be replaced. What you guys think? My engine is a 5. Thank you for asking
about your Chevrolet Silverado. Be sure to follow the guidelines for the proper amount to use
based on the size of your cooling system; you will need the full 32 ounce bottle for your
Silverado. Reservoir is Full or Anti freeze Run the car take it down the road temperature comes
up I had he later on come home I have read up the motor and the water seems to be pouring
back into the reservoir overflow out to reservoir Why is this happening I looked for leaks the car
stays at a normal temperature when running when driving does not overheat I put cool in my
reservoir and last night and when I got up this morning and check if there was nothing in the
reservoir. I have a Jeep Grand Cherokee. I am making payments on this car. I have had it maybe
six months. I tried my heater and it hardly works. It will work then after awhile it will blow cold
air. As I am driving I am hearing this knocking sound under my dash board. I noticed two weeks

ago my Gauge was on and my thermostat stated I was out of water. It has always been full. Then
two weeks later I noticed again, empty! I put more water in it. I did fill it up so when I cut off the
car it made this gurgling sound! No leaks! I did have someone tell me it looked like some drops
over my engine but, I am not certain. What can this be? Thank you for asking about your Jeep
Grand Cherokee. Thank you. Thank you for asking about your Dodge Ram OK I read all the
comments. But where do I put it in at?? I bought Nissan Pulsar N16 car recently and noticed
that there is water reduction in the reservoir tank. I removed the thermostat as well now it
circulates all the time. I can see rust in the radiator. After running for min I can see bubbles in
the reservoir tank. After driving for more than one hour the water overflows in the reservoir tank
and the system starts to overheat sudden rise in the heater gauge 3. No engine miss at all, no
oil in the radiator, no water in the oil tank. Pressure test in the radiator slight pressure loss after
15 min. But no visible coolent loss. Water level reduces by ml. Cylinder Compression test all 4
cylinders around Thank you for asking about your Nissan Pulsar. Based on your description, it
sounds like you may be experiencing a head gasket leak. Thank you for asking about your
Mercury Grand Marquis. Based on your description, it sounds like you are experiencing the
beginnings of a blown head gasket. I have a Honda Civic. It has k on it. I have driven in miles in
the last year. It used oil, which I did not discover, until it was very low. Car was fine. Then a
month later, I heard this awful metal noise under my hood, and temp gauge went up almost to
the red mark. I stopped, let it cool, and drove it further, let it cool, etc. The noise stopped. The
temp. No problem. Two weeks ago, seems like it was leaking coolant. Engine started making
marbles sound, with a squeaking, but this sound was not IN the engine. Two days ago, the
heater stopped working, and I heard some marble sounds, and an awful metal loud noise. I was
watching idle with the hood up, and the car just stopped. Yesterday, the car overheated again.
Oil good. Exhaust good. Put coolant in the car, and it is leaking like sieve out of the left side of
the car when standing in front , close to where the radiator cap is. No matter how much I poured
in, the more it just poured out. After I immediately poured it in, I started it, and took it down the
street, engine sounded just fine, going slowly and accelerating. I think the radiator was empty,
and when I filled it, the knocking stopped, and the engine was perfectly fine in operation.
However, I filled the overflow last night, and it is empty tonight, before I drove the car. Sounds
to me like a leak somewhere close to the radiator, but I cannot see where from underneath,
because of a plastic shield meant to keep stuff from kicking up. Hoses are not soft. Where the
heck is this leak? It goes right through the radiator in a steady stream that is quick in flow. Now,
the car has these marble sounds under the hood. So I stopped it immediately. A very little bit of
steam was coming from the left side of the car when sitting in it. Tonight, I poured water into the
radiator. It was flowing out under the car in a constant flow. So, I started up the car, it was
making some noise, drove it slowly, and the engine started to sound fine. Working just as it
should. I also poured anti-freeze in the overflow last night, and today it is empty. I have not
driven the car since I parked it last night, until I put the coolant in to see if the engine would
improve. It did. I am sure I have a leak in my radiator, or a hose, but I cannot tell what it is,
because a plastic covering is obstructing my view. The lead is coming from the left side of the
engine, but not from the engine when looking at the car. I tried my hood up to see if fluid came
out, none. What do you think this is? Fluids are the normal color, and no exhaust out tailpipe,
except a slight amount three weeks ago. Thank you for asking about your Honda Accord. Based
on your description, it is a little difficult to diagnose exactly where the leak is coming from.
Based on your description, it sounds like you may be losing fluid a little too quickly in order to
get the benefit of using the BlueDevil Head Gasket Sealer. I change radiator upper hose pipe
water pump thermostat my problem is i am losing. Anti freeze every 5 to 6 hours half. I believe
we spoke with you over the phone a couple of days ago regarding the use of BlueDevil Head
Gasket Sealer. If you have any further questions please contact us at Thank you for asking
about your Fiat Leenia. As per the directions, you will be removing the thermostat and
performing a cooling system flush prior to using the product. My wife has Chev Traverse the
temp is normal when driving but when idle temp rises doest over heat but rises field resivoir
last 2days have seen no leeks could anyone give me suggestions thanks. If not, you may have
some debris or jellied antifreeze stuck in the system that is restricting flow and causing the
vehicle to periodically overheat. Thank you for asking about your Dodge Tradesman. I have a
Dodge Journey 4 cylinder that is slowly losing coolant. I have also noticed that when the
coolant level is at full there are no problems. Also, after driving I can smell some coolant when I
am outside the car, never inside. Where cold it be going? Will one of your products help? How
do I use it? Thank you for asking about your Dodge Journey. When I parked my car at my place
and turned my car off, my car let out a cloud of smoke coming from my hood. I had a friend of
mine check my car the next morning. Came to realize that no matter how much coolant we put
into the coolant tank, it leaks out instantly like a waterfall. My friend was not able to detect

where the leak is coming from. Do you have any idea what my problem could be and would your
product help me at all? Thank you for asking about your Dodge Avenger. My G6 gxp is losing
coolant. The oil is not milky and there are no visible leaks, not on ground either. Thank you for
asking about your Pontiac G6. I checked the oil, and the oil is milky. Is that where my coolant
going, and how to stop it from going in there. What can I do to stop it. Thank you for asking
about your Chevy Malibu. You should change your oil before and after the BlueDevil process.
Good evening, suddenly my Toyota Matrix XR is losing coolant without any form of leaking. I
have taken time to trace the leak but to no avail and yet my coolant keep drying. Pls what
should I do? Thank you for asking about your Toyota Matrix XR. Are you losing a lot of coolant
or is it more of a slight leak. Is the vehicle overheating at all? I have a Volvo V40 Wagon Turbo. I
took it in to the Volvo shop last week and had them add coolant the reservoir was completely
empty. They filled it took it for a drive, brought it back, added more coolant, took it for another
drive and then handed the keys back to me. Today about a week later , my husband checked,
and the reservoir is dry. What should I do before taking it back to the mechanic? Thank you for
asking about your Volvo V Are you noticing any other symptoms, like water getting into the oil
or smoke out of the exhaust pipe? Is the engine idling roughly at all or are you experiencing a
misfire? I have a Dodge Durango V8 4. I recently had the transmission rebuilt and they also
replaced the thermostat. I have now noticed that I am losing coolant but have no leaks. Had to
pull over on an emergency because it was hot and had no coolant in it. Let it cool down and
added coolant and made it home. Sometimes I can drive no problems other times I might go
down the road and need to add coolant. We live in Florida where the weather is always hot. Any
recommendations would be appreciated. Thank you Carol. Thank you for asking about your
Dodge Durango. Hi, I have a vw Passat. I car leaked out a full Reservoir overnight. After pouring
in coolant to min. And turning the car on, I can see coolant dripping from the bottom. Once it
has been added reconnect the hose and start the idle from that point. I have a Toyota Rav4 2. I
have to fill coolant so once every 2 weeks. The vehicle does not overheat and the radiator fan
does come on very quickly. Thanks for your question about your Toyota Rav4. You could try
adding UV dye to your coolant and checking for leaks that way to see if you can find the source.
Used B. Overheated today. Reservoir was empty. If so am I loosing the coolant through the
exaust? Would a second Blue Devil Headgasket Sealer treatment be helpful? Thank you in
advance for your input. Please contact our technical support line at so that we may assist you in
receiving a replacement bottle. I have a crysler pacifica and I noticed that if the car idles awhile
that the temperature will rise and this morning I had to add water to the reservoir I saw steam
come up from behind the reservoir any ideas? Added water to Reservoir this morning had water
but it was below the cold fill line also had to add water this evening no water in the oil or
exhaust I saw steam coming up from behind the reservoir. Have you or a certified ASE
mechanic verified where the leak is coming from? If not, they may be your next step. I have a 97
Pontiac Bonneville with a 3. The car was given to me about 5 years ago and ran like a champ,
but one thing I noticed was whoever had the car before me put a PVC elbow on the one
tensioner, crazy, but it held. I had the car down for about 8 months because I needed brake
lines. I also put a new tstat in and it seems to run fine but when I turn it off it drains the reservoir
and the rad is full. Cardboard under car shows no leaks. There is no white smoke, misfiring or
any other problems, in fact, the car runs fine it just drains the reservoir. What could be causing
this? Thank you for asking about your Pontiac Bonneville. Based on your description, it would
be difficult to say exactly where the leak is coming from. Doing so will give yourself a better
idea of what the issue is. I have an 03 Chevy Malibu, the antifreeze in it will run low, but never
completely goneâ€¦We go thru about 2 gallons of it a week. The cars runs fine and had no
issues other then going thru antifreeze fast and on occasion it runs a little warm but once we
start moving the temperature goes back down. What could be the problem? Thanks for your
question about your Buick Lacrosse! First, If your radiator is low on coolant but your reservoir
stays full then we would recommend replacing your radiator cap and checking your radiator for
cracking in the plastic around the radiator cap and where the hose connects to the radiator from
the reservoir. Next, we would recommend getting a pressure test done on your cooling system
to see if it is tight and completely sealed. I put coolant in my truck and literally twenty minutes
went by and it all ran out. Would your product fix that? Unfortunately, it sounds like you are
losing coolant a little too quickly for the product to be successful. Based on your description, a
hard part repair may be your best option. Thank you for asking about your Chevy Tahoe. I have
a lincoln mark 8 4. Based on your description, unfortunately, it seems you have the tell-tale
signs of a blown head gasket. My car is loosing coolant. Immense pressure is applied to
overflow tank when driving, and pressure released when opening cap,also small bubbles seems
like it is entering my overflow tank, and exhaust smells a little sweet. Will your product help for
me? So may question is am I a good candidate for this treatment. My boyfriend just bought a

Jeep Cherokee Sport. He was running a diagnostic on it so it was idle, but the it overheated he
heard bubbling and then liquid just poured from under Neath just behind the front passenger
tire. He found out there was no coolant so we added some and then about 5 minutes later it
started leaking again. Thanks for your question about your Jeep Cherokee Sport. On that SUV
the most likely source for a coolant leak from behind the passenger side front tire would be a
leak from the heater core hose. If one of these hoses has cracked or burst it would cause
coolant to leak in that area. You can try using a cooling system pressure tester to pressurize the
cooling system while the truck is cold to locate the source of the leak. I recently bought a used
Ford Focus and noticed that the Coolant seems to be disappearing quickly. Its usually full for a
couple of days and then back down below the Min mark. What do you think would be the reason
why. Thank you for asking about your Ford Focus. If there is a leak in the coolant overflow tank,
it can cause occasional cases of steam coming from under the hood. Gray smoke can indicate
oil burning, meaning oil is leaking from one of the components. Hey I have a impala. Oil is fine.
Anyways was seeing what product would u recommend? It should be able to do the 50 min idle
without issue. Thank you for asking about your Chevy Impala. Are you seeing where the drip is
coming from? We would recommend having the vehicle diagnosed or having the leak point
located in order to better assess the situation. I am a user of a golf 7, and one problem that we
are not solving is, every 10 km we have to fill it with water because it consumes it and we do not
find the place where it leaks, and they are not able to find the problem in the car mechanic,
some say it is mixed with gasoline and smoked out through the exhaust. Thank you for asking
about your Volkswagen Golf. Are you saying that after 10 km, the vehicle is overheating
because it has lost too much water? Are you noticing any other symptoms such as the vehicle
idling roughly or lack of power from the engine? I have a Ford fushion.. Thank you for asking
about your Ford Fusion. BlueDevil is intended for leaks that are seeping or lightly dripping.
Based on your description, it sounds as though you may be losing antifreeze a little too quickly
for the product to be effective. Replacing the leaking component may be your best option.
Thank you for asking about your Nissan Altima. I have a Toyota Highlander with a 3. There are
no visible leaks, nothing is cracked or damaged, I replaced the radiator cap already, there is no
coolant in the oil, oil level stays perfect, there is no sweet smell or dampness on the floor,
however, I am using about a gallon of coolant every weeks. It seems to go low faster if I need to
accelerate more quickly. I have always maintained my fluids regularly do you have any idea
where else the coolant could be going? Thank you for asking about your Toyota Highlander.
Have you noticed a lack of power or engine performance? Is the engine idling roughly at all?
Thank you for asking about your Dodge Grand Caravan. Based on your description, we
recommend using the BlueDevil Head Gasket Sealer for your antifreeze leak. Once the product
seals, it would be a permanent seal. Your email address will not be published. BlueDevil
Products Auto Blog! What Can Cause an Antifreeze Leak? How to Tell if You Have a Leak
Obviously, the most obvious sign of a leak is a puddle of coolant under your car or antifreeze
leaking from the front of your engine. Identifying the Source of the Leak When identifying the
different routes of coolant in your car, start by locating the radiator. Lee, Unfortunately if Oil is
getting into the coolant system our product will not work. Please feel free to call 1. CarmenHow quickly is the vehicle overheating? Thank you! Sebota- Did the mechanic diagnose the
vehicle at all? Judy, Please give our tech line a call at 1. Linda- Thank you for asking about your
Pontiac Grand Prix. Stephanie- It is possible that you are losing coolant internally, it is being
turned to steam and exiting through your tailpipe. Camille- It sounds like you definitely have a
leak in the cooling system, most likely from your head gasket s. Feel free to contact us at with
any questions. Thank You! Michelle, Thanks for your question about your Malibu. Thanks again
for your question! Christopher- Thank you for asking about your Chevrolet Malibu. Wayne- Prior
to adding the BlueDevil Head Gasket Sealer, you would want to drain and thoroughly flush the
cooling system. Vinod- Due to the fact that it is definitely losing coolant, there has to be a
breach somewhere within the cooling system. Moore- We would like to get a little more detail as
to the symptoms your Chrysler is experiencing and how long ago the BlueDevil was applied.
Austin- Thank you for asking about your Buick Lacrosse. Cecilia, Thanks for your question
about your Pacifica. Feel free to contact us at with any questions along the way. Travis, Thanks
for your question about your Murano. Muhammad, Thanks for your question about your Astra.
Kayla, Thanks for your question about your car. Me too. Anyone find out what was going on
with their caravan? Marie- Feel free to contact our technical support line at with any questions.
Kayla- Please contact our tech support team at so that we can get more detail about your
vehicle and be better able to make the best recommendation to you. Harold- Please contact our
technical support line at so that we may assist you in obtaining the warranty on the product.
Carlos, Thanks for your question about your Neon. Maritza- We recommend that you first check
to see if the reservoir is cracked or has a leak somewhere. Lori- Thank you for asking about

your PT Cruiser. What do you recommend? Elaine- Thank you for asking about your Suzuki
Forenza. Patricia- Thank you for asking about your Chevy Equinox. Todd- Thank you for asking
about your Honda Civic. Jeannie, Thanks for your question about your 99 Malibu. Tricia, Thanks
for your question about your Chevy Malibu. Braxton- Thank you for asking about your Toyota
Land Cruiser. Jordan- The coolant level should not drop unless you have a leak somewhere in
your cooling system. Vanessa- Thank you for asking about your Toyota Camry. Nico- Thank you
for asking about your Toyota Yaris. Dee- Thank you for asking about your Chrysler Pacifica.
Cindy- Thank you for asking about your Chrysler Pacifica. John, Since your car is so new, you
may consider taking it to a dealership to see if it is still under warranty. Eyver, Thanks for your
question about your Volvo. Frankie- Thank you for asking about your Chevrolet Silverado. AmyThank you for asking about your Jeep Grand Cherokee. Luciano- Thank you for asking about
your Dodge Ram Hi, I bought Nissan Pulsar N16 car recently and noticed that there is water
reduction in the reservoir tank. Can this be a fault if radiator, water pump, head gasket or
anything else? Highly appreciate your advice. Thanks in advance. Dan- Thank you for asking
about your Nissan Pulsar. Joe- Thank you for asking about your Mercury Grand Marquis. Do
you know what this is? Any ideas? Melanie- Thank you for asking about your Honda Accord.
Mohammed- I believe we spoke with you over the phone a couple of days ago regarding the use
of BlueDevil Head Gasket Sealer. Ponnuraman- Thank you for asking about your Fiat Leenia.
Dennis- Thank you for asking about your Dodge Tradesman. Kevin- Thank you for asking about
your Dodge Journey. Krystal- Thank you for asking about your Dodge Avenger. Breinne- Thank
you for asking about your Pontiac G6. Jonathon- Thank you for asking about your Chevy
Malibu. Paula- Thank you for asking about your Volvo V Carol- Thank you for asking about your
Dodge Durango. Tammy, Thanks for your question about your Toyota Rav4. Jeremy- Thank you
for asking about your Chrysler Pacifica. Joy- Thank you for asking about your Chrysler Pacifica.
Bill- Thank you for asking about your Pontiac Bonneville. Jamie- Thank you for asking about
your Chevy Malib
03 sonoma
toyota land cruiser repair manual
2001 lincoln ls v8 owners manual
u. Roderick, Thanks for your question about your Buick Lacrosse! John- Unfortunately, it
sounds like you are losing coolant a little too quickly for the product to be successful. BrandonThank you for asking about your Chevy Tahoe. Could this be signs of a cracked head gasket?
Jordan, Thanks for your question about your Jeep Cherokee Sport. Hey good evening, I recently
bought a used Ford Focus and noticed that the Coolant seems to be disappearing quickly.
Uzair- Thank you for asking about your Ford Focus. Blayton- Thank you for asking about your
Chevy Impala. Hope this helps! Hello, hope you are well. I hope to get an answer from you
Regards,. Lul- Thank you for asking about your Volkswagen Golf. Lawonder- Thank you for
asking about your Ford Fusion. Mike- Thank you for asking about your Nissan Altima. KevinThank you for asking about your Toyota Highlander. Mike- Thank you for asking about your
Dodge Grand Caravan. Leave a Reply Cancel reply Your email address will not be published.

