2004 toyota camry serpentine belt replacement

Your Toyota Camry is equipped with a serpentine belt that requires regular inspection to
maintain it. Replace the serpentine belt at the first sign of damage, wear or cracks with a new
belt, available at most auto parts stores or a Toyota dealership. The belt on the Camry is not
hard to remove, but you will need to access the belt tensioner from the underside of the engine
compartment. A few hand tools are all you will need to complete the job and save a few dollars
by doing the work yourself. Park your car, turn the engine off and set the parking brake. Allow
the engine to cool before changing the belt. Open the hood and locate the battery on the
driver's side of the engine compartment. It is in the front corner just behind the headlight on the
Camry. Locate the negative battery terminal, it is marked with a "-" molded into the battery next
the terminal, and loosen the retaining bolt on the battery cable end with a wrench. Remove the
cable and isolate it from the battery. Raise the front of the car with a jack and support it on a set
of jack stands. Locate the right hand under engine cover and remove the mounting bolts with a
socket and ratchet then remove the cover from the car. Locate the belt tensioner, working from
under the engine. Turn it counterclockwise with a socket and ratchet to remove the tension on
the belt. Remove the serpentine belt from the pulleys and return the tensioner to its home
position. Install a new belt on all the pulleys, leaving it off the tensioner for now. Turn the
tensioner counterclockwise again with your socket and ratchet and slide the belt onto the
tensioner idler pulley. Rotate the tensioner clockwise, allowing it to tighten the belt. Remove the
socket and ratchet from the tensioner. Install the right hand engine undercover using the
original hardware and tighten the bolts with a socket and ratchet. Support the front of the car
with a jack and remove the jack stands. Lower the car to the ground and remove the jack from
under the car. Install the negative battery cable onto the negative battery terminal and tighten
the retaining bolt with a wrench. Start the car and check the belt to be sure it is running true
over the pulleys. After many years of working in auto parts and service positions, Killian
decided to move into journalism full-time. He has been published in "1st Responder News" as
well as in other trade magazines and newspapers in the last few years. Step 1 Park your car,
turn the engine off and set the parking brake. Step 2 Locate the negative battery terminal, it is
marked with a "-" molded into the battery next the terminal, and loosen the retaining bolt on the
battery cable end with a wrench. Step 3 Raise the front of the car with a jack and support it on a
set of jack stands. Step 4 Locate the belt tensioner, working from under the engine. Step 5
Install a new belt on all the pulleys, leaving it off the tensioner for now. Step 6 Rotate the
tensioner clockwise, allowing it to tighten the belt. Step 7 Support the front of the car with a jack
and remove the jack stands. Wrench set Jack Jack stands Socket set. Recently, a friend asked
me to help replace the alternator on his wife's Toyota Camry. This is the 2. While driving, she
heard a loud noise, which turned out to be the serpentine belt being thrown from the alternator
pulley, which had gone bad. Since an Alternator is a quick job, usually less than 30 minutes, I
hopped in the truck, grabbed my basic tool kit, and headed over to pick him up. However, after
replacing the alternator and going to put on the serpentine belt, I noticed that someone had
broken off the tension release nut. To be fair, we had noticed this before beginning work, but
had hoped to be able to come up with a solution for getting the belt on. The tension release bolt
is a 19mm nut that is on the top of the tensioner pulley assembly. By pushing down on the nut,
the tension pulley moves down, allowing the serpentine belt to be removed or installed. As you
can see from the picture on the left , his tensioner drive belt assembly was broken and there
was no way to safely and easily release tension on the pulley. The diagram on the right shows
the tensioner assembly, including the top bolt and bottom nut that must be removed. These are
secured to the egine and the only tricky one is the top bolt, which can not be removed without
lifting the engine slightly. This is the Hydraulic tensioner assembly, but there is also a spring
model. They should be interchangeable though. The steps are described in more detail below,
but the tensioner is held in place by a 14mm bolt and a 14mm nut. The top bolt on the tension
pulley can be unscrewed by removing the top engine mount and removing the nut from the top
of the bottom passenger engine mount. The image on the left shows the engine guard and
bottom engine mount bolt, which can be accessed by removing the passenger side tire. Then,
by carefully jacking up the engine slightly, it is possible to put a ratchet on the top bolt on the
tensioner, removing it. Installation is the reverse of above. When lowering the engine, make
sure the motor mount slides onto the exposed bolt. It may be necessary to carefully use a pry
bar, only slightly, to correctly position the engine onto the motor mount. Removing it allows the
tensioner assembly to be freely moved. Installing a serpentine belt on a Toyota Camry,
assuming the tensioner is not broken, is fairly straightforward. It is important, however, to make
sure it is installed correctly on the pulleys. There is only one way it can go on, if you spend a bit
of time thinking about it, you should be able to figure it out. However, the serpentine belt
diagram on the right shows the correct installation on a Toyota Camry with a 2. By pushing
down on the tension release bolt, which is 19mm, it is possible to relieve tension on the pulley,

allowing the serpentine belt to be slid on. Joe, yes, if you are trying to replace the serpentine
tensioner assembly on a Camry, then there are two bolts that you need to remove. You can see
these in the red boxes in the above diagram. Otherwise, if you are just replacing the belt, you
can use the 19mm bolt that is welded on to relieve the tension on the belt and should not have
to remove any bolts. Unfortunately for us, someone had broken welded bolt head off on this
Toyota, so we had to replace the whole tensioner assembly in order to get the belt back on. That
is what is in the first image at the very top, the bolt head is missing on the dirty tensioner. Home
Articles Help. After putting the socket wrench on the tensioner's front bolt head not really a bolt,
just a bolt head welded to tensioner I slipped the pipe down on the wrench and pulled forward, i.
The top bolt securing the tensioner was extremely hard to turn. I had to use my pipe again on it;
and, it felt like it was going to break the bolt. I used the pipe and a hammer to hit it sharply
several times to loosen it some, and it did come out without breaking. But, during reinstallation
it would hardly turn. I pulled it back out, cleaned out the hole and added. Still was hard to screw
back in. By far, this bolt was the hardest part of the job. When reinstalling the belt, I found it
easiest to slide it over the water pump last. Here is a link to a picture that shows the top engine
mount and three bolts to remove: [Picture Added Above john ]. I am always really nervous when
using a pipe or something on a bolt like that, but sometimes the extra leverage is essential. I
think that bolt gave me some issues too! Without the deep socket which will only fit if the
engine is jacked up , my helper could not get his hand in position to work the belt over the last
pulley the smooth water pump pulley , because the ratchet head was in the way. It has been
awhile since I worked on the car, but I do believe it was a tight fit when I was doing it as well!
The idea is to losse up the two bolts located one in the back close to power steering and one on
top of crankfact, am i right? I dont get your way using the socket end the 19 mm. All rights
reserved! Verified fit Toyota Camry , , , , , Toyota Solara , , , , , , , Scion tC , , Scion xB , , , We are
an online based store that sells suspension parts, lifts, shocks of various manufacturers at
affordable prices and fast shipping. If you have a question about a certain product, order that
you placed, stock or fitment you can contact us and we will try to get an answer for you as soon
as possible. Our customer support is always ready to help you! Thousands of positive
feedbacks guaranty our quality. We provide limited warranty for each brand of product we sell.
Most of the brand products offer limited lifetime warranty. If you have a warranty issue please
contact us in order to get it processed. Typically we charge for a replacement shock to be
shipped out and once you install it and ship them bad shock bad and if we find it to be defective
we issue a refund for the replacement shock that was sent. Minor oil leak in the shock is usually
not considered a warranty issue. We will not give a refund on any parts that have not been
pre-approved. RA must be requested up to 30 days after the item is delivered. Any RA requested
after the 30 day cutoff will be declined. Item cannot be installed or attempted to be installed, and
must be returned in perfect sellable condition in order to receive the full credit. Item must be
received by us up to 30 days after the RMA is requested. Customer is responsible for all
shipping charges associated with the returned item. Products damaged during the return ship
process back to the shipping warehouse are the full responsibility of the customer and the
shipping company in which the customer chooses. International PayPal transactions will be
accepted with enough proof of legitimacy of the buyer. All gift cards issued by a major Credit
Card Company must be registered to your actual shipping address or our system will not accept
them. Please make sure your current billing address is current with your Credit Card Company
or bank prior to ordering with us. If your current credit card billing address does not match the
address you used to place the order on our website or over the phone, a pending transaction
may be posted to your account until your credit card company or bank has been notified of the
declined transaction. The pending transaction may take business days to be posted back to
your account. We try our best to ship orders within 24 hours. Average transit days within USA:
business days. You may even pick up from a stocking warehouse if that warehouse permits us
to do so. We will make no guarantees on delivery date or shipping date regardless of shipping
method selected. All shipping times do not include the day of the shipment, holidays, or
weekends. Some or all packages we ship may require a signature at the time of delivery. FedEx
will make 3 attempts to deliver your package. If on the 3rd attempt no one is available to sign for
the package, it will be returned to us. You will be responsible for all return shipping to us and
any charges to re-ship the package back to you. Shipments to apo or fpo addresses will have to
be coordinated beforehand in order to calculate total shipping. We do take international orders
and ship them from a separate warehouse which might take additional days to ship. Gates For
Toyota Camry 4-Cyl 2. By purchasing this item you verify that you have read and agree to all of
out terms and conditions of sale. Our mobile mechanics offer services 7 days a week. Upfront
and transparent pricing. Our certified mobile mechanics can come to your home or office 7 days
a week between 7 AM and 9 PM. The belt drives many, and often all, of the engine accessories

such as the alternator, air conditioning compressor, power steering pump, water pump, and air
pump. The serpentine belt is tensioned by a hydraulic or spring-loaded automatic tensioner.
Some older cars use a serpentine belt to drive most accessories but will also have a shorter
v-style belt to drive, for example, the power steering pump. Should the belt have visible damage,
you risk unexpected and sudden breakage that could potentially leave you stranded. Serpentine
belt problems that result in the alternator not charging may cause the battery to discharge,
which will result in loss of electrical power to the vehicle. Additionally, if a deteriorated belt
breaks and that belt drives the water pump, the engine will overheat in a matter of seconds.
Estimate price near me. Service Location. YourMechanic Benefits Online Booking. Mechanic
comes to you. Free 50 point safety inspection. See availability. When to consider replacing the
serpentine belt: Regularly scheduled maintenance. Typically, belt manufacturers recommend
belt replacement at 90, miles. However, the belt must be inspected for wear or damage at
regular intervals prior to this high mileage. Squealing noise, belt slippage, visible belt damage.
Should the belt fail or wear out prematurely, you may hear noise or you may see visible signs of
deterioration such as missing chunks of rubber, excessive cracking, or a shredded appearance
on the edge of the belt. Battery Light. A loose belt, perhaps caused by a defective tensioner,
may not drive the alternator at adequate speed and thus the battery may discharge, causing the
warning light to illuminate. Engine overheating. Often, the serpentine belt drives the water
pump. In those applications, if the belt breaks the engine will overheat in seconds to minutes. If
the belt is inadequately tensioned, you may notice higher-than-normal engine operating
temperature. How do mechanics replace the serpentine belt? Prior to removing the belt, the
mechanic must run the engine to determine if the idler pulley and the belt tensioner are
noise-free. Those rotating components have grease filled bearings and are subject to wear. In
addition, the mechanic will ensure that all pulleys and accessories are turning in the same
plane. These steps help make sure your new belt will operate trouble-free for its full-service life.
The belt tensioner is released, usually with a wrench or lever, to release the tension from the
belt. With the tension off, the belt slides off the pulleys. All rotating components â€” that is the
alternator, air conditioner compressor, etc. If everything checks out, the new belt is slipped over
all of the pulleys while holding the tensioner away from the belt. Once the belt is centered on all
pulleys, the tensioner is released and the installation is complete. The engine is run to ensure
normal operation. Is it safe to drive with a serpentine belt problem? When replacing the
serpentine belt keep in mind: On many cars, the expected service life of a serpentine belt is
around 90, miles. Should the belt fail well prior to that, a very careful inspection should be
performed to check for out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic
balancer on which the drive pulley is mounted, binding pulleys, or a defective belt tensioner.
Attention should always be given to serpentine belt routing, since proper routing is critical to
proper belt tension, and function of the driven components. Sometimes it is difficult to
distinguish serpentine belt related noise from other engine noises. In these cases, a mechanic
will determine the origin of the noise by momentarily running the engine without the serpentine
belt attached. Yourmechanic was featured in. Popular Toyota Jobs. Auto service in Your City.
Meet some of our expert Toyota mechanics Real customer reviews from Toyota owners like you.
Excellent Rating. Rating Summary. Joel 9 years of experience. Request Joel. Great job, best
mechanic I have ever dealt with l Jason 0 years of experience. Request Jason. Leo, FL. Very
knowledgeable. Bryan 4 years of experience. Request Bryan. I highly recommend! Christopher
20 years of experience. Request Christopher. I had never met someone like Chris. He is very
knowledgeable on my car. And he very nice. RIGHT off the he made me feel comfortable. Ty
Ken. How can we help? Read FAQ. Fits Camry - Drive Belt - Repair or Replace A failing drive
belt could affect the performance of your vehicle's auxiliary systems, not to mention a loud
squealing sound from under the hood. Consider having having your drive belt inspected or
replaced to keep your Toyota Camry running at its best. Select a Year:. Serpentine Belt. Full
Diagram. From to View All Diagrams. Related Products. Key Finder. Remote Engine Start.
Remote Engine Starter. Fog Lights - Relay - Service. Additional dealer discounts may apply.
Please select a dealer to view local pricing. Charles Toyota. Shop Now. Distance: Schaumburg
Toyota. Andrew Toyota. Enter your zip code: View More Dealers. People Also Bought. Engine
Water Pump. Engine Timing Chain. Disc Brake Pad Set Front. Email this product. Email
Address. Legal Privacy Policy Legal Terms. Specifications, features, equipment, technical data,
performance figures, options, and color and trim are based upon information available at time of
publication, are subject to change without notice, and are for mainland U. While every
reasonable effort is made to ensure the accuracy of this data, we are not responsible for any
errors or omissions contained on these pages. Please verify any information in question with a
sales representative. All information applies to U. For more information go to Notes: 0.
Manufactured from top quality components, this is your best option and inexpensive

replacement for your rebuild, repair, and maintenance needs - an OE replacement product for
your damaged or aged factory part. Replacement - the most affordable brand name for
replacement parts th We've M
suzuki gs750 cafe
vw dual clutch transmission
nissan frontier pictures
ade a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create
Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Drive
Belt part. Returns Policy. Shop Toyota Camry Drive Belt. Showing 1 - 9 of 9 results. Sort by:.
Guaranteed to Fit. Core Charge. Add to cart. Effective Length Top Width : 0. Part Number: DY
Product Details Notes : Page 1 of 1 Showing 1 - 9 of 9 results. Featured Brands. Reviews
Questions, Answers. Dayco Drive Belt - Serpentine belt Manufacturer Apr 13, Sturdy and new
came in fast I love it and I love the price. Christian Melendez. Purchased on Mar 25, Helpful
Automotive Resources. How to Replace a Drive Belt On the other hand, older vehicles often use
multiple v-belts also known as fan belts to connect the accessories to the crankshaft pulley.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

