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Quick Links Download this manual. Table of Contents. Seats and Restraint Systems Features
and Controls Starting and Operating Your Vehicle. Instrument Panel Warning Lights, Gages, and
Indicators. Driving Your Vehicle Your Driving, the Road, and Your Vehicle. Service and
Appearance Care Windshield Wiper Blade Replacement. Maintenance Schedule Customer
Assistance and Information Customer Assistance and Information. Automobile Chevrolet
Uplander Diagram Chevrolet uplander 63 pages. Keep this manual in the vehicle, so it will be
there if you ever need it while you are on the road. Page 3 Safety Warnings and Symbols There
are a number of safety cautions in this book. A notice tells about something that can damage
the vehicle. Page 5 These are some examples of symbols that may be found on the vehicle Page
8 Section 1 Airbag System The sudden movement could startle and confuse you, or make you
push a pedal when you do not want to. Page 10 Power Seats If your vehicle has a power seat,
you can adjust it with these controls located on the outboard sides of the seats. You can
increase or decrease lumbar support in an area of the lower seatback with this control, located
on the outboard sides of the front seat s. To increase support, press and hold the front of the
control. To heat the entire seat, press the horizontal button. Even if you buckle up, your safety
belts can not do their job when you are reclined like this. The shoulder belt can not do its job.
Page Rear Seats Head Restraints Adjust your head restraint so that the top of the restraint is
closest to the top of your head. This position reduces the chance of a neck injury in a crash. To
raise the head restraint pull up on the head restraint. Your vehicle may have rear seat head
restraints that can be adjusted up and down. Either side of the rear seat my be folded down to
provide more cargo space. On the passenger side of the extended models, the lever at the base
of the seat must be turned rearward to release the seatback. To do this, do the following: 1.
Enter the rear cargo area of the vehicle. Make sure the head restraints have been lowered
completely. Open the rear doors and enter the rear of the vehicle. Fold the seatback forward
onto the seat cushion by using the lever labeled 1. The seat cannot be removed unless the
seatback is folded. That could cause injury to the person sitting there. Always press rearward
on the seatback to be sure it is locked. Page Bench Seat Bench Seat If your vehicle has a full
bench seat, the seatback can be folded and the seat can be tilted or removed from the vehicle.
Page Removing The Bench Seat 5. Make sure the rod pin is fully engaged in the lock. Push and
pull on the seat. Page Replacing The Bench Seat 3. The person wearing the belt could be
seriously injured. After raising the rear seatback, always check to be sure that the safety belts
are properly routed and attached, and are not twisted. Page 26 On extended models with rear
bucket seats, the head restraints need to be removed in order to fold the rear seats. To do this
follow these directions: 1. Lift the head restraints up until they stop. Press in the button on the
side of the head restraint guide cap and lift up on the head restraint. Release the panels from
the seatbacks by pushing forward on the latches. In a collision, people riding in these areas are
more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Put someone on it. Take the simplest
vehicle. Suppose it is just a seat on wheels. Page 30 Get it up to speed. Then stop the vehicle.
The rider does not stop. In a real vehicle, it could be the windshield Page 31 or the instrument
panel With safety belts, you slow down as the vehicle does. You get more time to stop. You stop
over more distance, and your strongest bones take the forces. That is why safety belts make
such good sense. You could be â€” whether you are wearing a safety belt or not. But you can
unbuckle a safety belt, even if you are upside down. Here is how to wear it properly. Close and
lock the door. Adjust the seat so you can sit up straight. Page 34 The lap part of the belt should
be worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. And you will be less likely to slide under the lap belt. If you slid under it,
the belt would apply force at your abdomen. Page 35 What is wrong with this? The shoulder belt
is too loose. It will not give nearly as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 36 What is wrong with this? The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. Page 37 What is wrong with this? The belt is over an
armrest. The belt would be much too high. In a crash, you can slide under the belt. Page 38
What is wrong with this? The shoulder belt is worn under the arm. It should be worn over the
shoulder at all times. In a crash, your body would move too far forward, which would increase
the chance of head and neck injury. Page 39 What is wrong with this? The belt is twisted across
the body. In a crash, you would not have the full width of the belt to spread impact forces. The
belt should go back out of the way. Before you close the door, be sure the belt is out of the way.
If you slam the door on it, you can damage both the belt and your vehicle. Page Rear Seat
Passengers To make the belt shorter, pull its free end as shown until the belt is snug. Buckle,
position and release it the same way as the lap part of a lap-shoulder belt. If the belt is not long
enough, see Safety Belt Extender on page Make sure the release button on the buckle is

positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 43
Lap-Shoulder Belt Here is how to wear a lap-shoulder belt properly. Pick up the latch plate and
pull the belt across you. Do not let it get twisted. The shoulder belt may lock if you pull the belt
across you very quickly. If this happens, let the belt go back slightly to unlock it. Page 44 3. To
make the lap part tight, pull down on the buckle end of the belt as you pull up on the shoulder
part. The lap part of the belt should be worn low and snug on the hips, just touching the thighs.
To unlatch the belt, just push the button on the buckle. Page 46 2. Place the guide over the belt
and insert the two 3. The guide must be on top of the belt. Page Safety Belt Extender 4. Buckle,
position and release the safety belt as described in Rear Seat Passengers on page Make sure
that the shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze
the belt edges together so that you can take them out of the guides. If you have the choice, a
child should sit in a seat that has a lap-shoulder belt and get the additional restraint a shoulder
belt can provide. Here two children are wearing the same belt. The belt can not properly spread
the impact forces. In a crash, the two children can be crushed together and seriously injured. A
belt must be used by only one person at a time. Here a child is sitting in a seat that has a
lap-shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. A baby does not weigh much â€” until a
crash. During a crash a baby will become so heavy it is not possible to hold it. Page 52 What are
the different types of add-on child restraints? Page 54 A rear-facing infant seat B provides
restraint with the seating surface against the back of the infant. The harness system holds the
infant in place and, in a crash, acts to keep the infant positioned in the restraint. A booster seat
can also help a child to see out the window. Page Where To Put The Restraint When choosing a
child restraint, be sure the child restraint is designed to be used in a vehicle. If it is, it will have a
label saying that it meets federal motor vehicle safety standards. Then follow the instructions
for the restraint. Page Top Strap CAUTION: Continued restraint, no system is fail-safe, and no
one can guarantee that an airbag will not deploy under some unusual circumstance, even
though it is turned off. General Motors recommends that rear-facing child restraints be secured
in the rear seat, even if the airbag is off. If you need to secure a forward-facing child restraint in
the right front seat, always move the front passenger seat as far back as it will go. Page 58 In
Canada, the law requires that forward-facing child restraints have a top strap, and that the strap
be anchored. In the United States, some child restraints also have a top strap. If your child
restraint has a top strap, it should be anchored. Anchor the top strap to one of the following
anchor points. Page 60 Tahoe A child restraint with a top strap should only be used in the
second or third row. Page 62 A. Lower Anchorage B. Find the LATCH anchorages for the
seating position you want to use, where the bottom of the seatback meets the back of the seat
cushion. Page 64 If your child restraint does not have the LATCH system, you will be using the
lap-shoulder belt to secure the child restraint in this position. Be sure to follow the instructions
that came with the child restraint. Secure the child in the child restraint when and as the
instructions say. To tighten the belt, push down on the child restraint, pull the shoulder portion
of the belt to tighten the lap portion of the belt and feed the shoulder belt back into the retractor.
Page 66 The center seat position in the third row has a lap belt. Make the belt as long as
possible by tilting the latch plate and pulling it along the belt. To tighten the belt, pull its free
end while you push down on the child restraint. A rear seat is a safer place to secure a
forward-facing child restraint. See Where to Put the Restraint on page In addition, your vehicle
has a passenger sensing system. Page 69 If you need to secure a forward-facing child restraint
in the right front seat position, move the seat as far back as it will go before securing the
forward-facing child restraint. See Power Seats on page or Manual Seats on page Page 70 3. The
child restraint instructions will show you how. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 71
6. Page Airbag System Airbag System Your vehicle has airbags â€” a frontal airbag for the
driver and another frontal airbag for the right front passenger. Your vehicle may also have side
impact airbags. Side impact airbags are available for the driver and right front passenger. And,
for some unrestrained occupants, frontal airbags may provide less protection in frontal crashes
than more forceful airbags have provided in the past. Airbags plus lap-shoulder belts offer the
best protection for adults, but not for young children and infants. Do not put anything between
an occupant and an airbag, and do not attach or put anything on the steering wheel hub or on or
near any Some components of the airbag module will be hot for a short time. Additional
windshield breakage may also occur from the right front passenger airbag. Page Passenger
Sensing System Passenger Sensing System If your rearview mirror has one of the indicators
pictured in the following illustrations, your vehicle has a passenger sensing system. The words
ON and OFF or the symbol for on and off, will be visible on the rearview mirror during the
system check. Page 83 Your vehicle has a rear seat that will accommodate a rear-facing child

restraint. Page 85 CAUTION: If the airbag readiness light in the instrument panel cluster ever
comes on and stays on, it means that something may be wrong with the airbag system. There
are airbag system parts in several places around your vehicle. Your dealer and the service
manual have information about servicing your vehicle and the airbag system. A damaged
restraint system may not properly protect the person using it, resulting in serious injury or even
death in a crash. To help make sure your restraint systems are working properly after a crash,
have them inspected and any necessary replacements made as soon as possible. They could
operate the power windows or other controls or even make the vehicle move. The children or
others could be badly injured or even killed. Do not leave the keys in a vehicle with children.
Page 92 Your vehicle has one double-sided key for the ignition and all door locks as well as the
spare tire hoist lock, if equipped. If you ever lose your keys, your dealer will be able to assist
you with obtaining replacements. Notice: If you ever lock your keys in your vehicle, you may
have to damage the vehicle to get in. Operation is subject to the following two conditions: 1.
Page Remote Keyless Entry System Operation Remote Keyless Entry System Operation You
can lock and unlock your doors from about 3 feet 1 m up to feet 30 m away using the remote
keyless entry transmitter supplied with your vehicle. Page Battery Replacement Matching
Transmitter s to Your Vehicle Each remote keyless entry transmitter is coded to prevent another
transmitter from unlocking your vehicle. If a transmitter is lost or stolen, a replacement can be
purchased through your dealer. Remember to bring any remaining transmitters with you when
you go to your dealer. Page Doors And Locks Resynchronization Resynchronization may be
necessary due to the security method used by this system. The transmitter does not send the
same signal twice to the receiver. The receiver will not respond to a signal that has been sent
previously. This prevents anyone from recording and playing back the signal from the
transmitter. Page Power Door Locks There are several ways to lock and unlock your vehicle.
You can use the keyless entry system, if equipped, or you can also use your key. To lock the
door from the inside, slide the lever rearward. To unlock the door, slide the lever forward. Page
Delayed Locking If your vehicle has this power door lock switch, press the bottom of the switch
on either front door to lock all the doors at once. Press the top of the switch to unlock all the
doors at once. The power door locks will operate at any time even when the ignition is off.
Programmable Locking Feature Following are the two available programming options: Mode 1:
All doors lock when the transmission is shifted into gear. Mode 3: All doors unlock when the
key is removed from the ignition. Page Rear Door Security Locks Rear Door Security Locks If
your vehicle is equipped with this feature, you can lock the rear side doors so they cannot be
opened from the inside by passengers. This feature is located on the inside edge of the rear
doors. To use one of the locks do the following: 1. You cannot see or smell CO. It can cause
unconsciousness and even death. If you must drive with the liftgate glass, liftgate, or rear doors
open, or if electrical wiring or other cable connections must pass They can be overcome by the
extreme heat and suffer permanent injuries or even death from heat stroke. Never leave a child,
a helpless adult, or a pet alone in a vehicle, especially with the windows closed in warm or hot
weather. Page Power Windows Power Windows If you have power windows, the controls are
located on each of the side doors. There is a slide switch to adjust the brightness of the lamps.
Theft-Deterrent Systems Vehicle theft is big business, especially in some cities. Although your
vehicle has a number of theft-deterrent features, we know that nothing we put on it can make it
impossible to steal. It activates only if you use a power door lock switch with the door open, or
with the remote keyless entry transmitter. If a correct key is not used or the ignition lock
cylinder is tampered with, fuel is disabled. Page Ignition Positions Ignition Positions Use the
key to turn the ignition switch to four different positions. A Lock : This position locks the
ignition and transmission. It is a theft-deterrent feature. You will only be able to remove the key
when the ignition is turned to LOCK. This feature assists in starting the engine and protects the
electrical system. Page Adjustable Throttle And Brake Pedal Adjustable Throttle and Brake
Pedal If your vehicle is equipped with this feature, you can change the position of the throttle
and brake pedals. This feature is designed for shorter drivers, since the pedals can not move
farther away from the standard position, but can move toward the driver for better pedal reach.
Turn off the engine. Open the hood and unwrap the electrical cord. Plug it into a normal,
grounded volt AC outlet. Page Automatic Transmission Operation Automatic Transmission
Operation There are several different positions for your shift lever. Your vehicle is equipped
with an automatic transmission and features an electronic shift position indicator within the
instrument panel cluster. The repairs would not be covered by your warranty. It can help control
your speed as you go down steep mountain roads, but then you would also want to use your
brakes off and on. You or someone else could be seriously injured. The preferred method for
shifting into 4LO is to have your vehicle moving 1 to 2 mph 1. Make sure the vehicle is parked
so that it will not roll. Set the parking brake. Start the vehicle or turn the ignition to RUN. AWD is

like four-wheel drive, but there is no separate lever or switch to engage or disengage the front
axle. Press and release the 4LO switch. Page Parking Brake Parking Brake To set the parking
brake, hold the regular brake pedal down with your right foot. Push down the parking brake
pedal with your left foot. Your vehicle can roll. If you have left the engine running, the vehicle
can move suddenly. It contains the gas carbon monoxide CO , which you cannot see or smell. It
can cause unconsciousness and death. Do not leave your vehicle when the engine is running
unless you have to. Page Mirrors Mirrors Manual Rearview Mirror Pull the tab under the mirror
toward you to reduce glare from headlamps behind you after dark. Push the tab away from you
for normal daytime operation. Page Automatic Dimming Mirror Operation Automatic Dimming
Mirror Operation The automatic dimming mirror function is turned on automatically each time
the ignition is started. To operate the automatic dimming mirror, do the following: 1. Such
interference may be caused by a magnetic antenna mount, magnetic note pad holder, or a
similar magnetic item. To alternate the temperature reading between Fahrenheit and Celsius,
press and hold the TEMP button for approximately four seconds until the display blinks F and
C. Page Compass Variance The mirror is set in zone eight upon leaving the factory. It will be
necessary to adjust the compass to compensate for compass variance if the vehicle is outside
zone eight. Under certain circumstances, as during a long distance cross-country trip, it will be
necessary to adjust for compass variance. Page Outside Manual Mirrors Passenger Air Bag
Indicator The mirror may be equipped with a passenger air bag indicator on the mirror glass,
just above the buttons. If the vehicle has this feature, the mirror will display the word ON, or an
airbag symbol in Canada, when the passenger airbag is enabled. Move the selector switch
located above the control pad to the left or right to choose the mirror you want to adjust, then
press the dots located on the four-way control pad to adjust the mirror. Move the upper selector
switch to the left or right to choose the mirror you want to adjust; then press the dots located
on the four-way control pad to adjust the mirror. This feature is controlled by the on and off
settings found on the electrochromic mirror. It is a hands-free wireless phone that is integrated
into the vehicle. Calls can be placed nationwide using simple voice commands with no
additional contracts and no additional roaming charges. This includes any garage door opener
model manufactured before April 1, Page 3. Do not release the buttons until Step 4 has been
completed. Similarly, some U. Press and hold the desired HomeLink Do not release the button.
To open it, press the button and swing the console lid open. The rear of the console has a
cupholder that swings down for the rear seat passenger to use. Luggage Carrier If you have the
luggage carrier, you can load things on top of your vehicle. If items are loaded on the roof of the
vehicle, care should be taken not to block or damage the CHMSL unit. You or others could be
injured. If you remove the cover, always store it in the proper storage location. When you put it
back, always be sure that it is securely reattached. Page Cargo Tie Downs To put the cover in
the vehicle, do the following: 1. Make sure the cover slot in the holder faces rearward with the
round surface facing down. Page Sunroof Sunroof Your vehicle may be equipped with a power
sliding sunroof. To open or close your sunroof, the ignition or RAP needs to be active. Press
and release the rear side of the button located in the front overhead console to express-open
the glass panel and sunshade. The seat position can be saved for up to two drivers. Page
Section 3 Instrument Panel Overview Page Section 3 Voltmeter Gage Page A. Dome Lamp
Override Button. Headlamp Controls. See Headlamps on page Air Outlets. See Outlet
Adjustment on page See Four-Wheel Drive on page They also let police know you have a
problem. To tilt the wheel, hold the steering wheel and pull the lever. Then move the steering
wheel to a comfortable position and release the lever to lock the wheel in place. These positions
allow you to signal a turn or a lane change. To signal a turn, move the lever all the way up or
down. Page Flash-To-Pass Flash-to-Pass This feature lets you use your high-beam headlamps
to signal a driver in front of you that you want to pass. It works even if your headlamps are in
the automatic position. To use it, pull the turn signal lever toward you, then release it. Page
Windshield Washer Windshield Washer Washer Fluid : There is a paddle marked with the
windshield washer symbol at the top of the multifunction lever. The wipers will clear the window
and then either stop or return to your preset speed. Page Cruise Control Cruise Control turns
the system off. On : This position activates the system. Set : Press this button to set the speed.
You could be startled and even lose control. Keep the cruise control switch off until you want to
use cruise control. Hold it there until you get up to the speed you want, and then release the
switch. Each time you do this, your vehicle will go about 1 mph 1. Turn the control clockwise to
operate the lamps. The headlamp control has four positions: Off : Turning the control to this
position turns off the Daytime Running Lamps DRL and the automatic headlamps. To disable
the chime, turn the light off then back on. Page Automatic Headlamp System Automatic
Headlamp System When it is dark enough outside, your automatic headlamp system will turn on
your headlamps at the normal brightness along with other lamps such as the taillamps,

sidemarker, parking lamps and the instrument panel lights. The radio lights will also be dim. To
turn off the automatic headlamp system, turn the exterior lamps switch to the off position and
then release. Page Fog Lamps Fog Lamps If your vehicle has fog lamps, use them for better
vision in foggy or misty conditions. The fog lamp button is located on the left side of the
instrument panel. The thumbwheel for this feature is located next to the headlamp control. Turn
the thumbwheel up to adjust the instrument panel lights. Turn the thumbwheel up to return the
radio display to full brightness when the headlamps or parking lamps are on. Page Exit Lighting
Exit Lighting With exit lighting, the interior lamps will come on when you remove the key from
the ignition. The lights will not come on if the dome override button is pressed in. Front Reading
Lamps The reading lamps are located on the overhead console. Page Accessory Power Outlets
Accessory Power Outlets With accessory power outlets you can plug in auxiliary electrical
equipment such as a cellular telephone or CB radio. Your vehicle may have two accessory
power outlets, or may have one accessory power outlet located near the cigarette lighter, if
equipped. To turn the fan off, turn the knob to the off position. Off : If the fan is off, outside air
will still enter the vehicle, and will be directed based on the position of the mode knob. Fan :
Turn the left knob clockwise or counterclockwise to increase or decrease the fan speed. Turn
the knob to the off position to turn off the fan. If the knob is in off outside air will still enter the
vehicle, and will be directed based on the position of the mode knob. This lever also adjusts the
temperature to the center console outlets if equipped. The rear window defogger uses a
warming grid to remove fog from the rear window. An indicator light in the button will come on
to let you know that the rear window defogger is activated. The temperature can be adjusted
even if the system is turned off. Page Automatic Operation Automatic Operation AUTO
Automatic : When automatic operation is active the system will control the inside temperature,
the air delivery, and the fan speed. Use the steps below to place the entire system in automatic
mode: 1. Press the AUTO button. Page Off : Press this button to turn off the entire climate
control system. This direction can be changed by pressing the mode button. The temperature
can also be adjusted using either temperature knob. This is normal and helps to prevent
fogging. Page Outlet Adjustment Rear Window Defogger If your vehicle has this feature, the
lines you see on the rear window warm the glass. Page Rear Air Conditioning System Rear Air
Conditioning System If your vehicle is equipped with the optional rear air conditioner it has two
rear air conditioning fan speed selectors. One fan speed selector is located in the overhead
console and the other is located in the headliner above the second row seats. One control is
located in the overhead console and the other is located in the headliner above the second row
seats. The system can be controlled from the front controls as well as the rear controls. Fan
Knob The fan knob on the left side of the control panel adjusts the fan speed. The climate
control has an overhead control near the driver and a control on the back of the center console.
Page Auto Mode Rear Passenger Console Control To control the rear climate control from the
rear passenger seat position, use the rear passenger console control. The driver overhead
control fan knob must be set to the AUX position. The pictures will help you locate them.
Warning lights and gages can signal that something is wrong before it becomes serious enough
to cause an expensive repair or replacement. Canada and Light Duty Transmission Clusters
similar. Your instrument cluster is designed to let you know at a glance how your vehicle is
running. Your odometer shows how far your vehicle has been driven, in either miles used in the
United States or kilometers used in Canada. Page Passenger Airbag Status Indicator Passenger
Airbag Status Indicator If your vehicle has the passenger sensing system your rearview mirror
will have a passenger airbag status indicator. See Passenger Sensing System on page for more
on this, including important safety information. If, after several seconds, all status indicator
lights remain on, or if there are no lights at all, there may be a problem with the lights or the
passenger sensing When the engine is running, the gage shows the condition of the charging
system. The gage may transition from a higher to lower or a lower to higher reading, this is
normal. Page If the warning light comes on and a chime sounds there could be a brake problem.
Have your brake system inspected right away. This is normal operation. Page Malfunction
Indicator Lamp Malfunction Indicator Lamp Check Engine Light Your vehicle is equipped with a
computer which monitors operation of the fuel, ignition, and emission control systems. This
system is called OBD II On-Board Diagnostics Second Generation and is intended to assure that
emissions are at acceptable levels for the life of the vehicle, helping to produce a cleaner
environment. Page Have you recently changed brands of fuel? If so, be sure to fuel your vehicle
with quality fuel. See Gasoline Octane on page Poor fuel quality will cause your engine not to
run as efficiently as designed. Page Maintenance Schedule Oil Pressure Gage United States The
oil pressure gage shows the engine oil pressure in psi pounds per square inch when the engine
is running. Canadian vehicles indicate pressure in kPa kilopascals. Oil pressure may vary with
engine speed, outside temperature and oil viscosity, but readings above the low pressure zone

indicate the normal operating range. Cruise Control Light This light comes on whenever you set
your cruise control. The light will go out when the cruise control is turned off. See Cruise
Control on page for more information. For more information, see Towing a Trailer on page Fuel
Gage United States The fuel gage, when the ignition is on, tells you about how much fuel you
have left in your tank. The DIC buttons, if equipped, are located on the steering wheel. After a
short delay, the DIC will display the information that was last displayed before the engine was
turned off. Page Fuel Information Button Tire Pressures: The tire pressure mode is available
only on vehicles equipped with a tire pressure monitor. This mode shows the tire pressure in
pounds per square inch psi or kilopascals kPa. This mode shows the number of gallons or liters
of fuel used since the last reset of this menu item. If there is more than one message that needs
to be displayed, they will appear one after another. See Passenger Sensing System on page
This message will clear itself after 10 seconds until the next ignition cycle or until the message
is reset. See Windshield Washer Fluid on page Refuel as soon as possible. See Fuel Gage on
page and Fuel on page See Engine Overheating on page for further information. Have your GM
dealer inspect the system for problems. If the message appears turn off the vehicle. Restart the
vehicle and check for the message on the DIC display. If the message is still displayed or
appears again when you begin driving, the ride control needs service. It means that an
advanced computer-controlled system has come on to help your vehicle continue to go in the
direction in which you are steering. StabiliTrak activates when the computer senses that your
vehicle is just starting to spin, as it might if you hit a patch of ice or other slippery spot on the
road. Reinstall the fuel cap, making sure to fully install the cap. See Filling Your Tank on page
When the transmission enters the protection mode, you may notice a change in the
transmission shifting patterns. Page Dic Vehicle Customization DIC Vehicle Customization Your
vehicle may have customization capabilities that allow you to program some features to one
setting based on your preference. All of the customizable options listed may not be available on
your vehicle. Press and hold MIN until the correct minute appears on the display. There is an
initial two-second delay before the clock goes into time-set mode. VOL Volume : Turn this knob
to increase or to decrease the volume. RCL Recall : Press this knob to switch the display
between the radio station frequency and the time. When the ignition is off, press this knob to
display the time. Turn the radio on. Then press and hold the up or the down arrow to move the
sound toward the right or the left speakers. The display will show the selection. TUNE : Turn
this knob to select radio stations. Turn the knob to increase or to decrease. The display will
show the bass or treble level. If a station is weak or noisy, decrease the treble. Press the TYPE
button to activate program type select mode. The player will pull it in and the CD should begin
playing. If the ignition or radio is turned off with the CD in the player, it will stay in the player.
Page 6 RDM Random : Press this pushbutton to hear the tracks in random, rather than
sequential, order. RDM ON will appear on the display. RDM T and the track number will appear
on the display when each track starts to play. Press this pushbutton again to turn off random
play. Page Playing A Cassette Tape Playing a Cassette Tape The tape player is built to work
best with tapes that are up to 30 to 45 minutes long on each side. Tapes longer than that are so
thin they may not work well in this player. The longer side with the tape visible should face to
the right. The radio will play while the tape reverses. Press it again to return to playing speed.
The station frequency and REV will appear on the display. Remove the tape. Hold the tape with
the open end down and try to turn the right hub counterclockwise with a pencil. Press and hold
this pushbutton for less than two seconds to advance at six times the normal playing speed.
Press and hold it for more than two seconds to advance at 17 times the normal playing speed.
When the temperature returns to normal, the CD should play. When the road becomes
smoother, the CD should play. The display will show the bass, midrange without Bose treble
level. When the ignition or radio is turned on, the CD will start playing where it stopped, if it was
the last selected audio source. When a CD is inserted, the CD symbol will appear on the display.
Page To load more than one CD but less than six, complete Steps 1 through 3. The radio will
begin to play the last CD loaded. If more than one CD has been loaded, a number for each CD
will appear on the display. You will hear sound at a reduced volume. Release the button to play
the passage. The elapsed time of the track will appear on the display. Forward : Press and hold
this button to advance quickly within a track. The radio will go to the next track, play for 10
seconds, then go on to the next track. The recorded tracks will begin to play in the order they
were saved. Parental Control This button is located behind the video screen. Loosen the screw
on the battery compartment door located on the left side of the headphone earpiece. Replace
the two AAA batteries in the compartment. Make sure that they are installed correctly, using the
diagram on the inside of the battery compartment. The power indicator light will illuminate when
the power is on. Page Playing A Disc Playing a Disc To play a disc, gently insert the disc with
the label side up into the loading slot. Menu Navigation Arrows : Use the arrow buttons to

navigate through a menu. Set-up Menu : Press this button to adjust the color, tint, brightness,
contrast, display mode, and dynamic range compression. Page 10 Double Digit Entries : Press
this button to select chapter, title, and track numbers greater than 9. Press this button before
inputting the number. Clear : Press this button within three seconds after inputting a number to
clear the number s. Illumination : Press this button to turn the remote control backlight on. Page
Battery Replacement To change the batteries, do the following: 1. Remove the battery
compartment door located on the bottom of the remote control. Replace the two AA batteries in
the compartment. Page Problem Recommended Action In auxiliary mode, the Check the
auxiliary input picture moves or scrolls. The language in the Check the audio or audio or on the
screen language selection in the Page Dvd Messages Problem Recommended Action
Sometimes the wireless Check for obstructions, low headphone audio cuts batteries, reception
range, out or buzzes. Check that the headphones are facing the front of the vehicle. It may be
necessary to turn off the DVD player when operating one of these devices in or near the vehicle.
Page The front seat audio controls always have priority over the RSA controls. If the front seat
passengers switch the source for the main radio to a remote source, the RSA will not be able to
control the source. You can operate the rear seat audio when the main radio is off. Page
Theft-Deterrent Feature When a cassette tape is playing, press this button to go to the other
side of the tape. This function is inactive if the front seat passengers are listening to a cassette
tape. When a CD is playing, press this button to go to the beginning of the CD. The radio will
only seek preset stations with a strong signal that are in the selected band. When a cassette
tape is playing, press this button to play the other side of the tape. Cassette tapes should be
stored in their cases away from contaminants, direct sunlight, and extreme heat. If they are not,
they may not operate properly or may cause failure of the tape player. Store them in their
original cases or other protective cases and away from direct sunlight and dust. If the surface of
a disc is soiled, dampen a clean, soft cloth in a mild, neutral detergent solution and clean it,
wiping from the center to the edge. Please start with a very important safety device in your
vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and injury associated with
drinking and driving is a national tragedy. It is the number one contributor to the highway death
toll, claiming thousands of victims every year. Page According to the American Medical
Association, a lb 82 kg person who drinks three 12 ounce ml bottles of beer in an hour will end
up with a BAC of about 0. Page But the ability to drive is affected well below a BAC of 0.
Research shows that the driving skills of many people are impaired at a BAC approaching 0. All
drivers are impaired at BAC levels above 0. They are the brakes, the steering, and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Sometimes, as when you are driving on snow or ice, it is easy to ask more of those control
systems than the tires and road can provide. ABS is an advanced electronic braking system that
will help prevent a braking skid. When you start your engine and begin to drive away, your
anti-lock brake system will check itself. You may hear a momentary motor or clicking noise
while this test is going on. Page Braking In Emergencies The anti-lock system can change the
brake pressure faster than any driver could. The computer is programmed to make the most of
available tire and road conditions. This can help you steer around the obstacle while braking
hard. As you brake, your computer keeps receiving updates on wheel speed and controls
braking pressure accordingly. This is especially useful in slippery road conditions. The system
operates only if it senses that one or both of the rear wheels are spinning or beginning to lose
traction. Page Locking Rear Axle The Traction Assist System, as delivered from the factory, will
automatically come on whenever you start your vehicle. To limit wheel spin, especially in
slippery road conditions, you should always leave the system on. But you can turn the TAS off
if you ever need to. Your vehicle will still have brake-traction control when StabiliTrak will not be
able to use the engine speed management system. Page Steering Steering Power Steering If
you lose power steering assist because the engine stops or the system is not functioning, you
can steer but it will take much more effort. Steering Tips Driving on Curves It is important to
take curves at a reasonable speed. Page Steering In Emergencies Steering in Emergencies
There are times when steering can be more effective than braking. If your vehicle is equipped
with the 4-Wheel Steer system, it has the ability to steer the vehicle with all four wheels. Page 4:
In this mode, all four wheels will help steer the vehicle. If you want to use 4, and your vehicle is
not in this mode, press the button, until the 4 indicator, located to the right of the 4-Wheel Steer
button, comes on and stays on. Page 4-Wheel Steer Tow Mode : When towing a trailer, the
4-wheel steer tow mode provides enhanced stability allowing the trailer to follow the path of the
tow vehicle more closely, especially during lane changes. In this mode the system operates
much like the 4 mode, but is enhanced for trailer towing. If the level of the shoulder is only
slightly below the pavement, recovery should be fairly easy. Ease off the accelerator and then, if
there is nothing in the way, steer so that your vehicle straddles the edge of the pavement. For

one thing, following too closely reduces your area of vision, especially if you are following a
larger vehicle. Also, you will not have adequate space if the vehicle ahead suddenly slows or
stops. Page Loss Of Control Loss of Control Let us review what driving experts say about what
happens when the three control systems â€” brakes, steering, and acceleration â€” do not have
enough friction where the tires meet the road to do what the driver has asked. Also, see Braking
on page If your vehicle does not have four-wheel drive or all-wheel drive, you should not drive
off-road unless you are on a level, solid surface. Off-road driving can be great fun. Page The
following steps must be performed on each of the push-pins to remove the air dam: 1. Insert a
tool into the push-pin slot and pull downward until the push-pin snaps loose. While continuing
to pull downward on the push-pin, squeeze and turn the expandable end of the Page To reinstall
the lower air dam do the following: 1. Line up each push-pin with its intended retainer and push
the washer portion of the push-pin towards the retainer until it locks into place. You or your
passengers could be injured. Keep cargo below the top of the seatbacks. Know the terrain and
plan your route. You are much less likely to get bad surprises. Get accurate maps of trails and
terrain. Try to learn of any blocked or closed roads. Page Scanning The Terrain Scanning the
Terrain Off-road driving can take you over many different kinds of terrain. You need to be
familiar with the terrain and its many different features. Here are some things to consider.
Surface Conditions: Off-roading can take you over hard-packed dirt, gravel, rocks, grass, sand,
mud, snow or ice. Driving safely on hills requires good judgment and an understanding of what
your vehicle can and cannot do. There are some hills that simply cannot be driven, no matter
how well built the vehicle. Page Driving Uphill Driving Uphill Once you decide you can safely
drive up the hill, you need to take some special steps. Page What should I do if my vehicle
stalls, or is about to stall, and I cannot make it up the hill? If this happens, there are some things
you should do, and there are some things you must not do. You or someone else could be
injured. Will I be able to maintain vehicle control? Hard-packed dirt? If this happens, you have to
decide whether to try to drive across the incline. Page Stalling On An Incline Stalling on an
Incline If your vehicle stalls when you are crossing an incline, be sure you and your passengers
get out on the uphill side, even if the door there is harder to open. If you get out on the downhill
side and the vehicle starts to roll over, you will be right in its path. Page Driving in Mud, Sand,
Snow or Ice When you drive in mud, snow or sand, your wheels will not get good traction. You
cannot accelerate as quickly, turning is more difficult, and you will need longer braking
distances. It is best to use a low gear when you are in mud â€” the deeper the mud, the lower
the gear. Find out how deep the water is before you drive through it. If it is deep enough to
cover your wheel hubs, axles or exhaust pipe, do not try it â€” you probably will not get
through. One reason is that some drivers are likely to be impaired â€” by alcohol or drugs, with
night vision problems, or by fatigue. Here are some tips on night driving. It can take a second or
two, or even several seconds, for your eyes to re-adjust to the dark. When you are faced with
severe glare, as from a driver who does not lower the high beams, or a vehicle with misaimed
headlamps, slow down a little. Even if your windshield wiper blades are in good shape, a heavy
rain can make it harder to see road signs and traffic signals, pavement markings, the edge of
the road, and even people walking. Get a city map and plan your trip into an unknown part of the
city just as you would for a cross-country trip. Drive at the same speed most of the other drivers
are driving. Treat the left lane on a freeway as a passing lane. At the entrance, there is usually a
ramp that leads to the freeway. Are all windows clean inside and outside? Your brakes will have
to do all the work of slowing down. They could get so hot that they would not work well. You
would then have poor braking or even none going down a hill. And, if you will be driving under
severe conditions, include a small bag of sand, a piece of old carpet, or a couple of burlap bags
to help provide traction. Page Whatever the condition â€” smooth ice, packed, blowing, or loose
snow â€” drive with caution. If you have traction assist, it will improve your ability to accelerate
when driving on a slippery road. But you can turn the traction assist system off if you ever need
to. You should probably stay with your vehicle unless you know for sure that you are near help
and you can hike through the snow. This can cause deadly CO carbon monoxide gas to get
inside. CO could overcome you and kill you. You cannot see it or smell it, so you might not
know it is in your vehicle. The method known as rocking can help you get out when you are
stuck, but you must use caution. The hooks are provided at the front of your vehicle. You may
need to use them if you are stuck off-road and need to be pulled to some place where you can
continue driving. This weight is called the vehicle capacity weight and includes the weight of all
occupants, cargo and all nonfactory-installed options. Try to spread the weight evenly. Some
vehicles have restrictions on how far and how long they can tow. If your vehicle is not equipped
with StabiliTrak following procedure to tow your vehicle: 1. This type of level control is fully
automatic and will provide a better leveled riding position as well as better handling under a
variety of passenger and loading conditions. CWR is the maximum weight of the load your

vehicle can carry. But trailering is different than just driving your vehicle by itself. It depends on
how you plan to use your rig. For example, speed, altitude, road grades, outside temperature
and how much your vehicle is used to pull a trailer are all important. Page Weight Of The Trailer
Tongue Weight of the Trailer Tongue The tongue load A of any trailer is an important weight to
measure because it affects the total or gross weight of your vehicle. The Gross Vehicle Weight
GVW includes the curb weight of the vehicle, any cargo you may carry in it, and the people who
will be riding in the vehicle. Page Trailer Brakes If you will be pulling a trailer that, when loaded,
will weigh more than 5, lbs 2 kg be sure to use a properly mounted weight-distributing hitch and
sway control of the proper size. This equipment is very important for proper vehicle loading and
good handling when driving. It can cause unconsciousness or death. See Engine Exhaust on
page Page Following Distance Following Distance Stay at least twice as far behind the vehicle
ahead as you would when driving your vehicle without a trailer. This can help you avoid
situations that require heavy braking and sudden turns. Page Trailer Wiring Harness Trailer
Wiring Harness Your vehicle is equipped with the following wiring harnesses for towing a
trailer. The harness connector can be plugged into a seven-pin universal heavy-duty trailer
connector available through your dealer. This harness with a seven-pin universal trailer
connector is attached to a bracket on the hitch platform. You could have a crash in which you or
others could be injured. Page Four-Wire Harness Adapter This adapter is included with your
vehicle as part of the heavy-duty trailer wiring package. Use this adapter to connect a standard
four-way round pin connector to the seven-wire harness on your vehicle. Connect the adapter
with the tab pointing up see arrow. Page Power Winches Power Winches If you wish to use a
power winch on your vehicle, only use it when your vehicle is stationary or anchored.
Step-Bumper Pad Your vehicle has a rear step bumper with a rear step pad at the center of the
bumper. Page Section 5 Tire Inspection and Rotation Page Service Service Your dealer knows
your vehicle best and wants you to be happy with it. We hope you will go to your dealer for all
your service needs. You will get genuine GM parts and GM-trained and supported service
people. We hope you will want to keep your GM vehicle all GM. It tells you much more about
how to service your vehicle than this manual can. To order the proper service manual, see
Service Publications Ordering Information on page This may cause wind noise and affect
windshield washer performance. Check with your dealer before adding equipment to the outside
of your vehicle. Never use leaded gasoline or any other fuel not recommended in the previous
text on fuel. Costly repairs caused by use of improper fuel would not be covered by your
warranty. Fuel can spray out on you if you open the fuel cap too quickly. This spray can happen
if your tank is nearly full, and is more likely in hot weather. Open the fuel cap slowly and wait for
any hiss noise to stop. Static electricity discharge from the container can ignite the gasoline
vapor. You can be badly burned and your vehicle damaged if this occurs. Pull the handle
located inside the vehicle to the lower left of the steering wheel. Then go to the front of the
vehicle and pull up on the secondary hood release located near the center of the grille. Coolant
Surge Tank and Pressure Cap. You should check your engine oil level regularly; But you must
use the right kind. This section explains what kind of oil to use. These numbers on an oil
container show its viscosity, or thickness. Do not use other viscosity oils such as SAE 20W Oils
meeting these requirements should also have the starburst symbol on the container. This is
based on engine revolutions and engine temperature, and not on mileage. Based on driving
conditions, the mileage at which an oil change will be indicated can vary considerably. Do not
let used oil stay on your skin for very long. Clean your skin and nails with soap and water, or a
good hand cleaner. Care should be taken to dislodge as little dirt as possible. Reinstall the
cover and tighten the screws. See Engine Compartment Overview on page for more information
on location. See Recommended Fluids and Lubricants on page A cold check is used only as a
reference. If you use this coolant mixture, you do not need to add anything else. Stay away from
the engine if you see or hear steam coming from it. Just turn it off and get everyone away from
the vehicle until it cools down. Page Overheated Engine Protection If you no longer have the
overheat warning, you can drive. Just to be safe, drive slower for about 10 minutes. If the
warning does not come back on, you can drive normally. If the warning continues, pull over,
stop, and park your vehicle right away. Coolant Surge Tank B. Keep hands, clothing and tools
away from any underhood electric fan. If the coolant inside the coolant surge tank is boiling, do
not do anything else until it cools down. Page How To Add Coolant To The Coolant Surge Tank
If there seems to be no leak and your vehicle is equipped with an engine-driven cooling fan,
start the engine again and see if the fan speed increases when idle speed is doubled by pushing
the accelerator pedal down. If it does not, your vehicle needs service. Plain water, or some other
liquid such as alcohol, can boil before the proper coolant mixture will. With plain water or the
wrong mixture, your engine could get too hot but you would not get the overheat warning. With
the coolant surge tank pressure cap off, start the engine and let it run until you can feel the

upper radiator hose getting hot. Watch out for the engine cooling fan. Page Engine Fan Noise
Engine Fan Noise If your vehicle is equipped with a clutched engine cooling fan, when the
clutch is engaged, the fan spins faster to provide more air to cool the engine. In most everyday
driving conditions, the fan is spinning slower and the clutch is not fully engaged. Have the
system inspected and repaired. See Engine Compartment Overview on page for the location of
the reservoir. If it is not, have your brake system checked to see if there is a leak. Disc brake
pads have built-in wear indicators that make a high-pitched warning sound when the brake pads
are worn and new pads are needed. Its many parts have to be of top quality and work well
together if the vehicle is to have really good braking. Your vehicle was designed and tested with
top-quality GM brake parts. Page Jump Starting Jump Starting If your battery or batteries has
run down, you may want to use another vehicle and some jumper cables to start your vehicle.
Be sure to use the following steps to do it safely. Page Notice: If you leave your radio or other
accessories on during the jump starting procedure, they could be damaged. Always turn off
your radio and other accessories when jump starting your vehicle. People have been hurt doing
this, and some have been blinded. Be sure the battery has enough water. You do not need to
add water to the battery installed in your new vehicle. Page 6. Do not let the other end touch
metal. Page Notice: If the jumper cables are removed in the wrong order, electrical shorting may
occur and damage the vehicle. Remove the jumper cables in the correct order, making sure that
the cables do not touch each other or other metal. However, there are two additional systems
that need lubrication. See Scheduled Maintenance on page Have it inspected and repaired. How
to Check Lubricant Series shown, similar To get an accurate reading, the vehicle should be on a
There are two additional systems that need lubrication. How to Check Lubricant To get an
accurate reading, the vehicle should be on a level surface. For any bulb changing procedure not
listed in this section, contact your dealer. Low-Beam Headlamp B. High-Beam Headlamp 3. Pull
the headlamp assembly out. Unplug the electrical connector. Turn the bulb counterclockwise
and remove it from the headlamp assembly. Put the new bulb into the headlamp assembly and
turn it clockwise until it is tight. Press the retainer clip B , located behind the turn signal
housing, towards the outside of the vehicle. Pull the turn signal housing out of the vehicle.
Press the locking release lever, turn the bulb socket counterclockwise and remove it from the
turn signal housing. Remove the two screws and lift off the lens. Remove the six screws on the
center roof marker lamps. Turn the old bulb counterclockwise to remove it from the socket.
Page Taillamps 4. Put a new bulb into the socket and turn clockwise until it locks in place.
Reinstall the lens and tighten the screws. Turn Signal Lamp B. Back-up Lamp C. Stoplamp To
replace a taillamp bulb, do the following: 1. Page Replacement Bulbs 2. Remove the taillamp
assembly. Press the release tab and turn the bulb socket counterclockwise to remove it from
the taillamp housing. Pull the old bulb straight out from the socket. Press a new bulb into the
socket, insert the socket into the taillamp housing and turn the socket clockwise into the
taillamp housing until it clicks. Page Windshield Wiper Blade Replacement Windshield Wiper
Blade Replacement Windshield wiper blades should be inspected at least twice a year for wear
and cracking. See Scheduled Maintenance on page for more information. Replacement blades
come in different types and are removed in different ways. For proper type and length, see
Normal Maintenance Replacement Parts on page Page Tires Tires Your new vehicle comes with
high-quality tires made by a leading tire manufacturer. If you ever have questions about your
tire warranty and where to obtain service, see your GM Warranty booklet for details. Air
pressure is expressed in pounds per square inch psi or kiloPascal kPa. Accessory Weight: This
means the combined weight of optional accessories. Page Intended Outboard Sidewall: The
side of an asymmetrical tire, that must always face outward when mounted on a vehicle.
KiloPascal kPa : The metric unit for air pressure. Load Index: An assigned number ranging from
1 to that corresponds to the load carrying capacity of a tire. Page Rim: A metal support for a tire
and upon which the tire beads are seated. Sidewall: The portion of a tire between the tread and
the bead. Speed Rating: An alphanumeric code assigned to a tire indicating the maximum speed
at which a tire can operate. It is not. Page An example of the Improved Ride label is shown here.
If your vehicle has this feature, sensors are mounted on each tire and wheel assembly, except
the spare tire. The TPM sensors transmit tire pressure readings to a receiver located in the
vehicle. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. The wheel could come off and cause
an accident. When you change a wheel, remove any rust or dirt from places where the wheel
attaches to the vehicle. See Loading Your Vehicle on page for more information about these
labels and where they can be found on your vehicle. Use only radial-ply tires with the wheels on
your vehicle. Uniform Tire Quality Grading Quality grades can be found where applicable on the
tire sidewall between tread shoulder and maximum Sustained high temperature can cause the
material of the tire to degenerate and reduce tire life, and excessive temperature can lead to

sudden tire failure. Page Used Replacement Wheels If you need to replace any of your wheels,
wheel bolts or wheel nuts, replace them only with new GM original equipment parts. This way,
you will be sure to have the right wheel, wheel bolts and wheel nuts for your vehicle. Tire chains
used on a vehicle without the proper amount of clearance can cause damage to the brakes,
suspension or other vehicle parts. The vehicle can slip off the jack and roll over or fall on you or
other people. Retaining Bracket C. Jack and Wing Nut D. Wing Nut Holding B. Wheel Blocks
Suburban A. Knob F. Mounting Bracket B. Removable Tray G. Page On the Tahoe, the
equipment is located behind the left trim panel in the rear of the vehicle. Unlatch the release
lever to open the trim panel door. Page 2. Assemble the wheel wrench H and the two jack handle
extensions I as shown. Insert the hoist end open end F of the extension through the hole G in
the rear bumper. Be sure the hoist end of the extension connects to the hoist shaft E. Tilt the
retainer D at the end of the cable when the tire has been lowered, so it can be pulled up through
the wheel opening. Page 1. Remove the center cap by placing the chisel end of the wheel
wrench in the slot on the wheel and gently prying the cap out. If the wheel has bolt-on wheel
covers, loosen the plastic nut caps by turning the wheel wrench in a counterclockwise
direction. When raising your vehicle on a jack, avoid contact with tie rods and tie rod boots.
Jacking Locations Overall View A. Position the jack under the vehicle as shown. Attach the
wheel wrench to the jack handle extension. Page 4. Put the wheel nuts back on with the rounded
end of the nuts toward the wheel after mounting the spare. Tighten each wheel nut by hand.
Then use the wheel wrench to tighten the nuts until the wheel is held against the hub. Page
Secondary Latch System 9. When you reinstall the regular wheel and tire, you must also
reinstall the either the center cap, or bolt-on hub cap, depending on what your vehicle is
equipped with. Page To release the spare tire from the secondary latch, do the following: 1.
Check under the vehicle to see if the cable end is visible. If the cable is not visible proceed to
Step 6. Page 8. Attach the jack handle, extension, and wheel wrench to the jack and place it with
the wheel blocks under the vehicle toward the front of the rear bumper. Position the center lift
point of the jack under the center of the spare tire. Page Lower the jack by turning the wheel
wrench counterclockwise. Keep lowering the jack until the spare tire slides off the jack or is
hanging by the cable. If the spare tire does not slide off the jack completely, make sure no one
is behind you or on either side of you as you pull the jack out In a sudden stop or collision,
loose equipment could strike someone. Store all these in the proper place. Tilt the retainer D
downward and through the wheel opening. Make sure the retainer is fully seated across the
underside of the wheel. Attach the wheel wrench H and extensions I together. Insert the hoist
end F through the hole G in the rear bumper and into the hoist shaft. Page 7. Make sure the tire
is stored securely. Push, pull, A and then try to turn B the tire. If the tire moves, use the wheel
wrench to tighten the cable. Reinstall the spare tire lock if equipped. Use the retaining clip to
fasten the tool kit on the stud in the storage compartment in the rear left trim panel and turn the
wing nut clockwise to secure. Return the storage tray. Tahoe Rear Access Panel A. Page Vinyl
Using Cleaner on Fabric 1. First, try the cleaner on an area of the fabric that is not easily seen to
make sure the cleaner does not affect the color of the fabric. For liquids: blot with a clean, soft,
white cloth. For solids: remove as much as possible and then vacuum or brush. Page Leather
Leather Use a soft cloth with lukewarm water and a mild soap or saddle soap and wipe dry with
a soft cloth. Then, let the leather dry naturally. Do not use heat to dry. Page Weatherstrips
Weatherstrips Silicone grease on weatherstrips will make them last longer, seal better, and not
stick or squeak. Apply silicone grease with a clean cloth. During very cold, damp weather
frequent application may be required. Page Windshield, Backglass, And Wiper Blades Foreign
materials such as calcium chloride and other salts, ice melting agents, road oil and tar, tree sap,
bird droppings, chemicals from industrial chimneys, etc. Wash the vehicle as soon as possible.
Keep the wheels clean using a soft clean cloth with mild soap and water. Rinse with clean water.
After rinsing thoroughly, dry with a soft clean towel. A wax may then be applied. Page Sheet
Metal Damage Sheet Metal Damage If the vehicle is damaged and requires sheet metal repair or
replacement, make sure the body repair shop applies anti-corrosion material to parts repaired
or replaced to restore corrosion protection. Original manufacturer replacement parts will
provide the corrosion protection while maintaining the warranty. Tar and Road Removes tar,
road oil, Oil Remover and asphalt. Chrome Cleaner Use on chrome or and Polish stainless steel.
You can see it if you look through the windshield from outside your vehicle. Page Windshield
Wiper Fuses Windshield Wiper Fuses The windshield wiper motor is protected by an internal
circuit breaker and a fuse. If the motor overheats due to heavy snow, etc. If the overload is
caused by some electrical problem and not snow, etc. See Recommended Fluids and Lubricants
on page for more information. Page Section 6 Maintenance Schedule Page Maintenance
Schedule Maintenance Schedule Introduction Important: Keep engine oil at the proper level and
change as recommended. Have you purchased the GM Protection Plan? The Plan supplements

your new vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer
for details. Page Because of all the different ways people use their vehicles, maintenance needs
vary. You may need more frequent checks and replacements. So please read the following and
note how you drive. Page Scheduled Maintenance Owner Checks and Services on page tells
you what should be checked, when to check it and what you can easily do to help keep your
vehicle in good condition. See Engine Oil on page Reset oil life system. See Engine Oil Life
System on page An Emission Control Service. Lubricate chassis components. See footnote.
Visually check for any leaks or damage. Service and Miles Kilometers Inspect fuel system for
damage or leaks. Inspect exhaust system for loose or damaged components. See footnote g.
Inspect evaporative control system. We, however, urge that all recommended maintenance
services be performed at the indicated intervals and the maintenance be recorded. Page f
Lubricate all key lock cylinders, hood latch assembly, secondary latch, pivots, spring anchor,
release pawl, rear compartment hinges, outer liftgate handle pivot points, rear door detent link,
roller mechanism, liftgate handle pivot points, latch bolt, fuel door hinge, cargo door hinge,
locks and folding seat hardware. Your GM Goodwrench dealer can assist you with these checks
and services. Be sure any necessary repairs are completed at once. If the vehicle moves, you or
others could be injured. Before you start, be sure you have enough room around the vehicle.
Synthetic Axle Lubricant; Page Maintenance Record Maintenance Record After the scheduled
services are performed, record the date, odometer reading, who performed the service and the
type of services performed in the boxes provided. See Maintenance Requirements on page in
this section. Any additional information from Owner Checks and Services on page can be added
on the following record pages. Page Section 7 Customer Assistance and Information
Sometimes, however, despite the best intentions of all concerned, misunderstandings can
occur. Page Customer Assistance Offices Customer Assistance Offices Chevrolet encourages
customers to call the toll-free number for assistance. This value-added service is intended to
provide you with peace of mind as you drive in the city or travel the open road. Roadside
Assistance is not part of or included in the coverage provided by the New Vehicle Limited
Warranty. Page Transportation Options Transportation Options Warranty service can generally
be completed while you wait. However, if you are unable to wait, Chevrolet helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
your dealer can offer you one of the following All Courtesy Transportation arrangements will be
administered by appropriate dealer personnel. Page Reporting Safety Defects To read this
information, special equipment is needed and access to the vehicle or the device that stores the
data is required. Page Service Bulletins Service Bulletins Service Bulletins give technical
service information needed to knowledgeably service General Motors cars and trucks. Each
bulletin contains instructions to assist in the diagnosis and service of your vehicle. Page
Accessory Power Outlets Page Audio System s cont. Fixed Mast Antenna Page Care of Safety
Belts Page Climate Control System cont. Comfort Guides, Rear Safety Belt Page Driving cont.
Recovery Hooks Page Front Storage Area Page Light cont. Tire Pressure Page Mirrors cont.
Outside Power Foldaway Mirrors Page Power cont. Retained Accessory RAP Page Throttle,
Adjustable Page Vehicle Control This manual is also suitable for: Suburban Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. This product is made of high quality materials to
serve you for years to come. Chevy tahoe ls lt with lbs front and rear brake hydraulic line kit by
right stuff detailing. Most people attempting to find specifics of chevy tahoe brake line diagram
and definitely one. Your problem indicates that the right caliper has failed. You are welcome to
get the genuine chevrolet tahoe parts at our website. We have the best products at the right
price. These will either connect to a caliper hose or thread. Designed using state of the art
technology and. Replacing a brake line on full size chevy pick up truck see more. Fine lines rear
axle brake lines are mounted on the axle going to the left and right rear wheels. Labeled squid
internal anatomy diagram. At this time were pleased to declare that we have discovered an
awfully interesting content to be pointed out that is chevy tahoe brake line diagram. Chevy
tahoe wo traction control rear axle brake lines by fine lines. Much to my surprise when i got
home yesterday my sons. Equip cars trucks suvs with chevrolet s10 brake lines and hoses from
autozone. Equip cars trucks suvs with chevrolet tahoe brake lines and hoses from autozone.
Assuming it is the right front brake youll need work done on both front brakes at a minimum.
Valve - Anti-lock brake system. Chevrolet Silverado Questions - brake lines - CarGurus.
Chevrolet Silverado 8. Chevrolet Tahoe 4. Pics of brake line routing? Posting Komentar.
Bagikan Artikel ini. Langganan: Posting Komentar Atom. Iklan Atas Artikel. Iklan Tengah Artikel
1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. In , a
class-action lawsuit was filed as rusted brake lines were leading to brake failure and causing
accidents. However, the AlGal coating, which is a form of aluminum paint, was easily damaged

or worn down from normal tire kick-up. In , with the GMT line, Chevy upgraded the brake line
coating to a NyGal coating which was made of plastic and significantly thicker than the previous
AlGal coating. Corrosion can lead to break lines leaking fluid, with the end result being the
brakes not working very well, or hardly at all. Additionally, portions of the GMT brake lines are
made of rubber. Over time through normal wear and tear, this rubber can get deformed and
cause air pockets in the lines when pressed. The end result is not enough brake fluid getting to
the calipers for the brakes to function properly. Brake lines can go bad as early as 50, miles, or
as late as , miles. If you live in a salt state, we recommend changing the brake lines approx. I
have a Sierra. Every now and then, quite rare, when I push the brake pedal, I have a real hard
brake, not to push down, but it stops and is like pushing against a brick wall, and it has no
brakes, it just keeps rolling. Once I release the brake pedal and press the pedal again it will stop
normally. Any Ideas? This line will break down over time become weak and kink up at the rear
most part of the hose whereby there will be no vacuum going to the booster resulting in a very
hard pedal. Your email address will not be published. Notify me of follow-up comments by
email. Notify me of new posts by email. Our site is all about Chevy Trucks, from the classics to
today. We post engine problems guides, reliability guides, performance upgrades, lift kits,
suspension, you name it. Comments I have a Sierra. Leave a Reply Cancel reply Your email
address will not be published. Footer About ChevyTrucks. Search Search the site Legal Pages
Privacy Policy. Privacy Policy. Forums New posts. What's new New posts Latest activity. Log in
Register. What's new. New posts. Log in. Install the app. For a better experience, please enable
JavaScript in your browser before proceeding. You are using an out of date browser. It may not
display this or other websites correctly. You should upgrade or use an alternative browser.
Thread starter mam Start date Dec 10, Tags abs abs control module. Joined Dec 10, Messages 2
Reaction score 0 Points 0. My friend has a yukon xl series and opened a can of worms and now
has a real problem. He never marked the brake lines to the ehcu on the frame when replacing
the brake lines. He took pics but it's not helping him at all. I really need to know which line goes
where on the ehcu. There is 6 total. Two from the master cylinder, two from the front wheels,
and two from the back. If anyone can provide a marked diagram of the ehcu, even hand drawn,
or a description, it would be much appreciated. Mike M. Last edited: Dec 10, Follow Up That
friend of mine got a connection from a friend of a friend that worked at a dealership in SC. He
got right back to him and described which line went where. I'll find out and repost as I see there
was hits on this post and not one reply as to where the lines
1962 chevy impala parts
1999 buick riviera interior
2002 camry repair manual
went. Always take some pics but also mark the lines and label the pic before taking anything
apart your not sure of. Problem solved. Dood New member. Joined Jun 27, Messages 5
Reaction score 0 Points 0. Same answer from everyone I've only ever seen five! I eventually did
enough googling on TRW and found out the factory in Oakland county Mich was where these
things came from and called them up. Greg Koss who needed a couple of minutes and then
called me back with the info I was looking for Bless you and your children and your children's
children, Greg Koss! Hope this helps! Last edited: Jun 27, Joined Jun 20, Messages 20 Reaction
score 0 Points 0. Thanks Greg! I have lf and rf correct but some how I was going to put lr and rr
to the two bottom ports and the masters up to ports on the upper right looking at module.
Stainless lines were a tough job to get in now I hope the used module I bought is the correct
one. Thanks again Bob P. Actually my name is Dave. Post reply. Insert quotesâ€¦.

