2005 toyota corolla blower motor relay location

Is there a relay that controls this fan? Do you. Hello, This sounds like the blower motor has
gone bad. Please let us know if you need anything else to get the problem fixed. Cheers Image
Click to enlarge. Was this answer. Thanks for this post. I love this site! Please help, ac and heat
fan will not turn on at all. Checked the relay and it is not the problem. Check the gauge fuse
10amp and the heater fuse 40amp if both okay-if heater relay is good-problem is coming from
the blower switch or blower motor to include the ground behind right kick panel. Hi, sorry it
took me awhile to get back. We did change the blower motor. But the air isn't blowing anough
air. It's working now but not enough air, we have to put it up all the way before we can feel
anything, Please help. Check and test the blower blower resistor Was this answer. Thanks Was
this answer. I re placed blower motor but not resister it worked for two weeks quit again. What
could be problem? Could you tell me wh ere resister is located at? Do you have a video to show
how to test blower and how to put in resister and blower. Or could it be something else? Do you
have any fan speeds at all? It does nothing. Check for voltage going into the fan motor when it
is not working Was this answer. Its working again cleaned fuse its now working fine so far. Ok,
that good to know. Please login or register to post a reply. What Could Be The Problem? And
How I Have A '96 Corolla. Asked by dogwashusa yahoo. Sponsored links. Ask a Car Question.
It's Free! It can be a frustrating moment when you turn on your air conditioning, heater, or
defroster and no air blows out. Later cars often have fully integrated climate control systems
that require specific computer equipment for accurate diagnosis. But earlier cars still have
many parts in the heating and air conditioning systems that the owner can troubleshoot and
repair. While there are differences from car to car, there are a few common elements to the job.
Some common signs of a broken blower motor switch are if the switch only works on certain air
settings, which occurs when a contact wears out, or if the switch is stuck or often gets stuck,
indicating that the switch is not working properly. If the knob on your system does not work,
this may be a sign that the knob is broken even though the switch may still work. Step 1:
Determine what kind of system your car has. Some cars were available with either manual or
automatic climate control. Fully automatic climate control usually has a temperature control dial
and some kind of auto setting. Most fully automatic systems integrate the blower switch with a
control panel that is replaced as a unit. A manual system will usually just have a few simple
switches and buttons that are often easy to diagnose and replace. Step 2: Put the system to the
test. Try all positions of the fan switch and take note of what happens. Does it work on some of
the speeds but not others? Does it work intermittently if you jiggle the switch? If the fan works
in the slower speeds, but not the high speed, there may be a problem with the fan relay. If the
fan does not work at all, start in the fuse panel. Step 3: Check the fuse panel s. Be careful,
sometimes there is more than one. Be sure that the fuse installed is the correct value. Make
note of the condition of the fuse panel. The repair involves installing factory updates to make
the fuse panels equal to the task. Step 4: Replace the fuse. If the fuse is blown, replace it and
then try the blower. If the fuse blows right away, your car may have a bad blower motor or some
other problem in the system. If the blower works when you change the fuse, you may not be out
of the woods yet. When the motor gets old and tired it will draw more current through the wires
than a new motor. It may still draw enough current to blow the fuse after it runs for a while. In
that case, a motor replacement is in order. Step 1: Disconnect the battery. Put on your safety
glasses and disconnect the battery at the negative cable. Carefully inspect the knob all around
using your inspection mirror to look underneath. If there are holes in the knob, either unscrew
an allen-head set screw or press the push pin to release the knob from the shaft. Step 3:
Remove the fastener. Remove the nut that holds the switch to the dashboard with the
appropriate sized deep well socket. You should be able to push the switch toward the inside of
the dashboard and get it out where you can handle it. The older your car is, the easier this job
will be. Most of the time, the switch is accessed from the back of the dash panel and can only be
reached by removing a few pieces of trim. Cardboard panels held on by plastic pins or screws
cover the bottom of the dashboard and are easily removed. Switches located in the center
console can often be reached by removing individual panels on the side of the console. Look
carefully for plastic plugs covering screws that hold the trim panels on. If you have to pry on the
corner of something to see how it comes off, do that without damaging the panel using a plastic
wedge trim panel tool. On some cars you can pull the radio and other accessories straight out
of the front of the console and leave a hole large enough to reach inside and pull out the heater
switch. Step 1: Replace the switch. At this point you should have the switch in a position to
easily disconnect it. Be careful, there are usually locking tabs on the connector that have to be
squeezed before it will release and pull off. The plastic connectors are brittle and break easily.
You can now connect the replacement switch and test it before putting everything back
together. As long as there are no bare wires exposed, reconnect the battery cable and try
running the heater fan to see if there is other diagnostic work to be done. If everything checks

out, disconnect the battery again, route the switch back through the hole, and attach it with the
nut. Put everything back together the way it came and re-program the code into the radio if
needed. Relays are used to carry electrical loads that are too large for conventional switches. In
some cases, the relay may be wired to only the high-speed circuit. This may be true of the fully
automatic systems as well. Step 1: Locate the relay. The manual may refer to a blower relay, an
AC relay, or a cooling fan relay. These relays power the blower fan as well as some other
accessories. The relay has identifying numbers on it that will help your parts professional find
the right replacement. Some of these relays are pretty inexpensive, so trying one out is not a
risky proposition. Step 3: Replace the relay. With the key still in the off position, plug the relay
back into the slot. Turn on the key and try the blower. Some relays may not activate until the car
is running and have a built in delay so you may need to start the engine and wait a few seconds
to see if your repair was successful. Depending on what you drive, this job could be a breeze or
a nightmare. The most popular service booked by readers of this article is Blower Motor Switch
Replacement. Our certified mobile mechanics perform over services, including diagnostics,
brakes, oil changes, scheduled mileage maintenances, and will come to you with all necessary
parts and tools. Our certified mobile mechanics make house calls in over 2, U. Fast, free online
quotes for your car repair. Blower Motor Switch Replacement Cost. Service Location. Step 2:
Remove the knob. Replacing the fan switch begins by removing the knob. Step 4: Access the
switch. Accessing the switch from behind can be very tricky. Step 2: Shop for the relay. With the
key off, pull the relay out of its socket. Home Articles. The statements expressed above are only
for informational purposes and should be independently verified. Please see our terms of
service for more details. Excellent Auto Repair Ratings. YourMechanic Auto Repair. Related
Articles. Recent Blower Motor Switch Replacement reviews. Excellent Rating. Rating Summary.
Peter 12 years of experience. Request Peter. Peter is an excellent mechanic. I used him twice
and he fixed my van problems. Peter 43 years of experience. Alex 15 years of experience.
Request Alex. Alex was on time and professional. It did not take long to fix my truck. My blower
stop working and he was able to fix the problem. I will use his services again. David 13 years of
experience. Request David. David was nice and curteous. He listened to me when I explained
what was happening with my car; and, explained to me what he believed, based on his
experience in working with cars, was wrong with my car before servicing it and afterwards. As
well as giving me future recommendations about my car. Need Help With Your Car? Related
articles. Most are actively controlled, such as the power windows and power door locks, by
means of pressing a button. Systems that are actively controlled include: The Read more.
Symptoms of Bad or Failing Heater Hoses Common signs include
combination valve audi a4
ford f650 cummins
78 grand marquis
coolant leaking, hoses cracking, and engine overheating. Related questions How do I use the
automatic air conditioning system? If your car is equipped with an automatic air conditioning
system optional equipment , you can set the temperature that you want for the interior of the
cabin and let the computer handle all the details. You can also set a My Grand Caravan has hard
detonation problems. Engine detonation and power loss can be caused by a few different
things. Keep in mind that engine detonation can quickly become a bigger issue if left
unchecked, and in serious cases can even lead to engine damage. Car won't start - Jeep Liberty
Hi there. From the description you have provided, I assume you have bypassed the ignition
switch to determine that the battery and starter are good. If so, and if you are turning the key
and only hearing a click, I Browse other content. Schedule your Blower Motor Switch
Replacement today! Blower Motor Switch Replacement Price. How can we help? Read FAQ.

