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odometer, speedometer, fuel, tach, trip, and all of the gauges quit working. I've checked all of
the fuses, and cleaned the battery terminal. What else could cause this problem? Tracy
answered 7 years ago. The cluster may have failed. A high-end scan tool can run diagnostics on
it. Sounds silly but did you try banging on the dash? I know, not exactly a technical procedure
but if the cluster comes back to life - there's an internal problem. The Instrument cluster has its
own electronics and processor so to speak. Tracy answered 6 years ago. I don't know if this
applies but there have been issues with the small wires that come from the Overdrive Cancel
Switch on the Gear selector. They can become chafed and short out within the column causing
all kinds of errors and blown fuses. Without checking, I think the OD switch shares some
common wiring with other indicator circuits. Pop the steering column cover and take a good
look at the wire. David answered 5 years ago. TCTCooley answered 5 years ago. It is best to just
replace the Shift Lever Assembly. You will get a new Overdirve wire. It is probably shorted in
different places and will cause multiple weird things to happen. I tried fixing the wire and had
the same problem It is a pretty simple process. Data4u answered 5 years ago. I'm a technician
and had customer with same OD switch shorting problem. I knew the wire was shorting because
when i tilt the steering column up n down my car was dying but couldn't find anything like bare
wire visually. I used non traditional test procedures and found it that way. Had to put splice in
new wire and the fix was successful. Previous owner had this issue and put an auto-resetting 10
amp fuse on this circuit. Eventually, it shorted so often without me realizing it that it cooked a
trace on the fuse box circuit board. Fortunately, it was repairable with a white wire. Replaced the
shifter and it's great! Had similar problem. Took column apart and found shorted wire for OD
switch, it was wore clear through. If i twisted wire where it was wore through the dash would
work again. Put new OD switch assembly on and the gauges still didnt work. Back probed
middle red i believe wire on OD switch wire plug and no power was present. All fuses were
good, so must have shorted somewhere. So for now i added my own 12v using a protected 10A
fuse and now it works. When I have more time fix it right. Ricksrig answered 4 years ago. I'm
having the same problem with my e Started after I installed a simple brake controler for my tow
dolly. I disconnected my battery as recommended. And did push the wheel up to get the room I
needed to get under the dash. It was a simple install When I took it for a test ride I noticed the
gages were frozen , radio didn't work. No power windows Everton else seem good The electric
brakes work good Now what I'll have a look around. Tank answered 4 years ago. Tracy
answered 4 years ago. I had a broken shift lever, but all gauges were working fine, just not the
od. I put a new shift lever in from Ford and now all the gauges have stopped working and the
light does not come on for od. I need help. Just bought a f Lost all gauges on dash,raido works.
Was running now will only start if jumped. Replaces fuses that looked bad. My f is doing this
too. All the gauges radio widows go dead while driving and if you beat on the dash it will come
back on sometimes. MeanGreen96 answered 4 years ago. Haha thats crazy I hit top of my dash
twice n all gauges turned back on lol thanks. Guru8WSB answered 3 years ago. Guru9CN84
answered 3 years ago. Helped me. But first time it has stayed off. Utill I put my Happy days
move on it like The Fonz. Bro answered 3 years ago. Just The fuel gage is not working but I've
checked the potentiometer in the tank and it's working. Any suggestions. TikiRIck answered 2
years ago. I have all the above issues. Replaced the alternator, delay relay and sent the
instrument cluster out to be repaired. Still the same issues. Also when this happened the
batteries need to be jumped or recharged before it will start again. I haven't seen this mentioned
in any post on any forum. I have a Excursion, 6. Problems started 3 weeks ago. GuruYGQ47
answered 2 years ago. Have the same issue as most of the above. However, I am hearing a click
around the fuse box area when it comes on or toes off. Checked and replaced fuse It blew again
just after replacement. Cesar answered 2 years ago. TikiRIck Did you fix your issue? Im having

the same issue, as you, did all the fix they mention here, but still not working, not sure, what is
going on :S. GuruW72LF answered 2 years ago. I had a squeaky door latch on my F I sprayed it
with WD40 and now the door pops open going down the highway. Anyone else have this
problem? Same problem not fixed. All fuses are good, battery is good. Any ideas? GuruTX2TC
answered 2 years ago. I have a Ford F and when I bought it, none of the gauges were not
working and the truck wasn't charging. From doing research I thought it was the OD switch.
Checked the continuity for the OD switch and wiring and they were all good. My OD switch
wiring was shafed but was still in working order. Thats is not the problem. Checked power to
the OD switch and cluster and there was no power. Checked the power to all fuses on the fuse
box and they were all good. Some people have problems with the radio, the electric windows
and the alternator not working. Mine was just the cluster and the charging system. The problem
is when the OD switch wiring chafes against the steering column, it fries out the fuse box
assembly underneath the dash. I replaced the fuse box assembly and everything came back to
life including the charging system. I don't use the OD switch so I just left it unhooked so this
won't create another problem. You don't need the OD hooked up. The truck runs fine without it
took me about about a week to figure it out. This comment is related to the one I posted above. I
forgot to add that this problem is the same for the F and F Make sure you check power to the
gauges on the cluster. I had another good cluster that I hooked up and there wasn't any power.
The fuse box has a internal green panel that is not like any other older fuse boxes and it can
easily get burned out. Make sure you either unhook or repair or replace your OD switch and
wiring or you will be replacing another fuse box. Look for breaks in the insulation where it
snakes through the linkage. If the conductor touches any other metal surface, it will short, and
blow the instrument cluster fuse. With enough fuses, or any fuse bigger than original, and you
can burn out a trace on the circuit board inside the fuse box. Repairing just the fuse or the fuse
box will not solve the root problem. You must replace the shifter, which comes with a new OD
switch wire. I have a F 6. We have a Ford F that had the gauges all go out, windows, door locks
etc stopped working and the alternator wasn't charging which would leave us finding a dead
truck. We sent the gauges off to be checked and they all for the most part looked fine. After
installing the gauge panel we are still left with a gauge panel that doesn't work and now a
alternator that is charging to much. I suspect the next option is to replace the shift lever or fuse
box? Xcursion03 answered about a year ago. Joshua answered about a year ago. What year is
your truck? Fuse panel is ussually what goes out on them. Problem is the overdrive wire
rubbing up against the steering column which causes it blow fuses or blow fuse box. Kenneth
answered about a year ago. I was driving when this just happened I pulled over and turned the
truck off will not start. The owners manual says if you have problems with your trailer bring in
shop ASAP are it will cost you don't understand just looked. Carherder answered about a year
ago. Took some advice from here. The problem: all gauges quit working, charging system quit
charging, overdrive button not working and 4 wheel drive not engaging. This is a low low
mileage truck for the age, only 60k miles on the odo. The solution: fix the overdrive wire where it
had rubbed through the rubber casing right where the shifter pivots. Replace number 44 I think
fuse and voila problem fixed. Took about 45 minutes and some electrical tape to fix. GuruPRS1X
answered about a year ago. My Ford F 6. My solution was replacing the blown low beam
headlight fuse. I believe it was 46 in the underdash fuse panel. It works like new now. Hope this
will help someone. Guru2CC96 answered 11 months ago. We have had problems with the
instrument cluster in our Ford F for several years. Sent the instrument cluster to Speedo for
rebuild. He went through all the wiring. Disconnected the battery saver relay and jumped it hot
to make the radio and windows work. Checked the wiring to the overdrive switch for grays or
shorts. Finally he decided to check all the grounds. The first one he checked was the one inside
the drivers side toe kick. It had been installed over sound insulation and paint. As soon as he
touched it the instrument gauges all jumped! So he cleaned it all up, sanded off the paint and
reattached. Then he checked all the other grounds 2 under the dash, 1 in the back pillar on the
drivers side behind the back door, 5 under the hood and cleaned them up too. Think he fixed it.
GuruF4X32 answered 10 months ago. I think from reading all the posts, and I have read many,
the problem with the gauges going out has many contributors. So I went back to some other
symptoms I had overlooked and misdiagnosed. In December , I had to replace my batteries after
4 months brand new Interstates. At the time, I thought my Scangauge was staying on and
draining the batteries so I disconnected it that was my first mistake and misdiagnosis. At the
dealership, they said my battery terminal wires were loose. Problem went away for a bit. Then,
most recently, the problem started happening really frequently, and the gauges were off more
than they were on. I then read a post from someone that the voltage regulator might be faulty on
the alternator, so I reconnected my scangauge, because that was my only source of gauge, with
my gauge cluster going out. I checked the voltage, and sure enough, it was above 16 volts when

the gauge cluster was failing along with the radio and windows, etc. I remember it used to hover
around So, putting it all together, I think the voltage regulator in the alternator was going bad
over time. I heard, but don't know and can't prove yet , that the circuitry on the cluster has a fail
safe to prevent damage when you get voltage overload. So I changed the alternator got a Amp
one and so far, my problem has gone away. I hope this helps someone. I think all the posts were
great, because, as I stated at the beginning, I think this issue had many different sources. In my
case, it was the voltage regulator, but I needed the Scangauge to confirm that for me. Just
started a few days ago. Ended up replacing both batteries, one of which began leaking so it
seems. Put in new batteries, started right up. Press accelerator and entire dash and radio shut
down but truck still runs. Any thoughts? Thomas answered 9 months ago. Having the same
problems. Gauges working intermittently. I suspect that the fuel sender is my culprit. I have a
Ford f super duty, it looks like I have a big black fuse under my dash on the driver side, what is
that fuse, when I un plug it my truck still works, I don't know what it's for. Bolton13 answered 6
months ago. GuruGG2DS answered 5 months ago. I have had the dash and accessory loosing
power on two different trucks now and both times times I found a bad red wire in the three small
wire harness that plugs into the alternator. A break in that wire makes the voltage spike and the
dash shuts down to protect itself. Hey everyone! I ordered some 74 bulbs for my 02 ford F diesel
to replace the dash lights. I installed them all, flipped them around until I saw them light up in
the dash, and reinstall the cluster. However, the lights are not bright enough to illuminate the
gauges but do illuminate the needles? Could this be a polarity issue? An amperage issue? Or
do I simply need to get brighter bulbs? I have spent countless hours of research in forums,
watching YouTube videos, and reading through reviews on the super bright LED website where
I got the bulbs. Please help. Ken answered 4 months ago. I almost made the mistake of buying
polarity sensitive because of the price. Thankfully I came across some ratings that set me
straight. The bulbs I bought light up my dash like a Christmas tree and are dimmable. To
determine polarity, use a test light. Carefully, with engine running and cluster plugged in, turn
the cluster so you can access the back. Gonna be fiddly, so just make due, not much room in
there. Test light attached to ground, probe each bulb landing contact. Once all marked, turn
truck off, and disconnect your cluster. Install your new bulbs. Put them all in, replace cluster
and fire the truck up. If yours went like mine, everything should work on the first go. I got lucky
and my indicators and hi beam were good first try. Good luck. I have a ford f 5. I can turn a
blinker on and it won't show on the panel but works outside. I can jump t Heater motor worked.
Then started working again. This happened several times. Van ran fine the whole time. Today on
the way to work my trucks brake lights and dash gauges stopped working along with the
wipers, any idea what this could be. I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Report
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Cars For Sale. Introduction This policy implements the procedures set forth in 17 U. It is the
policy of the Company to respect the legitimate rights of copyright owners, their agents, and
representatives. Users of any part of the Company computing system are required to respect
the legal protections provided by applicable copyright law. Email: violations contact form this
email address is only for copyright infringement claims â€” you will not receive a reply if the
matter is not a copyright issue : legal hollywood. When we receive proper notification of
claimed infringement, the Company will follow the procedures outlined herein and in the DMCA.
An electronic or physical signature of the copyright owner or a person authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. Identification of the
copyrighted work or works claimed to have been infringed. Identification of the material that is
claimed to be infringing or to be the subject of infringing activity and that is to be removed or
access to which is to be disabled, and information reasonably sufficient to permit the Company
to locate the material. Information reasonably sufficient to permit the Company to contact the
complaining party, including an address, telephone number, and, if available, an email address
at which the complaining party may be contacted. A statement that the information in the notice
is accurate, and under penalty of perjury, that the complaining party is authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. If you do not include all of
the above information, it may invalidate your notification or cause a delay of the processing of
the DMCA notification. Please note that, under Section f of the Copyright Act, any person who
knowingly materially misrepresents that material or activity is infringing may be subject to
liability. Please also note that the information provided in your notification to us may be

forwarded to the person who provided the allegedly infringing content. Company reserves the
right to publish Claimant information on the site in place of disabled content. The Company will
comply with the appropriate provisions of the DMCA in the event a counter notification is
received. Please note that under Section f of the Copyright Act, any person who knowingly
materially misrepresents that material or activity was removed or disabled by mistake or
misidentification may be subject to liability. Accommodation of Standard Technical Measures It
is Company policy to accommodate, and not interfere with, standard technical measures it
determines are reasonable under the circumstances, i. Click here - to use the wp menu builder
Click here - to use the wp menu builder. Where Are They Now? Want More? Sign Up for Our
Newsletter! Follow hollywood. Copyright Issues Hollywood. Complaint Notice Procedures for
Copyright Owners The following elements must be included in your copyright infringement
complaint notice: 1. Quick Links. Instrument Cluster. Warning and control lights. Entertainment
Systems. CD changer. Climate Controls. Heater only. Manual heating and air conditioning. Turn
signal control. Bulb replacement. Driver Controls. Power windows. Speed control. Message
center. Locks and Security. Anti-theft system. Seating and Safety Restraints. Safety restraints.
Air bags. Child restraints. Automobile Ford Focus Owner's Manual pages. Ford motor company
ford crown victoria owner's guide 16 pages. Ford motor company ford escort owner's guide
pages. Ford motor company ford windstar owner's guide 25 pages. Page 2 Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Page
3: Introduction State of California to cause cancer and birth defects or other reproductive harm.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. In addition, ambulance Ford Ambulance Preparation
Package is only available on certain 7. Notice to owners with vehicles equipped with Power
Take Off Page 8: Vehicle Symbol Glossary Introduction These are some of the symbols you may
see on your vehicle. Many lights will illuminate when you start your vehicle to make sure the
bulb works. Page 11 Instrument Cluster Brake system warning light: Illuminates if the parking
brake is engaged or to indicate low brake fluid level. To confirm the brake system warning light
is functional, it will momentarily illuminate when the ignition is turned to the ON position
alternatively for some vehicles when the ignition is moved from the ON position to the START
position, the light will momentarily illuminate prior to reaching the START position. Page 12
Instrument Cluster Speed control: Illuminates when the speed control is activated. Turns off
when the speed control system is deactivated. If the light flashes steadily, have the system
serviced immediately. Engine coolant temperature gauge: Indicates engine coolant temperature.
If it enters the red section, the engine is overheating. Stop the vehicle as soon as safely
possible, switch off the engine and let the engine cool. Page 14 Instrument Cluster Trip
odometer: Registers the kilometers miles of individual journeys. To reset, depress the P RN
control. Tachometer: Indicates the engine speed in revolutions per minute. Driving with your
tachometer pointer continuously at the top of the scale may damage the engine. Battery voltage
gauge manual transmission only : Indicates the battery voltage when Page 15 Instrument
Cluster Fuel gauge: Indicates approximately how much fuel is left in the fuel tank when the
ignition is in the ON position. Page 16 If the gauge is operating in the Yellow or Red area, stop
the vehicle and verify the airflow is not restricted such as snow or debris blocking airflow
through the grill. If the gauge continues to show high temperatures, see your Ford or Lincoln
Mercury dealer. Page 18 Entertainment Systems 5. Page 20 Entertainment Systems next
selection. The tape MUST have a blank section of at least four seconds duration between
programs. Page 21 Entertainment Systems EJ Eject : Press to eject a tape. Cassette door: Insert
a cassette into the cassette door. SCAN automatically finds a station, plays it for five seconds,
then moves to the next station. Press again to stop. Page 23 Entertainment Systems 4. Cassette
door: Insert the cassette with the opening to the right. The radio will resume playing. Tape:
Press to start tape play. CD: Press to start CD play. Page 24 Entertainment Systems Page 25
Tune: Works in radio mode only. Rewind: Press for a slow rewind, press and hold for a fast
rewind. Fast forward: Press for a slow advance, press and hold for a fast advance. Page 27 6.
Page Cd Changer Entertainment Systems are filled, the station stored in preset 1 will begin
playing. If there are less than six strong stations, the system will store the last one in the
remaining presets. Press again to disengage. Page 29 Entertainment Systems 1. Slide the door
to access the CD changer magazine. Press to eject the magazine. Turn the magazine A over.
Using the disc holder release knob C , pull the disc holder B out of the magazine. Do not pull
too hard on the disc holder as the disc holder may come completely out of the magazine. Page
30 Entertainment Systems Ensure that the disc holder is evenly inserted and at the same level
as the magazine A. The unit will not operate if the disc holder is not inserted at the same level B.

If your CD changer is located under the rear bench, the following instructions apply to load
discs: 1. Page 32 Due to technical incompatibility, certain recordable and re-recordable compact
discs may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with
a scratch protection film attached, and CDs with homemade paper adhesive labels should not
be inserted into the CD player. Fan speed adjustment: Controls the volume of air circulated in
the vehicle. Temperature selection: Controls the temperature of the airflow in the vehicle. Air
flow selections: Controls the direction of the airflow in the vehicle. Direct the outer instrument
panel vents towards the side windows To increase airflow to the outer instrument panel vents,
close the vents located in the middle of the instrument panel. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. Turns
on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns the
headlamps on. Autolamp control if equipped The autolamp system provides light sensitive
automatic on-off control of the exterior lights normally controlled by the headlamp control. Page
37 Foglamp control if equipped The headlamp control also operates the foglamps. The foglamps
can be turned on only when the headlamp control is in the position and the high beams are not
turned on. Pull headlamp control towards you to turn foglamps on. The foglamp indicator light
will illuminate if the ignition is in the RUN position. Page Headlamps Lights Flash to pass Pull
toward you slightly to activate and release to deactivate. Move the control to the full upright
position, past detent, to turn on the interior lamps. Page 40 Lights Function Rear fender
clearance Interior visor lamp if equipped Rear identification All replacement bulbs are clear in
color except where noted. To replace all instrument panel lights - see your dealer Replace entire
lamp assembly; bulb is not serviceable. Replacing headlamp bulbs aerodynamic 1. Page 41
Lights 2. Remove the four bolts and headlamp bezel. Remove the four screws and the headlamp
retaining ring from headlamp. Page 42 Lights 3. Rotate bulb socket counterclockwise and
remove from lamp assembly. Carefully pull bulb straight out of the socket and push in the new
bulb. Install the new bulb s in reverse order. Make sure the headlamp switch is in the OFF
position. Remove the four screws and the lamp lens from lamp assembly. Carefully pull the bulb
straight out of the socket and push in the new bulb. Page 44 Lights Replacing foglamp bulbs if
equipped 1. Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect
the electrical connector from the foglamp bulb. Replacing license plate lamp bulbs The license
plate bulbs are located behind the rear bumper. Pull and hold the steering wheel release control
toward you. Move the steering wheel up or down until you find the desired location. Release the
steering wheel release control. Page 47 Driver Controls Install a garage door opener if equipped
The storage compartment can be used to hold a variety of aftermarket garage door openers. To
install your garage door opener: 1. Open the storage compartment door. Remove the storage
clip and stow it away. Press and hold the top part of the rocker switch to close the window.
Select L to adjust the left mirror or R to adjust the right mirror. Move the control in the direction
you wish to tilt the mirror. Page Speed Control Driver Controls Never adjust the accelerator and
brake pedal with feet on pedals or while the vehicle is moving. This will automatically return the
vehicle to the previously set speed. Increasing speed while using speed control There are two
ways to set a higher speed This will not erase your vehicles previously set speed. Hard objects
can injure you in a collision. Page 55 Driver Controls 2. While the indicator is lit, release both
controls to reset the average fuel economy. Fuel range. This displays the approximate number
of kilometers miles left to drive before the fuel tank is empty. Page 56 Driver Controls Magnetic
or metallic objects placed in or on the vehicle may also affect compass accuracy. Adjustments
may need to be made to the zone and calibration of the compass. Compass zone adjustment 1.
Determine which magnetic zone you are in for your geographic location by referring to the zone
map. Page 57 3. Press and hold both trip computer controls. After approximately eight seconds,
the trip computer will enter CAL mode. Release both controls. The display will return to normal,
except that the CAL indicator will remain lit until the compass is sucessfully calibrated. In case
of loss, replacement keys are available from your dealer. You should always carry a second key
with you in a safe place in case you require it in an emergency. The childproof locks are located
on rear edge of each rear door and must be set separately for each door. If there is any potential
remote keyless entry problem with your vehicle, ensure ALL remote entry transmitters are taken
to the dealership, to aid in troubleshooting. Page 62 Locks and Security Replacing lost remote
entry transmitters If you would like to have your remote entry transmitter reprogrammed
because you lost one, or would like to buy additional remote entry transmitters, you can either
reprogram them yourself, or take all remote entry transmitters to your authorized dealer for
reprogramming. Page 63 Locks and Security Illuminated entry The interior lamps illuminate
when the remote entry system is used to unlock the door s or sound the personal alarm. You
must complete steps within 30 seconds or the procedure will have to be repeated. If the
procedure needs to be repeated, you must wait 30 seconds. Do not pile cargo higher than the

seatbacks to avoid injury in a collision or sudden stop. Ensure the seat is relatched into place.
Page 67 Seating and Safety Restraints To gain access to the storage compartment in your
armrest, lift the latch to open the lid. The lid cannot be opened in the upright position. Page 68
Seating and Safety Restraints Adjusting the front power seat if equipped The control is located
on the outboard side of the seat cushion. Press to raise or lower the front portion of the seat
cushion. Press to raise or lower the rear portion of the seat cushion. Page 69 Seating and Safety
Restraints Using the manual lumbar support For more lumbar support, turn the lumbar support
control toward the front of vehicle. For less lumbar support, turn the lumbar support control
toward the rear of vehicle. If not latched, the seat may cause injury during a sudden stop. Page
71 Seating and Safety Restraints Each seating position in your vehicle has a specific safety belt
assembly which is made up of one buckle and one tongue that are designed to be used as a
pair. Page 72 Seating and Safety Restraints The front and rear outboard safety restraints in the
vehicle are combination lap and shoulder belts. The front passenger and rear seat outboard
safety belts have two types of locking modes described below: Vehicle sensitive mode This is
the normal retractor mode, which allows free shoulder belt length adjustment to your
movements and locking in response to vehicle movement. As the belt retracts, you will hear a
clicking sound. This indicates the safety belt is now in the automatic locking mode. Page 75
Seating and Safety Restraints The Seat Integrated Restraints SIR seat which has shoulder belts
attached to the corners of the front seat back is equipped with a buckle pretensioner. Do NOT
place objects between the seats, this could interfere with the functioning of the pretensioner.
For the SuperCab and CrewCab base bench seats and all Regular Cab seating positions, the
safety belts are equipped with a retractor pretensioner. Release the button and pull down on the
height adjuster to make sure it is locked in place. Position the safety belt height adjusters so
that the belt rests across the middle of your shoulder. Page 77 Seating and Safety Restraints
Shorten and fasten the belt when not in use. Safety belt warning light and indicator chime The
seat belt warning light illuminates in the instrument cluster and a chime sounds to remind the
occupants to fasten their safety belts. Conditions of operation If Page 78 Seating and Safety
Restraints If Page 79 Seating and Safety Restraints Reasons given Page 81 if equipped ,
shoulder belt guide on seatback if equipped , child safety seat LATCH and tether anchors, and
attaching hardware, should be inspected after a collision. Ford Motor Company recommends
that all safety belt assemblies used in vehicles involved in a collision be replaced. Page 83 Do
not attempt to service, repair, or modify the air bag supplemental restraint systems or its fuses.
See your Ford or Lincoln Mercury dealer. The front passenger air bag is not designed to offer
protection to an occupant in the center front seating position. Page 84 Seating and Safety
Restraints Children must always be properly restrained. Failure to follow these instructions may
increase the risk of injury in a collision. An infant in a rear-facing seat faces a high risk of
serious or fatal injuries from a deploying passenger air bag. Rear facing infant seats should
NEVER be placed in the front seats, unless the passenger air bag is turned off. Page 85 Seating
and Safety Restraints restrained or are otherwise out of position at the time of air bag
deployment. Thus, it is extremely important that occupants be properly restrained as far away
from the air bag module as possible while maintaining vehicle control. Several air bag system
components get hot after inflation. Page 86 If the light fails to illuminate when the passenger air
bag switch is in the OFF position and the ignition switch is in ON, have the passenger air bag
switch serviced at your Ford or Lincoln-Mercury dealer immediately. Page 87 If the OFF light is
illuminated when the passenger air bag switch is in the ON position and the ignition switch is in
ON, have the passenger air bag switch serviced at your Ford or Lincoln-Mercury dealer
immediately. Page Child Restraints Seating and Safety Restraints If your vehicle has rear seats,
always transport children who are 12 and younger in the rear seat. Always use safety belts and
child restraints properly. If a child in a rear facing infant seat must be transported in front, the
passenger air bag must be turned OFF. Medical condition. Page 91 To improve the fit of both the
lap and shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page 93 Seating and Safety Restraints The shoulder belt should cross the
chest, resting snugly on the center of the shoulder. The lap belt should rest low and snug
across the hips, never up high across the stomach. If the booster seat slides on the vehicle
seat, placing a rubberized mesh sold as shelf or carpet liner under the booster seat may
improve this condition. Page 94 passenger side front and outboard rear seating positions if
equipped section in this chapter. Ford recommends the use of a child safety seat having a top
tether strap. Install the child safety seat in a seating position with a tether anchor. Page 95
Seating and Safety Restraints Installing child safety seats with combination lap and shoulder
belts 1. Position the child safety seat in a seat with a combination lap and shoulder belt. Air

bags can kill or injure a child in a child seat. Never place a rear facing child seat in front of an
active bag. Page 96 Seating and Safety Restraints 3. Be sure the belt webbing is not twisted.
Insert the belt tongue into the proper buckle the buckle closest to the direction the tongue is
coming from for that seating position until Page 97 Seating and Safety Restraints 7. Pull the lap
belt portion across the child seat toward the buckle and pull up on the shoulder belt while
pushing down with knee on the child seat. Allow the safety belt to retract to remove any slack in
the belt. Page 98 Seating and Safety Restraints The SuperCab rear seat has three straps behind
the top of the seat back that function as both routing loops for the tether straps and anchor
loops. The tether strap anchors in your vehicle are in the following positions shown from top
view : Attach the tether strap only to the appropriate tether anchor as shown. Page 99 Seating
and Safety Restraints installing the child seat. Refer to the Folding down the rear seats section
in this chapter for information on how to operate the rear seats. Clip the tether strap to the
anchor as shown. Page Seating and Safety Restraints Many tether straps cannot be tightened if
the tether strap is hooked to the loop directly behind the child seat. To provide a tight tether
strap: 1. Route the tether strap through the loop directly behind the child seat. LOCK, locks the
steering wheel, automatic transmission gearshift lever and allows key removal. For vehicle
equipped with a manual transmission, you must depress the ignition release lever to release the
key. Page Driving Extended idling at high engine speeds can produce very high temperatures in
the engine and exhaust system, creating the risk of fire or other damage. Do not park, idle, or
drive your vehicle in dry grass or other dry ground cover. If starting a vehicle with a manual
transmission: 1. Make sure the parking brake is set. Make sure the corresponding lights
illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle serviced. For best
results, plug the heater in at least three hours before starting the vehicle. Page Driving
emergency stops by keeping the rear brakes from locking. The front wheels, however, may still
lock since they are not controlled by the RABS. RABS warning lamp warning lamp in the
instrument cluster momentarily illuminates when the ignition is turned to the ON position. The
ABS will be activated immediately, allowing you to retain full steering control during hard
braking and on slippery surfaces. Page Driving hold the brake pedal down, release the parking
brake, then try pushing the parking brake pedal further down. Chock the wheels if required. If
the parking brake cannot hold the weight of the vehicle, the parking brake may need to be
serviced. Page Transmission Operation Vehicles with a higher center of gravity such as utility
and four-wheel drive vehicles handle differently than vehicles with a lower center of gravity.
Utility and four-wheel drive vehicles are not designed for cornering at speeds as high as
passenger cars any more than low-slung sports cars are designed to perform satisfactorily
under off-road conditions. Page Driving Do not drive your vehicle until you verify that the
brakelamps are working. Always set the parking brake fully and make sure the gearshift is
latched in P Park. Turn the ignition to the LOCK position and remove the key whenever you
leave your vehicle. If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. Page N Neutral With the gearshift lever in
N Neutral , the vehicle can be started and is free to roll. Hold the brake pedal down while in this
position. Overdrive The normal driving position for the best fuel economy. Transmission
operates in gears one through four. Shift strategy 4R automatic transmission To account for
customer driving habits and conditions, your 4R automatic transmission electronically controls
the shift quality by using an adaptive learning strategy. Page To start the vehicle: 1. Make sure
the parking brake is fully set. Press the clutch pedal to the floor, then put the gearshift lever in
the neutral position. Start the engine, then press the brake pedal and release the parking brake.
Page Driving Parking your vehicle 1. Apply the brake and shift into the neutral position. Fully
apply the parking brake, then shift into 1 First. Turn the ignition off. Do not park your vehicle in
Neutral, it may move unexpectedly and injure someone. As you move closer to the obstacle, the
rate of the tone increases. Fourâ€”wheel drive 4WD supplies power to all four wheels. Page
Driving Note: Do not perform this operation if the rear wheels are slipping. Bring the vehicle to a
complete stop. Depress the brake. On vehicles equipped with an automatic transmission, place
the transmission in N Neutral ; Intended only for off-road applications such as deep sand, steep
grades or pulling heavy objects. Page Driving Drive cautiously to avoid vehicle damage from
concealed objects such as rocks and stumps. You should either know the terrain or examine
maps of the area before driving. Map out your route before driving in the area. To maintain
steering and braking control of your vehicle, you must have all four wheels on the ground and
they must be rolling, not sliding or spinning. Page If your vehicle gets stuck If your vehicle gets
stuck in mud or snow it may be rocked out by shifting between forward and reverse gears,
stopping between shifts, in a steady pattern. Press lightly on the accelerator in each gear. Do
not rock the vehicle if the engine is not at normal operating temperature or damage to the
transmission may occur. Page Driving Vehicles with a higher center of gravity such as utility

and four-wheel drive vehicles handle differently than vehicles with a lower center of gravity.
Page Driving sounds. This is the front drivetrain coming up to speed and the automatic locking
hubs engaging and is not cause for concern. Sand When driving over sand, try to keep all four
wheels on the most solid area of the trail. Avoid reducing the tire pressures but shift to a lower
gear and drive steadily through the terrain. Page Ford Motor Company joins the U. Page Driving
Descend a hill in the same gear you would use to climb up the hill to avoid excessive brake
application and brake overheating. Do not descend in neutral; instead, disengage overdrive or
manually shift to a lower gear. When descending a steep hill, avoid sudden hard braking as you
could lose control. Page If you nevertheless decide to equip your 4WD for off-road use with tires
larger than what Ford Motor Company recommends, you should not use these tires for highway
driving. Page For this reason, Ford Motor Company strongly recommends that you do not make
modifications such as adding or removing parts such as lift kits or stabilizer bars or by using
replacement parts not equivalent to the original factory equipment. Page Trailer Towing Driving
Special loading instructions for owners of pickup trucks and utility-type vehicles For important
information regarding safe operation of this type of vehicle, see the Preparing to drive your
vehicle section in this chapter. Loaded vehicles may handle differently than unloaded vehicles.
Extra precautions, such as slower speeds and increased stopping distance, should be taken
when driving a heavily loaded vehicle. Towing trailers beyond the maximum recommended
gross trailer weight exceeds the limit of the vehicle and could result in engine damage,
transmission damage, structural damage, loss of vehicle control, vehicle rollover and personal
injury. Page Driving Preparing to tow Use the proper equipment for towing a trailer and make
sure it is properly attached to your vehicle. See your dealer or a reliable trailer dealer if you
require assistance. Your vehicle may not have enough braking power and your chances of
having a collision greatly increase. Page Note: Ford does not install snowplows. For low speed
snow removal, Ford offers a Snowplow Package Option on select 4x4 vehicles. Add ballast
weight to the back of the vehicle, if necessary. Additional equipment such as snowplow
equipment may effect the performance of the air bag sensors increasing the risk of injury. This
program is separate from the New Vehicle Limited Warranty. Page 1â€”â€”â€”; Lincoln vehicle
customers call 1â€”â€”â€” Canadian customers who require roadside assistance, call
1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; To reset the switch: 1. Turn the ignition OFF. Check the fuel system for
leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. Page
Roadside Emergencies To remove a fuse use the fuse puller tool provided on the fuse panel
cover. The fuses are coded as follows. Page Roadside Emergencies If your vehicle is equipped
with a tire pressure monitoring system, refer to Tire Pressure Monitoring System if equipped in
the Maintenance and specifications section for important information before changing your
tires. If the tire pressure monitoring system becomes damaged, it will no longer function. Page
2. Attach the spare tire lock key A to the jack handle B. Fully insert the jack handle through the
bumper hole and into the guide tube. The key and lock will engage with a slight push and
counterclockwise turn. Some resistance will be felt when turning the jack handle assembly.
Page Roadside Emergencies To prevent the vehicle from moving when you change a tire, be
sure the parking brake is set, then block in both directions the wheel that is diagonally opposite
other side and end of the vehicle to the tire being changed. Insert the hooked end of the jack
handle into the jack and use the handle to slide the jack under the vehicle. To lessen the risk of
personal injury, do not put any part of your body under the vehicle while changing a tire. Do not
start the engine when your vehicle is on the jack. Slide the notched end of the jack handle over
the release valve and use the handle to slide the jack under the vehicle. Make sure the valve is
closed by turning it clockwise. Insert the jack handle into the pump linkage. Use an
up-and-down motion with the jack handle to raise the wheel completely off the ground. Page
M14 x 1. Use only Ford recommended replacement fasteners. On all two-piece flat wheel nuts,
apply one drop of motor oil between the flat washer and the nut. Do not apply motor oil to the
wheel nut threads or the wheel stud threads. Lay the tire on the ground with the valve stem
facing in the direction specified on the Tire Changing Instructions located with the jack
hardware. Slide the wheel partially under the vehicle and install the retainer through the wheel
center. Page Roadside Emergencies 1. Use only a 12â€”volt supply to start your vehicle. Park
the booster vehicle close to the hood of the disabled vehicle making sure the two vehicles do
not touch. Page Roadside Emergencies 3. Connect the negative - cable to the negative terminal of the assisting battery. Page Roadside Emergencies 2. Start the engine of the disabled
vehicle. Once the disabled vehicle has been started, run both engines for an additional three
minutes before disconnecting the jumper cables. Removing the jumper cables Remove the
jumper cables in the reverse order that they were connected. After the disabled vehicle has

been started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. On 4x2 vehicles, it is acceptable to tow the vehicle with
the front wheels on the ground and the rear wheels off the ground using a wheel lift or a
slingbelt with T-hooks. Page If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page P. If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Please contact your dealer for further information. Since this information is
subject to The Dispute Settlement Board may not be available in all states. The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. Page If your vehicle must
be serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. Page Customer Assistance If you are in
another foreign country, contact the nearest Ford dealership. If the dealership employees
cannot help you, they can direct you to the nearest Ford affiliate office. If you buy your vehicle
in North America and then relocate outside of the U. Page Reporting Safety Defects U. ENGINE
Engines are more efficient when they are clean because grease and dirt buildup keep the engine
warmer than normal. Page Use only approved products to clean plastic parts. These products
are available from your dealer. These quality products have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. If your vehicle requires professional service, your dealership can
provide the necessary parts and service. Set the parking brake and shift to P Park. Block the
wheels. Set the parking brake, depress the clutch and place the gearshift in N Neutral. Engine
oil dipstick 2. Clutch fluid reservoir manual transmission 3. Page Engine Oil In very cold
weather, do not fill the reservoir completely. Refer to Lubricant specifications in this chapter.
State or local regulations on volatile organic compounds may restrict the use of methanol, a
common windshield washer antifreeze additive. Page Maintenance and Specifications 5. Locate
and carefully remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the
indicator fully, then remove it again. Page Change your engine oil and filter according to the
appropriate schedule listed in the scheduled maintenance guide. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. However, for severe usage or in high
temperature climates, check the battery electrolyte level. Refer to the scheduled maintenance
guide for the service interval schedules. Lift the battery with a battery carrier or with your hands
on opposite corners. Follow your local authorized standards for disposal. Call your local
authorized recycling center to find out more about recycling automotive batteries. Page
Maintenance and Specifications When the engine is cold, check the level of the engine coolant
in the reservoir. These can be harmful and compromise the corrosion protection of the engine
coolant. Page Maintenance and Specifications For vehicles with overflow coolant systems with
a non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. For all other vehicles, which have a coolant degas system
with a pressurized cap, or if it is necessary to remove the coolant pressure relief cap on the
radiator of a vehicle with an overflow system, follow these steps to add engine coolant. Page
Maintenance and Specifications Recycled engine coolant Ford Motor Company recommends
the use of a recycled engine coolant produced by Ford-approved processes in vehicles
originally equipped with Motorcraft Premium Engine Coolant green-colored. Page Fuel
Information Maintenance and Specifications Once the engine temperature cools, the engine can
be re-started. Take your vehicle to a service facility as soon as possible to minimize engine
damage. When fail-safe mode is activated You have limited engine power when in the fail-safe
mode, so drive the vehicle with caution. Page Maintenance and Specifications Automotive fuels
can cause serious injury or death if misused or mishandled. Gasoline may contain benzene,
which is a cancer-causing agent. Page Maintenance and Specifications When refueling always
shut the engine off and never allow sparks or open flames near the filler neck. Never smoke
while refueling. Fuel vapor is extremely hazardous under certain conditions. Care should be
taken to avoid inhaling excess fumes. The flow of fuel through a fuel pump nozzle can produce
static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel container.
Page Maintenance and Specifications be void for any damage to the fuel tank or fuel system if

the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page World-wide Fuel Charter. Running out of
fuel Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and Specifications Replace the fuel filter with an authorized
Motorcraft part. The customer warranty may be void for any damage to the fuel system if an
authorized Motorcraft fuel filter is not used. Your results will be most accurate if your filling
method is consistent. Calculating fuel economy 1. Fill the fuel tank completely and record the
initial odometer reading in kilometers or miles. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and Specifications Exhaust
leaks may result in entry of harmful and potentially lethal fumes into the passenger
compartment. Do not make any unauthorized changes to your vehicle or engine. By law, vehicle
owners and anyone who manufactures, repairs, services, sells, leases, trades vehicles, or
supervises a fleet of vehicles are not permitted to intentionally remove an emission control
device or prevent it from working. Refer to Lubricant Specifications in this chapter. Page
Maintenance and Specifications Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes
with running water for 15 minutes. Seek medical if irritation persists. If taken internally, drink
water and induce vomiting. Seek medical attention immediately. During normal operation, the
fluid level in the clutch reservoir should remain constant or rise slightly. Page Maintenance and
Specifications operated for an extended period at high speeds, in city traffic during hot weather
or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow fluid to cool
before checking. Drive the vehicle 30 km 20 miles or until it reaches normal operating
temperature. High fluid level Fluid levels above the safe range may result in transmission
failure. Page 4. Add enough fluid through the filler opening so that the fluid level is at the
bottom of the opening. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. Page Maintenance and Specifications Note: Do not start your engine with the air
cleaner removed and do not remove it while the engine is running. Changing the air filter
element gasoline engines only 1. Loosen the clamp that secures the air filter element in place.
Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Grades B and A represent higher levels of performance on the
laboratory test wheel than the minimum required by law. The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Page Maintenance and
Specifications Tire inflation information The F and F vehicles are equipped with a tire that is an
all-steel radial. All-steel radial tires utilize steel cords in the sidewalls, and also require
increased inflation pressures of up to 95 psi. As such, they cannot be treated like normal light
truck tires. Page Make sure that all replacement tires are of the same size, type, load-carrying
capacity and tread design e. Page The axle lubricant should be changed any time the rear axle
has been submerged in water. Add ml 8 oz. Page Maintenance and Specifications Traction-Lok
axles. Ford design rear axles contain a synthetic lubricant that does not require changing
unless the axle has been submerged in water. Dana rear axles also
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contain a synthetic lubricant but do require a change. Please note that in the graphic XXXX is
representative of your vehicle identification number. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Accessories Carpet
floor mats Cap hard, color keyed â€” Leer supplier branded Cap commercial â€” Leer supplier
branded Cleaners, waxes and polishes Diamond plate bed rail caps Diamond plate front box
protection Diamond plate splash guards Diamond plate tool box Door edge guards Fender
flares Flat splash guards Page Index Accessory delay Page Page refill capacities Page Index
Instrument panel cleaning Page fluid, specifications Page Index fluid, checking and adding
manual This manual is also suitable for: F Print page 1 Print document pages. Cancel Delete.
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URL.

