2006 ford 500 fuse box diagram

Ad vertisements. The full-size sedan Ford Five Hundred Ford was produced from to In this
article, you will find fuse box diagrams of Ford Five Hundred , , and , get information about the
location of the fuse panels inside the car, and learn about the assignment of each fuse fuse
layout and relay. The power distribution box PDB is located in the engine compartment. How to
check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of automotive
fuses. Table of Contents. Passenger compartment fuse panel. Engine compartment fuse box.
Learn more: How to check the fuses? We use cookies to ensure that we give you the best
experience on our website. If you continue to use this site we will assume that you are happy
with it. Ok Privacy policy. Interior lamps Courtesy and demand lamps , Delayed accessory
Power windows and moonroof. Delayed accessory Driver window motor logic, Moonroof, Audio,
Driver door lock switch illumination. Delayed accessory Front passenger window, Rear
passenger windows [via window switch], Window switch illumination, Backlighting. The
proprietary computer equiptment they have can access the code that is programed in vehicles
security module. Diagnosing no start no crankreplace starter ford. Clock if equipped. Rather any
and all parts purchased through this website are sold to you by your dealer. All production
years including 05 06 and 07 covered submodels. Ford five hundred repair manual service
manual online. How would i request this. What is what in my engine. Ford five hundred
automobile owners manual. This ford fuse diagram shows two fuse boxes. Five hundred
automobile pdf manual download. Engine cranks but wont start. Ford is not the seller of the
parts offered for sale on this website. Engine exhaust some of its constituents and. Special
instructions for your added safety your vehicle is fitted with sophisticated electronic. View and
download ford five hundred owners manual online. Wh ere is a diagram of engine. In this article
you will find fuse box diagrams of ford five hundred and get information about the location of
the fuse panels inside the car and learn about the assignment of each fuse fuse layout and
relay. Ford is providing the website solely to facilitate an efficient and easy means for
customers to order parts from participating dealers. How to reset factory code on keyless entry
ford five hundred if you do not already know the factory code the only way it can be obtained is
by your local ford dealer. This is a ford five hundred se and it wont start unless if i have my foot
to the gas. All ford five hundred submodels including. The battery junction boxpower
distribution box located under the hood and the smart junction boxpassenger compartment
fuse panel located under the dash to the left of the steering wheel near the brake pedal. The full
size sedan ford five hundred ford was produced from to I am requesting a ford five hundred
manual regarding transmissi on cvt xt 7 qcft. Five hundred fuse box. Independently of ford
motor company and ford of canada. This device stops the electric fuel pump from sending fuel
to the engine. If you purchased it usedit is often that the keyless entry code id card is still withe
the owners manual. Pump Fuse Box Wiring Diagram. Ford Duratec V6 Engine Wikipedia. When
your vehicle has had a substantial jolt. Please be specific on what area of the vehicle you need a
free wiring diagram for. The images are in ". This will insure the ability to read the free wiring
diagrams with ease. Adobe Acrobat Reader is available as a free download at Adobe. This is the
same information that the dealers use. Find an auto repair manual for your car - Get instant
access to your vehicles drive belt routing, complete wiring diagrams, trouble code information
and other available updates and factory bulletins. To Submit a request for basic free wiring
diagrams Here , As this is a free service it receives an overwhelming amount of requests and
may take up to a week or longer for a response. Just submit a request for the wiring diagram
you want ex. We will provide you with the basic free wiring diagrams in an email that can be
viewed, saved or printed for future use. Automotive basic wiring diagrams are available free for
domestic and asian vehicles. Some european wiring diagrams are available also. We are proud
to have the ability to make vehicle specific free wiring diagrams available on request. Base
Radio. Power Windows. Purchase Full Set. Car Stereo. Cooling Fans. Premium Stereo. Warning
System. Base Stereo. Anti-Lock Brakes. Cruise Control. Door Locks. Shift Interlock. Wiper
Washer. Power Tops. Computer Data lines. Instrument Cluster. Power Seats. David Hobbs
helped make these videos. The video above shows how to replace blown fuses in the interior
fuse box of your Ford Five Hundred in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your Five Hundred is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Fords have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Five Hundred is located. If your Five Hundred has many options like a sunroof,
navigation, heated seats, etc, the more fuses it has. Some components may have multiple fuses,
so make sure you check all of the fuses that are linked to the component in question. If you
need to replace a blown fuse in your Five Hundred, make sure you replace it with one that has

the same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Five Hundred. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Driving with your phone pressed against
your ear is illegal in many places. See how to talk hands free! Carmakers are hiding interior fuse
boxes all over the place these days - see how to check your interior fuses here! Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Pair your phone. FlexFuel Sedan. Checking the windshield washer fluid.
There's no reason to check the washer fluid level without adding some - see how to do it here!
Check for a blown interior fuse. Change the parking light. Small bulbs that burn out regularly did you know you can replace these with LED lights? See all videos for the Ford Five Hundred.
We have a massive and growing video library, but we don't have everything This pictorial
diagram shows us a physical connection that is much easier to understand in an electrical
circuit or system. An electrical diagram can indicate all the interconnections, indicating their
relative positions. The use of this Array can be positively recognized in a production project or
in solving electrical problems. This can prevent a lot of damage that even derail electrical plans.
The layout facilitates communication between electrical engineers designing electrical circuits
and implementing them. The pictures are also helpful in making repairs. It shows whether the
installation has been appropriately designed and implemented while confirming the safety
regulators. A usually gives information about the relative position and arrangement of devices
and terminals on the devices, to help in building or servicing the device. This is unlike a
schematic diagram, where the arrangement of the components interconnections on the diagram
usually does not correspond to the components physical locations in the finished device. A
pictorial would show more detail of the physical appearance, whereas a wiring diagram uses a
more symbolic notation to emphasize interconnections over physical appearance. They only
provide general information and cannot be used to repair or examine a circuit. The functions of
different equipment used within the circuit get presented with the help of a schematic diagram
whose symbols generally include vertical and horizontal lines. However, these lines are known
to show the flow of the system rather than its wires. A represents the original and physical
layout of electrical interconnections. Wiring on the picture with different symbols shows the
exact location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. FRDatabase Design Tool. Lake Ford helped make these videos. The
video above shows how to replace blown fuses in the interior fuse box of your Ford Five
Hundred in addition to the fuse panel diagram location. Electrical components such as your
map light, radio, heated seats, high beams, power windows all have fuses and if they suddenly
stop working, chances are you have a fuse that has blown out. If your Five Hundred is
experiencing electrical problems, you should always check the fuses first, because they are
relatively easy to check and cheap to change. Some Fords have multiple interior fuse boxes
including in the trunk - the video above will show you where the interior fuse box of your Five
Hundred is located. If your Five Hundred has many options like a sunroof, navigation, heated
seats, etc, the more fuses it has. Some components may have multiple fuses, so make sure you
check all of the fuses that are linked to the component in question. If you need to replace a
blown fuse in your Five Hundred, make sure you replace it with one that has the same amperage
as the blown fuse. If checking and replacing the fuse for the component in question doesn't
work, we recommend seeking assistance from a trusted professional mechanic. They should be
able to figure out if the component needs to be replaced or if there is a short or some other
problem with your Five Hundred. Hans Angermeier has produced over , videos showing drivers
how to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. Car companies often use the same engines in different cars. They
also slightly alter the styling and sell the same car by two different names amongst other tricks
to help offset development costs. Our system selects the most applicable video for your car
based, in part, on these characteristics. The video displayed may not look exactly like your car,
but may be relevant enough for you to get a good idea how to do it. Getting Started - Prepare for

the repair. Share on. Full list of part and tools. Author Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. Change center stop light. Don't be the
guy with your third brake light burnt out. Rotate your tires. Rotate your tires at least three times
per year. Set the clock to the correct time. Is the clock in your car ahead or behind? Learn how
to set it here! Replace your air filter! Isn't efficiency great? See all videos for the Ford Five
Hundred. We have a massive and growing video library, but we don't have everything Fuel
injector 8. Evaporative emission EVAP canister vent valve. Vapor management valve. Seat
adjust switch, passenger side front, Lumbar adjust switch, driver side. Lumbar adjust switch,
passenger side, Decklid Police only. Blower motor relay. Seat heater switch, driver side, Door
lock switch, driver side. Door lock switch, passenger side. Seat heater switch, passenger side.
Overhead console, Electrochromatic inside mirror unit, Roof opening panel unit. Heated seat
module, passenger side front. Restraints control module. Occupant classification sensor
module. Door lock switch, driver side. Driver door module. Luggage compartment lid release
switch 1. Rear window detrost relay. Transmission control switch. They include wiring diagrams
and technical service bulletins. In most cases, their diagrams are right from the factory
manuals. Pricing: Eautorepair. So you have to refer to the factory legends to learn the
identification symbols and then refer back to circuit diagrams to find the splice and ground
locations. However, Alldatadiy. If you need to dig into your doors, dash or console, Alldatadiy.
Find this article useful? Share it! Fuse box diagram for ford freestyle. Passenger compartment
fuse panel ford freestyle fuse box diagram. Ford freestyle fuse box diagram. Wiring diagram
ford. Pull down on the housing to lock it. Cluster and powertrain. Freestar fuse box. Fuse panel
layout diagram parts. Needed in any direction. The video above shows how to replace blown
fuses in the interior fuse box of your ford freestyle in addition to the fuse panel diagram
location. Fuse box diagram location and assignment of electrical fuses and relays for ford
freestyle Ford freestar fuse box diagram. Ford fresstyle fuse box diagram. Ford fusion fuse box
diagram location and assignment of electrical fuses and relays for ford fusion us Interior lamps
power windows and moonroof power door lock actuators liftgate lock actuator liftgate solenoid
adjustable pedal switch horns audio subwoofer powerkeep alive memory kam. In this article you
will find fuse box diagrams of ford freestyle and get information about the location of the fuse
panels inside the car and learn about the assignment of each fuse fuse layout and relay. The
crossover suv ford freestyle was produced from to We have actually accumulated lots of
images hopefully this picture works for you and assist you in finding the response you are
looking for. Electrical components such as your map light radio heated seats high beams power
windows all have fuses and if they suddenly stop working chances are you have a fuse that has
blown out. The power sliding door may operate incorrectly or not at all because of. Httpsfuse
boxinfofordford freestyle fuses and relay fuse box diagram location and assignment of
electrical fuses an. Adjust the mirror as. See more on our website. Repair Guides. Wrg Freestar
Fuse Box. Freestar Fuse Diagram Wiring Diagram. Wrg Ford Freestar Fuse Diagrams. Roger Vivi
Ersaks Juni Wrg 05 Freestyle Fuse Diagram. Post a Comment Note: Only a member of this blog
may post a comment. The rear view mirror may have to. Share this post. Post a Comment.
Newer Post Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2.
Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Ad vertisements. In this article,
you will find fuse box diagrams of Ford Freestyle , and , get information about the location of
the fuse panels inside the car, and learn about the assignment of each fuse fuse layout and
relay. Cigar lighter power outlet fuses in the Ford Freestyle are the fuse F9 Cigar lighter in the
Instrument panel fuse box, and fuses 15 or 14 since Cargo compartment Power point , 17 or 16
since Console Power point in the Engine compartment fuse box. It is located under the
instrument panel to the left of the steering wheel. The power distribution box is located in the
engine compartment. How to check the fuses? How to replace a blown fuse? Why do car fuses
blow? Types of automotive fuses. Table of Contents. Fuse box location. Fuse box diagrams.
Learn more: How to check the fuses? We use cookies to ensure that we give you the best
experience on our website. If you continue to use this site we will assume that you are happy
with it. Ok Privacy policy. Interior lamps Courtesy and demand lamps , Delayed accessory
Power windows and moonroof. Delayed accessoiy Driver window motor logic, Auxiliary climate
control switch illumination, Moonroof, Audio, Driver door lock switch illumination. Delayed
accessoiy Front passenger window, Rear passenger windows [via window switch], Window'
switch illumination, Backlighting. Quick Links. See also: Owner's Manual. Instrument Cluster.
Warning and control lights. Entertainment Systems. Family entertainment system. Climate
Controls. Manual heating and air conditioning. Automatic temperature control. Rear window
defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel adjustment.
Power windows. Speed control. Message center. Locks and Security. Anti-theft system. Owners
Guide postfmt. USA fus. Ford may change the contents without notice and without incurring

obligation. Page 4: Introduction State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 kilometers of operation, since these additives
may prevent piston ring seating. See Engine oil in the Maintenance and Specifications chapter
for more information on oil usage. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page 7 By referring to the
pages in the provided supplement, you can properly identify those features, recommendations
and specifications that are unique to your vehicle. Page Instrument Cluster Under engine
misfire conditions, excessive exhaust temperatures could damage the catalytic converter, the
fuel system, interior floor coverings or other vehicle components, possibly causing a fire. A
chime will also sound when a malfunction in the supplemental restraint system has been
detected. Page 12 Driving chapter for more information. Low fuel if equipped : Illuminates when
the fuel level in the fuel tank is at or near empty refer to Fuel gauge in this chapter. Never
remove the coolant reservoir cap while the engine is running or hot. Your oil life is now reset.
Use MENU again to disengage clock mode. If your vehicle is equipped with an in-dash clock,
refer to Clock in the Driver Controls chapter. Page 18 7. Shuffle: Press to play tracks in random
order. Page 19 CD: Press to enter CD mode. If a CD is already loaded into the system, CD play
will begin where it ended last. CD eject: Press to eject a CD. Press again to return to the playing
media. Compression: Available only in CD mode, brings soft and loud CD passages together for
a more consistent listening level. Page 22 8. Press and hold to auto eject all CDs present in the
system. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. Also press to move
the cursor left in the menu active mode. This allows you to navigate and select within the DVD
generated menu structure. Page 28 To enter zoom mode, press DISP once for the player menu
and again to adjust the display setting. In stop mode, press the control to select the next audio
memory preset. When radio is powered off and back on, it will be in Single Play mode, even if
upon power off the radio was in Dual play mode. Note: Ensure that the screen is securely
latched into the housing when stored. Display housing. Irregular shaped discs, discs with a
scratch protection film attached, and discs with homemade paper adhesive labels should not be
inserted into the player. See your Ford or Lincoln Mercury dealer. Page 38 Exercise care to
prevent dirt and foreign objects from entering the DVD player compartment. If liquid is
accidentally spilled onto the system, immediately turn the system OFF and consult a qualified
service technician. Use of these products may damage your system. Use with recirculated air to
improve cooling performance and efficiency. Direct the outer instrument panel vents towards
the side windows. Do not place objects on top of the instrument panel as these objects may
become projectiles in a collision or sudden stop. Page Automatic Temperature Control :
Distributes air through the windshield defroster, demister and floor vents. Note: You may notice
a small amount of air flowing from the demister and defroster vents. Recirculation may turn off
automatically in all airflow selections. Page 46 5. Page Rear Window Defroster This may cause
damage to the heated grid lines and will not be covered by your warranty. Turn the headlamp
switch to 3. Turn the headlamp switch to the autolamp position. The headlamps will turn on.
Park the vehicle directly in front of a wall or screen on a level surface, approximately 25 feet 7.
Close the hood and turn off the lamps. Using the right bulbs Replacement bulbs are specified in
the chart below. Make sure headlamp switch is in the OFF position, then open the hood. Reach
in behind the headlamp assembly to access the bulbs and connectors. Page 54 Grasp the bulb
only by its plastic base and do not touch the glass. The oil from your hand could cause the bulb
to break the next time the headlamps are operated. Install the new bulb s in reverse order.
Carefully pull the carpet away to expose the backside of the tail lamp assembly. Remove the nut
and washer assemblies, then pull the lamp assembly away from the vehicle. Remove the two
screws from the license plate lamp assembly. Remove bulb socket by turning counterclockwise.
Carefully pull the bulb out from the socket. Install new bulb s in reverse order. Make sure the
foglamp switch is in the OFF position. Remove the bulb socket from the foglamp by turning
counterclockwise. Disconnect the electrical connector. Install the new bulb in reverse order.
The door will open slightly and can be moved to full open. The storage compartment may be
used to secure sunglasses or a similar object. Improper use of the power outlet can cause
damage not covered by your warranty. Return to the center position to lock mirrors in place.
Fold-away mirrors Pull the side mirrors in carefully when driving through a narrow space, like
an automatic car wash. Disengaging the speed control will not erase previous set speed. Press
and release this control to decrease the vehicle set speed in small amounts by 1 mph 1. Page 69
To close the moon roof from the vent position, press and hold the front portion of the control

until the glass panel stops moving. The indicator light will flash slowly and then rapidly after
HomeLink accepts the radio frequency signal. The indicator light will begin to flash after 20
seconds. For questions or comments, contact HomeLink at Start the engine. The top of the
message center must be blank. Page 78 Language 1. In the event of a multiple warning
situation, the message center will cycle the display to show all warnings by displaying each one
for several seconds. Displayed when the left rear door is not completely closed. Displayed when
the right rear door is not completely closed. Do not put more than 50 lbs. This net is not
designed to restrain objects during a collision. You must complete Steps 1â€”5 within 30
seconds or the procedure will have to be repeated. Small children are particularly at risk.
Unlocking the doors 1. Note: The interior lamps will illuminate. Twist a thin coin between the
two halves of the remote entry transmitter near the key ring. How to reprogram your remote
entry transmitters You must have all remote entry transmitters maximum of four available
before beginning this procedure. Battery saver The battery saver will shut off the interior lamps
30 minutes after the ignition has been turned to the 1 LOCK position. Enter the factory set code.
Page 94 Before following the activation or deactivation procedures, make sure that the anti-theft
system is not armed, ignition is off, and all vehicle doors are closed. Refer to Programming
spare keys for instructions on how to program the coded key. Use of these systems may result
in vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 97 5. Keep the ignition in the 3
RUN position for at least three seconds, but no more than 10 seconds. Page Seating And Safety
Restraints Adjust your head restraint so that it is located directly or as close as possible behind
your head. The head restraints can be moved up by pulling up on the head restraint. Push
release button to lower head restraint. An unlatched seat may become dangerous in the event of
a sudden stop or collision. Press the front or rear portion to tilt the seat. Page The front crash
severity sensor enhances the ability to detect the severity of an impact. Positioned up front, it
provides valuable information early in the crash event on the severity of the impact. Page Front
safety belt usage sensors The front safety belt usage sensors detect whether or not the driver
and front outboard passenger safety belts are fastened. Unless serviced, the system may not
function properly in the event of a collision. This maximizes the Page 3 Never use a single belt
for more than one person. Always transport children 12 years old and under in the back seat
and always properly use appropriate child restraints. How to disengage the automatic locking
mode Ford Motor Company recommends that all passenger safety belt assemblies and
attaching hardware should be inspected by an authorized dealer after any collision to verify that
the automatic locking retractor feature for child seats is still working properly. Page BeltMinder
feature for objects placed in the front passenger seat, warnings will only be given to large front
seat occupants as determined by the front passenger sensing system. The safety belt warning
light illuminates minutes and the warning chime sounds seconds. The warnings are the same
warnings have Then Wait until the safety belt warning light turns off. Page slide bar-if equipped ,
shoulder belt height adjusters if equipped , shoulder belt guide on seatback if equipped , child
safety seat LATCH and tether anchors, and attaching Five Hundred Owners Guide postfmt USA
fus feature for that seating position if it Page Airbags Seating and Safety Restraints hardware,
should be inspected after a collision. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. However, if the collision was
minor and an authorized dealer finds that the belts do not show damage and continue to
operate properly, they do not need to be replaced. Page Do not put anything on or over the
airbag module. Placing objects on or over the airbag inflation area may cause those objects to
be propelled by the airbag into your face and torso causing serious injury. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. The front passenger
sensing system may detect small or medium objects placed on the seat cushion. Failure to
follow these instructions may interfere with the front passenger seat sensing system. Page SRS
is provided. How does the side airbag system work? The design and development of the side
airbag system included recommended testing procedures that were developed by a group of
Five Hundred Owners Guide postfmt USA fus Page Side airbags are designed to inflate in
side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the
collision causes sufficient lateral deceleration. See your authorized dealer. Page Several Safety
Canopy inflation. Do not touch them after inflation. Page Child Restraints You are required by
law to use safety restraints for children in the U. If small children generally children who are
four years old or younger and who weigh 40 lb. Booster seats position a child so that safety
belts fit better. They lift the Page top of ear level above the top of the seat. Ford Motor Company
recommends the use of a child safety seat having a top tether strap. Page 3. Be sure the belt
webbing is not twisted. Pull the lap belt portion across the child seat toward the buckle and pull

up on the shoulder belt while pushing down with your knee on the child seat. The tether strap
may not work properly if attached somewhere other than the correct tether anchor. Position the
child safety seat on the seat cushion. If the safety seat is not anchored properly, the risk of a
child being injured in a collision greatly increases. Check to see if the anchors hold the seat in
place. If the safety seat is not anchored properly, the risk of a child being injured in a crash
greatly increases. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tire Inflation Use a tire gauge to check
the tire inflation pressure, including the spare if equipped , at least monthly and before long
trips. You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
Five Hundred Owners Guide postfmt USA fus Page Always inflate your tires to the Ford
recommended inflation pressure even if it is less than the maximum inflation pressure
information found on the tire. Page Check for holes or cuts that may permit air leakage from the
tire and make necessary repairs. Also inspect the tire sidewalls for cracking, cuts, bruises and
other signs of damage or excessive wear. Page If you cannot detect a cause, have the vehicle
towed to the nearest repair facility or tire dealer to have the vehicle inspected. Page Note: After
having your tires rotated, inflation pressure must be checked and adjusted to the vehicle
requirements. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. These ratings are listed in the following chart. Note:
You may not find this information on all tires because it is not required by federal law. A tire
marked C may have poor traction performance. Page 4. Maximum Load Single lb. Page Vehicle
Loading Safety Compliance Certification Label: Base Curb Weight â€” is the weight of the
vehicle including a full tank of fuel and all standard equipment. It does not include passengers,
cargo, or optional equipment. Page Cargo Weight â€” includes all weight added to the Base
Curb Weight, including cargo and optional equipment. When towing, trailer tongue load or king
pin weight is also part of cargo weight. Maximum Loaded Trailer Weight â€” is the highest
possible weight of a fully loaded trailer the vehicle can tow. You decide to go golfing. Inspect
these components carefully after towing. Trailer lamps Trailer lamps are required on most
towed vehicles. Make sure all running lights, brake lights, turn signals and hazard lights are
working. It is recommended to tow your vehicle using a car-hauling trailer. Extended idling at
high engine speeds can produce very high temperatures in the engine and exhaust system,
creating the risk of fire or other damage. Make sure vehicle accessories are off. Page Parking
brake Apply the parking brake whenever the vehicle is parked. To set the parking brake, press
the parking brake pedal down until the pedal stops. See Checking and adding power steering
fluid in the Maintenance and Specifications chapter. Remove the trim ring around the gearshift
lever. Remove the console panel by opening the armrest, grasping the panel firmly, then pulling
up. This will allow access to the gearshift assembly. Turn the ignition to the LOCK position and
remove the key whenever you leave your vehicle. L Low gear operation will maximize the engine
and transmission cooling capability. After driving through mud, clean off residue stuck to
rotating driveshafts and tires. Excess mud stuck on tires and rotating driveshafts causes an
imbalance that could damage drive components. If your vehicle has anti-lock brakes, apply the
brakes steadily. Ford Motor Company recommends that caution be used with any vehicle
equipped with a high load or device such as ladder or luggage racks. Page Once through the
water, always dry the brakes by moving your vehicle slowly while applying light pressure on the
brake pedal. Wet brakes do not stop the vehicle as quickly as dry brakes. Page Hazard Flasher
Switch 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; Page Fuses And Relays Note: Always
replace a fuse with one that has the specified amperage rating. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. Page The fuses are coded
as follows. To reduce risk of electrical shock, always replace the cover to the Power Distribution
Box before reconnecting the battery or refilling fluid reservoirs. Page Ford. If the dissimilar
spare tire or wheel is damaged, it should be replaced rather than repaired. Remove wheel cover
if equipped with the lug wrench tip and loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Install the
wheel cover if equipped. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that contacts
the wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. Connect the negative - cable to the negative -

terminal of the assisting battery. Start the engine of the disabled vehicle. Once the disabled
vehicle has been started, run both engines for an additional three minutes before disconnecting
the jumper cables. Remove the jumper cable from the ground metal surface. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If the vehicle is
being towed using wheel lift equipment, the wheels being raised should be brought to a height
of 12 inches 30 cm above the non-raised wheels to prevent damage to the vehicle. Page If the
vehicle is towed by other means or incorrectly, vehicle damage may occur. Ford Motor
Company produces a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. In the United States, a warranty dispute must be
submitted to the Page You are not bound by the decision but may choose to accept it. If the
arbitrator has decided in Page United States and Canada, provided by a network of more than 4,
participating authorized dealers. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this Page The use of
leaded fuel in your vehicle without proper conversion may damage the effectiveness of your
emission control system and may cause engine knocking or serious engine damage. Page
Reporting Safety Defects U. Page Flush the complete underside of your vehicle frequently. Keep
body and door drain holes free from packed dirt. Block the wheels to prevent the vehicle from
moving unexpectedly. Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Lift the hood and support it with the prop rod. Lift the
prop rod by the sleeve and not the bare metal. Battery 6. Power distribution box 7. Air filter
assembly 8. Engine oil dipstick Engine oil filler cap Windshield washer fluid reservoir Five
Hundred Owners Guide postfmt USA fus Page Replace wiper blades at least once per year for
optimum performance. Poor wiper quality can be improved by cleaning the wiper blades and the
windshield, refer to Windows and wiper blades in the Cleaning chapter. Open the hood. Protect
yourself from engine heat. Locate and carefully remove the engine oil level indicator dipstick.
Wipe the indicator clean. Insert the indicator fully, then remove it again. Recheck the engine oil
level. Make sure the oil level is not above the normal operating range on the engine oil level
indicator dipstick. Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Battery Therefore, do not allow flames, sparks or lighted substances to come near the battery.
When working near the battery, always shield your face and protect your eyes. Always provide
proper ventilation. Add the mixture to the coolant reservoir, when the engine is cool, until the
appropriate fill level is obtained. Page 6. Replace the cap. Turn until tightly installed. Cap must
be tightly installed to prevent coolant loss. Pull off metal pin and remove coolant bleed plug
from the thermostat housing. Page Fuel Information Automotive fuels can cause serious injury
or death if misused or mishandled. Gasoline may contain benzene, which is a cancer-causing
agent. The flow of fuel through a fuel pump nozzle can produce static electricity, which can
cause a fire if fuel is pumped into an ungrounded fuel container. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse effect on powertrain components. Page 5. If the fluid is low, add
fluid in small amounts, continuously checking the level until it reaches the range between the
MIN and MAX lines. Be sure to put the cap back on the reservoir. Install the dipstick making
sure it is fully seated in the filler tube. Remove the dipstick and inspect the fluid level. Replace
the PCV valve with one that meets Ford material and design specifications for your vehicle,
such as a Motorcraft or equivalent replacement part. The customer warranty may be void for
any damage
engine coolant diagram
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to the emissions system if such a PCV valve is not used. Page Add the coolant type originally

equipped in your vehicle. Use of synthetic or synthetic blend motor oil is not mandatory. Using
any transmission fluid other than those that meet the recommended specification may cause
internal transaxle damage. Page Motorcraft washer fluid Premium Windshield Washer
Concentrate Using any transaxle fluid other than those that meet the recommended
specification may cause internal transaxle damage. Please note that in the graphic, XXXX is
representative of your vehicle identification number. The following table tells you which
transmission or transaxle each code represents. Ford Motor Company will repair or Page
Getting roadside assistance Page Garage Door Opener see Homelink wireless control system
Page Lug nuts Page This manual is also suitable for: Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL.

