2006 ford five hundred repair manual

Quick Links. Ford may change the contents without notice and without incurring obligation.
Page 5: Introduction State of California to cause cancer and birth defects or other reproductive
harm. Please take the time to get well acquainted with your vehicle by reading this handbook.
The more you know and understand about your vehicle, the greater the safety and pleasure you
will derive from driving it. Page 6 Do not add friction modifier compounds or special break-in
oils since these additives may prevent piston ring seating. See Engine oil in the Maintenance
and Specifications chapter for more information on oil usage. To access this information,
special equipment must be directly connected to the recording modules. Ford Motor Company
and Ford of Canada do not access event data recorder information without obtaining consent,
Page 8 By referring to the pages in the provided supplement, you can properly identify those
features, recommendations and specifications that are unique to your vehicle. A chime will also
sound when a malfunction in the supplemental restraint system has been detected. Low fuel if
equipped : Illuminates when the fuel level in the fuel tank is at or near empty refer to Fuel gauge
in this chapter. Never remove the coolant reservoir cap while the engine is running or hot. Your
oil life is now reset. Press MENU again to disengage clock mode. If your vehicle is equipped
with an in-dash clock, refer to Clock in the Driver Controls chapter. Text: This control is not
operational. Shuffle: Press to play tracks in random order. CD eject: Press to eject a CD. Fast
forward: Press to manually advance in a CD track. Rewind: Press to manually reverse in a CD
track. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. Page Family
Entertainment System Also press to move the cursor left in the menu active mode. Also press
to move the cursor right in the menu active mode. This allows you to navigate and select within
the DVD generated menu structure. In stop mode, press the control to select the next audio
memory preset. When radio is powered off and back on, it will be in Single Play mode, even if
upon power off the radio was in Dual play mode. Note: Ensure that the screen is securely
latched into the housing when stored. Display housing. Irregular shaped discs, discs with a
scratch protection film attached, and discs with homemade paper adhesive labels should not be
inserted into the player. See your Ford or Lincoln Mercury dealer. The front glass on the
flip-down liquid crystal display LCD may break when hit with a hard surface. Page 40 Clean the
exterior of the DVD player with a damp cloth. Use of these products may damage your system.
Use with recirculated air to improve cooling performance and efficiency. Direct the outer
instrument panel vents towards the side windows. Do not place objects on top of the instrument
panel as these objects may become projectiles in a collision or sudden stop. Note: You may
notice a small amount of air flowing from the demister and defroster vents. Recirculation may
turn off automatically in all airflow selections. Turn the headlamp switch to 3. Turn the
headlamp switch to the autolamp position. The headlamps will turn on. Park the vehicle directly
in front of a wall or screen on a level surface, approximately 25 feet 7. Close the hood and turn
off the lamps. When moist air enters the headlamp s through the vents, there is a possibility that
condensation can occur. This condensation is normal and will clear within 45 minutes of
headlamp operation. Make sure headlamp switch is in the OFF position, then open the hood.
Reach in behind the headlamp assembly to access the bulbs and connectors. The oil from your
hand could cause the bulb to break the next time the headlamps are operated. Install the new
bulb s in reverse order. Carefully pull the carpet away to expose the backside of the tail lamp
assembly. Remove the nut and washer assemblies, then pull the lamp assembly away from the
vehicle. Remove the two screws from the license plate lamp assembly. Remove bulb socket by
turning counterclockwise. Carefully pull the bulb out from the socket. Install new bulb s in
reverse order. Make sure the foglamp switch is in the OFF position. Remove the bulb socket
from the foglamp by turning counterclockwise. Disconnect the electrical connector. Install the
new bulb in reverse order. They may seriously injure themselves. Return to the center position
to lock mirrors in place. Fold-away mirrors Pull the side mirrors in carefully when driving
through a narrow space, like an automatic car wash. Disengaging the speed control will not
erase previous set speed. Press and release this control to decrease the vehicle set speed in
small amounts by 1 mph 1. Press and hold the desired HomeLink button. Do NOT release the
button. For more information refer to Fuel Information in the Maintenance and Specifications
chapter. Turn ignition to the ON position. Do not put more than 50 lbs. This net is not designed
to restrain objects during a collision. You must complete Steps 1â€”5 within 30 seconds or the
procedure will have to be repeated. Small children are particularly at risk. Unlocking the doors
1. Note: The interior lamps will illuminate. Twist a thin coin between the two halves of the
remote entry transmitter near the key ring. The doors will again lock then unlock to confirm that
your personal keycode has been programmed to the module. You do not need to enter the
keypad code first. Turn the ignition to the 1 LOCK position. The horn will chirp once to confirm
the procedure is complete. Keyless entry key pad procedure 1. Close all the doors. Use of these

systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. If failure repeats,
bring your vehicle to your authorized dealer to have the new key s programmed. To program
additional new unprogrammed key s , wait twenty seconds and then repeat this procedure from
Step 1. The head restraints can be moved up by pulling up on the head restraint. Pull the strap
located on the back of the seat to fold the front passenger seatback. Without releasing the pull
strap, push the seatback forward. Move the seat as far forward as possible. Always drive and
ride with your seatback upright and the lap belt snug and low across the hips. Lift handle to
move seat forward or backward. The SET control indicator light will briefly illuminate. While the
light is illuminated, press control 1. Split-folding rear seat One or both rear seatbacks can be
folded down to provide additional cargo space. Use only soft cups in the cupholder. Hard
objects can injure you in a collision. The front passenger sensing system can automatically turn
off the passenger front airbag. The system is designed to help protect small Five Hundred
Owners Guide postfmt USA fus Page The Restraints Control Module RCM monitors its own
internal circuits and the circuits for the airbag supplemental restraints, crash sensor s , safety
belt pretensioners, front safety belt buckle sensors, driver seat Five Hundred Owners Guide
postfmt USA fus Page Be sure everyone in your vehicle is in a seat and using a safety belt
properly. Children 12 years old and under should be properly restrained in the rear seat
whenever possible. Refer to Safety restraints for children or Safety seats for children later in
this chapter. How to disengage the automatic locking mode Ford Motor Company recommends
that all passenger safety belt assemblies and attaching hardware should be inspected by an
authorized dealer after any collision to verify that the automatic locking retractor feature for
child seats is still working properly. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Page Airbags Important
supplemental restraint system precautions Airbags DO NOT inflate slowly or gently and the risk
of injury from a deploying airbag is greatest close to the trim covering the airbag module. Do
not modify the front end of the vehicle. Refer to Side airbag system later in this chapter. Failure
to follow these instructions may interfere with the front passenger seat sensing system. Page
See your authorized dealer. All occupants of the vehicle should always wear their safety belts
even when an airbag SRS is provided. See your authorized dealer. Do not touch them after
inflation. If small children generally children who are four years old or younger and who weigh
40 lb. Booster seats position a child so that safety belts fit better. They lift the Page top of ear
level above the top of the seat. Ford Motor Company recommends the use of a child safety seat
having a top tether strap. Page 3. Be sure the belt webbing is not twisted. Pull the lap belt
portion across the child seat toward the buckle and pull up on the shoulder belt while pushing
down with your knee on the child seat. The tether strap may not work properly if attached
somewhere other than the correct tether anchor. Position the child safety seat on the seat
cushion. If the safety seat is not anchored properly, the risk of a child being injured in a
collision greatly increases. Check to see if the anchors hold the seat in place. If the safety seat
is not anchored properly, the risk of a child being injured in a crash greatly increases.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Inflate all tires to the inflation pressure recommended by Ford Motor
Company. Page Check for holes or cuts that may permit air leakage from the tire and make
necessary repairs. This Five Hundred Owners Guide postfmt USA fus Page Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
Unless otherwise specified, rotate the tires approximately every 5, miles 8, km. In general, the
larger the number, the wider the tire. Maximum Load Single lb. Refer to the payload description
and graphic in the Vehicle loading â€” with and without a trailer section. Before loading your
vehicle, familiarize yourself with the following terms for determining Five Hundred Owners
Guide postfmt USA fus Page Overloading or improperly loading your vehicle can contribute to
loss of vehicle control and vehicle rollover. You will need to reduce the load weight by at least
lb. If you remove lb. When turning, make wider turns so the trailer wheels will clear curbs and
other obstacles. It is recommended to tow your vehicle using a car-hauling trailer. Extended
idling at high engine speeds can produce very high temperatures in the engine and exhaust
system, creating the risk of fire or other damage. Make sure vehicle accessories are off. Even
when the ABS is disabled, normal braking is still effective. Note: If the vehicle is driven with the
parking brake applied, a chime will sound. Remove the trim ring around the gearshift lever.

Understanding the gearshift positions of the 6â€”speed automatic transaxle if equipped P Park
This position locks the transaxle and prevents the front wheels from turning. Inclement weather
may also affect the function of the RSS; this may include reduced performance or a false
activation. Once the system detects an object approaching, the tone will sound again. Again,
avoid these abrupt inputs. Even AWD vehicles can lose traction in slick mud. Apply just enough
power to the wheels to climb the hill. Too much power will cause the tires to slip, spin or lose
traction, resulting in loss of vehicle control. Refer to the Brakes section of this chapter for
additional information on the operation of the anti-lock brake system. Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder or luggage racks. Page Roadside Emergencies 50, miles 80, km on Lincoln vehicles.
Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; Page Hazard Flasher
Switch 3. If no leaks are apparent, reset the switch by pushing in on the reset button. Turn the
ignition ON. Wait a few seconds and return the key to OFF. Make another check for leaks. If the
battery has been disconnected and reconnected, refer to the Battery section of the Maintenance
and Specifications chapter. The use of tire sealants is not recommended and may damage your
tires. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Remove wheel cover if equipped with the lug wrench tip and loosen each wheel lug nut one-half
turn counterclockwise but do not remove them until the wheel is raised off the ground. Install
the wheel cover if equipped. Use only Ford recommended replacement fasteners. When a wheel
is installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that contacts
the wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Start the engine of the disabled vehicle. Once the disabled
vehicle has been started, run both engines for an additional three minutes before disconnecting
the jumper cables. Remove the jumper cable from the ground metal surface. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If the vehicle is
being towed using wheel lift equipment, the wheels being raised should be brought to a height
of 12 inches 30 cm above the non-raised wheels to prevent damage to the vehicle. Page If the
vehicle is towed by other means or incorrectly, vehicle damage may occur. Ford Motor
Company produces a towing manual for all authorized tow truck operators. Have your tow truck
operator refer to this manual for proper hook-up and towing procedures for your vehicle. Away
from home If you own a Ford or Mercury vehicle and are away from home when your vehicle
needs service, or if you need more help than the authorized dealer could provide, after following
the steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the authorized dealer could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealer to help you. Page Customer Assistance In some states in the U. Ford is also
allowed a final repair attempt in some states. Page You are not bound by the decision but may
choose to accept it. If the arbitrator has decided in Page Customer Assistance If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Since this information is subject to change, please ask your authorized
dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at Page Reporting Safety Defects U. The dull finish in this area helps protect
the driver from undesirable windshield reflection. Such products could contaminate the side
airbag system and affect performance of the side airbag in a collision. These quality products
have been specifically engineered to fulfill your automotive needs; Lift the hood and support it
with the prop rod. Lift the prop rod by the sleeve and not the bare metal. Battery 6. Power
distribution box 7. Air filter assembly 8. Engine oil dipstick Engine oil filler cap Windshield
washer fluid reservoir Five Hundred Owners Guide postfmt USA fus Page Replace wiper blades
at least once per year for optimum performance. Poor wiper quality can be improved by
cleaning the wiper blades and the windshield, refer to Windows and wiper blades in the
Cleaning chapter. Open the hood. Protect yourself from engine heat. Locate and carefully
remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the indicator fully,
then remove it again. Recheck the engine oil level. Make sure the oil level is not above the
normal operating range on the engine oil level indicator dipstick. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,

start-up engine noises or knock may be experienced. Page Battery Lift the battery with a battery
carrier or with your hands on opposite corners. Add the mixture to the coolant reservoir, when
the engine is cool, until the appropriate fill level is obtained. Mixing Motorcraft Specialty Orange
Engine Coolant or any orange-colored extended life product with your factory filled coolant can
result in degraded corrosion protection. Page 6. Replace the cap. Turn until tightly installed.
Cap must be tightly installed to prevent coolant loss. Pull off metal pin and remove coolant
bleed plug from the thermostat housing. Page Fuel Information Automotive fuels can cause
serious injury or death if misused or mishandled. Gasoline may contain benzene, which is a
cancer-causing agent. The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. The fuel system may
be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until
it stops before completely removing the fuel filler cap. Page Ask your fuel supplier about
gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel
because this situation may have an adverse effect on powertrain components. Page No
additional vehicle service is required. If the indicator remains on, have your vehicle serviced at
the first available opportunity. If the fluid is low, add fluid in small amounts, continuously
checking the level until it reaches the range between the MIN and MAX lines. Be sure to put the
cap back on the reservoir. Install the dipstick making sure it is fully seated in the filler tube.
Remove the dipstick and inspect the fluid level. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. Use of synthetic or synthetic blend motor oil is not mandatory.
Using any transmission fluid other than those that meet the recommended specification may
cause internal transaxle damage. Please note that in the graphic, XXXX is representative of your
vehicle identification number. The following table tells you which transmission or transaxle
each code represents. These quality accessories have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page - that are equipped with radio transmitters. Any such
equipment installed in your vehicle should comply with FCC or CRTC regulations and should be
installed only by a qualified service technician. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. This manual is specific to a Ford Five Hundred. RepairSurge is compatible
with any internet-enabled computer, laptop, smartphone or tablet device. It is very easy to use
and support is always free. We wish we could just show you the entire manual before you buy,
but our publishing agreement with the auto manufacturers prevents this. We know this sounds
crazy. It's a stupid rule in our opinion, but they authorize our manuals and that's what their
lawyers require. Here are some of the comments we have received from users of RepairSurge.
These customers have agreed to allow us to publicly display their testimonials. We know buying
anything online is a risk. Once again, we wish we could just show you the entire manual before
you buy, but our publishing agreement with the auto manufacturers prevents this. We'll get you
the repair information you need, every time, or your money back. Manufacturer: Ford. Model:
Five Hundred. Production Year: Step by Step Instructions. Comprehensive Diagrams.
Diagnostic Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step factory
recommended repair instructions. Unlimited access to personal support reps who are always
available to assist you. We can answer your questions about using the software or help you find
the specific information you need for your Ford Five Hundred. Free real-time updates! Your
manual is updated with revised information as soon as it is released. Access on your terms.
Unlimited access to your Ford Five Hundred manual on a yearly basis. We'll get you the repair
information you need, every time, or we'll refund your purchase in full. Can I see what the
manual looks like? See our guarantee below. You are protected in case the manual turns out to
not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised, quick and
easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online transaction
is protected by safe and secure SSL encryption technology. Read more and download! The Ford
Five Hundred is a four-door front engine, front or all wheel drive full sedan. These generations
of car were manufactured and marketed in North America by ford. The quality and power under
the hood of these cars are among the factors that attracted oodles of buyers to it. In fact, till
today, most people still have this great and high performance car in their garage. So, if you want
to handle some minor or even major repairs on your car what you need is to make that possible
is to seek guide from professionals. That is why you need factory manual provided on this
website for this great and wonderful automobile. You need not continue suffering the effect of
exploitative charges of most auto service stations and technicians from different parts of your
country or area. You can even service your car in your garage, change brake pads, replace your

fuel and oil filter and even change your spark plug without any need to worry contacting
technicians all with the help of informa
40 v6 ford engine
2010 malibu fuel pump
traxxas t maxx parts diagram
tion loaded in service manual offered to you on this website. Most people that claim to be
professional auto technicians do not really know what they are doing. Majority of them are still
doing try by error which is dangerous as that can easily result to more damages to your car
than the formal condition. So, why should you take your car to such person when you can
handle the repair in your garage? Therefore, what you need to do is to go ahead and download
this professional compiled repair manual and stand chance of handling your repairs with ease.
These and more are the areas covered on Ford Five Hundred service manual which will make it
easy for you to handle repair on this wonderful and great car without passing through stress.
Factory Manual The only service manual that matter! August 12, Ford Five Hundred factory
repair manual Read more and download! Ford Five Hundred Service Manual! The areas covered
on this manual which you need to know are: Complete body system Engine system 3.

