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Quick Links. See also: Quick Reference Manual. Table of Contents. Instrument Cluster. Warning
Lights And Chimes. Entertainment Systems. Auxiliary Input Jack Line In. Usb Port. Satellite
Radio Information. Navigation System. Climate Controls. Manual Heating And Air Conditioning.
Dual Electronic Automatic Temperature Control. Navigation System Based Climate Control.
Rear Window Defroster. Turn Signal Control. Bulb Replacement. Driver Controls. Steering
Wheel Adjustment. Power Window s. Speed Control. Owners Guide, 2nd Printing. USA fus. Ford
motor company ford crown victoria owner's guide pages. Ford escape hybrid automobile
owner's manual pages. Ford may change the contents without notice and without incurring
obligation. Page 4: Introduction The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Do not add friction
modifier compounds or special break-in oils since these additives may prevent piston ring
seating. See Engine oil in the Maintenance and Specifications chapter for more information on
oil usage. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 8 Introduction Using your vehicle as an
ambulance Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford
Ambulance Preparation Package. Notice to owners of pickup trucks and utility type vehicles
WARNING: Utility vehicles have a significantly higher rollover rate than other types of vehicles.
Ford strongly recommends that drivers use extreme caution when using any device that may
take their focus off the road. Report the fault to a dealer at the earliest opportunity. If the light
fails to display when the ignition is turned on, or remains on, have the system serviced
immediately by your authorized dealer. For more information, refer to Filling the tank in the
Maintenance and Specifications chapter. If the gauge continues to show high temperatures, see
your authorized dealer. Page 23 7. Setting the clock: Press and hold CLK until the hours begin
to flash. Load the desired disc, label side up. The system will advance to that specific folder. If a
specific category is selected, Jazz, Rock, News, etc. You can save up to 20 song titles. Page 33
5. For safety reasons, connecting or adjusting the settings on your portable music player
should not be attempted while the vehicle is moving. Page 35 CD units are designed to play
commercially pressed 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page Ford Motor
Company shall not be responsible for any such programming changes. Page 39 The system is
working properly. The system is working properly. Direct the outer instrument panel vents
towards the side windows. To increase airflow to the outer instrument panel vents, close the
vents located in the middle of the instrument panel. The driver side temperature setting will
appear in the upper left corner of the display. The system will automatically provide outside air
to reduce window fogging. Press this button again to return to the previous air flow selection.
Passenger heated seat: Press to control the passenger heated seat. Refer to Heated and cooled
seats in the Seating and Safety Restraints chapter for more information. This feature will
remove ice and snow from the side view mirrors. Use with recirculated air to improve cooling
performance and efficiency. Defrost: Distributes outside air through the windshield defroster
vents and de-mister vents. Recirculated air may also help reduce undesirable odors from
entering the vehicle. Set the fan to the highest blower setting. Select the autolamps by turning
the headlamp switch to Steps 2 through 5 must be performed within a 10 second period. At this
point, the headlamps and park lamps will turn on. Pull the lever towards you to deactivate. Flash
to pass Pull toward you slightly to activate and release to deactivate. If your vehicle has been in
an accident, the alignment of your headlamps should be checked by your authorized dealer.
Repeat Steps 3â€”5 for the other headlamp. Close the hood and turn off the lamps. The rear
dome lamp can be turned on or off by sliding the control. Clearing time may take as long as 48
hours under dry weather conditions. Once the three retaining screws have been removed, slide
the headlamp assembly forward, disconnecting the two snap attachments at the fender.
Disconnect the electrical connector from the bulb by pulling rearward. Remove bulb socket
from the lamp assembly by turning it counterclockwise. Pull bulb straight out of socket and
press in the new bulb. Install the new bulb s in reverse order. Pull out the old bulb from the
socket and push in the new bulb. Install the bulb socket in lamp assembly by turning it
clockwise. Check the washer fluid level frequently. Do not operate the wipers when the
windshield is dry. You will feel the steering column bounce back slightly. A correct zone setting
will eliminate this error. Refer to Compass calibration adjustment. Start the vehicle. To close,
push assembly in completely and release. This noise can be alleviated by lowering a front
window approximately two to three inches. Without microphone F f12 Owners Guide, 2nd
Printing USA fus Page 75 The power side view mirror positions are saved when doing a memory
set function and can be recalled along with the vehicle personality features when a memory

position is selected through the remote entry F f12 Owners Guide, 2nd Printing USA fus Page 76
Should this occur, wait approximately three minutes with the vehicle running and up to 10
minutes with the vehicle off, for the system to reset and for function to return to normal. This
feature provides an indicator to the driver that the vehicle turn signal is working properly. Press
the ON control and release 2. Accelerate to the desired speed. This will automatically return the
vehicle to the previously set speed. Press and hold to exit phone mode or end a call. Pull and
hold the TILT control to close the moon roof. To program additional HomeLink buttons begin
with Step 1 in this section. For questions or comments, please contact HomeLink at In the event
that there are still programming difficulties, contact HomeLink at This value is not the same as
the average fuel economy display. The running average fuel economy is re-initialized to a
factory default value if the battery is disconnected. The warning can return immediately after
being reset if the condition still exists. When your vehicle is not moving, this function shows ,
one or no bars illuminated. Instantaneous fuel economy cannot be reset. Refer to Trailer towing
in the Tires, Wheels and Loading chapter for more information. For more information, refer to
Four-wheel drive 4WD operation in the Driving chapter. Install a protective cap located in the
glove box onto the in-line RCS connector that remains under the pickup box. The yellow lever
only needs to be used when releasing the grab handle. Do not exceed lbs kg. Refer to Changing
the tires in the Roadside Emergencies chapter. Note: This feature is not intended for off-road
usage. Pull the locking pin toward the center of the vehicle. Open the latches to release the
panels. Rotate the panels toward the tailgate. Repeat Steps 1â€”3 for the other side of the bed
extender. Note: Ensure all cargo is secured. Note: When the vehicle is in motion, the tailgate
load must not exceed lbs. This will ensure that the cleat is properly oriented to accept
accessory attachments. These items can then be slid to either side, and secured the same way
as the side rails. Turn the ignition to the on position. Press the power door unlock control three
times. Turn the ignition from the on to the off position. Note: The doors will not autounlock if the
vehicle has been electronically locked before the driver door is opened. Turn the ignition to the
off position. The horn will chirp once to confirm the procedure is complete. Close all the doors.
Enter factoryâ€”set 5â€”digit entry code. Unlocking can be switched between two step and one
step door unlocking by pressing and F f12 Owners Guide, 2nd Printing USA fus Page if
equipped to the desired memory position. Note: The seat will not travel to its final position if the
key is not in the ignition and the easy entry feature is enabled. Repeat this procedure for
another remote transmitter if desired. A tone will be heard when the deactivation is complete.
Repeat this procedure for another remote entry transmitter if desired. Replacing the battery The
remote entry transmitter uses one coin type three-volt lithium battery CR or equivalent. The
dome lamp control if equipped must not be set to the off position for the illuminated entry
system to operate. Turn the ignition to the off position, then press the power door control three
times. Turn the ignition to the on position; the horn will chirp to indicate the driver configuration
mode has been activated. This must be done within five seconds of completing Step 1. Your
personal code is now erased and only the factory set 5â€”digit code will work. Use of these
systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. Page Programming
spare keys A maximum of eight keys can be coded to your vehicle. If failure repeats, bring your
vehicle to your authorized dealer to have the new spare key s programmed. Whenever possible
it should be installed and properly adjusted when the seat is occupied. Insert the two stems into
the guide sleeve collars. Push the head restraint down until it locks. Make sure that the seat is
relatched into place. For less lumbar support, turn the lumbar support control toward the rear of
vehicle. Refer to Front passenger sensing system section for additional details. Failure to follow
these instructions may interfere with the front passenger seat sensing system. Press the
control to recline the seatback forward or rearward. A position can only be recalled when the
transmission gearshift is in Park automatic transmission. A memory seat position may be
programmed at any time. Continue pressing to scroll through the other settings; medium heat
two indicator lights , low heat one indicator light or off. Move the front seats all the way forward
and up to ease access. Raise the head restraint by pulling up on the head restraint. Pull up the
head restraint until it reaches the highest adjustment position. Pull control on the bottom of the
seat cushion to release seat cushion from storage position. Push seat cushion down until it
rests into the horizontal position. Front safety belt usage sensors The front safety belt usage
sensors detect whether or not the driver and front outboard passenger safety belts are
fastened. Unless serviced, the system may not function properly in the event of a collision. To
unfasten, push the release button and remove the tongue from the buckle. Energy management
retractors Your vehicle has a safety belt system equipped with energy management retractors at
the driver and front outboard passenger seating positions. Refer to Safety restraints for children

or Safety seats for children later in this chapter. Refer to the Safety belt maintenance section in
this chapter. This time does not count towards the five-minute expiration time. Also, use the
safety belt extension only if the safety belt is too short for you when fully extended. The airbag
supplemental restraints are an integral part of the Personal Safety System. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. A properly seated
occupant sits upright, leaning against the seat back, and centered on the F f12 Owners Guide,
2nd Printing USA fus Page DO NOT attempt to repair or service the system; take your vehicle
immediately to an authorized dealer. Page Side airbags are designed to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the collision
causes sufficient lateral deceleration. The feature will continue to operate until the vehicle runs
out of power. Page Accident statistics suggest that children are safer when properly restrained
in the rear seating positions than in a front seating position. The child height, age and weight
thresholds provided are recommendations or the minimum requirements of law. To avoid risk of
injury, occupants should only use seating positions where they are able to be properly
restrained. Position the child safety seat in a seat with a combination lap and shoulder belt. Pull
down on the shoulder belt and then grasp the shoulder belt and lap belt together. Try to pull the
belt out of the retractor to make sure the retractor is in the automatic locking mode you should
not be able to pull more belt out. If the retractor is not locked, unbuckle the belt and repeat
Steps 5 and 6. The shoulder belt must be snug to keep the lap belt tight during a collision. Page
There should be no more than one inch 2. If the safety seat is not anchored properly, the risk of
a child being injured in a collision greatly increases. Ford Motor Company recommends that all
safety belt assemblies in use in vehicles involved in a collision be replaced. This increases
traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. If one looks lower than
the others, use a tire gauge to check pressure of all tires and adjust if required. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge. Page Check for holes or cuts that may permit air leakage from
the tire and make necessary repairs. Also inspect the tire sidewalls for F f12 Owners Guide, 2nd
Printing USA fus Page You should replace your spare tire when you replace the road tires or
after six years due to aging even if it has not been used. Page The tire pressure sensors
mounted in the wheels originally installed on your vehicle are not designed to be used in
aftermarket wheels. Page Rotating your tires at the recommended interval as indicated in the
scheduled maintenance information that comes with your vehicle will help your tires wear more
evenly, providing better tire performance and longer tire life. The TPMS reset procedure needs
to be performed after tire rotation only on these vehicles. The next two numbers or letters are
the plant code designating where it was manufactured, the next two are the tire size code and
the last four F f12 Owners Guide, 2nd Printing USA fus Page The cold inflation pressure should
never be set lower than the recommended pressure on the vehicle label. The tire suppliers may
have additional markings, notes or warnings such as standard load, radial tubeless, etc.
Maximum Load Single lb. Refer to the payload description and graphic in the Vehicle loading
â€” with and without a trailer section. Refer to Tire rotation in this chapter. If any tire is
under-inflated, carefully drive the vehicle to the nearest location where air can be added to the
tires. Inflate all the tires to the recommended inflation pressure. Page 1. Place the ignition in the
off position and keep the key in the ignition. Press and release the brake pedal. The horn will
sound once within 10 seconds to indicate the process was successful. Use of any tire or wheel
not recommended by Ford can affect the safety and performance of your vehicle, which could
result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death.
Page Vehicle Loading It does not include passengers, cargo, or optional equipment. Vehicle
Curb Weight â€” is the weight of your new vehicle when you picked it up from your authorized
dealer plus any aftermarket equipment. Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. Depending upon the type and
placement of the load, hauling cargo and people may raise the center of gravity of the vehicle.
Contact your authorized dealer or a reliable trailer dealer as soon as possible if you require
assistance. The trailer brakes must meet local and Federal regulations. Changes to towing
conditions include trailer load, vehicle load, road conditions and weather. In the event this
message is seen, F f12 Owners Guide, 2nd Printing USA fus Page Note: Your TBC can be
diagnosed by your authorized dealer to determine exactly which trailer fault has occurred;
however, if the fault is with the trailer this diagnosis is not covered under your Ford warranty.
Ford is not responsible for warranty or performance of the TBC due to misuse or customer

installation. The vehicle can move forward or backward. This position should only be used
when towing the vehicle. Otherwise, no recreational towing is permitted. In case of a roadside
emergency with a disabled vehicle, see Wrecker towing in the Roadside Emergencies chapter.
The emission system heats up the engine compartment and exhaust system, which can start a
fire. Make sure the headlamps and vehicle accessories are off. Make sure the gearshift is in P
Park. Note: Cranking may be stopped at any time by turning the key to the off position. When
the engine starts, release the key, then gradually release the accelerator pedal as the engine
speeds up. If the engine still fails to start, repeat Step 1. Use only an extension cord that can be
used outdoors, in cold temperatures, and is clearly marked Suitable for Use F f12 Owners
Guide, 2nd Printing USA fus Page Block heater operation longer than 3 hours will not improve
system performance and will unnecessarily use additional electricity. Ford does not recommend
disabling this feature except in situations where speed reduction may be detrimental e. Page
The ELD axle is not recommended for use on good traction surfaces such as dry pavement.
Doing so may result in abnormal driving behavior while cornering and excessive tire wear. Move
the shift lever boot by pressing on the edges and moving it up the gearshift lever. Turn the
steering wheel one-half turn to access the slots on each side of the steering wheel. See your
authorized dealer. Apply the parking brake, turn the ignition to off, then remove the key. Using a
screwdriver or similar tool, remove the protective cover to the interlock release access hole,
located to the right of the gearshift lever. If your vehicle is equipped with a floor-shift
transmission, press the gearshift lever release button on the front of the lever while shifting into
the desired gear. Used for improved traction on slippery roads. Selecting 3 Third provides
engine braking. Inclement weather may also affect the function of the RSS; this may include
reduced performance or a false activation. The tone may also be heard if items in the truck bed
protrude rearward outside the bed. Keep the lens clean so the video image remains clear and
undistorted. Clean the lens with a soft, lint-free cloth and non-abrasive cleaner. This is normal
and should be no reason for concern. Provides optimal smoothness and fuel economy at high
speeds. Note: Some noise may be heard as the system shifts or engages; this is normal. The
ELD is designed for off-road use only. Since sudden changes in terrain can result in abrupt
steering wheel motion, make sure you grip the steering wheel from the outside. Do not grip the
spokes. Failure to drive cautiously could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Again, avoid these abrupt inputs. Avoid reducing the
tire pressures but shift to a lower gear and drive steadily through the terrain. Apply the
accelerator slowly and avoid spinning the wheels. Page Rapid pumping of the brake pedal will
help you slow the vehicle and still maintain steering control. If your vehicle has anti-lock brakes,
apply the brakes steadily. Page Snowplowing Wet brakes do not stop the vehicle as quickly as
dry brakes. The Heavy Duty Payload Page Driving Installing the snowplow Weight limits and
guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at See your Ford or Lincoln Mercury dealer.
Page The powertrain control strategy required for snowplowing to provide proper cooling may
increase fan noise that may also be noticed under conditions other than snow plowing. This
program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher Control
Assistance, call Canadian customers who require roadside assistance, call If you need to
arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. Ford Motor Company recommends that the fuel system be inspected by an
authorized dealer after any collision. Page To reinstall the fuse box cover, place the top part of
the cover on the fuse panel, then push the bottom part of the cover until you hear it click shut.
Gently pull on the cover to make sure it is seated properly. Instead, gradually decrease your
speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the road. If
the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Refer
to the instruction sheet located with the jack for detailed tire change instructions. Repeat this
tightness check procedure when servicing the spare tire pressure every six months, as per your
scheduled maintenance information , or at any time that the spare tire is disturbed through
service of other components. Use only Ford recommended replacement fasteners. WARNING:
When a wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Page Jump Starting 4. Check all battery terminals and remove any
excessive corrosion before you attach the battery cables. Ensure that vent caps are tight and
level. Start the engine of the booster vehicle and run the engine at moderately increased speed.
Start the engine of the disabled vehicle. Remove the jumper cable from the ground metal
surface. Note: In the illustrations, lightning bolts are used to designate the assisting boosting
battery. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing

procedure. Page Brake shift interlock in the Driving chapter for instructions. Repairs will be
made using Ford or Motorcraft parts, or remanufactured or other parts that are authorized by
Ford. Ford is also allowed a final repair attempt in some states. If a warranty concern has not
been resolved using the three-step F f12 Owners Guide, 2nd Printing Page United States and
Canada, provided by a network of more than 4, participating authorized dealers. If you did not
take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you
may still be eligible. Since this Page The use of leaded fuel in your vehicle without proper
conversion may damage the effectiveness of your emission control system and may cause
engine knocking or serious engine damage. Page Reporting Safety Defects U. Keep body and
door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Go to the front of the vehicle and release the auxiliary latch that
is located on the front bumper under the grill. Lift the hood until the lift cylinders hold it open.
Transmission fluid dipstick 4. Brake fluid reservoir 4. Engine coolant reservoir 5. Air filter
assembly 6. Power steering fluid reservoir 7. Power distribution box 8. Engine oil filler cap 9.
Engine oil dipstick 3. Washer fluid placed in the cooling system may harm engine and cooling
system components. Turn the engine off and wait 15 minutes for the oil to drain into the oil pan.
Set the parking brake and ensure the gearshift is securely latched in P Park. Open the hood.
Protect yourself from engine heat. Ford production and Motorcraft replacement oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page Battery Lift the battery with a battery carrier or with your hands on opposite
corners. If sprayed on the windshield, engine coolant could make it difficult to see through the
windshield. Mixing Motorcraft Specialty Orange Engine Page Your cooling system may have a
leak. Operating an engine with a low level of coolant can result in engine overheating and
possible engine damage. Used engine coolant should be disposed of in an appropriate manner.
Page When fail-safe mode is activated You have limited engine power when in the fail-safe
mode, so drive the vehicle with caution. WARNING: The flow of fuel through a fuel pump nozzle
can produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel
container. After you are done pumping fuel, slowly remove the fuel filler nozzleâ€”allow about
five seconds after pumping fuel before removing the fuel filler nozzle. This allows residual fuel
to drain back into the fuel tank and not spill onto the vehicle. Octane recommendations Do not
be concerned if your engine sometimes knocks lightly. On restarting, cranking time will take a
few seconds longer than normal. The included funnel has been specially designed to work
safely with your vehicle. Your results will be most accurate if your filling method is consistent.
Page No additional vehicle service is required. If the Service engine soon indicator remains on,
have your vehicle serviced at the first available opportunity. Refer to scheduled maintenance
information. However, if fluid is added at this time, an overfill condition could result when the
vehicle reaches normal operating temperature. The use of these materials may affect
transmission operation and result in damage to internal transmission components. Refer to the
Maintenance product specifications and capacities section in this chapter. Page Air Filter S This
connector will need to be unplugged. Reposition the locking clip on the connector connector
shown from below for clarity , squeeze the connector and pull it off of the air outlet tube.
Remove the air filter element from the air filter housing. Install a new air filter element. The
customer warranty may be void for any damage to the engine if the correct air filter element is
not used. Replace the PCV valve with one that meets Ford material and design specifications for
your vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may
be void for any damage to the emissions system if such a PCV valve is not used. Vehicle line,
series, body type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following
table tells you which transmission each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Ford F Owners Manual. Have a look at the manual Ford F Owners
Manual online for free. E-mail address. Remember login. Login or create new account. Add to
Favourites. View all the pages. Add page 1 to Favourites. Enable zoom. Add page 2 to
Favourites. Seating and Safety Restraints 90 Seating 90 Safety restraints 98 Air bags Child
restraints Driving Starting Brakes Transmission operation Trailer towing Roadside Emergencies
Getting roadside assistance Hazard flasher switch Fuel pump shut-off switch Fuses and relays
Changing tires Jump starting Wrecker towing Customer Assistance Reporting safety defects U.
Add page 3 to Favourites. Accessories Index All rights reserved. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and

retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Add page 4 to Favourites. In addition, certain fluids contained in vehicles and certain
products of component wear contain or emit chemicals known to the State of California to
cause cancer and birth defects or other reproductive harm. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle the greater the safety and pleasure you will derive from driving it.
Furthermore, due to printing cycles it may describe options before they are generally available.
It is an integral part of the vehicle. Fuel pump shut-off switchIn the event of an accident the
safety switch will automatically cut off the fuel supply to the engine. The switch can also be
activated through sudden vibration e. To reset the switch, refer to theFuel pump shut-off
switchin theRoadside emergencieschapter. Add page 5 to Favourites. In this guide, answers to
such questions are contained in comments highlighted by the warning triangle symbol. These
comments should be read and observed. Warning symbols on your vehicle When you see this
symbol, it is imperative that you consult the relevant section of this guide before touching or
attempting adjustment of any kind. Protecting the environment We must all play our part in
protecting the environment. Correct vehicle usage and the authorized disposal of waste
cleaning and lubrication materials are significant steps towards this aim. Information in this
respect is highlighted in this guide with the tree symbol. Try not to drive continuously at the
same speed for the first 1, km 1, miles of new vehicle operation. Vary your speed to allow parts
to adjust themselves to other parts. Drive your new vehicle at least km miles before towing a
trailer. Do not add friction modifier compounds or special break-in oils during the first few
thousand kilometers miles of operation, since these additives may prevent piston ring seating.
SeeEngine oilin the Maintenance and specificationschapter for more information on oil usage.
Add page 6 to Favourites. Any of this information could potentially include information
regarding how the driver operates the vehicle, potentially including but not limited to
information regarding vehicle speed, brake or accelerator application, or steering input. This
information may be stored during regular operation or in a crash or near crash event. Add page
7 to Favourites. Special instructions For your added safety, your vehicle is fitted with
sophisticated electronic controls. Failure to follow the specific warnings and instructions could
result in personal injury. Front seat mounted rear facing child or infant seats should NEVERbe
used in front of a passenger side air bag unless the air bag can be and is turned OFF. Do not
install a snowplow and plow with your vehicle until it has been driven at least km miles. F
SuperCrew, F 5. Ford makes no representation as to the suitability of your vehicle for
snowplowing, in particular regarding the potential for exceeding vehicle weight limits, airbag
SRS deployment sensitivity, vehicle crash integrity, or powertrain durability. The Snowplow
Package Option is not available. Add page 8 to Favourites. Using your vehicle as an ambulance
Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Notice to owners of pickup trucks and utility type vehicles Utility vehicles
have a significantly higher rollover rate than other types of vehicles. Your vehicle is not a
passenger car. As with other vehicles of this type, failure to operate this vehicle correctly may
result in loss of vehicle control, vehicle rollover, personal injury or death. Be sure to
readDriving off roadin theDrivingchapter. Notice to owners of natural gas fueled vehicles Before
you drive your vehicle, be sure to read theDedicated Natural Gas Vehiclesupplement. This book
contains important operation and maintenance information. Notice to owners of F 5. Notice to
owners of the Harley-Davidson F Note:Your vehicle is not designed to be operated off-road. The
undercab chrome bars are for decorative purposes only. Do not step on these bars to enter or
exit the vehicle. Harley-Davidson F vehicles are equipped with high performance tires. When
first driving the vehicle after is has been parked, you may experience a temporary ride
disturbance. This is a characteristic of the tires used on the Harley-Davidson vehicles and
should be no reason for concern. The condition should correct itself within 10â€”15 miles of
driving. Add page 9 to Favourites. By referring to the pages in the provided supplement, you
can properly identify those features, recommendations and specifications that are unique to
your vehicle. Refer to this Owner Guide for all other required information and warnings. Add
page 10 to Favourites. These are some of the symbols you may see on your vehicle. Well, it
consists of the starting-up on the new car, fix tips, strategies, and planning for emergencies.
Whenever your personalized Ford has the vehicle servicing gentle, this normally implies that
you really need to set up an oil change. Often the glow continues to be on following servicing
by an impartial servicing workshop. Generally, the mechanic forgets to reset the sunshine once
the service. This is just one of the lot of useful tidbits in the important book. Very first is new car
configuration. A vast quantity of unique configurations are obtainable by means of owners
manual for new vehicles, such as the keyless entry audio, delays in lighting, the quantity cap for

your audio technique, and other data displays. The learning and adjustment on the alternate
options obtainable can enhance the riding expertise. The pinnacle restraints of the car are
crucial to forestall wounds to the whiplash on the neck often associated having a rear-end
collision. Restrictions should be sufficiently high to coat the pinnacle just earlier mentioned
backbone. Head restraints for many vehicles are height-adjustable. For Ford, individuals who
really do not read the Ford F Lariat Owners Manual are inclined to have a difficult time
modifying it. Subsequent is plan of servicing. Your manual consists of info concerning when
and what to inspect on your own car. This is the rule of thumb, so your neighborhood service
retailer as well as plant distributor might not attempt to buy your profit-driven timetable on your
own car. There is certainly also info about removing on the replacement tire and jack operation.
It looks like a thing that is straightforward to operate on when happens, however it might not
operate in case you are along a crowded highway trying to substitute a tire for the duration of a
wet night. You better not just take this option, and read the Ford F Lariat Owners Manual
alternatively, so you are ready every time anything like that happens. Furthermore, it is possible
to also locate about stress of pneumatics. Newer vehicles use a tire pneumatic stress alert
scheme that implies a low-pressure tire. Learn the right tire stress, how warnings ought to be
interpreted, and how so as to add stress. Additionally, constantly preserve the right stress on
your own tires. Furthermore, once the tires have stood down for three or even more hrs inspect
the inflation pressures. In a natural way, heat tires could have a high stress. Chevrolet Owners
Manual. Prev Article. Next Article. Tags: ford f lariat owners manual ford f supercrew cab
owner's manual ford f xlt supercrew owners manual ford f lariat owners manual ford f lariat
sport owners manual ford f supercrew owners manual ford f xlt supercrew owners manual.
Please pay or make payment arrangements within 72 hours of close of auction. If you are
unsure if this is the proper remote for your vehicle,please check with your local dealer before
purchasing. Skip to main content. Email to friends Share on Facebook - opens in a new window
or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new
window or tab. Add to Watchlist. This listing has ended. Ships to:. United States and many other
countries See details. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab. Delivery times may vary, especially during peak periods. Visit store. Start of add
to list layer. Add to Watchlist Add to wish list. Sign in for more lists. Jan 21, PST. Seller's other
items. Similar sponsored items. Showing Slide 1 of 2 - Carousel. Seller assumes all
responsibility for this listing. Search within store. Back to home page Return to top. Back to
home page. Listed in category:. Email to friends Share on Facebook - opens in a new window or
tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window
or tab Add to Watchlist. Condition: Used. Ended: Jan 21, PST. For additional information, see
the Global Shipping Program terms and conditions - opens in a new window or tab See details.
Item location: Lansdale, Pennsylvania, United States. Skip to main content. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. This listing has ended.
Ships to:. This amount is subject to change until you make payment. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab This
amount includes applicable customs duties, taxes, brokerage and other fees. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab. Start of add to list layer. Add to Watchlist Add to wish list. Sign in for more lists. Feb 23,
PST. May not ship to Ukraine - Read item description or contact seller for shipping options. See
details. Seller's other items. Similar sponsored items. Showing Slide 1 of 2 - Carousel. Seller
assumes all responsibility for this listing. Back to home page Return to top. Back to home page.
Listed in category:. Email to friends Share on Facebook - opens in a new window or tab Share
on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab
Add to Watchlist. Condition: Used. Ended: Feb 23, PST. Shipping: May not ship to Ukraine Read item description or contact seller for shipping options. Item location: Newport, Maine,
United States. Seller: usautoaccessories Seller's other items. I have , miles on my Ford F I have
not had very many issues at all with this truck besides the normal things like wear and tear on
the brakes and tires. I use this truck to haul trailers and often need to use the 4 wheel drive
option. The truck does very well in off road conditions. It has very strong pulling power to it.
The only negative that I can say about this truck is that it doesn't get real great fuel mileage. It
has a huge 37 gallon tank and usually gets around 12 to 14 miles per gallon. If you are getting
an F, just make sure you don't get the 5. They are known for having issues. Outside of this, I
completely love my truck. There is plenty of room in the cab for all kinds of activities. The sound

system is amazing and the suspension makes it a joy to drive. I do a lot of towing with my truck.
I have a 34 ft camper that my family and I take out often. I never have issues pulling the camper
or controlling it. Poor design on the Triton motors. I have had several issues with the radio
panel on the dashboard. The charger and aux cable do not work. Uses a moderate amount of
gas, runs smooth. Body still looks fairly new, there are some rust spots forming around the
wheel and on the flatbed. Still gets a lot of compliments, and it is over 10 yrs old. Riding in my f
is like riding in a comfortable car. I have had little if any maintenance issues and the vehicle has
held up well as it has aged. I prefer the f over other makes of truck I have driven or ridden in
from time to time since buying mine. The only issue I have had is that a couple of tire pressure
sensors have failed. My two favorite features of the truck are the great ride and the roominess of
the cab. I use 4wd frequently in the winter and it is very effective. It would be hard for me to
considering replacing this truck with another make or model. It is a very nice vehicle and just
what we needed, however, if given a choice I would not purchase it again. The vehicle is not
very durable. Thankful we purchase a warranty when we purchased the vehicle. Since
purchasing it I have replaced 2 oxygen sensors, power sliding rear window motor and switch
right front caliper locked up, 3rd brake light leaked water in and stained the headliner now I
need a new blend door actuator for the drivers side another Ford knows they have huge issues
with blend doors yet still put these in there trucks. If I can get my money back out of the truck I
will get rid of it and not purchase another ford I will look at other brands. Great truck. I have had
problems with the four wheel drive with my vehicle at times. Other then that I absolutely love the
inside qualities of the car such as the leather seats and spacious back seat room. I love the rear
back up camera with big screen to see everything around you. The car has been very reliable
with never breaking down on me. Our Ford F extended cab has a V8 engine. The cab is big
enough for 5 people to sit very comfortably. It has a lot of legroom so your legs don't get
cramped and It rides very smoothly. We have a big family so it holds a lot of things we need
while traveling. We use this truck for just about everything from dump runs, hauling large items
to cross country traveling. It is very good on gas mileage. It has a hitch in the back so we can
hook up just about anything we want. From a camper, boat, lift ramp for an ECV and it doesn't
take hardly any time to get it hooked up. It also has a special towing system when you are
towing something. So far we haven't had any trouble with it besides changing the oil and
putting new tires on it. I love this truck and I think that anyone who buys one will feel as I do
about it. Truck has been flawless, until a recent issue. The instrument panel went out. No
complaints about this truck. Generally a good vehicle. I am having issues with trim, such as
leaking seams around doors and moonroof. I am also having issues with one of the door
sensors indicating the door is open when it is not. I have not had any major mechanical issues
with the engine or transmission. My stx has been good until it blew a spark plug. I have owned
my truck for over 8 years and I have had no issues as I do all the recommended maintenance on
it. It's a fast reliable and a very spacious truck that I can tow, haul and take my family on nice
camping trips to various locations. No issues and highly recommended. I recently purchased
my ford f It has k miles. I bought it used, but it is in excellent condition. It runs very smoothly,
compared to the XLT, which was another model I was looking at. I love the size of the cab, there
is lots of legroom as well as storage space. I also really like having a center console rather than
a third front seat. I like that is reliable. Ford is the average brand where I live. We all need trucks
in the Midwest. I use it daily for my work. I like to haul and move stuff. It uses a lot of gas and
that costs a lot. It is old and has rust. Not a family car truck. Not a lot of legroom. I love my ford f
truck. I love everything about it. The exterior is really sleek but looks strong. The interior is very
roomy and comfortable. The fabric is attractive yet durable. I also love the way my truck handles
on and off the road. I am able to tow my boat with ease. I will only buy ford trucks for the rest of
my life. Lots of room in truck especially if you have car seats. Runs great until you reach about
80, miles then you start to have some issues with all fords. The truck looks great. Pretty good
on gas for a larger vehicle. I would not purchase another ford when I do decide to buy again. I
have not had any problems with my truck. We bought it from an individual about 4 years ago, so
I don't know if there were any major issues before that time. The only thing we have done is
replace the tires. It is a four door which allows room for extra passengers and it has a bed cover
which keeps everything dry or protected from theft. My vehicle is extremely reliable. I have not
had any problems with it. The back seat is very spacious and can easily fit 3 car seats at one
time. The seats fold up to provide maximum space for any kind of transportation and traveling
needs. The seats are lined with fabric and are comfortable to sit in, even for long car rides. I
drive it state to state frequently. The radio system is enjoyable and easy to use. You can go
miles before the tank is empty. I love it! Extended cab can hold 5 passengers Gas mileage set
up on engine gives best gas mileage Air conditioned. Extended gear range on automatic
transmission Has sway correction for towing Has towing set up for hitch and electrical setup. I

have never Had an engine or performance issue. The Sync media operating system is amazing.
The four wheel drive is amazing epic. This vehicle has saved my life with exceptional handling
more than once in the snow. The only problem I currently have is that the inside door handles
are peeling the metallic coating, and it cuts your hands occasionally. The truck handles very
well except in wet conditions. If you put weight in the bed of the truck, it helps with the
handling. The paint on the exterior is dusting off but that is the only cosmetic issues I have had.
I've never had an engine issues. The one thing I do not like about the truck is there is not way to
adjust the seat height. You can lean is back and forth by not change it vertically. Other than
that, the truck is very comfortable and is a very smooth ride. The color isn't all that great. Knock
on wood the vehicle seems to be well built and runs well. I use during hunting season and it
gets me everywhere I need to go, I really do wish it was four-wheel drive. The gas mileage is not
great but it's not bad either. The computer system in it is useful I do like that feature. Change
Year. Owner Reviews See below. Expert Review. For Sale Near Me. Owner Reviews. Filter by:
Rating. Feature Reviews. Comfort Reviews. Fuel Economy Reviews. Value Reviews. Interior
Reviews. Problems Reviews. Reliability Reviews. King Ranch. Search by keyword. Most Helpful.
Most Recent. Highest Rating. Lowest Rating. James W wrote on January 29, Nate H wrote on
November 21, Ann wrote on October 6, Erin W wrote on October 5, Sean K wrote on August 22,
Cynthia C wrote on July 21, Greg D wrote on June 16, Jo EllenJones wrote on January 21, Cody
B wrote on December 27, Teresa S wrote on December 24, Guru wrote on November 23, Brandy
G wrote on November 20, Ann wrote on October 27, Christian P wrote on September 19, Nikki S
wrote on September 19, L B wrote on September 19, Lewis F wrote on September 19, Cami D
wrote on September 19, Maddie L wrote on September 19, Thomas S wrote on September 19,
Benjamin H wrote on September 19, Shaun J wrote on September 19, Continue to Overview.
Instrument Cluster. Warning lights and chimes. Entertainment Systems. Auxiliary input jack
Line in. USB port. Satellite radio information. Navigation system. Climate Controls. Manual
heating and air conditioning. Dual electronic automatic temperature control. Navigation system
based climate control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Message center. Owners
Guide own , 3rd Printing. USA fus. Automobile Ford F Owner's Manual pages. Ford motor
company ford f owner's guide pages. Ford motor company automobile quick reference guide 2
pages. Ford may change the contents without notice and without incurring obligation. Page 4:
Introduction The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 Do not add friction modifier compounds or
special break-in oils since these additives may prevent piston ring seating. See Engine oil in the
Maintenance and Specifications chapter for more information on oil usage. Please note that
once Assist if equipped is enabled set ON , Assist may, through any Page 8 Introduction Using
your vehicle as an ambulance Do not use this vehicle as an ambulance. Your vehicle is not
equipped with the Ford Ambulance Preparation Package. Notice to owners of pickup trucks and
utility type vehicles WARNING: Utility vehicles have a significantly higher rollover rate than
other types of vehicles. Ford strongly recommends that drivers use extreme caution when using
any device that may take their focus off the road. Report the fault to a dealer at the earliest
opportunity. If the light fails to display when the ignition is turned on, or remains on, have the
system serviced immediately by your authorized dealer. To reset the trip, press and hold the
stem until it resets. If the gauge continues to show high temperatures, see your authorized
dealer. The system will then begin playing that track. The system will advance to that specific
folder. If a specific category is selected, Jazz, Rock, News, etc. You can save up to 20 song
titles. Page 33 5. For safety reasons, connecting or adjusting the settings on your portable
music player should not be attempted while the vehicle is moving. Page 35 CD units are
designed to play commercially pressed 4. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Page Ford
Motor Company shall not be responsible for any such programming changes. Page 39 The
system is working properly. The system is working properly. Direct the outer instrument panel
vents towards the side windows. To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. The driver side temperature setting will
appear in the upper left corner of the display. The system will automatically provide outside air
to reduce window fogging. Press this button again to return to the previous air flow selection.
Passenger heated seat: Press to control the passenger heated seat. Refer to Heated and cooled
seats in the Seating and Safety Restraints chapter for more information. This feature will
remove ice and snow from the side view mirrors. Recirculated air may also help reduce
undesirable odors from entering the vehicle. Select 2. Adjust the temperature control to
maintain comfort. Set the fan speed to the highest setting. At this point, the headlamps and park

lamps will turn on. Deselect the autolamps after the desired autolamp delay time maximum of
three minutes. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. If your vehicle has been in an accident, the alignment of your
headlamps should be checked by your authorized dealer. Repeat Steps 3â€”5 for the other
headlamp. Close the hood and turn off the lamps. The rear dome lamp can be turned on or off
by sliding the control. Once the three retaining screws have been removed, slide the headlamp
assembly forward, disconnecting the two snap attachments at the fender. Disconnect the
electrical connector from the bulb by pulling rearward. Remove bulb socket from the lamp
assembly by turning it counterclockwise. Pull bulb straight out of socket and press in the new
bulb. Install the new bulb s in reverse order. Pull out the old bulb from the socket and push in
the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. Check the
washer fluid level frequently. Do not operate the wipers when the windshield is dry. You will feel
the steering column bounce back slightly. A correct zone setting will eliminate this error. Refer
to Compass zone adjustment. Start the vehicle. To close, push assembly in completely and
release. This noise can be alleviated by lowering a front window approximately two to three
inches. Without microphone F f12 Owners Guide own , 3rd Printing USA fus Page Mirrors The
power side view mirror positions are saved when doing a memory set function and can be
recalled along with the vehicle personality features when a memory position is selected through
the remote entry F f12 Owners Guide own , 3rd Printing USA fus Page 76 Should this occur, wait
approximately three minutes with the vehicle running and up to 10 minutes with the vehicle off,
for the system to reset and for function to return to normal. This feature provides an indicator to
the driver that the vehicle turn signal is working properly. Press the ON control and release 2.
Accelerate to the desired speed. This will automatically return the vehicle to the previously set
speed. Press and hold to exit phone mode or end a call. Pull and hold the TILT control to close
the moon roof. To program additional HomeLink buttons begin with Step 1 in this section. For
questions or comments, please contact HomeLink at In the event that there are still
programming difficulties, contact HomeLink at Waiting four seconds or pressing the RESET
control cycles the message center through each of the language choices. Refer to Trailer towing
in the Tires, Wheels and Loading chapter for more information. To remove the floor mat, reverse
the installation procedure. Partially lower tailgate and carefully feed tailgate harness up through
the gap between the pickup box and the bumper. Place the tailgate harness out of the way
under the pickup box. Do not exceed lbs kg. Note: This feature is not intended for off-road
usage. Open the latches to release the panels. Rotate the panels toward the tailgate. Repeat
Steps 1â€”3 for the other side of the bed extender. This will ensure that the cleat is properly
oriented to accept accessory attachments. These items can then be slid to either side, and
secured the same way as the side rails. When locked, the push-button will not depress when
pushed. Turn the ignition from the on to the off position. Press the power door unlock control
three times. Turn the ignition back to the on position. The horn will chirp. The user should
receive a horn chirp to indicate the system has been disabled or a chirp followed by a honk to
indicate the system has been enabled. Repeat the procedure to switch back to two-step
unlocking. Note: The seat will not travel to its final position if the key is not in the ignition and
the easy entry feature is enabled. Repeat this procedure for another remote transmitter if
desired. A tone will be heard when the deactivation is complete. Repeat this procedure for
another remote entry transmitter if desired. Replacing the battery The remote entry transmitter
uses one coin type three-volt lithium battery CR or equivalent. The dome lamp control if
equipped must not be set to the off position for the illuminated entry system to operate. Within
five seconds, press the power door control two times. Note: One horn chirp should be heard,
indicating the system has been disabled. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. Page 3 on position for at least three seconds, but no more
than 10 seconds. Turn the ignition to the 1 off position and remove the first coded key from the
ignition. If failure repeats, bring your vehicle to your authorized dealer to have the new spare
key s programmed. Whenever possible it should be installed and properly adjusted when the
seat is occupied. Make sure that the seat is relatched into place. For less lumbar support, turn
the lumbar support control toward the rear of vehicle. Refer to Front passenger sensing system
section for additional details. Failure to follow these instructions may interfere with the front
passenger seat sensing system. Press the control to recline the seatback forward or rearward.
A position can only be recalled when the transmission gearshift is in Park automatic
transmission. A memory seat position may be programmed at any time. Continue pressing to
scroll through the other settings; medium heat two indicator lights , low heat one indicator light
or off. Move the front seats all the way forward and up to ease access. Raise the head restraint

by pulling up on the head restraint. Pull up the head restraint until it reaches the highest
adjustment position. Pull control on the bottom of the seat cushion to release seat cushion from
storage position. Push seat cushion down until it rests into the horizontal position. Front safety
belt usage sensors The front safety belt usage sensors detect whether or not the driver and
front outboard passenger safety belts are fastened. Unless serviced, the system may not
function properly in the event of a collision. To unfasten, push the release button and remove
the tongue from the buckle. Energy management retractors Your vehicle has a safety belt
system equipped with energy management retractors at the driver and front outboard
passenger seating positions. Refer to Safety restraints for children or Safety seats for children
later in this chapter. Refer to the Safety belt maintenance section in this chapter. This time does
not count towards the five-minute expiration time. Also, use the safety belt extension only if the
safety belt is too short for you when fully extended. The airbag supplemental restraints are an
integral part of the Personal Safety System. If you must use a forward-facing child seat in the
front seat, move the seat all the way back. A properly seated occupant sits upright, leaning
against the seat back, and centered on the F f12 Owners Guide own , 3rd Printing USA fus Page
DO NOT attempt to repair or service the system; take your vehicle immediately to an authorized
dealer. Page Side airbags are designed to inflate in side-impact collisions, not roll-over,
rear-impact, frontal or near-frontal collisions, unless the collision causes sufficient lateral
deceleration. Page Accident statistics suggest that children are safer when properly restrained
in the rear seating positions than in a front seating position. Page Children 12 and under should
be properly restrained in a rear seating position whenever possible. If all children cannot be
seated and restrained properly in a rear seating position, properly restrain the largest child in
the front seat. To avoid risk of injury, occupants should only use seating positions where they
are able to be properly restrained. Position the child safety seat in a seat with a combination lap
and shoulder belt. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt
together. If the retractor is not locked, unbuckle the belt and repeat Steps 5 and 6. The shoulder
belt must be snug to keep the lap belt tight during a collision. Page There should be no more
than one inch 2. If the safety seat is not anchored properly, the risk of a child being injured in a
collision greatly increases. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. This increases traction which may enable
you to safely drive over terrain and road conditions that a conventional two-wheel drive vehicle
cannot. Department of Transportation-Tire quality grades: The U. Department of Transportation
requires Ford Motor Company to give you the following information about tire grades exactly as
the government has written it. Page TIRES Tires are designed to give many thousands of miles
of service, but they must be maintained in order to get the maximum benefit from them.
Remember that a tire can lose up to half of its air pressure without appearing flat. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Page TIRE CARE Inspecting your tires Periodically inspect the
tire treads for uneven or excessive wear and remove objects such as stones, nails or glass that
may be wedged in the F f12 Owners Guide own , 3rd Printing USA fus Page You should replace
your spare tire when you replace the road tires or after six years due to aging even if it has not
been used. Page The tire pressure sensors mounted in the wheels originally installed on your
vehicle are not designed to be used in aftermarket wheels. Page Rotating your tires at the
recommended interval as indicated in the scheduled maintenance information that comes with
your vehicle will help your tires wear more evenly, providing better tire performance and longer
tire life. The TPMS reset procedure needs to be performed after tire rotation only on these
vehicles. Maximum Load Single lb. Refer to the payload description and graphic in the Vehicle
loading â€” with and without a trailer section. Refer to Tire rotation in this chapter. If any tire is
under-inflated, carefully drive the vehicle to the nearest location where air can be added to the
tires. Inflate all the tires to the recommended inflation pressure. Page 3. Press and hold the
brake pedal for two 2 seconds, then release. Use of any tire or wheel not recommended by Ford
can affect the safety and performance of your vehicle, which could result in an increased risk of
loss of vehicle control, vehicle rollover, personal injury and death. Page Vehicle Loading It does
not include passengers, cargo, or optional equipment. Vehicle Curb Weight â€” is the weight of
your new vehicle when you picked it up from your authorized dealer plus any aftermarket
equipment. Overloading or improperly loading your vehicle can contribute to loss of vehicle
control and vehicle rollover. Park the unloaded vehicle on a level surface. With the ignition on
and all doors closed, allow the vehicle to stand for several minutes so that it can level. It is the
responsibility of the customer to ensure that the trailer brakes are adjusted appropriately,
functioning normally and all electric connections are properly made. When a trailer with electric
brakes is plugged in, the trailer connection indicator will illuminate blue on the TBC and the

GAIN setting display will illuminate. Ford is not responsible for warranty or performance of the
TBC due to misuse or customer installation. Refer to the Climate controls chapter for more
information. Otherwise, no recreational towing is permitted. In case of a roadside emergency
with a disabled vehicle, see Wrecker towing in the Roadside Emergencies chapter. The
emission system heats up the engine compartment and exhaust system, which can start a fire.
Make sure the headlamps and vehicle accessories are off. Make sure the gearshift is in P Park.
Note: Cranking may be stopped at any time by turning the key to the off position. When the
engine starts, release the key, then gradually release the accelerator pedal as the engine speeds
up. If the engine still fails to start, repeat Step 1. WARNING: To reduce the risk of electrical
shock, do not use your heater with ungrounded electrical systems or two-pronged cheater
adapters. To clean them, use a dry cloth. The ABS will be activated immediately, allowing you to
retain steering control during hard braking and on slippery surfaces. However, the ABS does
not decrease stopping distance. You may also hear a whoosh of air from under the instrument
panel during this severe condition. Ford does not recommend disabling this feature except in
situations where speed reduction may be detrimental e. Page The ELD axle is not recommended
for use on good traction surfaces such as dry pavement. Doing so may result in abnormal
driving behavior while cornering and excessive tire wear. Move the shift lever boot by pressing
on the edges and moving it up the gearshift lever. Turn the steering wheel one-half turn to
access the slots on each side of the steering wheel. See your authorized dealer. Apply the
parking brake, turn the ignition to off, then remove the key. Using a screwdriver or similar tool,
remove the protective cover to the interlock release access hole, located to the right of the
gearshift lever. N Neutral With the gearshift lever in N Neutral , the vehicle can be started and is
free to roll. Hold the brake pedal down while in this position. When the engine is turned off, the
shift data which includes the adaptive information will be stored automatically in F f12 Owners
Guide own , 3rd Printing USA fus Page Hold the brake pedal down while in this position.
Transmission operates in gears one through six. Keep the lens clean so the video image
remains clear and undistorted. Clean the lens with a soft, lint-free cloth and non-abrasive
cleaner. Always set the parking brake fully and turn off the ignition when leaving the vehicle.
Place the transmission in N Neutral. Move the 4WD control to the desired position. The ELD is
designed for off-road use only. Since sudden changes in terrain can result in abrupt steering
wheel motion, make sure you grip the steering wheel from the outside. Do not grip the spokes.
Failure to drive cautiously could result in an increased risk of loss of vehicle control, vehicle
rollover, personal injury and death. Again, avoid these abrupt inputs. Apply the accelerator
slowly and avoid spinning the wheels. Page Rapid pumping of the brake pedal will help you
slow the vehicle and still maintain steering control. If your vehicle has anti-lock brakes, apply
the brakes steadily. Page Snowplowing Wet brakes do not stop the vehicle as quickly as dry
brakes. The Heavy Duty Payload Page Driving Installing the snowplow Weight limits and
guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at See your Ford or Lincoln Mercury dealer.
Page The powertrain control strategy required for snowplowing to provide proper cooling may
increase fan noise that may also be noticed under conditions other than snow plowing. This
program is separate from the New Vehicle Limited Warranty. Page Hazard Flasher Control
Assistance, call Canadian customers who require roadside assistance, call If you need to
arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles. To obtain reimbursement
information, U. Ford Motor Company recommends that the fuel system be inspected by an
authorized dealer after any collision. Page To reinstall the fuse box cover, place the top part of
the cover on the fuse panel, then push the bottom part of the cover until you hear it click shut.
Gently pull on the cover to make sure it is seated properly. Instead, gradually decrease your
speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the road. If
the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Do not
fully tighten the lug nuts until the wheel has been lowered. Lower the wheel by turning the jack
handle counterclockwise. Slide the wheel partially under the vehicle and install the retainer
through the wheel center. Pull on the cable to align the components at the end of the cable. Use
only Ford recommended replacement fasteners. WARNING: When a wheel is installed, always
remove any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel
or the surface of the wheel hub, brake drum or brake disc that contacts the wheel. Page Jump
Starting Do not attempt to push-start your automatic transmission vehicle. Automatic
transmissions do not have push-start capability. Attempting to push-start a vehicle with an
automatic transmission may cause transmission damage. Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Connect the negative - cable to the
negative - terminal of the assisting battery. Start the engine of the disabled vehicle. Once the

disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Remove the jumper cable from the ground metal surface. Do
not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure.
Page Brake shift interlock in the Driving chapter for instructions. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final repair attempt in some states. If a warranty concern has not been resolved
using the three-step F f12 Owners Guide own , 3rd Printing Page United States and Canada,
provided by a network of more than 4, participating authorized dealers. If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this Page The use of leaded fuel in your vehicle without proper conversion
may damage the effectiveness of your emission control system and may cause engine knocking
or serious engine damage. Page Reporting Safety Defects U. For King Ranch SuperCrew leather
seats, refer to separate section in this chapter. Keep body and door drain holes free from
packed dirt. These quality products have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and appearance of your vehicle. Go
to the front of the vehicle and release the auxiliary latch that is located on the front bumper
under the grill. Lift the hood until the lift cylinders hold it open. Transmission fluid dipstick 4.
Brake fluid reservoir 4. Engine coolant reservoir 5. Air filter assembly 6. Power steering fluid
reservoir 7. Power distribution box 8. Engine oil filler cap 9. Engine oil dipstick 3. Washer fluid
placed in the cooling system may harm engine and cooling system components. Turn the
engine off and wait 15 minutes for the oil to drain into the oil pan. Set the parking brake and
ensure the gearshift is securely latched in P Park. Open the hood. Protect yourself from engine
heat. Ford production and Motorcraft replacement oil filters are designed for added engine
protection and long life. If a replacement oil filter is used that does not meet Ford material and
design specifications, start-up engine noises or knock may be experienced. Page Battery Lift
the battery with a battery carrier or with your hands on opposite corners. If sprayed on the
windshield, engine coolant could make it difficult to see through the windshield. Mixing
Motorcraft Specialty Orange Engine Page Recycled engine coolant Ford Motor Company does
NOT recommend the use of recycled engine coolant since a Ford-approved recycling process is
not yet available. Used engine coolant should be disposed of in an appropriate manner. Page If
the engine coolant supply is depleted, this feature allows the vehicle to be driven temporarily
before incremental component damage is incurred. Restart the engine and take your vehicle to
an authorized dealer. Driving the vehicle without repairing the engine problem increases the
chance of engine damage. Take your vehicle to an authorized dealer as soon as possible.
Inhaling too much fuel vapor of any kind can lead to eye and respiratory tract irritation. In
severe cases, excessive or prolonged breathing of fuel vapor can cause serious illness and
permanent injury. Otherwise, fuel may spray out, which could cause serious personal injury. If
the problems persist, see your authorized dealer. This could damage the fuel system and its
seal, and may cause fuel to run onto the ground instead of filling the tank, which could result in
serious personal injury. Follow one of the simple calculations in order to determine fuel
economy: Calculation 1: Divide total miles traveled by total gallons used. Calculation 2: Multiply
liters used by , then divide by total kilometers traveled. Refer to Maintenance product
specifications and capacities in this chapter. Your fuel economy may vary depending upon the
method of operation and conditions. Page OBD-II may not have symptoms that are apparent,
continued driving with the service engine soon indicator on can result in increased emissions,
lower fuel economy, reduced engine and transmission smoothness, and lead to more costly
repairs. Refer to scheduled maintenance information. However, if fluid is added at this time, an
overfill condition could result when the vehicle reaches normal operating temperature. The use
of these materials may affect transmission operation and result in damage to internal
transmission components. Refer to the Maintenance product specifications and capacities
section in this chapter. Page Air Filter S This connector will need to be unplugged. Reposition
the locking clip on the connector connector shown from below for clarity , squeeze the
connector and pull it off of the air outlet tube.
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Remove the air filter element from the air filter housing. Install a new air filter element. The
customer warranty may be void for any damage to the engine if the correct air filter element is
not used. Replace the PCV valve with one that meets Ford material and design specifications for
your vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may
be void for any damage to the emissions system if such a PCV valve is not used. Vehicle line,

series, body type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following
table tells you which transmission each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. This manual is also suitable
for: f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

