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the Click To Bid button to see this item on eBay. Cab suspension: fixed, exhaust: horizontal.
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well maintained. Clear title in hand. GVWR, ,, Cummins 6. For complete listing information
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business. Made good money, moving west to try something new. Cab suspension: fixed,
exhaust: horizontal; engine model: 6. Site map Contact Us Privacy Policy. More stars mean
safer cars. Learn about crash test ratings. Combines Driver and Passenger star ratings into a
single frontal rating. The frontal barrier test simulates a head-on collision between two similar
vehicles, each moving at 35 mph. The Side Barrier test simulates an intersection collision
between a standing vehicle and moving barrier at The Side Pole Barrier test simulates a crash
into a fixed object like a tree or utility pole. The Rollover Resistance test measures the risk of
rollover in a single-vehicle, loss-of-control scenario. Learn about safety technology. This is a
record of safety issues for vehicles of this year, make, model and trim. The vehicle identification
number tells you if your car is affected. Learn about our recall process. Report a problem with
your vehicle, tires, car seats or other equipment. We review every problem as we work to keep
our roads safe. Report a safety problem. Every vehicle has a unique VIN. Enter a VIN to learn if a
specific vehicle needs to be repaired as part of a recall. Recall information from this VIN lookup
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Comparison Tool. Safety Ratings. Learn about crash test ratings Combines Driver and
Passenger star ratings into a single frontal rating. Learn about our recall process Have a safety
problem? Report a safety problem Find recalls by VIN. Search by VIN. Recently Searched. We
have lots more on the site to show you. You've only seen one page. Check out this post which
is one of the most popular of all time. If you own a Ford F, the weight is an important
consideration for many different reasons. I am using the curb weight measurements here, as
that tells you what the vehicle weighed when it was first manufactured, with no modifications,
customization, add-ons, or load added. But it does include a tank of fuel and all the necessary
operating fluids such as coolants and oils. You can read more about what curb weight means
here. If you know your curb weight, you can subtract that from the GVWR gross vehicle weight
rating. These medium-duty trucks were first released in the year , and are used primarily for
towing, construction, and box van purposes. Popular with businesses and local government
agencies, they were manufactured in Mexico up until , when production moved to Avon Lake in
Ohio. You might also be interested in the Ford F Pickups manufacturer who build customized
and modified versions which have become really popular since Hi I'm Josh and I'm a huge
pickup enthusiast. I started this website in in order to share all my projects and custom mod
tips that I've done with my own Ford F The new Land Rover navigation update is out now. The
links below will take you through to the lowest possible prices and best deals on official GPS
maps. To see the latest prices, click the link On this page you can find links which take you
through to the lowest possible prices and best deals on official GPS maps. To see Skip to
content. Before you go, check this out! Continue Reading. We can deliver from our door to
yours. We specialize in commercial vehicles of all makes and sizes, late model pre-owned cars
and trucks, as well as motorcycles and boats. We have many more units in stock that are not
listed on ebay. Call if you do not see exactly what your looking for. If we have it, we will put an
auction up just for you. At our dealership we work very hard to accurately describe our vehicles
through text descriptions and elaborate photos. When you purchase a pre-owned vehicle it is
not a new vehicle. Any used vehicle can have normal wear and blemishes. Before placing a bid
please read the descriptions thoroughly and view all pictures. Auction Policies Customers with
zero or negative feedback on eBay Motors please contact us prior to bidding. Otherwise, we
reserve the right to cancel your bid. Understand this is only to protect the integrity of the
auction. Winning bidder must contact the dealership within 24 hours of the auction close and
the purchase transaction completed within 5 calendar days. We reserve the right to re-list or sell
the vehicle in the event of a non-paying bidder. Buyer Pickup A representative from our
dealership can be available for pickup at area airports when necessary. Buyers must schedule
pickup prior to making travel arrangements. Please call with your destination to get a cost for

transportation to be paid at the time of the transaction. We specialize in commercial vehicles of
all makes and sizes, late model pre-owned cars and trucks. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. Picture
Information. Mouse over to Zoom - Click to enlarge. Seller information sunlnr Contact seller.
Visit store. See other items More See all. Item Information Condition:. The listing has ended.
Current bid:. Reserve not met. A reserve price is the minimum price the seller will accept. This
price is hidden from bidders. To win, a bidder must have the highest bid and have met or
exceeded the reserve price. Your max bid:. Place bid Resume bidding , if the page does not
update immediately. Add to Watchlist Remove from watch list. Watch list is full. See item
description for shipping details. Item location:. Bluffton, Ohio, United States. Ships to:. Report
item - opens in a new window or tab. Seller assumes all responsibility for this listing. Toll Free:
Phone: Type Less thermal overcrank protection. Tires Please do not bid if you're not seriously
interested or financially able to purchase this vehicle. Cancel any and all bids at our discretion,
or end the auction early if necessary. Bidders Age: You must be 18 years of age or older to Bid.
Special eBay Bid Retraction Rules: Please read eBay's "Retracting a Bid" If you place a bid
before the last hour period of the auction: You may retract that bid before that last hour period
but only for exceptional circumstances. You will not be allowed to retract that bid during the last
hour period of the auction. If you place a bid during the last hour period of the auction: You will
be allowed to retract the bid for exceptional circumstances but only if you do so within one hour
after placing the bid. If you plan to have a buyers inspection, please make sure you inspect the
vehicle prior to the auction ending. Inspection fees if any are Buyers responsibility.
Representations and Warranties made by seller: This vehicle is being sold "as is".
Manufacturers warranties may still apply. No representations or warranties are made by seller,
nor are any representations or warranties relied upon by bidders in making bids. Taxes and
Registration fees: Out of state buyers are responsible for all state, county, city taxes and fees,
as well as title service fees in the state that the vehicle will be registered. All taxes and fees
must be paid in full in order for vehicle to be titled and registered. Title Information : Vehicles
titles may be held by banks or lenders as collateral for loans. In many cases there is a delay in
receiving the original instruments up to 21 days from the time we pay a vehicle off. While we
usually have all titles in our possession at closing, there are occasions where we may be
waiting for them to arrive. If payment is made by cashier's checks we will hold all titles for 10
days or until funds have cleared. We assume no responsibility for damages incurred after the
vehicle leaves our showroom. We are not affiliated with any carrier. The amount of time it takes
for delivery is dependent on the carrier, but is generally days from the date the vehicle is picked
up from our facility until it is delivered to your destination. Verify with the shipper for an
Estimate Time of Arrival to be sure. If we cannot confirm your intention to buy or the sale is not
completed within 5 days, we reserve the right to relist this vehicle or sell to any other qualified
buyer. We will not accept any personal or business checks for any reason. Within 72 hours of
bid closing, Buyer must send balance of funds by bank certified funds to Seller. Furthermore,
before said vehicle is released for shipment to Buyer, all other Sale related and title related
paperwork must be signed and returned complete to Seller. Terms: Auction Policies Customers
with zero or negative feedback on eBay Motors please contact us prior to bidding. Payment
details. Back to home page Return to top. Back to home page. Listed in category:. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not
available Photos not available for this variation. Other - See seller's payment instructions. Page
4 Table of Contents Transmission Transmission operation Page 5 Table of Contents Fuses
Changing a fuse Page 7 Errors and omissions excepted. We recommend that you take some
time to get to know your vehicle by reading this manual. The more that you know about it, the
greater the safety and pleasure you will get from driving it. These are some of the symbols you
may see on your vehicle. Page 10 In order to properly diagnose and service your vehicle, Ford
Motor Company, Ford of Canada, and service and repair facilities may Page 11 See If you have
financed or leased your vehicle through Ford Credit, thank you for your business. Page 12
Genuine Ford and Motorcraft replacement parts are the only replacement parts that benefit from
a Ford Warranty. Damage caused to your vehicle as a result of the failure of non-Ford parts may
not be covered by the Ford Warranty. For additional information, see the terms and conditions
of the Ford Warranty. We strongly recommend that you use extreme caution when using any
device that may take your focus off the road. Your primary responsibility is the safe operation of
your vehicle. Follow the steps listed in this section to verify a proper vehicle inspection
procedure. Page 15 Vehicle Inspection Guide Engine compartment with engine off Engine oil
Use the dipstick to verify the oil level is in the proper operating range. See Engine oil check in

the Maintenance chapter. Engine coolant Look through the plastic reservoir or the clear sight
glass on the reservoir depending upon vehicle equipment and verify the coolant level is within
the proper operating range. Page 16 Vehicle Inspection Guide Engine starting with parking
brake applied Safety and Before entering the cab, verify that the vehicle is emergency equipped
with spare electrical fuses if used , equipment three red reflective triangles, a properly charged
and rated fire extinguisher and wheel chocks. Walk around the vehicle and verify all steps and
grab handles, inside and out as well as behind , are tight and clean. Page 17 Vehicle Inspection
Guide Engine starting with parking brake applied Steering linkage Inspect for excessive free
play in the steering linkages. The steering wheel should have less free play than 2 inches 5
centimeters of free play at its rim. Full power Pump the brake pedal several times with the
hydraulic brake ignition in the off or run position. Verify all couplings are secure. Slack
adjusters Inspect for broken, loose or missing parts. Note: The angle between the push rod and
adjuster arm should be approximately 90 degrees when the brakes are applied. Leaks Inspect
for leaks from the tanks. Note: Inspect rear running lights separately from signal, flasher and
brake lights. Page 22 Vehicle Inspection Guide Rear suspension Torsion arm and Verify torsion
arm is not cracked, broken or shock absorbers missing. Inspect the shock absorber for cracks
or leaks. There should be no missing or broken mounting bolts or worn bushings. Page 23
Vehicle Inspection Guide Trailer If you are pulling a trailer, perform an inspection of the trailer
similar to that of the tractor. The inspection should follow trailer manufacturer
recommendations and should include at a minimum: general condition, landing gear, doors,
sides, lights, reflectors, suspension, brakes, tires, wheels, cargo placement, stability and
tie-downs. Page 25 Child Safety Recommendations for Safety Restraints for Children
Recommended Child size, height, weight, or age restraint type Infants Children weighing 40 lb
18 kg or less Use a child safety generally age four or younger. Page Child Seat Positioning Child
Safety Child Seats Use a child safety seat sometimes called an infant carrier, convertible seat,
or toddler seat for infants, toddlers or children weighing 40 pounds 18 kilograms or less
generally age four or younger. Never place a rear-facing child seat in front of an active airbag.
They can slide around and increase the likelihood of injury or death in a crash. These objects
may become projectiles in a crash or sudden stop, which may increase the risk of serious
injury. Page Booster Seats Child Safety Note: The child seat must rest tightly against the vehicle
seat upon which it is installed. It may be necessary to lift or remove the head restraint. See the
Seats chapter for information on head restraints. Page 30 Child Safety Children and booster
seats vary in size and shape. Choose a booster that keeps the lap belt low and snug across the
hips, never up across the stomach, and lets you adjust the shoulder belt to cross the chest and
rest snugly near the center of the shoulder. Page 32 Child Safety 2. Pull down on the shoulder
belt and then grasp the shoulder belt and lap belt together. Page 33 Child Safety 5. To put the
retractor in the automatic locking mode, grasp the shoulder portion of the belt and pull
downward until all of the belt is pulled out. The belt will click as it retracts to indicate it is in the
automatic locking mode. Page 34 There should be no more than one inch two and a half
centimeters of movement for proper installation. Page 35 Child Safety 1. Position the child
safety seat in the center front seat. Slide the tongue up the webbing. Page 36 Child Safety 4.
Insert the belt tongue into the proper buckle the buckle closest to the direction the tongue is
coming from for that seating position until you hear a snap and feel the latch engage. Make sure
the tongue is latched securely by pulling on it. In Canada, check with your local St. The tether
strap may not work properly if attached somewhere other than the correct tether anchor. Page
39 If the safety seat is not anchored properly, the risk of a child being injured in a crash greatly
increases. If your child restraint system is equipped with a tether strap, and the child restraint
manufacturer recommends its use, Ford also recommends its use. Tether Strap Attachment
Rear SuperCab Only There are three loops of webbing just above the back of the rear seat along
the bottom edge of the rear window in the SuperCab. Page 40 Child Safety Many tether straps
cannot be tightened if the tether strap is hooked to the loop directly behind the child seat. To
provide a tight tether strap: 1. Route the tether strap through the loop directly behind the child
seat. The childproof locks are located on the rear edge of each rear door and must be set
separately for each door. The front and rear outboard safety restraints in the vehicle are
combination lap and shoulder belts. The front and rear seat passenger outboard safety belts
have vehicle sensitive emergency locking retractors and automatic locking retractors. When the
lap and shoulder safety belt is buckled, the cinch tongue allows the lap portion to be shortened,
but pinches the webbing to keep the lap portion from getting longer. The lap portion of the
safety belt should fit snug and be positioned low across the hips. The shoulder portion of the
safety belt should be positioned across the chest. The belt will still retract to remove any slack
in the shoulder belt. The automatic locking mode is not available on the driver safety belt or the
optional front or rear center safety belt. Failure to adjust the safety belt properly could reduce

the effectiveness of the safety belt and increase the risk of injury in a crash. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a crash be
replaced. In case of loss, replacement keys are available from an authorized dealer. You should
always carry a second key with you in a safe place in case you require it in an emergency.
Power Door Locks If Equipped The power door lock switches are on the driver and front
passenger door panels. Unlock B. Pull and hold the steering wheel release lever. Adjust the
steering wheel to the desired position then release the lever. Note: Make sure you switch off the
windshield wipers before entering a car wash. Note: Clean the windshield and wiper blades if
they begin to leave streaks or smears. If your vehicle is a tractor, the turn signals may not shut
off when a turn is completed. This is normal. They may seriously injure themselves. WARNING:
When closing the power windows, you should verify they are free of obstructions and make
sure that children and pets are not in the proximity of the window openings. Page 61 Windows
and Mirrors Adjust the auxiliary convex mirrors. Convex mirrors are a ball-stud design for
precise adjustment to maximize viewing area. Left-hand mirror B. Make sure that you fully
engage the mirror in its support when returning it to its original position. Power-Folding Mirrors
If Equipped Note: Using the mirrors 10 or more times within one minute, or repeated folding and
unfolding of the mirrors while holding the control down during full travel, may disable the
system to protect motors from overheating. Page 63 Windows and Mirrors Telescoping Mirrors
If Equipped This feature allows the mirror to extend approximately 3 inches 75 millimeters. It is
especially useful when towing a trailer. You can manually push or pull the mirrors in to the
desired position. Metric similar. Engine oil pressure gauge B. Engine coolant temperature gauge
C. Diesel exhaust fluid DEF gauge D. Fuel gauge E. Speedometer F. Information display. See the
Information Displays chapter for more information. At normal operating temperature, the level
indicator is in the normal range. If the engine coolant temperature exceeds the normal range,
stop the vehicle as soon as safely possible, switch off the engine and let the engine cool.
Transmission fluid temperature gauge D. Transmission temperature gauge: Displays the
transmission temperature at the transmission sump. Hourmeter: Displays the hours of engine
run time. A significant decrease in braking performance may occur. It takes you longer to stop
the vehicle. Have the vehicle checked by your authorized dealer. Driving extended distances
with the parking brake engaged can cause brake failure and the risk of personal injury. Page 70
Instrument Cluster Diesel Exhaust Fluid diesel engine only It illuminates when the diesel
exhaust fluid level falls below 0. Refill the tank or, at a minimum, add at least one gallon 3. Low
Fuel Level gasoline engine only It illuminates when the fuel level is low or near empty. Refuel as
soon as possible. Parking Brake Warning It momentarily illuminates when you turn the ignition
to the on position with the engine off. Page 72 Instrument Cluster Stop Engine diesel engine
only This red lamp illuminates when you need to stop the engine as soon as it is safely
possible. If the lamp begins flashing, automatic engine shutdown may take place in as little as
20 seconds. If the light illuminates when the engine is running, stop the vehicle as soon as
safely possible, shut off the engine, then drain the fuel filter and water separator. See System
check and vehicle feature customization later in this section to switch the display from metric to
English. Certain messages appear abbreviated or shortened depending upon which cluster type
you have. Defrost: Distributes air through the windshield defroster vents and demister vents.
This setting can also be used to defog and clear the windshield of a thin covering of ice. Heated
mirrors: Turns the heated mirrors on and off. See Heated mirrors later in this chapter for more
information. Page 78 Climate Control D. Air conditioning cools the vehicle using outside air. To
improve air conditioning when starting your vehicle, drive with the windows slightly open for
two to three minutes. Recirculated air: Press to switch between outside air and recirculated air.
Gas engines: If your vehicle is stationary for long periods of time in high ambient temperature
conditions, your climate control system may automatically switch from fresh air mode to
recirculation mode. WARNING: Do not place objects higher than the seat backs to reduce the
risk of injury in a crash or during heavy braking or when stopping suddenly. Never adjust the
head restraint while the vehicle is in motion. Lowering the Head Restraint 1. Press and hold
button C. Push down on the head restraint. Removing the Head Restraint 1. Press and hold
buttons C and D. Page 83 Seats Removing the Head Restraint 1. Press and hold buttons C. Pull
up the head restraint. Installing the Head Restraint Align the steel stems into the guide sleeves
and push the head restraint down until it locks. Manual Lumbar If Equipped The lumbar support
control is located on the outboard side of the seat. Turn the control to adjust your support. Non
Air-Ride Seat The control is located on the outboard side of the seat cushion. Recline: Lift the
handle to adjust the angle of the seatback. Recline: Rotate the handle to adjust the angle of the
seatback. Page 89 Seats Returning the Seat to the Seating Position WARNING: Make sure that
cargo or any objects are not trapped underneath the seat cushion before returning the seat
cushion to its original position, and that the seat cushion locks into place. Failure to do so may

prevent the seat from operating properly in the event of a crash, which could increase the risk
of serious injury. The seat heater may cause burns even at low temperatures, especially if used
for long periods of time. Pull up on the tab to open the storage bin. Improper use of the lighter
can cause damage not covered by your warranty, and can result in fire or serious injury. Note: If
you use the power points when the engine is not running, the battery may discharge and there
may not be sufficient battery power to start your engine. This could discharge your vehicle
battery. Accessory: Allows the electrical accessories, such as the radio, to operate while the
engine is not running. Page 95 Starting and Stopping the Engine 1. Fully press the brake pedal.
Turn the key to start the engine. The engine may continue cranking for up to 15 seconds or until
your vehicle starts. Note: If the engine does not start on the first try, wait for a short period and
try again. If this situation occurs, mechanical damage, fire, explosion, personal injury or death
could result. Turning off the ignition key does not slow or stop the engine due to uncontrollable
fueling of the engine through flammable vapors being drawn into the engine air inlet. Page 97
Starting and Stopping the Engine Note: Do not increase engine speed until the oil pressure
gauge indicates normal pressure. The oil pressure gauge should indicate this within 15 seconds
after starting. Note: Idle the engine for three to five minutes before operating with a full load.
Page 98 Starting and Stopping the Engine Regeneration Unlike a normal filter that requires
periodic replacement, the DPF can regenerate, or clean itself, to maintain operating efficiency.
The regeneration process takes place automatically. A small increase in engine or turbo sound
level is normal during filter regeneration. Page 99 1. Bring your vehicle to a complete stop on
level ground and safely off the road with the exhaust system away from people, flammable
materials, vapors or structures. Ford recommends that you perform a walk-around before
beginning a parked regeneration. Page Starting and Stopping the Engine 3. Do not press the
accelerator pedal, service brake pedal, or clutch pedal manual transmission. The parking brake
must remain set. On average, depending on filter level and other factors, the process takes
20â€”30 minutes to complete. The DPF lamp turns off when the process is complete. These
holes allow outside air to enter into the outlet assembly. Keep the holes clear of mud and other
foreign material to maintain proper functionality of the system. The heater acts as a starting aid
by warming the engine coolant. This allows the climate control system to respond quickly. The
equipment includes a heater element installed in the engine block and a wire harness. To clean
them, use a dry cloth. The heater uses 0. The system does not have a thermostat. The pressure
in an overfilled tank may cause leakage and lead to fuel spray and fire. If you hear a hissing
sound near the fuel filler inlet, do not refuel until the sound stops. If fuel is splashed in the eyes,
remove contact lenses if worn , flush with water for 15 minutes and seek medical attention.
Failure to seek proper medical attention could lead to permanent injury. Page Fuel and
Refueling Diesel Engine WARNING: Using low sulfur ppm or high sulfur greater than ppm diesel
fuel in a diesel engine designed to use only Ultra Low Sulfur Diesel fuel causes certain emission
components to malfunction which may also cause the Service Engine Soon light to illuminate
indicating an emissions-related concern. Page Running Out Of Fuel Fuel and Refueling
Biodiesel fuel is a product converted from renewable fuel sources, including vegetable oil,
animal fat and cooking oil. If your vehicle is out of fuel and on a steep grade, more than
fourâ€”five gallons 15â€”19 liters may be required. Page Note: If you must replace the fuel filler
cap, replace it with a fuel filler cap designed for your vehicle. The customer warranty may be
void for any damage to the fuel tank or fuel system if the correct genuine Ford, Motorcraft or
other certified fuel filler cap is not used. Indicated capacity is the difference in the amount of
fuel in a full tank and a tank when the fuel gauge indicates empty. Empty reserve is the amount
of fuel in the tank after the fuel gauge indicates empty. Page Diesel Exhaust Fluid Def Fuel and
Refueling Keep a record for at least one month and record the type of driving city or highway.
Additionally, keeping records during summer and winter shows how temperature impacts fuel
economy. Page Fuel and Refueling Continued driving without refilling results in the following
actions as required by the U. Below initial warning None. Page 10 hours after Amber engine
None. Amber engine Initial warning when solid None. Amber engine Initial warning when None.
Correct and Final vehicle clear fault Page Fuel and Refueling 5. Once the spout is full with DEF
no more large air pockets , return the container to the vertical position slightly below the DEF
filler port and let any DEF drain out of the spout. If the system becomes contaminated and you
continue to drive your vehicle with contaminated DEF, the following warnings result: Reducing
Agent and Vehicle Consequence Condition Indicator Lamps Consequence If it leaks, it could
cause damage to interior components or release an ammonia odor inside your vehicle. Study
this information carefully before you drive your vehicle even though you may be familiar with
similar units. Do not attempt to drive your vehicle without knowing the exact shift pattern of the
transmission. Page Transmission more quickly. If you force the gearshift lever into position,
this action defeats the purpose of the synchronizer by causing gear clash. Clutch Do not ride or

slip the clutch as this causes unnecessary heat and wear. Page Transmission If the
transmission is equipped with a ceramic clutch, you must start your vehicle moving in first gear
and engage the clutch before pressing the accelerator at idle. In addition, do not try to slip the
clutch by raising engine RPM and riding or feathering the clutch pedal since this causes erratic
engagement that can cause engine stalling and potential serious damage to driveline
components. Page Transmission Eaton FSA 5â€”speed This transmission is equipped with five
forward gears and one reverse; 2â€”5 are synchronized gears. The shift pattern is on the
gearshift knob. Do not shift the transmission into reverse while your vehicle is moving as this
could damage the transmission. Do not shift the transmission into first gear or reverse while
your vehicle is moving as this could damage the transmission. Page Transmission Brake-shift
Interlock Vehicles equipped with a gasoline engine have a brake-shift interlock feature that
prevents you from moving the gearshift lever from position P when the ignition is in the on
position and the brake pedal is not pressed. Page Transmission If the fuse is not blown and the
brake lamps are working properly, the following procedure allows you to move the gearshift
lever from position 1. Apply the parking brake, and turn the engine off. Remove the lower finish
panel below the steering column. To put your vehicle in gear: 1. Start the engine. Press the
brake pedal. Move the gearshift lever into the desired gear. To put your vehicle in position P: 1.
Bring the vehicle to a complete stop. Shift the transmission into position N. Apply the parking
brake and make sure it is holding properly. Press R or D on the shifter. Release the brake pedal.
To select a higher range when in Drive, press the up arrow button. To select a lower range when
in Drive, press the down arrow button. Page Transmission the gear teeth. Press the clutch, and
allow the gears to stop rotating, and then engage the PTO unit. You can also select the PTO with
the transmission in gear as long as the clutch is pressed. When operating the PTO with your
vehicle stationary, first set the parking brake chock the wheels if your vehicle is on a hill or
another uneven surface. Do not lock the differential when your vehicle is traveling down steep
grades and traction is minimal. Page Transmission We do not recommend, or approve,
performing axle conversions. However, we understand that, on occasion, others install
aftermarket add-on axles on the truck chassis that allow operator control for weight transfer
from other axles such as air lift axles. Automatic adjustment, when required, occurs whenever
you apply and release the brakes during forward or reverse operation. Note: Occasional brake
noise is normal. If a metal-to-metal, continuous grinding or continuous squeal sound is present,
this may indicate worn brake linings. The ABS lamp momentarily illuminates when you switch
on the ignition. If the light does not illuminate during start-up, if it remains on or flashes, the
ABS may not be working and requires servicing. These warnings indicate that air pressure is
not to normal operating level. Continued use of the vehicle could result in loss of braking
ability. Page Brakes A qualified service technician should perform air brake inspection and
adjustment or repairs keeping to the instructions in the service manual. Maintain pressure on
the brake pedal. You may also hear a noise from the system. To switch the brake on, push the
switch up. In these instances, you may need to apply the service brakes occasionally. Page
Brakes The parking brake controls the spring brakes on the tractor. When you pull the knob out,
it causes the trailer supply valve to pop out, applying both the tractor and trailer parking brakes.
You can indepdently release the trailer brakes by pushing only the trailer air supply valve in.
Page Brakes Normal Driving Position Push in both knobs to supply air to both trailer and tractor
spring brakes, releasing all brakes. System Park With both knobs pushed in normal driving
position , the parking brakes for both the tractor and trailer can be applied by pulling the
parking brake knob B out, exhausting air from the tractor spring brakes, simultaneously
causing the trailer air supply valve to pop out, applying the trailer brakes. Page Brakes Trailer
Charge If both knobs are out, and you want to recharge the trailer while leaving the tractor
spring brakes applied, the trailer air supply A can be pushed in to recharge the trailer air supply
line. You can also use this mode to park a combination vehicle with tractor spring brakes. This
applies the trailer brakes whether the trailer uses emergency or spring brakes. You can also use
this mode when the tractor or truck with trailer is used during bobtail operation. Page Brakes
Push the palm release lever A on the parking brake handle B and push down as far as possible
to release the brake. Driving with the parking brake on causes the brakes to wear out quickly
and reduces fuel economy. We recommend you not use the parking brake to stop a moving
vehicle. Page Brakes Note: Read and understand the following steps and perform them
whenever you prepare to drive the vehicle. Note: The parking brake does not disengage unless
sufficient system air pressure is available. If your vehicle is equipped with a dash-mounted
push button Allison Series or steering column-mounted Allison and gear selector: 1. The high
spring load may cause serious injury. Always set the parking brake fully AND make sure the
gearshift selector is in position R for vehicles equipped with manual transmission or position N
except Allison transmission or P Allison transmission for vehicles with automatic transmission.

Page Brakes the system with air from an outside source, releasing the spring-actuated parking
brakes. Your vehicle is now ready to tow in an emergency. You can only use an outside air
source if the protected system is in operating condition. If you cannot restore air pressure in the
protected air system, you must release the spring-actuated brakes manually. Page Brakes 4.
Keep the stud engaged and install the nut on the release stud. Tighten the nut until the spring is
fully caged and brakes released. Do not loosen or remove the release stud and nut unless you
completely assemble and securely clamp the brake chamber. If your vehicle begins to slide, the
system applies the rear brakes to individual wheels and, when needed, reduces engine power at
the same time. Page Traction Control System Indicator Light Note: If the traction control light
does not flash during a traction control event or stays illuminated, the system is not functioning
properly. Take your vehicle to an authorized dealer for service. During traction control
operation, the traction control light flashes rapidly and the engine does not rev-up when you
press further on the accelerator. This could result in loss of vehicle control, serious injury or
death. Release the button when you reach the desired speed. Rapid acceleration increases fuel
consumption without increasing engine performance. Page Driving Aids If you install an
electrical back up alarm, connect it to the backup lamp circuit. Parking WARNING: When
parking your vehicle, do not leave the transmission in gear; if the key is in the on position and
the vehicle rolls, the engine could start. Page Upfitter Controls Switch access location is in a
connector located in the engine compartment. Page Vehicle Loading Load Carrying Unloaded or
Lightly Loaded Vehicles WARNING: When operating empty or lightly loaded, sudden or hard
braking may induce wheel lockup with loss of vehicle control and the possibility of accident and
serious injury, especially on wet or slippery road surfaces. The braking system has been
designed to safely stop your vehicle when fully loaded to its GVWR. WARNING: Towing trailers
beyond the maximum recommended gross trailer weight exceeds the limit of the vehicle and
could result in engine damage, transmission damage, structural damage, loss of vehicle
control, vehicle rollover and personal injury. The speed control may turn off automatically when
you are towing on long, steep grades. Page Wrecker Towing Towing 4. Make sure the coupler
release lever is in the locked position. Charge the trailer brake system. Set the trailer brakes,
with either the hand valve or tractor protection valve. Pull against the trailer for an extra check
of proper hook-up. Do not pull hard enough to damage or strain the equipment. Page Towing
Towing the Vehicle with the Front Wheels Suspended Note: To avoid transmission damage, do
not tow your vehicle even a short distance without suspending rear wheels or removing the axle
shafts or driveshaft. Note: When towing a vehicle equipped with a tandem axle from the front,
raise the forward rear axle so it can clear the road surface and secure it to the frame with chains
or U-bolts, allowing only the rear rear axle to contact the road surface. Page Towing A. Side
gear B. Differential plain case half C. Shift collar in the locked position D. Actuator assembly
and shift fork E. Axle shaft F. Interference between the shift collar and housing G. Shift collar in
the unlocked position H. Page Towing Installing the Axle Shafts 1. Remove the covers from the
wheel ends. Shift the differential lock to the unlocked disengaged position. Install the axle
shafts. During this time, your vehicle may exhibit some unique driving characteristics. Avoid
driving too fast during the first miles kilometers. Vary your speed frequently and change up
through the gears early. Never drive through water that is higher than the bottom of the hubs.
Traction or brake capability may be limited and your vehicle may stall. This program is separate
from the New Vehicle Limited Warranty and is not applicable to vehicles sold in Canada. Please
see your warranty information or visit our website at Canadian customers who need to obtain
roadside information, call or visit our website at Page Roadside Emergencies Do not attempt to
push-start your automatic transmission vehicle. Automatic transmissions do not have
push-start capability. Attempting to push-start a vehicle with an automatic transmission may
cause transmission damage. Six-speed TorqShift transmissions have an adaptive shift strategy.
When you disconnect the battery or install a new battery, the automatic transmission must
relearn its shift strategy. Page Roadside Emergencies 1. Connect the negative - cable to the
negative - terminal of the assisting battery. Remove the jumper cable from the ground metal
surface. Ford is also allowed a final repair attempt in some states. Page In the United States,
using leaded fuel may also result in difficulty importing your vehicle back into the U. Ford
dealerships outside of the U. Page Reporting Safety Defects U. Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. If electrical components
in your vehicle are not working, a fuse may have blown. WARNING: To reduce risk of electrical
shock, always replace the cover to the power distribution box before reconnecting the battery
or refilling fluid reservoirs. You can access it through the glove box. Page Fuses Relay Center
The relay center is located along the passenger side A-pillar on the right side of the footwell.
Such modifications must be avoided. Page Maintenance Quality service parts are available
through an authorized dealer. If dealer parts are not used, make sure the replacement parts are

of equivalent quality. WARNING: The use of inferior parts can adversely affect the quality and
reliability of your vehicle which, in turn, can result in property damage, personal injury or death.
The refrigerant charge, cleanliness of the condenser-evaporator cores and belt condition are
essential to system performance. When the air conditioning system is being used daily, remove
the fresh air filter if equipped once each season and check for things such as dirt and lint. Page
Maintenance Special applications may warrant a setting based on experience with the type of
tire operating loads and conditions. Radial tires are more sensitive to toe-in setting than bias
ply tires. Fine tuning school bus alignment to line-haul truck standards does not drastically
improve tire tread life. Wear the respirator from removal of the wheels through assembly. Never
use compressed air or dry brushing to clean brake parts or assemblies. Page Maintenance
Inspection and adjustment: Establish a regular schedule for periodic cleaning, lubrication and
adjustment inspection based on vehicle use. Exact maintenance intervals are difficult to
predetermine due to vehicle applications and operating conditions. If you are uncertain of the
proper schedule for your vehicle, contact an authorized dealer. Page Maintenance Desiccant air
dryer: Inspect for moisture in the air system by opening reservoirs, draincocks or valves and
checking for presence of water. The presence of small amounts of water due to condensation is
normal and is not an indication that the dryer is not functioning properly. Replace or rebuild the
desiccant cartridge when you determine that the desiccant is contaminated and does not have
adequate water absorption capacity. Page Maintenance provided by the service manual.
Hydraulic brake systems are power-assisted. There is a great reduction in braking capabilities
without engine assist. The level should be at the bottom edge of the ring on each reservoir fill
port. Do not fill the master cylinder to the top of the reservoir. Check system for leaks or hose
chafing. Repair immediately, if necessary. Page Maintenance Perform a complete inspection of
the air induction system annually. In areas where road salt is used, disassemble the joints of
each aluminum component and inspect for salt build-up and presence of chlorine that can
cause aluminum particles to flake off and enter the engine combustion chambers. Maintain
proper alignment at all times. Page Maintenance 2. Pull the bottom of each latch away from the
fender. Tilt the hood forward until stopped by the retaining cables. To lower the hood: 1. Push
the hood rearward at the top center of the hood above the grille until closed. Gasoline Engine A.
MIN B. Page Engine Coolant Check 1. Check the engine oil level. If the engine oil level is not
within the normal range, add engine oil that meets Ford specifications. See Capacities and
Specifications for more information. Remove the engine oil filler cap and use a funnel to pour
the engine oil into the opening. Page Note: For best results, coolant concentration should be
tested with a refractometer such as Rotunda tool ROB available from an authorized dealer. Ford
does not recommend the use of hydrometers or coolant test strips for measuring coolant
concentrations. Note: Automotive fluids are not interchangeable; do not use engine coolant,
antifreeze or windshield washer fluid outside of its specified function and vehicle location. Page
Recycled Engine Coolant Ford Motor Company does not recommend the use of recycled engine
coolant since a Ford-approved recycling process is not yet available. Dispose of used engine
coolant in an appropriate manner. Note: Driving your vehicle without repairing the engine
problem increases the chance of engine damage. Take your vehicle to an authorized dealer as
soon as possible. Page Maintenance 6. Install the dipstick making sure to seat it fully in the filler
tube. Remove the dipstick and inspect the fluid level. The fluid should be in the designated area
for normal operating temperature or ambient temperature. The fluid reaches normal operating
temperature after approximately 20 miles 30 kilometers of driving. Page Maintenance If an
overfill occurs, excess fluid should be removed by a qualified technician. Note: An overfill
condition of transmission fluid may cause shift or engagement concerns or possible damage.
Do not use supplemental transmission fluid additives, treatments or cleaning agents. The use of
these materials may affect transmission operation and result in damage to internal transmission
components. Stop your vehicle immediately, should driveshaft vibrations occur, to avoid
possible hazardous consequences or damage to other components. Clean and lubricate the
U-bolt and nut threads and seats to make sure they are in peak condition when re-torqued.
U-bolt Nut Torque Suspension ft-lb Failure to follow these instructions may result in personal
injury. Use only a DOT 3 brake fluid designed to meet manufacturer specifications. Set the
parking brake, shift into first gear and turn the engine off. Open the hood. Clean the reservoir
cap before removal to prevent dirt and water from entering the reservoir. Remove cap and
rubber diaphragm from reservoir. Page Maintenance Note: If adding fluid is necessary, use only
the appropriate fluid. See the Capacities and Specifications chapter. A low fluid level may
indicate a leak in the power steering system. Inspect the power steering system and repair the
leak or see an authorized dealer or a qualified technician for service. Page Fuel Filter Add fluid
to fill the reservoir if the level is low. Only use a washer fluid that meets Ford specifications. See
Technical specifications in the Capacities and Specifications chapter. State or local regulations

on volatile organic compounds may restrict the use of methanol, a common windshield washer
antifreeze additive. Therefore, do not allow flames, sparks or lighted substances to come near
the battery. When working near the battery, always shield your face and protect your eyes.
Always provide proper ventilation. Page Maintenance Your vehicle is equipped with two or three
maintenance-free batteries mounted in a covered tray located on the left frame rail. The covered
battery tray, depending upon application, may also have one or two steps attached. Covered
battery tray shown battery tray with steps similar. Allow the engine to idle for at least one
minute. Turn on the air conditioning and allow the engine to idle for at least one minute. Release
the parking brake. With your foot on the brake pedal and with the air conditioning on, put the
transmission in position P automatic transmission or neutral manual transmission and allow the
engine to idle for at least one minute. To remove the wiper blade, pull the wiper arm away from
your vehicle. Pry open the lock cover A with your thumb to release the blade. Press the
retaining clip to disengage the wiper blade, and then pull the wiper blade down C toward the
windshield to remove it from the arm. Page Maintenance Note: Failure to use the correct air filter
element may result in severe engine damage. The customer warranty may be void for any
damage to the engine if the correct air filter element is not used. See the Scheduled
Maintenance chapter for the appropriate intervals for changing the air filter element. Page
Maintenance 5. Release the three clamps that secure the cover to the air filter housing. Push the
air filter cover toward the center of your vehicle, and up slightly, to release 6. Remove the air
filter element from the air filter housing. If your vehicle has been in an accident, an authorized
dealer should check the alignment of your headlamps. Page Maintenance 3. Remove the four
screws and the retaining bracket from the headlamp bulb. Pull the headlamp bulb out of the
housing. Disconnect the electrical connector, and then remove the headlamp bulb. Reverse the
procedure to install the new bulb. Remove the four screws and the lamp lens from the lamp
assembly. Carefully pull the bulb straight out of the socket. Page Waxing Vehicle Care
suspension components may emit squeak or popping noises while operating your vehicle if
particles, such as dirt, rocks, or other debris, are present in the components. Cleaning Plastic
Exterior Parts Use only approved products to clean plastic parts. Never spray any connector.
Engines are more efficient when they are clean because grease and dirt build-up keep the
engine warmer than normal. Such products could contaminate the side airbag system and affect
performance of the side airbag in a collision. Page Vehicle Storage Vehicle Care A clearcoat
paint finish coats aluminum wheels and wheel covers. Use a sponge to remove heavy deposits
of dirt and brake dust accumulation. Rinse thoroughly with a strong stream of water when you
have completed the cleaning process. Frequently check and maintain correct inflation
pressures as specified by tire manufacturers. Always use experienced, trained personnel with
proper equipment and correct procedures to mount or remove tires and wheels. Mixing
components could cause wheel or fastener failures and result in property damage, personal
injury, or death. Page Wheels and Tires Stay out of the trajectory 1 as indicated in the
illustration. To do so could result in tire or wheel failure and cause property damage, personal
injury or death. Preserving proper inflation pressure is a very important maintenance practice to
make sure safe vehicle operation and long life for the tires. Never bleed air from hot tires to
relieve normal pressure build-up. Normal increase in pressure due to service conditions is
10â€”15 psi 69â€” kPa , which is allowable in truck tires. Page Wheels and Tires Proper tire
inflation, toe-in adjustment, loads, and road speeds are important factors governing tire
mileage, steering ease and maneuverability. Overloading creates an unsafe condition that may
result in sudden air loss from a tire failure resulting in an accident that could cause property
damage, personal injury or death. Retread or rotate worn tires to drive position. We do not
recommend using retreaded tires on steering axles. Page Wheels and Tires Irregular Wear: If
irregular wear is present, check the axle alignment, tire pressure, wheel balancing, shock and
suspension component condition, and wheel bearing end play. This condition not only shortens
tire life, but also adversely affects the handling of your vehicle, which is dangerous. Front wheel
mounting of flange nut system. Flange nut B. Wheel s C. Brake drum D. Wheel stud 22
millimeter E. Wheel hub 2. Position the outer rear tire and wheel in place over the studs and
push it back as far as possible. Page Wheels and Tires Note for aluminum wheels: Clean each
wheel locator pad on the hub from all dirt, rust and foreign material prior to re-installing rear
aluminum hub-piloted wheels. Apply a light coat of chassis grease, never-seize or disc brake
corrosion control grease, only to the wheel locator pad. Page Wheel Lug Nut Torque Wheels
and Tires Note: Make sure the tire valve stem clears the brake caliper when installing the tire
and rim assembly on disc-brake equipped axles. Proper Torque It is important to tighten and
maintain wheel and rim mounting nuts to the proper torque. It is also acceptable to use an
engine oil of recommended viscosity grade that displays the API Certification Mark for gasoline
engines. Page Only qualified personnel should service the air conditioning refrigerant system.

Page Part Numbers Scheduled Maintenance chapter for the appropriate intervals for changing
the spark plugs. Note: Replace the spark plugs with ones that meet Ford material and design
specifications for your vehicle, such as Motorcraft or equivalent replacement parts. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
The following table tells you which transmission each code represents. Note: Do not insert CDs
with homemade paper adhesive labels into the CD player as the label may peel and cause the
CD to become jammed. Memory presets: Store your favorite radio stations. To store a radio
station, tune to the station, then press and hold a preset button until sound returns. Page Audio
System D. MENU: Press this button to access different audio system features. Folder: Press this
button to access the next folder on an MP3 disc. Folder: Press this button to access the
previous folder on an MP3 disc. Hard objects may become projectiles in a crash or sudden stop,
which may increase the risk of serious injury. The audio extension cable must be long enough
to allow the portable music player to be safely stored while your vehicle is moving. Page Note:
Sirius reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. None Found. Check All the channels in the Use the channel guide Channel Guide.
Sunday, ampm EST. In the United States, call: 1â€”â€”â€” In Canada, call: 1â€”â€”â€” Times are
subject to change due to holidays. Page Master Reset to erase all stored information. Ford
Motor Company and Ford of Canada do not access the system data for any purpose other than
as described Pairing Subsequent Phones Note: To scroll through the menus, press the up and
down arrows on your audio system. These commands are not available until phone information
is completely downloaded using Bluetooth. Scroll to cycle through the following options: When
you select: You can: Mute the call. Mute Call? Switch a call from an active hands-free Privacy
environment to your cellular phone for a more private conversation. Call History 1. Press OK to
select, then scroll through your call history options incoming, outgoing or missed. Press OK
when the desired selection appears in the display. Press OK to confirm and enter. If your
phonebook has fewer than listings, they appear alphabetically in flat file mode. If there are more,
they are organized into alphabetical categories. SYNC allows you to receive, send, download
and delete text messages. The system can also read incoming text messages to you so that you
do not have to take your eyes off the road. Receiving a Text Message Note: This is a
phone-dependent feature. Page 6. Press OK when the contact appears and press OK again to
confirm when the system asks if you would like to send the message. Your phone settings allow
you to access and adjust features such as your ring tone, text message notification, modify
your phone book and also set up automatic download. Push the desired contact s on your
phone. Use the arrow buttons to scroll through the menu options. The Bluetooth Devices menu
allows you to add, connect, delete and set a phone as primary as well as turn your Bluetooth
feature on and off. The Advanced menu allows you to access and set prompts, languages,
defaults, perform a master reset, install an application and view system information. Press OK
and scroll to toggle between On and Off. When the desired selection is chosen, press OK. Note:
Turning Bluetooth off disconnects all Bluetooth devices and deactivates all Bluetooth features.
Press the phone button to enter the Phone Menu. Scroll until System Settings appears and
press OK. Press OK to select. If you do not want Ford or its service providers to collect the
vehicle travel information or other information identified in the Terms and Conditions, do not
activate or use the service. Scroll until Services appears in the display. Press OK to confirm and
enter the Services menu. The display indicates the system is connecting. Press and hold the
phone button on the steering wheel. SYNC Services quick tips Personalizing You can
personalize your Services feature to provide quicker access to your most used or favorite
information. Dial emergency services immediately to avoid delayed response time which could
increase the risk of serious injury or death after a crash. If you do not hear Assist within five
seconds of the crash, the system or phone may be damaged or non-functional. Off with
reminder provides a display and voice reminder at phone connection at vehicle start. Off
without reminder provides a display reminder only without a voice reminder at phone
connection. Page Certain versions or updates to Vehicle Health Report may also collect
additional vehicle information. Ford may use the vehicle information it collects for any purpose.
If you do not want to disclose your cellular phone number or vehicle information, do not run the
feature or set up your Vehicle Health Report profile at Then scroll to Mobile Apps and press OK
to access a list of available applications. Scroll through the list of available applications and
press OK to select a particular app. Scroll until Select Source appears and press OK. Turn off
and the system does not begin to play any of your music until all media has all been indexed.
You can also plug in devices to charge them if supported by your device. Once connected, the
system indexes any readable media files. The time required to complete this depends on the

size of the media content being indexed. If Autoplay is on, you can access media files Once
these selections are turned on, they remain on until turned off. Press SEEK to play the previous
or next track. Note: Some digital media players require both USB and line in ports to stream
data and music separately. Scroll to select the Play Menu and press OK. If there are no media
files to access, the display indicates there is no media. If there are media files, you have the
following options to scroll through and select from: When you select: You can The system lists
your playlists alphabetically in flat file mode. If there are more than , they are organized into
alphabetical categories. The Bluetooth Devices menu allows you to add, connect and delete a
device as turn the Bluetooth feature on and off. Your Advanced menu allows you to access and
set prompts, languages, defaults and perform a master reset. Return Exit the current menu. This
is a speed-dependent feature Advanced Menu Options This menu allows you to access settings
such as prompts, language, performing a master reset as well as returning to factory defaults.
Application Download new software applications if available and then load the desired
applications through your USB port. Any removal, reproduction, reverse engineering or other
unauthorized use of the software from this system in violation of the license agreement is
strictly prohibited and may subject you to legal action. Page Appendices General operation
Voice Command Control Functions within the Windows Automotive-based system may be
accomplished using only voice commands. Using voice commands while driving allows you to
operate the system without removing your hands from the wheel. Prolonged Views of Screen Do
not access any function requiring a prolonged view of the screen while you are driving. Make
your driving decisions based on your observations of local conditions and existing traffic
regulations. Any such feature is not a substitute for your personal judgment. Any route
suggestions made by this system should never replace any local traffic regulations or your
personal judgment or knowledge of safe driving practices. Page Scheduled Maintenance Ford
Motor Company has recommended maintenance intervals for various parts and component
systems based upon engineering testing. Ford Motor Company relies upon this testing to
determine the most appropriate mileage for replacement of oils and fluids to protect your
vehicle at the lowest overall cost to you and recommends against maintenance schedules that
deviate from the scheduled maintenance information. Please consult your warranty information.
Department Service brakes and parking brake. Federal Highway Lighting devices and reflectors.
Administration Tires. Requirements Horn. Make sure the Windshield wipers. Emergency
equipment. Check the clutch fluid level. Drain the accumulated water or sediment from Fuel
System the fuel tank s. Lubricate the steering shaft s , U-joints and Steering System splines if
equipped with grease fittings. Page Scheduled Maintenance Observation Maintenance
Operation Insufficient power shown in loaded Inspect the automatic slack practice stop. Subpar
vehicle handling qualities. Check the operation of the brakes, clutch and steering. Excessive
noise from under the Inspect your vehicle for missing, cab or engine compartment. Noisy or
difficult to operate. Lubricate body lock cylin
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ders. Headlamp beams in wrong position Check headlamp alignment. Page Scheduled
Maintenance Vehicles equipped with a diesel engine cannot use diesel fuel blended with waste
oil if equipped with a catalytic converter-muffler. Waste lube oil blending in fuel plugs the
catalytic converter-muffler, resulting in a significant loss of engine power. Page Important
Engine Information decal. Perform the following services at scheduled intervals because they
essential to the life and performance of your vehicle. Ford recommends that you perform
maintenance on all designated items to achieve best vehicle operation. Some aftermarket brake
linings also require more frequent inspections. Page Index in front seat Page Index Engine oil
turning on and off Page Index Safety information Page Index Warning lights see Lights.. This
manual is also suitable for: F Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

