Camaro oil

Low oil pressure will cause the engine to seize up. When the oil pressure light on, it should be
assumed that the engine locking up is imminent. We advise not running the engine until the
issue can be properly diagnosed. There are many things that can cause low oil pressure. The
number one reason that your Camaro would have low oil pressure would be a lack of oil. The
first thing you should do, is check your engine oil level. Do not drive a vehicle with low engine
oil to the store to buy more oil. Running without enough oil to keep pressure in the crank case
will certainly look up the engine. When it begins wearing out, its ability to pump oil will be
diminished. There is a screen in most oil pumps that keeps large debris from entering.
Eventually though, enough debris can enter the pump to do some lasting damage to the pump
capacity. If the oil level is significantly lower in the pan than it should be, air can get into the oil
pump and aerate the oil. Think about it like the foam on a cappuccino or beer. This same
problem can occur when there is too much oil as well. Engines that run long enough without
any sort of regular oil change schedule can get so dirty on the inside that it begins to build up
inside the crank case. Or, the oil itself could just be so dirty that it no longer cycles through the
engine properly, which causes low oil pressure. There is a tube in your Camaro that takes the
oil from the pan to the oil pump. This is called the pickup tube. This tube can fall out, which will
cause no oil to get to the oil pump. Modern engines use a bypass valves to keep oil flowing to
the engine even when the filter is clogged. This bypass valve is activated when there is too
much resistance from the oil filter. This valve can only allow so much oil through, and may
trigger the oil light. As stated above, checking the oil level in your Camaro is definitely the place
to start diagnosing low oil pressure. This may solve the problem. Keep in mind that if the oil has
leaked out once, it will leak out again. Modern vehicles use an electric oil pressure sending unit.
One of the first things that people do when they have the low oil pressure light is to change out
this sensor to see if that rectifies the problem. Anything after the first two steps is best left to
the professionals. Low oil pressure can blow your engine quick. Always treat low oil pressure in
your Camaro seriously. If there is no oil pressure the engine will lock up and fail very fast. We
recommend having a mechanic take a look at it. Good luck! Air in Oil If the oil level is
significantly lower in the pan than it should be, air can get into the oil pump and aerate the oil.
Pickup Tube There is a tube in your Camaro that takes the oil from the pan to the oil pump.
Clogged Oil Filter Modern engines use a bypass valves to keep oil flowing to the engine even
when the filter is clogged. Take it to the Mechanic Anything after the first two steps is best left
to the professionals. Conclusion: Always treat low oil pressure in your Camaro seriously.
Looking for oil change recommendations for your Chevrolet Camaro? Turn to Firestone
Complete Auto Care! We're experts in more than tires. We know all about motor oil, too. Check
the interval for your vehicle mileage in the table above. You may also need an oil change more
frequently than Chevrolet recommends if you haul heavy loads, drive in dusty areas, enjoy
off-roading, or go long distances at low speeds. Each oil change is actually another chance to
check and resolve other car issues, such as worn brake pads or tire treads. Your local Firestone
Complete Auto Care has the right Chevrolet Camaro motor oil: either synthetic or conventional.
Chevrolet has specifically identified either synthetic or conventional as the ideal engine oil for
your Camaro. You can drive with confidence knowing that we look out for you and your Camaro
by taking into account your driving style, and mileage. Wondering what motor oil brands you
can find at Firestone Complete Auto Care? We carry the best because your Camaro deserves
the best. There's a reason we carry these motor oil brands. They are champions. For example,
when tested on taxi fleets from coast to coast, Quaker State was shown to provide double the
protection when compared to the industry standard. Pennzoil Synthetics feature the capabilities
to advance with vehicle technology to offer complete protection for not only the engines of
today, but also the engines of tomorrow. But don't forget about Shell Rotella for heavy-duty
engines. It's specifically designed for diesel and gasoline engines that need to withstand
rugged conditions, and is uniquely fortified to offer heightened performance in extreme
temperatures, increased wear protection, and better oxidation resistance. Always refer to
Chevrolet's recommendations before going with a new or different motor oil for your Chevrolet
Camaro. The next time your Chevrolet Camaro needs an oil change, you know where to go!
Your local Firestone Complete Auto Care carries some of the most reliable engine oils for
Chevrolet vehicles. Call ahead to find out how much oil changes cost for Chevrolet Camaros.
Many stores are open late and on weekends for your convenience. Schedule your next
appointment today. Engine oil is a lubricant for the moving parts in your engine. Can I change
my Chevrolet oil on my own? Changing your own oil isn't as convenient as you might think.
Having your oil changed professionally can not only reduce the risk of something going wrong
during the service, but also with your vehicle down the road. Why is my Chevrolet Camaro
exhaust smoke grayish or blue? Your engine could be burning oil due to a leak. The leak could
be the result of worn valve seals, fried piston rings, or old cylinder walls. Schedule Oil Change.

The steps should be similar for the LGX 3. The development and release of the 7th generation
Camaro has been delayed, so the current sixth generation will probably continue into the and
model years. The total oil capacity specification of the Ecotec LTG 2. If your Camaro is equipped
with the 1LE "Track Performance Package" which includes an external engine oil cooler, the
capacity is 5. Warm up the engine for a few minutes to help suspend any contaminants within
the old oil and also so that the old oil will drain out more quickly. The next few steps are to drive
the car on to a level surface, shift the transmission into "Park" and turn off the ignition. Open
the hood, partially remove the oil dipstick an inch or two and twist off the oil filler cap in the
counterclockwise direction. Removing the oil fill cap and lifting up the dipstick will help prevent
a vacuum from forming and also allow the old oil to drain out more quickly. Carefully raise the
front of the vehicle and support it with at least two jack stands. I chose to only raise the
passenger side of the car since the drain bolt is on that side of the pan. Locate the black metal
oil pan and the silver metal drain bolt. The drain bolt is situated at the rear passenger side
corner of the oil pan. The drain bolt on this Camaro also has a Torx star bit drive in the center.
Although I can't imagine why you wouldn't just use a 15mm socket with a ratchet. Slide the used
oil catch container to just below the drain bolt. Be careful when you remove the drain bolt. The
old oil might still be hot enough to burn your fingers. Inspect the old gasket on the drain plug
and replace it with a new one if necessary. Allow the old oil to drain out for at least a few
minutes or until the flow slows down to just an occasional drip. Clean off the drain hole with a
clean shop rag or a paper towel. Spin in the drain bolt a few turns by hand in the clockwise
direction to help prevent it from becoming cross threaded. If you have a torque wrench , the
service manual specification for tightening the drain bolt is 18 lb-ft. Double check that the drain
bolt is tight before moving on to the next steps. Oil Filter Wrench Loosen Old Oil Filter Spin Off
Counterclockwise If your Camaro has previously had the oil changed at a dealership or a quick
lube service station, you will probably need an oil filter wrench to remove the old oil filter since
it may have been over tightened. I highly recommend buying the Lisle filter wrench since it
makes removing stubborn or stuck oil filters extremely easy. The Lisle will only loosen oil filters
and does not work in the opposite direction to tighten filters. Once the old filter is loose, spin it
off in the counterclockwise direction. Allow the old oil to drain out from the filter and the filter
receptacle for at least a few minutes. Lubricating the rubber o-ring gasket on the new filter will
help it to form a better seal, prevent oil leaks and also make it easier to remove the filter during
the next oil change. Make sure the gasket from the old filter is not still attached to the engine.
Try to avoid over tightening the new filter to prevent from damaging the rubber o-ring gasket
which could lead to an oil leak. Carefully lower the vehicle from the jack stands by using the
floor jack. The Ecotec LTG 2. It is much better to have slightly less oil than necessary in an
engine than to run an engine that has been overfilled. I recommend only pouring in about 4.
Then temporarily replace the oil filler cap and push down the dipstick. Replace Oil Fill Cap Push
Down Dipstick Check Oil Level According to the owner's manual, to properly check the oil level
the vehicle should be on a level surface and engine should have been turned off for at least two
hours. For the best accuracy, the engine should have been off for at least two hours or longer
before checking the oil level. If you are unable to wait two hours before checking the oil level,
the engine must be off for at least 15 minutes if the engine is warm or at least 30 minutes if the
engine is cold. Pull out the dipstick, wipe it clean with a paper towel, fully re-insert it and pull it
out again to check the oil level. Replace Dipstick Check Fill Cap - Tight Oil Change Complete If
necessary, slowly pour in more oil and reputedly check the oil level on the dipstick until it
reaches up to or just below the top of the cross hatched area on the dipstick that indicates the
"MAX" maximum or "F" full line. You may not need to pour in the entire 5. Replace the dipstick
and make sure the oil fill cap is tight. Be sure to record the oil change in your vehicle's service
records. Press and hold the "SEL" button on the screen while the oil life display is active. The
"Change Engine Oil Soon" message should no longer be displayed. An alternative method to
reset the oil life system is as follows: 1. Fully press down and release the accelerator gas pedal
three times within five seconds. It would be a good idea to check your parking spot, driveway or
garage for spots of fresh oil during the next few days which might indicate a leak from the drain
bolt or the new oil filter. The oil change and oil filter replacement service interval specification in
the owner's manual is every 7, miles or at least once per year. If you found this guide to be
helpful, please consider making a small donation by clicking on the PayPal. Thank you! Note: I
am not a registered charity. Donations are not tax deductible. Partially Remove Dipstick.
Remove Oil Fill Cap. This automotive maintenance tutorial was specifically written to assist
owners of the sixth generation , , , , and GM Chevrolet Camaro in changing the motor oil and
replacing the oil filter on the Ecotec LTG 2. Raise Front of Car. Passenger Side of Engine. Black
Oil Pan - Silver Bolt. Oil Filter Location. Used Oil Catch Basin. Loosen Counterclockwise. The
bright blue OEM oil filter is situated on the driver side of the oil pan. Spin Out Drain Bolt.

Draining Out Old Oil. Replace Drain Bolt. Spin out the old bolt the rest of the way by hand to
prevent it from falling down into the used oil catch container. Oil Filter Wrench. Loosen Old Oil
Filter. Spin Off Counterclockwise. If your Camaro has previously had the oil changed at a
dealership or a quick lube service station, you will probably need an oil filter wrench to remove
the old oil filter since it may have been over tightened. Dip Finger In New Oil. Lubricate Rubber
O-Ring. Spin On New Oil Filter. Dip your finger into some new oil and lubricate the rubber o-ring
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et on the new oil filter. Spin on the new filter in the clockwise direction. Lower Car From Stands.
Insert Automotive Funnel. Pour In New Oil. Double check that the oil drain bolt and new oil filter
are tight. Insert the automotive funnel into the oil fill hole. Replace Oil Fill Cap. Push Down
Dipstick. Check Oil Level. According to the owner's manual, to properly check the oil level the
vehicle should be on a level surface and engine should have been turned off for at least two
hours. Replace Dipstick. Check Fill Cap - Tight. Oil Change Complete. If necessary, slowly pour
in more oil and reputedly check the oil level on the dipstick until it reaches up to or just below
the top of the cross hatched area on the dipstick that indicates the "MAX" maximum or "F" full
line. Paul's Travel Pictures is a participant in the Amazon Services LLC Associates Program, an
affiliate advertising program designed to provide a means for sites to earn advertising fees by
advertising and linking to Amazon.

