Chrysler sebring engine diagram

Three generations of convertibles, two generations of sedans, and two generations of coupes
were produced. Although the coupe shared the same name and some styling cues, it was
mechanically unrelated to the other Sebring models. The Sebring line was introduced in with the
Chrysler Sebring coupe. It was the replacement for the Chrysler LeBaron coupe. In the
convertible was introduced, replacing its LeBaron counterpart as well. For , both body styles
were redesigned and a sedan version was offered, replacing the Chrysler Cirrus. The coupe was
discontinued after with no replacement model planned. The redesigned sedan was introduced
for , and a convertible the following year. New options included all-wheel drive on sedans and
an available retractable metal top for the convertible. All Sebring models were replaced by the
Chrysler for the model year. The Chrysler Sebring was introduced as a coupe for , and as a
convertible in , both models replacing the Chrysler LeBaron convertible and coupe. The
convertible was built off the Chrysler JA platform also used for the Cirrus sedan, while the
coupe was based on the Mitsubishi Eclipse. The Chrysler Sebring was named after Sebring,
Florida , the site of the renowned endurance car race called the 12 Hours of Sebring. The name
was first used by Chrysler Corporation's Plymouth division trim line of the Satellite mid-size
coupe of the s. The first generation Sebring coupe was introduced in April , several months
after the related Dodge Avenger. Although the Sebring did not really offer true "off-the-line"
muscle, it did handle well over long, curvy roads, offering minimal body roll. LXi models further
benefited from rear sway bars, a slightly different tuned fully independent suspension, along
with inch wheels wrapped with Goodyear Eagle performance tires. Recorded slalom speeds
proved to be impressive for a car of its class, and were a result of Sebring's 4-wheel double
wishbone suspension and variable speed rack and pinion steering; both of which were key
contributors to the car's road manners. The coupe version of the Sebring had seating for five
and was considered to be one of the larger, more roomy coupes on the market. Trunk capacity
was similar to that of many mid-size cars, capable of handling more than one set of golf clubs.
At the time of its introduction, the Sebring sported a crosshair grille, reminiscent of the original
Chrysler letter series. The grille was non-functional, with the lower half under the bumper used
for airflow intake in a " bottom breather " function. Although said to be built on a stretched
Eagle Talon platform which is not entirely untrue , it is more accurate to say that their platform
was based on the four-door Mitsubishi Galant platform. The Sebring underwent a minor facelift
for Its grille was replaced with a slightly larger black grid. The facelift also made the Sebring the
first car to use Chrysler's "wings" logo. The restyle also saw the addition of ribbed lower body
cladding and new wheel styles. Features offered on Sebring coupes included 4-wheel disc
brakes with ABS, adaptive automatic transmissions and fully independent suspensions, along
with a host of power-operated features. The Sebring coupe received a 5-star frontal safety
rating, the highest rating possible. First-generation body style coupes continued to be sold past
the model year to select export markets. The Chrysler Sebring convertible was launched in
alongside the Sebring coupe, replacing the LeBaron convertible. The convertible didn't share
any sheet metal with the coupe and was instead based on the Chrysler Cirrus sedan.
Consequently, both the Cirrus and Sebring convertible were sold in Europe as the Stratus. All
Stratus convertibles were sourced from Mexico. The Chrysler Stratus convertible was actually
available in Mexico, but the sedan version was not. The Sebring convertible was sold alongside
the Chrysler Stratus convertible in Mexico. In Mexico, a turbocharged 2. The Sebring name was
then used on three different cars for the coupe was based on the Mitsubishi Eclipse , while the
sedan and convertible were Chrysler JR platform successors to the Chrysler Cirrus. The
Chrysler Sebring had received minor tweaks to its front-end: a redesigned grille, reworked
headlights, and a Chrysler winged emblem placed in the center on the rear deck; furthermore,
after the Chrysler Sebring sedan had seen a mild cycle refresh, the company discontinued the
Chrysler Sebring coupe after the model year. Exclusive for the Cirrus was the availability of
Chrysler's turbocharged 2. The Cirrus available as a sedan, and convertible body styles. Models
with this engine are identified with a "High Output" badge on the back of the vehicle. Also
unique to the Cirrus was the number of trim levels; the sedan was offered in two while the
convertible was only offered in one. All were equipped with an automatic transmission. The
Insurance Institute for Highway Safety gives the â€” Sebring an Acceptable overall rating in
frontal crash tests. For , the Sebring Convertible was redesigned. It now closely resembled the
sedan , though it still differed greatly from it and the coupe. The front fascia and most of the
interior were the only features that these cars had in common. Many interior and exterior
components were carried over from the first-generation car, though the body shell underneath
is significantly different. The Sebring received minor styling revisions mostly the appearance of
the nose for the model year. A redesigned Sebring Coupe was introduced for the model year,
based on the third-generation Mitsubishi Eclipse. Like the previous generation, the coupe
shared very little in common with the sedan or the convertible, other than the name and a few

exterior styling cues to help market all three vehicles together as one model. The Sebring
Coupe received a minor facelift for , and was discontinued after the model-year. The redesigned
Chrysler Sebring convertible was considered the replacement for the Sebring coupe. Chrysler
also manufactured export versions of the Sebring sedan and convertible for the mainland
European market. The rear bumper has a larger recess for the longer European-size license
plates, and two rear fog-lamps are fitted; one on each side of the license plate. The LHD
headlamps incorporate Euro-type H4 bulbs, together with three-way up and down beam-level
adjustment via a dash-mounted switch to the left of the steering wheel. Engine ranges offered
were the 2. The 2. The odometer and trip meter are in kilometers. As the Sebring sedan and
convertible were made in left-hand drive only, they were not sold in the UK and Ireland. Chrysler
UK did, however, import 50 convertibles with the 2. Being non-standard in Chrysler's UK range
at the time though, no more were imported. Lack of a diesel engine and right-hand drive
availability prevented this Sebring from being a true pan-European model unlike other Chryslers
such as the Chrysler M, PT Cruiser, and Voyager. In addition, the model was dropped from
Chrysler's lineup in some countries, notably France, before production ended in In France, the
three domestic car-makers PSA-Peugeot, Citroen, and Renault dominate the new car market,
which meant very low sales of the Sebring there. As a result, the sedan was only imported by
Chrysler France in and The and facelifted â€” year models were not. The convertible was only
sold until The and models were likewise not imported. Despite not being available in the UK and
Ireland, some Sebring convertibles have been bought in from the U. Some Euro-spec models
have also been privately imported, mostly from Germany. The sedan is much rarer in the UK
though; a few EU models have been imported, but most are likely to be North American
'grey-imports'. After some minor modifications the vehicle was renamed the Volga Siber. The
Sebring was replaced with a new model based on the JS platform for the model year. Since no
convertible was offered, the Sebring convertible was left to fill the void, remaining in
showrooms and on the company's website until the model's release. The third-generation
Sebring borrowed many styling cues from the Chrysler Airflite concept. It also has several
Chrysler-signature styling cues, several of which were borrowed from the Chrysler Crossfire.
The Sebring sedan and convertible were also sold in right-hand drive through Chrysler's UK
and Ireland dealer network. Export vehicles will be offered with a 2. In addition, the Limited
received the 2. Also for , the rear badge placements were modified. For the model year, the hood
was redesigned, eliminating the longitudinal grooves. For the model year, the Sebring
convertible was redesigned with hood strakes recalling the Chrysler Crossfire. The new
convertible body style debuted at the Los Angeles International Auto Show as an early model.
The new convertible offered both a retractable hardtop and soft tops, with the Sebring's roofs
manufactured by Karmann. A vinyl top came on the base LX model, a cloth roof on the Touring
and Limited models with the option of a retractable metal top. The convertible top retracts into
the trunk with a power tonneau cover and a luggage protector for the top. The top can also be
retracted with the remote keyless entry, meaning the top can be stowed without being inside the
car or starting the engine. The LX model included a new 2. Unlike the Sebring sedan, the
convertible was not available in all-wheel drive. BBDC in Beijing. Chrysler introduced this
generation Sebring in the European markets including right-hand drive markets as their first
competitor in the D-segment. It received a generally unfavorable reception from European
motoring journalists. The Chrysler Sebring was extensively refreshed in , but was rebadged as
the Chrysler The JS platform and bodyshell had been retained, but there were extensive
cosmetic and powertrain changes to the vehicle. The name change helped distance the vehicle
from the Sebring's reputation for quality issues and fleet pervasiveness. From Wikipedia, the
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Automobile Chrysler Convertible User Manual pages. This manual has been prepared with the
assistance of service and engineering specialists to acquaint you with Engine exhaust, some of
its constituents, and certain the operation and maintenance of your new vehicle. It is vehicle
components contain or emit chemicals supplemented by a Warranty Information Booklet and
known to the State of California to cause cancer and various customer oriented documents. If
you do not read this entire manual you may miss important information. The dealer that sold
you your new vehicle has the key code numbers for your vehicle locks. If this occurs, rotate the
key An unlocked car is an invitation to thieves. These devices cannot damage the Sentry With
this system, an electronically coded ignition key Key System, but can cause a momentary
problem sends a signal to the vehicle electronics. If the electronics when attempting to start the
engine. Press this switch to lock or unlock the four doors. Door Lock Plunger If the door lock
plunger is down when you shut the door, the door will lock. The double activation feature 1.
Depress the power door lock switch to lock the doors. Press and hold the Unlock button on the
transmit- This system allows you to lock or unlock the doors or ter. Continue to hold the Unlock
button, wait at least 4 The horn will chirp and the headlamps will flash once to but no longer
than 10 seconds, then press the Trunk acknowledge the lock signal. Using a currently
programmed transmitter, press the General Information Unlock button on the transmitter.
Reassemble the transmitter case. Snap the halves The recommended replacement batteries are
CR This shows that the system is arming. If the light comes on but does not flash, the system is
still armed, but there is a problem in the trunk circuit. The odometer display will reappear once
the trunk is closed or if the trip button is depressed. Power Windows Never leave children in a
vehicle, with the keys in the ignition switch. Occupants, particularly unat- tended children, can
become entrapped by the power windows while operating the power window switch. It tells you
how to use your restraint system pressure on the ears or a helicopter type sound in the properly
to keep you and your passengers as safe as ears. Seat of the worst injuries happen when
people are thrown from the vehicle. Enter the vehicle and close the door. The lap portion could
ride too high on your body, possibly causing internal 2. A frayed or torn belt could rip apart in a
collision and leave you with no protection. Inspect the belt system periodically, checking for
cuts, frays, or loose parts. Damaged parts must be replaced immediately. Do not disassemble or
modify the system. The driver should also instruct all other occupants to The seat belts for both
front seating positions are buckle their seat belts. Once the warning is triggered, the equipped
with pretensioning devices that are designed to Enhanced Warning System BeltAlert will
continue to remove any slack from the seat belts in the event of a If the vehicle is equipped with
window bags, they are located above the side windows. An airbag Standards. We also
recommend that you make sure deployment could cause severe injury or death to that you can
install the child restraint in the vehicle infants in this position. If your able. If not possible, lower
the head restraint and pass the tether strap around the outboard 1. Rotate the cover over the
anchor directly behind the side of the head restraint. This is a normal part of the break-in and
not an indication of a problem. However, if for some reason it Check operation by selecting the
defrost mode and place must remain open, close all windows. Adjust the the blower control on
high speed. The bottom of the console bin also has built in holders for compact discs or
cassette tapes. Push in the button Adjust the mirror to center on the view through the rear on
the face of the mirror to activate the dimming feature. To avoid damage to the mirror during
cleaning, never spray any cleaning solution directly onto the mirror. Apply the solution onto a
clean cloth and wipe the mirror clean. Electric Remote-Control Mirrorsâ€” If Equipped Both of
the outside mirrors can be adjusted by using the remote controls mounted on the instrument
panel to the left of the steering wheel. To use traffic, with a slight overlap of the view obtained
on the the mirror, rotate the sun visor down and swing the inside mirror. Lean The adjusting bar
is at the front of the seats, near the forward and lift the lever to return the seatback to its floor.
Turn the control lever forward to increase and rearward to de- crease the desired amount of
lumbar support. Persons who are unable to feel pain to the skin because of advanced age,
chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaus- tion or other
physical condition must exercise care when using the seat heater. Adjust the restraints so be
folded forward. The cargo area in the rear of the vehicle with the rear seatbacks in the locked-up
or folded down position should not be used as a play area by children when the vehicle is in
motion. They could be seriously injured in an accident. If the hood is not fully latched it could
fly up when the vehicle is moving and block your forward vision. You could have a collision. Be
sure all hood latches are fully latched before driving. The interior lights on the Multi-Function

interior lights will remain off when the Control Lever upward will increase doors are open. Each
light has a push-on push-off switch. NOTE: The lights will remain on until the switch is pressed
a second time, so be sure that they have been turned off before leaving the vehicle. Turning the
dimmer control to the full Lights down position prevents the courtesy lights from coming Turn
the end of the Multi-Function lever to the first on when a door is opened. The lights remain on
the instrument cluster flash to show proper operation of until the ignition switch is turned OFF
or the parking the front and rear turn signal lights. Pull down and signal control and move the
wheel up or down, as release the control lever for a single wiping cycle. Tilting the steering
column while the vehicle is moving is dangerous. Without a stable steering col- umn, you could
lose control of the vehicle and have an accident. Adjust the column only while the ve- hicle is
stopped. Releasing the button when button, or normal brake or clutch pressure will deactivate
the desired speed is reached, will establish a new SET speed control without erasing the
memory. The HomeLink Universal Transceiver replaces up to three remote controls hand held
transmitters that oper- A moving garage door can cause injury to people and ate devices such
as garage door openers, motorized pets in the path of the door. Place the hand held controller
one to three inches from the Universal Transceiver while keeping its Vehicle exhaust contains
carbon monoxide, a danger- indicator light in view. The rapid the transmitter code changes after
each use to prevent the flashing indicates successful programming. Locate the training button
on the garage door motor Your garage door opener should now recognize your head unit. The
exact location and color of the button may Universal Transceiver. The remaining two buttons
may vary by garage door opener manufacturer. Transceiver until the garage door or other
device begins To erase all of the previously trained frequencies, hold to operate. Occupants,
particularly unat- tended children, can become entrapped by the power sunroof while operating
the power sunroof switch. However, the open automatically from any position. The sunroof will
sunshade will open automatically as the sunroof opens. Press and hold the switch forward until
the sunroof stops completely to ensure that the sunroof is fully closed. Airbag Light 8.
Speedometer The light comes on and remains on for 6 to 8 Shows the vehicle speed in
miles-per-hour and seconds as a bulb check when the ignition kilometers-per-hour. If the bulb
does not 9. Any reading within the normal your Owner Manual for more details. If the bulb does
range approximately mid point on the scale not come on when turning the key from OFF to ON,
shows that the cooling system is operating properly. Engine Temperature Warning Light button
a second time to return to the odometer. Brake System Warning Light it indicates that the
Anti-Lock portion of the brake system This light monitors both the brake fluid level is not
functioning and that service is required, however, and the parking brake. After the bulb that it is
operating properly. Turn the ignition key to the check or when driving, if the driver seat belt
remains RUN position. Verify need to calibrate the compass for normal conditions. AM or 1. Use
a ballpoint pen or similar object to press the hour Amplitude Modulation, in which the
transmitted sound H or minute M buttons on the radio, The time setting causes the amplitude,
or height, of the radio waves to will increase each time you press the button. Turn the volume
control clockwise to increase the volume. Push in the button and it will pop out. Adjust the Top
40 Top 40 balance and push the button back in. The balance will be Weather Weather displayed
and continuously updated while the button is You can recall the the next station, in either AM or
FM, pausing for 5 stations stored in SET 2 memory by pressing the push- seconds at each
listenable station before continuing to the Press this button to play 10 seconds of each
selection. Press the SEEK button once to move 1 selection, twice to Press the scan button a
second time to cancel the feature. CD player, or satellite radio if equipped. To stop the scan
function, press the button a second time. A SEEK symbol will appear on the display. Turn the
NOTE: The radio sales code is located on the lower left volume control clockwise to increase
the volume. Press the top of the the SET button twice and SET 2 will show in the display button
to seek up and the bottom to seek down. Pressing this button while playing a cassette tape will
change the side of the tape being played. Always remove the Navigation DVD before inserting
another disc. Press the bottom of the Seek will tune to the last station selected. Pressing a
pre-set memory unblocking. The function of the left hand function in this mode. The the CD
changer to play the next available disc. Under certain conditions, the operation of a cellular
phone in your vehicle can cause erratic or noisy perfor- 5. These Automatic Temperature
Control ATC â€” If sensors transmit data on sun strength and vehicle interior Equipped
temperatures to enhance system performance. You Use this control to regulate the amount of
air forced can select a very hot or cold comfort setting by holding through the system in any
mode you select. Turn the the comfort control until it reaches its highest or lowest control
clockwise to increase fan speed. Slight changes in tion. A symbol in the display window will
show which engine speed or power may be noticed when the com- mode is operating. This
mode is not recommended when Defroster and a second time to turn it off. An heat is required

in very cold temperatures. If side window fogging becomes a problem, increase These outlets
are located under the front seats and direct blower speed. The compressor will remain on
during warm air to the rear seat passengers. This is a The mode control allows you to normal
occurrence as the compressor will cycle on and choose from several patterns of air off to
maintain comfort and increase fuel economy. Use of this mode for longer and floor outlets.
Each later activation will allow 10 side window demist outlets. Use this mode minutes of
operation. The blower air will heat faster in cold weather if you use only the low blower speeds
for the first 10 minutes of Summer Operation operation. Leaves collected in the air-intake
plenum may reduce air flow and plug the plenum water drains. Apply the brakes before shifting
to any driving gear. Do not attempt to push or tow your vehicle to get it started. Vehicles
equipped with an automatic trans- axle cannot be started this way. Unburned fuel could enter
the catalytic converter and once the engine has started, ignite and damage the converter and
vehicle. Remember to disconnect the cord before driving. Unintended movement of a vehicle
could injure those in and near the vehicle. As with all vehicles, Damage to the volt AC electrical
cord could you should never exit a vehicle while the engine is cause electrocution. The
transaxle electronics are self calibrat- convenience. This range should be used for most city and
highway driving. It provides smoothest up shifts and down shifts Your vehicle could move and
injure you and others if and best fuel economy. In the event power assist is lost for loss of
overall braking effectiveness. If for some reason the hydraulic pressure is interrupted, it will still
be possible to steer your vehicle. Under these conditions you will observe a substantial
increase in steering effort. NOTE: Extended heavy use of Traction Control may cause the
system to deactivate and turn on the traction control light located in the instrument cluster.
Tires designed to this standard have spares designed for temporary emergency use only. If the
TIN is not found on however the date code may only be on one side. Tire and Loading
Information This placard tells you important information about the If your vehicle will be towing
a trailer, load from your number and size of occupants. This table is for illustra- trailer will be
transferred to your vehicle. Consult this tion purposes only and may not be accurate for the
manual to determine how this reduces the available seating and load carry capacity of your
vehicle. Overloading of your tires is dangerous. Use tires of the Improperly inflated tires are
dangerous and can recommended load capacity for your vehicle. Never cause accidents.
Economyâ€” Improper inflation pressures can cause uneven wear patterns to develop across
the tire tread. These abnormal wear patterns will reduce tread life resulting in a need for earlier
tire replacement. Underinflation also increases tire rolling resistance and results in higher fuel
consumption. Consult your authorized tire dealer for radial tire repairs. High speed driving with
your vehicle under maxi- mum load is dangerous. The added strain on your Compact Spare Tire
â€” Installation of this limited use spare wheel is designed specifically for the compact spare.
They should be inspected regularly for wear and correct cold tire inflation pressure. Some
combina- may result in false speedometer and odometer read- tions of unapproved tires and
wheels may change ings. More frequent rotation is permis- manual gear shifting capability to
provide you with more sible if desired. If you experience these automatic mode until the
problem is corrected. Therefore Fuel system damage or vehicle performance problems you
should not have to add anything to the fuel. Have the exhaust system inspected every time the
vehicle is raised. Have any abnormal conditions Only vehicles with the E fuel filler door label
can repaired promptly. Until repaired, drive with all side operate on E Tongue Wt. See Note 2. To
promote proper break-in of your new vehicle driv- etrain components the following guidelines
are recom- Improper towing can lead to an injury accident. The Trailer Tow Package may
include a 4 and 7 pin wiring harness. Use it when your vehicle is disabled and is creating a
safety hazard for other motorists. If it is necessary to leave the vehicle to go for service, the
flasher system will continue to operate with the ignition key removed and the vehicle locked. If
your air conditioner is on, turn it off. The air conditioning system adds heat to A hot engine
cooling system is dangerous. Place the gear selector in PARK. Block wheel diagonally opposite flat tire. Remove the spare tire, scissors jack and lug wrench from stowage. Loosen, To
avoid possible personal injury, handle the wheel but do not remove, the wheel nuts by turning
them covers with care to avoid contact with the metal counterclockwise one turn while the
wheel is still on the Raising the vehicle higher than necessary can make A loose tire or jack
thrown forward in a collision or the vehicle less stable. It could slip off the jack and hard stop
could endanger the occupants of the ve- hurt someone near it. Remote battery terminals are
located in the engine compartment for jump starting. Make Do not permit vehicles to touch each
other as this sure you have a good contact on the engine. Be careful of the moving belts and
fan. Battery fluid is a corrosive acid solution; do not allow battery fluid to contact eyes, skin or
clothing. To reduce this possibility, the following precautions should Acceleration be observed:
Rapid acceleration on snow covered, wet, or other slip- pery surfaces may cause the front

wheels to pull errati- 1. Page 2. In some localities, it may be a legal requirement to pass 3. Do
only that service work for which engine oil must be maintained, at the correct level. Check you
have the knowledge and the proper equipment. Materials Added To Engine Oils The
manufacturer strongly recommends against the ad- dition of any additives other than leak
detection dyes to engine oil. Use a filter of this type for replacement. The mance and emission
control. New plugs should be in- quality of replacement filters varies considerably. However, it
is im- portant to keep the engine properly serviced to assure The air cleaner can provide a
measure of protection proper catalyst operation and prevent possible catalyst in the case of
engine backfire. A hot exhaust system can start a fire if you park over Engine Timing Belt
materials that can burn. Such materials might be Replace the engine timing belt 2. Battery
posts, terminals and related accessories con- tain lead and lead compounds. Wash hands after
handling. Battery fluid is a corrosive acid solution and can burn or even blind you. It is essential
when replacing the cables on the battery that the positive cable is attached to the positive post
and the negative cable is attached to the WARNING! Ra Air Conditioning Refrigerant is a
hydrofluorocar- bon HFC that is endorsed by the Environmental Pro- Fluid level should be
checked on a level surface with tection Agency and is an ozone-saving product. How- the
engine off to prevent injury from moving parts, ever, the manufacturer recommends that air
conditioning and to insure accurate fluid level reading. If necessary, add and safety catch
should be cleaned and lubricated. With a clean Hood Latch cloth, wipe any spilled fluid from all
surfaces. Gently place the wiper arm on the windshield. If coolant is dirty or rusty in
appearance, the coolant type. This cording to the temperatures occurring in the area where
coolant can be used up to 5 Years or , miles before the vehicle is operated. Clean up any ground
spills immediately. Inspect hose routing to be sure hoses do not touch any heat source or
Riding the brakes can lead to brake failure and moving component that may cause heat damage
or possibly an accident. The fluid level in the master cylinder should be checked when
performing under hood services, or immediately if NOTE: Often, fluids such as oil, power
steering fluid, the brake system warning lamp shows system failure. Operation with mance.
Fluid changes are not necessary unless the What Causes Corrosion? If con- Corrosion is the
result of deterioration or removal of taminated with water, the fluid should be changed im- paint
and protective coatings from your vehicle. Your dealer has touch up finish. Small particles of
dirt can act as an All glass surfaces should be cleaned on a regular basis abrasive and damage
the leather surface and should be with any commercial household-type glass cleaner. When
cleaning the lenses, care must be taken to avoid scratching the plastic. This information ap- the
cover. Remove the push-in fasteners by prying under the head of the fasteners with a flat
bladed tool. Headlight Bulb Replacement 1. Open the hood and remove the two headlight
mount- ing screws. Gently pry the headlight assembly away from the fender as shown in the
picture. This will free the ball stud from its retainer in the fender. Pull the headlight assem- bly
away from the vehicle. Reinsert the bulb and socket assembly and turn the 2. Turn the bulb
socket counterclockwise and remove the retaining ring clockwise to secure the bulb. Reinstall
the headlight assembly. Turn the bulb and socket assembly counterclockwise to remove it from
the housing. Remove the screws securing the light assembly to the front fascia. Install the new
bulb and socket assembly, reattach the wiring connector, and reinstall the fog light assembly.
Open the trunk. Turn the bulb socket counterclockwise 1. Open the trunk and pull the trunk liner
away to to remove it from the housing. Reinstall the light housing and reconnect the wiring
Headlight Aiming connector. Push the trunk liner back into place. The headlights on your new
vehicle were aimed at the factory. The factory setting was made at a no load setting. License
Plate Bulb Replacement A great increase in weight will change the aiming and it 1. Metric Fuel
approximate 2. Use only recommended brake flu- ids. Inspect the air cleaner filter and replace if
necessary. Inspect the air cleaner filter and replace i
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f re- quired. Inspect the air cleaner filter and replace if neces- sary. Retain all re- sions warranty.
Inspect the air cleaner filter and replace if required. Inspect the front and rear brake pads,
linings, rotors, rear drums and shoes. Retain all re- ceipts. You can be badly injured working on
or around a motor vehicle. Do only that service work for which you have the knowledge and the
right equipment. This can often provide a clue to the Chrysler, Dodge, or Jeep dealer. We
strongly recommend current problem. Customer Center general manager or owner of the
dealership. They P. Box want to know if you need assistance. Page Warranty Information U.
Page Chrysler group vehicles. Included are maintaining, servicing and repairing
DaimlerChrysler starting, operating, emergency and maintenance pro- Corporation vehicles. A
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