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Quick Links. See also: Owner's Manual , User Manual. Replacement manuals may be purchased
by visiting Page 5 Never park your vehicle over dry grass or other combustible materials. The
heat from your vehicle exhaust system could cause a fire. Adjusting a seat while the vehicle is
moving is dangerous. The sudden movement of the seat could cause you to lose control. The
seat belt might not be properly adjusted and you could be injured. Only adjust a seat while the
vehicle is parked. It may cause burns even at low temperatures, especially if used for long
periods of time. Do not adjust the pedals while the vehicle is moving. You could lose control
and have an accident. Always adjust the pedals while the vehicle is parked. Do not place any
article under the adjustable pedals or impede its ability to move, as it may cause damage to the
pedal controls. NOTE: For safe driving, turn off high beams when oncoming traffic is present to
prevent headlight glare and as a courtesy to other motorists. For example, if you shift the
transaxle into third gear, the transaxle will never shift above third gear, but can shift down to
second or first gear automatically when needed. This enables the rear passenger climate
controls located in the headliner above the second row seats. The rear temperature and air
source are controlled from the front lower ATC panel. Lower the head restraints and raise the
armrests on the second row seat. Once the seat begins to rotate, the handle may be released.
Occupants, particularly unattended children, can become entrapped by the power sunroof while
operating the power sunroof switch. If buffeting occurs with the rear windows open, adjust the
front and rear windows together. The buttons on the radio will only be active if the vehicle has
been equipped with the option. Page 36 Navigation Technologies. Not all roads are digitized.
NOTE: Many features of this radio are speed dependent. For your own safety, it is not possible
to use the touch-screen keyboard to enter a name e. Playback will begin automatically after the
DVD is recognized by the disc drive. Pressing the controls on the steering wheel allows the
driver to select vehicle information and Personal Settings. For additional information refer to
Programmable Features in this guide. Do not train the transceiver if people or pets are in the
path of the door or gate. This outlet can power cellular phones, electronics and other low power
devices requiring power up to watts. Please note the volume setting for Voice Recognition is
different than the audio system. Driving with a hot cooling system could damage your vehicle. If
the temperature gauge reads HOT H , pull over and stop the vehicle. Idle the vehicle with the air
conditioner turned off until the pointer drops back into the normal range. If the pointer remains
on HOT H , and you hear continuous chimes, turn the engine off immediately and call for
service. Turn the two cover latches to release the cover. Avoid ice or slippery areas. Carefully
follow these tire changing procedures to help prevent personal injury or damage to your
vehicle: Always park on a firm, level surface as far from the edge of the roadway as possible
before raising the vehicle. Raise the vehicle only until the tire just clears the surface and
enough clearance is obtained to install the spare tire. Raising the vehicle higher than necessary
can make the vehicle less stable and cause an accident. Keep flames or sparks away from the
battery vent holes. Turn your steering wheel right and left to clear the area around the front
wheels. Refer to your oil filler cap for correct SAE grade. This center contains cartridge fuses,
mini-fuses and relays. Overloading of your tires is dangerous. Overloading can cause tire
failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Improperly inflated tires are
dangerous and can cause accidents. Box 21â€” constituents, and certain vehicle components
contain, or emit, Auburn Hills, MI â€” chemicals known to the State of Phone: 1â€”â€”â€”
California to cause cancer and birth defects, or other reproductive harm. Page 84 This guide has
been prepared to help you get quickly acquainted with your new Chrysler and to provide a
convenient reference source for common questions. Print page 1 Print document 84 pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. Quick Links. See also: Owner's Manual. Replacement DVD kits may be
purchased by visiting Page 5 Never park your vehicle over dry grass or other combustible
materials. The heat from your vehicle exhaust system could cause a fire. In a collision, you and
your passengers can suffer much greater injuries if you are not properly buckled up. You can
strike the interior of your vehicle or other passengers, or you can be thrown out of the vehicle.
Adjusting a seat while the vehicle is moving is dangerous. The sudden movement of the seat
could cause you to lose control. The seat belt might not be properly adjusted, and you could be
severely injured or killed. Only adjust a seat while the vehicle is parked. It may cause burns
even at low temperatures, especially if used for long periods of time. NOTE: For safe driving,
turn off high beams when oncoming traffic is present to prevent headlight glare and as a
courtesy to other motorists. This enables the rear passenger climate controls located in the
headliner above the second row seats. The rear temperature and air source are controlled from
the front lower ATC panel. Lower the head restraints and raise the armrests on the second row
seat. Once the seat begins to rotate, the handle may be released. Press the button once to open,

and a second time to close the power liftgate. Any release of the switch will stop the movement,
and the sunroof will remain in a partially open or closed position until the switch is pressed
again. The buttons on the radio will only be active if the vehicle has been equipped with the
option. Page 42 Navigation Technologies. Not all roads are digitized. NOTE: Many features of
this radio are speed dependent. For your own safety, it is not possible to use the touch-screen
keyboard to enter a name e. Playback will begin automatically after the DVD is recognized by
the disc drive. Location may vary. This can usually be found where the hanging antenna wire is
attached to the garage door opener motor it is NOT the button normally used to open and close
the door. Do not insert any objects into the receptacles. Do not touch with wet hands. Close the
lid when not in use. If this outlet is mishandled, it may cause an electric shock and failure. TPMS
malfunctions may occur for a variety of reasons, including the installation of replacement or
alternate tires or wheels on the vehicle that prevent the TPMS from functioning properly. Driving
a vehicle with the red brake light on is dangerous. Part of the brake system may have failed. It
will take longer to stop the vehicle. You could have an accident. Have the vehicle checked
immediately. Cycle the ignition when the vehicle has completely stopped and the shift lever is
placed in the PARK position; Pull far enough off the road to avoid being hit when operating the
jack or changing the wheel. Avoid ice or slippery areas. Push down on the wrench while
tightening for increased leverage. Alternate nuts until each one has been tightened twice. If in
doubt about the correct tightness, have them checked with a torque wrench by your authorized
dealer or at a service station. Do not use a portable battery booster pack or any other booster
source with a system voltage greater than 12 Volts or damage to the battery, starter motor,
alternator or electrical system may occur. Failure to follow these procedures could result in
damage to the charging system of the booster vehicle or the discharged vehicle. Turn your
steering wheel right and left to clear the area around the front wheels. This is in violation of
most state and federal fire regulations and will cause the MIL to turn on. Refer to your oil filler
cap for correct SAE grade. This center contains cartridge fuses, mini-fuses and relays. Box
21â€” constituents, and certain vehicle components contain, or emit, Auburn Hills, MI â€”
chemicals known to the State of Phone: 1â€”â€”â€” California to cause cancer and birth
defects, or other reproductive harm. Page 92 This guide has been prepared to help you get
quickly acquainted with your new Chrysler and to provide a convenient reference source for
common questions. Print page 1 Print document 92 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
See also: User Manual. Table of Contents. Be assured that it represents precision nicians and
genuine MOPAR parts, and cares about workmanship, distinctive styling, and high quality - all
your satisfaction. If you do not read this entire manual, you may miss important information.
Any modifications or alterations to this vehicle could seriously affect its roadworthiness and
safety and may lead to an accident resulting in serious injury or death. The emergency key
allows for entry into the vehicle should the battery in the vehicle or the RKE transmitter go
dead. The NOTE: The Sentry Key Immobilizer system is not system will shut the engine off in
two seconds if an compatible with aftermarket remote starting systems. If someone enters
Tamper Alert the vehicle through the liftgate and opens any door the If something has triggered
the Vehicle Security Alarm in alarm will sound. For example, flash headlights or sound horn on
LOCK. Remove and replace the battery. Avoid touching the If you do not have a programmed
RKE transmitter, new battery with your fingers. Skin oils may cause contact your authorized
dealer for details. A weak battery in the RKE transmitter. The expected life of the battery is
approximately three years. Do not leave unattended children in the vehicle, or with access to an
unlocked vehicle. Unsupervised use of vehicle equipment may cause severe per- sonal injuries
and death. A chime will sound if the Key Fob is in the If you press the power door lock switch
while the sliding ignition switch and a door is open, as a reminder to door is open, the sliding
door will lock. If a chime is not heard, the program mode was perform the following steps:
canceled before the feature could be disabled. If neces- sary, repeat the previous procedure.
The switch will operate only when the ignition switch is in the ON or ACC position and during
power accessory delay. The switches will operate only when the ignition switch is in the ON or
ACC position and during power acces- sory delay. Auto-Down feature. Wind buffeting can be
described as the perception of pressure on the ears or a helicopter-type sound in the There is
no anti-pinch protection when the window ears. Your vehicle may exhibit wind buffeting with the
is almost closed. To close the door, wait until it doors from the rear seats, press the power
sliding door is fully open and then press the switch again. NOTE: When the Child Protection
Door Lock system is engaged, the door can be opened only by using the outside door handle
even though the inside door lock is in the unlocked position. Flash Lights feature is enabled,
the tail lights will flash to Pushing once will only close the liftgate. Be sure to remove any
buildup of snow or ice liftgate opening. Light pressure anywhere along these from the liftgate

before pressing any of the power strips will cause the liftgate to return to the open liftgate
buttons. However, because the gas pressure drops with tempera- that span the front, second,
and third row seating for ture, it may be necessary to assist the props when the driver and
passengers seated next to a window â€” This can happen inflator design. This allows the airbag
to have different far away from home or on your own street. You might inside or outside of a
vehicle. A frayed or torn belt could rip apart in a collision and leave you with no protection. The
belt will still retract to remove any slack in the shoulder belt. Allow the belt to retract. As the belt
retracts, you will NOTE: These devices are not a substitute for proper seat hear a clicking
sound. This indicates the safety belt is belt placement by the occupant. Grasp the deployed
AHR from the rear seat. Pull down then rearward towards the rear of the vehicle then down to
engage the locking mechanism. The AHR front soft foam and trim half should lock into the back
decorative plastic half. Page 66 60 seconds of the ignition switch being turned to the ON 4. Turn
the ignition switch to the LOCK position. Chrysler Group LLC does not recom- single chime will
sound to signify that you have success- mend deactivating BeltAlert. We recommend that
pregnant women use the seat belts throughout their pregnancy. Keeping the mother safe is
Using a seat belt extender when not needed can the best way to keep the baby safe. This allows
the airbag to have different rates of inflation based on the severity and type of collision. Driver
and Front Passenger â€” Continued side of the seat. You may damage the airbags and you
could be injured because the airbags may no longer be functional. The Knee Impact Bolsters
help protect the knees of the driver and the front passenger, and position everyone for Infants
in rear-facing child restraints should NEVER the best interaction with the Advanced Front
Airbag. Different airbag inflation The ORC determines if a side collision requires the side rates
are possible, based on the collision type and sever- airbags to inflate based on the severity and
type of ity. This does not mean something is wrong with the communication network remains
intact, and the the airbag system. These airborne particles may irritate Maintaining Your Airbag
System the skin, eyes, nose, or throat. For nose or throat irritation, move to fresh air. While
vanced airbag system. Page Event Data Recorder Edr In the event of an accident, your vehicle is
designed to used by Chrysler Group LLC and others to learn more record up to five seconds of
specific vehicle data param- about the possible causes of crashes and associated The booster
seat is designed for children weighing between 48 and 85 lbs 22 and 39 kg and between 47 in
cm and 57 in cm tall. Two types Rearward-facing child seats must NEVER be used in of child
restraints can be used rearward-facing: infant the front seat of a vehicle with a front passenger
carriers and convertible child seats. Tighten the lower attachment strap while firmly pushinstall the restraint using the vehicle seat belts. Route the top tether strap under the adjustable
head restraint between the steel posts. Provide enough slack reference child restraint instructions for the tether strap to reach the tether anchor located near the bottom of the seat
back. An incorrectly anchored tether strap could lead to increased head motion and possible
injury to the To install a child restraint, first, pull enough of the seat child. Airbags deploying in
the front seat could harm your pet. An unrestrained pet could be thrown about and possibly
NEVER carry a child in a rear facing infant carrier in injured, or injure a passenger during panic
braking or in a vehicle without rear seats. Route the tether strap under the head rest. Wide-open
throttle acceleration in low gear can be detri- The vehicle tether anchor is designed to be used
with mental and should be avoided. Exhaust gases can injure or kill. They contain carbon
monoxide CO , which is colorless and odorless. Breathing it can make you unconscious and
can eventually poison you. You should be able to while you work the controls. Check turn
signal and high feel the air directed against the windshield. Adjust the mirror to center on the
view through the rear window. Headlight glare can be reduced by moving the small control
under the mirror to the night position toward the rear of the vehicle. When using this feature the
mirror will automatically adjust for headlight glare from vehicles behind you. You To avoid
damage to the mirror during cleaning, never can turn the feature on or off by pressing the
button at the spray any cleaning solution directly onto the mirror. All outside mirrors are hinged
and may be moved either forward or rearward to resist damage. The hinges have Vehicles and
other objects seen in an outside convex three detent positions: full forward, full rearward and
mirror will look smaller and farther away than they normal. Heated Mirrors â€” If Equipped
These mirrors are heated to melt frost or ice. This feature is activated whenever you turn on the
rear window defroster. Each stored memory setting will have an associated Tilt Mirrors in
Reverse position. The zone starts at the outside rear view mirror and extends ap- proximately 20
ft 6 m to the rear of the vehicle. The Blind Spot Monitoring system is only an aid to help detect
objects in the blind spot zones. The BSM system is not designed to detect pedestrians, bicyclists, or animals. Even if your vehicle is equipped with the BSM system, always check your
vehicles mirrors, glance over your shoulder, and use your turn signal before changing lanes.
They need to be used properly for safe operation of the vehicle. Adjusting a seat while the

vehicle is moving is dangerous. The sudden movement of the seat could cause you to lose
control. The seat belt might not be properly adjusted and you could be injured. Adjust any seat
only while the vehicle is parked. DO NOT ride with the seatback reclined so that the shoulder
belt is no longer resting against your chest. In a collision you could slide under the seat belt
and be seriously or fatally injured. Use the recliner only when the vehicle is parked. This feature
heats the front driver and passenger seats. The controls for front heated seats are located on
the Adjusting a seat while the vehicle is moving is center instrument panel area. Adjusting Head
Restraints Head restraints can reduce the risk of injury in the event of a rear impact. The head
restraint should be adjusted so the top of the head restraint is located above the top of your ear.
Push rearward on the bottom of the head restraint to move the head restraint away from your
head. Slide the storage bin locking mechanism to the 4. Pull up on the seatback recliner lever
located on the LOCK position and then pull up on the storage bin latch outboard side of the seat
and fold the seatback down. To to open the cover. The storage bin cover must be locked and
flat to avoid damage from contact with the front seat tracks, which have minimal clearance to
the cover. Pull up on the handle to lift the seat out of the storage bin and push the seat rearward
to latch the seat anchors. Second Row Seatback Release Lever 4. Adjust the head restraint to
the desired position, close the storage bin cover and slide the storage bin locking Second Row
Seat Release Handle mechanism to the Unlocked position. In the event of a collision you could
be injured if the seat is not fully latched. When the seatback release handle is lifted, the seatback will rotate forward. To avoid injury, if you are not seated in the seat, stay clear from the
area in the path of the rotating seatback. Remove any obstructions from the floor behind the
seat, and stow the third row seat. Pull up on the release bar located at the bottom front edge of
the swivel seat. Swivel the second row seats so they are facing the rear. To install the table
follow these steps: 4. Insert pole into base by aligning the lock button into 1. Continued button
engages the base. While pulling on the latch, pull upward to remove the steps: table top from
the pole. Locate the release latch on the underside of the table NOTE: The table top should be
removed from the leg top. The floor supports the partial weight of the bagged goods. If not
properly latched, the bench seats could become loose. Personal injuries could result. After
reinstall- ing these seats, be sure the red indicator button on the release handles return into the
handles. Third Row Power Recline â€” Pull up on the assist strap to lift the seat out of the 1. To
avoid serious injury or death, NEVER operate the vehicle with occupants in the third row seat
while in the tailgate mode. Move to the front of the vehicle and look inside the Use the hood
prop rod to secure the hood in the open center of the hood opening. Locate, then push the
safety position. All of the lights, except the Hazard Warning lights, headlight high beams and
flash-to-pass, are controlled by To prevent possible damage, do not slam the hood to switches
to the left of the steering column on the instru- close it. This feature brightens the to illuminate
specific areas to aid the occupants in odometer, radio and overhead dis- locating specific
features while driving at night. Automatic Headlights â€” If Equipped This system automatically
turns your headlights on or off based on ambient light levels. Multifunction Lever The
multifunction lever is located on the left side of the steering column. Sudden loss of visibility
through the windshield could lead to an accident. If the operator desires less The Rain Sensing
system has protective features for the wiping sensitivity, they may select sensitivity positions 2
wiper blades and arms. Pull the lever upward to the locked or the shift lever is moved out of the
NEUTRAL position to lock the steering column firmly in place. Do not adjust the steering
column while driving. Adjusting the steering column while driving or driv- ing with the steering
column unlocked, could cause the driver to lose control of the vehicle. Be sure the steering
column is locked before driving your ve- hicle. The following messages will be displayed Do not
adjust the pedals while the vehicle is moving. Leaving the Electronic Speed Control system on
when not in use is dangerous. You could accidently Resuming Speed set the system or cause it
to go faster than you want. Each time the lever is tapped speed increases, so Accelerating To
Pass tapping the lever three times will increase speed by Press the accelerator as you normally
would. When the 3 mph 4. Electronic Speed Control can be dangerous where the system cannot
maintain a constant speed. As the vehicle moves closer to the object the EVIC display will show
fewer arcs and the sound tone will change from slow, to fast, to continuous. The following chart
shows the warning display operation when the system is detecting an obstacle: Continuous
Tone The lights turn on is provided for the storage of two pairs of sunglasses. An additional
LED at the front of the rear console shines down on the front foot-well area while in courtesy
mode, for added convenience. The The rear overhead console has recessed halo lighting lights
turn on when a front door, a sliding door or the around the perimeter of the console base. Do
not train the transceiver if people, pets or other objects are in the path of the door or gate. If you
have not trained any of the HomeLink buttons, erase all channels before you begin training. It is
rage door opener was manufactured after , the NOT the button normally used to open and close

the garage door opener may have a rolling code. The name and color of the button may vary by
To operate, press and release the programmed manufacturer. HomeLink button. Activation will
now occur for the trained device i. The indica- Canadian radio frequency laws require
transmitter sig- tor light will flash slowly and then rapidly when fully nals to time-out or quit
after several seconds of trans- trained. This device must accept any interference that may be
Troubleshooting Tips If you are having trouble programming HomeLink , here received
including interference that may cause undesired are some of the most common solutions:
operation. The sunroof will close fully Press the switch rearward and hold, and the sunroof will
and stop automatically. Press the switch forward and release, and the sunroof will close
automatically from any position. The sunroof Never leave children in a vehicle with the key in
the will close fully, then stop automatically. This is called ignition switch. If the Watt 13 Amp
power with the lower outlet in the instrument panel and is also rating is exceeded the fuse
protecting the system will connected to the battery. To reset the inverter only. Two cupholders
outlets. The mesh pockets are flexible enough to hold juice boxes, toys, games or MP3 players,
etc. The door will spring open about 1 in 2. Manually lift the front edge of the door upward, until
fully opened, and the detent is engaged. Front Door Storage If containers of hot liquid are
placed in the bottle Both interior front door panels have multiple pockets for holder, they can
spill when the door is closed, burn- storage. The area below the floor covers, located in front of
the second row seats, is available for storage. The storage bin cover must lay flat and be locked
to avoid damage from contact with the front seat tracks, which have minimal clearance to the
cover. Keep the storage bin covers closed and latched while the vehicle is in motion. The coat
hook load limit is 10 lbs 4. Exceeding the recommended load limit can cause the coat hooks to
break or disengage from the vehicle. Reinstall the clip first and then while pushing downadditional floor space by removing the cap and clip at ward on the console with slight pressure,
reinstall the the console base. The cupholders will also accommodate large storage area below.
Position 1 shows the console closed with four cupholders and a convenient storage tray. Again,
lifting second latch handle at the front of rearward position. Pull up on the console to be sure it
is firmly latched. The load must not exceed lbs 68 kg , and should be uniformly distributed over
the luggage rack crossbars. When the crossbars are not in use, the front not exceed the
maximum roof rack load capacity of crossbar should be fastened just forward of the middle lbs
68 kg. Cargo must be securely tied before driving your vehicle. Improperly secured loads can fly
off the vehicle, particularly at high speeds, resulting in per- sonal injury or property damage.
Follow the Roof Rack Cautions when carrying cargo on your roof rack. Continue pulling the sun
screen until the tab is near the top of the window. Sun Screen Extended To lower the sun
screen, gently lift the tab upward to disengage the hooks, and feed the screen back into the
base sill. Fuel Gauge The pointer shows the level of fuel in the fuel tank when If the light
remains lit with the engine running, your the ignition switch is in the ON position. See an authoequipped with a Tire Pressure Monitoring System rized dealer. TPMS that illuminates a low tire
pressure telltale when one or more of your tires is significantly under-inflated. When the
equipment tires and wheels. If the temperature reading does not return to normal, turn the
engine off immediately and call for service. The light should illuminate for approxi- ABS. A
malfunctioning catalytic converter, as referenced above, can reach higher temperatures than in
normal Certain conditions such as a loose or missing gas cap, operating conditions. The
temperature gauge shows engine coolant tempera- ture. Any reading within the normal range
indicates that A hot engine cooling system is dangerous. You or the engine cooling system is
operating satisfactorily. To reset the oil change indicator eter display area. Federal regulations
require that upon transfer of Contact an authorized dealer. Press the left reset button located on
the instrument cluster to scroll through sub menus i. Start the engine and leave the
transmission in the Start the engine and leave the transmission gear selector PARK position.
Press and hold the CMTC 2. The EVIC consists of the tures a driver-interactive display that is
located in the following: instrument cluster. The engine oil change ditions. When this message
is displayed both outside indicator system is duty-cycle based, which means the rear view
icons will be illuminated. If necessary, repeat these steps. Elapsed The compass readings
indicate the direc- time will increment when the ignition switch is in the ON tion the vehicle is
facing. This message will appear does not appear in the EVIC display, you must put the
whenever you are driving in a fuel efficient manner. To compensate for the differences, the
variance should be set for the zone where the vehicle is driven, per the zone map. Once
properly set, the compass will automatically compensate for the differences, and provide the
most accurate compass heading. To this feature is not selected then the memory seat, mirror,
make your selection, press and release the RESET button and radio settings can only return to
the memory set until ON or OFF appears. This feature ther information. The time zone selection
menu will appear on 1. Turn on the radio. Touch the screen where the time is displayed. When

selected, this feature will display the time of day on the touch screen when the radio is turned
off. Proceed Changing Daylight Savings Time as follows to change the current setting: When
selected, this feature will display the time of day in NOTE: The radio sales code is located on the
lower right 2. Press the right switch position to operate the radio. This allows a total of 12 AM
exit setting tone, balance, and fade. This feature plays the selections on the Level 1 and Level 2
and includes the Joliet extension. ID3 version 2 is not increase with more files and folders
supported by the radios. The time of day will display for five seconds when ignition is OFF. CD
and MP3 modes. The Sirius ID number visit the Sirius web site at Press any button on. Do not
place items directly Satellite Mode on or above the antenna. Pressing the top of the rocker
switch will increase the volume. Handle the disc by its edge; avoid touching the will tune to the
next preset station that you have pro- surface. Use this Use this control to regulate the temcontrol to regulate the amount of air perature of the air inside the passenger forced through the
system in any compartment. You can select either a primary NOTE: There is a difference in
temperature in any mode, as identified by the symbols, or conditions other than full cold or full
hot , between the a blend of two of these modes. This setting works best in intake or
recirculation of the air inside the cold or snowy conditions that require extra heat at vehicle.
When the front control is in any position other than rear, the front control operates all the rear
functions. Rear Manual Climate Control â€” If Equipped The Rear Manual Climate Control
system has floor air outlets at the rear of the right side sliding door, and overhead outlets at
each outboard rear seating position. The system automatically adjusts and the word AUTO will
illuminate in the front ATC the temperature, mode and fan speed to provide display, along with
three temperatures for driver, front comfort as quickly as possible. These outlets can be
adjusted for direction, be turned off when the system is being used in the and turned on or off
to control airflow. A slight amount of the operator to manually activate or deactivate the air is
directed through the defrost and side window air conditioning system. The system
automatically adjusts Interior air enters the Rear Automatic Temperature the temperature, mode
and fan speed to provide Control System through an intake grille, located in comfort as quickly
as possible. Press the brake present, instruct all other occupants to buckle their seat pedal
before shifting into any driving gear. Continued interlocking system. The idle speed will
automatically decrease as the engine warms up. To prevent damage to the starter, DO NOT
crank the engine for more than 15â€”second intervals at one time. The transaxle electronics are
self- This range supplements the parking brake by locking the calibrating; therefore, the first
few shifts on a new vehicle transaxle. The engine can be started in this gear. Never may be
somewhat abrupt. It provides the smoothest upshifts, downshifts, stop. This Reset feature
allows the vehicle Actual Gear s to be driven to an authorized dealer for service without Allowed
Six- damaging the transaxle. This noise should be considered normal, and it The standard
power steering system will give you good does not in any way damage the steering system.
Checking the power steering fluid level at a defined service interval is not required. The light will
dents, including those resulting from excessive come on when the ignition switch is turned to
speed in turns, following another vehicle too the ON position and may stay on for as long as
closely, or hydroplaning. This can help reduce braking distances. Applying the brakes very
quickly results in the best BAS assistance. When the actual path does not match those resulting
from excessive speed in turns, the intended path, ESP applies the brake of the appropri- driving
on very slippery surfaces, or hydroplan If the TIN is not found on however, the date code may
only be on one side. Cold Tire Pressure Cold tire inflation pressure is defined as the tire
pressure after the vehicle has not been driven for at least 3 hours, or driven less than 1 mile 1.
Tire and Loading Information Placard This placard tells you important information about the: 1
number of people that can be carried in the vehicle Tire Placard Location Overloading of your
tires is dangerous. Use tires of the cause accidents. Consult your authorized tire dealer for
radial tire repairs. High-speed driving, with your vehicle at or above maximum load, is
dangerous. The added strain on Compact Spare Tire your tires could cause them to fail.
Because of the reduced ground clearance, do not take When the tread is worn to the tread wear
indica- your vehicle through an automatic car wash with the tors, the temporary use spare tire
needs to be compact spare installed. Forces gen- erated by excessive wheel speeds may cause
tire damage or failure. A tire could explode and injure someone. They should be inspected
regularly for wear and correct cold tire inflation pressure. Some combinations failure and loss
of vehicle control. The system fault will also sound a chime. If the Vehicles with Compact Spare
ignition switch is cycled, this sequence will repeat, pro- 1. The compact spare tire if equipped
does not have a viding the system fault still exists. In addition, the EVIC will display a Low
Pressure message for three seconds and a graphic display of the pressure value s with the low
tire s flashing. If you install the compact spare tire in place of a road played instead of dashes.
Once you repair or replace the original road tire, and reinstall it on the vehicle in place of the

compact spare, including interference that may cause undesired the TPMS will update
automatically. Page 4. More extensive repairs will be required for prolonged exposure to E85
fuel. Have the exhaust system inspected Carbon monoxide CO in exhaust gases is deadly. Only
vehicles with the E85 fuel filler door label can operate on E E85 Fuel Cap E85 Badge To load
your vehicle properly, first figure out its empty weight, axle-by-axle and side-by-side. It is
important that you do not exceed the maximum front or rear GAWR. A dangerous driving
condition Weight-Carrying Hitch can result if either rating is exceeded. Trailer Tow Prep
Package. See an authorized dealer for Class I - Light Duty 2, lbs kg package content. GTW Max.
Tongue Frontal Area Transaxle bined Wt. Rating Gross Trailer Wt. Always connect the chains to
Follow these guidelines to make your trailer towing the frame or hook retainers of the vehicle
hitch. Continued before towing a trailer. Trailer tongue weight rating for that trailer hitch. When
towing a trailer equipped with a hydraulic surge actuated brake system, an electronic hydraulic
brake lines. The Trailer Tow Package may include a four-pin or a seven-pin wiring harness.
However, if frequent shifting occurs while in DRIVE, move the shift lever into third gear with
four-speed transaxle or fifth gear with six-speed transaxle. Towing this vehicle behind another
vehicle flat- towing with all four wheels on the ground is not recommended. NOTE: If the vehicle
requires towing, make sure all four wheels are off the ground. You or others can be badly
burned by hot engine coolant antifreeze or steam from your radiator. Turn the two cover latches
to release the cover. Do not attempt to change a tire on the side of the Jacking Instructions
vehicle close to moving traffic. Rotate the nut to the left until the winch mechanism stops
turning freely. Use of an air wrench or other power tools is not recommended and can damage
the winch. Getting under a jacked-up vehicle is dangerous. The vehicle could slip off the jack
and fall on you. You could be crushed. Never get any part of your body under a vehicle that is
on a jack. If you need to get under a raised vehicle, take it to a service center where it can be
raised on a lift. Squeezing Winch Retainer Tabs 5. Do not attempt to raise the vehicle by jacking
on Raising the vehicle higher than necessary can make locations other than those indicated in
Step 5. It could slip off the jack and hurt someone near it. Lower the vehicle by turning the jack
screw to the Place the deflated flat tire and compact spare tire left. Do not stow the deflated tire
in the spare tire location. Have the full- All nuts should first be firmly seated against the wheel.
Verify that both retainer tabs of the wheel spacer have been properly extended through the
center of 3. The winch mechanism is designed specifically to Do not use a portable battery
booster pack or any stow a compact spare tire only. Do not attempt to use other booster source
with a system voltage greater the winch to stow the full size flat tire, or any other than 12 Volts
or damage to the battery, starter motor, full-size tire. It can start anytime the ignition switch is
on. Do not connect the cable to the negative post - of the 9. Turn your may lead to transmission
overheating and failure. Fast spinning tires can be dangerous. Forces gener- ated by excessive
wheel speeds may cause damage, or Exceeding these towing limits may cause severe even
failure, of the axle and tires. The only approved from the front. Page Engine Compartment - 3.
Page Engine Compartment - 4. This system monitors the performance of the emissions, engine,
and automatic further damage to the emission control system. Tighten the gas cap until a
clicking sound is heard. If you crank or start the engine, you will have to start If your OBD II
system is not ready, you should see your this test over. If your vehicle was recently serviced or
had a battery failure or replacement, 3. Damage or failures motor vehicle. Only do service work
for which you caused by the use of non-MOPAR parts for maintenance have the knowledge and
the proper equipment. Page Such damage is For best performance and maximum protection
under all not covered by the New Vehicle Limited Warranty. They contain carbon monoxide CO
which is colorless and odorless. Exhaust System Breathing it can make you unconscious and
can The best protection against carbon monoxide entry into However, it is im- systems can
result in civil penalties being assessed portant to keep the engine properly tuned to assure
against you. This service should battery that the positive cable is attached to the include
cleaning of the condenser fins and a system positive post and the negative cable is attached to
How- approved by the manufacturer for your air condi- ever, the manufacturer recommends that
air conditioning tioning system. Keep the blade rubber out of contact with when the Low
Washer Fluid Light illuminates. Follow with a thorough specified Hybrid Organic Additive
Technology rinsing to remove all deposits and chemicals. Advise your service atten- a
regulated substance requiring proper disposal. Check dant of this. As long as the engine
operating temperature with your local authorities to determine the disposal is satisfactory, the
coolant bottle only needs to be checked rules for your community. Riding the brakes can lead to
brake failure and Add enough fluid to bring the level up to the require- possibly an accident.
Driving with your foot resting ments described on the brake fluid reservoir. Continued dipstick
tube. Your authorized dealer has the necessary tools to nate the brake fluid. Using a
transmission fluid other than the manufac- 3. Fully apply the parking brake. If the fluid is hot,

the reading should be in the Fluid Level Check 3. The six-speed automatic transaxle is a sealed
unit and has no dipstick. Do not use chemical flushes in your transaxle as the chemicals can
damage your transaxle components. What Causes Corrosion? Such damage is not covered by
the New Vehicle Corrosion is the result of deterioration or removal of Always wash your ve- Do
not use abrasive or strong cleaning materials such hicle in the shade using MOPAR Car Wash
or equiva- as steel wool or scouring powder, which will scratch lent, or a mild car wash soap,
and rinse the panels metal and painted surfaces. Do not use scouring pads, steel wool, sible.
The cost of such repairs is considered the respon- a bristle brush, or metal polishes. Do not use
harsh cleaners or Cleaner or a equivalent high quality cleaner to a clean, Armor All. All glass
surfaces should be cleaned on a regular basis with MOPAR Glass Cleaner or equivalent or any
com- Do not use volatile solvents for cleaning purposes. Never use an abra- Many are
potentially flammable, and if used in sive type cleaner. Clean with a wet soft rag. A mild soap
solution may be Cleaning the Instrument Panel Cupholders used, but do not use high alcohol
content or abrasive Removal cleaners. If soap is used, wipe clean with a clean damp Pull the
flexible liner from the cupholder drawer starting rag. Module cover, it is important to ensure the
cover is properly positioned and fully latched. The power seats are fused by a â€” The CHMSL
must be replaced as an assembly, see your A transient high voltage occurs at the bulb sockets
of authorized dealer. Twist the headlamp bulb and pull the bulb from the 3. Push the new bulb
into the socket and reinstall the headlamp housing. Install the new headlamp bulb and twist
until locked into the headlamp housing. Disconnect wire harness from the bulb. NOTE: Access
to the fog lamp bulb is from the rear of 3. Reconnect the wiring harness to the new bulb and the
fascia. On the left rear side of the f
1995 nissan maxima fuse box diagram
bypass fuse with wire
variable induction control valve
ascia, remove the reinstall the bulb by twisting clockwise. Replace the bulb, reinstall the
socket, and reattach the 1. Using a small screwdriver, press inward the locking lamp assembly.
Refer to your oil filler cap for cor- rect SAE grade. Refer to the Maintenance Schedules on the
following pages for the required maintenance intervals. Page Warranty Information U. Canadian
customers who wish to report a safety maintaining, servicing, and repairing Chrysler Group
defect to the Canadian government should write to: LLC vehicles. A complete working
knowledge of the Included are starting, operating, emergency and charts. A tire marked C may
have poor traction perfor- All passenger car tires must conform to Federal safety mance.
Grades B and A repre- sent higher levels of performance on the laboratory test wheel, than the
minimum required by law. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

