Cooper motion sensor switch

Free Wiring Diagram. Variety of motion sensor light wiring diagram. A wiring diagram is a
simplified conventional pictorial depiction of an electrical circuit. It reveals the elements of the
circuit as streamlined shapes, and also the power and also signal connections between the
tools. A wiring diagram usually provides details concerning the loved one position and plan of
gadgets and also terminals on the devices, to assist in structure or servicing the device. A
photographic representation would reveal a lot more information of the physical appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections over
physical appearance. A wiring diagram is usually made use of to repair troubles as well as
making certain that the connections have been made which every little thing exists. Collection
of motion sensor light wiring diagram. Click on the image to enlarge, and then save it to your
computer by right clicking on the image. A wiring diagram is a kind of schematic which utilizes
abstract pictorial icons to show all the interconnections of parts in a system. Electrical wiring
representations are comprised of two points: symbols that stand for the parts in the circuit, and
also lines that represent the links in between them. From wiring diagrams, you know the loved
one place of the parts and how they are connected. Circuitry layouts mostly reveals the physical
setting of parts as well as connections in the built circuit, yet not always in reasoning order. It
stresses on the format of the cables. Schematics stress on exactly how circuits work
realistically. To read a wiring diagram, first you need to know what basic elements are consisted
of in a wiring diagram, and also which photographic symbols are used to represent them. The
typical elements in a wiring diagram are ground, power supply, wire and connection, outcome
gadgets, switches, resistors, reasoning gate, lights, etc. A line stands for a wire. Cords are
made use of to connect the components together. All points along the cord equal as well as
connected. Cords on some places should cross each other, yet that does not necessarily imply
that they attach. A black dot is made use of to suggest the injunction of 2 lines. Main lines are
represented by L1, L2, and so forth. Generally different shades are made use of to identify the
cables. There must be a tale on the wiring diagram to inform you just what each shade implies.
Typically circuits with even more than 2 parts have 2 basic sorts of links: collection as well as
parallel. A collection circuit is a circuit in which components are connected along a single
course, so the current flows via one component to obtain to the next one. In a series circuit,
voltages build up for all components connected in the circuit, and currents are the very same
through all components. In a parallel circuit, each gadget is straight attached to the power
source, so each tool receives the same voltage. The present in an identical circuit moves along
each parallel branch as well as re-combines when the branches meet again. An excellent wiring
diagram requires to be technically right and clear to read. Deal with every information. The
layout must reveal the appropriate direction of the positive and unfavorable terminals of each
component. Utilize the appropriate symbols. Find out the meanings of the fundamental circuit
signs and also select the right ones to make use of. Attract connecting cables as straight lines.
Utilize a dot to show line joint, or use line leaps to indicate cross lines that are not linked. Tag
parts such as resistors and capacitors with their worths. Make certain the message placement
looks clean. Quick Links Download this manual. The Motion Sensing Wall Switch dectects
motion to turn on. A built-in photo cell can be set. The unit has excel-. It can be used with. The
can be used to replace either a 3-way wall switch or a. Some codes require installation by a
qualified. Choose a location where the motion sensor has a clear view of. Motion sensing switch
will replace existing wall switch. Use only. The detector is more sensitive to motion across the
front of the sensor than to motion towards the sensor. The detector senses heat in motion and
possible heat sources that change temperature quickly. Therefore, to. Cover the lens with
masking tape. Go to step 1, 2,. If the. Note: a "3-way" circuit controls lights from two separate. If
you want to use this product in a single. Press in with screwdriver. Swing out cover to remove
to access adjustable. If you want to have motion sensors at both 3-way switches, connect them
as shown below. The minumum. Ifyou're not sure which. Note: After jumper is installed, this
switch. There are 6 preset selections for the amount. Use a small, phil-. Turn the TIME control
until it "snaps" into the. Replace control panel cover and install the decorative wall plate. In
installations where the Cooper motion. Various combination wall plates are available at Home
Centers and Electrical Supply. Slide the switch a couple of times to make sure it operates freely.
AUTO: Lights come on for time set when motion is detected and the light level is below the set
level or when. ON: Lights stay on continuously. Flipping 3-way switch has no effect. If you have
a problem with your Wall Switch, first follow this guide. If the problem persists, call the. The
sensor can be prevented from turning on lights. In the fully clockwise position,. In the. Repeat
until the. Electrical input Fluorescent Load - Not for electronic ballasts Motor Load Adjustable
approximately 5 sec. Photocell Sensor From dull daylight to less than 1 FC. For a period of 2
years from the date of purchase, Cooper Wiring Devices will replace or repair the motion. City,
GA If the product has been discontinued, replacement will be made with the nearest available.

This warranty does not cover consumables such as fuses. Proof of purchase in the form. Repair
or replacement as provided. Cooper Wiring Devices shall not be liable for. Except to the extent
limited or prohibited by applicable law, any implied warranty of merchantability or. This
warranty gives you. Test for correct common wire connection:. Leaving the jumpered switch in
one position,. Brown Stores. Print page 1 Print document 2 pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. How
do I wire a motion a sensor to control lights? My question is how do I install a motion sensor so
all the lights will go on when my tenants leave their apt at night? Can you please help? Thank
you. Application: 3Way Light Switches. Estimated Time: Depends on personal level experience
and ability to work with tools. Notice: Installing additional 3-way switch wiring should be done
according to local and national electrical codes with a permit and be inspected. Materials: Make
sure replacement 3-way light switches have the same amperage and voltage rating as the
original three way light switch, and is the switch is fully compatible with the electrical circuit,
the light fixture and the type of light bulbs being used. Part Reference: I have found for example,
that Pass and Seymour has a multi-way Occupancy Sensor switch which you may consider for
this application. Pass and Seymour Occupancy Sensor. Home Lighting. I have a split level
house with a 4 way switch setup that controls the light above the entryway. The 4 way switch is
on the basement level and there is a 3 way switch in the entry and at the top of the steps on the
main floor. I would like to put in an occupancy sensor switch on the entry level so that the light
comes on automatically upon entering but can also be turned on manually from the basement
or from the main floor. It worked to turn on the light when entering, but would turn off within
seconds of being switched on from the basement or main floor. Is it even possible to
accomplish what I want to do? Any help you can offer would be greatly appreciated! Hi Travis,
You should be able to replace your switches with occupancy sensors to accomplish what you
have described. Be sure to identify the wiring for the proper connections, and it may be best to
use occupancy sensors of the same brand to eliminate compatibility issues. Both brands you
have described are very reliable as well. Occupancy sensors are a great way to control the
lights and save energy. Be Safe, Dave. I have a small laundry room with two 3-way light
switches that control one ceiling light. There are no outlets in the room. I would like to replace
both switches as follows,. I need help with 3 things: 1 What wire goes where â€” a wiring
diagram 2 How do I test the wires so I know what wire is what. I know that what the common
wire in Switch is.. Hi Fred, The switch at location 1 appears to have wiring that will only work
with a 3-way switch. At switch location 2 you will have to determine if the power source is
available with both the neutral and power of the circuit. The problem is that this appears to be a
15 amp lighting circuit which should not be used as a laundry room outlet. The only difference
is that each switch is wired differently because of the configuration of the circuit wiring. An
occupancy switch may work depending on which switch location it will be installed, and if the
occupancy sensor requires a neutral wire or not. I hope this helps, Dave. I have a question
about how the above 3-way occupancy switches work in practice. Say a tenant exits his apt and
trips the switch at the top of the stairs which turns the lights on. Or, does the light sensor built
into the switch sense that the lights are on and leave them on? I am also thinking about another
similar scenario where there is a regular switch and an occupancy switch in a 3-way setup. If
you turn the lights on with the manual switch, then walk by the occupancy switch, do the lights
turn off? Hi Ray, The function of a 3way occupancy switch is as follows: Each 3way occupancy
sensor light switch works independently, and will turn the lights On when movement is
detected, then automatically turn Off when the pr
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eset On Time Duration has been reached. This way the lights may be activated and turned On
from either or both locations. The 3way occupancy switch is not designed to turn the lights Off
when movement is detected, however they will automatically turn the lights Off if there has not
been any motion detected at each switch location. Name required. Email will not be published
required. Get a Quick Reply! Ask an Electrical Question. Travis J. Scott says:. April 15, at am.
Dave Rongey says:. April 15, at pm. Fred Stellabotte says:. February 19, at pm. February 20, at
am. RayMort says:. October 16, at pm. October 17, at am. Click here to cancel reply. Estimated
Time: Depends on personal level experience, ability to work with tools, work with electrical
wiring, and the available access to the project area. Important: Modifying existing electrical
circuits or installing additional electrical wiring should be done according to local and National
Electrical Codes, with a permit and be inspected.

