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Quick Links. See also: Owner's Manual. Before driving. Controls and features. Seating and
safety restraints. Roadside emergencies. Maintenance and care. Capacities and specifications.
Customer assistance. Reporting safety defects U. Ford motor company ford e owner's guide
pages. Ford motor company ford f owner's guide 15 pages. Automobile Ford F Owner's Manual
pages. Ford motor company ford excursion owner's guide pages. Ford motor company ford
mustang owner's guide pages. Ford motor company ford explorer owner's guide pages. Ford
motor company ford focus owner's guide pages. Ford motor company ford ranger owner's
guide pages. Read the following section on Warnings for a full explanation. Indicates that
vehicle information related to recycling and other environmental concerns will follow. We must
all play our part in protecting the environment. Correct vehicle usage and the authorized
disposal of waste cleaning and lubrication materials are significant steps toward this Ford may
change the contents without notice and without incurring obligation. Page 4: Vehicle Symbol
Glossary Introduction Vehicle symbol glossary These are some of the symbols you may have
on your vehicle. However, the page references given still apply. The individual warning and
indicator lights are described on the following pages. Turn signal Flashes when the left or right
turn signal or hazard lights are activated. Page 9 Charging system Briefly illuminates when the
ignition is turned on and the engine is off. The light also illuminates when the battery is not
charging properly and the vehicle may require electrical system service. Safety belt Illuminates
when the ignition is switched on as a reminder to fasten the safety belts. It may flash on and off
while driving to indicate the system is operating. Page 11 If the light stays on for more than
three 3 seconds after the ignition is turned to the ON position or stays on continuously while
you are driving, have the traction control system checked by a qualified technician as soon as
possible. This OBD II system protects the environment by ensuring that your vehicle continues
to meet government Page 13 Instrumentation The check engine indicator light illuminates when
the ignition is first turned to the ON position to check the bulb. The light may illuminate without
a driveability concern being noted. After three drive cycles without these or any other temporary
malfunctions present, the check engine light should turn off. Page 15 Low fuel reminder
Illuminates as an early reminder of a low fuel condition indicated on the fuel gauge refer to Fuel
Gauge in this chapter for more information. When refueling the vehicle after the light first comes
on, the amount of fuel that can be added will be less than the advertised capacity since there is
still fuel in the tank. Illuminates after releasing the parking brake to indicate low brake fluid
level. Illumination while driving may indicate that one of the braking circuits has failed. The
second braking circuit will remain intact. Page 17 Have the system checked by your dealer or
qualified technician before continuing your journey. Anti-lock brake system ABS if equipped
Momentarily illuminates when the ignition is turned on and the engine is off. If the light stays on
or continues to flash, the ABS needs to be serviced. The light also illuminates when engine oil
pressure falls below normal range when the engine is running. Refer to the Maintenance and
care chapter to check the engine oil level as soon as possible. Page 19 Instrumentation Testing
the warning and indicator lights and chimes Turn the ignition key to the on position without
starting the engine. At normal operating temperature, the needle remains within the normal
area. If it enters the red section, the engine is overheating. Stop the vehicle, turn off the engine
and let the engine cool. Fuel gauge The fuel gauge displays approximately how much fuel is in
the tank when the key is in the ON position. The fuel gauge may vary slightly when the vehicle is
in motion. Turn one position clockwise: Parking lamps, instrument panel lamps, license plate
lamps, and tail lamps on. Turn two positions clockwise: Headlamps on. Page 23 Foglamp
control if equipped Pull out the control while the headlamps are on to turn the foglamps on.
Push in the control to deactivate the foglamps. The ignition must be in the on position to
operate the rear window defroster. The defroster turns off automatically after 10 minutes or
when the ignition is turned to the Page 25 Controls and features Panel dimmer control Adjust
the control to vary the intensity of the panel lighting. Operates only when the exterior lights are
switched on. To switch on the interior lamp, rotate the control completely to the left. Power
mirrors if equipped The control can be swivelled and turned. In modes where the systems do
not function similarly, the different functions are noted. Temperature control knob Controls the
temperature of the airflow inside the vehicle. On heater-only systems, the air cannot be cooled
below the outside temperature. It can be used to clear ice or fog from the windshield. Page 29
Manual heating and air conditioning system if equipped Fan speed control Controls the volume
of air circulated in the vehicle. Mode selector control Controls the direction of the airflow to the
inside of the vehicle. In snowy or dirty conditions, leave the mode selector in the OFF position
when the ignition is off. However, the air will not be cooled below the outside temperature
because the air conditioning does not operate in this mode. For added customer comfort, when
the temperature control knob is anywhere in between the full hot These objects can block
airflow and reduce your ability to see through your windshield. Also, avoid placing small

objects on top of your instrument panel. These objects can fall down into the defroster outlets
and block airflow and possibly damage your climate control system. Page 35 Controls and
features Electronic stereo radio with cassette Electronic stereo radio Page 38 Controls and
features Power control Press the control to turn the audio system on or off. Volume control
Press the control to raise or lower volume. Hold the control to move through the frequencies
quickly. Seek function The seek function control works in radio or tape mode. Page 41 Scan
function The scan function works in radio and CD mode if equipped. Scan function with
electronic stereo cassette radio Press the SCAN control to hear a brief sampling of all listenable
stations on the frequency band. Press the control again to stop the scan mode. Page 42
Controls and features Setting memory preset stations 1. Select a station. Refer to Tune adjust or
Seek function for more information on selecting a station. Press and hold a memory preset
control until the sound returns, indicating the station is held in memory on the control you Page
43 Controls and features 2. When the first six strong stations are filled, the station stored in
memory preset control 1 will start playing. If there are less than six strong stations available on
the frequency band, the remaining memory preset controls will all store the last strong station
available. Page 45 Controls and features Speaker fade adjust Speaker sound distribution can be
adjusted between the front and rear speakers. On the single CD audio system, the clock can be
set with the radio power on or off. Play will continue once the beginning of the tape is reached
or rewind is stopped. Once the end of the tape is reached, tape direction reverses and the
opposite side of the tape plays. If a disc is ejected from the CD player but is not removed within
approximately 10 seconds, the player will automatically reload the disc for storage unless the
disc is automatically ejected because it was inserted upside down, in which case the disc will
not be Page 50 Controls and features Troubleshooting the CD Player The laser beam used in the
compact disc player is harmful to the eyes. Do not attempt to disassemble the case. Never
touch the playing surface. Static can be caused on AM stations by power lines, electric fences,
traffic lights and thunderstorms. Ignition off, steering wheel locked. On vehicles with automatic
transaxles, the ignition key can return to this position only if the gearshift lever is in P Park. The
accessory position. Steering unlocked, radio operational. Secure the wheel by releasing the
lever thereby allowing the lever to return to the lock position. Never adjust the steering wheel
while the vehicle is moving. Page 56 Controls and features Hazard flasher control Use only in an
emergency to warn traffic of vehicle breakdown or approaching danger. Depress to activate.
Depress again to switch off. The hazard lights can be operated when the ignition is off. Horn
Press the pad. Right turn signal Move the lever up. Left turn signal Move the lever down. Page
58 Controls and features Windshield wipers and washer Wipers Lift the windshield wiper lever
to the desired speed interval. Once the speed control is switched off, the previously
programmed set speed will be erased. If you drive up or down a steep hill, Coast your vehicle
speed may vary momentarily slower or faster than Each press will increase the set speed by 1.
Disengaging the speed control will not erase the previously programmed set speed. Press the
appropriate control to operate the power windows at each door position. Page 65 Safety switch
Move the switch to the left to prevent passengers from operating the windows. Move the switch
to the right to allow passengers to operate the windows. Rear door childproof safety locks
When the lever in the rear door lock is pushed inwards, the door can be opened only from the
outside of the vehicle. Remote luggage compartment control Pull the control located on the left
of the driver seat to open the luggage compartment. Unsupervised children could lock
themselves in an open trunk and risk injury. Children should be taught not to play in vehicles.
On hot days, the temperature in the trunk or vehicle interior can rise very quickly. The remote
also has a personal alarm feature. The remote entry feature only operates with the ignition in the
off position. The horn will sound and the headlamps and tail lamps will flash for approximately 2
minutes and 45 seconds. Page 70 Controls and features To replace the batteries: 1. Twist a thin
coin between the two halves of the transmitter. Do not take the front part of the transmitter
apart. Remove the old batteries. It is an additional theft protection feature that prevents the
engine from being started unless a coded key is used. This system is only available with 2. Page
72 Controls and features Functional check When the ignition is switched on, the control light
will illuminate for approximately three seconds to indicate that the system is operating
correctly. If the control light flashes rapidly for approximately one minute and then repeatedly at
irregular intervals, the system did not recognize the key code. Page 73 Controls and features
Spare key programming A maximum of 8 keys in all can be coded with any two coded keys.
Page 75 Adjusting the power seats if equipped Move the relevant control in the respective
direction to adjust the seat as follows: Seat 1 Forward and backward 2 Height of the entire seat
3 Height of the front of the seat 4 Height of the rear of the seat Lumbar support Pull the lever to
adjust lumbar support. Page 76 Seating and safety restraints Folding rear seats if equipped Pull
the release knob located in the luggage compartment. Fold down the seat. The seat back cannot

be released while the built-in child seat if equipped is open. If you are carrying objects that
might damage the center rear three-point safety belt, you can unbuckle the end of the belt from
In most states and Canada, the law requires the use of safety belts. Front and rear seat
occupants including pregnant women, should wear safety belts for optimum Page 78 Seating
and safety restraints Using safety restraints properly Combination lap and shoulder belt Insert
the tongue into the slot in the buckle to fasten. Push the red release button and remove the
tongue from the slot to unfasten. The passenger safety restraints in the vehicle are combination
lap and shoulder belts. Page 79 Seating and safety restraints Vehicle sensitive emergency
locking mode The vehicle sensitive mode is the normal retractor mode which locks the belts in
response to vehicle movement. Page 80 Seating and safety restraints Using automatic locking
mode The automatic locking mode must be used when installing a child safety seat in any
passenger seat. Buckle the combination lap and shoulder belt. Grasp the shoulder belt portion
and pull downward until the entire belt is extracted. Page 81 Front seat safety belt height
adjustment Position the shoulder belt height adjuster so that the belt rests across the middle of
your shoulder. Be sure the shoulder belt is properly positioned on your shoulder each time you
use the belt. If the shoulder belt is off your shoulder, on your upper arm or neck, there is a
greater risk of severe injury in Page 83 Conditions of operation If Page 85 Seating and safety
restraints 7. Confirmation of enabling Belt Minder is provided by flashing the Saftety belt light
four times per second for three seconds, followed by three seconds with the Saftety belt light
off, then followed by flashing the Saftety belt light four times per second for three seconds
again. Check the security of the anchorage points and the locking action of the inertia reels by
giving each belt a sharp tug. Belts subjected to strain, as in the result of an accident, should be
replaced and the anchorages checked by your dealer or a All occupants of the vehicle including
the driver should always properly wear their safety See your Ford or Lincoln-Mercury dealer.
Children and air bags For additional important safety information, read all information on safety
restraints in this guide. The fact that the air bags did not inflate in a collision does not mean that
something is wrong with the system. Page 90 Seating and safety restraints Several air bag
system components get hot after inflation. Do not touch them after inflation. If the air bag is
inflated, the air bag will not function again and must be replaced immediately. If the air bag is
not replaced, the unrepaired area will increase the risk of injury in a collision. Refer to the Air
bag readiness section in the Instrumentation chapter. Page 92 Seating and safety restraints
Disposal of air bags and air bag equipped vehicles For disposal of air bags or air bag equipped
vehicles, see your local dealership or a qualified technician. Whenever possible, put children in
one of the rear seats in your vehicle. Accident statistics indicate that children are safer when
properly restrained in the rear seats than in the front seats. Page 94 Seating and safety
restraints Important child restraint precautions You are required by law to use safety restraints
for children in the U. If small children ride in your vehicle generally children who are 4 years old
or younger and who weigh 18 kg [40 lb] or less , you must put them in safety seats made
especially for children. Page 95 Seating and safety restraints Children and safety belts Children
who are too large for child safety seats as specified by the child safety seat manufacturer
should always wear safety belts. Follow all the important safety restraints and air bag
precautions that apply to adult passengers in your vehicle. Page 96 Seating and safety
restraints To improve the fit of lap and shoulder belts on children who have outgrown child
safety seats, Ford recommends use of a belt- positioning booster seat that is labelled as
conforming to all federal motor vehicle safety standards. Page 97 Built-in child seats Built-in
child safety seat if equipped The rear seat may include a built-in child seat. This child seat
conforms to all federal and local motor vehicle safety standards. Read the labels located on the
child seat cushion and shoulder belt for information on the built-in child seat. Page 98 Seating
and safety re Child seat interlock safety feature The interlock ensures that a child is not placed
in the integrated chil seat when the folding seatback is not securely latched. It prevents the
seatback from bein unlatched while the child seat is in use. Never use the built-in child seat as a
booster cushion with the adult safety belts. Page Seating and safety restraints 3. Read all the
information and warnings on the child seat cushion and shoulder safety belt. Make sure the
child is not too large for the child seat. If connected, squeeze the tabs on the top and bottom of
the chest clip and pull the halves apart to open the chest clip. Page 6. Insert the other tongue.
The color green must appear in the indicator window on each tongue when buckled. Page If the
child seat was in use during a collision, Ford recommends replacing it. Built-in child restraints
not in use during a collision should be inspected and replaced if either damage or improper
operation is noted. Page Ford recommends the use of a child safety seat having a top tether
strap. Install the child safety seat in a seating position which is capable of providing a tether
anchorage. Page Additional kits can be obtained at no charge from any authorized Ford dealer.
Installations instructions are included in the kit. Installing child safety seats in combination lap

and shoulder belt seat positions 1. Be sure the belt webbing is not twisted. Insert the belt
tongue into the proper buckle for that seating position until you hear and feel the latch engage.
Page Seating and safety restraints 6. Allow the belt to retract. The belt will click as it retracts to
indicate it is in the automatic locking mode. Pull the lap belt portion across the child seat
toward the buckle and pull up on the shoulder belt while pushing down with your knee on the
child seat. Page Seating and safety restraints Tether anchor hardware Tether anchor hardware
kits part number D74 , including instructions, may be obtained at no charge from any Ford or
Lincoln- Mercury dealer. All vehicles built for sale include a tether hardware kit. When the
engine starts, the idle rpm runs faster to warm the engine. If the engine idle speed does not
slow down automatically, have the vehicle checked by your dealer or a qualified service
technician. Page Do not start your vehicle in a closed garage or in other enclosed areas.
Exhaust fumes can be toxic. Always open the garage door before you start the engine. See
Guarding against exhaust fumes in this chapter for more instructions. Page Starting Improve
vehicle ventilation by keeping all air inlet vents clear of snow, leaves, and other debris.
Guarding against exhaust fumes Although odorless and colorless, carbon monoxide is present
in exhaust fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust
fumes of any kind inside your vehicle, have your dealer inspect and fix your vehicle This system
meets all Canadian Interference- Causing Equipment standard requirements regulating the
impulse electrical field strength of radio noise. When starting the engine, avoid pressing the
accelerator pedal before or during starting. Page 3. Turn the key to the on position without
turning the key to start. Make sure the following lights illuminate briefly. If a light fails to
illuminate, have the vehicle serviced by your dealer or a qualified service technician. Turn the
key to the start position 4 without pressing the accelerator pedal and release as soon as the
engine starts. The key will return to the on 3 position. If the engine does not start within five
seconds, wait ten seconds and try again. Anti-lock braking system ABS if equipped The ABS
operates by detecting the onset of wheel lock-up during brake applications and compensating
for this tendency. The wheels are prevented from locking even when the brakes are firmly
applied, helping to ensure that the vehicle can be steered and In vehicles with manual
transaxles, you must also depress the clutch pedal. The anti-lock braking system will be
activated immediately, allowing you to retain full steering control of your vehicle and, providing
there is sufficient space, will enable you to avoid obstacles. Page Driving Parking brake To
engage the parking brake: Pull the handle upward. To release the parking brake: 1. Press and
hold the release button. Push handle downward to the off position. Always set the parking brake
fully and make sure that the gearshift is securely latched in P Park automatic transaxle or in 1
first manual transaxle. The control will toggle this function on and off, but the feature defaults to
on after each cycle of the ignition key. The traction control system controls excessive wheel
spin by automatically applying and releasing the brakes in conjunction with engine torque
reductions. Page Driving Switching off traction control If you become stuck in snow or on a
slippery road surface, try switching off the traction control system by pressing the switch. Page
Speed sensitive power steering if equipped The steering system is speed sensitive. This means
that the steering effort is light for parking and heavier for highway driving. However, if you have
to swerve around an object or another vehicle, your vehicle will have full power assist. Refer to
Fuses and relays in the Roadside emergencies chapter. Page Driving Understanding gearshift
positions To account for customer driving habits and conditions, your 2. During the first few
hundred kilometers miles of operation, it is normal for your transaxle to adjust. Your vehicle will
roll freely, even on the slightest incline, unless the parking brake or brakes are on. The
transaxle control switch TCS is located on the gearshift handle. Activate by pressing the
transaxle control switch TCS located on the gearshift handle. When your vehicle is in 2 Second ,
it automatically starts off in second gear. Page Driving Manual transaxle if equipped Vehicles
equipped with a manual transaxle have a starter interlock that prevents cranking the engine
unless the clutch pedal is fully depressed. Using the clutch When starting a vehicle with a
manual transaxle: 1. Hold down the brake pedal. Page Driving Recommended shift speeds 2.
Page Parking 1. Apply the brake and the clutch and shift into neutral. Engage the parking brake.
Shift into 1 First or R Reverse. Turn the ignition off. Do not park your vehicle in Neutral, it may
move unexpectedly and injure someone. Page Driving 4. Push the gearshift lever completely to
the right, pull up the ring on the stalk of the gearshift lever, and then pull rearward on the
gearshift lever to engage the R Reverse gear. If the R Reverse gear is engaged, slowly release
the clutch pedal from the floor. Page It is extremly dangerous to ride in a cargo area, inside or
outside of a vehicle. In a collision, people riding in these areas are more likely to be seriously
injured or killed. Do not allow people to ride in any area of your vehicle that is not equipped with
seats and safety belts. Page 1 lb trailer. Your vehicle does not come from the factory fully
equipped to tow. Refer to Preparing to tow in this chapter. Refer to Driving while towing a trailer

in this chapter. For load specification terms found on the label, refer to Loading your vehicle in
this chapter. Remember to figure in the tongue load of your loaded vehicle when figuring the
total weight. Tie down the load so that it does not shift and change weight on the hitch. Page
Driving Using trailer brakes Use electric brakes or manual, automatic or surge type hydraulic
brakes that meet federal and local regulations. Page Roadside emergencies If you see or smell
fuel, do not reset the switch or try to start your vehicle. Have all the passengers get out of the
vehicle and call the local fire department or a towing service. If your engine cranks but does not
start after a collision or substantial jolt: 1. Blown fuses are identified by a broken wire. Check
the appropriate fuses before replacing any electrical components. Always replace a fuse with
one that has the specified amperage rating. Page Roadside emergencies Power distribution box
To check or replace a fuse or a relay, remove the cover of the fuse box in the engine
compartment by releasing the latch 1 and lifting A blown fuse can be identified by a break in the
wire. Page A blown fuse can be identified by a break in the wire. All fuses are a push fit. Five
reserve fuses with different current ratings are attached to the inside cover of the power
distribution box in case of emergency fuse replacement. Passenger compartment fuse panel
below instrument panel Relay Circuit switched Page Roadside emergencies Passenger
compartment fuse panel below instrument panel Ampere Fuse Circuits protected rating â€” Not
used Wiper motors circuit breaker Power windows â€” Not used Backup lamps Brake lamps
Door locks Main light Cigar lighter Electric seats Rear window defrost Engine management
system Instrument panel illumination Radio Page Standard fuse amperage ratings and colors
Fuse rating 3 amp 7. Ensure that the vehicle is on firm, level ground. Secure your vehicle further
by blocking the wheels. Activate the hazard lights. Page Roadside emergencies Tire changing
procedure Removing a tire 1. Apply the parking brake and 1 first gear manual transaxle or the P
Park position automatic transaxle. Activate the hazard flashers. The driver and all passengers
must leave the vehicle. Page Roadside emergencies Replacing a tire 1. Push the spare tire onto
the wheel studs. Screw on the wheel nuts, ensuring the tapered end of the wheel nuts are facing
the wheel, and secure in a clockwise direction. Lower the vehicle and remove the jack by
turning the handle counterclockwise. An explosion could result in injury or vehicle damage. Do
not push start your vehicle. You could damage the catalytic converter. Batteries contain sulfuric
acid which burns skin, eyes, and clothing if contacted. Page Roadside emergencies 3. Park the
booster vehicle close to the hood of the disabled vehicle, making sure the two vehicles do not
touch. Set the parking brake on both vehicles and stay clear of the engine cooling fan and other
moving parts. Page Roadside emergencies 2. Connect the negative - cable to the negative terminal of the assisting battery. Page Do not connect the end of the second cable to the
negative - terminal of the battery to be jumped. A spark may cause an explosion of the gases
that surround the battery. Page Roadside emergencies 5. Be sure that the cables are clear of fan
blades, belts and other moving parts of both engines. Jump starting 1. Start the engine of the
booster vehicle and run the engine at a moderately increased speed. Do not tow with slingbelt
equipment. Ford Motor Company has not developed or approved a T-hook or slingbelt towing
procedure. Recreational towing or having your vehicle towed An example of recreational towing
would be towing your vehicle If your vehicle requires professional service, your Ford dealership
can provide necessary parts and service. Page Precautions when servicing your vehicle Be
especially careful when inspecting or servicing your vehicle. The cooling fan is automatic and
may come on at any time. Page Maintenance and care Working with engine off automatic
transaxle 1. Set the parking brake fully and ensure the gearshift is securely latched in P Park.
Turn off the engine and remove the key. Block the wheels to prevent the vehicle from moving
unexpectedly. Page Working with engine on automatic transaxle 1. Do not start your engine with
the air cleaner removed and do not remove it while the engine is running. Page 2. Maintenance
and care Automatic Brake fluid transaxle reservoir dipstick if equipped Engine oil Page
Maintenance and care 2. Automatic Brake fluid transaxle reservoir dipstick if equipped Engine
oil Page Do not use supplemental engine oil additives, oil treatments or engine treatments. They
are unnecessary and could, under certain conditions, lead to engine damage which is not
covered by Ford Warranty. Checking the engine oil Check the engine oil each time you fuel your
vehicle. Page Maintenance and care 6. If the oil level is below the minimum line, add engine oil
as necessary. If the oil level is beyond the maximum line, engine damage or high oil
consumption may occur and some oil must be removed from the engine by a service technician.
It is recommended you use the appropriate Motorcraft oil filter or another brand meeting Ford
specifications for your engine application. Always dispose of used automotive fluids in a
responsible manner. If you use brake fluid that is not Page Maintenance and care Cooling
system - engine coolant The importance of engine coolant Engine coolant provides freeze
protection, boil protection, cooling efficiency and corrosion protection to the engine and
cooling components. In order to obtain these protections, the engine coolant must be

maintained at the proper concentration and fluid level in the coolant reservoir. Page Also, you
can be burned if you spill coolant on hot engine parts. These can be harmful and compromise
the corrosion protection of the engine coolant. Page Maintenance and care To avoid personal
injury, make sure the engine is cool before unscrewing the coolant pressure relief cap. The
cooling system is under pressure; steam and hot liquid can come out forcefully when the cap is
loosened slightly. Page After any coolant has been added, check the coolant concentration see
Checking engine coolant section. Page Maintenance and care Use of recycled engine coolant
Ford Motor Company recommends the use of recycled engine coolant produced by
Ford-approved processes. Use of such coolant may harm the engine and coolant system
components. Your transaxle does not consume fluid. Page Maintenance and care 3. With the
parking brake engaged and your foot on the brake pedal, start the engine and move the
gearshift lever through all of the gear ranges. Allow sufficient time for each gear to engage.
Latch the gearshift lever in P Park and leave the engine running. Page High fluid level Fluid
levels above the safe range may result in transaxle failure. High fluid levels can be caused by an
overheating condition, see note. Adjusting automatic transaxle fluid levels Before adding any
fluid, make sure the correct type is used. Page Maintenance and care Battery Your vehicle may
be equipped with a Motorcraft maintenance-free battery. The Motorcraft maintenance-free
battery normally does not require additional water during its life of service. Page Maintenance
and care Battery replacement If your original equipment battery requires replacement while
under warranty, it will be replaced with a Motorcraft service battery, identical in design
technology. Page Maintenance and care Applying too much pressure on the ends when lifting a
battery could cause acid to spill. Lift the battery with a carrier or with your hands on the
opposite corners. Batteries normally produce explosive gases which can cause personal injury.
Page Traces of grease, silicone and fuel prevent wiper blades from functioning properly. We
recommend Ford cleaning solutions or equivalent to clean wiper blades. Change the wiper
blades on your vehicle at least once a year. Remove the plastic caps from the screws on the
grille. Remove the screws. Open the hood. Pull off the rubber weatherstrip at the back of the
engine compartment. Remove the screws that hold the grille, separate the two halves and
remove the grille. Department of Transportation â€” Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Page Treadwear The treadwear grade is a comparative rating
based on the wear rate of the tire when tested under controlled conditions on a specified
government test course. Page Checking tire pressure Check the tire pressure periodically after
the vehicle has been parked for at least one hour or has been driven less than 5 km 3 miles.
Inflate the tires as necessary. To check the tire pressure, insert the tire pressure gauge into the
valve. Page Maintenance and care Replacing tires Replace tires when the wear band is visible
through the tire treads. When replacing full size tires, never mix radial, bias- belted, or bias-type
tires. Use only the tire sizes that are listed on the tire pressure decal. Page Dispose of worn tires
in accordance with local environmental regulations. Refer to the Safety Compliance Certification
label to determine the specific size tire and wheel Ford Motor Company recommends for use on
this vehicle. When purchasing replacement tires for your vehicle, consult your Page However, in
some climates, using snow tires and chains may be necessary. Ford offers snow chains as a
Ford approved accessory and recommends use of these or their equivalents on approved tires.
If you hear the chains rub or bang against the vehicle, stop and retighten them. If this does not
work, remove the chains to prevent vehicle damage. Investigate the laws and regulations in
your area before installing chains. The pressure in an overfilled tank may cause leakage and
lead to fuel spray and fire. If you do not use the proper fuel cap, the pressure in the fuel tank
can damage the fuel system or cause it to work improperly in a collision. Failure to do so may
cause the on board diagnostic system to illuminate the check engine light. The use of leaded
fuel is prohibited by law and could damage your vehicle. The damage may not be covered by
your warranty. Your vehicle was not designed to use fuel containing manganese- based
additives such as MMT. Page If the condition persists, see your dealer or qualified service
technician. The American Automobile Manufacturers Association AAMA issued a gasoline
specification to provide information on high quality fuels that optimize the performance of your
vehicle. Fill the tank completely and record the initial odometer reading. Each time you fill the
tank, record the amount of fuel added in litres or gallons. Page If other than Ford, Motorcraft, or
Ford authorized parts are used for maintenance replacements or for service of components
affecting emissions control, such non-Ford Page Do not park, idle or drive your vehicle in dry
grass or other dry ground cover. The emission system heats up the engine compartment and
exhaust system, which can start a fire. Watch for fluid leaks, strange odors, smoke, loss of oil
pressure, engine overheating, illumination of the charging system warning light or the check
engine warning light. Page Maintenance and care Do not make any unauthorized changes to

your vehicle or engine. By law, vehicle owners and anyone who manufactures, repairs, services,
sells, leases, trades vehicles, or supervises a fleet of vehicles are not permitted to intentionally
remove an emission control device or prevent it from working. Grasp the bulb only by its plastic
base and do not touch the glass. The oil from your hand could cause the bulb to break the next
time the headlamps are operated. Page Maintenance and care Reinstalling the headlamp
assembly The gasket lining must be seated properly around the lamp assembly when
reinstalling. All bulb connectors must be correctly connected. Install in the reverse order.
Headlamps â€” low beam Disconnect the electrical connector and replace the bulb. Pull the bulb
out and replace it. Foglamps if equipped 1. Turn the bulb counterclockwise and pull it out of the
light assembly. Remove the electrical connector. Fit the new bulb in reverse order do not touch
the glass part of the bulb. Disconnect the electrical connector. Turn the socket
counterclockwise and pull it out. Turn the bulb counterclockwise and pull it out. To install, fit
the new bulb in reverse order. Backup lamps The backup lamps are located in the trunk lid.
Page Maintenance and care High-mounted brake lamp Enter the rear seat compartment.
Remove the high-mounted stop lamp assembly. Remove the red bulb cover. Remove
inoperative stop lamp bulb. To install, fit the new bulb in reverse sequence. On vehicles
equipped with a rear spoiler, the high-mounted brake lamp is included in the spoiler. Page
Maintenance and care Interior lamps with reading lamps if equipped Remove the clip located on
lens to access the center bulb. To replace the reading lamp bulbs, remove the two retaining
screws to access the back of the lamp. Then, unclip the bulb covers and replace the bulb. Page
Maintenance and care You will need one 7 mm box wrench, open end wrench or T Torx drive.
Adjusting the horizontal aim 1. Page Maintenance and care Adjusting the vertical aim The
numbers shown on the vial indicate beam direction in degrees up or down. Make sure the
vehicle is on level ground. With the hood open, locate the bubble level vertical aim indicator,
and adjusting screw. Wash your vehicle regularly with cold or lukewarm water. Never use
strong detergents or soap. If your vehicle is particularly dirty, use a quality car wash detergent.
Page Maintenance and care During winter months, it is especially important to wash the vehicle
on a regular basis. Large quantities of dirt and road salt are difficult to remove, and they also
cause damage to the vehicle. Remove or lower any exterior accessories, such as antennas,
before entering a car wash. Page Maintenance and care Cleaning the engine Engines are more
efficient when they are clean because grease and dirt buildup act as insulators and keep the
engine warmer than normal. Page Maintenance and care Cleaning plastic exterior parts Use a
vinyl cleaner for routine cleaning of plastic. Clean with a tar remover if necessary. Do not clean
plastic parts with thinners, solvents or petroleum-based cleaners. Cleaning the exterior lamps
Wash the exterior lamps with the same detergent you use to wash the exterior of your vehicle.
This mild cleaner and special pad cleans the leather and maintains its natural beauty. Follow the
instructions on the cleaner label. Page Cleaning and caring for your vehicle Refer to the
Customer assistance chapter for a list of Ford-approved cleaners, polishes and waxes. The VIN
tag may be seen by looking through the windshield from the outside of the vehicle. This
program is separate from the New Vehicle Limited Warranty. Page Getting the service you need
At home Ford Motor Company and Ford of Canada have authorized dealerships to service your
vehicle. When you need warranty repairs your selling dealer would like you to return to it for
that service, but Page Consumer candidates for Board membership are recruited and trained by
an independent consulting firm. The dealership Board member is chosen from Ford and
Lincoln-Mercury dealership management, recognized for their business leadership qualities.
What the Board needs To have your case reviewed you Page If you are in another foreign
country, contact the nearest Ford dealership. If the dealership employees cannot help you, they
can direct you to the nearest Ford affiliate office. If you buy your vehicle in North America and
then relocate outside of the U. These quality accessories have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
aerodynamic appearance of your vehicle. Page Customer assistance Vehicle Security Remote
keyless entry Styled wheel protector locks Vehicle security systems Comfort and convenience
Air conditioner Air filtration systems Cargo nets Cargo organizers Cargo shades Cargo trays
Dash trim Engine block heaters Gear shift knob Luggage presenter Continental only Manual
sliding rear window Tire step Page EST. Service Publications P. Page Reporting Safety Defects
U. If NHTSA receives similar complaints, it may open an investigation, and if it finds that a
safety defect exists in a group of vehicles, it may order a recall and remedy campaign. Page
Index Index Accessory position on the ignition Page Index Cleaning your vehicle engine
compartment.. Page Index Fuel calculating fuel economy.. Page Lamps bulb replacement
specification chart Page Index Radio see Audio system.. Page Tachometer Page Filling Station
Information Octane 87 Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. Skip to main

content of over 1, results for "ford contour repair manual". Skip to main search results. Eligible
for Free Shipping. Customer Review. From Our Brands. Packaging Option. Amazon Global
Store. International Shipping. Only 3 left in stock - order soon. Get it as soon as Sat, Feb Only 1
left in stock - order soon. Haynes May 1, FREE Shipping. Haynes Publications, Inc. Welding
Manual Haynes Techbook. Only 11 left in stock - order soon. Only 6 left in stock more on the
way. Best Seller in Automotive Clips. Lowest price in 30 days. Dorman Odometer Drive Gear.
Only 2 left in stock - order soon. Only 13 left in stock - order soon. N
baldor motors wiring diagrams
harley radio install kit
2006 pontiac vibe radio replacement
eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

