Nissan altima belt diagram

Inspect belt for cracks, fraying, wear or oil adhesion. If necessary, replace with a new one. While
securely holding the hexagonal part in pulley center of drive belt auto-tensioner, move in the
direction of arrow loosening direction of tensioner using suitable tool. Do not turn it
counterclockwise. If turned counterclockwise, the complete auto-tensioner must be replaced as
a unit, including pulley. Insert a rod approximately 6 mm 0. Loosen auxiliary drive belt from
water pump pulley and then remove it from the other pulleys. Don't turn it counterclockwise.
Confirm tension of belt at indicator is within the allowable use range. BCM receives push-button
ignition switch status by hardwire input. BCM compares the 2 signals for mismatch. P Fuel level
sensor Description The fuel level sensor is mounted in the fuel level sensor unit. The sensor
detects a fuel level in the fuel tank and transmits a signal to the combination meter. It consists
of Power generation voltage variable control system operation inspection Inspection Procedure
CAUTION: When performing this inspection, always use a charged battery that has completed
the battery inspection. When the charging rate of the battery is low, the response speed of the
voltage change will become slow. This can cause an incorrect inspection. Checking Drive Belts
1. Power steering pump 2. Drive belt auto-tensioner 3. Crankshaft 4. Idler pulley 5. Generator
pulley 7. Idler pulley 8. Drive belt A. Indicator B. Possible use range for new belt C. Rotate the
crankshaft pulley two times then check the belt tension. Remove the front RH side cover. Install
the drive belt onto all of the pulleys. Release tensioner, and apply tension to belt. Turn
crankshaft pulley clockwise several times to equalize tension between each pulley. Removal
and Installation of Drive Belt Auto-tensioner 1. Drive belt auto-tensioner 2. Idler pulley 3.
Remove the front RH engine cover. Remove the drive belt EM, "Removal and Installation".
Remove the drive belt auto-tensioner, with power tool. Spark plug Removal and Installation 1.
Ignition coil 2. Spark plug 3. Rocker cover RH 4. Remove the ignition coil. Air cleaner filter
Removal and Installation 1. Air duct hose 2. Duct sub-cover 3. Front air duct 4. Air cleaner case
lower 5. Grommets 6. Air cleaner case mounting bracket 7. Bracket 8. Air cleaner filter Click to
see full answer Keeping this in consideration, when should I change my serpentine belt Nissan
Altima? Replacement intervals vary by vehicle and driving conditions. We typically see this part
replaced approximately every , miles. One may also ask, when should I replace my belt
tensioner? It should be noted that the drive belt itself will most likely need replacing before the
tensioner does. Drive belts typically last anywhere between 40, and 70, miles. There aren't a lot
of warning signs that a drive belt tensioner has hit the end of its lifespan, in fact there is really
only one. Serpentine belts are built to lastâ€”much longer than before because of
advancements in rubber technology. Under ideal conditions, a belt should stick with you for an
average of 60, to , miles. You can save yourself time and money by removing the belt tensioner
assembly on your own. Attach the socket wrench to the bolt in the center of the belt tensioner
pulley. Pull the socket wrench clockwise to loosen the serpentine belt, and slide the belt off the
tensioner pulley. Estimate does not include taxes and fees. If equipped with a tensioner screw,
back off the tensioner screw. Then, push the alternator toward the other pulleys , loosening the
belt. To loosen an NAI tensioner , loosen the locking nut or bolt, then back off the tensioner
screw. Push the pulley toward the other pulleys or accessories, loosening the belt. Rotate the
belt tensioner bolt with your wrench or belt tool to release tension on the belt. Remove the old
serpentine belt. Use your own memory or refer to the routing belt diagram again to install the
new serpentine belt, fitting it around all of the pulleys. Serpentine belt problems usually result
from one of three causes: a defective belt tensioner; misalignment of a pulley; or, defective
bearings in the tensioner, idler, or one of accessories driven by the belt including the water
pump. Excessive cracking: Other than severe old age, defective tensioner. Includes: 2
Serpentine belts and pulley. Tighten the locking bolt down tight in the middle of the adjustment
pulley with the ratchet and socket. Route the new power steering pump belt through the wheel
well and around the power steering pump pulley and the crankshaft pulley. Tighten the belt by
turning the adjustment bolt clockwise until the belt is tight. The Nissan Altima Both the 2. A
timing chain doesn't need to be replaced in regular intervals. How do you change a serpentine
belt on a Nissan Altima? Category: automotive auto repair. Find the auto-adjusting belt
tensioner. Use your own memory or refer to the routing belt diagram again to install the new
serpentine belt , fitting it around all of the pulleys. How much does it cost to replace a timing
belt on a Nissan Altima? How do you loosen a tensioner pulley? How do you change a belt on a
Nissan Altima? How many belts does a Nissan Altima have? Why did my serpentine belt come
off? How do you adjust the belt on a Nissan Murano? Does a Nissan Altima have a timing belt?
Similar Asks. Popular Asks. The serpentine belt is important on all vehicles. It drives multiple
accessories and "snakes" around under the hood. For the 2. For the standard 2. Find the
auto-adjusting belt tensioner. You can use your owner's documentation or a belt routing
diagram under the hood--if provided--to find out where the tensioner pulley is located. Rotate
the belt tensioner bolt with your wrench or belt tool to release tension on the belt. Bolt size may

vary on different models. Use your own memory or refer to the routing belt diagram again to
install the new serpentine belt, fitting it around all of the pulleys. Make sure the belt is seated
correctly on all the pulley and that the ribs fit into the pulley grooves. Rotate the tensioner again
to allow the belt to be installed on all pulleys, then release it to regain tension. This article was
written by a professional writer, copy edited and fact checked through a multi-point auditing
system, in efforts to ensure our readers only receive the best information. To submit your
questions or ideas, or to simply learn more, see our about us page: link below. Step 1 Find the
auto-adjusting belt tensioner. Step 2 Rotate the belt tensioner bolt with your wrench or belt tool
to release tension on the belt. Step 3 Remove the old serpentine belt. Step 4 Use your own
memory or refer to the routing belt diagram again to install the new serpentine belt, fitting it
around all of the pulleys. Tips Nissan recommends a belt check every 7, miles or every 6
months to see if belts need to be replaced due to wear. Wrench set or serpentine belt tool
Ribbed serpentine belt. The process described related to the standard 2. For other engines, it
may be necessary to work with a system of bolts to loosen the tensioner and replace the belt.
This guide relates to a limited number of model years from to Take a look at the owner's
documentation for other model years to make sure the methods, tools, and belt type are specific
to your Nissan Altima model year. The noise started a few months ago, on a rainy morning, but
it went away before I even pulled out of the driveway. Problem solved, right? The Squeal noise
was back the very next morning, and this time it lasted all the way to the corner of my block. As
the weeks dragged on, my morning commute got noisier and noisier every day. Then I began to
hear it on the way home too. Now it's a constant reminder to replace the belt. Find a repair
manual for your car - Get instant access to your vehicles drive belt routing, complete wiring
diagrams, trouble code information and other available updates and factory bulletins with online
auto repair manuals. Serpentine Belt Routing Diagrams. We are proud to have the ability to
make vehicle specific belt routing diagrams available for free. Follow the guide for serpentine
belt routing diagrams. This will open up to the index. Scroll down to find your vehicle
manufacturer. Then scroll to the page the index refers to. Select the specific year and make of
your vehicle. What's that squeal coming from under the hood? If your serpentine belt is cracked
or has chunks missing, it needs replacement. Serpentine Belt Noise - learn this easy trick!
Thank you! Do you have the same problem? Please let me know if you need more information.
Was this answer helpful? Please let us know if you need anything else to get the problem fixed.
Images Click to enlarge Was this answer helpful? Check out the diagrams Below. I need the
diagram for the car listed above's serpentine belt and any advice or how to on replacement. Do
you. Images Click to enlarge. Was this answer. Is the drive belt routing for nissan altima? There
are two different engine in this car so here are both diagrams and a guide to help you change
the b
saab 9 5 engine
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auto3
elt out below. I need a diagram on how to put the belt on. Here is how you install the serpentine
belt. Image Click to enlarge. Hello, Here is a guide to show you what you are in for when doing
the job. Cheers, Ken Was this answer. How can I get a serpentine belt routing diagram? Below
Image Click to enlarge. Engine Mechanical problem Nissan Altima 4 cyl Front Wheel Drive
Automatic 96k miles my serpertine belt is vibrating coming off the alt and making noise. When I
lube it a little it stops so I m assuming that it needs changing what is the belt route and do I
need to remove the top mount. Hi there, Belt set up as per pic, Mark mhpautos Was this answer.
Please login or register to post a reply. Related Serpentine Belt Diagram Content. We have
collected many popular serpentine belt timing belt and timing chain diagrams which show the
routing of the belts and chains along with the marks to set the camshaft I'm Changing The
Serpentine Belt. Sponsored links. Ask a Car Question. It's Free!

