Nissan versa serpentine belt

Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our
certified mobile mechanics can come to your home or office 7 days a week between 7 AM and 9
PM. The belt drives many, and often all, of the engine accessories such as the alternator, air
conditioning compressor, power steering pump, water pump, and air pump. The serpentine belt
is tensioned by a hydraulic or spring-loaded automatic tensioner. Some older cars use a
serpentine belt to drive most accessories but will also have a shorter v-style belt to drive, for
example, the power steering pump. Should the belt have visible damage, you risk unexpected
and sudden breakage that could potentially leave you stranded. Serpentine belt problems that
result in the alternator not charging may cause the battery to discharge, which will result in loss
of electrical power to the vehicle. Additionally, if a deteriorated belt breaks and that belt drives
the water pump, the engine will overheat in a matter of seconds. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. When to consider replacing the serpentine belt: Regularly
scheduled maintenance. Typically, belt manufacturers recommend belt replacement at 90,
miles. However, the belt must be inspected for wear or damage at regular intervals prior to this
high mileage. Squealing noise, belt slippage, visible belt damage. Should the belt fail or wear
out prematurely, you may hear noise or you may see visible signs of deterioration such as
missing chunks of rubber, excessive cracking, or a shredded appearance on the edge of the
belt. Battery Light. A loose belt, perhaps caused by a defective tensioner, may not drive the
alternator at adequate speed and thus the battery may discharge, causing the warning light to
illuminate. Engine overheating. Often, the serpentine belt drives the water pump. In those
applications, if the belt breaks the engine will overheat in seconds to minutes. If the belt is
inadequately tensioned, you may notice higher-than-normal engine operating temperature. How
do mechanics replace the serpentine belt? Prior to removing the belt, the mechanic must run
the engine to determine if the idler pulley and the belt tensioner are noise-free. Those rotating
components have grease filled bearings and are subject to wear. In addition, the mechanic will
ensure that all pulleys and accessories are turning in the same plane. These steps help make
sure your new belt will operate trouble-free for its full-service life. The belt tensioner is released,
usually with a wrench or lever, to release the tension from the belt. With the tension off, the belt
slides off the pulleys. All rotating components â€” that is the alternator, air conditioner
compressor, etc. If everything checks out, the new belt is slipped over all of the pulleys while
holding the tensioner away from the belt. Once the belt is centered on all pulleys, the tensioner
is released and the installation is complete. The engine is run to ensure normal operation. Is it
safe to drive with a serpentine belt problem? When replacing the serpentine belt keep in mind:
On many cars, the expected service life of a serpentine belt is around 90, miles. Should the belt
fail well prior to that, a very careful inspection should be performed to check for
out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic balancer on which the
drive pulley is mounted, binding pulleys, or a defective belt tensioner. Attention should always
be given to serpentine belt routing, since proper routing is critical to proper belt tension, and
function of the driven components. Sometimes it is difficult to distinguish serpentine belt
related noise from other engine noises. In these cases, a mechanic will determine the origin of
the noise by momentarily running the engine without the serpentine belt attached.
Yourmechanic was featured in. Popular Nissan Jobs. Auto service in Your City. Meet some of
our expert Nissan mechanics Real customer reviews from Nissan owners like you. Excellent
Rating. Rating Summary. Francisco 10 years of experience. Request Francisco. Very fast,
helpful and efficient. Jamie 21 years of experience. Request Jamie. Very good and professional.
Joe 36 years of experience. Request Joe. I will tell you Joe was great. He explained everything
he was doing what service my car needed next and also when. Thank you Joe for being
professional, punctual and above board. Great experience! Peter 36 years of experience.
Request Peter. Just a really nice guy and very knowledgeable. How can we help? Read FAQ.
One of the most common issues with a vehicle is a bad serpentine belt. The good news is that
serpentine belts are cheap , and in the grand scheme of things, relatively easy to replace. The
sound that a bad serpentine belt makes is a squealing sound. It has a higher pitch than an
engine rattling. Often, the first sign of a bad serpentine belt in your Versa is squealing. The
squealing should match the engine RPM. That is to say, that when you rev the engine, the
squeal changes pitch accordingly. It might also go away entirely if you rev your engine a few
times. This happens because the serpentine belt gets heat in it and is able to grab ahold of the
pulleys. At this point it is no longer slipping. As your serpentine belt ages, it will begin to show
visible signs of wear. These belts are not designed to last the life of an engine. A bad serpentine
belt may have:. The serpentine belt powers your engine accessories, such as the power
steering pump and air conditioning compressor. Get a new belt immediately. The serpentine
belt is responsible for turning the water pump in your Versa. If it fails, water can no longer

circulate throughout the engine. If the belt is off all the way, or the engine is overheating, do not
drive it somewhere to have it looked at. Overheating the engine and blowing a head gasket will
cost way more than a new serpentine belt. Replacing a serpentine belt is a straightforward
process. Your Versa uses a tensioner to keep the serpentine belt tight. The first thing you are
going to need to do is find the tensioner and apply force to it in order to loosen the serpentine
belt. Now, let off the tensioner slowly. We recommend taking a picture of the belt route, and
making sure that you have a diagram of the route before taking the belt off. The last thing you
want is to not remember how to get the belt back on. Serpentine belt replacement is something
that any shade tree mechanic can do with very few tools. Engine Accessories Not Working The
serpentine belt powers your engine accessories, such as the power steering pump and air
conditioning compressor. Overheating The serpentine belt is responsible for turning the water
pump in your Versa. If there is anything that you would like to add, please leave a comment
below. Good luck! Lenght: This top-grade product is expertly made in compliance with stringent
industry standards to offer a fusion of a well-balanced design and high level of craftsmanship.
Manufactured from industry-leading materials using up-to-date equipment, it ensures
everlasting reliability and enduring value. This product is distinguished by total quality
assurance, unsurpassed by anybody else. No matter whether you're doing basic repairs and
maintenance, modifying your car's street appeal and performance, or adding high-tech lighting
and electronics, our great selection of brand name products and knowledgeable associates will
ensure success with all your automotive projects. We offer the finest and widest variety of
automotive parts and accessories using state-of-the-art technologies, and employ the most
dedicated and creative team members. These individuals focus on exceeding expectations of
customers who want the exact component at the best price in the quickest time. Our goal is to
provide a WOW experience during every customer interaction. Whatever you need, whether it's
a replacement part to fix a broken down vehicle, a crash part to repair a vehicle from an
accident, perhaps a new set of custom wheels and tires, or something to make it flashy or
faster, lifted or lowered, we will be your one-stop shop. We fulfill our mission daily with
enthusiasm and optimism, learning from our ongoing opportunities and successes. We enjoy a
modern yet tricked out work atmosphere while ensuring a true learning environment to develop
our people. All rights reserved. Authorized Dealer:. Lowest Prices. On the go Daily Deals.
Guaranteed Fitment. Always the correct part. In-House Experts. We know our products. Our
Newsletter:. Product Details. All manufacturer names, symbols, and descriptions, used in our
images and text are used solely for identification purposes only. It is neither inferred nor
implied that any item sold by CARiD is a product authorized by or in any way connected with
any vehicle manufacturers displayed on this page. As a Nissan owner, you probably realize the
importance of regular and frequent auto service. If you need some help figuring out when to
have your Nissan car, SUV, or truck serviced, check our list of recommended maintenance
tasks below. Each service is separated by its recommended mileage interval, so you can plan
ahead and schedule your Nissan service appointment well in advance. Nissan automotive
service recommendations below are not necessarily specific to your Nissan model. Contact us
at The first major Nissan maintenance visit should be done when you drive 15, milesâ€”or after
12 months of ownership. Service will include your standard oil change and a replacement oil
filter though you should have already had oil changes at this point , a tire rotation, inspection
and potential replacement of your air filter, and an inspection of your brakes. At the 20,mile
markâ€”or around 18 monthsâ€”you will want to change your oil and oil filter, inspect your fuel
lines and all major components, replace your fluids, add new brake fluid, and check your
exhaust system. Transmission fluid should be changed at your 30,mile maintenance visit. Your
Nissan service technician will also inspect your drive belt, replace your air cleaner filter if
applicable , and check your alignment. Be on the lookout for signs of drive belt damage, and
replace any as needed prior to your 90,mile service check-up. Approximately 5 years of
ownership, your Nissan will be ready for its 60k-mile service appointment. Tires should be
looked at and a new set installed if tread wear is low. CVT fluid should be looked at and
changed if necessary. Once you reach the 90,mile mark, your vehicle is officially an elder and
may have some age-related aches. Your Nissan service advisor will check for steering issues
stemming from driving column damage or timing belt deterioration. Timing and serpentine belts
are important to replace, and doing so will save you many headaches down the line. Power
steering fluid may need to be changed. You should change your coolant at k miles, and then
follow up with replacement coolant every 75, miles. Please schedule your major Nissan service
appointment at Jim Burke Nissan. Under normal driving conditions, standard Nissan services
should be performed following these intervals:. At Jim Burke Nissan, our service technicians
can perform work on all new and older-model Nissan vehicles, including the following:. Should
you require assistance, feel free to book your auto service appointment online or contact our

team at We have monthly oil change coupons and other Nissan service specials available, too,
so you can always save money when visiting our Birmingham Nissan Service Center! Skip to
content When should you get your Nissan serviced? Sources: owners. Previous Previous post:
Nissan Frontier vs. Our mobile mechanics offer services 7 days a week. Upfront and transparent
pricing. Our certified mobile mechanics can come to your home or office 7 days a week between
7 AM and 9 PM. The belt drives many, and often all, of the engine accessories such as the
alternator, air conditioning compressor, power steering pump, water pump, and air pump. The
serpentine belt is tensioned by a hydraulic or spring-loaded automatic tensioner. Some older
cars use a serpentine belt to drive most accessories but will also have a shorter v-style belt to
drive, for example, the power steering pump. Should the belt have visible damage, you risk
unexpected and sudden breakage that could potentially leave you stranded. Serpentine belt
problems that result in the alternator not charging may cause the battery to discharge, which
will result in loss of electrical power to the vehicle. Additionally, if a deteriorated belt breaks and
that belt drives the water pump, the engine will overheat in a matter of seconds. Estimate price
near me. Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you.
Free 50 point safety inspection. See availability. When to consider replacing the serpentine belt:
Regularly scheduled maintenance. Typically, belt manufacturers recommend belt replacement
at 90, miles. However, the belt must be inspected for wear or damage at regular intervals prior to
this high mileage. Squealing noise, belt slippage, visible belt damage. Should the belt fail or
wear out prematurely, you may hear noise or you may see visible signs of deterioration such as
missing chunks of rubber, excessive cracking, or a shredded appearance on the edge of the
belt. Battery Light. A loose belt, perhaps caused by a defective tensioner, may not drive the
alternator at adequate speed and thus the battery may discharge, causing the warning light to
illuminate. Engine overheating. Often, the serpentine belt drives the water pump. In those
applications, if the belt breaks the engine will overheat in seconds to minutes. If the belt is
inadequately tensioned, you may notice higher-than-normal engine operating temperature. How
do mechanics replace the serpentine belt? Prior to removing the belt, the mechanic must run
the engine to determine if the idler pulley and the belt tensioner are noise-free. Those rotating
components have grease filled bearings and are subject to wear. In addition, the mechanic will
ensure that all pulleys and accessories are turning in the same plane. These steps help make
sure your new belt will operate trouble-free for its full-service life. The belt tensioner is released,
usually with a wrench or lever, to release the tension from the belt. With the tension off, the belt
slides off the pulleys. All rotating components â€” that is the alternator, air conditioner
compressor, etc. If everything checks out, the new belt is slipped over all of the pulleys while
holding the tensioner away from the belt. Once the belt is centered on all pulleys, the tensioner
is released and the installation is complete. The engine is run to ensure normal operation. Is it
safe to drive with a serpentine belt problem? When replacing the serpentine belt keep in mind:
On many cars, the expected service life of a serpentine belt is around 90, miles. Should the belt
fail well prior to that, a very careful inspection should be performed to check for
out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic balancer on which the
drive pulley is mounted, binding pulleys, or a defective belt tensioner. Attention should always
be given to serpentine belt routing, since proper routing is critical to proper belt tension, and
function of the driven components. Sometimes it is difficult to distinguish serpentine belt
related noise from other engine noises. In these cases, a mechanic will determine the origin of
the noise by momentarily running the engine without the serpentine belt attached.
Yourmechanic was featured in. Popular Nissan Jobs. Auto service in Your City. Meet some of
our expert Nissan mechanics Real customer reviews from Nissan owners like you. Excellent
Rating. Rating Summary. Ceasar 7 years of experience. Request Ceasar. On-time, very
professional and friendly, diagnosed and fixed battery and timing belt issue quickly. Juan 10
years of experience. Request Juan. Matt 13 years of experience. Request Matt. Nathan 13 years
of experience. Request Nathan. Very professional. Finished the job under the time frame. Very
knowledgeable. How can we help? Read FAQ. For more information go to We've Made a Site
Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account.
Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Nissan Serpentine Belt.
Refine by:. Serpentine Belt part. Returns Policy. Quantity Sold. Shop Nissan Serpentine Belt.
Showing 1 - 15 of results. Display item:. Sort by:. Part Number: RN Vehicle Info Required to
Guarantee Fit. Core Charge. Add to cart. Part Number: AC4K Part Number: AC6K Part Number:
AC3K Page 1 of 11 Showing 1 - 15 of results. Nissan Serpentine Belt Models. Nissan SX
Serpentine Belt. Nissan ZX Serpentine Belt. Nissan Z Serpentine Belt. Nissan Altima Serpentine
Belt. Nissan Armada Serpentine Belt. Nissan Axxess Serpentine Belt. Nissan Cube
bnw m3
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Serpentine Belt. Nissan Frontier Serpentine Belt. Nissan Juke Serpentine Belt. Nissan Kicks
Serpentine Belt. Nissan Maxima Serpentine Belt. Nissan Micra Serpentine Belt. Nissan Multi
Serpentine Belt. Nissan Murano Serpentine Belt. Nissan NV Serpentine Belt. Nissan NX
Serpentine Belt. Nissan Pathfinder Serpentine Belt. Nissan Pathfinder Armada Serpentine Belt.
Nissan Quest Serpentine Belt. Nissan Rogue Serpentine Belt. Nissan Rogue Select Serpentine
Belt. Nissan Rogue Sport Serpentine Belt. Nissan Sentra Serpentine Belt. Nissan Stanza
Serpentine Belt. Nissan Titan Serpentine Belt. Nissan Versa Serpentine Belt. Nissan X-Trail
Serpentine Belt. Nissan Xterra Serpentine Belt. Helpful Automotive Resources. Furthermore,
what potentially could go wrong depends on whether your car has hydraulic, electric or
hydro-electric power steering. Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement.

