Silverado taillights
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Chain Disclosure. Accessibility Statement. Chevrolet Silverado owners have reported 8
problems related to tail light switch under the exterior lighting category. The most recently
reported issues are listed below. Also please check out the statistics and reliability analysis of
Chevrolet Silverado based on all problems reported for the Silverado The rear left turn signal,
tail light assembly works sporadically. It's a very expensive part on a vehicle with miles that
shouldn't quit. See all problems of the Chevrolet Silverado Rear tail light wiring harness for both
right and left side let moisture in causing corrosion in the electrical plugs. The turn signals have
been impacted and have had to both be replaced within 8 months of each other. One morning
when I was driving my chevy silverado, I noticed a message on the dash board screen which
read "right rear tail light signal failure. I went to the nearest auto parts store and purchased
replacement bulbs and noticed that the bulbs weren't the problem. I also checked the fuses and
did not find any blown fuses which again wasn't the problem. However the right rear tail light
will turn on if the lights are on but will not blink when the signal light is on or if the brakes are
engaged. Later that night I realized that none of the interior lights worked either; weather the
light is in the door position or the on position. I'm not really sure what the problem is but with
this truck being so new with less than miles, these problems shouldn't be happening. The rear
tail light assembly is breaking out of these pickup trucks because of a weak design to secure
the light assembly in place. The plastic clips on the side of the light assembly that attaches to
the small metal clip and screw breaks off allowing the light assembly to fall out of the truck bed
and hang by the rear light wiring harness. While driving the truck it strikes a pothole or rough
place in the road the plastic clips break and the tail light assembly falls out of the truck. I have
seen several trucks with the rear light assembly taped up to secure the lights. This is very
expensive to replace this light assembly. Tail light housing leaks water into tail light area which
causes tail and brake light bulb bases to corrode , lose contact and fail to operate. I replace tail
lamps every 3 to 6 months. Instrument panel failed at miles and despite extended warranty gm
would not repair. I was never contacted about gm settlement concerning this factory defect.
Rear tail light assembly fell out. After talking with gm and the local dealership they have said
that they have vehicles on the lot that this incident is occurring to and several that have been
purchased that they are replacing. They will not replace mine because of the mileage on my
vehicle. The main concern is that if you are driving down the road and the assembly falls out
and you use your turn signal, the person behind you wouldn't see it and could cause a crash
possibly a fatal one. I have not heard of any at this time, but I do believe it is something that
needs to be looked into by the safety commission. I would hate for gm to be sued for a fault in
their product due to a fatal crash or one that involved a serious injury. This is the entire light
assembly unit on the rear of the truck which includes the brake lights, backup lights, running
lights, parking lights, emergency flashers, turn signal, wiring harness etc. Factory workers
"over" torqued this plastic part at the factory. During normal driving conditions, this part breaks
and the entire tail light falls off and dangles just inches above the pavement as the electrical
wires are still attached to the vehicle. This is a very dangerous situation, especially if this
happens at night. This happened with the right tail light at 20, miles which was replaced, and
again with the left tail light at 46, miles which Chevrolet refuses to take responsibility for. This is
certainly a very dangerous situation which could cause injury or death if on a busy freeway at
night. Be careful, as you have no way of knowing this while you are driving. The entire tail light,

when it falls out, is hanging and dangling about just inches above the pavement. Imagine this at
65 m. Another dangerous scenario would be if the tail light shatters this debris could very well
hit another vehicle, motorcycle or pedestrian which could result in injury or death. I cannot
stress enough how dangerous this is. Chevrolet needs to recall every Chevrolet and fix this
dangerous problem. It is a well known problem with these vehicles and Chevrolet will not accept
responsibility. Brake lights fail. Replaced brake light and a few weeks later it stops working. If I
remove the tail light assembly and tap the bulb that's not working, it works fine for a day or two
and then stops working again. This has been going on for the past year. Replacing with a new
bulb works ok for a few weeks again. Car Problems. Tail Light Switch problem of the Chevrolet
Silverado 1. Tail Light Switch problem of the Chevrolet Silverado 2. Tail Light Switch problem of
the Chevrolet Silverado 3. Tail Light Switch problem of the Chevrolet Silverado 4. Tail Light
Switch problem of the Chevrolet Silverado 5. Tail Light Switch problem of the Chevrolet
Silverado 6. Tail Light Switch problem of the Chevrolet Silverado 7. Tail Light Switch problem of
the Chevrolet Silverado 8. Exterior Lighting problems. Headlights problems. Brake Light
problems. Turn Signal problems. Brake Light Switch problems. Headlight Switch problems. Tail
Light problems. Turn Signal Flasher Unit problems. Hazard Flashing Warning Light Unit
problems. The rear or tail lights are a safety feature on your automobile. They become even
more important while driving at night, low visibility conditions such as fog, storms, rain, and
other bad weather. The taillights indicate the size and shape of your vehicle besides your
position on the road to other drivers. These lights illuminate brighter when you are applying
brakes. This indicates to the person behind you to stop or slow down and change their path.
During the day the headlights are off and only the rear lights are used to indicate that the driver
is applying brakes. The taillights come on when your headlights are on or your parking brake is
engaged. The brake lights turn on when you apply pressure on the brakes. In most automobiles,
the taillights are red while the brake lights are a brighter, more luminous red. The rear lights are
controlled by the same switch as the headlights. The power flows through a relay to the rear
lights when the switch is turned on. While the brake light switch is connected to the brake pedal
which comes on when the pedal is pressed. When the tail lights fail or do not function properly
the car becomes a danger or hazard to self and others on the road. You may receive a ticket or
citation from the traffic police. Blow fuse â€” The first thing the mechanics check is the fuse
corresponding to the rear lights. When the fuse is blown it does not allow the circuit to
complete. As the rear lights are not connected, they do not illuminate. A fuse is a band of metal
alloy inside a plastic container It is designed to break in the event of a power surge. When the
band melts the circuit breaks and protects the electrical system and the lights from damage.
One is situated inside the cabin. Here the fuse panel is on the passenger side underneath the
dash behind the plastic panel. In some automobiles, they may be on the side of the dashboard
allowing the passenger side door to open all the way. The other common situation of the fuse
box is under the hood. It is mostly a large black box with many wires connected to it. To access
the fuses, you have to take off the lid. Each of these fuses controls a different component. Their
function is usually enlisted on the cover. If it is not indicated there then consult the car manual.
You will find the year, the model-specific make specified on the diagram. When you have
located the fuse for the tail lights use a fuse tester to check the connection. If the tester lights
up â€” your fuse is functioning fine. If it does not light up then, replace the fuse with another of
the similar amperage and size. In many instances, you can see the break in the metal strip of the
fuse. Burnt out light bulbs â€” The other reason your tail lights are not working but your
headlights are maybe a blown bulb. When the filament inside the bulb breaks it cannot
illuminate the gas enclosed within the glass cover. This burnt-out bulb does not affect the
circuitry of the light system and it continues to function normally. You may have to remove the
cover of the tail light. In some cars, there is an access panel that has to be removed to reach
inside to twist out the spent bulb. Unscrew the bulb and inspect it closely to check if the
filament is broken. The high resistance filament is placed between to electrodes that glow when
current is passed through this system. This glow is the red tail light. A broken filament will not
produce any light thus you will have to replace it with a new bulb. Bad relay â€” Relays are
switches that open or close the circuits electronically or electromechanically. They control one
electrical circuit by shutting or opening connections in another circuit. A relay controls the
power flowing through a system. Automatic relays automate this function where power flows
are on or off at particular times. In this case, the relay will transfer power from the battery to the
taillights. But when it fails â€” the connection is not completed. This may happen because the
relay is not grounded correctly. An improperly grounded wire can cause excess charge to build
up in the system and cause a short circuit. There may be broken wires along the relay system.
To correct this, you may have to obtain the diagram to visually inspect the system. The wiring
going to the tail lights may be damaged or broken with cracks in the insulation. The ground wire

should not be broken or cut as this will not deliver electricity to the sockets in which the bulb is
fitted. Bad switch â€” The tail light switch does not turn on or flickers and remains off. This is
an indication of the wires not connected correctly to the switch. Usually, the switch turns on the
taillights, the headlights and parking lights are connected to this switch. You can pull out this
assembly and checked with a multimeter for issues. If the rear light lights up correctly but does
not become bright when the brake is applied then the switch of the brake is faulty. This circuit is
connected with the brake pedal â€” if the switch is out of place or connected incorrectly then
the pedal may not be able to complete the circuit correctly. The socket which holds the bulb
may have failed. These are conductive surfaces that help the passage of electricity. The socket
fails with moisture enters â€” this may also cause rusting. The rusting may also break the
connection with the wire in the back. Inspect the socket for discoloration â€” brown, black,
whitish, etc. Check if there are dislocated, bent or broken pins. Then use a multimeter in the
socket to check the passage of electricity. If electricity is not reaching the pins than there is a
failure in the passage of current somewhere in the electrical system. The latest cars have
ambient light sensors. The on-board computer turns on the tail and headlights according to the
light outside the car. If it is dawn or dusk the head and tail lights will come on by themselves.
The light sensors also switch o
pac sni 15 wiring diagram
2008 chevrolet malibu classic ls
chevrolet thunder
ff the daytime lights in some latest models. When the sensor is dirty or damaged it cannot tell if
it is dark or day outside. If your parking and headlights do not turn on but the brake lights do
â€” the ambient light sensor is the culprit. Overall tracking the causes why tail lights not
working but brake lights are is frustrating. But thankfully as the taillights run on their isolated
circuit there should not be any problem to track the issues. Besides, you are secure as the
brake lights are connected to the pedal and are connected to another circuit. Thus, the brake
lights will come one when you press the brakes. Your email address will not be published. The
Causes Why Tail Lights Not Working The common causes the tail lights do not work are; Blow
fuse â€” The first thing the mechanics check is the fuse corresponding to the rear lights. Fuses
are located in two regions of the car; One is situated inside the cabin. Leave a Comment Cancel
Reply Your email address will not be published.

