Suburu 1998

Make Model Year. Price and Payment. Vehicle History. Engine and Drivetrain. Vehicle Listing
Details. Only 89k miles. Beautiful Quicksilver Metallic exterior with Slate-Gray interior. Only ,
Miles! Bold and beautiful, this Subaru Legacy Sedan turns even the most discerning heads.
Speak with one of our customer friendly Sales professionals for more details. Warranty
coverage like this can only be found at Dan Perkins Subaru of Milford! Visit us at There is a
difference between our pre-owned vehicles and the typical used car lots vehicle. Our cars are
hand picked inspected by skilled technicians and professionally detailed! To view more photos
of this vehicle visit us at: You will find yourself at ease knowing that this previous, and only
owner took meticulous care of this beauty. We know the importance of a powerful engine for
those tough jobs. You put in enough hours throughout the week, so why not have a car that
does the same? The sport wheels and road hugging suspension make handling those curves a
breeze. Compare and see for yourself. This car has undergone a painstakingly thorough
inspection ensuring it exceeds mechanical standards. We know you want a vehicle that looks
good. This car has been well maintained and is flawless. One way to judge how well a car has
been cared for and that is how clean the interior is. This one is nothing less than impeccable.
We also provide a free CARFAX report on this and every car we sell assuring you of complete
satisfaction when buying a car from us. According to their latest, this car is a one-owner
vehicle. For added security, an extended warranty is available. Ask a sales associate for details.
Not a single dent or scratch! Runs great and drives like new. Well maintained. Perfect
recreational vehicle. Hard-to-find model! Perfect family vehicle. Perfect first car! Odometer is
miles below market average! Here at Swickard Honda we want to save you time and money. To
ensure we do both, we price our cars very competitively. Because of this commitment to you,
our cars sell very quickly. Please call or email us today to ensure availability. GT trim. This
comes not only in the form of car loans and leasing service for drivers from Redding, Chico,
Red Bluff and Shasta Lake, but a tenacious spirit dedicated to getting the flexible terms you
deserve. Please feel free to explore our entire site and see all of the products, services, and
pre-buy car research we have to offer. Please confirm the accuracy of the included equipment
by calling us prior to purchase. Description: Used Subaru Legacy 2. White Subaru Legacy 2.
Recent Arrival! Come to deweygriffinsubaru. View our entire inventory at Call us today! COM We
look forward to hearing from you! Advertised prices reflects Dealer Discounts. Please confirm
with dealer as to prior acquisition. All prices, specifications and availability subject to change
without notice. Visit dealer for most current information. Due to the high demand for our
individually selected vehicle inventory, there may be times that an individual vehicle is no
longer available at the time you arrive at the Dealership. This is due to a time delay between
posting the vehicle, its actual sale and delivery and removal from the web site. Posting, sale and
delivery of all pre-owned vehicles is an evolving process. Sometimes displayed vehicles may
still not be available for a variety of reasons, such as subject to prior sales, removal and
transport elsewhere, awaiting title and ownership confirmation. To better insure the specific
vehicle's availability, you should contact the Dealership to confirm its present availability. Call
or visit with us to see what you qualify for. Take a look at this super clean Subaru Legacy
sedan! Come on down to our dealership today to test drive and make an offer on your next
vehicle. We are family owned and operated for over 25 years with multiple locations across
Colorado. Let's help you with your next vehicle purchase. Vehicle is at our Lakewood Location
Visit us on the web at Popular searches. My notifications My Account. Save Search. Enter your
ZIP code to show only relevant vehicles for sale nearby. Search radius. Home delivery available.
Only show local listings. Year s. Price and Payment Loan Price. Type Sedan 1, Station Wagon 7.
Trim 2. Engine and Drivetrain Transmission Automatic 1, Manual Engine Type Gas 1, Drivetrain
All Wheel Drive 1, Cylinders 4 cylinders 1, 6 cylinders Fuel Economy. Vehicle Listing Details
Recently added listings. Listings with recent price drops. No accidents. Close Linton Motorsport
Inc. Title issue. Not provided. New Listing. Price Drop. Showing 1 - 18 out of 1, listings. Overall
Consumer Rating. Purchased in with 20k miles. Drives through anything! Has taken me home
every time through bad weather and good! With , miles on her now, she is still going strong. I
have gone through a lot of brakes and associated parts I'm not a hard braker but I've replaced
all the calipers at least once and one rear caliper 2 or 3 times! In replaced the front bearings.
Tranny flush n fill too! Oil changes every 10K now. Used to be 3k, then 5k. Read more. Read
less. Sign Up. The second-generation Subaru Legacy was marketed in Japan from October , and
July marked the second generation in North America with a full body and chassis revision. The
exterior was designed by Olivier Boulay in , during his tenure at Subaru. The tail light
appearance on both the sedan and wagon was influenced by the taillights on the SVX. AWD was
first offered in and was so popular that in , Subaru decided to make AWD standard equipment in
all vehicles produced for the North American market from that year to today's current date,
excluding the Subaru BRZ. The 30th Anniversary Edition was a limited production version

commemorating the 30th anniversary of Subaru in America. It included upgraded interior and
sunroof, spoiler, and alloy wheels on the "L" trim level cars. Subaru still offered a choice
between front- and all-wheel-drive for its domestic market vehicles even after The new engine,
known as the EJ20H , operated with one small turbocharger at low engine speeds to give good
throttle response, supplemented by a second turbocharger at high engine speeds for additional
power. Maximum power output was ps In June , the EJ20H engine was upgraded to Engine and
gearbox specification was the same as GT, having the ps version of the EJ20H and a choice of
either five-speed manual or four-speed automatic gearbox. The RS was the GT sedan for the
second generation Outback, and available in manual and for the first time automatic
transmission. A GT sedan was available, with full leather and automatic transmission only. It
included front and rear Bilstein struts , [4] with the upgrade also available on the RS. The "B"
designation stood for Bilstein. The GT-B also offered larger brakes, sway bars, wheels, and
some different interior options. The TS type R, was a 2. B spec TS type R's were also available,
with the same body kit, interior, wheels, and Bilstein suspension. The T was a 2. B spec T's
were also available, with the same body kit, wheels, and Bilstein suspension. Other differences
included a woodgrain MOMO wheel and gear knob, not otherwise available. The LPG option was
introduced as an alternative fuel source on European models with the 2. The fuel tank was
installed in the spare tire compartment, with the spare tire installed vertically on the left side of
the trunk or cargo area. Turbocharged versions continued to be available in most international
markets. This engine was popular with Japanese buyers due to reduced tax liability based on
Japanese vehicle size legislation offering performance advantages over larger cars sold there
with bigger engines and higher tax assessments. The twin turbo can only be installed on
right-hand drive vehicles because the turbo on the left side interferes with both the brake
master cylinder and steering linkage, among other things. A minor performance problem with
the twin turbo was a "turbo dead zone" before the second turbo would kick in around â€” rpm.
The Brighton trim level also carried over from the facelifted first generation version that was
priced below the "L" trim option. The "GT" trim level appeared in for MY The term "Limited" was
used by itself on the Outback for model year GT models continue to the present model, with
Limited editions available, offering heated leather or cloth seats and trim and a tinted glass
moonroof. Driver and front passenger airbags were added with the redesigned interior. New
equipment added to the list of features included RF remote keyless entry, fog lights on the
upper trim levels and variable-assist power steering. The Outback concept originated with
Subaru of America, which was suffering from slumping sales in the mids partly due to a lack of
an entry in the then-burgeoning sport utility vehicle market. Lacking the finances to design an
all-new vehicle, Subaru decided to add body cladding and a suspension lift to their Legacy
wagon. Named the Legacy Outback , after the Australian outback , actor Paul Hogan was the
spokesman in the North American market, playing off the Australian name of the vehicle and
portraying the vehicle as a capable and more efficient alternative to large, truck-based SUVs.
The Legacy Outback was formally introduced to the North American market at the New York
Auto Show , [ citation needed ] and was known in Japan starting August as the Legacy Grand
Wagon , and in Australia as the Outback , a trim package with normal ground clearance but an
"SUV look" with two-tone paint and fog lights. For the model year, the Legacy wagon in the
North American market was available as the Alpine Sport, Outdoor and Sun Sport, which were
Value Option Packages included on the "L" trim level wagon, and graphics denoting the option
package installed. In Japan the Legacy wagon was called the Legacy Touring Wagon so the
Grand wagon nomenclature was meant to signify a more grand, luxurious approach to
equipment offered. The exterior was designed by Olivier Boulay , who was hired by Subaru on a
short-term basis. For the model year, the first year the Outback was introduced, the Outback
was a trim package on the base model Legacy wagon "L", that primarily consisted of the heavy
cloth interior, berber carpet floor mats, a luggage rack and fog lights with a standard height
suspension. This approach was also used on the smaller Impreza wagon, with the name
Outback Sport. When the model year arrived, it gained more aggressive appearing front bumper
covers, with larger rallye inspired driving lamps replacing the previously installed fog lights,
taller tires with more aggressive tread, and a 7. The more aggressive appearance was also used
on the smaller Outback Sport while omitting the increase in ground clearance from suspension
modification. This approach was inspired by the Legacy having been entered into international
rallying and long distance racing events, and winning the Safari Rally in the Group N category.
In , the MY Outback received the hood scoop installed in the engine hood bonnet without
installing an intercooler, commonly used in conjunction with a turbocharger. The previous
generation Legacy wagon had an optional air suspension, which allowed the driver to
temporarily increase the vehicle's ground clearance, however the permanent increased ride
height used on the Outback proved to be more practical. Subaru sales had been declining up

until that point in North American market. With the help of clever marketing, a trim level called
the Outback intent on making the Subaru a more capable multi-terrain vehicle offered an
affordable and fuel efficient alternative to the popular SUVs that were outselling Subaru's
traditional offerings. Earlier versions of the Outback continued to use the EJ22 four cylinder
engine, while later generations introduced the larger EJ25 four cylinder engine, revised with
DOHC and more horsepower. Some Japanese-spec Grand Wagons came with digital climate
control, plaid seat upholstery, a dual-range manual transmission and a Momo black leather
steering wheel. Because the only engine available in Japan was the 2. The installation of the 2.
All trim levels retained the typical AWD layouts seen in previous generation Legacy, depending
on transmission choice. When accelerating or driving uphill, the vehicles weight shifts
rearward, reducing front wheel traction, causing the transmission to automatically send torque
to the rear wheels to compensate. When braking or driving downhill, the vehicle's weight shifts
towards the front, reducing rear wheel traction. The transmission again compensates by
sending torque to the front wheels for better steering control and braking performance. If the
automatic is placed in Reverse or "1st" gear, the transmission divides the torque to both front
and rear wheels. The Legacy SUS short for "Sport Utility Sedan" [ citation needed ] was
launched with a limited production test run sold in USA in [ citation needed ] and, based on its
success, was rolled out in North America only the following year. The "Limited" trim level
package for the Outback wagon was standard equipment on the sedan body, with the addition
of a hood scoop and trunk-mounted rear wing. Despite the appearance of the front hood scoop,
the SUS was not installed with a turbocharged engine; the only engine installed from Subaru
was the naturally-aspirated EJ25D engine. Plastic side cladding was not present on the side
doors of the Outback; the lower half of the doors were painted a contrasting color also found on
the front and rear bumper covers. The remote keyless entry can unlock just the drivers door by
pushing the unlock button once, while holding down the button unlocks all doors. The doors
must be unlocked with the remote to avoid the security system being set off. An unusual
interior change placed the power window switches flat against the door panel, whereas the
window switches for the first generation and third generation extended from the door panels
and were oriented in a horizontal position and were located underneath the drivers or
occupants hands for easy location and use, and integrated into the door pull and armrest. The
express up feature for the driver's window was also removed, leaving express down only. The
power door lock switch design was upgraded to a more conventional door lock switch, installed
next to the power window switches, with a secondary power lock switch installed for the front
passenger. This approach was also used on the â€” Honda Integra. Side turn signal repeater
lenses that were introduced on the USA â€” Legacy were replaced by a plastic cap that covers a
hole where the side repeater is utilized internationally, and the color of the cap matches the
color of the door rub strip on vehicles sold in North America. From Wikipedia, the free
encyclopedia. For a complete overview of all generations, see Subaru Legacy. Motor vehicle.
Subaru Liberty RX sedan with clear rear turn signal lenses and amber bulbs. Archived from the
original on Retrieved Archived from the original on August 5, Categories : Subaru vehicles Cars
introduced in Cars powered by boxer engines. Hidden categories: Articles with short
description Short description is different from Wikidata All articles with unsourced statements
Articles with unsourced statements from April Articles with unsourced statements from April
Articles with unsourced statements from May Namespaces Article Talk. Views Read Edit View
history. Help Learn to edit Community portal Recent changes Upload file. Download as PDF
Printable version. Wikimedia Commons. Subaru Fuji Heavy Industries. Subaru Legacy first
generation. Subaru Legacy third generation. Justy KA. Outback Sport. XV Crosstrek. Sport
compact. WRX VA. Legacy BM. Legacy BN. Legacy BW. XT AX. SVX CX. Forester SF. Forester
SG. Forester SH. Forester SJ. Forester SK. Outback BG. Outback BH. Outback BP. Outback BR.
Outback BS. Outback BT. Tribeca WX. Ascent WM. Coupe utility. Baja BT. Coronavirus update:
New contactless services to help keep you safe. Very good experience. Mike was awesome in
the purchase of my vehicle. Would buy again. Very responsive, and understanding, offered
much help to my specific situation. Hope to work with them in the future! We'll help you find
great deals among the millions of vehicles available nationwide on CarGurus, and we'll provide
you with dealer reviews and vehicle history for each one. After all, over 30 million shoppers use
CarGurus to find great deals on used cars and new cars in their area. And when it's time to get
rid of your old ride, sell your car simply and securely on CarGurus. Once you're ready to narrow
down your search results, go ahead and filter by price, mileage, transmission, trim, days on lot,
drivetrain, color, engine, options, and deal ratings. And if you only want to see cars with a
single owner, recent price drops, photos, or available financing , our filters can help with that
too. All Years to All Years. Radius 10 mi 25 mi 50 mi 75 mi mi mi mi mi Nationwide. Find Subaru
Impreza listings in your area Search Coronavirus update: New contactless services to help keep

you safe. Best deals first. CarGurus User. I really like the size and appointments of the Subaru
Impreza. The new 2L engine with a timing chain instead of belt is a great improvement. Love the
AWD - we have had numerous Subarus. Would buy in a heartbeat with a regular automatic - sin
Read more. Only owned 3 cars a grandam then impala and this one would be the 3rd and
hopefully I I wont need another vehicle for 7 or more years but I will buy subarus exclusively
because of this one the driving is super smooth never rode or drove a car like it before to be
honest this isnt a single thing about this car that I dont like other than t We compared it to the
Nissan Altima with very similar features. And its a bit sportier, compared to the Nissan Altima,
for an active 25 year old with a dog. Why Use CarGurus? Shop Subaru Legacy 2. Search Go.
You can edit the name of your vehicle by clicking the pencil icon on the right. Something went
wrong. Please try again. Select Your Vehicle Below:. VIN Go. No vehicles found. Select your
vehicle below:. Transport your gear and goods without the mess. Click here to shop the
Genuine Subaru Cargo Organizer. Home Subaru Legacy 2. Genuine Subaru Legacy 2. Maintain
like-new performance with our comprehensive line of Genuine Subaru Legacy 2. Your Nearest
Retailers. Liberty Auto City Subaru. Shop Now. Distance: Kenosha Subaru. Wilde Subaru. Enter
your zip code: View More Retailers. Select a Subaru Legacy 2. L Sedan. Replacement
components from Subaru's national Retailer network are the closest you can get to your
vehicle's originals. When you show this level of love and uncompromising care for your Subaru,
you'll get more life out of every mile and more miles of life. Reinvest when you repair with
Subaru Legacy 2. Genuine Subaru Legacy Accessories Fast. Built to perform and last with
custom-fit and function. Wherever adventure in your Subaru Legacy leads, stay plugged in.
Comfort and Convenience. Less difficulty. More enjoyment. All customized to you and your
Subaru Legacy. Subaru style attuned precisely to you and your Subaru Legacy. Protection and
Security. Help prevent the worst and lessen the impact of the unavoidable in your Subaru
Legacy. STI Brand. The Subaru Legacy mods you want for the power you crave. Subaru Gear.
Shop Gear as unique as you and your Subaru Legacy. More than just a quality product, you
desire the self-expression that Subaru provides. Connect more to your vehicle and other
enthusiasts with Genuine Subaru Gear. Links Subaru. Legal Policies. While every reasonable
effort is made to ensure the accuracy of this data, we are not responsible for any errors or
omissions contained on these pages. Please verify any information in question with a sales
representative. Coronavirus update: New contactless services to help keep you safe. Very good
experience. Mike was awesome in the purchase of my vehicle. Would buy again. Response was
quick and professional but wish was more thorough. The car had a bunch of hail damage. My
wife and I had a very good experience with Steve and Sons. Adam our salesman was patient
and gracious as we took our time combing through the vehicle and reasonable during
negotiations. All our expectations were met as we worked our way through the details of the
purchase. If there is any complaint it is the location of the dealership itself is in a somewhat well
used part of town but the deal itself was fantastic. Thank you for the very good experience. The
whole team as well as the owner were super easy to work with. It was a fast, fair and
straightforward purchase. Easy process, no pressure to purchase warranty or anything. Mike
was an easygoing salesman, would buy there again. The dealer contacted me and the car has
sold. Still looking, but so is the Lithia dealer who is helping me to find what I am looking for.
Good company. We'll help you find great deals among the millions of vehicles available
nationwide on CarGurus, and we'll provide you with dealer reviews and vehicle history for each
one. After all, over 30 million shoppers use CarGurus to find great deals on used cars and new
cars in their area. And when it's time to get rid of your old ride, sell your car simply and securely
on CarGurus. Once you're ready to narrow down your search results, go ahead and filter by
price, mileage, transmission, trim, days on lot, drivetrain, color, engine, options, and deal
ratings. And if you only want to see cars with a single owner, recent price drops, photos, or
available financing , our filters can help with that too. All Years to All Years. Radius 10 mi 25 mi
50 mi 75 mi mi mi mi mi Nationwide. Find Subaru Forester listings in your area Search
Coronavirus update: New contactless services to help keep you safe. Best deals first. CarGurus
User. Image Not Available. Authorized Subaru Dealer. Negotiable , mi. Request Information. Well
proportioned, spacious feel light grey interior and panoramic sunroof. Sufficient power, and SI
Drive button provides burst of power for hills, on-ramps, etc. Well balanced liftgate, though a
power gate is nice to have optional. Very basic interior but a quality reliable car. I love all the
features, the keep the car straight in the lane kind of scares me but I know I can shut it off. I do
believe it is a great value I wish I had electric seats. I wouldnt compare it to anything I love it a
lot! Why Use CarGurus? Subaru Forester L For Sale 32 listings. Subaru Forester S For Sale 24
listings. Quick Links Download this manual. Table of Contents. We urge you to read this manual
carefully so that you may understand your vehicle and its operation. Page 3: Doors And Locks
This chapter informs you how to operate interior equipment. Chapter 8: In case of emergency

This chapter informs you what to do if you have a problem while driving, such as a flat tire or
engine overheating. Page 4: Specifications Please read these safety warnings as well as all
other portions of this manual carefully in order to gain a better understanding of how to use
your SUBARU vehicle safely. Page 5 J Safety symbol You will find a circle with a slash through
it in this manual. Page 6 AIRBAG needs much space for deployment, the driver should al- ways
sit upright and well back in the seat as far from the steering wheel as practical while still
maintaining full vehicle control and the front passenger should move the seat as far back as
possible and sit upright and well back in the seat. D Always use the child safety locks whenever
a child rides in the rear seat. Serious injury could result if a child accidentally opened the door
and fell out. Refer to the Door Lock section in chapter 1. Page 8 D If at any time you suspect that
exhaust fumes are entering the vehicle, have the problem checked and corrected as soon as
pos- sible. If you must drive under these conditions, drive only with all windows fully open. D
Keep the trunk lid or rear gate closed while driving to prevent exhaust gas from entering the
vehicle. Page 9 If you are taking any drugs, check with your doctor or pharmacist or read the
literature that accompanies the medication to determine if the drug you are taking can impair
your driving ability. Do not drive after taking any medications that can make you drowsy or
otherwise affect your abil- ity to safely operate a motor vehicle. Modification could affect its
performance, safety or durability, and may even violate govern- mental regulations. In addition,
damage or performance problems resulting from modification may not be covered under
warranties. Page 13 Driving tips Maximum speeds Selector lever. Page 14 Installing child
restraint systems in the 2-point type seat belt position Top strap anchors Child safety Cigarette
lighter option Cleaning aluminum wheels Cleaning the interior Page 15 Power door locking
switches Door open warning lights Drive belts Maintenance Driving dranken Driving in foreign
countries Driving in winter season Driving off road Page 16 Front seats Fore and aft adjustment
Head restraint adjustment Lumbar support Page 17 Gasoline Fuel requirement Gas tank
capacity specifications Glove compartment To shut off the outside air Ventilation. Page 19 Jack
and jack hundle Jump starting. Page 20 Main fuse and fusible link Maintenance precautions
Before checking or servicing in the engine compartment When you do the checking or servicing
in the engine compartment while the engine is running Maintenance tools Parking brake stroke
Maintenance Parking your vehicle. Rear window defogger switch Rear window wiper and
washer switch Remote control mirror switch Automatic transmission vehicles During cold
weather below â€”4 F â€”20 C Flooded engine Page 25 Tilt steering wheel Turn signal light Bulb
replacement â€” Page 27 Waxing Exterior care Wheel covers. Page 28 Warranties J Warranties
for U. Page 29 Doors and locks Keys Master, submaster and valet key Key number. Master key,
submaster key and valet key. The master key and submaster key fit all locks on your vehicle.
Page Doors And Locks Door locks J Locking and unlocking from the outside B For vehicles
with power door locking switches To lock the door from the outside with the key, turn the key
toward the rear. To unlock the door, turn the key toward the front. Lift the outside door handle
to open an unlocked door. Page 32 locked at the same time. Always make sure that all doors
and the rear gate are locked before leaving your vehicle. NOTE Make sure that you do not leave
the key inside the vehicle before locking the doors from the outside without the key. B For
vehicles without power door locking switches To lock the door from the outside with the key,
turn the key toward the rear. To lock the rear door from the outside without the key, press the
end of the lock lever down on the door and then close the door. To lock the doors, press the
upper part of the switches. Each rear door has a child safety lock that prevents the doors from
being opened even if the inside door handle is pulled. When a door is not fully closed, a light
comes on indicating specifically which door it is. When all doors are properly closed, all of the
door open warning lights go out. D Pushing in or pulling out of the key cylinder on the door or
trunk lid. J How to arm the system 1. Windows OM-H Turn the handle to open or close the
window. D Before leaving the vehicle, always remove the key from the ignition switch for safety
if a child remains in the vehicle. Page 40 All door windows can be controlled by the power
window switch cluster at the driver side door. Push the switch down until it clicks and release it,
and the window will fully open. To close the window, push the switch up and hold it until the
window reaches the desired position. Push the switch down or up until it clicks and release it,
and the win- dow will fully open or close. To close the window, push the switch up and hold it
until it reaches the desired position. J To open and close the trunk lid from outside To open the
trunk lid from outside, insert the key and turn it clockwise. To close the trunk lid, lightly press
the trunk lid down until the latch en- gages. B To cancel the trunk lid release The inside trunk lid
release can be cancelled to help prevent unautho- rized entry into the trunk. J To open and
close the rear gate To unlock the rear gate, insert the key in the keyhole and turn it clock- wise.
The addition of a cleaning agent may cause damage to the fuel system. Page Fuel Filler Cap D
Make sure that the cap is tightened until it clicks to prevent fuel spillage in the event of an

accident. If you use the wrong cap, it may not fit or have proper venting, and your fuel tank and
emission control system might be damaged. Page Refueling If you spill any fuel on the painted
surface, rinse it off immediately. Other- wise, the painted surface could be damaged. Pull the
hood release knob under the instrument panel. Release the secondary hood release located
under the front of the engine hood by moving the lever toward the left. Lift up the hood, release
the hood prop from its retainer and put the end of the hood prop into the slot in the hood.
Release the switch after the sunroof has been raised or has been low- ered completely. Pushing
the switch continuously may cause damage to the sunroof. Page 53 3. Insert the wrench in the
end of the motor shaft. D To lower the sunroof, turn the wrench clockwise. D To close the
sunroof, turn the wrench counterclockwise. The front sunroof will stop halfway if you continue
to press on the switch. Release the switch once and push it again to raise the front sunroof
completely. Page Manual Operation The front sunroof cannot be closed manually. If the front
sunroof can not be closed with the sunroof switch, have your vehicle checked or repaired by an
authorized SUBARU dealer immediately. Rear sunroof: If the sunroof cannot be closed with the
sunroof switch, you can close the rear sunroof manually. Page 57 3. To close the rear sunroof,
turn the wrench counterclockwise. The roof rail must never be used alone to carry cargo.
Otherwise, damage to the roof or paint or a dangerous road hazard due to loss of cargo could
result. Page Roof Rack Doors and locks J Roof rack When luggage is put on the slats of the roof
cross bar kit When the roof cross bar kit is used as roof rack, make sure the total car- rying
capacity of the luggage on the slats of the roof cross bar kit does not exceed lb. D Never drive
the vehicle with the head restraints removed be- cause they are designed to reduce the risk of
serious neck injury in the event that the vehicle is struck from the rear. Page Seat, Seatbelt And
Srs Airbag than adults, their risk of being injured from deployment is greater. Do not touch such
hot parts. J Fore and aft adjustment Pull the lever upward and slide the seat to the desired
position. Then re- lease the lever and move the seat back and forth to make sure that it is
securely locked into place. J Head restraint adjustment HB To raise the head restraint, pull it up.
To lower it, push the head restraint down while depressing the release button on the top of the
seatback. Page Lumbar Support If Equipped The best position for the head restraint is just
above or level with the top of the ears. J Lumbar support if equipped Pull the lever forward or
backward. Pulling the lever forward will increase the amount of support for your lower back. The
battery could run down if the heater is operated while the engine is not running. D Do not put
anything on the seat which insulates against heat, such as a blanket, cushion, or similar items.
Do not put cushions or any other materials between occupants and seatbacks or seat cushions.
If you do so, the risk of sliding under the lap belt and of the lap belt sliding up over the abdomen
will increase, and both can result in serious internal injury or death. J Fold down rear seat â€”
Sedan Release tab To fold the seatback down, pull the release tab attached to the top of the
seatback. To lower the armrest, pull on the top edge of the armrest. J Fold down rear seat â€” B
Folding down the seat cushion and seatback 1. Move the front seat forward. To remove the head
restraint, pull the head restraint up while pushing the release button located on the backside of
the set- back. Page 71 HB 4. Raise the seat cushion by pulling up the tab. OM-H 5. Unlock the
seatback by pulling the release knob and fold it down. Confirm that the pin located at the
bottom of the seat cushion is in- serted into the slot at the top of the seatback. Page 72 6. Install
the head restraints onto the backside of the seatback. To return the rear seat to its original
position, raise the seatback and seat cushion until it locks into place and make sure that they
are securely locked. Make sure that the rear seat belts are not under the seat cushion or seatback. In an accident, this can increase the risk or severity of injury. D Never place the shoulder
belt under the arm or behind the back. Page Unfastening The Belt 5. To make the lap part tight,
pull up on the shoulder belt. And place the lap belt as low as possible on your hips, not on your
waist. J Unfastening the belt Front Push the button on the buckle. Before closing the door,
make sure that the belts are retracted properly, to avoid catching the belt webbing in the door.
To adjust the anchor height, pull the release knob and move the anchor to the desired position
so that the shoulder belt passes over the middle of the shoulder without touching the neck. Sit
well back and upright. CAUTION Metallic parts of the seat belt can become very hot in a vehicle
that has been closed up in sunny weather; they could burn an oc- cupant. The 2-point type seat
belt has a manual adjustment device. To make the belt tight, pull up on the belt. Otherwise, the
possibility of se- rious injury becomes greater in the event of a sudden stop or ac- cident. J
Expectant mothers Expectant mothers also need to use the seat belts. They should consult their
doctor for specific recommendations. The lap belt should be worn securely and as low as
possible over the hips, not over the waist. The passenger cannot protect the child from injury in
a collision, because the child will be caught between the passenger and objects inside the
vehicle. If the child restraint system requires a top strap, latch the hook onto the top strap
anchor and tighten the top strap. Page Top Strap Anchors be more firmly secured by pushing it

down into the seat cushion and then tightening the seat belt. Pull at the shoulder portion of the
belt to confirm that it cannot be pulled out ALR properly functioning. D Wagon: Anchor
installation points are located under the covers at the rear edge of the roof. B Top strap anchor
installation for Canada models All vehicles built for sale in Canada include an anchor kit in the
glove compartment. You can also follow the installa- tion instructions for Canada models. Page
91 ment is greater. If the front sensor and impact sensors in the airbag control module de- tect a
certain predetermined amount of force during a frontal or front- angled collision, the control
module sends signals to the airbag modules instructing them to inflate the SRS AIRBAGs. Page
System Monitors D All related wiring In the event of a malfunction indicated by any of following,
the vehicle should be taken promptly to your nearest SUBARU dealer to have the system
checked. Page D Installation of a tire of different size and construction from the original tire
listed on the tire placard attached to the door jamb. Page Instruments and controls Instrument
panel overview Combination meter overview Gauges Page Instrument Panel Overview
Instrument panel overview 1 2 3 Lighting, turn signal and illumination brightness control switch
page Security system indicator light Page Fog light switch page Combination meter page Rear
window defogger switch page Cruise control main switch page Cup holder page Hazard warning
flasher Page Instruments And Controls Instrument panel overview Right hand drive vehicles
SRS AIRBAG page Cup holder page Hazard warning flasher page Heater or air conditioner
control page Lighting, turn signal and illumination brightness control switch page Combination
meter page Steering page Windshield wiper and washer switch page Remote control mirror
switch page Page Combination Meter Overview Combination meter overview Fuel gauge page
Speedometer page Odometer page Turn signal indicator light page Door open warning light
page Seatbelt warning light page High beam indicator light page Turn signal indicator light page
Tachometer page Temperature gauge page Page Odometer Gauges J Speedometer The
speedometer shows the vehicle speed. J Odometer The odometer shows the total distance that
the vehicle has been driven. J Trip meter The trip meter shows the distance that the vehicle has
been driven since you last set it to zero. To set the trip meter to zero, press the knob. Page Fuel
Gauge J Fuel gauge The fuel gauge shows approximately the amount of the fuel remaining in
the tank. The gauge may move slightly during braking, turning or acceleration due to fuel
movement in the tank. Page Warning And Indicator Lights If any lights fail to come on, it
indicates a burned-out bulb or a malfunc- tion of the corresponding system. Page Airbag
Warning Light If the oil level is low, add oil immediately. This indicates your brake system may
not be working properly. D If at all in doubt about whether the brakes are operating prop- erly,
do not drive the vehicle. Page If the light comes on steadily while driving or does not go out
after the engine starts, an emission control system malfunction has been de- tected. D The
warning light comes on during driving. Page Door Open Warning Lights If the light flashes after
the engine starts, it may indicate that the auto- matic transmission control system is not
working properly. J Door open warning lights The specific door open warning light comes on if
any door or rear gate is not fully closed. Page Hazard Warning Flasher Hazard warning flasher
The hazard warning flasher is used to warn other drivers when you have to park your vehicle
under emergency conditions. The hazard warning flasher works with the ignition switch in any
position. When you have to park your vehicle under emergency conditions, pull off the roads
safely and park away from the traffic if it is possible. B Headlights To turn on the headlights,
turn the knob on the end of the turn signal lever. Page high beam will stay on for as long as you
hold the lever. Page Illumination Brightness Control To signal a lane change, push the turn
signal lever up or down slightly and hold it during lane change. The turn signal indicator lights
will flash in the direction of the turn or lane change. The lever will return automatically to the
neutral position when you release it. Page Wiper Controls By pushing the rear end of this
switch, following lights will come on. Avoid leaving these lights on for a long time because that
will run down the battery. This may cause overheating of the washer motor. Check the washer
fluid level fre- quently, such as at fuel stops. D Do not operate the wipers when the windshield
or rear window is dry. Page Windshield Wiper And Washer Switch the wiper operation is jerky,
clean the outer surface of the windshield or rear window and the wiper blades using a sponge
or soft cloth with a neutral detergent or mild-abrasive cleaner. After cleaning, rinse the windshield and wiper blades with clean water. The windshield is clean if beads do not form when you
rinse the windshield with water. B Mist for a single wipe For a single wipe of the wipers, pull the
lever toward you. The wipers operate until you release the lever. D Use clean water if windshield
washer fluid is unavailable. See Windshield Washer Fluid section in chapter Also, when driving
the vehicle when there are freezing tempera- tures, use non-freezing type wiper blades. Page
Rear Window Defogger Switch Indicator light Before turning on the wiper deicer, remove any
snow from the wind- shield. To turn on the wiper deicer, push the switch. The indicator light
located on the switch lights up while the wiper deicer is operating. The wiper deicer will

automatically shut off after about 15 minutes. If the wiper blades have been deiced completely
before this time, push the switch to turn it off. Page Horn To turn on the defogger, push the
switch. To turn it off, push the switch again. The indicator light located on the switch lights up
while the rear window defogger is operating. The defogger will automatically shut off after about
15 minutes. If the win- dow clears before this time, push the switch to turn it off. Page Mirrors
Mirrors Always check that the inside and outside mirrors are properly adjusted before you start
driving. J Inside mirror The inside mirror has a day and night position. Pull the tab at the bottom
of the mirror toward you for the night position. Push it away for the day position. Page To turn
on the outside mirror defogger, push the switch while the en- gine is running. The indicator light
located on the switch will come on when the out- side mirror defogger heater in operation. Page
Climate control Ventilator Heating and air conditioning Air flow control buttons Temperature
control lever Page Ventilator Ventilator HB Page Climate Control Heating and air conditioning
Air inlet selection button Fan speed Air conditioner control dial button J Air flow control buttons
These buttons allow you to select the air flow outlets. Page NOTE Air flows through the outer
instrument panel outlets regardless of the air flow control button position. Outside air drawn
into the pas- senger compartment. Push the air inlet selection button to the ON position. The
indicator light will come on. OFF position: Outside air is drawn into the passenger
compartment. Push the air inlet selection button again to the OFF position. The indica- tor light
will go off. Set the temperature control lever all the way to the right in the red area. Page Heating
And Defrosting defroster. J Heating and defrosting To direct warm air toward the floor and the
windshield: 1. Page directed temporarily toward the windshield to assist the windshield
defroster. Page Ventilation J Bi. The cool air will flow from the instrument panel outlets and
warm air flows from the foot outlets. Set the temperature control lever all the way to the left in
the blue area. Page Defrosting Or Defogging Climate control For cooling and dehumidification
of the passenger compartment, air flows through the instrument panel outlets: 1. Push the air
conditioner button on. The normal positions as shown in the diagram directs warm air to the
side glass. When more rapid defrosting of the windshield is desired, the air flow can be directed
temporarily toward the windshield to assist the windshield defroster. Switch to the OFF position
as soon as the outside dusty condi- tion clears. ON position: Interior air is recirculated inside
the vehicle. Page Heating And Defrosting directed temporarily toward the windshield to assist
the windshield defroster. Page Bi. Page 2. Set the temperature control lever to the red area. Set
the fan control dial to the highest speed. Page Operating Tips For Heater And Air Conditioner J
Checking air conditioning system before summer season Check the air conditioner unit for
refrigerant leaks, hose conditions, and proper operation each spring. Therefore, the method of
adding, changing or checking the refrigerant is different from the method for CFC12 freon.
Repairs needed as a result of using the wrong refrigerant are not covered under warranty. Page
Audio Audio Radio Page To play back a compact disc To select a song from its beginning Fast
forwarding and fast reverse Repeat playback Random playback. B Power antenna CAUTION
Before tuning on the radio, make sure there are no persons near the antenna since personal
injury could result if someone is struck by the antenna during its extension. Page J FM
reception Although FM is normally static free, reception can be affected by the sur- rounding
area, atmospheric conditions, station strength and transmitter distance. Buildings or other
obstructions may cause momentary static, flutter or station interference. If reception continues
to be unsatisfactory, switch to a stronger station. WB channel Station WB1 : B Fader The fader
control adjusts the balance between the front and rear speakers. Push the knob once to make it
pop out. The balance is adjusted by turning the knob from left to right in this condition. Page
knob indicates the center position. After adjusting the bass, push the knob in again to store the
setting. B Treble The treble control adjusts the level of high pitch sounds. Push the knob once
and it will pop out, then pull the knob out until it stops. In this mode, the radio scans through
the radio band until a station is found. The radio will stop at the station for five seconds while
displaying the frequency, after which scanning will continue until the entire band has been
scanned from the low end to the high end. The radio is turned on and off by turning the knob
clockwise or counterclock- wise and the volume is controlled by turning the knob. Page B Bass
The bass control adjusts the level of low pitch sounds. The bass is adjusted by turn- ing the
knob from left to right in this condition. A click while turning the knob indicates the center
position. J Selecting preset stations Presetting a station with a preset button allows you to
select that station in a single operation. Up to six AM and FM stations each may be preset. J
How to preset stations 1. J Tape travel indicators These indicate the direction the cassette tape
is moving. Page Audio J Program switching button PROG When the program switching button
is pressed during playback, the tape travel indicators will switch and the player will begin
playing back the opposite side of the tape. The same mechanism is automatically acti- vated
when the end of the tape is reached. When the selection ends, the cassette player automatically

rewinds to the begin- ning of the piece and the selection begins again. Page Audio OM-H J
When turning on the radio When the radio is switched on or the station is changed, the time
display is replaced by the frequency display. However, after the frequency has been displayed
for five seconds, it is replaced by the time display again. The radio is turned on and off by
pushing the knob and the volume is con- trolled by turning the knob. The volume control has
total of 41 volume levels V: 0 for minimum, V: 40 for maximum. In the bass control mode, the
display shows the indication as shown. The bass control has total of 11 volume levels BAS. In
the fader control mode, the display shows the indication as shown. The fader control has total
of 19 settings FAD. F9 for front maximum and rear minimum, FAD. Page imum and right side
minimum, BAL. R9 for left side minimum and right side maximum. Choose desired setting by
turning the volume control knob. The control function returns to volume con- trol mode after
about 5 seconds. Page Audio J Selecting preset stations Presetting a station with a preset
button allows you to select that station in a single operation. D Put cassettes back in their
boxes immediately after use to protect them from dust and dirt and to prevent the tape from
unwinding. D Never expose cassettes to heat, direct sunlight or moisture. DISP button Tuning
button J When turning on the radio When the radio is switched on or the station is changed, the
time display is replaced by the frequency display. Page NOTE If the connection between the
radio and battery is broken for any reason such as vehicle maintenance or radio removal, the
time setting will be cleared. If this occurs, it is necessary to reset the time. Page note volume
level by turning the volume control knob. The control function returns to volume control mode
after about 5 seconds. In the treble control mode, the display shows the indication as shown.
The fader control has total of 19 settings FAd. F9 for front maximum and rear minimum, FAd. In
the balance control mode, the display shows the indication as shown. The balance control has
total of 19 settings BAL. L9 for left side max- imum and right side minimum, BAL. Constant
pressure on the button causes a continuous change in the frequency. Automatic tuning may not
function properly if the station reception is weak- ened by distance from the station or proximity
to tall buildings and hills. NOTE If the connection between the radio and battery is broken for
any reason such as vehicle maintenance or radio removal, all stations stored in the D Clean the
tape head once or twice a month using a wet-type clean- ing cassette. Page again is being
played. Until the repeat function is can- celled, the same piece of music will be repeated
indefinitely. If a disc is inserted with the label side down, it might be ejected or the player might
shut off. D After the last song finishes, the disc will automatically return to track 1 the first song
on the disc and will automatically play back. To cancel the repeat mode, press the button again.
Page Audio use a hard cloth, thinner, benzene, alcohol, etc. D Never use a badly damaged,
deformed or cracked disc. Malfunctions or problems might result. D A disc is vulnerable to heat.
Never keep it either in places exposed to direct sunlight or near heaters. OM â€” The dis- play
shows the current disc number, truck number and the elapsed time during playback. Release
the button to stop fast forwarding. If you continue fast forwarding to the end of the disc, the CD
changer will automatically stop fast forwarding and start playback beginning with the first track
on the current disc. Page Setting The Time If this occurs, it is necessary to reset the time.
Installation of accessories Always consult your SUBARU dealer before installing a citizen band
ra- dio or other transmitting device in your vehicle. Such devices may cause the electronic
control system to malfunction if they are incorrectly installed or if they are not suited for the
vehicle. Page Interior equipment Sun visors Vanity mirror if equipped Vanity mirror with light if
equipped Storage compartment To use the sun visor at a side window, swing it down and move
it sideways. J Vanity mirror if equipped HB To use the vanity mirror, swing down the visor. Page
Interior Equipment J Vanity mirror with light if equipped To use the vanity mirror, swing down
the visor and open the cover. To close it, push the lid firmly upward. To lock the glove
compartment, insert the master key and turn it clock- wise. To unlock it, insert the master key
and turn it counterclockwise. J Center console To open the lid, pull up the lock release. Page
Cup Holder J Sunglasses storage compartment if equipped The sunglasses storage
compartment can be used to store a pair of sun- glasses or small items such as a garage door
opener. To open the compartment, push on the lid lightly and it will automatically open. Doing
so may cause a short-circuit and overheating, resulting in a fire. The pocket located near the
socket is not designed to sustain high temperatures. Page Cigarette Lighter A cigarette lighter
plug and front and rear ashtrays are optional accessories. If smoking is not desired, always put
the cap on the socket to prevent any foreign object from entering it. To use the cigarette lighter,
push in the knob and wait a few moments. It will automatically spring up when ready for use.
Overloading the accessory power socket can cause a short circuit. Do not use double adapt- ers
or more than one electrical appliance. D If the plug on your electric appliance is either too loose
or too tight for the accessory power socket, this can result in a poor contact or cause the plug
to get stuck. Middle position: The light comes on only when any door is opened. OFF: The light

stays off. When leaving your vehicle, make sure the light is turned off to avoid bat- tery
discharge. When leaving the vehicle, make sure the light is turned off to avoid bat- tery
discharge. The luggage area light switch has three positions: ON: The light stays on
continuously. DOOR: The light comes on only when the rear gate is opened. Putting excessive
weight on the extended cover can break it and an object on the cover could tumble forward in
the event of a sudden stop or colli- sion. Rewind the cover. To take it off the retainer, lift it out.
Store the cover housing in the luggage area. J To install the cover housing Insert the both ends
of the cover housing into the retainers. Page Storage Tray Wagon - If Equipped Anchorage
eyelets The luggage compartment is equipped with four anchorage eyelets so that luggage can
be secured with a luggage net or ropes. When using the anchorage eyelets, raise them up from
under the cutouts of the luggage compartment mat. When not in use, put the eyelets down into
the storing recesses. Page Maintenance Tools The storage tray is located under the floor of the
luggage compartment and can be used to store small items. To open the lid, pull the handle up.
NOTE When storing a flat tire, put the storage tray in the luggage compartment. Maintenance
tools Your vehicle is equipped with the following maintenance tools: Screwdriver Page Starting
and operating New vehicle break-in driving The first 1, miles 1, km Fuel requirements Fuel
Octane Rating. Page Cruise control if equipped To set cruise control To temporarily cancel the
cruise control To turn off the cruise control To change the cruising speed Hill holder for manual
transmission â€” if equipped Manual release Parking your vehicle Parking brake. Page Starting
And Operating New vehicle break-in driving J The first 1, miles 1, km The performance and long
life of your vehicle are dependent on how you handle and care for your vehicle while it is new.
Follow these instructions during the first 1, miles 1, km : D Do not race the engine. Page Fuel
Requirements California specifications. Your vehicle will operate on gasoline meeting Federal
specifications. Page Many gasolines are now blended with materials called oxygenates. Use of
these fuels can also help keep the air cleaner. Page State Emission Testing U. Engine exhaust
gas contains carbon monoxide, a colorless and odorless gas which is danger- ous, or even
lethal, if inhaled. D Always properly maintain the engine exhaust system to pre- vent engine
exhaust gas from entering the vehicle. Page Catalytic Converter D Keep your engine tuned-up. If
you feel the engine running rough mis- firing, backfiring or incomplete combustion , have your
vehicle checked and repaired by an authorized SUBARU dealer. D Do not apply undercoating or
rust prevention treatment to the heat Page Fuel Economy Hints Starting and operating Fuel
economy hints The following suggestions will help to save your fuel. D Select the proper gear
position for the speed and road conditions. D Avoid sudden acceleration or deceleration.
Always accelerate gently until you reach the desired speed. Then try to maintain that speed for
as long as possible. Page Lock NOTE Engine oil, engine coolant, brake fluid, washer fluid and
other fluid levels should be checked daily, weekly or at fuel stops. Driving in foreign countries
When planning to use your vehicle in another country: D Confirm the availability of the correct
fuel. Refer to Fuel Requirement section in this chapter. D Comply with all regulations and
requirements of each country. The ignition switch will lock the steering wheel when you remove
the key. If turning the key is difficult, turn the steering wheel slightly to the right and left as you
turn the key. J ACC In this position the electrical accessories radio, accessory power socket,
etc. J ON This is the normal operating position after the engine is started. Page Key Reminder
Chime 2. Remove the cover under the steering column using a phillips screw- driver. Turn the
ignition key while pressing the key interlock release lever. Starting the engine Apply the parking
brake. Turn off unnecessary lights and accessories. Press the clutch pedal to the floor and shift
the shift lever into neutral. Hold the clutch pedal to the floor while starting the engine. The
starter motor will only operate when the clutch pedal is pressed fully to the floor. Release the
key immediately after the engine has started. This will cause loss of power to the power steering
and the brake booster, making steering and braking more difficult. To change gears, fully
depress the clutch pedal, move the shift lever, and gradually let the pedal up. J Shifting speed
for fuel economy The best compromise between fuel economy and vehicle performance during
normal driving is ensured by shifting up at the speeds listed in the following table. Page
Automatic Transmission actions may cause clutch damage. Do not drive with your hand resting
on the shift lever. This may cause wear on the transmission components. When it is necessary
to reduce vehicle speed due to slow traffic, turning corners, or driving up steep hills, downshift
to a lower gear before the engine starts to labor. B P Park This position is for parking the
vehicle and starting the engine. In this position, the transmission is mechanically locked to
prevent the vehicle from rolling freely. Page B R Reverse This position is for backing the
vehicle. B N Neutral This position is for restarting a stalled engine. This position is for using
engine braking when going down a hill or for climbing a steep grade. In this position, the
transmission holds in the 2nd gear. Use this position when starting off from a standstill on
slippery road surfaces such as mud or snow. Remove the screwdriver from the hole. Depress

the brake pedal and start the engine. This may cause loss of vehicle control and result in
personal injury. B Tilt adjustment 1. Adjust the seat position. Refer to Front Seat section chapter
2. Page Cruise Control If Equipped The power steering system operates only when the engine is
running. If you lose power steering assist because the engine stops or the system fails to
function, you can steer but it will take much more effort. Then release the accelerator pedal. The
vehicle will maintain the desired speed. Vehicle speed can be temporarily increased while
driving with the cruise control activated. Simply depress the accelerator pedal to accelerate the
vehicle. When the accelerator pedal is released, the vehicle will return to and maintain the
previous cruising speed. Depress the accelerator pedal to accelerate the vehicle to the de- sired
speed. Now the desired speed is set and the vehicle will keep running at that speed without
depressing the accelerator pedal. B To decrease the speed 1. Page Manual Release Starting and
operating OM-H OM-H On an uphill grade, when the clutch pedal is depressed while the brake
pedal is also depressed, braking power is maintained temporarily by the Hill Holder when the
brake pedal is released. The driver is therefore able to start the vehicle the same way as on a
level grade, just using the clutch and accelerator pedal. Page 4. Pull the wire out of its housing
by lifting with your finger. Turn the link counterclockwise as far as possible. The device is now
inoperative and the vehicle can be moved. Before starting to drive, always make sure that the
parking brake has been fully released. To set the parking brake, press the brake pedal firmly
and hold it down while fully pulling up the parking brake lever. They could accidentally injure
themselves or others through inadver- tent operation of the vehicle. Also, on hot or sunny days,
the tem- perature in a closed vehicle could quickly become high enough to cause severe or
possibly fatal injuries to them. When the vehicle is headed up the hill, the front wheels should
be turned away from the curb. When facing downhill, the front wheels should be turned into the
curb. Page Disc Brake Pad Wear Warning Indicators The disc brake pad wear warning indicators
on the disc brakes give a warning noise when the brake pads are worn. For safety purposes as
well as to avoid damaging the AWD sys If you do take your Subaru off-road, cer Page straight
down the slopes. A vehicle can much more easily tip over side- ways than it can when moving
forward or backward. Avoid driving straight up or down slopes that are too steep. D Avoid sharp
turning maneuvers, especially at higher speeds. D Do not grip the inside or spokes of the
steering wheel. Remember that damage done to your Subaru while operating if off-road and not
using common sense precautions such as those listed above is not eligible for warranty
coverage. Page Use an engine oil of proper grade and viscosity for cold weather. Heavy summer
oil will cause harder starting. Keep the door locks from freezing by squirting them with deicer or
glyc- erin. Forcing a frozen door open may damage or separate the rubber weather strips
around the door. Page Driving On Snowy And Icy Roads When an antifreeze additive is used, its
effect lasts longer if the tank is refilled whenever the fuel level reaches half empty. Page Snow
Tires Brake system ABS , press the brake pedal repeatedly at short intervals to prevent the
wheels from locking. Then apply the brakes softly to bring the vehicle to a stop. It also may be
dangerous and lead to loss of vehicle control. D Do not use a combination of radial, belted bias
or bias tires since it may cause dangerous handling characteristics and lead to an accident.
Page Rocking The Vehicle Always use the utmost care when driving with tire chains â€”
overconfi- dence because you are driving with tire chains could easily lead to a se- rious
accident. Page Vehicle Capacity Weight from shooting forward and causing serious injury
during a sud- den stop. D Never exceed the maximum load limit. If you do, some parts on your
vehicle can break, or it can change the way your vehicle handles. This could result in loss of
control and cause personal injury. GAW is the combined total of weight of the vehicle, fuel,
driver, all passengers, luggage, any optional equipment and trailer tongue load. Page Trailer
Towing For All Vehicles Except Outback And Sus SUBARU assumes no responsibility for
injuries or vehicle damage that result from trailer towing equipment, or from any errors or
omissions in the instructions accompanying such equipment or for your failure to fol- low the
proper instructions. The total trailer weight trailer weight plus its cargo weight with brakes must
never exceed 2, lbs kg. The Gross Vehicle Weight i. Page Side Mirrors D Adequate size trailer
brakes are required when the trailer and its cargo exceed 1, lbs kg total weight. Choose a proper
hitch for your vehicle and trailer. Consult with a professional hitch supplier to assist you in
choosing an appropriate hitch for your vehicle. Check for correct operation of the turn signals
and brake lights each time you hitch up. Page Trailer Towing Tips Starting and operating In the
event your vehicle gets a flat tire when towing a trailer, ask a com- mercial road service to repair
the flat tire. If you carry a regular size spare tire in your vehicle or trailer as a precau- tion
against getting a flat tire, be sure that the spare tire is firmly secured. Page Trailer Towing For
Outback And Sus If you do decide to tow a trailer, your safety and satisfaction depend upon
proper use of correct equipment and cautious operation of your ve- hicle. Seek the advice of
your SUBARU dealer to assist you in purchas- ing a hitch and other necessary towing

equipment appropriate for your vehicle. Page Warranties And Maintenance SUBARU assumes
no responsibility for injuries or vehicle damage that result from trailer towing equipment, or
from any errors or omissions in the instructions accompanying such equipment or for your
failure to fol- low the proper instructions. When towing a trailer with brakes. AT models When
towing a trailer without brakes. When towing a trailer on a long uphill grade continuously for
over 5 miles 8 km with an outside temperature of F 40 C or above. Page of your vehicle. The
front and rear GAWs can be adjusted by relocating passengers and luggage inside the vehicle.
Page Trailer Hitches Choose a proper hitch for your vehicle and trailer. If use of a non-genuine
hitch is unavoidable, be sure the hitch is suited to your vehicle and trailer. Check for proper
operation of the turn signals and the brake lights each time you hitch up. The temporary spare
tire is not designed to sustain the towing load. Make sure that all the tires on your vehicle are
inflated to the pressure under towing conditions as shown in following table. Page B Before
starting out on a trip D Check that the vehicle and vehicle-to-hitch mounting are in good
condition. If any problems are apparent, do not tow the trailer. D Check that the vehicle sits
horizontally with the trailer attached. If the vehicle is tipped sharply up at the front and down at
the rear, check the total trailer weight, GVW, GAWs and tongue load again, then confirm that the
load and its distribution are acceptable. Page Starting and operating and stop the vehicle at the
nearest safe place. D If your vehicle has a automatic transmission, avoid using the accel- erator
pedal to stay stationary on an uphill slope instead of using the parking brake or foot brake.
Page In case of emergency Hazard warning flasher Engine overheating If steam is coming from
the engine compartment If no steam is coming from the engine compartment Jump starting
Page Engine Overheating Hazard warning flasher Day or night, if your vehicle becomes a traffic
hazard, use the hazard warning flasher. Avoid stopping on the road. It is best to safely pull off
the road if a problem occurs. The hazard warning flasher can be acti- vated regardless of the
ignition switch position. Keep the engine running at idling speed. Open the hood to ventilate the
engine compartment. Confirm that the cooling fan is turning. If the fan is not turning, immediately turn the engine off and contact your authorized dealer for repair. Page D The gas
generated by a battery explodes if a flame or spark is brought near it. Do not smoke or light a
match while jump start- ing. D Never attempt jump starting if the discharged battery is frozen. It
could cause the battery to burst or explode. D Whenever working on or around a battery, always
wear suit- able eye protectors, and remove metal objects such as rings, bands or other metal
jewelry. Connect one end of the other cable to the negative â€” terminal of the booster battery.
The jack can come out of the jacking point or sink into the ground and this can result in a
severe accident. D Use only the jack provided with your vehicle. Put wheel blocks at the front
and rear of the tire diagonally opposite the flat tire. Take out the spare tire, jack, and wheel nut
wrench. See Tire Chang- ing Tools in this chapter. If your vehicle has wheel covers Insert the
wheel nut wrench into the notch provided in the wheel cover, and pry it off. Page 7. Loosen the
wheel nuts using the wheel nut wrench but do not remove the nuts. OM-H 8. Place the jack
under the side sill at the front or rear jack-up point clos- est to the flat tire. Turn the jackscrew
by hand until the jack head engages firmly into the jack-up point. Page In case of emergency 9.
Insert the jack handle into the jackscrew, and turn the handle clock- wise until the tire clears the
ground. Do not raise the vehicle higher than necessary. OM-H Remove the wheel nuts and the
flat tire. This torque is equivalent to applying about 88 to lbs 40 to 50 kg at the top of the wheel
nut wrench. Never use your foot on the wheel nut wrench or a pipe extension on the wrench
because you may exceed the specified torque. Page Indicator location mark D If your vehicle is
AWD with automatic transmission Before driving your vehicle with temporary spare tire, put a
spare fuse inside the FWD connector located in the engine compartment and confirm that the
front-wheel drive warning light comes on. The all wheel drive capability of the vehicle has now
been deactivated. To remove the spare tire, first remove the spare tire cov- er, turn the attaching
bolt counterclockwise, then take the spare tire out. To take out the jack: Sedan: first pull the tab
on the trim cover down to open the cover, turn the jackscrew counterclockwise to loosen it,
then remove the jack. Observe the following procedures for safety. J Transporting your vehicle
using a flat-bed truck This is the best way to transport your vehicle. Use the following procedures to ensure safe transportation. Check the transmission and differential oil levels and add
oil to bring it to the upper level if necessary. Release the parking brake and put the transmission
in neutral. Page We do not recommend this method of towing. D Do not apply excessive lateral
load to the towing eyelets. Towing eyelet Tie-down eyelet: Never use the tie-down eyelet for
towing purpose. The towing eyelets should be used only in an emergency e. Page Appearance
care Exterior care As a result, the brake stopping distance will be longer. To dry the brakes,
drive the vehicle at a safe speed while lightly pressing the brake pedal to heat up the brakes.
Page Appearance Care Frequent polishing with a compound or an incorrect polishing technique
will result in removing the paint layer and exposing the undercoat. Special materials and

protective finishes have been used on most parts of the vehicle to help maintain fine
appearance, strength, and reliable opera- tion. J Most common causes of corrosion The most
common causes of corrosion are: 1. Page Cleaning The Interior Appearance care treatment or
should be replaced. Repair chips and scratches in the paint as soon as you find them. Check
the interior of the vehicle for water and dirt accumulation under the floor mats because that
could cause corrosion. Page Leather Seat Materials If your SUBARU is to be parked for a long
time in bright sunlight, it is recommended that the seats and headrests be covered, or the
windows shaded, to prevent fading or shrinkage. Page Cleaning Aluminum Wheels Cleaning
aluminum wheels D Promptly wipe the aluminum wheels clean of any kind of grime or agent. If
dirt is left on too long, it may be difficult to clean off. D Do not use soap containing grit to clean
the wheels. Be sure to use a neutral cleaning agent, and later rinse thoroughly with water. Page
Maintenance and service Maintenance precautions Before checking or servicing in the engine
compartment When you do the checking or servicing in the engine compartment while the
engine is running Engine compartment overview Engine, transmission, and differential gear oil
leaks Engine oil. Checking brake booster operation Battery. If you perform maintenance and
service by yourself, you should familiar- ize yourself with the information provided in this
section on general main- tenance and service for your SUBARU. Page Engine Compartment
Overview Engine compartment overview Manual transmission oil level gauge MT page or
Differential gear oil level gauge AT page Automatic transmission fluid level gauge page Clutch
fluid reservoir 2. If engine oil gets in your eyes, immediately flush them thoroughly with clean
water. For safety, when perform- ing this work, wearing eye protection is advisable. J Checking
the oil level Check the engine oil level at each fuel stop. This is caused by thermal expansion of
the engine oil. To prevent overfilling the engine oil, do not add any additional oil above the
upper level when the engine is cold. J Changing the oil and oil filter Change the oil and oil filter
according to the maintenance schedule in the warranty and maintenance booklet. Page 5. Wipe
the seating surface of the drain plug with a clean cloth and tighten it securely with a new sealing
washer after the oil has completely drained out. Sealing washer Drain plug 6. Remove the under
cover. Engine oil viscosity thickness affects fuel economy. Oils of lower vis- However, in hot
weather, oil of higher viscosity is required to properly lubricate the engine. SAE viscosity numbr
and applicable temperature J Recommended grade and viscosity under severe driving conditions If the vehicle is used in desert areas, in areas with very high tempera- tures, or used for
heavy-duty applications such as a towing a trailer, use of oil with the following grade and
viscosities is recommended. If frequent addition of coolant is necessary, there may be a leak in
the engine cooling system. Page â€”33 F â€”36 C. Use of improp- er coolants may result in
corrosion in the cooling system. It is im- portant to maintain protection against freezing and
corrosion, even if freezing temperatures are not expected. The alco- hol contained in the engine
coolant may damage the paint sur- face. Rubber gaskets 3. After refilling the reserve tank and
the radiator, reinstall the caps and check that the rubber gasket inside the radiator cap is in the
proper position. Use the rec- ommended coolant only. Use of improper coolants may result in
corrosion in the cooling system. Page 3. Remove the air vent plug from the radiator. Filler neck
Fill up to here 4. Do not pour the coolant too quickly, as this may lead to insufficient air bleeding
and trapped air in the system. Page Air Cleaner Element Rubber gaskets 6. Put the radiator cap
back on and tighten firmly. At this time, make sure that the rubber gasket in the radiator cap is
correctly in place. Start and run the engine for more than five minutes at 2, to 3, rpm. Unsnap
the two clamps holding the air cleaner case cover. Open the air cleaner case cover and remove
the air cleaner element. D Make sure the cables are replaced in the correct order. Replace the
spark plugs according to the maintenance schedule in the warranty and maintenance booklet.
Page Drive Belts 98 N 22 lb, 10 kg midway between the pulleys by using a spring scale. Belt
deflection should be the amount specified. If transmission oil gets in your eyes, immediately
flush them thoroughly with clean water. For safety, when performing this work, wearing eye
protection is advisable. If auto- matic transmission fluid gets in your eyes, immediately flush
them thoroughly with clean water. Park the vehicle on a level surface and set the parking brake.
First shift the selector lever in each position. Front of vehicle Dipstick Drain plug 4. If differential
oil gets in your eyes, immediately flush them thoroughly with clean water. The oil level should
be kept even with the bottom of the filler hole. If the oil level is below the bottom edge of the
hole, add oil through the filler hole to raise the level. If power steering fluid gets in your eyes,
immediately flush them thoroughly with clean water. For safety, when performing this work,
wearing eye protec- tion is advisable. If brake fluid gets in your eyes, im- mediately flush them
thoroughly with clean water. D Never use different brands of clutch fluid together. D When
clutch fluid is added, be careful not to allow any dirt into the tank. With the engine off, depress
the brake pedal several times, applying the same pedal force each time. The distance the pedal
travels should not vary. Never expose a bat- tery to an open flame or electric sparks. Batteries

give off a gas which is highly flammable and explosive. D For safety, in case an explosion does
occur, wear eye protec- tion or shield your eyes when working near any battery. Page
Windshield Washer Fluid In areas where water freezes in winter, use an anti-freeze type
windshield washer fluid. Its freezing temperature varies according to how much it is diluted, as
indicated below. Page Replacement Of Windshield Wiper Blades Replacement of windshield
wiper blades Grease, wax, insects, or other material on the windshield or the wiper blade results
in jerky wiper operation and streaking on the glass. If you cannot remove the streaks after
operating the windshield washer or if the wiper operation is jerky, clean the outer surface of the
windshield or rear window and the wiper blades using a sponge or soft cloth with a neutral
detergent or mild-abrasive cleaner. If the new blade rubber is not provided with two metal
spines, remove the metal spines from the old blade rubber and install them in the new blade
rubber. Metal spines 5. Align the claws of the metal support with the grooves in the rubber and
slide the blade rubber assembly into the metal support until it locks. Page Brake Pedal 6. Install
the wiper blade assembly to the wiper arm. Make sure that it locks in place. Lower the wiper
arm. Brake pedal Check the brake pedal free play and reserve distance according to the
maintenance schedule in the warranty and maintenance booklet. J Checking the brake pedal
free play Stop the engine and firmly depress the brake pedal several times. J Checking the
brake pedal reserve distance More than 2. Page Checking The Clutch Pedal Free Play J
Checking the clutch pedal free play Lightly press the clutch pedal down with your finger until
you feel resis- tance, and check the free play. To avoid this, be certain to pull the lever up slowly
and gently. Page Parking Brake Stroke about N, 44 lb, 20 kg. If the parking brake lever stroke is
not within the specified range, have the brake system checked and adjusted at your SUBARU
dealer. Tires and wheels Page D Do not let air out of warm tires to adjust pressure. Doing so will
result in low tire pressure. The tires should be checked frequently for proper tire pressure, wear,
and cuts. B Checking the tire pressure For the best balance between fuel economy, tire life, ride
comfort, and handling, tire pressure should be maintained in accordance with specifications.
Page Wheel Covers A tire should be replaced when the tread wear indicator appears as a solid
band across the tread. The indicators appear when the remaining tread has been worn to 0. J
Wheel covers B Removing the wheel cover Insert the wheel nut wrench into the notch provided,
and pry the wheel cover off. Page Aluminum Wheels If Equipped B Installing the wheel cover
Align the valve with the valve hole in the cover, then fit the cover on the wheel by tapping your
hand evenly around the circumference of the cover. NOTE When any of the wheels is removed
and replaced for tire rotation or to change a flat tire, always check the tightness of the wheel
nuts after driv- ing approximately miles 1, km. The fuses are located in three fuse boxes. B Fuse
box 1. Page OM-H 6. If the same fuse blows again, this indicates that its system has a problem.
B Fuse socket behind the instrument panel lower cover 1. Main fuse and fusible link The main
fuses and fusible link are designed to melt during an overload to prevent damage to the wiring
harness and electrical equipment. Installation of accessories Always consult your SUBARU
dealer before installing fog lights or any other electrical equipment in your vehicle. Such
accessories may cause the electronic system to malfunction if they are incorrectly installed or if
they are not suited for the vehicle. If you touch the bulb surface with bare hands or greasy
gloves, finger prints or grease on the bulb surface develop into hot spots, caus- ing the bulb to
break. If there are finger prints or grease on the bulb surface, wipe them away with a soft cloth
moistened with al- cohol. Page 1. Remove the front fog light assembly by removing the two
bolts. Disconnect the connector. Remove the front fog light bulb by turning it counterclockwise.
Replace the bulb with a new one. Then reconnect the connectors and reinstall the removed
parts in the reverse order of removal. Remove the front fog light case cap by turning it
counterclockwise. Disconnect the connector behind the case cap. HB 5. Remove the front turn
signal light assembly mounting screw located at the top of the headlight assembly using a
phillips screwdriver. Move the front turn signal light assembly forward until it pops out from the
fender. Unlatch the rear combination light cover by pulling the knob. Open the cover up.
Remove the bulb holder from the rear combination light assembly by turning it
counterclockwise. Remove the bulb from the socket by pushing it and turning counterclockwise. Remove the mounting screws using a phillips screwdriver. Remove the cover and
lens. Pull the bulb out of the socket. Install a new bulb. Reinstall the lens and cover. Tighten the
mounting screws. Remove the lens by prying the edge of the lens with a regular screw- driver.
Reinstall the lens. Remove the cover by pulling it out. Reinstall the cover. Tighten the mounting
screws then reinstall the covers. NOTE Other bulbs may be difficult for owner to replace.
Maintenance and service OM-H â€” OM-H Use M5 x 12 bolts to install a license plate on the rear
gate. Page Specifications Specifications Page Dimensions Specifications These specifications
are subject to change without notice. Page Capacities Cold cranking ampere Alternator Spark
plugs 2. Traction A, B, C. Uniform tire quality grading standards This information indicates the

relative performance of passenger car tires in the area of treadwear, traction, and temperature
resistance. This is to aid the consumer in making an informed choice in the purchase of tires.
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. A majority of all used US imports have
either been in accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe
or are subject to open recalls. For 30 years, CARFAX has been collecting data on US vehicles
from thousands of sources and has helped millions of used car shoppers reduce their risk of
getting stuck with a vehicle that has costly hidden problems. For more than 30 years, CARFAX
has been helping millions of used car shoppers make better purchase decisions and avoid
expensive hidden problems. In addition, CARFAX has helped used car dealers around the world
to build trust with their customers and sell their American cars with confidence. With more than
14 billion records, CARFAX has built up its database with the help of its partners and sources,
including government offices, law enforcement agencies, service and repair shops, car
dealerships, insurance companies and many more. In addition to publicly available information,
CARFAX has collected information from many independent reliable sources. Thanks for the
service, the price was absolutely worth. Immediately to the Internet, paid with credit card and in
10 minutes I had the report. Vehicle imported from California to Lithuania. For some weeks
"Babs" is now with us and we have a lot of fun with the car. Buying Used American Cars?
Search by VIN. Instant Access. We offer you unique vehicle history to help you make better
purchase decisions. Trusted by millions of users. Worldwide market leader. The most popular
blog articles How to detect mileage rollback? Mileage rollback is one of the most occurring
types of fraud in the selling process of used cars. However, there are ways to detect mileage
fraud. Even though odometer fraud is difficult to detect for the untrained eye, it is not an
impossible task. Import a car from the USA. There are a few advantages to buying a American
used car. Check the Service History of a Car. How important is the service history of a car?
CARFAX takes a look at these questions and explains the importance of the service history of a
car, as well as where you can find the complete history of service records. Make a VIN Search.
Search Go. You can edit the name of your vehicle by clicking the pencil icon on the right.
Something went wrong. Please try again. Select Your Vehicle Below:. VIN Go. No vehicles
found. Select your vehicle below:. Transport your gear and goods without the mess. Click here
to shop the Genuine Subaru Cargo Organizer. Home Subaru Forester Genuine Subaru Forester
Replacement Parts. Your Nearest Retailers. Liberty Auto City Subaru. Shop Now. Distance:
Kenosha Subaru. Wilde Subaru. Enter your zip code: View More Retailers. Select a Subaru
Forester Driveline. Select a Category. When the time arrives to maintain or repair your Subaru
Forester, choose the same quality that came standard from day one. G
wiring diagram for a furnace
lexus es 350 brakes
jdm galant
enuine Subaru Forester Accessories Fast. Built to perform and last with custom-fit and
function. Wherever adventure in your Subaru Forester leads, stay plugged in. Comfort and
Convenience. Less difficulty. More enjoyment. All customized to you and your Subaru Forester.
Subaru style attuned precisely to you and your Subaru Forester. Protection and Security. Help
prevent the worst and lessen the impact of the unavoidable in your Subaru Forester. STI Brand.
The Subaru Forester mods you want for the power you crave. Subaru Gear. Shop Gear as
unique as you and your Subaru Forester. More than just a quality product, you desire the
self-expression that Subaru provides. Connect more to your vehicle and other enthusiasts with
Genuine Subaru Gear. Links Subaru. Legal Policies. While every reasonable effort is made to
ensure the accuracy of this data, we are not responsible for any errors or omissions contained
on these pages. Please verify any information in question with a sales representative.

