Yamaha grizzly 700 fuel pump

It looks fine, the plug the dealer replaced was the original, so with all the playing around with
the mods, I don't think the plug is the issue here. All of the Grizzly s do that. I just looked at the
breakdown of my fuel pump inside the gas tank and my shop manual does not show a filter.
Now it seems to run good otherwise, more of an embarassment than anything. With all that
going on, it was downright amazing that the first Yamaha Grizzly could be conceived and built.
For a better experience, please enable JavaScript in your browser before proceeding. It was
simply the advancing tide of technology. But opting out of some of these cookies may have an
effect on your browsing experience. This website uses cookies to improve your experience.
There are days where I wonder if I should have gone with a just for the fuel injection and
re-designed suspension - don't really need the power steering. Ended up draining the fuel tank
and putting fresh gas in it and she runs like new again. It's just that common sense tells me to
change the fuel filter but to date I have never found it nor have I found it mentioned in the shop
manual. Hi I know this is a old post but I was wondering if you guys found something. Changed
that out but still was not right. I plan on wiring up the dynatek reverse override sometime this
week, probably weekend. We'll assume you're ok with this, but you can opt-out if you wish. Re:
Grizzly Stalling at idle Yes, got the service manual, but I just had the dealer replace the TPS and
supposedly the new one is in spec. As it turns out, it was brought to life with very little internal
corporate struggle. If you found a problem please let me know what you found. See and
discover other items: exhaust yamaha grizzly, kodiak accessories, electronic fuel injection kit,
grizzly parts, grizzly parts, yamaha grizzly parts There's a problem loading this â€¦ Could not
believe it. It is mandatory to procure user consent prior to running these cookies on your
website. And perform sensor test's. I'm not actually having any fuel problems with my The
dealer threw my plug away, so I'll have to ride some and then pull the plug. I only had an ounce
if that of injecter cleaner in a bottle ; from My deisel truck. I can spray starter fluid an it will fire. I
bought my Rhino new in and have never found a fuel filter nor have I found a grease zert and
Lord knows I've looked.. If so, turn the key on and see if the check engine light is coming on.
JavaScript is disabled. This category only includes cookies that ensures basic functionalities
and security features of the website. I have the EHS tuner and talked to Eric. As Yamaha is
prone to do, the entire quad was once again redesigned. Save my name, email, and website in
this browser for the next time I comment. Call: Hit enter to search or ESC to close. Leave a
Reply Cancel Reply. Share Tweet Share Pin. Hours: Showroom Open â€” please call first. Quick
Links. It contains important safety information. Contiene indicaciones importantes acerca de la
seguridad. Troubleshooting Troubleshooting Troubleshooting charts Page 4 Read this manual
carefully before operating this vehicle. This manual should stay with this ve- hicle if it is sold.
This manual will provide you with a good basic understanding of the features and operation of
this ATV. Particularly important information is distinguished in this manual by the following
notations: This is the safety alert symbol. It is used to alert you to potential per- sonal injury
hazards. Page 7 Please check your local riding laws and regulations before operating this ATV.
Any reprinting or unauthorized use without the written permission of Yamaha Motor Co. Page 9
Parking Page 10 Checking and lubricating the brake pedal These labels contain important
information for safe and proper operation. Never remove any labels from your ATV. If a label
becomes difficult to read or comes off, request a replace- ment label from your Yamaha dealer.
For Europe Page 14 43PS 43PR Page 15 Familiarize yourself with the following pictograms and
read the explanatory text, then make sure to check the pictograms that apply to your model.
Operation of this ATV by children under the age of 12 increases the risk of severe injury or
death. Adjust the tire pressure. Improper tire pressure can cause loss of control. Loss of control
can result in severe injury or death. Page 17 Overloading can cause loss of control. Page 18 For
Oceania Page 20 Page 21 Page 23 Always inspect your ATV each time you use it to Always
follow proper procedures for climbing make sure it is in safe operating condition. Al- hills as
described in this manual. Check the ter- ways follow the inspection and maintenance rain
carefully before you start up any hill. Page 24 steady speed when climbing a hill. If you stall or
Always be sure there are no obstacles or people roll backwards, follow the special procedure
for behind you when you operate in reverse. When braking described in this manual. Dismount
on it is safe to proceed in reverse, go slowly. Page 25 and you can quickly be overcome and
unable to save yourself. Also, deadly levels of carbon monoxide can linger for hours or days in
en- closed or poorly ventilated areas. Rear shock absorber assembly spring preload adjusting 1.
Radiator cap ring 2. Battery 2. Rear storage compartment and tool kit 3. Fuses 3. Fuel tank cap
cover 4. Air filter case 4. Drive select lever 2. Rear brake lever 3. Handlebar switches 4. Horn
switch 5. Rear brake fluid reservoir 6. Multi-function display 7. The headlights and taillight come
on when the light switch is on, and the engine can be started. The key cannot be removed. Due
to the synchronizing mechanism in the dif Page 33 2. If this occurs, have ton together for at
least three seconds. Page Handlebar Switches 5. See the starting instructions on page prior to

starting the engine. This could distract the oper- first opportunity. Page 38 control and have an
accident if you cannot make a sharp enough turn for the speed you are traveling. This ATV is
equipped with a switch allowing you to lock the differential gear when in four-wheel drive.
Select the appropriate switch position according to the terrain and the conditions. Page 39
LOCK 1. Differential gear lock lever 1. Page Throttle Lever Riding before the differential gear
lock is proper- ly engaged e. Page Front Brake Lever crease the maximum engine power
available EBU Front brake lever and the maximum speed of the ATV, turn the The front brake
lever is located on the right handle- adjusting screw in direction b. Do not turn bar. To apply the
front brake, pull the brake lever the adjusting screw out more than 12 mm toward the handlebar
grip. Page Fuel To install the fuel tank cap Install the fuel tank cap by turning it clockwise until a
click is heard, and then close the fuel tank cap cover. EBU Fuel Make sure there is sufficient
gasoline in the tank. Page 44 expands when it heats up, heat from the en- 3. Wipe up any spilled
fuel immediately. Page Seat Your Yamaha engine has been designed to use To install the seat
regular unleaded gasoline with a research octane Insert the projections on the front of the seat
into number of 91 or higher. If knocking or pinging oc- the seat holders and push down on the
seat at the curs, use a gasoline of a different brand. If they must be stored, wrap them in
appropriate cushion material to prevent damaging the stor- age compartments. The front
storage compartment is located at the front right side of the ATV. Page 47 When storing any
documents in the storage com- partments, be sure to wrap them in a plastic bag so that they
will not get wet. When washing the ATV, be careful not to let any water enter the storage
compartments. Do not exceed the load limit of 0. Do not exceed the maximum load of EBU Rear
carrier Do not exceed the load limit of Page 49 1. Special wrench Spring preload setting:
Minimum soft : Standard: 1. Spring preload adjusting ring Maximum hard : 2. Position indicator
A special wrench can be obtained at a Yamaha dealer to make this adjustment. The auxiliary DC
jack can be used for suitable work lights, radios, etc. Page 51 If accessories are used without
the engine running or with the headlights turned on, the battery will lose its charge and engine
start- ing may become difficult. Do not use an automotive cigarette lighter or other accessories
with a plug that gets hot because the jack can be damaged. Page Pre-Operation Checks Do not
operate the vehicle if you find any problem. If a problem cannot be corrected by the procedures
provided in this manual, have the vehicle inspected by a Yamaha dealer. Before using this
vehicle, check the following points If soft or spongy, have Yamaha dealer bleed hy- draulic
system. Page Fuel They should move smoothly and there specified level. Add oil as necessary.
See page should be a firm feeling when the brakes are ap- If not, have a Yamaha dealer check
the brake system. Page Throttle Lever See page It must open smoothly and spring back to the
idle position when released. Have a Yamaha dealer correct if necessary. Page 56 Recommended
tire pressure: Front Low-pressure tire gauge Front kPa 2. Page 57 Use of improper tires on this
ATV may cause Type: loss of control, increasing your risk of an acci- Tubeless dent. After
extensive tests, only the tires listed below have been approved for this model by Yamaha Motor
Co. Page Chassis Fasteners Aftermarket tires and rims The tires and rims that came with your
ATV were designed to match the performance capabilities and to provide the best combination
of handling, braking, and comfort. Other tires, rims, sizes, and combinations may not be
appropriate. EBU Chassis fasteners Make sure that all nuts, bolts and screws are prop Howdriving in reverse ever, it is recommended to shift into the neutral or park position before
starting the engine. Page 61 reverse, make sure there are no people or ob- stacles behind you.
When it is safe to proceed, go slowly. Bring the ATV to a complete stop. Apply the brake pedal.
The drive select lever cannot be shifted into or from reverse or park without applying the brake
pedal. Page Engine Break-In km mi or 20 should come on. If the indicator light does not hours.
The various parts in the engine wear and come on, have a Yamaha dealer check the elec- polish
themselves to the correct operating clear- trical circuit. Page Parking If any engine trouble
should occur during the steep you could not walk up them easily. Stop the engine. EBU Parking
3. Yamaha is not in a position to test the Do not mount an accessory where it could interproducts that these aftermarket companies pro- fere with your ability to control the ATV. Page
65 bulky object attached to the handlebars which Never exceed the weight limits shown. An
over- could make steering difficult, an accessory that loaded ATV can be unstable. Page 66 just
the load in the trailer, if necessary, to reduce the weight on the hitch. If you are carrying cargo
and towing a trailer, include the tongue weight in the maximum ATV load limit. Load cargo on
the carriers as close to the center of the ATV as possible. Page 69 Riding your ATV requires
skills acquired through practice over a period of time. Take the time to learn the basic
techniques well before attempting more difficult maneuvers. Page 70 Apparel Always wear the
following to reduce risk of injury in an accident: Approved motorcycle helmet that fits properly
Eye protection goggles, helmet face shield, or protective eyewear Over-the-ankle boots, gloves,
long-sleeved shirt or jacket, and long pants An approved helmet and other personal protective

equipment can reduce the severity of injuries in an accident. Page 71 1. Protective clothing
Pre-operation checks 2. Goggles Always inspect your ATV each time you use it to 3. Gloves
make sure the ATV is in safe operating condition. Boots 5. Helmet Perform the pre-operation
checks listed on page Always follow the inspection and maintenance Do not operate after or
while consuming alco- procedures and schedules described in the Own- hol or drugs. Page 72
opening, even when the throttle lever is pushed to Do not exceed the maximum loading limits
the maximum. Turning in the adjusting screw limits for the vehicle see box in this section or vethe maximum engine power available and de- hicle labeling. Removing even one hand Page 74
ATV should be during operation or after leaving the ATV, do not let genuine Yamaha or
equivalent components de- brush, grass and other materials collect under the signed for use on
this ATV and should be installed vehicle, near the muffler or exhaust pipe, or next to and used
according to instructions. Al- you ride on unpaved public streets or roads. Do not ways be alert
to changing terrain conditions ride on any paved public street, road or motorway. Page 77 loose
terrain could cause loss of traction or ATV control, which could result in an accident, including
an overturn. Do not ride on private property without getting per- mission. When riding in an area
where you might not easily be seen, such as desert terrain, mount a caution flag on the ATV.
Make sure that this area is free of obstacles and other riders. You should practice Do not shift
from low-range to high-range or control of the throttle, brakes, shifting procedures, vice versa
without coming to a complete stop. Page Climbing Uphill As you approach a curve, slow down
and begin to may continue to go straight. As you turn, come to a stop and then practice the
proce- do so, put your weight on the footboard to the out- dure again. The ATV can overturn
more easily on extremely steep hills than on level surfaces or small hills. Always check the
terrain carefully before you start up any hill. Never climb hills with excessively slippery or loose
surfaces. Page 81 Do not attempt to climb hills until you have mas- If you are climbing a hill and
you find that you have tered basic maneuvers on flat ground. Always not properly judged your
ability to make it to the check the terrain carefully before attempting any top, you should turn
the ATV around while you still hill. Page Riding Downhill uphill. Stalling, rolling backwards or
im- Never operate the ATV on hills too steep for properly dismounting while climbing a hill the
ATV or for your abilities. Page Crossing A Slope Use caution while descending a hill with loose
or slippery surfaces. Braking ability and traction may be adversely affected by these surfaces.
Improper braking may also cause a loss of traction. Be very careful when turning on any hill.
Page 85 The ATV can be used to cross slow moving, shal- ability. Wet brakes may have re- low
water of up to a maximum of 35 cm 14 in in duced stopping ability, which could cause loss
depth. Before entering the water, choose your path of control. Page 86 1. Air filter case check
hose 1. Storage compartment drain plug 1. Storage compartment drain plug Page Riding Over
Rough Terrain cident. Be sure to keep your feet firmly mounted on the footboards at all times.
Page What To Do If If the rear wheels of your ATV start to slide side- ways, control can usually
be regained if there is With practice, over a period of time, skill at con- room to do so by
steering in the direction of the trolled sliding can be developed. Page Periodic Maintenance And
Adjustment The intervals given in the periodic maintenance vice or while using the vehicle. If
you are not fa- and lubrication chart should be considered as a miliar with vehicle service, have
a Yamaha general guide under normal riding conditions. Page Owner's Manual And Tool Kit If
you do not have the tools or experience required spective compartments under the seat. Items
marked with an asterisk should be performed by a Yamaha dealer as they require special tools,
data and technical skills. Page 98 EBU Some maintenance items need more frequent service if
you are riding in unusually wet, dusty, sandy or muddy areas, or at full-throttle. Page Removing
And Installing Panels EBU Removing and installing panels The panels shown need to be
removed to perform some of the maintenance jobs described in this chapter. Refer to this
section each time a panel needs to be removed and installed. Panel E 2. Page Panel B To
remove the panel 1. Remove panel A. Remove the front carrier by removing the bolts. Panel A
To install the panel Place the panel in the original position. Carrier bolt under the fenders Page
1. Carrier bolt top 1. Front carrier stay bolt 3. Remove the front carrier stays by removing 4.
Remove the quick fasteners, and then pull the the bolts. Front carrier stay Panel B 2. Install the
front carrier stays by installing the 2. Quick fastener bolts and tightening them to the specified
torque. To install the panel 1. Place the panel in the original position, and Tightening torque:
then install the quick fasteners. Front carrier stay bolt: 34 Nm 3. Page Tightening torques:
Carrier bolt top : 26 Nm 2. Install panel A. Panel C To remove the panel 1. Remove the seat. See
page Panel C 2. Panel D 2. Quick fastener screw 3. Install the seat. Panels D and E To remove
one of the panels 1. Remove panel C. Remove the quick fastener screw and bolt, and then pull
the panel upward to remove it. To ease removal of panel D, shift the drive select lever into the
reverse position. Page To install one of the panels 1. Place the panel in the original position,
and then install the bolt and quick fastener screw. Quick fastener screw 1. Bolt 2. Install panel

C. Page Panel F To remove the panel Pull outward on the areas shown. Panels G and H To
remove one of the panels Remove the nut and bolts, and then pull the panel 1. Panel F
downward while pushing the projection. To install the panel Place the panel in the original
position. Panel G 1. Panel H 2. Nut 2. Nut 3. Bolt 3. Bolt 4. Projection 4. Projection To install one
of the panels Place the panel in the original position, and then in- stall the bolts and nut. Page 2.
Remove the rear carrier by removing the bolts. Carrier bolt under the fenders Panel I To remove
the panel 1. Carrier bolt upper 1. Carrier bolt lower 1. Panel I 2. Quick fastener 3. Remove the
quick fasteners, and then push inward on the areas shown. Place the panel in the original
position, and then install the quick fasteners. To remove a radiator grill Remove the quick
fastener, pull the radiator grill outward at the top, and then pull it upward. Install the rear carrier
by installing the bolts and tightening them to the specified torques. Since heat and deposits will
cause any spark plug to slowly erode, the spark plug should be removed and checked in accordance with the periodic maintenance and lubrica Page If the spark plug shows a distinctly
different color, the engine could be operating improperly. Do not attempt to diagnose such
problems yourself. In- stead, have a Yamaha dealer check the ATV. Check the spark plug for
electrode erosion and excessive carbon or other deposits, and replace it if necessary. If a
torque wrench is not available when installing 3. Page To change the engine oil with or without
oil fil- ter cartridge replacement The engine oil should be between the minimum 1. Place the ATV
on a level surface. Remove panel F. Page 8. Install the new oil filter cartridge with an oil fil- ter
wrench, and then tighten it to the specified torque with a torque wrench. An oil filter wrench is
available at a nearby Yamaha dealer. Apply a thin coat of engine oil to the O-ring of the new oil
filter cartridge. Page Refill with the specified amount of the recom- mended engine oil, and then
insert the dip- stick completely into the oil filler hole. Recommended oil: See page Oil quantity:
Without oil filter cartridge replacement: 2. Page Final Gear Oil If any leakage is found, have 3. If
the oil is below the brim of the check hole, a Yamaha dealer check and repair the ATV. In adremove the final gear oil filler bolt and its gas Page To change the final gear oil 1. Place an oil
pan under the final gear case to collect the used oil. Remove the final gear oil filler bolt, the final
gear oil level check bolt, the final gear oil drain bolt and their gasket to drain the oil from the
final gear case. Page Differential Gear Oil The differential gear case must be checked for oil
leakage before each ride. If any leakage is found, 1. Final gear oil have a Yamaha dealer check
and repair the ATV. Gasket In addition, the differential gear oil level must be 3. Page To check
the differential gear oil level 5. Install the oil filler bolt and its gasket, and then 1. Remove the
differential gear oil filler bolt and Tightening torque: its gasket, and then check the oil level in
the Differential gear oil filler bolt Differential gear oil drain bolt 1. Differential gear oil filler bolt 2.
Gasket 2. Gasket 3. Differential gear oil 4. Install the drain bolt and its new gasket, and 4.
Correct oil level then tighten the bolt to the specified torque. Recommended differential gear oil:
Tightening torque: See page Page Coolant 8. Check the differential gear case for oil leak- age. If
oil is leaking, check for the cause. EBU Coolant The coolant level should be checked before
each ride. In addition, the coolant must be changed at the intervals specified in the periodic
maintenance and lubrication chart. Page If water has been added to the coolant, have The
radiator fan is automatically switched on or a Yamaha dealer check the antifreeze con- off
according to the coolant temperature in the tent of the coolant as soon as possible, radiator.
Page 5. Remove the radiator cap. Coolant drain bolt 2. Gasket 1. Radiator cap 6. Remove the
coolant reservoir cap. Disconnect the hose on the coolant reservoir side, and then drain the
coolant from the cool- ant reservoir. Trough 4. Pour the recommended coolant into the reservoir to the maximum level mark, and then in- stall the reservoir cap. Howev- er, if distilled water
is not available, soft water may be used for refilling. Do not use hard water or salt water since
they are harmful to the engine. Water pump air bleed bolt 1. V-belt cooling duct 2. Clamp screw
When coolant begins to flow out of the bolt Loosen the cylinder head air bleed bolt, with- hole,
tighten the water pump air bleed bolt to out removing it, to allow all of the air to escape the
specified torque. Start the engine, and then check for coolant leakage. If any leakage is found,
have a Yamaha dealer check the cooling system. Cylinder head air bleed bolt Install the V-belt
cooling duct, and then tighten the clamp screw. Page the panels. Check the hoses periodically
and, if dust or water collects in them, empty them and clean the air filter element and air filter
case. Sponge material 1. Air filter case cover holder 2. Air filter mesh 2. Air filter case cover 5.
Clean the mesh with solvent, and then wipe 4. Remove the sponge material and the mesh the
solvent off. Check the sponge material and replace it if damaged. Apply Yamaha foam air filter
oil or other qual- ity foam air filter oil to the sponge material. The sponge material should be wet
but not drip- ping. Page Cleaning The Spark Arrester EBU Cleaning the spark arrester Select a
well-ventilated area free of combustible materials and make sure the exhaust and muffler are
cool. Remove the bolts. Hose Install the panel. The air filter element should be cleaned every
20â€” 40 hours. Tailpipe 1. Purging bolt 2. Spark arrester 2. Gasket 8. Start the engine and rev it

up approximately 4. Check the gasket for damage, and replace it if twenty times while
momentarily creating ex- necessary. Page Valve Clearance 3. To increase the throttle cable free
play, turn must be adjusted by a Yamaha dealer at the inter- the throttle cable free play adjusting
bolt in di- vals specified in the periodic maintenance and lu- rection a. Page Checking The Front
And Rear Brake Pads If a brake pad has Rear brake worn to the point that the wear indicator
groove has almost disappeared, have a Yamaha dealer re- place the brake pads as a set. The
wheels need to be removed to check the brake pads. If a protector wears to the point that its
indicator be- comes visible, have a Yamaha dealer replace the protector. Rear brake hose
protector The wheels need to be removed to check the 2. Page Always clean up spilled fluid
imme- diately. As the brake pads wear, it is normal for the brake fluid level to gradually go
down. However, if the brake fluid level goes down suddenly, have a Yamaha dealer check the
cause. Minimum level mark In addition, have the oil seals of the master cylinders and cali Page
Adjusting The Brake Pedal Free Play EBU Adjusting the brake pedal free play The brake pedal
free play must be adjusted at the intervals specified in the periodic maintenance and lubrication
chart. Always perform this maintenance completely in the following order whenever adjusting
the rear brake. Before adjusting the brake pedal free play, check the rear brake pads for wear.
After adjusting, there should be slight play at If the correct free play cannot be obtained, have a
the brake pedal cable joint as shown. If there Yamaha dealer adjust it. When adjusting the rear
brake pedal free play: Be sure not to step on the brake pedal. Page Axle Boots If a cable is
damaged or does not move 1. Front axle boot each side smoothly, have a Yamaha dealer check
or replace Recommended lubricant: Engine oil Corrosion can result when the cable sheaths
become damaged, and cables can also become frayed or kinked, which could restrict the
operation of controls and lead to an accident or injury. To access the brake pedal pivot, remove
panel H. Page Lubricating The Rear Knuckle Pivots Lubricating the rear knuckle pivots
Lubricating the steering shaft The rear knuckle pivots must be lubricated at the The steering
shaft must be lubricated by a Yamaha intervals specified in the periodic maintenance and dealer
at the intervals specified in the periodic lubrication chart. Avoid contact with skin, eyes or
clothing. Always shield your eyes when working near batteries. Page 4. Disconnect the negative
battery lead first, To charge the battery then the positive battery lead by removing Have a
Yamaha dealer charge the battery as soon their bolt. Keep in Page To install the battery 4. Install
the front carrier by installing the bolts and tightening them to the specified torques. Be sure the
battery is fully charged. Tightening torques: Carrier bolt top : 1. Place the battery in its
compartment. Ignition fuse 2. Headlight fuse 1. Fuse box 3. Four-wheel-drive motor fuse 2.
Radiator fan fuse 3. Main fuse 5. Signaling system fuse 4. EPS fuse 6. Auxiliary DC jack fuse 5. If
the fuse immediately blows again, have a Yamaha dealer check the electrical system. Remove
the cover at the rear of the headlight by pulling it off. Headlight bulb cover 3. Disconnect the
headlight coupler. Cover at the rear of the headlight 2. Thoroughly clean off any NOTICE dirt
and fingerprints on the headlight bulb It is advisable to have a Yamaha dealer make using a
cloth moistened with alcohol or this adjustment. To lower a headlight beam, turn the adjusting
screw in direction b. Remove the burnt-out bulb by pushing it in and turning it
counterclockwise. Page Removing A Wheel 4. Insert a new bulb into the bulb holder, push it
EBU Installing a wheel in, and then turn it clockwise until it stops. Install the bulb holder
together with the bulb 2. Page Troubleshooting The following troubleshooting charts represent
quick and easy procedures for checking these vital systems yourself. However, should your
ATV re- quire any repair, take it to a Yamaha dealer, whose skilled technicians have the
necessary tools, expe- 1. Tapered nut rience, and know-how to service the ATV properly. Page
Troubleshooting Charts Remove the spark plug and check the electrodes. The engine does not
start. Have a Yamaha dealer check the ATV. Check the battery. Battery The engine turns over
The battery is good. Page Start the engine. If the engine overheats again, have a The coolant
level Yamaha dealer check and repair the cooling system. If coolant is not available, tap water
can be temporarily used instead, provided that it is changed to the rec- ommended coolant as
soon as possible. Many Frequent, thorough cleaning of your ATV will not expensive repair bills
have resulted from only enhance its appearance but will improve its improper high-pressure
detergent applica- general performance and extend the useful life of tions such as those
available in coin-oper Page Storage EBU 3. Perform the following steps to protect the cylStorage inder, piston rings, etc. Remove the spark plug cap and spark Short-term plug. Always
store your ATV in a cool, dry place and, if b. Pour a teaspoonful of engine oil into the necessary,
protect it against dust with a porous spark plug bore. Page 6. Cover the muffler outlet with a
plastic bag to prevent moisture from entering it. Remove the battery and fully charge it. Store it
in a cool, dry place and charge it once a month. Page Spark plug gap: Front tire: 0. Page
Minimum: Front suspension: Front: Type: Page Consumer Information Record the vehicle
identification number and mod- el label information in the spaces provided below for assistance

when ordering spare parts from a Yamaha dealer or for reference in case the ATV is stolen.
Vehicle identification number front left side Page EBU Model label The model label is affixed at
the location in the il- lustration. Record the information on this label in the space provided. This
information will be need- ed when ordering spare parts from a Yamaha deal- Page Shock
absorber assemblies, adjusting the front and rear Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Why is it important to replace your fuel pump strainer regularly, even though
your fuel pump is functioning perfectly fine? The fuel pump strainer also known as pre-filter or
fuel sock is a fuel system's first line of defense against fuel system contamination; including
dirt, dust, or other fine particles found in regular pump gasoline. A varnished or clogged
strainer restricts flow, forcing the fuel pump to work harder, which affects pump longevity.
Without a doubt, fuel tank varnishing and strainer clogging are the 1 causes of fuel pump
failure. For powersports applications where the motor is not run every single day like an
automotive vehicle, fuel pump strainers should be replaced every year, as inexpensive
preventative maintenance. Additionally, if the motor will not be used for any extended period of
time, we highly recommend adding a bottle of fuel stabilizer to the tank, and running the motor
for a few minutes to circulate the fuel stabilizer throughout the system. Transit times and rates
vary based on country. Please email us for a quick quote. Qty :. Add to Cart. Package
Dimensions: W1. May We Suggest. Welcome Guest Login Cart Register. Cart Items: 0. YouTube
Facebook. Sign In or Create an Account. The Yamaha Grizzly is a reliable and tough quad. With
its durable frame, it can endure harsh conditions and aggressive riding styles. Many owners
have come across issues with the quad. What are some common Yamaha Grizzly Problems?
From engine noise to poor acceleration, these issues can be quite frustrating and might make
an owner second-guess themselves for buying a Yamaha Grizzly Thankfully, these can be
resolved with parts adjustment, proper maintenance, or a call to your dealer. These problems
should not deter you from getting a Yamaha Grizzly Grizzly owners often comment on the
stability of the quad. It can feel unstable while on hills or turning corners. This is due to it being
lightweight as it is built this way for superior handling over any obstacle. Its compact size and
high seating also add to the instability. The Yamaha Grizzly only has one cylinder, which many
consider a drawback. With less power, it creates more noise than two-cylinder quads. It may
also lead to overheating problems. If you experience this, adding a radiator should solve the
problem. You could also add another muffler to the rear rack to help with noise. Some owners
have reported that dirt, sand, and dust gets in the air filter. This can damage internal engine
parts, such as valves, pistons, and cylinder walls, resulting in excessive oil consumption, poor
engine performance, and engine failure. To fix, apply filter grease around the outer edges, and
then securely place the filter in. This should help prevent debris from getting through. If you
ride in very dusty conditions, check the airbox more frequently. This issue forms part of the
Yamaha Grizzly problems and is due to valve issues. The way to fix it is to bring it to a Yamaha
dealer for proper diagnosis and resolution. Or you can do an engine valve clearance check to
see if it needs adjustment. Starter problems are common across all Yamaha Grizzly year
models. This may be due to the spring on the compression, which needs to be put back in
place. Also, valves may need to be adjusted if they are too tight. Depending on the tests you will
be running on your Yamaha Grizzly 4wheeler, you may not need all of those tools. After
removing the gas cap on your Yamaha Grizzly , you may notice a loud hiss. This is because
your rollover valve is not venting properly and is defective. Supposedly, this was an issue seen
in earlier models, which Yamaha corrected with an updated rollover valve. Contact your
dealership to get it replaced. This issue occurs even for Yamaha 4 wheelers with less than 50
miles on them. You can easily determine this since the quad would die at idle whether in gear or
not and backfire periodically. Your Grizzly would also have extreme pressure in the gas tank
and have power problems under load. This problem may arise from several factors like
contaminated fuel, worn-out spark plug, fuel-starved engine, or a bad fuel pump. This problem
usually happens after gassing on Yamaha quads hard. The initial speculation is that this is due
to a snapped axle. Issues with bearings and axles may be the case for Yamaha ATVs that have
been modded. But owners would, later on, trace it back to either a faulty transmission or
differential. To pinpoint the exact cause, you will first need to disconnect the driveshaft. There
are very few to no problems reported with the braking system of Yamaha Grizzlys. However,
spongy rear brakes can be due to not getting a full bleed in when installing new brake pads. Use
a power bleeder or a turkey baster if you encounter this problem. Be sure to use DOT 4 fluid
when bleeding. The poor air filter design of the Yamaha Grizzly leaves its engine feeling
deprived and performing poorly during acceleration. Additionally, an air filter with blockage
leads to bad gas, which causes the engine to run erratically. Owners of and more recent
Yamaha Grizzly models complain that the engine is difficult to turn over and will not cold-start,

despite the electrical starting system working correctly. This problem is caused by a broken
decompression spring weakened during manufacturing. In July of , Yamaha addressed this
issue by ordering a recall of affected Grizzly and Kodiak units, advising owners to contact their
Yamaha dealer to have the defective part replaced with a higher-quality decompression spring.
Yamaha Grizzly power steering problems for their , , and models resulted in a recall of 20, units
of and class Grizzlys and hundreds of rollover accident lawsuits. The steering problem was
caused by a defect in the steering column support assembly that posed a crash hazard,
potentially causing riders to lose control and suffer injuries. Thankfully, this was an anecdotal
issue, specific only to those model years. Apart from identifying common issues with the
Grizzly, knowing their respective fixes is likewise vital. Below are some things you can do to
prevent these problems:. Grizzly owners more widely report the first eight issues. However,
Yamaha veterans believe that most of these problems are caused by rider negligence or abuse
and can be addressed by proper care for the quad and adherence to scheduled maintenance.
Other concerns were only apparent on older model years of the Yamaha Grizzly and have
already been corrected in more recent releases. Some are considered one-offs and had been
permanently addressed by Yamaha through product recalls. With help online and support from
Yamaha riding communities, resolving these minor problems is now a breeze. It can even be
done by a beginning mechanic or a new owner. Yamaha Grizzly problems d
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o not taint the reliability of the vehicle and reputation of the manufacturer in any way. This
problem list should enable you to decide on your next ATV purchase. After all, you can never go
wrong with a Yamaha! Synonymous with hard work, the Kawasaki Mule has come a long way
from its 1,class predecessor. This multi-functional quad is no longer just for agricultural
applications. Through the years, This wheeler was Polaris' Skip to content. Here are the most
common Yamaha Grizzly problems: It feels unstable on hills and around corners. The engine is
noisy and overheats. Dust and dirt get through the filter. The quad smokes on startup. The gas
tank rollover valve is defective. The engine backfires then dies. It makes a clanking noise when
in 2WD or 4WD. Rear brakes get spongy with new brake pads. The quad has poor acceleration.
Cold-weather starting is difficult. It has steering control problems. Yamaha Grizzly Problems 1.
It feels unstable on hills and around corners. Continue Reading.

